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Preface 



Computer Vision has now reached a level of maturity that allows us not only 
to perform research on individual methods but also to build fully integrated 
computer vision systems of a significant complexity. This opens up a number 
of new problems related to architectures, systems integration, validation of sy- 
stems using benchmarking techniques, and so on. So far, the majority of vision 
conferences have focused on component technologies, which has motivated the 
organization of the First International Conference on Computer Vision Systems 
(ICVS). It is our hope that the conference will allow us not only to see a number 
of interesting new vision techniques and systems but hopefully also to define the 
research issues that need to be addressed to pave the way for more wide-scale 
use of computer vision in a diverse set of real-world applications. 

ICVS is organized as a single-track conference consisting of high-quality, pre- 
viously unpublished, contributed papers on new and original research on com- 
puter vision systems. All contributions will be presented orally. A total of 65 
papers were submitted for consideration by the conference. All papers were re- 
viewed by three reviewers from the program committee. Thirty-two of the papers 
were selected for presentation. 

ICVS’99 is being held at the Alfredo Kraus Auditorium and Convention 
Centre, in Las Palmas, on the lovely Canary Islands, Spain. The setting is spring- 
like, which seems only appropriate as the basis for a new conference. 

I would like to thank all the members of the program committee for their 
help in the reviewing process. It is their competence and hard work which has 
enabled the organizing committee to put together a high-quality conference. 

I would like to thank our sponsors: the Spanish Ministry of Education, Ca- 
bildo de Gran Canaria, Excmo. Ayuntamiento de Las Palmas de Gran Cana- 
ria, University of Las Palmas de Gran Canaria, El Corte Ingles, and the EU 
TMR Networks SMART-II and CAMERA. Without their support this confe- 
rence would not have been possible. I would also like to thank Springer- Verlag 
in Heidelberg, for their support of this conference through the proceedings. 

Finally, I would like to thank member of the Computer Vision and Active 
Perception group and especially Emma Gniuli and Jan-Olof Eklundh for their 
never ending patience and support. 

I wish all participants a successful and inspiring conference and a pleasant 
stay on the Canary Islands. 
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Henrik Iskov Christensen 
Program Chair 
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HelmholtzstraBe 16, D-89081 Ulm, Germany 
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Abstract. Although many different vision algorithms and systems have been de- 
veloped so far, integration into a complex intelligent control architecture of a 
mobile robot is in most cases an open problem. In this paper we describe the inte- 
gration of different vision based behaviours into our architecture for sensorimotor 
systems. By means of different scenarios like person tracking and searching of 
different objects, the structure of the vision system and the interaction with the 
overall architecture is explained. Especially the interaction of vision based modu- 
les with the task level control and the symbolic world model is an important topic. 
The architecture is successfully used on different mobile robots in natural indoor 
environments. 



1 Introduction 

Integration of vision modules into a control architecture for an autonomous mobile 
robot is more difficult than just adding the vision components. This is due to the high 
bandwidth of vision sensors which require a task specific configuration of vision based 
behaviours. Another important aspect is lack of processing power on a mobile robot. 
This often prevents the use of existing powerful algorithms or requires to adjust them 
to the specific needs for use on a mobile platform. Therefore integrating vision based 
behaviours into an intelligent architecture for mobile robots is not only adding different 
components but affects many parts of the architecture itself. 

The mobile robot described in this paper is used as demonstrator within the SFB 527. 
The SFB (collaborative research center) is a basic research project on "Integration of 
Symbolic and Subsymbolic Information Processing in Adaptive Sensorimotor Systems". 

The paper is organized as follows. First we describe the main parts of the currently 
used architecture and the integration of vision based behaviours into the overall system. 
Then we describe two main vision based behaviours in more detail. The first one is used 
to detect and locate different objects within a natural indoor environment. It is used e.g. 
within a cleanup procedure to put different objects into waste baskets etc. The second 
behaviour is able to track and follow a person. This behaviour is especially useful for 
service robotic applications where a person is guided by a mobile robot or where a person 
shows the robot where to execute a specific task. 

* This work is part of project C3 (http://www.uni-ulm.de/SMART/Projects/c3.html) of the SFB 
527 sponsored hy the Deutsche Forschungsgemeinschaft 

H.I. Christensen (Ed.): ICVS’99, LNCS 1542, pp. 1-0, 1999. 

(c) Springer- Verlag Berlin Heidelberg 1999 
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1.1 System Overview 

The basic idea of the system architecture is described in Ql . At the implementation level 
this architecture currently comprises three layers as shown in figure[IJ The subsymbolic 
level consists of continuously working modules. These modules work on raw sensor data 
and generate commands for the actuators. Realtime capabilities are an important topic 
at this level. Many skills of the robot are implemented at this level. In some sense, they 
contain no state and just build a reactive system which has to be configured appropriately. 
Algorithms for motion control and map building for example are at this layer. The 
second layer is the execution layer which is responsible for appropriate configuration and 
synchronization of the activities of the subsymbolic level. It supervises tasks performed 
on the subsymbolic level. In particular it selects appropriate parameters for skills taking 
into account the current execution context. It only works on discrete states which are 
used to synchronize real world execution with the symbolic task description. Since the 
outcome of a selected behaviour could be different to the expected one, a simple linear 
sequence of primitive behaviours is not sufficient. The execution layer must conditionally 
select appropriate behaviours for the current situation. The third layer contains time- 
consuming algorithms. Normally different transitions occur at the execution layer while 
the deliberation layer tries to generate a solution. One of the modules at this layer 
contains the symbolic planner. The generated plans describe the desired plot only at a 
very abstract level and constrain the selection of execution possibilities at the execution 
layer. The subsymbolic level is often called the skill layer and the intermediate level the 
sequencing layer. 




Fig. 1. Architecture overview 
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1.2 Related Work 

Since in this paper both the architecture of the mobile robot and the vision component 
is part of the reported work, we describe related work in both areas. Due to space 
restrictions we concentrate on person following approaches in the area of vision because 
the algorithms used in the other vision modules are mainly off-the-shelf. 



Architecture The kind of architecture we use is very similar to 3T Q. This is not 
surprising because this kind of architecture seems to be extremely well suited to im- 
plement an intelligent control architecture for a mobile robot. The main strength of this 
kind of architecture is that by dividing the whole system into three layers, each layer is 
significantly easier to implement than the whole system. Another important topic is that 
the sequencing layer allows to abstract from details that would complicate the planning 
layer. This is the key to bridge the gap between the skill layer and the deliberative layer. 
Implementations of multilayer architectures are different with respect to the used algo- 
rithms at each layer. The sequencing layer often consists of a variant of the RAP system 
Q. Recently, new programming languages like ESL | have been proposed, but they 
are not especially designed to be used with a symbolic planner. A very good overview 
on multilayer architectures is given in 11 ^ll . An unsolved topic, however, is the kind of 
interaction between different layers. Therefore many existing layered architectures are 
different with respect to this point. 



Person Following Much work in the held of person detection and tracking is based 
on vision systems using stationary cameras I19II . Many of the approaches assume a 
stationary background because moving objects are detected by subtracting two frames 
CSEl- Other methods require that the tracked person is never occluded by other objects 
m . Therefore they are typically not suitable for person following on a mobile robot since 
at the same time the robot tracks the person, it has to move into the person’s direction 
to stay close enough. 

Many approaches can be classihed regarding the kind of models that are used. Models 
range from complex 3D models 1 9j to simpler 2D models iiETrai . The basic idea is to 
use deformable models to represent the boundary of the segmented body. Even those 
approaches assume one or more static cameras. 

Several approaches use color-based image segmentation for object-ground separation 
HEI Persons to be tracked are represented by a collection of color blobs. A color- 
based system which is able to track colored blobs in real-time is presented in lETTl . It 
is implemented on a mobile robot which locates a person in dynamic environments but 
requires to wear a uni-colored shirt with one of four predefined colors. Drawbacks are 
that the approach is not adaptive to illumination changes and, since it relies solely on 
the color and does not consider any shape, it requires that the person can be uniquely 
identihed by its color. Therefore the person’s color should not occur in the background. 

A model-based approach for object tracking using two-dimensional geometrical 
models can be found in cn. A binary contour model is matched against the current 
edge image using the Hausdorff distance. A successive match leads to an update of the 
contour model. This approach adapts to continuous deformations of the person’s image 
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during movement. Thus, it overcomes the difficulties which person tracking imposes on 
rigid-model based approaches. The main drawback of this approach is its computational 
complexity. Without any restrictions in the search space, it seems not to be suitable for 
real-time application. 



2 Details of the Architecture 



Although the basic architecture is based on a well-known three-layer model, there are 
significant differences. These concern mainly the interaction between different layers 
and are described in more detail in this section. 

The basic entity of the robot software is a module. A module is equivalent to a 
process and consists of different threads. The external interface of a module is built 
using predefined communication templates. The software framework SmartSoft |;ISJ 
also defines fhe basic infernal sfructure of each module. This allows to completely hide 
any communication details from the module implementation and ensures standardized 
module interfaces. This includes a configuration interface for each module which is used 
for example by the execution layer to coordinate module activations. The modules form a 
client-server architecture and can be distributed transparently over different computers. 

The execution layer is very similar to the RAP-system o. It has knowledge about 
default execution of different tasks. By appropriately configuring the modules at the 
subsymbolic level, different behaviours can be realized using the available modules. This 
allows to build different behaviours based on a limited set of skills. The configuration of 
a behaviour not only consists of activating and deactivating skills. Moreover, since the 
whole system is based on a client-server architecture, module interconnections can be 
changed online. We do not use a precompiled wiring of data flow between modules. 

Events are not standalone or equivalent to skills but part of a skill. This allows to 
include extended status information about the situation which fired fhe evenf. Further- 
more, only inside a module sufficient details are accessible to decide whether to fire an 
event. If events are separated from skills, many private details of modules have to be 
exported to events. 

The currently used syntax to represent task networks is very close to the RAP not- 
ation. The main differences are the kind of interface to the subsymbolic level and the 
structure of the knowledge base. The knowledge base is organized as a frame system with 
single inheritance of object features. This allows a more structured representation which 
is important as soon as the knowledge base grows. The knowledge base is separated from 
the agenda interpreter and is accessed by a very simple tell-and-ask interface. Therefore, 
different kinds of knowledge representations can be used without reimplementing the 
whole execution layer. The agenda interpreter has been extended to handle some more 
ordering constraints in task nets like try-in-order etc. These modifications allow a more 
convenient formulation of task nets. 

Another important detail concerns transient conditions. They can occur when swit- 
ching between configurations and have to be avoided. For example, having activated the 
path planner together with the event no path available before the mapper can provide the 
requested part of the map, would fire fhe event unmeant. Therefore, the skill interface 
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has been redesigned to provide more options to specify the order of skill activation and 
deactivation than the original RAP system. 

As interface to the symbolic planner, an abstract STRlPS-like [5J description of 
the tasks available at the execution layer is used. With the current implementation, the 
planner is called from the execution layer for specihc predefined problems. Whenever 
the planner operator occurs within a task net, the agenda interpreter calls the symbolic 
planner together with the appropriate part of the knowledge base. Because we know, 
for which problems we call the symbolic planner, we can also predefine, which part 
of the knowledge base has to be transformed into the planners representation for each 
problem instance. The generated plan dehnes the expansion of the planner operator and 
substitutes it in the task net. A typical subproblem solved by the planner is generating 
a sequence to get a specific box out of a stack of boxes. The currently used planner 
is IPP El- Of course, this kind of planner interface is one of the simplest ones, but 
it has specihc advantages as well. By preselecting only problem relevant parts of the 
knowledge base and hiding as many details as possible from the symbolic planner, the 
planner is at all able to produce plans within a reasonable time. 
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Fig. 2. Modules at different layers 



Some of the currently implemented modules at different layers are shown in hgure 
El Many modules at the subsymbolic layer deal with motion control and map building. 
Another important module e.g. is self localization, which ensures that the position error 
of the robot stays within certain boundaries fia . Details of the motion control skills can 
be found in M . The vision system consists of two different modules. The hrst module 
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is able to search and locate different objects, whereas the second module is able to track 
a person. The execution layer, the knowledge base and the symbolic planner are each 
implemented in a separate module. 



3 Model Based Object Recognition 



The vision component is used to detect and locate different objects in a natural indoor 
environment. One task, e.g., includes cleaning up an area. That means while moving 
around and exploring the workspace, objects have to be recognized on the fly. Significant 
difficulties arise from the moving robot and the movements of the pan-tilt-unit, that are 
necessary to fully explore the actual workspace. The following section describes details 
of the object recognition process, which is specifically adjusted to the requirements of a 
mobile robot. 



3.1 Interface of the Vision Module 



In flgure0the structure of the vision module is shown. The vision module always has to be 
connected to the image server. Depending on the current behaviour it is also connected to 
the server of the pan-tilt unit (ptu) and the base server, which provides the current robot 
position. The vision server itself can provide heading information for other modules 
when tracking an object. The client interface allows to select different behaviours which 
either require an object list or an object id. The object list consists of different object 
types together with object attributes. The object list restricts the behaviour to objects 
matching the list. The more attributes are specified for an object the more restricted is 
the behaviour. If, for example, specifying (search (type ball)), all balls are searched. If 
specifying (search (type ball)(color red)), only red balls are searched. The object list 
consists of class descriptions of objects and must not be confused with object instances. 
An object instance is referenced by the object id. 

In figure 0 some more details of the interface of the vision module are shown. 
Commands are used to set the configuration for the next behaviour. Events are generated 
by the vision system as soon as important changes occur which have to be reported to the 
execution layer for task execution purposes. Requests are used to ask for attribute values 
of a specific instance referenced by its identifier. Updates are generated autonomously by 
the vision module depending on the selected behaviour. For example, while tracking an 
object the position of this object is continuously provided to subscribed clients. Normally 
the motion control uses this information to move the robot into the desired direction. In 
figure E]the configuration sequence for searching red balls and blue trashcans is shown 
in detail. After being activated, the behaviour quits as soon as one matching object is 
found. In this case an event is generated reporting the object id of the object found. 

The following behaviours are implemented in the vision server. They provide basic 
capabilities which can be used to realize more complex vision based tasks. 
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Fig. 3. Structure of the vision module 



search objectlist 
track objectid 
follow objectid 



Search the specified objects and stop searching as soon as 
one matching object is found. 

Track the specified object but without providing heading 
information for motion control. 

Follow the specified object, stop the robot if the object is 
reached or lost. If lost, search for it. 

fullsearch obj ectlist Use the ptu to fully explore the visible area without moving 
the robot. This behaviour reports all matching objects, 
reset Reset the vision module. 



3.2 Object Classification 

The vision module uses a model base to perform object recognition. Each object type 
is specified by a set of feature values. Features used to describe objects include form 
descriptors (rule based form classifiers) and color (color thresholds, color histograms). 
Since the object recognition has to work fast and robust on a mobile platform, we can 
use only computational inexpensive features. Flowever, these have to be discriminant 
with respect to the occuring objects. Approved features are: 

size number of pixels belonging to the object 

realsize real visible area of the object 

boundingbox image coordinates of the upper left and the lower right corner of 
the color blob 

eccentricity eccentricity of the object 
theta angle between the major axis 

fill size(bounding box)/size(blob) 
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Configuration 

Activation/Deactivation 

following behaviour: "object reached" 
search behaviour: "search finished" 

=> returns list of object ids 



object type 
object position 
object color 
etc. 



relative position information 
as used during tracking 



(color red) 

(object ball) 

(color blue) 

(object trashcan) 

activate events 

activate search behaviour 

vision module searches for objects 

if found matching objects, event triggers 
and returns list of object identifiers 




ask for object attributes 



time 



Fig. 4. The vision module interface Fig. 5. The search behaviour 



It depends on the object, which features are necessary for classihcation. Not all 
features are used with all objects. According to the tasks to be performed by the robot, 
the following objects are currently supported: 

object bottle, ball, trashcan, cylinder, balloon, block, door, doorlabel, palette, 
table, notype 

color red, green, blue, yellow, brown, orange, pink, lightgreen, white, black, 
lightorange, turquoise, lightblue, nocolor 

The classification process now works as follows. If an object is specihed, the corre- 
sponding feature values are looked up in the model base. These values form an object 
specific classifier which decides whether this object is in the image. In our scenario there 
exist only colored objects. The colortype nocolor means, that the object can have any of 
the above colors. Therefore, if an object is only specified by type, all supported colors 
are checked. Colors can be defined in different ways, e.g. as upper and lower bounds in 
RGB or in NCC color space. Classification consists of three steps which are also shown 
in hgure0 

1 . color segmentation 

2. feature extraction 

3. classification with object specific classifiers based on extracted features 

If the command ( search ( type ball )( color red ), ( type trashcan )( color yellow j j is given, 
a new image is shot. First all red color blobs are detected by a simple color thresholding. 
After thresholding, the shape features for these blobs are computed. If a blob is smaller 
or bigger than a given threshold, it is deleted. If the shape of the blobs fulfil the criteria 
for balls, a ball with its attributes and coordinates is added to the object database. After 
that the same procedure starts from the beginning for all other objects specified in the 
objectlist. 
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Fig. 6. Procedure of object classification 



3.3 Object Database 

In the object database - maintained by the vision module - each object instance has a 
unique object identiber. An entry in the object database contains the following informa- 
tion. 

objectclass id for the objectclass 
objectcolor id for the object color 
features all computed features 
pos3d cartesian 3d world coordinates 
pos2d polar coordinates 
distance distance to the camera 

refpoint location of the spatial reference point in relation to the floor 

If a behaviour with an object list is executed, the vision system normally generates a 
new unique identifier for each matching object. The only exception is when an already 
known object falls into an object dependent circular region around the object’s position. 
If the object type and the attributes besides position are compatible, the old identifier 
is reused and the object’s position is updated. If the objects are not compatible, the old 
identifier is deleted and a new entry is generated. 

Figured shows an example of the update process when performing afullsearch for 
balls. The object database assumes a red ball at position A and a blue ball at position B. 
The current situation is a red ball at position A, a yellow ball at position B and a green 
ball at position C. The object at position D is not inside the field of view and is therefore 
not considered. Because the object type and attributes at position A are compatible, the 
red ball is kept in the object database and only its position is updated. Although the 
object type at position B is compatible, the color attribute does not match. Therefore, 
the object id 2 is deleted and the new id 3 is introduced. Since the object at position C 
is new, the object id 4 is introduced. 

Each assertion or deletion in the object database is reported to the knowledge base. 
In the above example, one has to delete the entry with the vision object id 2 and assert 
new entries for the objects with the vision object identifiers 3 and 4. The knowledge base 
only maintains references to objects and symbolic descriptions of object attributes. The 
geometric model, e.g., of a bottle as it is used at the vision system, is private to the vision 
system and of no use at the symbolic level. The model of a bottle is totally different in 
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(type ball)(color red)(pos A)(id 1) 
(type ball)(color blue)(pos B)(id 2) 



(type ball)(color red)(pos A)(id 1) 
(type ball)(color yellow)(pos B)(id 3) 
(type bal!)(color green)(pos C)(id 4) 



A: red ball 
B: yellow ball 
C: green ball 
D: not in field of view 




Fig. 7. Update of the object data base 



the module which has to plan grasping operations. The symbolic level only maintains 
the links to the distributed representations. 

4 Person Following 

Since the person following behaviour includes a moving platform, the person tracking 
approach has to cope with varying illumination conditions and a changing background. 
It must also be able to track different persons. Furthermore, the available processing 
power is limited and has to be shared with other modules. To fulfil these requirements, 
we use a combination of a fast color-based approach with a contour-based method. The 
color-based method provides regions where the computationally expensive contour- 
based approach is applied. A startup phase is used to generate both the color and the 
contour model of the person to be tracked. During the tracking phase these models are 
continuously updated. 

4.1 Color Based Person Tracking 

We developed two color based methods which can be used interchangeably. Further 
details can be found in na. Both methods are based on the NCC color space, where the 
intensity information is removed. They are different with respect to the representation 
of the person-specific color model. 

Modified NCC Method We first extended the approach presented in (2(| to allow 
tracking of any uni-colored shirt. As shown in figures 0 and 0 the person presents 
itself to the robot and a predefined region is used to generate the person-specific color 
model. The thresholds {ri,rh, gi,gh) for the red and green color band are computed as 
T’l/h = gr T o'r and gi/i^ = gg ^ a g. We assume a normal distribution of the color 
values of each color band. The thresholds define a rectangular area in the NCC color 
space describing the color distribution to be tracked. 

During the tracking phase, the current image is transformed into a binary image. A 
pixel is set to 1 in the binary image if the corresponding NCC color value is within the 
rectangular area specifying the color model. The center of gravity of the largest blob in 
the binary image determines the position of the person to be tracked. 
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Fig. 8. Startup following behaviour 




Fig. 9. Predefined region to extract co- 
lor model 



Histogram Based Method Since the modified NCC method can only track uni-colored 
shirts, we introduced color histograms. Based on an image representation in the NCC 
color space, we compute a two dimensional histogram h20 where /i2£)(r,p) specifies 
the number of image pixels with the color value (f , g) (figure fTri) . To detect and locate 
the person in the image, the histogram values are backprojected on the image. The 
pixel value p{x, y) in the backprojection image with the color value (f, g) is set to the 
histogram value of (f , g) \pf,g = (r ; ff) ■ The resulting image specifies the frequency 

that the image point p(a:, y) belongs to the tracked person. Subsequently, pixels with low 
probability values are eliminated. The target position is estimated by a weighted center 
of gravity in the backprojection image. This is shown in figureEl where the person is 
wearing a two-colored shirt. 




Fig. 10. Normalized 2D-histogram of 
red and green color bands 



Fig. 11. Backprojection image 
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4.2 Contour-Based Approach 

While the presented color-based approaches are fast and fairly robust against shape 
changes of the person, they are not always sufficient. If different persons wear similar 
colored dresses, further information is needed. Therefore, we developed a method based 
on the approach in ED , that allows to track non-rigid objects. A contour model consisting 
of a set of edge pixels allows to describe the shape of a person. 



Detection of the Seeked Object In the first step, the RGB-image is converted to a 
greylevel image which is fed into a Canny operator El to generate a binary edge image. 
Let It be the binary edge image taken at time step t and Mt be the model at time step 
t represented by a binary edge image. The model may undergo certain transformations 
g{Mt).We allow just translations in the image space. Then the seeked object is detected 
by matching the current model g{Mt) against the next image It+i- To estimate the 
similarity between model and edge image we use the generalized Hausdorff-distance 
CD as a distance measure. 



= min \\g{p)-q\\ (1) 

Q^h+1 

Minimizing hk over all transformations g{.) provides the translation of the model Mt 
which leads to the best match. Let g* be the transformation which minimizes m and d 
be the minimal distance. 



d = ming^chk{g{Mt),It+i) (2) 

Descriptively this means that at least K points of the transformed model g{Mt) lie at 
most at a distance d away from any point of the image It- 



Contour Model Generation and Update The initial contour model is generated by a 
startup step. All edges within a predefined rectangular area are defined fo belong to the 
initial contour model of the presented person. To be able to handle shape changes, the 
model has to be updated. The new model Mt+i is built from the points of the image It+i 
whose distance to a point of the transformed model g{Mt) do not exceed a threshold S. 
The parameter 6 controls which shape changes are allowed within one timestep. That 
also covers small rotations and size variations. 

Mt+i = {g€ It+i \ min \\g*{p) - g|| < 5} (3) 



4.3 Combination of Color-Based and Contour-Based Approach 

Since the contour-based approach is computational too expensive we combine it with 
the color-based one. The color-based approach is used for detecting regions where it is 
reasonable to apply the contour-based approach. Figure [O depicts our concept. 

To update the contour model, the result of the color segmentation is used to mask the 
edge image. A binary image representing the blob belonging to the detected person is 
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Fig. 12. Combined color- and contour-based approach 



first dilated (figure[Oshows the dilated blob image) and a rectangular region is added for 
the persons head. This considers the characteristic shape of the head and shoulder part 
when generating the initial model though the color distribution is generated only from 
the body. This binary mask is used to eliminate edge pixels belonging to the background. 
In figure E] the updated contour model is shown. By masking the edge image before 
updating the contour model, unlimited growing of the contour model is prevented. This 
has been a problem with the original contour based approach. 





Fig. 13. Mask image 



Fig. 14. Model update 



4.4 Implementation 

To implement the behaviour person-following on our mobile robot, control commands 
for the robots actuators have to be generated. After detecting and locating the seeked 
person within the image, we use a very simple camera model to implement a reactive 
following-behaviour. The video cameras of our robot are mounted on a pan-tilt unit 
(ptu) which owns two degrees of freedom. The ptu is used to implement a gaze holding 
behaviour, i.e. steadily holding the person in the center of the image. To compute the 
control commands for the ptu, we assume a known focal length / and size of the CCD- 
Chip. A camera’s field of view 7 is computed as 7 ^; = 2 horizontally 
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^ ^ 

and vertically. The ptu-angles are modified by ax = where xb denotes the 

number of columns and x the estimated center of gravity of the person in the image. 
These directions are used as input for other modules which are responsible for generating 
collision free motions. 




Fig. 15. Distance calculation 



For holding a given distance between target and robot, we use a method based on 
the disparity between two simultaneously shot images. The conjugate pair we use are 
the centers of gravity of the segmented color blobs in both images. Our model is shown 
in figure 03 ] The distance z can be computed to z = . This is precise enough 

for a simple distance-estimation in order to decide if the robot has to accelerate or to 
decelerate. If the person is lost more than three times in sequence a stop command is sent 
to the motion control. After redetection the motion control gets new goal information. 



5 Integration on the Robot 

5.1 Person Following 

At the execution layer, the capabilities of the person following module are modeled as 
two different behaviours. A behaviour can be executed by putting it on the agenda of the 
execution layer. The startup behaviour allows to build the model of the person (figure 
EJ. The task net for this behaviour provides the following individual steps: First, speech 
output is used to ask the person to stand in front of the camera and to acknowledge this 
by speech input. Now the startup step is executed within the person following module. 
An event reports the result and speech output is used to inform the person. In case of 
success, an unique identifier to reference the person is provided and the startup step is 
finished. 

The person following behaviour expects the identifier of the person presented before. 
Executing the person following behaviour includes a more complicated configuration 
at the skill level. The person following module gets images from the image server and 
provides the ptu with control commands. The motion controller is provided with the 
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Fig. 16. Person following 



distance to and direction of the person relative to the robot. This module gets laser scans 
and tries to move into the proposed direction without collision. The speed is adjusted to 
the distance between the person and the robot. Different events are used to synchronize 
with the execution layer. The person following module can report whether the person 
has been lost. In this case the robot stops but tries to reacquire the person. The motion 
controller, e.g., can report that no path is available. The appropriate event handling 
procedure is invoked within the task net at the execution layer. The person following 
behaviour is shown in figureO the data flow between involved modules in figure fTTl 



Event Event 




Fig. 17. Data flow during person following 



5.2 Vision Module 

The capabilities of the vision module are also represented by different behaviours at the 
execution layer. Each behaviour includes a task net and a description of the conhguration 
of the skill level. The task net describes the different execution steps and specifies how to 
handle events reported from the skill level. Depending on the behaviour different skills 
are involved and different events can occur. 
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(define-rap (goto-object ?objectid) 

(method 

(context (object ?type ?objectid ?color ?approach-distance) ) 
(task-net 
(sequence 

(tl (follow-object ?objectid)) 

(t2 (search-object ?type ?color => ?object) ) 

(t3 (move-to-object-blind ?object ?approach-distance) ) 

) ) ) ) 

Fig. 18. Task net for approaching an object 

As example, figure shows the task net of the vision based object approaching 
behaviour. The error handling code is not included in this example. The behaviour 
requires to specify an object id, which references a knowledge base entry. As first step, 
the follow-object-behaviour moves close to the expected object location as provided 
by the knowledge base. Then, the search-object-behaviour is used to conhrm the 
expected object. If the object is near the expected position, the current object position 
is updated in the knowlegde base. Since the object is out of sight when the robot has to 
move very close to it, the last step is a blind move to the updated position. 



6 Experiments 

The overall system is being used in our everyday office environment, where it has to fulhl 
different tasks. As mobile platform, a RWI B21 system is used. The robot is equipped 
with two color cameras which have several automatic image acquisition features that are 
activated during normal operation. All computations are performed onboard by two dual 
Pentium pro 200 MHz systems running Linux. Normally, one processor is used to handle 
the vision algorithms and the other modules are distributed over the other processors. 



6.1 Person Following 

Using 192 X 144 sized images for person following, cycle time is approximately 1 second 
for the combined color and contour based approach. This cycle time is achieved with 
the integrated system where different other tasks of the robot are running in parallel. 
It is fast enough to provide comfortable walking speed. Our robot successfully tracked 
different persons through our institute building at speeds up to 400 mm/s. The average 
speed normally is about 300 mm/s, the average length of a run is 5 minutes. Varying 
illumination conditions due to passing beneath lamps or moving next to window fronts 
have been handled robustly as long as the startup step is done accurately. If the acquired 
color distribution and contour model is quite exact, tracking and online adaptation is 
done fairly robust. Because the person following behaviour is monitored by the execution 
layer, the loss of the person to be tracked can be handled. In such a case speech output 
is used to ask the person to present itself once more to acquire a new model. The 
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coordination is done by task nets, where context dependent execution orders can be 
expressed comfortably. 



6.2 Vision Module 

Typical tasks involving the vision module are collecting objects tfigure fTO in a certain 
area and putting them in appropriate trashcans (figure I^Dh . The vision module has to 
look for objects and trashcans during exploration of the area. Each recognized trashcan 
is stored in the knowledge base. This allows to move to the nearest trashcan as soon as 
an object has been found and picked up. The robot drives with 200 mm/s when searching 
for objects. To be able to pick up an object, the robot has to approach it in such a way that 
the gripper is placed correctly. This is done by a tracking behaviour, where the vision 
module provides heading information for the motion controller. An event signals when 
the object has been reached and can be picked up. The coordination of the different 
steps is done by the execution layer guided by the task net. Depending on the required 
behaviour, different configurations of the vision module and other skills are selected and 
synchronized by events. 




Fig. 19. Some example objects 



Fig. 20. Putting a ball into a trashcan 



Some of the objects detectable by the vision system are shown in figure El The 
object classification mainly relies on color. In many cases only two other features like 
object size and eccentricity are necessary. The discrimination performance of the used 
features with respect to our objects is now discussed in more detail. Since we assume that 
all objects rest on a flat floor (ground-plane-constraint), the tilt-angle corresponds to the 
distance between object and camera. Therefore, the interval for the feature values can be 
defined dependent on the tilt angle. This allows for example to cope with size variations. 
A feature therefore provides useful discrimination information, if the feature value curve 
has a big distance to curves of other objects over all tilt angles. The correlation between 
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the tilt-angle and the object size for different objects (bottle, trashcan, ball, cylinder) 
is shown in bgure|^ The object size is defined as the size of the color blob after the 
color segmentation and is measured in pixels. For many objects, the size is besides color 
already sufficient for classification. However, further information is needed to distinguish 
balls and bottles. As shown in figure]^ the eccentricity allows this distinction. Figure 
El shows the dependence of the object eccentricity upon the tilt-angle. Noticeable is 
the strong fluctuation of the bottles’ eccentricity curve. This results from reflexions 
on the glass bottle which cause strong differences from one angular step to the next. 
Nevertheless, both features size and eccentricity allow to discriminate balls and bottles. 
Using the pan-tilt unit to scan the workspace, it takes about 6 seconds to inspect an area 
of 30 sqm. 




Fig. 21. Size depending upon tilt-angle Fig. 22. Eccentricity depending upon tilt-angle 



7 Conclusion 

We have described the vision modules on our mobile robot together with the currently 
used overall system architecture. The three layer architecture well supports the integra- 
tion of different modules to form a complex system which can execute a wide variety of 
different tasks. Practical experience showed that the requirements of a mobile platform 
and the necessity to build an integrated system make specific demands on the vision 
component. These requirements are best met by using simple but robust approaches. 
Due to the high bandwidth needed by vision systems, task dependent behaviour selec- 
tion is crucial. By a context dependent configuration of vision based behaviours, limited 
ressources can be shared adequately. Therefore, the vision components have to be highly 
modularized and have to provide a conhguration facility. 

The kind of integration described in this paper provides a very close integration at the 
level of task execution and behaviour coordination. However, the interaction between 
the symbolic environment model and the vision components has to be further extended. 
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Currently, expected objects can be confirmed by the vision system as long as they are 
within the field of view. Also newly seen objects or incompatibilities between object 
attributes can be reported. The more difficult problem is to decide whether an expected 
object has disappeared. This can be done only for objects in the held of view. For objects 
lying outside the held of view, nothing can be said. Therefore, a close interaction with 
a geometric model which allows to decide which objects are expected to be visible is 
required. Hence, current work within the SFB aims at a deeper integration of vision at 
the level of map building and representation of the environment. 
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Abstract. We address the problem of visual-based indoors navigation 
based on a single camera that provides the required visual feedback in- 
formation. The usual approach relies on a map to relocate the robot with 
respect to the environment. Once the robot position and orientation are 
known, a suitable trajectory is defined according to the mission goals 
and the structure of the environment. However, one could argue that it 
should be possible to perform most missions without a precise knowledge 
of the robot position and orientation. This is indeed the case for many 
living beings when they navigate in complex environments. We propose 
to represent the environment as a topological map that is tightly rela- 
ted to the system perceptual and motion capabilities. The map should 
contain environmental information that can easily be extracted by the 
system and the mission should be described in terms of a set of availa- 
ble behaviors or primitive actions. We present results that merge visual 
servoing and appearance based methods. Servoing is used locally when 
a continuous stream of visual information is available. Appearance ba- 
sed methods offer a means of providing a topological description of the 
environment, without using odometry information or any absolute loca- 
lization method. Preliminary tests are presented and discussed. 



1 Introduction 

Increasing the autonomy of a robot is intimately connected to its ability to 
perceive the surrounding environment and react to dynamic changes while per- 
forming a specified task. Examples in navigation include controlling the robot 
orientation and velocity, detecting obstacles, going to a point, etc. 

Although vision can provide a rich description of the working space of a robot, 
earlier research was focused on partial or full reconstruction of the 3D structure 
of the scene before taking any action. In spite the fact that we have witnessed 
an impressive increase of the available computational power in the past few 
years, together with the advance of new vision algorithms and techniques, the 
reconstruction approach is still a difficult, demanding problem, hardly suitable 
for real-time navigation. 

Since the early days of active vision P3| it became clear that for some visual 
tasks one could profit from exploiting the structure of the specific problem to 

* This research has been partially funded by projects PRAXIS/2/2. l/TPAR/2074/95. 
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handle, together with the definition of customized algorithms to increase both 
the system robustness and speed. Typically it corresponds to sacrificing the 
generality of the reconstruction paradigm for specific visual measurements (in 
some cases imprecise or qualitative) relevant to a precise problem. Additionally, 
vision is used in a more continuous way HH to control the actions of a mobile 
agent. 

This line of research has been used in various working systems (see ^B| for 
example) and a suitable theoretical framework was defined to study some of 
these problems jn| at a more conceptual level. However, as there is no map of 
the environment it is difficult to deal with problems involving global tasks or 
coordinate systems, like going to a distant destination. 

On the other extreme one finds navigation systems that rely heavily on an 
environment map. Such systems usually include a map building module (using 
vision, sonars or laser) and a localization system that determines the robot 
position and orientation as a function of a set of landmarks or environmental 
features. A certain degree of accuracy has been achieved with such systems but 
map building (in metric terms) and localization are computationally expensive 
(and may require special sensing devices) and one can argue if this is absolutely 
necessary. 

Indeed, map building or localization are not really the ultimate goals of the 
navigation system. Instead, a common mission is usually specified (or could 
be) in terms of qualitative/topological relationships between the robot and the 
environment. When telling someone to go to the center of our home town, the 
path may be described like, “go down, find the square, take a left, then turn on 
the second road on your right hand side and look for the phone booth on your 
left.” 

If, instead, we rely on a metric description/map of the environment one could 
also specify the way as “go ahead 32.15m; rotate 34.78 degrees clockwise, then 
move on for 45.8m, etc.”. Although valid as a mission description, this is hardly 
the best way to accomplish the mission of going to a specific point. 

These two examples illustrate what we refer to as the difference between 
metric and topological maps. We believe that it is advantageous if the map used 
for a navigation can be defined in terms that are easily related to the robot 
perceptual capabilities and a set of motion or available behaviors. 

In this paper, we focus on indoors environments, and represent the envi- 
ronment as a topological map that is both related to the robot perceptual and 
action capabilities. We combine two methodologies to achieve the overall flexi- 
bility and robustness of the navigation system: visual servoing and appearance 
based methods. 

Visual servoing uses prior knowledge about the 3D scene where the robot 
operates, together with a purposive definition of the navigation task to be sol- 
ved. This mode is used whenever a continuous stream of image features can be 
extracted from the video sequence. In the example shown in the paper, this is 
done by servoing on the vanishing point defined by the intersection of the cor- 
ridor guidelines observed by the robot camera As discussed earlier, visual 
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servoing alone can hardly cope with more global navigation tasks that require 
the existence of some kind of map or internal representation of the environment. 

Appearance based techniques offer an alternative solution for transforming 
pre-stored images in motion commands PE]. Here we use such techniques as 
an implicit topological description of the environment, that is used to monitor 
the robot progress along the task. In an indoors environment, one can build 
a graph-like structure representing the hallways, office doors, lifts, and other 
relevant environmental features. Links in the graph correspond to trajectory 
segments where visual features are available for visual servoing (as the corri- 
dor guidelines). Progression can be monitored using appearance based methods, 
simply by comparing previously stored images against acquired views. Nodes in 
the graph occur whenever decisions need to be taken like turning left, entering 
a door or picking an object. 

Similar methods have been proposed in the past. In some cases it was assumed 
that image features were always available thus providing the necessary input 
to the visual servoing system (see jltill ll4j . for example). In other cases, the 
use of appearance methods alone does not exploit the full geometric structure 
available for servoing 0 and may impose heavier computational requirements 
on the whole system. 

From the point of view of building systems, most approaches shift a significant 
effort from the mission/navigation goals to the underlying localization module. 
Here, the approach is different from a conceptual point of view. The question 
is to find the minimum requirements (on the localization system) necessary to 
perform a given mission. It is often the case that some tasks do not really need an 
accurate knowledge of the robot position and orientation. Hence, this approach 
allows a more parsimonious use of resources in a number of navigation problems 
and, therefore, contribute for the design of simpler and yet robust navigation 
systems. 

While the robot is moving along a corridor, with the camera pointing for- 
ward, the navigation system must control the angular velocity based on the 
images acquired by the vision system. Meanwhile, the appearance based system 
provides qualitative measurements of the position of the robot, thus monitoring 
the progress of the overall mission. Once certain relevant positions are attained, 
other navigation behaviors are launched. This is done by an onboard computer, 
that runs the tasks of image processing and determines the changes of the robot 
angular velocity. The control sequence consists of the following operations: 

— Image acquisition. 

— Detection of the corridor guidelines. 

— Calculation of the vanishing point and lines orientation. 

— Use image based error signals to determine angular velocity commands. 

— Monitor the robot progress along the task relying on appearance based me- 
thods and determine if special decisions need to be taken. 

All the experiments described in the paper were made with a TRC Labmate 
platform from HelpMate Robotics Inc. The processing was done in 192x144 gray- 
scale images captured from a Sony pan-tilt camera installed on the robot, and a 
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DT3852 frame grabber. Communication between the base motion controller and 
the main computer is done via a serial link. 

This paper is organized as follows: in Section 2, we show how appearance 
based methods can be used for topological maps representation, thus extending 
the autonomy achieved by servoing methods alone. Section 3 describes the geo- 
metric foundations related to the vanishing point determination and the servoing 
strategy. The main experimental results are also included in Section 4. Finally, 
in Section 5, we draw some conclusions and final remarks. 



2 Topological Maps for Visual Navigation 

As mentioned earlier, by servoing on image features alone it is hard to tackle 
navigation problems involving a more global representation of the environment. 

We extend the robot autonomy by implicitly embedding a topological repre- 
sentation of the environment based on appearance based methods. The represen- 
tation should be adequate both in terms of the set of available behaviors (e.g go 
along the corridor, turn left, enter the door, dock to a point) and the perceptual 
capabilities for evaluating the mission progress. Such a map can be represented 
as a graph. Links correspond to trajectory segments where visual servoing can 
be used. Nodes correspond to locations where special actions need to take place 
like turning, entering a door, launching another navigation behavior, etc. 

Figure^ shows an example of such a map. It contains information regarding 
qualitative spatial relations between points or regions in the environment. In this 
case, we represent corridors and special sites like office doors, bars, etc. 




Fig. 1. Topological map of an indoors environment, showing offices, rooms, etc. Links 
correspond to the hallways where servoing can be applied. 



The assumption is that we have a set of available behaviors that can be used 
to navigate in the map. In the example of this paper we use servoing strategies 
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for navigating along corridors (links in the graph). In the past we have built 
several visual behaviors for tasks like obstacle avoidance, docking, centering and 
wall-following, etc mnm . 

The map can contain multiple sub-graphs. For instance, when entering the 
bar area one could also go to the bookshop, computer shop, etc, following the 
various graph links. 

The progress along the links is monitored by using a set of reference images 
acquired at meaningful positions along the path. Hence, each link has an associa- 
ted sequence of images. During normal operation, the current image is compared 
to the reference images and the best matching indicates the approximate posi- 
tion of the robot. Similarly, special sites (landmarks) requiring specific actions 
or decisions correspond to nodes in the graph identified by a pre-stored image. 
Figure 121 shows a reference image set acquired along a corridor at the Institute 
Superior Tecnico, in Lisbon, Portugal. 




Fig. 2. Reference images {P*, 3^'^, 5*^, 7*^, 9*^, 11*^} used for the appearance based 
method (clockwise, starting at the upper left image). 



Figure 0 shows an image acquired during the robot operation and the result 
of the comparison (using the SSD - sum of squared differences metric ) against 
the reference image set. 

The comparison of the current image and the reference set is supported by 
the causality constraint, i.e the reference positions are ordered according to the 
direction of motion. The aim of the appearance based method is not to obtain 
accurate position or orientation estimates. Instead, we need qualitative informa- 
tion regarding the robot status along the task that is sufficient to trigger further 
actions. As an example, the final images in the corridor are used to realize that 
the robot is located in a corner (node) and perform and adequate turn to pro- 
ceed. Similarly, one of such images could indicate that the robot is close to the 
final destination, thus eliciting another operating mode. 

In the next section, we describe the servoing strategy adopted to navigate 
along corridors. 
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Fig. 3. Left: Image acquired along the trajectory. Right: Result of the SSD computed 
between the candidate images and the reference image set. The best match is obtained 
against the 4*^ image. 



3 Servoing on the Vanishing Point 



In an indoors environment one has often to navigate along corridors to move 
between rooms to perform a task. For this reason, the ability to extract the 
visual information required to navigate along corridors is quite important m- 
Our system uses the information on the corridor guidelines for motion control. 

In terms of projective geometry, the corridor guidelines intersect at a point in 
the line at infinity belonging to the ground plane jhitij . If the camera orientation 
is kept constant relative to the guidelines, this point at infinity should be remain 
fixed in the image. Thus, the control system has to keep the vanishing point 
under fixation. As desirable, this technique does not require any knowledge of 
the camera calibration parameters. Figure Q illustrates the view of a corridor 
captured by the on-board camera. 

We consider the robot and ground coordinate frames as shown in Figure 0 
The robot has 3 degrees of freedom defined by its position on the ground plane 
and the heading direction. As shown in Figure^ the corridor guidelines can be 
defined by the points: 

line rp (xi, yi) = (0, 0); (x2, 2/2) = (0, 1) 

line T2: (xa, 1/3) = (d, 0); (x4, 2/4) = (d, 1) (1) 

where d denotes the corridor width. Any point expressed in the world coor- 
dinate frame {W} can be expressed in the robot coordinate frame {i?} through 
a rotation matrix ^Rw and a translation ^Pqr- 



^P = ^Rwi^P - ^Por) with ^Rw 



cos 9 sin 9 
— sin 9 cos 9 



( 2 ) 



where 9 is the robot heading direction. We can then define a collineation on the 
projective space relating points expressed in the world coordinate frame and the 
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Fig. 4. Top: The corridor guidelines intersect at the vanishing point at the horizon line. 
Bottom left: Robot and World (gronnd) coordinate frames, and the degrees of freedom 
identifying the robot position and orientation relative to the world frame. Bottom right: 
Definition of the corridor gnidelines. 



same points expressed in the robot coordinate frame0: 



Brr 

iw = 



C0 

-S0 

0 

0 



se 0 
ce 0 
0 1 

0 0 



XfC0 

XfS0 

0 

1 



( 3 ) 



where we denote the position of robot coordinate frame along the corridor x 
direction by x^. The position along the y axis is irrelevant for this analysis and, 
therefore, we consider y = 0. 

We further assume that the camera coordinate frame {C} differs from the 
robot coordinate frame by a pitch-angle, p, measured downwards, and a vertical 
translation by h (height), as shown in Figure O 

In this way ,we can now introduce another coordinate transformation from 
the robot frame to the camera frame, 



^Tr 



1 


0 


0 


0 


0 


Sp 


Cp 


hC) 


0 


Cp 


5p 


hs. 


0 


0 


0 


1 



^ To simplify the notation we use (sa,Ca) to denote (sinOjCosa) 



( 4 ) 
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{C) 




R 

X 



Fig. 5. Robot and Camera coordinate frames differ solely by a rotation about that 
camera x axis - pitch, p, and a vertical translation of h. 



Now that we have all the information to express the points on the ground 
plane on the camera coordinate frame, we can determine the image projections 
using the pin-hole camera model. The projection is achieved by the following 
camera matrix *Tc': 

S'u 0 uo 0 

Tc = 0 uo 0 (5) 

0 0 10 

where Su, Sy, Uo and Vo are the usual camera intrinsic parameters. On the 
remaining part of the paper, we assume that the image coordinate system is 
centered on the principal point, i.e. (uq,Vq) = (0,0). 

Using all the coordinate transformations defined above, one can express the 
overall coordinate transformation from the ground plane points ( ‘^x, “)/, ^z) to 
the image projections ( *cc, ^): 




with rw=Tc^TR^w 
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The transformation depends on the robot heading and position, {0,Xr)^ 
and on the camera intrinsic and extrinsic parameters. The corridor guidelines 
equations can now be determined and the corresponding image projections fo- 
und. The projective coordinates of both lines fi, T 2 are given by the vector pro- 
duct of the supporting points: 



fi ~ Ml X U2 ^ [1 0 0]^ 

T2 ~ X U4 ^ [1 0 d]^ 

where ^ denotes equality up to scale, and ui to M 4 are the homogeneous coor- 
dinates of the points defined in equation ©• Similarly, the point at infinity Uoo 
where these lines intersect can be determined in projective coordinates by the 
vector product of the lines representation: 

Uoo ^ X 7=2 [0 1 0]^ 

We can project Uoo on the image plane using equation (jOI) to get the vanishing 
point coordinates {''Xvd'Vv)'- 

S'„tanp) (7) 

Cp 

Equation o shows that the horizontal coordinate of the vanishing point 
depends on the robot heading, 6, on the horizontal pixel size and on the camera 
pitch angle. It does not depend on the robot position, Xr- Therefore, it can be 
extracted from images and when servoed to zero, we ensure that the vehicle 
heading is parallel to the corridor direction. 



y 


(XV, yv) 




\ 


-bl/ml 


\ -b2/m2 








y X 



Fig. 6. Image projection of the corridor guidelines, showing the vanishing point and 
parameterization. 



To extract information regarding the robot position, Xr, we need to look at 
the image projection of corridor guidelines again and use information about the 
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lines slope, rrii, and intercept bi. In particular the image point where the lines 
cross the row y = 0 are quite meaningful, as shown in Figure 0: 

^1 ^ SpXj- Sf)Cph &2 Q 

“ ■ 7 ' ' 7 " 

mi fiC0 m2 fiC0 

If we take the average between these two coordinates, it yields: 

r _ 1 / ^1 , ^2 , 

Ox — 1 ) 

2 mi 7712 



= S„ 



= S„ 



Sp{Xr — d/2) 

hcg 

Sp{Xr — d/2) 
hce 



Su tan 9cp 
'‘Xy cos^ p 



The equations above show that the signal that can be extracted from the 
image projection of the corridor guidelines, conveys information regarding the 
robot position error relative to the corridor center {xr — d/2). However, it is also 
dependent on a second term influenced by the robot heading. This coupled effect 
can be removed either if the camera pitch angle p or the camera parameter 
are known. The parameter Sy can be used to determine the camera pitch angle, 
p, from \jy defined in equation d3l. 

Figure Q shows the evolution of the vanishing point coordinate '^Xy, when the 
robot is centered in the corridor and the orientation changes. Similarly, the same 
figure shows how 5x varies when the robot is suitably oriented in the corridor 
(i.e. 0 = 0) and its transversal position changes ( when the robot is centered in 
the corridor, we have Xy = 0.5 ). 

In some cases, when the robot is located away from the central trajectory in 
the corridor, using the vanishing point alone to control the robot heading can 
result in further deviating the robot from the central path. This is due to the 
fact that we need to control both the robot orientation and position with only 
a single error signal. To overcome this problem we use a combination of '‘Xy and 
Sx to determine the control signal 9c' 



9c{k) = 9c{k — 1) — Kp{ ^Xy + ha;), with Kp ~ 0.3 (8) 

Figure 0 shows a simulation of applying this control law when the robot 
is started off the corridor center and with an incorrect orientation. The left 
plot shows the evolution of the robot position and orientation when only the 
vanishing point information is considered. The robot corrects the orientation 
but fails to follow a central path in the corridor. The right plot shows the results 
of introducing 5x- The robot corrects both the orientation and the position in 
the corridor. 



3.1 Extracting the Vanishing Point Data 

The corridor guidelines are extracted using the Sobel gradient operator |niTn] 
and by imposing a set of constraints to select the points of interest belonging to 
the guidelines. The procedure used is as follows: 
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Fig. 7. Top: change of when the robot orientation changes. Bottom : Ja, as a function 
of the robot position. 




Fig. 8. Simulation of the robot control when only the vanishing point is used (left) or 
when Sx is also included (right). 



— Extract the vertical and horizontal image gradient components; 

~ Select the points that have significant horizontal and vertical gradient infor- 
mation. This procedure keeps only edge points that have diagonal directions. 

— Separate this point set in the subsets of positive gradient orientation and 
negative gradient orientation. Each set corresponds to one of the corridor 
lines. 

— Erode each image with a mask corresponding to diagonal lines, to further 
eliminate data outliers in the previous point sets. 
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— Use the selected points to robustly estimate the corridor lines, using Ransac 
[7|, as the fitting procedure. 

Once the two lines are determined we calculate the vanishing point. The 
deviation of the vanishing point from the central column of the image defines 
the error signal, h;^,, to drive the controller of the heading direction. The result 
of the image processing described above is shown in Figure El where the lines 
detected and the selected points are superimposed on the original image. 




Fig. 9. Results of the line detection process. 



So far we use a PID for the heading control, while the linear velocity is kept 
constant independently of the visual information. The current control frequency 
is about 1 Hz. Another relevant aspect is that we propagate the uncertainty 
information from the edge localization errors all the way till the determination 
of the vanishing point coordinates 0. This uncertainty measurement, a\ , can 
be used not only to validate the extraction of the corridor guidelines but also to 
modulate the control gains as a function of the reliability of the visual measure- 
ments. 



4 Results 

We have tested the system in a simple indoor office environment to show the 
potential of integrating these two methodologies. The environment consists in 
a set of corridors with office doors on the sides. We have set the navigation 
goal to making a complete tour of all corridors. Hence, the topological map can 
be represented as in Figure El There are 5 nodes in the graph: the start and 
end positions and 3 intermediate corners of the corridors. In each corridor we 
use the servoing strategy as defined in the previous section. Simultaneously, the 
indicative robot position is inferred from the appearance based sub-system. The 
corners (nodes) correspond to special sites where a specific action must be taken. 
In this case these actions correspond to a clock-wise turn of 90 degrees. 




Topological Maps for Visual Navigation 



33 




Corridor 
Ref Imgs { S ^ } 



Fig. 10. Topological map of the office environment. Nodes correspond to points where 
the robot must turn to another corridor. Navigation along the corridors is done using 
the servoing strategy and progress monitored by the appearance based approach. 



This idea can be extended to missions like entering a given office. It would 
only require the appearance based system to identify the door and then a suitable 
servoing strategy would be launched. A complex environment can be mapped 
in such a way, considering various levels of the graph. A node could then be 
expanded to another sub-graph and the robot pursue to the following goal. 

Figure^Jshows some results obtained while maneuvering in one corridor. We 
can observe the robot trajectory recovered from odometry measurements. The 
figure also shows the temporal evolution of and the corresponding standard 
deviation estimate u ix„] and the heading angle over time. 

Figure m shows the result of the integrated navigation control system on 
our office floor. The images identifying the corners are also shown. The full path 
length is about 50 meters and the mission was accomplished without requiring 
accurate positioning or odometry information. For visualization purposes alone 
we plot the robot trajectory recovered from odometry. We have used a simple 
linear model to correct odometry errors along the corridors. This information is 
only need for displaying. 

5 Concluding Remarks 

We have addressed in this paper the problem of visual-based mobile robot na- 
vigation using a single camera and processing a sequence of grayscale images 
captured during the robot motion. 

The main argument here is about the nature of a suitable map to support 
global navigation tasks. Vision based control can accomplish local tasks but fails 
to address more global navigation problems. We argue that it is advantageous 
to have a map representation that can be easily related to the robot perceptual 
and navigation capabilities, and not necessarily in metric terms. This is what we 
call a topological map that embeds qualitative relationships between the robot 
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Fig. 11. Left: Robot trajectory during the maneuver (cm). Top right : horizontal co- 
ordinate of the vanishing point and propagated standard variation estimate (both in 
pixels). Bottom right: robot heading (degrees) during the experiment. 






Fig. 12. Navigation results on an office floor. The full path consists of about 50 meters. 
The integrated navigation system does not require accurate position information or 
odometry information. 
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and the environment that can be used to specify a mission, as humans usually 
do when describing the path to a given location. 

The control strategy combines two different approaches. On one hand we 
servo on the vanishing point defined by the corridor guidelines as captured in 
the image. This mode is suitable when a continuous stream of image features 
can be extracted from the video sequence, but it does not provide a means with 
dealing with environment representation or global tasks. 

The topological map is a qualitative representation of the environment that 
is implicitly embedded in the system by using appearance based methods for 
navigation. Images acquired in relevant positions along the path are stored in- 
itially. Then, during normal operation the system compares the current image 
with the reference set to approximately determine its position. 

The environment “map” can then be seen as a graph structure whose links 
correspond to paths where visual servoing can be applied. Nodes indicate sites 
where decisions are to be taken: turning, entering a door, grasping an object, 
etc. The task execution is monitored by means of the appearance based methods. 
Visual servoing provides a robust way to perform local tasks while appearance 
based methods embed the environment representation required for more general 
tasks. Preliminary tests have shown encouraging results. We believe that by 
combining these two powerful approaches, one can significantly extend the robot 
autonomy without requiring accurate measurements of the robot position and 
orientation. 

One problem to address in the future is the definition of methods to auto- 
matically extract the reference images that will be used as landmarks. Right 
now, these images are acquired off-line at pre-defined positions. Another aspect 
for future research is to find more efficient image representations and associated 
comparison metrics to improve both the speed and robustness of the appearance 
based method. We have done early experiments using image projections in order 
to reduce the processing time, without jeopardizing the system performance. 
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Abstract. An autonomous outdoor vehicle has been developed at the 
Silsoe Research Institute as a testbed to investigate precise crop pro- 
tection. The vehicle is able to navigate along rows of crop by using a 
Kalman filter to fuse information from proprioceptive sensing (odometry 
and inertial sensors) with data from an on-board computer vision system 
to generate estimates of its position and orientation. This paper describes 
a novel implementation of a previously proposed vision algorithm which 
uses a model of the crop planting pattern to extract vehicle position and 
orientation information from observations of many plants in each image. 
It is demonstrated that by implementing the vision system to compress 
the multiple plant observations into a single “pseudo observation” of ve- 
hicle position and orientation, it is possible to separate the vision system 
from the main body of the vehicle navigation Kalman filter, thus sim- 
plifying the task of fusing data from different sources. The algorithm is 
also used to segment the image sequences into areas of crop and weed, 
thus providing potential for targeting treatment. The implementation is 
tested on the vehicle, and results are shown from trials both in an indoor 
test area and outdoors on a field of real crop. Segmentation results are 
given for images captured from the vehicle. 



1 Introduction 

Previous work m proposed and demonstrated the potential of an algorithm to 
provide navigation information for an autonomous crop protection vehicle which 
has been developed at the Silsoe Research Institute jS|. The vehicle has been 
designed for the task of plant scale husbandry which aims to treat farmed crop 
at the level of the individual plant rather than at the level of large patches of 
field. To achieve this task, the vehicle must be able to steer itself along the crop 
rows and perform a segmentation between crop and weed plants. This paper 
describes the implementation of the algorithm on the vehicle hardware, along 
with experiments conducted to test the performance of the algorithm in the field. 
The algorithm of m made use of a grid-like model (see section O below) of crop 
planting position to exploit the known planting geometry of the crop in the field. 
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This model allows navigation of the vehicle relative to the crop and segmentation 
of the image into crop and weed features by virtue of feature position - features 
supporting the crop planting grid are taken to be plants, whereas outliers to the 
model are assumed to be weeds. 

At the heart of the vehicle controller is an extended Kalman filter (EKF) 
which allows the fusion of data from many sources into estimates of vehicle 
position and velocity. The data sources include proprioceptive sensors (wheel 
odometry and accelerometers), delivering information at 50 Hz, and the vision 
system, an exteroceptive sensor providing information about the outside world, 
which currently runs at 10 Hz. These two separate data rates, along with the 
parallel architecture of the vehicle’s on-board computing, encourage a modular 
approach to the data fusion problem. To this end, the vehicle control EKF incor- 
porates the proprioceptive data for the majority of the time, periodically passing 
a prior estimate to the vision system EKF which returns a “pseudo observation” 
of the crop model position derived from the set of observed plant positions in 
each video image. This pseudo observation is then fused with the vehicle con- 
troller’s estimate; a correction to the dead-reckoning estimate based on external 
sensing. 

The algorithm described here provides estimates of the vehicle bearing and 
lateral offset from the crop rows and also a forward displacement along the field; 
as such it replaces and enhances the functionality of a Hough transform based 
algorithm which was previously implemented on the vehicle. The Hough 
transform algorithm did not estimate forward distance, and as such could not 
provide the segmentation that will be demonstrated by the new algorithm be- 
low. Furthermore, the very nature of the Hough method means that its output 
estimates are quantized, and also that no assessment of estimate quality is gi- 
ven, unlike the estimate variance of the Kalman filter. Another advantage of 
the Kalman filtering technique over the Hough transform is its computational 
simplicity; there is no Hough space to load, nor a search to perform for the peak 
result. 

A brief review of related work is presented and then, after introducing the 
crop planting pattern model and stating the Kalman filter technique of |lfi|. the 
new “pseudo observation” implementation of the vision system is given, which 
illustrates how the vision data is fused with proprioceptive information. Finally, 
results are given which show the performance of the vehicle both on an indoor 
test-bed and outside with real crop. 



1.1 Related Work 

The Kalman filter has found numerous applications in robotics and machine 
vision, with examples from world geometry modelling both indoors P] and ou- 
tdoors |0j, control of road vehicles 0 and mobile robot localization and map- 
building [I \ tZ] , In |tilt)j . the visually-aided navigation of a small mobile platform 
is described, along with the Kalman filter based fusion of vision and odometric 
information. Their robot operates in a simplified indoor environment, using two 
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sets of illuminated co-planar points whose fixed position in space is known a pri- 
ori for localization in an absolute reference frame. This contrasts with the task 
of navigation in a less constrained outdoor environment where the landmarks 
(crop plants) are less distinctive and not in a known position. 

The work presented in the following sections concentrates on the formulation 
of a Kalman filter which allows easy separation of the proprioceptive sensing 
and the vision system. Both UDI and uni propose methods for distributing the 
computational load of the Kalman filter, resulting in networks of communicating 
nodes. The topologies of these networks are shown in figure Q] (copied from IT^l. 
Referring to the left-hand side of figure it can be seen that the system ar- 




Fig. 1. Network topologies. Left: That described in m- Right: The topology 
from m The double headed arrows represent two-way communication connec- 
tions. 



rangement of cni has a central “parent” node which communicates with “child” 
nodes. The parent node carries out the bulk of the computation, with the child 
nodes either returning sensor data alone, or perhaps performing some local com- 
putation to produce a result which is then fused with the state estimate held in 
the parent node. The architecture of the system used in the horticultural vehicle, 
illustrated in figure 01 below, is of this form; the vehicle navigation Kalman filter 
takes the place of the parent node, which receives sensor information from the 
odometers and inertial sensors, along with processed information from the vision 
system. The vision system compresses observations of the crop taken from each 
image into a single “pseudo-observation” of the vehicle position relative to the 
crop rows. By taking a group of observations in image space and compressing 
them into a single pseudo-observation of the vehicle’s relative world position, 
this work in a sense generalizes the data compression filter of ini> where a set of 
observations are compressed into a single observation, where both the original 
set and final compressed observation occupy the same space. 

In |E] each node in the network consists of a sensor along with local compu- 
tation, as seen on the right-hand side of figureDl this kind of network is described 
as being fully decentralized. Each node computes the filter’s plant model (pre- 
diction) and takes local measurements from the sensor to correct predictions. 
Information relating to state (and estimate covariance) corrections is then com- 
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municated between nodes to further correct and synchronize the state estimates 
between nodes. In short, each node carries its own state model, estimate of global 
state and covariance, and uses local measurements along with information from 
the other nodes to keep accurate global state estimates. A claimed advantage of 
such a system is robustness to individual node failure; if one node malfunctions, 
then the rest of the network is able to continue operating, although perhaps less 
effectively owing to the loss of one of its components. The network assumes a 
degree of redundancy if it is to tolerate individual node failure. Evidently in the 
“parent-child” network where the bulk of computation occurs in the parent node, 
the whole network would cease to function if the parent node fails. However, this 
kind of catastrophic failure of the central processing node may be preferable to 
gradual degradation of performance owing to individual node failure in the fully 
decentralized network. In this horticultural application, if the navigation system 
shuts down on failure of the parent node, then the vehicle will halt. If the de- 
centralized network of US! were chosen, and the localization information could 
degrade gradually on node failure, then it is quite possible that the vehicle will 
go off track and damage the crop - a highly undesirable outcome. It is also 
worth noting that the fully decentralized network requires more computation at 
each node than the method selected; this was a second reason for choosing the 
“parent-child” architecture. 



2 The Crop Pattern Model 

Figure El shows a schematic view of a patch of crop, with the plants being re- 
presented by black circles. There are two sets of axes in the figure, {Xw,l/w) 
and {Xc Vci ^c) which represent the world and camera co-ordinate systems res- 
pectively, with the world axis projecting out of the page, and camera axis 
Zc projecting into the page. It can be seen that the world y axis is coincident 
with the middle plant row. The model of the crop consists of the two measure- 
ments; r, the spacing between the rows and I the space between plants in the 
row. Three parameters {t^,Y and specify the position of the model relative 
to the camera as shown in the diagram. The measurement Y is the offset in 
world co-ordinates from the world origin of the plant in the central row at the 
bottom of the image. The offset of the camera yc axis from the world origin is 
given by It can be seen then that the and W parameters may be used 
to provide navigation information in terms of a heading angle and offset of the 
camera (and hence the vehicle) relative to the rows, and the parameter Y can 
yield the position of individual plants via m and m below. 

Xw = nr (1) 

y^ = ml + Y (2) 

The quantities n G {—1,0,1} and m G (0, — 1, — 2, . . . , — (rUmax — 1)} index 
into the 3 x rrimax grid formed by the planting pattern, and each plant may be 
described by a unique index i corresponding to a single m,n pair. It should be 
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noted that the plant centres are assumed to be on the ground plane {zw = 0). It 
is stressed that the model describes the grid on which individual plants should 
lie, rather than the actual location of the individual plants. 

2.1 Estimating Model Position 

In jl ti] , the model position parameters, tx,Y and W are estimated using an 
extended Kalman filter. The standard update equations for the EKF P are 
given by: 

W(fc+1) = P(fc+l|fc)H'(A:+l)[H(fc+l)P(fc+l|fc)H'(A:+l) + R(fc+1)]”^ (3) 

x(/c-fl|fc-l-l) = x(A:-|-l|fc) -I- W(fc-fl)[z(/c-|-l) — h(x(fc-fl|/c)] (4) 

P{k+l\k+l) = P(fc-fl|fc) - W(fc-fl)[H(fc-fl)P(fc-fl|fc)H'(fc-fl) + 

R(fc+l)]W'(fc+l) (5) 

Where W is the Kalman gain, P(A;4-l|fc) the predicted state covariance estimate, 
H the Jacobian of the state observation equations evaluated at the state predic- 
tion point x(ferl|A:), x(fc-fl|fefl) is the corrected state vector, z is the observation, 
R the covariance of observation noise w(fc), and P(fc-|-l|/c+l) is the corrected 
state covariance estimate. 

In the crop pattern tracking filter, the state vector x = [t^ Y S']' (this vector 
is seen again below as the pseudo observation z), and the Jacobian H is of the 
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batch observation function: 



0 ,- 1 ) 



z{k) = l[k,tj;,Y,W,w{k)] = 



Xf{tj,,Y,W,m,n) 
yf{tx,Y,<I',m, n) 



+ w(fc) 



X f {ix ) Y, ^ , TTlmax 5 1) 
yf(j'Xj Y, TUmax'! 1) 



( 6 ) 



where {xf,yf) is the image position in pixels of a plant centre on the ground 
plane: 



Xf{tx,Y,'^,m,n) 



/ nr + 'I/{ml + Y) + tx 
dx nrW sin (j) — (ml + Y) sin (f> + tz 



+ Cx 



(7) 



Y^lrrr.r^-^ M + F - cos ^ 

’ ’ ’ dy nrd' sin (f) — (ml + Y) sin (j) + tz ^ 

Cx and Cy are the co-ordinates of the camera’s optic centre on the CCD in 
pixels, / the focal length of the camera, and dx and dy the side-lengths of the 
pixels. 

It can be seen that the batch observation z is constructed by stacking the 
i positions of the 3 x m^nax individual plants into a composite entity. Each 
position has an individual observation function dependent on tx,Y and and 
the indices for plant i (mi,m). A nearest neighbour policy is used to associate 
features extracted from the image (via a simple thresholding then chain-coding) 
with plant positions; a validation gate is used at this stage to perform outlier 
rejection. More detail is given below, once the Kalman filter formulation has 
been outlined. 

Along with x and H, the quantity R, the observation covariance matrix must 
also be defined. This is also a batch quantity, in fact a block diagonal matrix 
with the covariance matrices associated with each observation i, forming the 
diagonal. Each matrix R^ is given by the first order projection of the matrix R^ 
from the world plane (where it represents the uncertainty in position of the plant 
i) into the image plane, with the centre of projection being the world co-ordinate 
of observation i. For details, refer to m- 




3 Modular EKF Formulation 

Above, multiple observations of plant locations were combined in one parallel 
update of the state estimate by stacking the observations. Here we propose an 
alternative formulation, the principle of which is to compress the set of plant 
position observations from one video image into a single pseudo observation of 
forward position, lateral offset and orientation. 
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This alternative formulation has a number of advantages. Firstly, it is a 
modular approach, which allows much of the processing of vision derived obser- 
vations to be separated cleanly from the main body of the Kalman filter used for 
vehicle navigation - the vehicle Kalman filter simply passes its state estimate to 
the vision system, which returns the pseudo observation. This is particularly im- 
portant for our application where the filter used for navigation is complex with 
inputs from several sensors, and a multi processor architecture has been adopted. 
A second benefit is that the method is computationally simpler, requiring less 
costly matrix operations. Finally, a recursive scheme rather than a batch update 
is used to combine the observations into one pseudo observation; this eliminates 
the need for variable sizes of matrix to hold the stacked observations and thus 
removes the overhead of dynamic memory allocation. 

The conventional extended Kalman filter equations J3|- • -El) can be written in 
the inverse covariance form 1 1 3] (noting that here x refers to the vehicle control 
Kalman filter state estimate): 

P~^(/c+l|/c+l) = P~^(A:+l|fc) -b H'(fc+l)R~i(fc+l)H(/c+l) (9) 

p-i(fc+l|fc+l)x(/c+l|/c+l) = [P-i(fc+l|fc) -bH'(fc+l)R~^(fc+l)H(fc+l)]x(/c+l|fc) 

-fH'(A:+l)R-i[z(fc+l) - h(x(fc+l|/c))] (10) 

Assume that the observation model z(fc) = h(x(A:)) can be functionally decom- 
posed thus: 



z(fc+l) = f(z(fc+l)) (11) 

z(fc-fl) = g(x(fc-fl)) (12) 

Where z(fc) = [t^ Y '!/]' is the combined pseudo observation, f(-) is that given by 
(0 and g(-) describes the transformation between the vehicle state vector and 
the pseudo observation vector. Denoting the Jacobians 

G(t+ 1 ) = [V,g'(x)lU,.«|« 

Substituting h(x(fc-|-l|A:)) = f(g(x(/c-|-l|A:))) and H(fc-|-1) = F(fc-|-l)G(fc-|-l) in 
equations and rearranging yields: 

P-I(fc+1|A:+1) = P~^(fc+1|A:) + G' {k+l)R~^{k+l)G{k+l) (13) 

p-^{k+l\k+l)^k+l\k+l) = [P-i(A;+l|fc) -bG'(fc+l)R~^(fc+l)G(fc+l)]x(fc+l|fc) 

+G'(A:+1)R-Mz(fc+1) - g(x(fc+l|A:))] (14) 

Where pseudo observation z(fc-|-l) and its covariance R(fc-|-1) are given by 

R-i(fc+l) = F'(fc+1)R~^(A:+1)F(A:+1) (15) 

R"^(A:+l)z(fc+l) = R~^(fc+l)g(x(fc+l|fc)) 

+F'{k+l)R-\k+l)[z{k+l) - f(g(x(A:+l|fc)))] 



( 16 ) 
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The equations (Iig---[Tni) are in fact a first order approximate least squares solu- 
tion for z(feR) in the non-linear equation (ITTIl . Rewriting this batch least-squares 
estimator in the summation form gives formulae for sequential update: 

N 

R-i(fc+l) = F'(fc+l)R”^(fc+l)F.(fc+l) (17) 

R~i(fc+l)z(fc+l) = R'^(fc+l)g(x(fc+l|A:)) 

N 

+ 5^F'(fc+l)R-'(fc+l)[z,(fc+l) - f,(g(x(fc+l|fc)))] (18) 

i=l 

where Ri is the covariance matrix associated with plant i from the 3 x mmax crop 
grid. In summary, it has been shown that a set of N{= 3 x rrimax) observations 
Zi(fc-|-l),(l < i < N) taken from an image captured at time step k+1 can 
be compressed into a single pseudo observation z(fc-|-l) with inverse covariance 
R~^(A:-|-1), using a recursive least squares method [equations (^•••El]- This 
pseudo observation may then be used in the normal way in an extended Kalman 
filter, replacing z and R in equations 

Figure 13 illustrates the operation of the modular pseudo observation system, 
showing the vision subsystem and its relation to the spray system and vehicle 
navigation and control. It can be seen that, as described above, the vision system 
returns the pseudo observation and the pseudo observation covariance to the 
vehicle navigation EKF, whilst it receives two quantities from the navigation 
system; a prior prediction of crop pattern position, in the form of g(x(fc-|-l|A;)) 
and a variance for this estimate, G(/c-|-l)P(A:-|-l)G'(fc-|-l). These are used for 
linearisation of the observation equations and feature association and validation, 
as explained below. 



Classified 
image features 



Treatment 

Scheduling 



Spray nozzles 




G(k+l)P(k+J\k) GUk+1) 



Navigation sensors 
(Odometers & 
inertial sensors) 



Fig. 3. The system architecture 
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Feature Matching, Validation and Classification 



As outlined above, features are derived from the image by imposing a binary 
threshold on the infra-red image to highlight areas of plant matter which are then 
extracted from the image using a chain coding algorithm 0 (contrast between 
plant and soil is more pronounced in the near infra-red wavelengths) . These areas 
of plant matter will fall into three classes; areas of crop alone, weed alone and 
some areas of both crop and weed which are merged in the chain-coding process. 
Using the geometrical information provided by the crop planting model, it is 
possible to categorize these three classes into two types, either crop or weed. To 
obtain a better segmentation of the areas containing both crop and weed will 
require techniques operating on the visual appearance of the different types of 
plant, a topic currently under investigation. 

Essentially, the classification is performed at the same time as feature mat- 
ching and validation. There are two criteria for feature matching; the first is the 
size of the feature, and the second the position (i.e. the centre of area) of the 
feature. It is assumed that the crop plants are generally larger than the weeds; 
this assumption is based on the fact that the crop are transplanted into the soil, 
so are already a few centimetres high before the weeds start to grow. This infor- 
mation is used to reject (i.e. classify as weed) any feature whose area in pixels 
falls beneath a threshold level. The criterion of position is then used to match 
and classify the remaining features (i.e. those which exceed the size threshold). 

To perform feature matching, i.e. associating image features with predicted 
crop positions, an adaptation of the nearest-neighbour strategy is used. The 
nearest-neighbour data association policy chooses to associate with the predicted 
feature position (given by g(x(kfl|k)), along with m and n) the observed feature 
which has the least Mahalanobis distance (calculated using G(fefl)P(fefl)G'(fefl)) 
from the prediction. The Mahalanobis distance may be used to calculate the 
probability that the observation and prediction belong to the same parent dis- 
tribution; this measure is used to validate and merge features. If the probability 
of the nearest neighbour observation belonging to the same distribution as the 
prediction is less than 5%, the feature is rejected (this is the standard valida- 
tion gate technique Q)- If fli® probability lies between 5 and 50%, then that 
observation is associated with the prediction point, and classified as plant. If 
several observations lie within the 50-100% range then these are merged by as- 
sociating their mean position with the prediction, and each merged feature is 
classified as plant. This merging mechanism has been adopted because the regi- 
ons between leaves on some plants are dark, and when the binary threshold is 
applied, such plants fracture into a group of features corresponding to separate 
leaves. One further strategy is used to reduce the number of features input to the 
matching/validation procedure; any features in the image which lie outside the 
chassis width of the vehicle are ignored; such features do not lie in the planting 
bed currently under inspection. 
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4 Experiments 



Experiments have been conducted to analyze the algorithm’s performance in 
terms of both navigation and segmentation ability. The navigation experiments 
were performed both on an indoor test bed and outside with real crop. The 
segmentation experiments have been conducted on image sequences gathered in 
the Summer of 1997. 



Navigation 



Initial tests have been conducted to assess the performance of the vehicle in two 
situations. In the first, the vehicle was run indoors for approximately 12 metres 
along a black mat which has had a set of white circles marked on a grid to 
simulate the planting of crop in the field. A device was attached to the vehicle 
which leaves a marker trail, so that the path of the vehicle relative to the central 
row could be measured. The purpose of the indoor test was to run the vehicle 
in controlled surroundings with known inputs; markings on the mat enable a 
ground truth measurement to be taken, and the input images are simple, with 
large white objects simulating crop on a black background. The results of the 
run can be seen on the left in figure 0 The root mean square error between the 
measured and logged data has been calculated as 6mm. A second experiment 





Fig. 4. Field trials. Left: Indoor test on mat. Right: Outdoor trial in field. 



was then conducted in the outdoor environment of a field of crop. Once more, the 
vehicle was set to run a length of 12 metres, and a trail was left for measurement 
comparison. In this case, when the plants do not have the precise positioning of 
the circles on the mat, judging where the centre of the plant row lies is more 
subjective; this is reflected in the noisier measurements shown in the right hand 
side of figure El in this case, the r.m.s. error measure is 14mm; this is larger 
than that measured on the mat, but is perfectly adequate for control purposes. 
Similar experiments conducted to analyze the previous Hough transform method 
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yielded a figure of 13.5mm, which is marginally better, although for practical 
purposes this small difference is negligible. The advantages of using the EKF 
outweigh such as small performance difference, because the algorithm also allows 
segmentation of the image and estimation of forward distance. 

Figure|3 plots estimated forward distance vs. time; the left-hand graph shows 
the result for the indoor run, the right-hand graph for the outdoor test. Both 
graphs show the same basic behaviour; a short period of acceleration followed 
by a longer period of approximately constant velocity and finally deceleration 
to rest. To assess the accuracy of the forward distance estimation, the distance 
travelled along the mat was measured and compared with the estimated distance 
travelled; the two figures were 12.07 and 12.02 metres respectively, an error of 
only 5 cm. 





Fig. 5. Estimated forward distance vs. time. Left: Indoors. Right: Outdoors. 



Segmentation 

Figure Elshows a typical image from a sequence collected from the vehicle during 
the Summer of 1997. Features lying between the vehicle “wheelings” (the width of 
the vehicle) have been classified into crop (white features) and weed (in black), 
using the matching and classification procedures described above. The image 
shows an area of crop which has several weeds, some of which are in the position 
of a missing plant (the second from the bottom in the left-most row). A plant 
that is out of position (to the right of the second plant from the bottom in the 
central row), has been classified as weed, and will therefore be scheduled for 
herbicide treatment; this is in fact a desirable course of action, because a plant 
out of position will simply be taking nutrients away from surrounding crop, 
thus decreasing yield. Close inspection of the image also reveals that some plant 
leaves have been classified as weed - the feature merging process is not always 
successful. 

Analysis of a sequence of 40 images (containing a total of 649 features be- 
longing to the plant class and 1691 weeds) allows the segmentation performance 
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of the algorithm to be assessed, and the classification rates are given in table 
n It should be noted that the percentages relate the the percentage of features 
classified, not the percentage of area. Most of the misclassifications of crop fea- 
tures as weed features are caused by single leaves becoming “detached” from 
the main body of the plant during the thresholding process. The majority of the 
misclassifications of weed as crop are caused by the weeds being close enough to 
the plants to be merged into a single feature by the chain-coder, although some 
do occur during the feature selection/merging process. 




Fig. 6. Segmented image - features in white are classified as plants, those in 
black as weeds. Crosses show the predicted crop positions. Only features lying 
between the vehicle’s wheel tracks have been segmented. 



Crop — Crop 


Weed — Weed 


Crop — Weed 


Weed — Crop 


89.2% 


94.8% 


10.8% 


5.2% 



Table 1. Percentage classification rates of the segmentation algorithm. Key: 
A — B means type A classified as type B. 
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5 Conclusions and Further Work 

A previously described algorithm has been adapted for implementation on an 
outdoor autonomous vehicle, replacing a previous method based upon the Hough 
transform. Results are given not only for estimates of navigation information, but 
also for segmentation of the image into crop and weed based upon the planting 
geometry of the crop. The new algorithm not only provides more information 
than the Hough method (the image segmentation and estimate of forward displa- 
cement) but is more computationally economical, whilst retaining the estimation 
accuracy required for navigation and control purposes. 

Future work will involve implementation of a spray control system, to target 
chemical application on to the different classes of plant, and also improved fea- 
ture segmentation, using optical properties of the plants (for example texture) 
to improve the segmentation given using planting geometry alone. 
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Abstract. DyPERS, ’Dynamic Personal Enhanced Reality System’, uses 
augmented reality and computer vision to autonomously retrieve ’media 
memories’ based on associations with real objects the user encounters. 
These are evoked as audio and video clips relevant for the user and over- 
layed on top of real objects the user encounters. The system utilizes an 
adaptive, audio-visual learning system on a tetherless wearable compu- 
ter. The user’s visual and auditory scene is stored in real-time by the 
system (upon request) and is then associated (by user input) with a 
snap shot of a visual object. The object acts as a key such that when the 
real-time vision system detects its presence in the scene again, DyPERS 
plays back the appropriate audio-visual sequence. The vision system is a 
probabilistic algorithm which is capable of discriminating between hun- 
dreds of everyday objects under varying viewing conditions (view chan- 
ges, lighting, etc.). Once an audio-visual clip is stored, the vision system 
automatically recalls it and plays it back when it detects the object that 
the user wished to use to remind him of the sequence. The DyPERS 
interface augments the user without encumbering him and effectively 
mimics a form of audio-visual memory. First results on performance and 
usability are shown. 



1 Introduction 

Research in computer vision has been focusing around the idea to create gene- 
ral purpose computer vision algorithms. The spirit of these algorithms has been 
manifested in Marr’s book |Ma,r82j where vision is essentially defined as a recon- 
struction process which maps the visual data into representations of increasing 
abstraction. However, it has been realized that computer vision algorithms are 
only part of a larger system with certain goals and tasks at hand possibly chan- 
ging over time. This observation has led to the emergence of research fields such 
as active |Baj85l [Bai88|, animate jBalDI j . purposive vision as well as 

dynamic vision |T)ic97j . Whereas the main concern of Marr’s paradigm might be 
summarized as generality of computer vision algorithms, active vision research 



H.I. Christensen (Ed.): ICVS’99, LNCS 1542, pp. 51-fJ^J1999. 
(c) Springer- Verlag Berlin Heidelberg 1999 



52 



B. Schiele et al. 



has been concentrated on the adaptability of algorithms directed by goals, re- 
sources and environmental conditions. Using computer vision algorithms in the 
context of human computer interfaces adds at least one further criterium which 
we summarize as usability. Usability refers to the need to design algorithms in 
such a way that they can be used in a beneficial way in a human-computer in- 
teraction scenario. In other words, a computer vision algorithm is usable only 
if the human user gains an advantage in using the overall system. Even though 
this seems like an obvious requirement it has deeper implications: first of all the 
system’s response time has to be reasonable (ideally real-time) . Furthermore, the 
system has to be robust and reliable enough in order to be usable in changing 
environments. On the other hand in a human-computer interaction scenario the 
user may assist the system to overcome limitations or to help bootstrap, if the 
user feels a real benefit using the system. 

In this paper we propose a system which uses computer vision in a human- 
computer interaction scenario. An advantage of human-computer interaction 
scenarios is that as we can actually enclose the human in the overall system loop. 
In order to do so the human has to be able to influence the system’s behavior. 
In addition to this, it is highly important that the user obtains feedback from 
the system in order to understand the calculated results of the system. More 
specifically for the system described here, the human uses a simple input device in 
order to teach the system. By observing the system’s results he may understand 
limitations of the systems and may be able to assist the system in order to 
overcome them. 

Obviously we do not want the user to adapt entirely to the system which is 
the case for traditional human-computer interfaces using only keyboard, mouse 
and screen. Furthermore, the user should not be obliged to know how the system 
works or even any implementation details. Rather, we are looking for scenarios 
where the user may benefit from using the system versus not using the system. 
Therefore, we always have to keep in mind the usability of the system or, in 
other words, that future users of the system are only interested in a beneficial 
use of the system and not in the system in itself. 

In the following we will motivate the described system from an augmented 
reality point of view. Section El discusses related systems. Section 0 outlines the 
overall system while section 0 discusses the generic object recognition system. 
Section El lists several scenarios where a system like DyPERS might be used. 
Section El gives some experimental results of a museum tour scenario where 
DyPERS has been used to record and recall explanations of a guide about each 
painting. 



1.1 Motivation for DyPERS: Dynamic Personal Enhanced Reality 
System 

As computation becomes widely accessible, transparent, wearable and personal, 
it becomes a useful tool to augment everyday activities. Certain human capabi- 
lities such as daily scheduling need not remain the responsibility of a user when 
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they can be easily transferee! to personal digital assistants. This is especially im- 
portant for tasks that are excessively cumbersome to humans yet involve little 
computational overhead. An important one is memory or information storage. It 
is well-known that some things are better stored using external artifacts (such as 
handwritten or electronic notes) than in a human brain. However, it is also cri- 
tical that the transfer of information to be processed (i.e. by a digital assistant) 
proceeds in a natural, seamless way. Often, it is more cumbersome for a user to 
input data and functionality into a computer than to manually perform a task 
directly. In other words, the transfer from reality into a virtual space is often 
too distracting to the user and reduces a digital assistant’s effectiveness. In such 
cases it would be helpful that the assistant operates autonomously without user 
intervention. DyPERS is a ’Dynamic Personal Enhanced Reality System’ which 
is motivated by the above issues. It acts as an audio-visual memory assistant 
which reminds the user at appropriate times using perceptual cues as oppo- 
sed to direct programming. Using a head-mounted camera and a microphone, 
DyPERS sees and hears what the user perceives to collect a fully audio-visual 
memory. The resulting multimedia database can be indexed and played back in 
real-time. The user then indicates to DyPERS which visual objects are impor- 
tant memory cues such that it learns to recognize them in future encounters and 
associate them with the recorded memories. 

When a cue is recognized at some later time, DyPERS automatically overlays 
the appropriate audio- video clip on the user’s world through a heads-up-display 
(HUD) lEMsna, as a reminder of the content. This process is triggered when a 
relevant object is detected by the video camera system which constantly scans 
the visual field to detect objects which are associated with the memories. 



2 Background and Related Work 

This section describes related areas, compares other systems to DyPERS, and 
describes some new contributions emphasized by the proposed system. 

Ubiquitous vs. Wearable Computing: Both wearable/personal compu- 
ting and ubiquitous computing present interesting routes to augmenting human 
capabilities with computers. However, wearable computers attempt to augment 
the user directly and provide a mobile platform while ubiquitous computing 
augments the surrounding physical environment with a network of machines 
and sensors. Weiser |Wei91IJ discusses the merits of ubiquitous computing while 
Mann Pdan97) argues in favor of mobile, personal audio-visual augmentation in 
his wearable platform. 

Memory Augmentation: Memory augmentation has evolved from simple 
pencil and paper paradigms to sophisticated personal digital assistants (PDAs) 
and beyond. Some closely related memory augmentation systems include the 
“Forget-me not” system lEEnni, which is a personal information manager inspi- 
red by Weiser’s ubiquitous computing paradigm, and the Remembrance Agent 
, which is a text-based context-driven wearable augmented reality memory 
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system. Both systems collect and organize data that is relevant to the human 
user for subsequent retrieval. 

Augmented Reality: Augmented reality systems form a more natural in- 
terface between user and machine which is a critical feature for a system like 
DyPERS. In lkVPfl7l a virtually documented environment system is described 
which assists the user in some performance task. It registers synthetic multime- 
dia data acquired using a head-mounted video camera. However, information is 
retrieved explicitly by the user via speech commands. 

On the other hand, the retrieval process is automated in lESaZ!, a prede- 
cessor of DyPERS. This system used machine vision to locate ‘visual cues,’ and 
then overlaid a stabilized image, messages or clips on top of the users view of 
the cue object (via a HUD). The visual cues and the images/messages had to be 
prepared offline and the collection process was not automated. In addition, the 
machine vision algorithm used, was limited to 2D objects viewed from head-on 
and at appropriate distance. An earlier version, described in !SMP,+97| . further 
simplified the machine vision by using colored bar code tags as the visual cue. 

In the NaviCam system is described as a portable computer with vi- 

deo camera which detects pre-tagged objects. Users view the real-world together 
with context sensitive information generated by the computer. NaviCam is ex- 
tended in the Ubiquitous Talker mm to include a speech dialogue interface. 
Other applications include a navigation system, WalkNavi jNEHEI' Audio Aura 
[IM HWFiTTj is an active badge distributed system that augments the physical 
world with auditory cues. Users passively trigger the transmission of auditory 
cues as they move through their workplace. Finally, Jebara |,TEW+9T| proposes 
a vision-based wearable enhanced reality system called Stochasticks for augmen- 
ting a billiards game with computer generated shot planning. 

Perceptual Interfaces: Most human-computer interaction is still limited 
to keyboards and pointing devices. The usability bottleneck that plagues inter- 
active systems lies not in performing the processing task itself but rather in 
communicating requests and results between the system and the user [.I I jM P9,'Ij . 
Faster, more natural and convenient means for users to exchange information 
with computers are needed. This communication bottleneck has spurred increa- 
sed research in providing perceptual capabilities (speech, vision, haptics) to the 
interface. These perceptual interfaces are likely to be a major model for future 
human-computer interaction lEEnij. 

3 System Overview 

The system’s building blocks are depicted in Figure ^ The following describes 
the audio-visual association module and gives a short overview of the hardware. 
The generic object recognition algorithm is described in sectional 

3.1 Audio-Visual Associative Memory System 

The audio-visual associative memory operates on a record-and-associate para- 
digm. Audio-visual clips are recorded by the push of a button and then associa- 
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Fig. 1. System’s architecture 



ted to an object of interest. Subsequently, the audio-visual associative memory 
module receives object labels along with confidence levels from the object reco- 
gnition system. If the confidence is high enough, it retrieves from memory the 
audio-visual information associated with the object the user is currently looking 
at and overlays this information on the user’s field of view. 

The audio-visual recording module accumulates buffers containing audio- 
visual data. These circular buffers contain the past 2 seconds of compressed 
audio and video. Whenever the user decides to record the current interaction, 
the system stores the data until the user signals the recording to stop. The user 
moves his head mounted video camera and microphone to specifically target and 
shoot the footage required. Thus, an audio-video clip is formed. After recording 
such a clip, the user selects the object that should trigger the clip’s playback. This 
is done by by directing the camera towards an object of interest and triggering 
the unit (i.e. pressing a button). The system then instructs the vision module 
to add the captured image to its database of objects and associate the object’s 
label to the most recently recorded A/V clip. Additionally, the user can indicate 
negative interest in objects which might get misinterpreted by the vision system 
as trigger objects (i.e. due to their visual similarity to previously encountered 
trigger-objects). Thus, both positive and negative reinforcement can be used in 
forming these associations. Therefore the user can actively assist the system to 
learn the differences between uninteresting objects and important cue objects. 

Whenever the user is not recording or associating, the system is continuously 
running in a background mode trying to find objects in the field of view which 
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have been associated to an A/V sequence. DyPERS thus acts as a parallel per- 
ceptual remembrance agent that is constantly trying to recognize and explain 
- by remembering associations - what the user is paying attention to. Figure 0 
depicts an example of the overlay process. Here, in the top of the figure, an 
’expert’ is demonstrating how to change the bag on a vacuum cleaner. The user 
records the process and then associates the explanation with the image of the va- 
cuum’s body. Thus, whenever the user looks at the vacuum (as in the bottom of 
the figure) he or she automatically sees an animation (overlaid on the left of his 
field of view) explaining how to change the dust bag. The recording, association 
and retrieval processes are all performed online in a seamless manner. 




Fig. 2. Sample Output Through heads-up-display (HUD) 



3.2 Wearable Computer Interface 



As pointed out in the beginning, a system such as DyPERS has to be useful and 
usable by the person wearing it. Ideally we would like a non-intrusive system 
that did not require new infrastructure to be incorporated in the environment 
-such as tags, infrared transmitters, etc- and which can be used in a seamless 
way by its user. 

Using a camera attached to the user’s HUD and the generic real-time com- 
puter vision object recognition system described in section 2| DyPERS is able to 
perceive, identify and recognize the objects that the user is looking at. Using such 
a vision system circumvents many problems associated with tagging technologies, 
such as cost, size, range, power consumption and flexibility. From a perceptual 
viewpoint, DyPERS (in the same way as some other wearable systems j.TEW+Q7j 
ISMP+flTl IK.INI f)5j ) sees what the user sees and hears what the user hears, being 
closer to the user’s perception of the world. 

The primary functionality of DyPERS is implemented in a simple 3 button 
interface (via a wireless mouse or a notebook PC with a wireless WaveLan). The 
user can select from a record button, an associate button and a garbage button. 
The record button stores the A/V sequence. The associate button merely makes 
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Fig. 3. Associating A/V Sequences to Objects 



a connection between the currently viewed visual object and the previously re- 
corded sequence. The garbage button associates the current visual object with 
a NULL sequence indicating that it should not trigger any play back. This helps 
resolve errors or ambiguities in the vision system. This association process is 
shown in Figure 0 In the current implementation of the system the interface is 
literately a three button interfaces. However, we are interfacing a small voca- 
bulary speech recognizer in order to be replace the three buttons with spoken 
words. 



3.3 Hardware 

Currently, the system is fully tetherless with wireless radio connections allowing 
the user to roam around a significant amount of space (i.e. a few office rooms). 
Plans for evolving the system into a fully self-sufficient, compact and affordable 
form are underway. More powerful video processing in commercial units such as 
the PC104 platform or the VIA platform would eventually facilitate this process. 
However, for initial prototyping, a wireless system linked to off board processing 
was acceptable. 

Figure 0 depicts the major components of DyPERS which are worn by the 
user during operation. The user dons a Sony GlassTron heads-up display with a 
semi-transparent visor and headphones. Attached to the visor is an ELMO video 
camera (with wide angle lens ) which is aligned as closely as possible with the 
user’s line of sight |SMP+fl7j . Thus the vision system is directed by the user’s 
head motions to interesting objects. In addition, a nearby microphone is incor- 
porated. The A/V data captured by the camera and microphone is continuously 
broadcast using a wireless radio transmitter. This wireless transmission connects 
the user and the wearable system to an SGI 02 workstation where the vision 
and other aspects of the system operate. The workstation collects the A/V data 
into clips, scans the visual scene using the object recognition system, and trans- 
mits the appropriate A/V clips back to the user. The clips are then rendered 
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Fig. 4. The Wearable Hardware System 



as an overlay via the user’s GlassTron. Two A/V wireless channels are used at 
all times for a bidirectional real-time connection (user to SGI and SGI to user) 
[IManDbj . 

4 Generic Object Recognition System 

The video camera used by DyPERS is aligned with the line of sight of the user 
(see figure 0. Therefore, by gazing at interesting objects, the user directs the 
input to the recognition system which tries to recognize previously recorded 
objects. The recognition results are then sent to the audio-visual associative 
memory system which plays the appropriate clip. 

The generic object recognition system used by DyPERS has been recently 
proposed by Schiele and Growley ISG96I . A major result of their work is that 
a statistical representation based on local object descriptors provides a reliable 
means for the representation and recognition of object appearances. 

Objects are represented by multidimensional histograms of vector respon- 
ses from local neighborhood operators. Figure El shows two examples of two- 
dimensional histograms. Simple matching of such histograms (using y^-statistics 
or intersection [ISchayp can be used to determine the most probable object, in- 
dependent of its position, scale and image-plane rotation. Furthermore the ap- 
proach is considerably robust to view point changes. This technique has been 
extended to probabilistic object recognition in order to determine the 

probability of each object in an image only based on a small image region. Expe- 
riments (briefly described below) showed that only a small portion of the image 
(between 15% and 30%) is needed in order to recognize 100 objects correctly. 
In the following we summarize the probabilistic object recognition technique 
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used. The current system runs at approximately lOHz on a Silicon Graphics 02 
machine using the OpenGL extension library for real-time image convolution. 




Fig. 5. Two-dimensional histograms of two objects corresponding to a particular 
viewpoint, image plane rotation and scale. The image measurement is given by 
the Magnitude of the first derivative and the Laplace operator. The resolution 
of each histogram axis is 32. 



Multidimensional receptive field histograms are constructed using a vector 
of arbitrary linear filters. Due to the generality and robustness of Gaussian de- 
rivatives, we selected multidimensional vectors of Gaussian derivatives (e.g. the 
magnitude of the first derivative and the Laplace operator at two or three diffe- 
rent scales). 

It is worthwhile to point out that the object representation is very general 
and can be used for a wide variety of objects. The objects most suited for the 
representation contain enough local texture and structure to be coded by the 
multidimensional histograms. A useful feature of the recognition system is that 
it often matches visually similar objects such as two business cards from the 
same company. In order to discriminate these cards a more specific system such 
as a character recognition system should be used. Since the response time of the 
system is only in the order of 100ms we are planning to use the result of the 
system to trigger more specific recognition systems as appropriate. 

4.1 Probabilistic Object Recognition 

In order to recognize an object, we are interested in computing the probability of 
the object given a certain local measurement (here a multidimensional 
vector of Gaussian derivatives). This probability p(0„|Mfc) can be calculated 
using Bayes rule: 
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p{On\Mk) 



p{Mk\On)p{On) 

p{Mk) 



with 

~ p{On) the a priori probability of the object 

— p{Mk) the a priori probability of the filter output combination M^, and 

— p{Mk\On) the probability density function of object which differs from 
the multidimensional histogram of an object only by a normalization 
factor. 

Having K independent local measurements Mi, M 2 , ■ ■ ■ , Mk we can calculate 
the probability of each object 0„ by: 



p{On\Mi,...,Mk) 



Y\kP{^k\On)p{On) 

IlkPi^k) 



( 1 ) 



Mk corresponds to a single multidimensional receptive field vector. Therefore 
K local measurements Mk correspond to K receptive field vectors which are 
typically from the same region of the image. To guarantee independence of the 
different local measurements we choose the minimal distance d{Mk, Mi) between 
two measurements Mk and Mi to be sufficiently large (in the experiments below 
we chose the minimal distance d{Mk, Mi) > 2a). 




Fig. 6. Experimental results for 103 objects. Comparison of probabilistic object 
recognition and recognition by histogram matching: \qv (chstwo) and fl (inter) . 
1327 test images of 103 objects have been used. 
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Fig. 7. 25 of the 103 database objects use in the experiments. 



In the following we assume all objects to be equally probable: p{On) = with 
N the number of objects. We use p{Mk) = J2iP(^k\Oi)p{Oi) for the calculation 
of the a priori probability p{M}~). Since the probabilities p(Mfc|0„) are directly 
given by the multidimensional receptive field histograms, Equation (O shows a 
calculation of the probability for each object 0„ based on the multidimensional 
receptive field histograms of the N objects. Perhaps the most remarkable pro- 
perty of Equation ([3 is that no correspondence needs to be calculated. That 
means that the probability can be calculated for arbitrary points in the image. 
Furthermore the complexity is linear in the number of image points used. 

Equation (Pi has been applied to a database of 103 objects. Figure P shows 
some of the objects used. In an experiment 1327 test images of the 103 objects 
have been used which include scale changes up to ±40%, arbitrary image plane 
rotation and view point changes. Figure El shows results which were obtained 
for six-dimensional histograms, e.g. for the filter combination Dx — Dy (first 
Gaussian derivatives in x- and y-direction) at three different scales (tr = 2.0, 
= 4.0 and = 8.0). A visible object portion of approximately 62% is sufficient for 
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the recognition of all 1327 test images (the same result is provided by histogram 
matching). With 33.6% visibility the recognition rate is still above 99% (10 errors 
in total). Using 13.5% of the object the recognition rate is still above 90%. More 
remarkably, the recognition rate is 76% with only 6.8% visibility of the object. 
See [SC96L I^ch97| for further details. 

5 Scenarios 

This section briefly describes some applications of DyPERS using the record- 
and-associate paradigm: 

— Daily scheduling and to-do list can be stored and associated with the user’s 
watch or other personal trigger object. 

— An important conversation can be recorded and associated with the indivi- 
dual’s business card. 

— A teacher records names of objects in a foreign language and associates 
them with the visual appearance of the object. A student could then use the 
system to learn the foreign language. 

— A story teller could read a picture book and associate each picture with its 
text passage. A child could then enjoy hearing the story by triggering the 
audio clips with different pages in the picture book. 

— The system could be used for online instructions for an assembly task. An 
expert associates the image of the fully packaged item with animated instruc- 
tions on how to open the box and lay out the components. Subsequently, 
when the vision system detects the components placed out as instructed, it 
triggers the subsequent assembly step. 

— A person with poor vision could benefit by listening to audio descriptions of 
objects in his held of view. 

— The visual appearance of an object can be augmented with relevant audio 
and video or messages. For instance, the contents of a container could be 
virtually exposed after it is sealed. 

Many of the listed scenarios are beyond the scope of this paper. However, 
the list should convey to the reader the practical usefulness of a system such 
as DyPERS. In the following we describe one application in further depth and 
show test results. 

6 A Sample Test Scenario 

Evidently, DyPERS has many applications and it is unlikely to evaluate its per- 
formance in all possible situations. A usability study in a sample environment 
was selected to gain insight on real-world performance of the system as a whole. 
Since the system features audio-visual memory and significant automatic com- 
puter vision processing, test conditions involved these aspects in particular. 
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DyPERS was evaluated in a museum-gallery scenario. Audio-only augmen- 
ted reality in a museum situation was previously investigated by |ljedb5| . The 
museum constitutes a rich visual environment (paintings, sculptures, etc.) which 
is accompanied by many relevant facts and details (usually from a guide or text). 
Thus, it is an audio-visual educational experience and well-suited for verifying 
the system’s usefulness as an educational tool. 

A small gallery was created in our lab using 20 poster-sized images of various 
famous works ranging from the early 16th century to contemporary art. Three 
classes of human participants (types A, B, and C) were tested in a walk-through 
of the gallery while a guide was reading a script describing the paintings. The 
guide presented biographical and stylistic information about each painting while 
the subjects either used DyPERS (group A), took notes (group B) or simply 
listened attentively (group C). The subjects knew that they would be tested 
after the tour. Figure 0shows a subject wearing DyPERS while listening to the 
museum guide. 




Fig. 8. A DyPERS user listening to a guide during the gallery tour 



After the completion of the tour, the subjects were given a 20-question 
multiple-choice test containing one query per painting presented. In addition, 
the users had visual access to the paintings since these were printed on test 
sheets or still visible in the gallery. Thus, the subjects could refer back to the 
images while being tested. For each test session, subjects of all three types de- 
scribed above were present and examined (i.e. A, B, and C were simultaneously 
present and, thus, variations in the guide’s presentation do not affect their re- 
lative performance) . Table E contains the accuracy results for each of the user 
groups. The results suggest that the subjects using DyPERS had an advantage 
over subjects without any paraphernalia or with standard pencil and paper no- 
tes. Currently, arrangements are being made with the List Visual Arts Centei0 
for attempting the above test in their publically accessible contemporary art 
gallery. 



^ 20 Ames Street, MIT, Cambridge, MA 02139 
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Group 


Description 


Range 


Average Accuracy 


A 


DyPERS 


90%-95% 


92.5 % 


B 


Note Pad 


75%-95% 


83.8% 


C 


No Aid 


65%-95% 


79.0% 



Table 1. Subject Classes Accuracy 



7 Summary and Conclusions 

We have introduced an interactive computer vision system called DyPERS (’Dy- 
namic Personal Enhanced Reality System’). The system combines computer vi- 
sion and augmented reality to autonomously provide media memories related 
to real-world objects via a wearable platform. It allows a user to collect audio- 
visual clips in a seamless way and to retrieve them for playback automatically 
and meaningfully. The most important building block, the generic object reco- 
gnition system, has been described and its performance characteristics have been 
summarized. We have also discussed the two remaining building blocks of the 
system, namely the wearable hardware and interface, and the audio-visual asso- 
ciative memory. In addition, several application examples that DyPERS could 
span were enumerated. 

Experiments in a visual arts gallery environment suggest that subjects using 
the computer vision system DyPERS would benefit of higher accuracy and more 
complete responses than participants using paper notes or no tools for informa- 
tion retention. These preliminary results are encouraging although more work 
is being planned to establish a final usability and performance evaluation. Ne- 
vertheless, the platform does provide interesting arguments for ways augmented 
reality and artificial perception can enrich the user and play a fundamental role 
in building a natural, seamless and intelligent interface. 
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Abstract. It/I is a two-character theater play where the human charac- 
ter I is taunted and played by a vision-based, autonomous computerized 
character — called It — which controls computer-graphics, sound, and 
stage lights. Unlike previous immersive interactive systems, the compu- 
ter vision system recognizes the human character’s actions by considering 
not only tracking and gestural information and the character’s internal 
variables but also the context provided by the current situation in the 
story. This paper focuses on a methodology to represent and recognize 
the human and computer characters’ actions that is based on interval 
scripts, a paradigm that uses Allen’s temporal primitives to describe the 
relationships among the different actions and reactions. The system was 
tested in six public performances held at the MIT Media Laboratory in 
1997, when the computer graphics character ran automatically during 
the 30-minute duration of the play. 



1 Introduction 



This paper reports our experience in producing a theater play — called It/I 
— which featured, probably for the first time ever, a computer-graphics cha- 
racter autonomously controlled by a computer. All the computer character’s 
reactions during the play were based on the human actor’s actions as detected 
by a 3-camera visual segmentation system invariant to lighting changes (based 
on 

The play It/I was written considering the sensory limitations of computer 
vision. The actions of the human character — called / — were restricted to those 
that the computer could recognize automatically through image processing and 
computer vision techniques. In many ways, the understanding of the world by the 
computer character — named It — reflects the state-of-art of real-time automatic 
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vision: the character’s reaction is mostly based on tracking Fs movements and 
position and on the recognition of some specific gestures (using techniques similar 
to □). 

However, the result of the low-level tracking system is considerably augmen- 
ted by incorporating knowledge about the expected actions to happen in each 
moment of the play. Unlike other vision-based interactive systems (e.g. PJ), the 
actor’s position and gestures are interpreted according to the current context 
provided by the script. When I moves towards one the stage screens, that is in- 
terpreted as “paying attention to the computer character” in the initial moments 
of one scene, but, some time later, as “trying to catch the computer character”. 

The main focus of this paper is on a paradigm called interval scripts to 
represent both the contextual elements required to recognize high-level actions 
(as defined by Bobick in 0) and the behavior of the computer character. In this 
particular application — as well as in other interactive, immersive spaces like 
— the context is largely set up by the actions of the computerized characters, 
justifying thus that the context for action recognition and the computer behavior 
to be unified in a sole structure or script. 

Interval scripts have been first proposed in pni, and constitute a scripting 
paradigm rooted in the AI technique of temporal constraint propagation to en- 
hance action recognition and context switching. The research presented in this 
paper extends the initial proposal of interval scripts by providing a well-defined 
scripting language and by using the paradigm to represent context for vision- 
based systems. 



1.1 It/I: A Computer Theater Play 



Computer theater is a term referring to live theatrical performances involving the 
active use of computers in the artistic process. Pinhanez HH] details the concept 
of computer theater, the origins of the term, and related works. 

Our research in computer theater has concentrated on building automatic, 
story-aware computer-actors able to interact with human actors on camera- 
monitored stages. However, automatic control must not mean pre-timed res- 
ponse: computer-actors should be built as reactive autonomous systems that 
sense the world, consider the current place in the script, and find the appro- 
priate line of action. Otherwise the magic of live performance is lost as the 
actors are not responsive to each other or to the audience. 

An interesting aspect of having autonomous computer actors on stage is 
that we can have audience interaction in a truly novel way: if a character is 
controlled automatically by computers, it is possible to transform the stage into 
an interactive space where members of the audience can re-enact the story of 
the play in the role of the main characters. 
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Fig. 1. Scene from It/1. The computer graphics object on the screen is autonomously 
controlled by the computer character It. 




Fig. 2. Diagram of the physical structure employed in It/I. 
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With these ideas in mind, one of the authors of this paper, Claudio Pinhanez, 
wrote the computer theater play It/I. The play is a pantomime where one of the 
characters. It, has a non-human body composed of CG-objects projected on 
screens (fig. Q). The objects are used to play with the human character, I. It 
“speaks” through images and videos projected on the screens, through sound 
played on stage speakers, and through the stage lights. 

Figure 13 depicts a diagram of the different components of the physical setup 
of It/I. The sensor system is composed by three cameras rigged in front of the 
stage. The computer controls different output devices: two large back-projected 
screens; speakers connected to a MIDI-synthesizer; and stage lights controlled 
by a MIDI light-board. 

The play is composed of four scenes, each being a repetition of a basic cycle 
where I is lured by It, is played with, gets frustrated, quits, and is punished for 
quitting. For example, the second scene of the play starts with I sitting on the 
stage, indifferent to everything, bathed by blue light. To attract his attention. 
It projects a vivid image of a sun on the stage screen. When I pays attention to 
the picture, the image is removed from the screen, the lights change, and a CG- 
object similar to a photographic camera appears on the other screen, following 

1 around. When I makes a pose, the camera shutter opens with a burst of light 
and the corresponding clicking sound. Following, a GG-television appears on the 
other screen and, when I gets close, it starts to display a slide show composed 
by silhouette images “taken” by the camera. After some pictures are shown, the 
camera “calls” I to take another picture. This cycle is repeated until I refuses 
to continue to play with the machine and remains in front of the television; this 
refusal provokes an irate reaction from It, which throws GG-blocks at I while 
storming the stage with lights and playing harsh loud noises. 

The above segment exemplifies the complexity of the interaction in a typical 
scene of It/ I. The scenes have a complexity level that are quite beyond pre- 
vious full-body interactive systems. For example, in ALIVE d, although the 
main character (the dog-like GG-character Situs) had quite a complex internal 
structure, the meaning of the user’s gestures remains constant as the interaction 
proceeds. In addition, It/I has a clear dramatic structure not present in most 
previous interactive, immersive systems as, for instance, the spaces designed by 
Krueger PU and Sommerer and Mignonneau m- 

2 System Architecture 

Figure El displays the control architecture used in the performances of It/I. It is 
a 2-layer architecture in which the upper layer contains information specific to 
the computer character and the bottom layer is comprised of modules directly 
interacting with the actual input and output devices. This control model is a 
simplification of a more elaborate 3-layered architecture, called story- character- 
device architecture, or SCO, which we are developing considering more difficult 
problems of controlling stories in immersive environments (see m)- 
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Fig. 3. System architecture of It/I. 



As shown in fig. 0 the computer character control system is composed of 
one active element, the interaction manager, that process the interaction script 
(described in detail in |21 )] 1 . The interaction script contains three types of in- 
formation: the description of the story in terms of actions to be performed by 
the computer and the human characters; the specification of It’s actions, that is, 
what the computer character actually does when trying to perform the actions 
needed by the story; and the description of how the human actor’s movements 
are recognized according to the current moment in the story, or of I’s actions. 

For instance, in a scene where the computer attracts the attention of the 
human character by displaying images on the screen, the basic interplay is the 
goal of attracting Is attention. As part of the description of It’s actions there 
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is a method that associates attracting the human character’s attention with the 
displaying of particular images, each moving with a particular trajectory on the 
screen, accompanied by music and warm light. This is how “attract Fs attention” 
is translated into output to be generated. At the same time, the story sets up 
the context for recognition of a movement of I walking towards the screen as “/ 
is paying attention” ; in most other situations of the play, such movement is not 
recognized as so. 

We examine in the next section the vision module which uses a non-standard 
technique to segment the actor from the background. Following, we focus on the 
discussion of the various components of the computer character module. 



3 The Vision System 



The vision module shown in fig. 0 performs basic tracking and gesture recogni- 
tion. The tracking module answers queries about the position (x,y,z coordinates) 
and size of the actor and three large blocks; the number of persons on stage (none, 
one, more than one); and the occurrence of the five pre-trained gestures. 

In the performance setup we employed a frontal 3-camera stereo system able 
to segment the actor and the blocks and to compute a silhouette image that is 
used to track and recognize gestures. The stereo system, based on m, constructs 
off-line a depth map of the background — stage, backdrops, and screens. Based 
on the depth map, it is possible to determine in real-time whether a pixel in the 
central camera image belongs to the background or to the foreground, in spite of 
lighting or background screen changes. This is an considerable improvement over 
vision systems based on background subtraction used before in many previous 
interactive environments HUEIEI], since it enables lighting change, an important 
dramatic element. The segmentation part of the vision system runs currently at 
15 frames per second in a SGI Indy 5000 (although during the performances 
of It/I it ran at 8 frames/second). The analog video signals from the three 
cameras are compressed into a single video stream using a quad-splitteiQ and 
then digitized into 640x480 images. 

Figure ^shows a typical visual input to the system and the silhouette found. 
Using the silhouette, a tracking system analyses the different blobs in the image 
to find the actor. The analysis is performed under assumptions about the conti- 
nuity and stability of movement, position, and shape of the actor. Smaller blobs 
are labeled as blocks only when isolated from the person’s silhouette. 

The vision system is trained to recognize the five different gestures shown in 
fig. El To perform gesture recognition we employ a simplification of the technique 
described by Davis and Bobick in 0. During the performances we also employed 
manual detection of some of the gestures that could not be detected by the 



^ A video quad-splitter takes 4 input analog video streams and produces a single signal 
composed of the four images in half-size and tiled. 
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Fig. 4. The 3-camera input to the vision module and the computed silhouette of the 
human actor (enclosed in the rectangle). 




STOP CUBE DOWN CUBE UP 




HANGING SHOOTING 



Fig. 5. The 5 gestures used in It/I. 
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system with enough reliability. We had to resort to manual detection due to an 
absolute lack of time to improve the reliability to performance levels (which are 
very high, since during a performance accuracy is essential to avoid confusion in 
the actor or breaking the suspension of disbelief in the audience). Because the 
recognition of this type of gesture has already been demonstrated in computer 
vision (see [7]) and in real-time environments |^, we believe that there are no 
real technical obstacles for a fully autonomous run of the play. 

4 From Tracking to Action Recognition 

As described above, the vision module outputs only the position of the actor and 
the occurrence of some pre-defined gestures. How can this information be used 
by an interactive system based on a story script whose primitives refer to high- 
level actions such as “paying attention”, “refusing to play with the machine”, 
“posing for a picture” ? 

The fundamental problem has been addressed by Bobick ^ who distinguis- 
hes three categories of problems in recognizing human motion, according to an 
increasing use of knowledge: movements, activities, and actions. Basically, a mo- 
vement is “... a space-time trajectory in some configuration space.” (as defined 
in whose recognition is independent of contextual information, except for 
viewing conditions. An activity is a sequence of movements that can be recogni- 
zed based on the statistical properties of their temporal relationships. Finally, 
an action is a movement or set of movements in a context, and its recognition 
requires the inclusion of knowledge about the context and the domain and the 
hypothesizing and verification of goal achievement. 

Most attempts of performing action recognition have relied in choosing very 
restricted domains where the needed contextual knowledge can be codified with- 
out explicit inclusion of knowledge (for example, O^r approach in the 

It/I project differs from those because the action context is obtained from the 
story: different movements are recognized as different actions according to when 
they happen. For example, if the actor gets close to the screen when the compu- 
ter character is showing attractive images, the movement is labeled as “paying 
attention” ; or if the human character does not move immediately after the com- 
puter called him to play, the system recognizes the situation as “refusing to 
play” . 

Basically, our approach relies on setting up a situation where only some ac- 
tions are expected, each of them with different spatial-temporal signatures. The 
idea has been used before in, among others. The KidsRoom |^, an interactive 
story-based bedroom for children. But unlike those cases, the It/I project specifi- 
cally focused on the development of technology to easily and explicitly represent 
the story, the context, and the structure of the actions to be recognized, through 
the use of interval scripts as described in the next section. 
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5 Script Representation 

The major technical novelty in It/I is the scripting language used to describe 
the story, the interaction with the human actor, the actions of the human actor, 
and the behavior of It. The 30-minute interaction between It and I is written 
as an interval script, a language for interaction based on the concept of time 
intervals and temporal relationships. Interval scripts have been first proposed by 
Pinhanez, Mase, and Bobick in 1231 . but in It/I we employed a new, revised, and 
improved version of the concept. 

Previous scripting languages (for example. Director or HH) lack ap- 
propriate ways to represent the duration and complexity of human action in 
immersive environments: hidden in the structure is an assumption that actions 
are pin-point events in time (coming from the typical point-and-click interfaces 
those languages are designed for) or a simple sequence of basic commands. 

Also, unlike some previous reactive autonomous characters like Silas 0 or 
NeuroBaby the interaction script of It/I contains the story of the play and 
It’s role in it. In this sense. It is more a computer- actor (as defined in m) than an 
autonomous creature. Specifically, It is pro-active in relation to a story, instead 
of reactive to human interaction or to internalized, creature- like goals |^. Pro- 
active computer characters require scripting methods that allow representation 
of complex story patterns, including parallel actions, multiple paths, and some 
sense of cause and consequence. 

5.1 Interval Scripts 

An interval script associates a temporal interval with every action in the script. 
During run-time a label, past, now, or fut, or a disjunction of them, is dynami- 
cally assigned to each interval corresponding to the situations where the action 
has occurred, is occurring, or have not yet occurred, characterizing what we call 
the PNF -state of the interval. 

The interval script paradigm allows two modes of definition of actions: a de- 
scriptive mode and a constraint-based mode. In the descriptive mode, the seman- 
tics of each interval is defined by three functions: STATE, a method to compute 
the current PNF-state of the interval; START, a function to start the action or 
sensing corresponding to the interval; and STOP, a function to end it. In the 
constraint-based mode, temporal constraints can be defined between different 
intervals, limiting their possible PNF-states during the run of script. 

An interval script is a computer file containing the description of each action 
and statements about how the intervals are related temporally. Interval script 
files are converted into C-F- 1- code through a special compiler that encapsulates 
the different intervals and their functions into C-F- 1- functions attached to the 
interval control structure. A complete description of the syntax and semantics 
of interval scripts is beyond the scope of this paper (see m)- We opted instead 
to present here some examples which illustrate some of the main features of 
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"bring sun image "= 

{ START: 

[> 

ScreenCoord centerSmall (0 . 0,0 . 0 , -1 . 0) ; 
ScreenCoord startFrom (0 . 0, 0 . 0 , -40 . 0) ; 
lef tScreen . move ( sunimageld , centerSmall , 

StartFrom, NULL, 0,40, "decrescendo") ; 

<] . 

STOP: 

[> leftScreen. stopMove (sunimageld) ;<] . 

STATE: 

[> return leftScreen. moveState () ; <] . 

}• 

"remove sun image "= 

{ .... (similar to "bring sun image") .... }. 

"sun image on screen"={}. 

"bring sun image" START "sun image on screen", 
"remove sun image" FINISH "sun image on screen". 



Fig. 6. Example of an interval script from the first scene of It/I. The five intervals 
described here control the movements of an image of the sun on the stage screen. 



the paradigm, followed by a basic description of the temporal formalism used in 
interval scripts and its run-time processing. 

Figure El shows the definition of three intervals occurring in the beginning 
of the first scene of It/I. They control a short segment of the scene where It 
brings an image of the sun to the screen and moves it away when I shows 
interest on it by getting close to the screen. The first two intervals, "bring sun 
image" and "remove sun image" exemplify the descriptive mode of interval 
scripts. In an interval script, the START, STOP, and STATE functions can either be 
written as C-|— I- code (inside the special symbols [> and <] ) or as a combination 
of previously defined intervals. In the case of these two intervals, the interval 
functions call methods of the C-|— I— object leftScreen, sending requests to the 
CG module of the left screen to move the sun image appropriately. 

The interval "sun image on screen" defined in fig. 0 is a case where the 
interval is defined solely as a function of others through temporal constraints. 
Although the interval’s own definition is empty, the two last lines of the fig. El 
define two temporal constraints determining that "sun image on screen" is 
started by "bring sun image" and finished by "remove sun image". That is, 
although the interaction script does not provide any computational definition of 
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"I is close to big screen"= 

{ STATE: 

[> if (close (vision. wherePersonO jbigScreeen. where) ) 
return NOW; else return PAST-OR-FUTURE; 

<]; 

}• 

"I pays attention to sun image"= 

{ STATE: IF "I is close to big screen" IS NOW 
AND "sun image on screen" IS NOW 
ASSERT NOW. 

}• 

"bring sun image" BEFORE OR MEET OR OVERLAP 
"I pays attention to sun image". 

"I pays attention to sun image" BEFORE 
"remove sun image". 



Fig. 7. Part of the interval script from the first scene of It/I, showing an example of 
a mapping of a movement into a higher level action through the use of the story’s 
context. 



the state of the interval "sun image on screen", during run-time its state is 
determined as a result of the current state of the two other intervals. 

Figure 0 contains a simple example of the process of mapping a sensor ele- 
ment into a higher level action through the use of contextual elements from the 
story. It basically states that if the character I is close to the screen while the 
image of the sun is there, then I is paying attention to the screen. Of course 
under everyday circumstances proximity can not be immediately mapped into 
attention. However, the development of the play on the stage (or in its user- 
interactive version) creates surprise elements in this scene that propel the actor 
or user towards the screen when he is interested in exploring the new image. 

This is expressed in the segment of interval scripts depicted in fig. 0 As in 
the preceding example, the interval "I is close to big screen" determines 
its PNF-state by calling a method of a C-|— I— object, vision, that queries the 
vision module at the device level and compares that information to the position 
of the big screen as obtained through a class function. 

The interval "I pays attention to sun image" shows another feature of 
interval scripts: the possibility of defining interval functions based on the state 
and interval functions of other intervals. As defined by its STATE function, the 
state of the interval is now if both "I is close to big screen" and "sun 
image on screen" are also now, and undetermined otherwise. However, this 
indeterminacy is constrained temporally by the two following statements that 
declare that "bring sun image" starts before "1 pays attention to sun 
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"sun image scene"= 

{ START: TRYTO START "bring sun image". 

STOP: TRYTO START "remove sun image". 

WHEN "I pays attention to sun image" IS NOW 
TRYTO START "remove sun image" . 

}• 

"sun image on screen" FINISH "sun image scene" . 
"I pays attention to sun image" ONLY-DURING 
"sun image scene". 

WHEN "sun image scene" IS PAST 

TRYTO RESET "I is close to big screen". 



Fig. 8. Example of definition by an interval script of an interval solely based on pre- 
viously declared intervals (from the first scene of It/1). 



image", and that the interval happens before "remove sun image". Moreover, 
the temporal constraints assure that the action "I pays attention to sun 
image " is recognized only in the context of the presence of the sun image on the 
screen. 

Figure 0 shows a third segment of the script of the first scene of It/I in 
which the previously defined intervals are combined. As noted before, the syntax 
of interval scripts allows the definition of start and stop functions in terms of 
previously defined intervals. For example, the START and STOP functions in fig. 0 
are defined by calls to the START functions of "bring sun image" and "remove 
sun image", respectively. When the interval "sun image scene" is set to start 
(by an interval not shown in the figure) , the executed action is to call the START 
function of the "bring sun image" interval, executing its corresponding C-b- 1- 
code. 

The definition of interval "sun image scene" also includes a WHEN statement 
that works as a trigger: when the character I starts paying attention to the image 
on the screen, the image is removed. WHEN statements are in fact macros of the 
language, being translated into an interval where the STATE and START functions 
are generated automatically such as to perform the “triggering” function. WHEN 
statements proved to be an intuitive way to include event-triggered intervals. 

The last line of fig. 0 shows another mechanism allowed by interval scripts, 
the RESET function. To facilitate scripting, intervals can be “recycled” by the 
invocation of the RESET function of an interval. In this example, the end of 
the interval "sun image scene" triggers via a WHEN statement the process of 
reseting the sensing interval "I is close to big screen " 0 . 

^ From a formal point of view, a call to a reset function does not reset but instead 
produces a new instance of the interval with identical temporal constraints. 
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5.2 Temporal Relationships 

One of the major concerns of our work on scripting languages is to provide a 
structure which can handle complex temporal relationships. Human actions take 
variable periods of time; also, the order of the performance of actions to achieve 
a goal is often not strict. In other words, actions — and thus, interaction — 
can not be fully described neither by events (as Director does), nor by simple 
tree-forking structures as proposed in naq, nor by straight encapsulation such 
as suggested by structured programming. 

We adopted Allen’s interval algebra [Q as the temporal model of interval 
scripts. Temporal relationships between intervals can be described as disjunc- 
tions of Allen’s primitives and easily incorporated into an interval script. For in- 
stance, the statement of fig. Eldeclares that "I pays attention to sun image" 
can only happen during "sun image scene", through the macro 
ONLY-DURIN(0. This statement creates a temporal constraint linking the PNF- 
state of the two intervals and preventing, for instance, the "I pays attention 
to sun image" interval from happening if "sun image scene" is in the past 
state, even if all the conditions listed in the STATE declaration apply. 

Events, tree-structures, and encapsulated actions and other basic elements 
from other scripting languages are subsumed by Allen’s algebra temporal 
relationships Therefore, with explicit declaration of temporal constraints, 

the interval script paradigm allows the description of complex relations that oc- 
cur in real interaction, like parallel and mutually exclusive actions, and even 
causality. 

During the compilation of the interval script, those temporal constraints are 
pre-processed using Allen’s path-consistency algorithm p. But to achieve speed 
during run-time constraint propagation, the resulting network is converted into 
a PNF-valued constraint network called a PNF-network. In j2^ the PNF-theory 
and algorithms are explained in detail in the context of action detection. 



5.3 Run-Time Processing 

During run-time, the control cycle starts by gathering the state of all sensors and 
the previous PNF-state state of all intervals. An arc-consistency algorithm !E! is 
then run on the PNF-network, what, according to m determines an approxima- 
tion of the minimal domain of the constraint network. Through this reduction 
process the PNF-state of an interval becomes more specific: for example, an in- 
terval whose end was undetermined (past-or-now state) can go to a a past state 
if, for instance a successor interval (defined through an exclusive after constraint 
between the two), is happening now. 

® The macro ONLY-DURING represents the disjunction of the Allen relationships START, 
FINISH, EQUAL, or DURING. That is, ONLY-DURING establishes that the interval starts 
and ends during the other interval, inclnding possibly its extremities. 
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Fig. 9. Audience playing with the computer character It. 



Start and stop functions are called directly by intervals, as shown in figEl or 
by the run-time system when certain changes in the PNF-state of an interval is 
detected. Start functions are called automatically whenever an interval changes 
from the fut state to the now state. Similarly, stop functions are called by the 
run-time system if an interval goes from now to past. 



6 Performances and Audience Participation 

It/I was produced in the summer/fall of 1997 with direction of Claudio Pinhanez, 
art direction of Raquel Coelho, and actor Joshua Pritchard. The control of the 
computer graphics, sound, and lights was performed automatically by a system 
composed of four SGI workstations. The script of each scene comprised between 
100 and 200 intervals describing the behavior of It according to the story and 
the human actor’s actions. Supporting the upper level character module were 
seven lower layer modules running the controllers of specific interfaces, such as 
the low-level and middle-level vision modules, two CG-generators, movie and 
sound players, and the interface to the light-board. 

The play was performed six times at the MIT Media Laboratory for a total 
audience of about 500 people. Each performance was followed by an explanation 
of the workings of the computer-actor. After that members of the audience were 
invited to go up on stage and play a scene from the play, first in front of the 
audience, and individually afterwards (see fig.|3|). 

When the spectators went on the stage to re-enact the scene of the play, 
they displayed a variety of reactions. Some of them could easily remember the 
sequence of actions in the play and could navigate through the scene without 
external help, but others were partially confused about what to do. From this 
experience, we believe that it is necessary to adapt the computer character to 
interact with non-actors: among the improvements. It must be scripted to provide 
some kind of help or suggestions when it is detected that the user is confused. 
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7 Conclusion 

In this paper we describe how interval scripts can be used to describe story-based 
context to be provided to a vision system. In this paradigm, context switching 
is achieved naturally as a result of the story development, and different high- 
level labels for actions are determined according to current and past events. 
The core mechanism is Pinhanez and Bobick’s PNF-propagation algorithm for 
action recognition that can be viewed as a fast specialization of general temporal 
constraint propagation (see I2I1). 

The concept was tested in real performances of a computer theater play. 
Although having an actor instead of an user simplifies the recognition task (the 
actor knows how an action can be more easily recognized), live performance 
conditions are extremely intolerant to errors, especially to system mistakes that 
break or violate the dramatic structure of the story. Moreover, we have also run 
successfully the system with non-actors from the audience who had quite diverse 
ways to move and act on the stage. 

We see It/I as part of a continuing work of understanding and developing 
technology for story-based, interactive, immersive environments, which started 
with SingSong [2d| . followed by The KidsRoom 0, and after It/I, by PAT, a 
virtual aerobics personal trainer 0. To our knowledge, It/I is the first play ever 
produced involving a character automatically controlled by a computer that 
was truly interactive. We believe that this was possible only because a flexible 
scripting system was developed to describe the story interplay and the computer 
and human characters’ actions. 
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Abstract. This paper presents Sassy, a single-assignment variant of the 
C programming language developed in concert with Khoral Inc. and de- 
signed to exploit both coarse-grain and fine-grain parallelism in image 
processing applications. Sassy programs are written in the Khoros soft- 
ware development environment, and can be manipulated inside Cantata 
(the Khoros GUI). The Sassy language supports image processing with 
true multidimensional arrays, sophisticated array access and windowing 
mechanisms, and built-in reduction operators (e.g. histogram). At the 
same time. Sassy restricts C so as to enable compiler optimizations for 
parallel execution environments, with the goal of reducing data traffic, 
code size and execution time. 

In particular, the Sassy language and its optimizing compiler target re- 
configurable systems, which are fine-grain parallel processors. Recon- 
figurable systems consist of field-programmable gate arrays (FPGAs), 
memories and interconnection hardware, and can be used as inexpensive 
co-processors with conventional workstations or PCs. The compiler opti- 
mizations needed to generate highly optimal host, FPGA, and communi- 
cation code, are discussed. The massive parallelism and high throughput 
of reconfigurable systems makes them well-suited to image processing 
tasks, but they have not previously been used in this context because 
they are typically programmed in hardware description languages such 
as VHDL. Sassy was developed as part of the Cameron project, with the 
goal of elevating the programming level for reconfigurable systems from 
hardware circuits to programming language. 



1 Introduction 

A common programming methodology in image processing and computer vision 
uses a graphical programming environment where application programs are con- 
structed by graphically interconnecting the outputs of one primitive operator 
to the inputs of another. One of the most widely used graphical programming 
environments for image processing and computer vision is Khoros(tm) [22], but 
other environments exist or are being developed for this purpose as well, includ- 
ing the Image Understanding Environment (lUE) [17] and CVIPtools [23]. These 
programming environments are advantageous in that they separate application 
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programming, where domain knowledge may be required, from low-level image 
processing and/or computer vision programming, and even lower level machine 
dependent parallel programming. Also, they allow application programs to be 
distributed across multiple processors, or to be assigned to special-purpose co- 
processors. 

This paper presents Sassy, a programming language based on C that has been 
developed in concert with Khoral Research Inc. (KRI). This work is part of the 
Cameron project, which seeks to create a high-level programming environment 
for image processing and computer vision that is targeted for fine-grain parallel 
processors. The goal is for low-level image processing algorithms to be written 
in Sassy inside the Khoros software development environment. Sassy programs 
can then be manipulated as glyphs inside Cantata (the Khoros GUI) just like 
any other program. Sassy programs can be executed on parallel architectures, 
and in particular on reconfigurable (a.k.a. adaptive) computing systems using 
field programmable gate arrays (FPGAs). Such reconfigurable systems are used 
in conjunction with a host processor, as shown in figure 1; the reconfigurable 
hardware has one or more FPGA chips and local memories that hold FPGA 
configurations and can be used as local memory. 



Host 






CPU 








MEMORY 







*c 



Reconfigurable Hardware 



FPGA 




FPGA 




FPGA 








MEMORY 




MEMORY 




MEMORY 



Fig. 1. General diagram of host and reconfigurable hardware. 



Image processing (IP) applications feature large, regular image data struc- 
tures and regular access patterns and hence can benefit from parallel imple- 
mentations. Past attempts to exploit this regular parallelism, for instance with 
vector or pipelined co-processors, have suffered from communication bottlenecks 
between the host and co-processor, because of their fixed computation / com- 
munication behavior. The programmable nature of FPGA based parallel sys- 
tems allows greater flexibility, and still promises massive parallelism and high 
throughput. Reconfigurable systems are therefore interesting candidates for spe- 
cial purpose IP acceleration hardware. Currently, FPGAs are not used in this 
context, because they are programmed using hardware description languages. 
The goal of Sassy is to make FPGAs available to IP experts, as opposed to 
circuit designers. 
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In many respects, Sassy is similar to other parallel, C-based (or C-H-- based) 
languages for image processing such as C\\ [6] or Ct + + [1], in that it paral- 
lelizes loops that operate over large arrays (e.g. images). Sassy offers a powerful 
set of language facilities for supporting image operations, including windowing 
facilities (with or without padding at the image boundaries) , the ability to select 
array “sections” (rows, columns, windows, etc.), and reduction operators such 
as histogram and accumulation primitives. Sassy also supports true multidimen- 
sional arrays. 

Unlike these other languages, however. Sassy supports fine-grain instruction- 
level parallelism. Sassy is a single assignment language, meaning that each vari- 
able can be assigned only once. Sassy also forbids recursion and pointer manip- 
ulation. These restrictions allow data dependencies in Sassy programs to be an- 
alyzed, enabling compiler optimizations, such as partial evaluation, strip-mining 
and loop reordering. The Sassy compiler can combine code from two or more 
loops, scheduling as many operations as possible on a selected window of pixels 
before moving on to the next window. This minimizes the number of times image 
data must be transferred between the host and the parallel co-processor, easing 
the primary bottleneck in many parallel image processing applications. 

The Sassy program parts that are to be executed on the FPGA are converted 
into dataflow graphs that map directly onto FPGA configurations (circuits) to 
exploit the flexibility of reconfigurable hardware. 



2 Reconfigurable Systems 

The Sassy language is able to exploit coarse-grain, loop-level parallelism that 
should be useful for a variety of parallel architectures. It is also able to use the 
fine-grain, instruction-level parallelism that can be exploited on reconfigurable 
computing systems based on integrated circuits called field-programmable gate 
arrays (FPGAs). These chips, made by manufacturers such as Xilinx and Altera, 
are used along with optional on-board memory and/or co-processors in boards 
such as Wildfire (tm) by Annapolis Microsystems. 

Field programmable devices, including FPGAs, already enjoy an established 
market and have been used extensively in digital devices of many kinds. They 
offer the manufacturer or user quick turnaround, low start-up costs and ease of 
design changes. Their speed of programming has improved, and it now is feasible 
to supplement a conventional CPU with one or more FPGAs and not only to 
configure them with custom functionality for each program that is run, but even 
to change the configuration during a program’s execution. 

Figure 2 shows the structure of a typical FPGA [2]. It consists of a grid of 
logic cells interspersed with wires to connect them. The perimeter has I/O cells 
that interface with the external pins of the chip. One example of a currently 
available FPGA is the Xilinx XC4085XL [29]. It is made up of 3,136 Config- 
urable Logic Blocks (CLBs) and 448 I/O Blocks (lOBs). Each CLB has two 
16-bit static random access memories (SRAMs), two D flip-flops, and a small 
number of miscellaneous multiplexors and gates. A CLB can function as RAM 




86 



J.P. Hammes, B.A. Draper, and A.P.W. Bdhm 





□ □ 


□ □ 


□ □ 


□ □ 


□ □ 




u 

n 




















u 

n 


□ 

n 




















□ 

n 


□ 

n 




















□ 

n 


□ 

n 




















□ 

n 


□ 

n 




















□ 

n 




□ □ 


□ □ 


□ □ 


□ □ 


□ □ 





= Logic Block Q =PO Block 

Fig. 2. Structure of an FPGA 



or as combinational logic. Each lOB controls one external pin of the chip, and 
contains two D flip-flops and associated buffer-driver circuits. The chip supports 
system speeds up to 80 MHz. Reconflgurable systems are programmed through 
configuration codes, which specify the functions of the cells and their intercon- 
nections within the FPGA. 

Although the clock speeds of current FPGAs are lower than RISC processor 
clocks, the potential massive parallelism in an FPGA makes them good candi- 
dates for many real-time image processing tasks. Dehon calculates that, even 
with their lower clock speeds, FPGAs may have an order of magnitude better 
computational density (the number of bit operations a device can perform per 
unit of area-time) as compared with RISC CPUs [5]. Petersen and Hutchings 
specifically consider digital signal processing tasks, and also calculate a ten- 
fold speed-up [21]. More importantly, Hartenstein et al. demonstrate a ten-fold 
speed-up for jpeg image compression, a common image processing task [8]. Also, 
new investments in reconflgurable systems seem destined to increase their clock 
speeds and make inexpensive fine-grain parallel processors available for a wider 
range of applications. 

Reconflgurable computing presents new challenges to language designers and 
compiler writers. The task of programming and compiling applications will con- 
sist of partitioning the algorithm between a host processor and reconflgurable 
modules, and devising ways of producing efficient FPGA configurations for each 
piece of code. Presently, FPGAs are programmed in hardware description lan- 
guages, such as VHDL [20]. While such languages are suitable for programming 
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chips that are used as “glue” logic in digital circuits, they are poorly suited for 
the kind of algorithmic expression that takes place in applications programming. 

The Cameron project provides Khoros with a programming language for 
expressing IP applications, an optimizing and parallelizing Sassy compiler, and 
a run-time system for FPGA based, reconfigurable systems. This will enable 
IP programmers to exploit this desirable new hardware, by using a well known 
programming interface, and writing high level language code. This paper presents 
the first component of this trio, the Sassy programming language. A prototype 
Sassy implementation, generating C code, is available; work on the optimizing 
compiler for FPGAs continues. 



3 Related Work 

3.1 State of the Art: DataCube and Transputers 

Most current real-time image processing applications run on either DataCube 
pipeline processors or Transputers. DataCube [4] produces a number of special- 
purpose image acquisition and processing boards that communicate with a host 
processor over a VME or PCI bus. Each DataCube board contains intercon- 
nected special-purpose processors designed for specific image processing opera- 
tions, such as image capture, image arithmetic (addition/subtraction), or taking 
a histogram. DataCube programmers use a graphical interface to route data 
through sequences of these special-purpose processors, essentially drawing a 
small data-flow graph. Unfortunately, programmers are limited to the set of 
image operations (and interconnections) provided, and must learn a new (al- 
beit graphical) programming language in order to use them. DataCube boards 
are also clocked at lower speeds than current general-purpose processors (for 
example, the MaxVideo 250 is clocked at 40MHz). 

Transputers, on the other hand, represent an approach to parallelism that is 
more fine-grain than DataCube boards, but less fine-grain than reconfigurable 
systems. Each Transputer is a small general-purpose processor on a chip, with 
four high-speed input /output channels. Transputers can be connected together 
easily, and while the clock speeds of individual Transputers are typically low 
(50MHz or less), the speed-up comes via parallelism. Researchers in Munich, 
for example, have built a real-time image processing system out of three fast 
(Power-PC-based) Transputers and six slower (T4 or T8) Transputers for high- 
speed mobile robotics [13]. Unfortunately, it is difficult to program large networks 
of Transputers in MIMD style, so most Transputer systems for image processing 
use fewer than a dozen processors. 

3.2 Parallel Languages for Image Processing 

Compared to DataCubes or Transputers, reconfigurable systems offer two orders 
of magnitude more parallelism: thousands of functional units vs. tens. High-level 
parallel languages will be needed, however, if this advantage is to be exploited. 
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Most parallel languages for image processing are based on C or C++, and most 
are designed to parallelize loops over images or large arrays. C\\ [6], for example, 
is a parallel language for image processing based on C++ and targeted for the 
GFLOPS multiprocessor [9]. Variables are declared to be either scalar or parallel; 
scalar variables are kept on the host, while parallel variables are distributed 
across processors. A forall loop is introduced that allows distributed variables 
to be processed in parallel. Synchronization commands (barrier, wait, and sync) 
are also available to allow a programmer to control program threads explicitly. 

Other parallel languages for image processing are designed for SIMD, rather 
than MIMD, programming environments. Ct + +, for example, defines an ar- 
ray class that allows operations in parallel over the elements of the array [1]. 
The Image Understanding Architecture (lUA) programming environment used 
a similar mechanism for programming the lUA [27]. 

Two other parallel C-related languages, not targeted specifically to image 
processing, are SAC (Single Assignment C) [24] and Handel-C [19]. SAC empha- 
sizes powerful array operations, for use in scientific numerical codes. Handel-C is 
designed to target synchronous, mostly FPGA-based hardware, and the language 
includes bit-precision specifications in its data types. 



3.3 Functional Languages 

Functional languages date back to the early 1960s when John McCarthy designed 
the Lisp language [15]. A variety of functional languages have been created since 
then, all built around a central idea: a computation is specified in terms of pure, 
i.e. non-side effecting, expressions [7]. The result of a function’s evaluation is 
based only on its arguments, and the evaluation cannot change the state of the 
computation outside of the function. This guarantees that a function call’s return 
value on a given set of arguments must be the same regardless of when the call 
takes place. This leads to inherent concurrency. For example, in the expression 
/l(a, b)+f2(a, c), the calls of /I and /2 can be evaluated in parallel since neither 
can alter a global state or cause side effects to its arguments. Examples of pure 
functional languages are Sisal [16] and Haskell [12]. Some languages are built 
around a functional core, but include side effecting extensions that make the 
language impure. An example of such a language is ML [14]. 

Early functional languages tended to omit loop constructs, relying instead 
on recursion to express iterative execution, and they emphasized recursive data 
structures such as lists and trees instead of arrays. However, some modern func- 
tional languages include loops and arrays for reasons of efficiency. A loop in a 
pure functional language is an expression, meaning that it returns one or more 
values. Arrays in pure functional languages are typically monolithic, meaning 
that the entire array is defined at once. The storage space for the array is dy- 
namically allocated from the heap when the array is created, and the array is 
automatically garbage collected when it is no longer needed. An array carries its 
extents (or bounds) with it. Since a pure language is free of side effects, it is not 
possible to overwrite an array element with a new value. Semantically, updat- 
ing an array requires copying the current array and replacing the desired value 
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with a new one. However, compilers often can optimize this with update-in-place 
analysis, giving performance on a par with imperative languages [3]. 

The clean semantics, automatic garbage collection and inherent parallelism of 
functional languages make them appealing vehicles for high performance paral- 
lel computing. Their side effect-free nature makes compiler analysis much easier 
than that which is required for imperative languages. In spite of this, perfor- 
mance of functional languages often has been disappointing [10, 11]. Features of 
some very high level general purpose functional languages, such as higher order 
functions and lazy evaluation, have created new challenges for compiler writers 
and have prevented these languages from attaining the performance that some 
imperative languages achieve. 

Sassy is designed to exploit the useful and efficiently implementable aspects 
of functional languages, while avoiding those aspects that have caused perfor- 
mance problems. This is done by integrating it in C, and restricting the func- 
tional aspects of the language to those features that are appropriate for image 
processing. 



4 Sassy 

Sassy (short for single-assignment C) attempts to take the best features of exist- 
ing imperative and functional languages and combine them into a language that 
is amenable to compiler analysis and optimization, and that is well suited for 
image processing. The language is intended to exploit both coarse-grain (loop- 
level) and fine-grain (instruction-level) parallelism, as appropriate to the target 
architecture. The language should be suitable for conventional Symmetric Mul- 
tiprocessors (SMPs), networks of workstations (NOWs), and vector computers, 
but the target of interest to the Cameron group is reconfigurable (a.k.a. adap- 
tive) computing systems using field programmable gate arrays (FPGAs). Sassy 
is based on C in order to be as intuitive as possible to image processing experts, 
most of whom program in C or C-|— b, but it differs from C in some important 
ways: 

— It is an expression-oriented , pure functional language, not imperative. 

— Its scalar types include signed and unsigned integers with specified bit widths. 
For example, the type uintl2 represents a twelve-bit unsigned integer. 

— It has no explicit pointers. 

— It is non-recursive. 

— It has true multi-dimensional arrays, including array sections similar to those 
in Fortran 90. For instance, “intlO V[:,:j” declares a two dimensional array 
of ten-bit integers. 

— It has powerful loop generators and return operators similar to those in the 
Sisal language. 

— It has multiple-value returns and assignments. 

The elimination of pointers and recursion, and the single-assignment restric- 
tion, enable important compiler code optimizations. In compensation for these 
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restrictions, Sassy programmers are given powerful high-level constructs to cre- 
ate and access arrays in concise ways. As an example, figure 3 shows Sassy code 
that smoothes an image with a median filter and then convolves it with an edge 
detection mask. In the discussion that follows. Sassy code examples will be shown 
with their C or Fortran 90 equivalents. 



Pl[:,:] = for window W[7,7] in Image { 
uintl2 m = array _median (W); 
} return (array (m)); 

P2[:,:] = for window W[24,24] in PI { 
uintl2 ip = array _sum (W, M); 
} return (array (ip)); 



Fig. 3. Sassy code showing image smoothing with a median filter, followed by convo- 
lution with an edge detection mask. 



Loops and arrays are at the heart of the language, and the two are closely 
interrelated. Loops have special forms designed to work with arrays, and arrays 
are easily created as return values of loops. The Sassy parallel for loop is the 
source of coarse-grain parallelism, and has three parts: one or more generators, 
a loop body, and one or more return values. The structure is: 
for generator (s) { body } return returns. 



generator(s) { 


body 


} return 


return(s) 



4.1 Loop Generators 

There are three kinds of loop generators: sealar, array- eomponent and window. 
The scalar generator produces a linear sequence of scalar values, similar to For- 
tran’s do loop. The array-component and window generators extract components 
of arrays in various ways. 

Two simple examples illustrate array component extraction: 

for val in M for (i=0; i<n; i-l— 1-) 

for (j=0; j<m; j-l-l-) 
val = M[i]p]; 

for V(~,:) in M do i = 1, n 

V = M(i,:) 
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The first extracts scalar values from M; the second extracts row vectors. Note 
that these loops automatically access the extents of M, making it unnecessary 
for the programmer to reference them explicitly. The indicates a dimension 
over which iterations are indexed, whereas the indicates an array section. The 
second example shows a Fortran 90 equivalent, since array section capability 
does not exist in C. 

Window generators allow a rectangular window to traverse the source array, 
as in: 



for window W[3,3] in M { do i = 1, n-2 

do j = 1, m-2 

W = M(i:i+2,j:j+2) 



Each iteration produces a 3x3 sub-array from the source matrix M. In general, 
windows always extract arrays with a rank equal to the rank of the source, but 
with smaller extents. The language includes a built-in function that pads values 
around an array’s perimeter. This is useful with window generators so that the 
number of generated windows will be the same as the number of elements in the 
source array. 

When a loop needs to extract values from more than one array, the Sassy 
programmer can use dot and cross products to combine generators. The dot 
product runs the generators in lock step, whereas cross products produce all 
combinations of components from the generators, producing the effect of nested 
loops. The following two examples demonstrate these two operators: 



for a in A dot b in B { 
uintS p = a * b; 

for a in A cross b in B { 
uintS p = a * b; 



for (i=0; i<n; i-l— 1-) { 
p = A[i] * B[i] 



for (i=0; i<n; i-l— 1-) 

for (j=0; j<m; j-|-|-) { 
P = A[i] * BP] 



Loop generators are important for two reasons. First, they give the program- 
mer a simple and concise way of processing arrays in regular patterns, often 
making it unnecessary to create loop nests to handle multi-dimensional arrays 
or to refer explicitly to the array’s extents or the loop’s index variables. Sec- 
ond, they make compiler analysis of array access patterns significantly easier. In 
C or Fortran, the compiler must look at index variables generated by the loop 
nest and relate these indices to their uses in array references. In Sassy the index 
generators and the array references have been unified; the compiler can reliably 
infer the patterns of array access. 
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4.2 Loop Returns 

Since Sassy is a functional language, every loop returns one or more values. In 
addition to returning scalar values, a Sassy loop can return arrays and reductions 
built from values that are produced in the loop iterations. In its simplest form, 
an array returned from a loop is built out of scalar values that are created in the 
loop generator or loop body. For example, the following loop creates an array A 
that has the same shape as matrix M, but with each value doubled: 



uintS A[:,:] = for val in M 
return (array (2 * val)); 



for (i=0; i<n; i++) 

for (j=0; j<m; j++) 
A[i][j) = 2 * M[i][j]; 



This example illustrates that the shape of the return array is determined by the 
shape of the generator. A generator that extracts scalars from a source array 
has the same shape as that array, so the returned array A has the same shape 
as M. Also, a Sassy loop body may be empty; this example shows a loop that 
has only a generator and a return. Arrays may also be built out of other array 
components, as well as by concatenating array components. 

A variety of built-in operators are available to reduce scalar values that oc- 
cur in loops. Many of these operators reduce to a scalar value, including sum, 
product, min, and max. For example, a loop to compute the dot product of two 
vectors can expressed as: 

for a in A dot b in B 

return (sum (a * b)); 

Other interesting reductions exist: min_indices and max_indices return 
an array of index locations of the min/max values, while histogram returns a 
histogram of the reduced values as a one-dimensional array. Any of the reduction 
operators can be used in an accum operation where a label value is used to 
partition the scalars into regions. For example, 

for a in A dot lab in L 

return (accum (min (a), lab, 4), 
accum (max (a), lab, 4)) 



will find the min and max value in each region of A, where the regions are defined 
by array L, as shown in Figure 4. 

4.3 Sequential Loops 

Sassy has sequential (non-parallel) for and while loops for use when loop-carried 
dependencies exist. A loop-carried dependency occurs when the value given to 
a variable in one iteration of a loop uses (directly or indirectly) that variable’s 
value from the previous iteration. The assignment of a new value to a previously 
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forall p in Image dot lab in Labels 
return (accum (min (p), lab, 4), 
accum (max (p), lab, 4)) 
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Fig. 4. Example of accum operator, finding the min and max values in each region. 



defined variable is counter to the idea of single-assignment, so Sassy treats these 
cases in a special way, as have other functional languages such as Sisal [16] and 
Id [18]. The keyword next allows a current loop variable be to computed based 
on its previous value. Conway’s Life demonstrates an array variable A with a 
loop-carried dependence. It also shows how a window generator, combined with 
a mask, can implement general stencil-type operations. 



uintl[:,:] main (uintl A[:,:], uintl6 n) { 
bool M[:,:] = array _def (bool, [3,3], { 

{true, true, true}, 
{true, false, true}, 
{true, true, true}}); 



uintl res[:,:] = 

for _ in [n] { 
next A = 

for window W[3,3] in array _conperim (A, 1, 0) { 
uintS c = array _sum (W, M); 
uintl V = (c==3 II c==2 && W[l,l]==l) ? 1 : 0; 
} return (array (v)); 
print (true. A); 

} return (final (A)); 

} return (res); 



Another example of a sequential loop is the following square root function, 
designed to use only addition and bit-manipulation operators. It uses four vari- 
ables with loop carried dependencies: 
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uinte sq_root (uintl2 vsqn) { 

bitsl2 vsq, bitsl2 asq, bits6 a, bitsl2 tvsq = vsqn, 0, 0, 0; 

uint6 V = for uint4 i in [6] { 

bitsl2 nasq = ((bitsl2)((uintl2)asq+(uint6)a)<<2) | Obi; 
bits6 sa = a<<l; 

next tvsq = (tvsq<<2) | ((vsq>>10) & Obll); 
next vsq = vsq<<2; 
next a, next asq = 

if (nasq <= tvsq) return (sajObl, nasq) 
else return ( sa, asq<<2); 

} return (final (a)); 

} return (v); 



5 Parallelism and Performance 

Currently, high performance and throughput in FPG As are achieved by manually 
optimizing circuit descriptions, using hardware design tools. To avoid this. Sassy 
is designed so that it can be automatically parallelized and optimized. Sassy 
exposes both coarse- and fine-grain parallelism. Its parallel for loop is a source 
of coarse-grain parallelism that should be useful across a wide variety of parallel 
architectures, while single assignment exposes expression parallelism. This allows 
Sassy procedures to be compiled into dataflow graphs and mapped directly into 
circuit diagram specifications. 

The Sassy compiler will use an intermediate form called “Data Dependence 
and Control Flow” (DDCF) graphs, similar to the Sisal compiler’s IFl form [25]. 
This exposes data dependencies and opens up a wide range of loop-related op- 
timization opportunities. The for loop generators are attractive because their 
“outputs” can be viewed as streams, making the transition from a memory- 
reading execution model to a data-driven stream model that is much closer to 
the execution that will take place on FPGAs. Similarly, the array loop-return 
operator produces array elements in storage order, making it easy to stream the 
results back into memory in a straightforward way. 

Important DDCF-graph optimizations include 

— Loop unrolling, which replicates a loop body one or more times, resulting in 
pipeline parallelism. 

— Loop strip-mining, which splits a parallel loop into a pair of nested loops. 
The outer loop produces chunks of work; the inner loop performs the work 
in each chunk. 

— Loop fusion, which takes two adjacent loops and fuses them into one loop. 
This can produce better coupling of array producers and consumers, some- 
times completely eliminating intermediate arrays. 

— Partial evaluation, which involves statically evaluating parts of an expression 
where some array references are constant. For example, the inner loop of the 




Sassy 



95 



asq a tvsq vsq 




asq a tvsq vsq 

Fig. 5. Dataflow graph of square root loop body. 



example in figure 3 uses a mask which may be known at compile time. If so, 
the loop can be fully unrolled and the constant mask values can be substi- 
tuted in place, with subsequent expression simplification through constant 
folding. 

— Flow control reordering, which is designed to tightly couple producers and 
consumers, promote data reuse and minimize host-FPGA data movement. 
In figure 3, array PI can be eliminated; image data can be streamed to the 
FPGAs in appropriate-size chunks and the median values pipelined directly 
into the convolution loop. 

These optimizations, as well as others, will be applied with the overall goal of 
streaming arrays into and out of FPGAs and reducing data movement between 
host and FPGAs. Evaluation order is crucial here, since the FPGA boards typi- 
cally have limited ability to store temporary data close by; data will be streamed 
in chunks that are sized such that all necessary data can fit in the FPGA cache 
memories. 

Sassy’s single- assignment, functional semantics makes fine-grain, instruction- 
level parallelism easy to exploit on architectures such as FPGA-based reconfig- 
urable systems. Since each Sassy variable is assigned exactly once, it is possible to 
create a static dataflow graph of a loop body in which each variable corresponds 
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to an edge in the dataflow graph. For example, the dataflow graph corresponding 
to the loop body of the square root function, seen earlier, is shown in figure 5. 
Reconflgurable computing systems, based on FPGAs, are ideally suited to this 
approach since a static dataflow graph can be mapped onto FPGA circuits in a 
straightforward way. 



6 Conclusion and Future Work 

The paper has presented Sassy, a single-assignment variant of C for exploiting 
both coarse-grain and fine-grain parallelism. Sassy targets image processing ap- 
plications with true multi-dimensional arrays, powerful generators for accessing 
elements and sections of arrays, built-in reduction operators (including histogram 
and accumulate), and bit-precision variables. Although many types of parallel 
processors can take advantage of Sassy, the single-assignment semantics of Sassy 
is intended to allow massive parallelism on reconflgurable computing systems. 

Sassy is fully defined, and a Sassy to C compiler is implemented. In addi- 
tion, a Sassy subset to data flow graph compiler is also implemented. As part 
of the Cameron project, a data flow graph to VHDL compiler is currently being 
implemented. (Since VHDL compilers are available for most brands of reconflg- 
urable systems, this will allow the compilation of Sassy code for FPGAs.) Also 
as part of the Cameron project, the VSIP image processing library [26] is being 
programmed in Sassy. 
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Abstract. A fully integrated development tool for computer vision sy- 
stems has been built in the framework of this paper. 

There are many applications that help the user in the design of such 
systems, using graphical interfaces and function libraries. Even in some 
cases, the final source code can be generated by these applications. 

This paper goes a step beyond; it allows the development of computer 
vision systems from a distributed environment. Besides, and as a distinc- 
tive characteristic with regard to other similar utilities, the system is able 
to automatically optimize task scheduling and assignment, depending on 
the available hardware. 



1 Introduction 

The proposed tool establishes a mechanism for the development of general com- 
puter vision applications from the posing stage until codification, scheduling 
and the necessary hardware selection to its execution. This process is complex, 
and usually causes time charges in the scheduling problem resolution and in the 
debugging of a specific codification for each equipment. 

The exposed system integrates all the tasks and automates great part of the 
work that must be carried out by the programmer, who in this way can think in 
the problem analysis and the solution exposition. The debugging and scheduling 
tasks are analyzed depending on the accumulated experience in the applications 
design for specific hardware environments, being implemented in well-defined 
and robust modules. 

The application structure establishes two main modules that are the visual 
workspace and the processing task scheduler. A database works as a link between 
both modules collecting the necessary information about the nature of the tasks 
designed by the programmer. 

Standard systems as Khoros (Khoral Research) have been considered prior 
to this development. Khoros with his visual environment Cantata is highly mo- 
dular and extensible with distributed processing capabilities. Other systems as 
Gargoyle (Univ. Chicago) are focused on active vision applications. Our system 
adds capability of distributed development (not jus distributed execution) and 
interface with scheduling algorithms. 
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1.1 Scheme of the Application 

In the Fig. 1 the basic system architecture is schematically shown. The two main 
modules can be observed: the visual workspace (together with its associated da- 
tabase) and the scheduling module. Also, the interrelations between the different 
elements and the information flow are exposed. 
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Fig. 1. Scheme of the application 



In short, the objectives of the principal components of the application can 
be deduced from its input and output data (Table 1, Table 2). 

Table 1. Data flow of Visual Workspace 



Input data Ouput data Database contents 

Ploblem to be solved Scheme Blocks description 



Table 2. Data flow of Scheduler 



Input data Ouput data 

Task graph (from a sheme) Allocated and scheduled task 
Blocks description 
Available hardware 



The first section of the article explains what the visual workspace consists of 
and which are its main functionalities. It makes a special point of the different 
characteristics in relation to other similar environments. 

Next, the interface module is described in detail. All the required operations 
to obtain a task graph (required input in the scheduler) from a scheme (visual 
workspace output) are specified. 
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Finally, the third section focuses on the scheduler subsystem, describing all 
the offered possibilities and the different output information that can be obtai- 
ned. 

An example is added in order to offer a general view of the system, and 
to show the integration level obtained. A reconstruction process from images 
acquired by a pair of stereoscopic cameras has been chosen for this purpose. 

2 The Visual Workspace of EVA^ 

2.1 What Does the Visual Workspace Consist of? 

The visual workspace allows to specify the algorithm or application to be deve- 
loped as a diagram formed by a sequence of graphic objects (which will be called 
IPOs - Image Processing Objects), which represent the different operations to be 
executed. The data (or images) interchange and the execution flow are indicated 
through the present connections between different IPOs. The visual workspace 
provides tools to create a scheme, that is to say, to draw IPOs that represent the 
operations and to interconnect them, as well as the tools to be able to execute 
the program. 

The environment by itself does not execute a scheme, but it works as an 
interface or front-end application between the user and the processing software 
module^. The way to operate is to convert the graphic representation into a 
scheme of commands for the software modules interpreter to refresh the state of 
the scheme in the screen. 

In addition to a communication to the software modules interpreter, the 
visual workspace can reach remote applications like image servers or viewers. 
Actually it is not the application which connects to the viewer, but an special 
kind of IPO, viewer IPO, which is able to ask the interpreter for an image and 
to send its data to a server. 

The EVA application is designed in a distributed way. It consists of different 
applications: an interpreter of the software modules server, a visual workspace 
for computer vision systems, and a viewer. Whichever of these applications can 
be executed several times and in several machines, provided that a TCP-IP 
connection between them is established. 

Figure 2 represents a situation with four machines. Two of them, 3 and 4, 
work as servers. The other two, 1 and 2, have the visual workspace and the 
viewers, and are specifically assigned to users. 



2.2 Visual Workspace Appearance 

Hereafter, the components of the visual workspace are detailed. Figure 3 shows 
a scheme the way it is represented in the environment. 

^ EVA (Computer Vision Environment). This application belongs to a CICYT project 
coordinated by different Spanish Universities. 

^ In this paper the development of the software modules is not presented. 
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The visual workspace is a MDI application. In each window a scheme can be 
drawn and executed with IPOs and interconnections between them. 



3 The Image Processing Objects (IPOs) 

In the visual workspace the algorithms are expressed as graphic schemes, which 
can be designed easily by the user with drawings composed of some basic gra- 
phic objects. These objects are the IPOs (Image Processing Objects) and the 
connections between them. 



3.1 What is an IPO? 

An IPO is a graphic element that represents an operation to be executed in a 
scheme. It has several inputs, each one receiving data from other IPOs (mainly 
they work with data representing images). In the same way, the IPOs have several 
outputs through which they give back the results data after the execution of the 
operation they represent. 

Each IPO have some characteristics or own properties, which can be divided 
in two groups. In one hand the general properties, which represent values that 
have all the IPOs, such as the number of inputs or outputs, etc.; and on the 
other hand the particular properties, which depend on the kind of operations 
the IPO performs. An example of particular property can be the selection of a 
certain operation or function that the IPO must execute between all the possible 
operations of a type. 

In the Fig. 4 an arithmetic operation IPO, which computes the add function 
of two inputs, is shown: 




In the figure the different parts of an IPO can be observed: 

• IPO name. This name depends on the operation the IPO represents, although 
it can be modified by the user. 

• IPO icon. It’s a small drawing that helps to easily identify the operation the 
IPO represents. 
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• Execution button. The user can switch on or off the button. When the button 
is on, the IPO starts its execution, and the operation will be carried out 
provided all its inputs are available. When the button is off, the IPO resets. 

• Execution indicator. It is the small indicator that is on top of the IPO, and 
points out whether its associated operation has been executed. 

• Input and output connections. They are the square points that are on the 
sides of the IPO. On the left side there are the input connections, and on 
the right side there are the output ones. The number of inputs or outputs 
connections can be chosen depending on the IPO kind. There are IPOs that, 
because of its nature, have no input or output, IPOs that necessarily have a 
certain number of inputs or outputs, IPOs that have maximum and minimum 
limits in the inputs or outputs, etc. 

3.2 Considerations of IPO Execution 

The execution of each IPO of a scheme can be controlled manually through the 
execution button each IPO has. To execute an IPO and to operate input data, the 
execution button must be activated. This operation can be performed manually 
by the user, switching on the IPO button with the mouse, or automatically when 
the automatic execution mode is activated. Besides, before executing an IPO, 
the previous IPOs should have been correctly executed, so that their outputs 
are available. 

When the execution of an IPO is achieved, this activates its execution indica- 
tor, operates input data according to specific properties, and, if the execution is 
correct, generates output data, that is sent to other IPOs which are connected. 
There are also IPOs as the viewer one or the disk writer (from the kind of IPO 
disk access) which don’t produce any output data to other IPOs, and that only 
represent graphically or save the results. This kind of IPOs can be considered as 
outputs schemes, where the data flow ends. 

The IPOs pass its data through some objects called connections. 

3.3 IPOs Connections 

The connections are the way in which the dependence between input data of 
an IPO and output data generated by other IPOs is represented. A connection 
is represented in a scheme as a pipe that starts in an output IPO and stops, 
through possible ramifications, in the inputs of another IPOs. 

When a IPO has not yet been executed (either it has been added recently 
to the scheme, or it has been reseted), the connections that start from this one 
are drawn as broken pipes to indicate that new data have not yet reached its 
destination. On the contrary, when an IPO is correctly executed and sends the 
data to its destination IPOs, the output connections appear as continuous pipes, 
without any cut, so representing circulation of the data to destination IPOs. This 
can be observed in the scheme of Fig. 5, where the XOR IPO has not yet been 
executed, and that’s why the pipe to the AND IPO is broken. The same happens 
with the pipe between AND and the Disk Writer IPO. 
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Fig. 5. A scheme example 



4 Results Viewer: Viewer IPO 

4.1 Viewer IPO Performance 

A viewer IPO is not able to create by itself a window where to show the image 
received by the input connection. Instead, if it knows how to communicate to a 
server. 

In this way, to be able to see images that arrive at the viewer IPOs, the viewer 
can reside in the same machine than the visual workspace, or in a machine which 
can be accessed through a network from the machine where the visual workspace 
is being executed. 



4.2 Communication with IP Sockets 

The connection between the visual workspace application and the server can be 
achieved through sockets, some objects to communicate between applications of 
a same machine or machines that coexist in a TCP-IP based network. A server 
will have assigned an IP address (the machine address where it is being executed 
in a network) and a port number that identifies it. 



5 Visual Workspace / Scheduler Interface 

It constitutes one of the main contributions of the present project. Its mission 
is to serve as an union link between the two applications. 

The visual workspace that is described in the previous sections offers as a 
result a scheme of operations to be executed. As it has already been explained, 
these schemes are composed of elementary blocks (the so-called IPOs) inter- 
connected between them. 

Therefore, the elements that will be served as inputs for the interface are: 
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• Used IPOs. 

• Connections between IPOs. 

• Environment database. 

The database contains detailed information about each one of the IPOs that 
can take part in the scheme. This information will be essential to convert the 
input data (scheme of operations) to a task graph (set of tasks, precedence 
relations and computation times required by the scheduling subsystem). 

More in detail, the output interface must contain the following elements: 

• List of elementary subtasks that take part in the process (generally, an IPO 
will be composed by several tasks of lower level) . 

• Data relative to the computation time for the subtasks. 

• Precedence and exclusion relations (they will be described later) . 

• Information about preemptive and non preemptive tasks. 

• Communication requirements and their associated costs. 

5.1 Information about IPOs 

We will study in depth which are the contents of the IPOs database required by 
the interface. 



Subtasks Each IPO in the environment constitutes an artificial vision opera- 
tion. It’s possible, therefore, to split it in elementary blocks at many different 
levels. A high level division would represent a small number of operations and a 
high complexity degree; while a low level division would require more operations 
each one showing less complexity. 

A multilevel representation has been used for the environment, so the user 
can work with elementary operations or, if he wish, he can use higher level 
operators. This way, he does not need to know the internal performance of each 
one of the algorithms he uses. For example, he can add in the system a block that 
carries out a certain morphological filter, instead of adding blocks for each one of 
the elementary operations of erosion and dilation. It’s always possible, as it has 
been mentioned before, to use elementary blocks for very specific algorithms. 

On the contrary, the task scheduler requires a representation at the lowest 
possible level, to be able to get an efficient implementation. Whichever algorithm 
is capable to be executed faster if we use the maximum parallelism of the system; 
if we use at the same time different processors to execute each subtask. On the 
other hand, the fact of executing in a certain order each one of the steps in an 
algorithm can also produce a speed improvement. But to achieve that point, 
it’s necessary to know in detail the process. And the first data to be known are 
the subtasks in which a task can be divided. Besides, the more detailed this 
subdivision, the better the results. 
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Processor First of all, each one of the subtasks mentioned before must be 
characterized by the kind of function or kind of processors that can execute it. 

First, in an artificial vision system there will be mainly two kinds of processor: 
CPUs and image processing boards (lAPBs). Most tasks will be carried out using 
whichever of these two elements. But there will be operations (for example image 
acquisition) that will be only executed by the processing board. In the same way, 
there will be complex algorithms that will be only implementable using CPUs. 

This way, it’s necessary to specify the kind or kinds of processors able to 
execute each subtask. This information will be used as a restriction in order to 
get a feasible scheduling. 



Execution Time This value must also be specified for each subtask. A standard 
measure is used: the number of operations required. This way it will be possible 
to consider the different processor speeds in task assignment and scheduling. 

Depending on the processors, there will be fixed or variable execution times. 
In the latter case, times will be represented by a formula according to the input 
image size and depth, or in general, according to whichever variable related to 
the block. 



Possible Parameters Finally, the blocks also admits the possibility to be 
characterized according to: 

• Different possibilities to perform the same operation. 

• Image kind and size. 

• Etc. 

Most information is used at present by the scheduling system. The remaining 
data has been added anticipating possible new scheduler features. 

5.2 Interface Process 

As it has been mentioned before, the output that must produce this interface is 
a task group. The information contained in this graph is organized in two lists: 

• Task and associated data list 

Each task is described in terms of: 

• Execution time. 

• Preemption. 

• Communication requirements. 

• Precedence relations list 
Considers task pairs in a fixed order: 

• Source task. 

• Destination task. 

To obtain these lists a top-down procedure, which starts from a rough general 
description to refine it step by step, has been designed. 

The necessary stages in this process are specified: 
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• Obtaining the initial graph 

A first graph is created assigning one task to each IPO. In this way, a tasks 
list and precedence list is generated. The precedence list is generated accor- 
ding to the present connections in the scheme. 

• Exploding the initial graph 

Sequentially, each task (so far representing only one IPO) is exploded in its 
elemental components. This operation requires the following modifications 
in the lists: 

• Elimination of the task corresponding to the IPO and creation of as 
many new tasks as components it has. 

• Creation of new elements in the precedence relation list, binding each 
one of the IPO components. 

The final result of this process is a completely defined graph, to the detail 
specified in the visual workspace database. 

6 Task Scheduler 

It constitutes the last stage in the resolution of vision problems. Depending on 
the available hardware, an optimized space-time scheduling is calculated. 

The system is generic and realistic: a static scheduler has been designed that, 
on one hand, considers subtasks interruption and, besides, takes into account 
precedence relations. In this way, we can assure that the offered solution is a 
feasible solution and therefore can be implemented in practice. 

6.1 Characteristics of a Static Scheduling 

In static scheduling the processor assignment, as well as start execution times 
for each subtask, are calculated before its real execution. 

One of the main objectives of this scheduler is to reduce the final execution 
time of a subtasks group, as well as to obtain information about the possibility of 
executing it within certain time limits. [2j PI m isi. The algorithms that perform 
static scheduling can be classified in two groups: first of all, those that give an 
heuristic solution. This solution is usually based according to a cost weighted by 
the subtasks to be executed or another important information, so an exhaustive 
search of solutions is performed, and it tries to calculate the better possible one. 
On the other hand we have the algorithms that search an approximated solution, 
and they will stop in the moment that the achieved solution is acceptable. These 
algorithms are usually based on a solution and refine it in following iterations. 

The major advantage of a static scheduling is that the required calculation 
time to perform the scheduling is spent in the subtasks compilation, what results 
to be more efficient at the execution time than the dynamic scheduling. 

We must also have in mind that these systems do not always give an optimal 
solution because its calculation, practically in all cases, is a NP-hard problem p|. 
An NP-hard ploblem is a seemingly intractable decision ploblem for which the 
only known solutions are exponential funcions of the ploblem size. Furthermore, 
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there is not tolerance to treat with extern events that could appear during the 
system execution. 

For the application, we have adopted static scheduling methods because they 
perfectly fit in the system nature: either the tasks to be executed or the available 
hardware are known a priori, what means that unexpected events will never 
appear. Moreover, the user needs to know in a reliable way the execution time 
associated to a certain scheme. Systems using dynamic scheduling are not able 
to offer such data. 



6.2 Relations between Subtasks 

Two kinds of relationship between subtasks can been established, one according 
to their creation instant and the other according to the capacity of being or not 
being able to be blocked between them 00 

Def. Precedence relations: a subtask i precedes another, j if and only if j can 
not start execution until the i subtask has been finished. The precedence relations 
can be expressed with a guided graph where the nodes are the subtasks to be 
executed and the edges represent the actual precedence relations. Independent 
subtasks can be executed concurrently. 

Def. Exclusion relations: a subtask i excludes another j, when the i subtask 
is being executed the j subtask can not be executed. This condition serves to 
guarantee the access to shared resources, as input /output ports or printers. 



6.3 Kinds of Subtasks 

To perform the system scheduling we need to know the subtasks graph in which 
this system is divided. The interface module generates this information from the 
scheme coming from the artificial vision system editor. 

The subtasks of this graph can be divided in three groups: 



CPU This kind of subtask is to be executed only in a processor of CPU kind, 
and having in mind the characteristics of it, they will be able to be preemptive. 
The main purpose in vision systems will be to execute high level operations 
not available in hardware; as well as synchronizing execution with the rest of 
processors when necessary. 



lAPB Low level subtasks that are only executed in a lAPB processor, as for 
example the image acquisition, filtering, etc. They will be able to be preemptive. 
To execute such a task in a certain lAPB, a CPU processor should have sent pre- 
viously the proper order. These orders can be sent in packets, so making a better 
use of the available broadband. Therefore, before executing a lAPB subtask, a 
CPU task and a communication one called CPU/IAPB will be required. 
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CPU/IAPB They permit to send data between CPU and lAPB processors. 
This data can be, from single instructions to execute a certain process, to the 
results achieved in a certain processing. These subtasks can not be stopped and 
require the two implied processors to be available during the transmission; it’s 
to say, we can consider that they are being executed in the two processors at the 
same time. 



6.4 Scheduling and Allocation 

The exposed development allows multiple possibilities of task scheduling/assign- 
ment, the user can choose among them according to the results he wishes to 
obtain: 

1. Temporal scheduling using only one processor of each kind. 

2. Temporal scheduling provided a previous spatial assignment has been per- 
formed manually. 

3. Spatial assignment based on a temporal scheduling previously calculated for 
only one processor. 

4. Simultaneous assignment and scheduling. These methods give the better 
results because they consider the possible interrelations between spatial and 
temporal distributions. 

5. Information about the maximum number of processors of each kind necessary 
for a minimum time execution. 

For the algorithms of kind 2, 3 and 4, it’s necessary to know how many 
processors of each kind are available. This is part of the information required by 
the scheduler: the available hardware. 

The scheduler gives, whichever the chosen algorithm, the following informa- 
tion about the scheduling results: 

1. Spatial and temporal distribution graph: shows graphically which subtasks 
are executed in each processor and their start and finish times. Besides, a 
color code allows to distinguish between subtasks types. 

2. Processor usage: indicates how busy each processor is (percentage of time 
the processor is not idle). 

3. System usage: average time for all the available processors. 

4. System Execution time: time necessary to fully execute the scheme. 

5. Subtasks graph: graph used to obtain the scheduling. 

6. Information about the subtasks: it allows to view the information relative to 
each subtask, displaying only those groups selected by the user. 

Finally, we must emphasize that once the initial simulation has been per- 
formed, it’s possible to obtain another simulation with the same data using a 
different algorithm or modifying the available hardware. 
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7 Example of the System Performance 

To evaluate the functionality of the presented system, an example is outlined 
below showing a stereo correspondence algorithm. The example algorithm cal- 
culates the stereo correspondence between edge features obtained as the zero- 
crossings of the convolution of each image with the V^G (Laplacian of Gaussian) 
operator . The algorithm implements the cross-channel coherence between fil- 
ters tuned to different spatial frequencies um. 

Without deepening in the algorithm, whose details can be found in the pre- 
viously indicated references, the images obtained from a stereo pair of parallel 
axis uni are filtered at three different spatial frequency channels. The corre- 
spondence at each channel establishes a set of candidates based on the similarity 
constrains of sign and direction, within a maximum disparity interval. The last 
module establishes a coherence checkup between channels to accomplish a clas- 
sification of matching candidates. 

The following figures show step by step how the system behaves. Figure 6 
represents the first step where the algorithm is represented as a visual workspace 
scheme. Figure 7 shows the task graph obtained from the scheme. Task procedu- 
res computation times and other data are available at this level. Figure 8 outlines 
the automatic allocation and scheduling results provided there are 3 CPUs and 
2 lAPBs in the system. Figure 9 shows an alternative schedule using manual 
assignment. Finally, Fig. 10 represents the automatic allocation and scheduling 
provided there are no hardware restrictions. 




Fig. 6. Stereo algorithm scheme (Visual workspace view) 
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Fig. 7 . Stereo algorithm task graph (Scheduler view) 



8 Conclusions 

The visual workspace becomes a powerful tool in the development of applications 
in computer vision, with the added possibility of hierarchical design in complex 
processes. 

The application offers a huge amount of information to the user, as compared 
to other similar tools. Particularly, hardware selection becomes an easy task once 
the time requirements are fixed. And it is also possible to check for the feasibility 
of a certain real time processing algorithm by just simulating the system with 
no hardware restrictions. 

The general algorithm (simultaneous assignment and scheduling) does not 
always find the optimal solution. In fact, on complex systems like those we are 
dealing with, it can not be assured that the optimal solution has been found 
without checking all the possible schedules, which in most cases is an unaffor- 
dable work (references on this point can be found on H and El)- What the 
system gives is a pseudo-optimal schedule based on a heuristic algorithm. The 
performance evaluation of our algorithm in comparison with other scheduling 
techniques is not easy as most of these techniques can not be applied to scena- 
rios as complex as those our algorithm deals with (preemption, etc.). 

On the other side, the ’no hardware restrictions algorithm’ (hardware requi- 
rements for optimal performance: figure 10) does give an optimal solution in 
terms of execution time, as it uses as many processors as needed. 
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Fig. 8. Automatic task allocation and scheduling (Hardware; 3 CPU’s, 2 lAPB’s) 




0 11 22 33 44 SI 66 77 88 



Fig. 9. Automatic scheduling (Hardware: 3CPU’s, 2 lAPB’s) 
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Fig. 10. Hardware requirements for optimal performance 



Future improvements include the consideration of communication costs in 
order to make the simulations even more realistic. New scheduling techniques 
PSKEBIare being investigated at present with promising results. 
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Abstract. An approach to figure-ground segmentation based on a 2- 
dimensional histogram in feature space is presented. The histogram is 
then analyzed with a peak-Hnding algorithm designed with real-time per- 
formance in mind. The most significant peaks in the histogram are back- 
projected to the image to produce an object mask. 

The method is applied to segmentation based on a 2-D color space and 
also on a combination of motion and stereo disparities. 

Experiments with a system grabbing images direct from a CCD-camera 
with real-time performance having typical frame-rates of about 10 Hz is 
presented. 

Keywords: real-time, image motion, segmentation, cue-integration 



1 Introduction 

A person that moves around in the world, while looking at various locations and 
things in his way, will experience that objects will enter and leave his field of 
view, due to his ego- motion or the motion of the objects. He will sometimes shift 
his gaze to such objects to find out, e.g. if their trajectory crosses his path, or, 
to determine what kind of things they are. In fact, he may be looking for specific 
types or instances of objects, for example they may be obstacles to avoid, or 
something he needs. 

Certain capabilities that this observer displays are also of importance for 
a seeing robot acting in a real environment. First, the observer is capable of 
singling out things that stand out from their immediate surroundings. Secondly, 
he can hold these things in his field of view long enough to identify and derive 
various properties of them. 

The first problem constitutes what is commonly referred to as the figure- 
ground problem. In this paper we will consider some aspects of that problem. 
The focus is on bottom-up methods, i.e. methods that allow a system to detect 
and segment out an object because it stands out from its immediate surround- 
ings in some way. We have earlier argued [16] that such approaches should rely 
on multiple cues, since it is difficult to predict which cues are informative in a re- 
alistic cluttered and changing environment. Here we will in particular consider a 

H.I. Christensen (Ed.): ICVS’99, LNCS 1542, pp. 115-134, 1999. 

Springer-Verlag Berlin Heidelberg 1999 
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specific method for fusing multiple cues. More precisely we will investigate a sim- 
ple way to exploit the coincidence, or, consistency between cues. The approach 
will be based on conjunctions of two features and result in the classical problem 
of finding peaks in a 2-D histogram. An important aspect here is that we are 
considering dynamic situations where a seeing system is reacting in closed loop 
with the environment. Real-time and complexity issues are therefore central, as 
well as the system perspective: we are not looking for an algorithm functioning 
for offline processing of images but for a system that can perform figure-ground 
segmentation. 

The main emphasis of this paper is on how to perform the segmentation 
using 2-D histograms. We will apply this to two somewhat different situations. 
The first one could simply be regarded as color based segmentation, although in 
a dynamic case and with coupling to using color for maintaining figure-ground 
segmentation. By this we mean the following: when an object has been segmented 
out it forms an entity to which properties can be ascribed. These characteristics 
can then be used to compute and maintain information about e.g. its shape and 
motion or recognizing it, but also to establish that it is the same object when 
it stops or changes motion pattern, or when only a fraction of it is seen due to 
occlusion: The target that’s singled out forms its own model. It should be added, 
that what is used to analyze it further, in principle can be independent of what 
was used to identify it as being an object. In particular, it can often be assumed 
that the statistics of a target singled out in this way is simpler than that of the 
whole scene, and that an analysis of it therefore also could be simpler. What we 
in fact do in this case, is to use a 2-D color space as feature space. In the second 
case we use depth disparities and motion, this work has been treated earlier in 
[16]. Here we mainly show that our new simplified method for analyzing the 
histogram applies to this case also. 

Our objective is to design a real-time algorithm integrating several modali- 
ties or features. That is: we want to be able to switch between a few methods 
depending on what is appropriate at the moment. For example: if the observer is 
not moving, it could be enough with some simple frame-differencing algorithm. 
When observer motion is present, (this could be detected by some image process- 
ing algorithm or by knowledge about vestibular parameters) a more sophisticated 
or motion-invariant algorithm must be used. As a trade-off for computational 
speed we have chosen a 2-dimensional color space, a linear projection on a plane 
perpendicular to the diagonal of the RGB color cube [21]. 



1.1 Related Work 

Considerable work has been devoted to the general problem of image segmen- 
tation. Examples of methods using multispectral (usually color) images can be 
found in [23, 19, 7] These methods are computationally demanding and presently 
hardly useful in real-time systems with high frame-rate. 

Color is frequently used a a cue to segmentation in recent work on retrieval 
from image databases, see e.g. [14, 2]. The goal in this case is however somewhat 
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different from ours, and the output generally consists of candidate regions offered 
to a human user. 

The work by Altunbasak et al. [1] is more closely related to ours. They are 
using color segmentation as a first step towards motion segmentation. They 
make the observation that object boundaries most often coincide with color 
boundaries. Their approach is to use a color segmentation method which they 
do not describe, for a first crude initialization step for motion segmentation. The 
idea is to use the color segmentation as a “seed” for for further iterative flow and 
clustering calculations. How the actual color segmentation is performed is not 
mentioned in the paper. Darrel et al. [5] present a tracking system using stereo 
and color to extract the outline of people appearing in front of the camera in 
real-time. The segmentation is achieved in a serial manner, first the stereo is 
used for an initial coarse segmentation, this to not confuse the color algorithm, 
which performs a refined segmentation, with a cluttered background. They use a 
3-D color space and a two-sided classifier. I.e. they segment into one “skin” class 
and one “non-skin” class. Such an approach is not applicable in an unknown 
environment with potentially more than one colored object to segment out. 



1.2 Outline of the Paper 

We will first describe our peak detection scheme. Then we present some exper- 
iments, including a few comparing experiments with a method that we used in 
[16]. We will then briefly mention somewhat on different color space representa- 
tions, thereafter we will show some experiments with our real-time implementa- 
tion. The experiment section is finished with a description of performance figures 
achieved. 

2 Computational Approach 

Since our objective is to design a real-time algorithm integrating several modal- 
ities or features, the included components are of quite simple nature. 

By experimenting we have found 2-d histogramming of different features to 
be a reasonable trade off between calculation accuracy and speed. 



2.1 2-D Histogramming 

Having 2 independent dense feature domains it is possible to produce a 2-D 
histogram. The feature domains could be e.g. a dense depth map and a dense 
1-D motion map, as in [16]. If also confidence maps are available a weighted 2-D 
histogram can be produced. In most of the experiments here we have used as the 
2 feature domains the 2 color components obtained by projecting the RGB color 
cube onto a plane, but in Fig. 3 we have an example of using depth and motion 
as the two feature domains. We will return to the color space representation in 
Section 3. 
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To efficiently exploit the computational resources it is important how to 
chose ranges for the histogram carefully. In the discrete case (which we have) 
both the ranges and sampling in the two dimensions affect the appearance of 
the histogram. This topic is not further addressed here but it is important to 
note that. We have chosen ranges adaptively based on statistics of the feature 
domains. For our color experiments we have used maximum and minimum values. 
In the depth-motion example shown in Fig. 3 we also used min and max values, 
but earlier performed experiments gave at hand that some method more robust 
to outliers should be used. In the case where computed feature domains have 
outliers or an uneven distribution other methods of choosing ranges must be 
considered. 



Analyzing the Histogram. Peaks in the histogram reflect areas in the image 
which have approximately constant values in both feature domains at the same 
time. To decide which peaks are significant one needs to account for noise and 
quantization effects. This can be done by using a multiscale approach. Lindeberg 
[11] has proposed a method to handle this problem based on “The Scale-Space 
Primal Sketch”, (see also [13]). 2-D histograms at different scales can be seen in 
Fig. 1. Note that the numbers of peaks is decreasing with coarser scale. 




motion <lopth motion dopih motion dopih 



Fig. 1. Example of a 2-D histogram with different amounts of blurring. Coarser scale 
rightwards. 

This method is a multiscale method which detect peaks at different scales. 
The detected peaks are given a significance measure and the peaks are also 
tracked over scale. The method has been considered as too computationally 
demanding experimentally, so a simplified peak-detection scheme has been de- 
veloped. 



The Simplified Peak Detection Scheme. First the histogram is blurred 
some predefined amount. We have chosen to blur until a predefined number 
of peaks remain (usually arbitrarily chosen to 8 peaks, during experiments, we 
know that 8 is significantly greater than the number of objects we can handle 
in the end). The 2-D histogram is sliced up giving a binary image in each slice. 
For each connected region in a slice, the bounding box is computed, see Fig. 2 
for a graphical illustrating example. 




Real-Time Maintenance of Figure-Ground Segmentation 



119 




Fig. 2. Leftmost image shows level contours of a 2-D histogram to illustrate how the 
histogram is sliced up. Rightmost image illustrates the bounding box approximation 
for the same histogram seen from a slightly different angle. The black rectangle is the 
bounding-box approximation of one of the (in this particular example elliptical) slices 
of the highest peak. 

The bounding boxes are matched from the bottom of the histogram and 
upwards to create blobs (which will be the simplified correspondence to the 
scale space blobs) by the following scheme: If a bounding box from a level below 
overlaps with a bounding box on the next level a match has been found. This 
matching gives us three categories of matches: 

1. No match. 

2. A single match 

3. Multiple matches 

When case 1 or 3 occurs, the blob is terminated as “no match” or “split”. 
When a split occurs new blobs are created, starting on the level where the split 
occurred. After this matching we have a number of blobs which are represented 
by: 

1. Their bounding box from their start level (bottom level). 

2. Their start and end level. 

The blobs can simply and fast be backprojected to the original image, see 
Figs. 3 and 5 for examples. 



2.2 Tracking the Histogram Blob Over Time 

After the blobs has been detected we track them over time in two different 
domains: 

— In the histogram domain. 

— In the backprojected 2-D image. 
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These domains are coupled together in a heuristic scheme explained below: 
The tracking is mainly performed in the histogram domain using an a-/3-tracker 
[6] on the blob centroid {D,M). The predicted centroid is denoted 
To verify that the matching proceeds in a normal way a consistency check is 
made by backprojecting the blob to produce a segmentation mask S', in the 2-D 
image. The matching will be explained in more detail below. 

We compute an ellipse with the descriptors, centroid in both x and y direc- 
tion, major axis, minor axis and angle for the backprojection mask. Examples 
of these ellipses can be seen in Fig. 17. Below denoted for S: Sg, Sy, Smin, Smaj, 
Sang- 

Given the region J7 defining the object mask in S, the image coordinates x, 
V- 

a= Y, 1’ = ^ = \ Y. Sy = y=^ Y y 

{x,y)^f2 

Mxx = ~ ^ ^ {x — x) , /Xyy = — ^ ^ (y — y) 

{x^y')^Q 

G ^ ^ 

{x,y)^f2 



‘S'maj 



-^ang 




A^xx 



Mxx 



= tan 



A^yy [(Mxx 
+ A*yy ~ [(Mxx 



“ A^yy)^ + 4^xy]^^^) 
“ Myy)^ + 4Mxy]^^^) 

2/ixy 



■ 1/2 
1 1/2 



Mxx Myy T [(Mxx P-yy)^ T 4/x^y]^/^ 



Matching The matching consists of two steps. In both steps we compute a 
weighted distance measure, but with different weights. 

On all of the descriptors mentioned above we apply a-/3-trackers. The pre- 
dicted values are denoted with a superscript p, so the predicted value of S^aj is 
and so on. 

maj 1 

The distance measure looks as follows: 



wi{M - MPf + w2{D - OP)2 + wsiS^ - S|)2 + W4(Sy - S?)2 + 

ll’5('S'maj ~ 'S'maj) + ll'6(>S'min ~ *5'^iin) 4" ll’7(>5'ang ~ >5'ang) 

In the first step Wi and W 2 are much higher than the rest of the weights, thus 
raising the significance of a good histogram blob match. All matching candidates 
with a distance over a threshold are disregarded in this step. In the second 
matching/verification step the significance of the segmentation mask descriptors 
are raised, and if below a threshold, the candidate with shortest distance is 
chosen as a match. If no distance is below the threshold the tracked object is 



Real-Time Maintenance of Figure-Ground Segmentation 



121 



considered lost, the main hypothesis is that the object has been occluded, and 
a predict mode is entered, where the histogram blob centroid is remembered. 
In this mode the histogram blob centroid is used for matching, if a blob with a 
centroid within a small tolerance compared to the remembered centroid, appears 
in view, this is considered to be the object which now have entered the field of 
view again. If the blob detection step fails for occasional frames, this will be 
handled by the a-/3-tracker. 

This tracking approach is very similar to the one used in [16] where we 
performed tracking over long sequences using a depth-motion histogram. Here 
we have applied our tracking method to the 2-D color histogram where we can 
track colored objects with a typical frame-rate of 10-18 Hz over long sequences. 
See experiments 1-4 for results. 

2.3 Comparison Between the Scale-Space Method and the New 
Method 

Results from our new method can be seen in Fig. 3. Compare with the results 
using the method by Lindeberg [11] which can be seen in Fig. 4. For both methods 
we used a histogram of the size 75x75. For the scale-space method we used 
20 different scales for the peak detection. The processing time is typically 3 
seconds on a SparcStation Ultra, excluding the backprojection. For our new 
method we have used 20 slices of the histogram and we get a processing time 
including backprojection of 0.1 s using a Silicon Graphics Octane workstation 
(for hardware details, see Section 4). As can be seen in the Figures, the new 
method gives a somewhat less accurate result in this example, but the speedup 
is so significant that the method can be used in real-time applications. 

In Figs. 5 and 6 similar results but for a 2-D color histogram can be seen. 
The color space used will be explained in the following section. 



3 Color Space Representation 

Extensive reviews/discussions of different 3-dimensional color spaces can be 
found in [18, 20]. Perez and Koch[20] argue that hue is a high level variable 
due to electophysciological experiments performed on monkeys. They also state 
that the motivation for using hue in image segmentation is that material bound- 
aries correlate more strongly with hue than intensity differences. They state that 
segmentation in the 1-D hue space is computationally less expensive than in the 
3-D RGB space. Of course this is true, but clearly some information is lost by 
not taking the saturation into account. 

By projecting on a plane perpendicularly to the diagonal of the RGB color 
cube the intensity dependency can be cancelled. This has been practiced by 
among others [21], and we will use that idea. 

In [8] it is mentioned that the two most important factors affecting the effi- 
ciency of any algorithm using color space processing are the color space chosen 
and its quantization. They state that they have tested a number of different 
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(a) The found blobs from analysis of a 2-D histogram of horizontal motion and binoc- 
ular depth disparities. In the sliced histogram shown, motion is in the horizontal 
direction and relative depth in the vertical direction. The bounding box blob approx- 
imation that we use is circumferring the peaks in the histogram. Shown in grey is the 
histogram slice at the start level of each blob. 




(b) Back-projection of the the vertical dimension of the peaks shown in Fig. 3(a). 




(c) Back-projection of the the horizontal dimension of the peaks shown in Fig. 3(a). 




(d) The final backprojection. The backprojections shown in Figs. 3(b) and 3(c) com- 
bined with logical AND. 



Fig. 3. Figure-ground segmentation masks from our method. Each column corresponds 
to one segmentation. 




Fig. 4. Results from [16], where a method using much heavier calculations was used. 
Labels in upper right corners of figures refers to blob labels in the leftmost frame. 
Compare with Fig. 3. 
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(a) The found blobs from analysis of the 2D colorspace for the image in Fig. 18(e). 
The bounding box blob approximation that we use is circumferring the peaks in the 
listogram. Shown in grey is the sliced histogram at the start level of each blob. 
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(b) Back-projection of the the vertical dimension of the peaks shown in Fig. 5(a). 




(c) Back-projection of the the horizontal dimension of the peaks shown in Fig. 5(a). 




(d) The final backprojection. The backprojections shown in Figs. 5(b) and 5(c) com- 
bined with logical AND. 



Fig. 5. Color segmentation masks from our method. Each column corresponds to one 
segmentation. (See Fig. 18(e) for original color image used.) 




Fig. 6. Color segmentation using the scale-space primal sketch for blob detection in 
histogram over twodimensional chroma information in the CIEw v color space [3]. 
Results from [11, 12]. (See Fig. 18(e) for original color image used.) 
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spaces and found that using the RGB space is “quite good”. They also found 
that more buckets are needed in the case of using a 2-D color space compared 
to a 3-D space for equivalent results. 

3.1 A Comparison Between Segmenting Different Color Spaces 

In Fig. 7 is shown clustering result using the k-means algorithm[9], for clustering 
the colors in the 3-D RGB-space and also for a reduced 2-D space [21]. As seen in 
Fig. 7 the much more computationally efficient 2-D color space seems to perform 
at least as good as the RGB-space in this test example. 

By reducing the dimensionality of the color segmentation from 3 dimensions 
to 2 dimensions a substantial speedup for the clustering can be achieved. 




(a) Segmentation using 2-D color space [21]. 



□ 











(b) Segmentation using 3-D RGB color-space. 



Fig. 7. Color segmentation using k-means clustering. In leftmost column the number 
of clusters is 2. Then the number of clusters are incremented by 1 for each column. 
Each cluster is visualized by a distinct gray-scale. See Fig. 18(e) for the color image 
used. 



4 Experimental Setup 

All algorithms were implemented in G-l— 1-^. The hardware used was a Silicon 
Graphics Octane^ with 1 Gbyte RAM and a SSI graphics board. The camera 
used was a GGD camera^ . The analog RGB-signal from the camera was converted 
to a digital GGIR601 signal by a analog component to serial digital converter^. 

^ We used the Silicon Graphics mipspro 7.20 compiler. 

^ The machine has two 195 MHZ IPSO Processors, CPU: MIPS RIOOOO, but we only 
use one of the processors. 

^ A Hitachi KP-D50 1 chip color camera equipped with a Cosmicar Television Lens 6 
mm 1:1.2 lens. 

An Ensemble Designs, Serial Box HI. 
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Our system has a capacity to operate continuously on images coming direct from 
the camera, but the experimental results presented here come from prerecorded 
sequences, since, at present, this is the only way to store image-result from 
experiments on disk. The prerecorded sequences were grabbed using the program 
“mediarecorder” provided by SGI. Mediarecorder was set to grab images with a 
resolution of a quarter of a frame, which gives us images the size 320x243. The 
images were further cropped to a size of 176x112 pixels. 

5 Experiments 

In this section we present a few experiments. In Experiment 1 we only use color 
segmentation. In Experiment 2-4 we initialize the segmentation by a motion 
detection step. Thereafter an initial feature selection step decides on which cue 
to maintain. 



5.1 Color Segmentation 

Experiment 1. This experiment illustrates how a colored object is segmented 
out and tracked over time. When the object dissapears out of view the system 
remembers the centroid of the color space blob and is waiting until an object 
with a color blob centroid within a small error tolerance appear in view. The 
sequence contains of 200 images. In the images shown here the sampling is every 
lO**' frame. The original sequence can be seen in Figs. 8 and 18(a). In Fig. 9 
segmentation results can be seen. The segmentation mask in black is overlayed 
on the original image. When tracking fails the original image is shown. This 
happens in frame 110-140 since the object dissapears out of view. When the 
object appears in view again in frame 150 the tracking catches up. During this 
sequence all different colored objects found, are matched and tracked over time. 
When we start tracking one particular object we have a region of interest around 
the object, this facilitates the tracking, since the peak-detection is easier when 
only a narrow area around the actual object has to be analyzed, example of how 
this looks can be seen in Fig. 17(a). An example of segmentation with the whole 
image as region of interest can be seen in Fig. 17(b). 



5.2 Combining Motion Cues, Color and Texture Segmentation 

These experiments illustrates how a motion disparity cue is used to initialize 
a figure ground segmentation based on different features, either color or two 
different “textures”. We have not managed to make any real-time texture seg- 
mentation using conventional texture segmentation algorithms, so we have taken 
the approach to simply use the x and y-gradients as two different and discrim- 
inating “textures”. Having altogether three algorithms to choose from, we can 
sketch on a method to choose which single one out of the three algorithms to 
apply. 
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Fig. 8. Experiment 1. Original sequence in grayscale. (See Fig. 18(a) for color images.) 
Numbers in the corners of images represent frame numbers in the sequence. 




Fig. 9. Color segmentation mask from Experiment 1. 
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We threshold the x and y-derivatives to get the two different textures. A 
textured area is considered found if it is connected and has an area larger than 
a threshold. We only detect the largest area for the respective derivative in each 
image. 

In all of the experiments the scene is static and the camera is translating and 
rotating. An object is singled out from the background due to motion parallax. 
We here use a simple motion detection algorithm based on an affine fit of the 
image from frame to frame, see e.g. [10, 17, 4]. When the affine fit has been 
performed a residual is produced. Next the residual image is thresholded. In 
the thresholded image objects with a motion not consistent with the dominat 
motion in the image will appear. This is a rather coarse approximation with the 
resolution we have used: 44x28 pixels. 

In Fig. 16 can be seen the detected motion which is used to initialize the 
segmentation. A centroid for the area with motion is computed. The found area 
is further investigated. In the figure the centroid is marked with a brighter rect- 
angle. We initilize the segmentation maintenance by chosing the feature with 
the shortest distance between the motion detection centroid, and 

1. Color mask centroids. 

2. An eventually found x-derivative mask centroid. 

3. An eventually found y-derivative mask centroid. 

The initially chosen feature is then maintained over time. 

Experiment 2. A green toy-block has been placed in the foreground to create 
motion parallax when the camera is moving sidewards. In Fig. 16(a) the motion 
detection can be seen. 

In Fig. 11 can be seen how the segmentation maintenace goes to the color 
tracking state. The object dissapears out of view in frame 60, in frame 70 it 
appears again and the tracking catches up in frame 80. One reason why the 
tracking does not catch up already in frame 70 can be that the background has 
such a distribution of colors that the object needs to occupy a large portion of 
the image to produce a peak that is detectable in the histogram. 

Experiment 3. A vertically striped paper-sheet has been placed in the fore- 
ground to create motion parallax when the camera is moving sidewards. 

In Fig. 13 the segmentation maintenace goes to the x-derivative tracking 
state. As can be seen in Fig. 16(b) the motion detection mask looks very good, 
this is not surprising since the motion in the image is basically in the horizontal 
direction and the motion detection is based on residuals for an affine fit between 
2 consecutive images. The vertically striped object will generate high residuals. 

Experiment 4. A horizontally striped paper-sheet has been placed in the fore- 
ground to create motion parallax when the camera is moving sidewards. 

In Fig. 15 the segmentation maintenace goes to the y-derivative tracking 
state. As can be seen in Fig. 16(b) the motion detection mask is quite poor 
which is not surprising c.f. disussion above. 
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Fig. 11. Color segmentation mask from Experiment 2. 
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Fig. 12. Experiment 3. Original sequence in grayscale. (See Fig. 18(c) for a color im- 
age.) Numbers in the corners of images represent frame numbers in the sequence. 




10 



20 



40 



50 



70 



80 



Fig. 13. “texture” segmentation mask from Experiment 3. In the first figure the motion 
detection centroid is marked with a brighter rectangle. 







Fig. 14. Experiment 4. Original sequence in grayscale. (See Fig. 18(d) for a color 
image.) Numbers in the corners of images represent frame numbers in the sequence. 
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5.3 Timing Results 

All experiments were performed with an image size 176x112 pixels. The his- 
togram had a size of 50x50. The histogram was sliced in 15 levels. After the 
histogram was calculated it was smoothend until a predefined number of peaks 
remained. In all of the experiments this number was set to 8. 

For Experiment 1 we get a frame-rate of 18 frames/s if we grab images direct 
from the camera. The frame-rate goes down to 15 frames/s if we read the images 
from disc. 

For Experiment 2 we get a frame-rate of 9.5 frames/s if we grab images 
direct from the camera. The frame-rate goes down to 8 frames/s if we read 
the images from disc. The main difference from Experiment 1 is that we have 
added a derivative calculations in a pyramid for the motion detection part of the 
algorithm. 

For Experiment 3 and Experiment 4 we get a frame-rate of 8 frames/s if we 
grab images direct from the camera. The frame-rate goes down to 7 frames/s if 
we read the images from disc. The difference from Experiment 2 is that we have 
added thresholding and morphology operations on the x and y derivative images 
used for the “texture” segmentation. 

6 Concluding Discussion 

As a part of our ongoing work on dynamic figure-ground segmentation using 
multiple cues we have considered a fast method based on 2-D histogramming in 
feature space. Objects are defined by peaks in the feature domain that indicate 
areas that differ significantly from the immediate surroundings. By backprojec- 
tion and tracking, the segmentation can be maintained over time, also when the 
visibility of the object changes. The segmentation can be maintained both for an 
object that changes from being moving to static and vice versa. The method has 
been applied to 2-D color and to a combination of motion and disparities. The 
aim is to incorporate this in a general framework for figure-ground segmentation 
based on multiple cues and coupled to attentional and fixational processes, see 
[15]. 

7 Open Issues 

An interesting issue is how the feedback for a system should be designed. There 
are various levels of feedback in a system, and how these feedback loops should 
be designed is an open question. E.g. should disparity fields be fed back from 
the last frame when computing a new disparity field? The answer is probably 
yes, but if the disparity field is totally wrong, subsequent computations will be 
corrupted. The right amount of feedback should be used, not more than that 
the system manages to recover if calculations are getting wrong. Such problems 
can be coped with to some extent by having a layered architecture like the one 
proposed in [22]. 
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Fig. 15. “texture” segmentation mask from Experiment 4. In the first figure the motion 
detection centroid is marked with a brighter rectangle. (See Fig. 18(d) for color image 
from the sequence shown in Fig. 14.) 




(a) From Experiment 2. (b) From Experiment 3. (c) From Experiment 4. 

Fig. 16. Motion detection masks. The centroid is marked with a grey rectangle. (See 
Figs. 10, 12 and 14 for original sequences.) 




(a) Example of (b) Example of having the whole image as region of interest, 
region of inter- 
est. 

Fig. 17. Color segmentation masks with fitted ellipses overlayed in white. Each segmen- 
tation mask is visualized with a distinct grayscale. (See Fig. 10 for original sequence.) 
Numbers in the corners of images represent frame numbers in the sequence. 
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Temporal aspect of the algorithms could be further investigated. Today most 
motion-based algorithms, includiirg ours, only use a few frames for computiirg 
temporal derivatives. It would also be interestiirg to include texture based al- 
gorithms for segmentatioir, but so far we have irot managed to get a real-time 
performance oir such approaches. This holds also for shape cues iir geireral. 

Air interesting topic to further investigate is how many different features 
that should be used in conjunction. Should features be integrated in parallel 
or in series. The answer is probably both. But much work remains to be done 
in this area, especially when it comes to having complete systems operating in 
interaction with the environment, since this puts much harder restrictions both 
concerning the computational cost and the general robustness of the included 
algorithms. 

Finally it is still an open question how one should evaluate the efficiency 
of algorithms. How should we know how much time to spend on certain tasks? 
Should we chose high frame-rate or high resolution? These questions can prob- 
ably be answered only by implementing complete systems where it is easier to 
judge the overall performance instead of looking on included algorithms in part. 
After all, the interesting question is the performance of a complete system. 
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(a) Excerpt from sequence in Experiment 1. (Observe the odd sampling.) 




(b) One frame from Experiment 2. (c) One frame from Experiment 3. 




(d) One frame from Experiment 4. (e) Fruit image. 

Fig. 18. Color images. Numbers in upper left corners are the frame-numbers in a 
sequence. 
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Abstract. Vision-based control of motion can only be feasible if vision 
provides reliable control signals and when full system integration is achie- 
ved. In this paper we will address these two issues. A modular system 
architecture is built up around the basic primitives of object tracking, 
the features of the object. The initialisation is partly automated by using 
search functions to describe the task. The features found and tracked in 
the image are contained in a wire-frame model of the object as seen in 
the image. This model is used for feature tracking and continuous pose 
determination. Of particular need is a method of robust feature tracking. 
This is achieved using EPIC, a method of Edge-Projected Integration of 
Cues. A demonstration shows how the robot follows the pose of an object 
moved by hand in common room lighting at frame rate using a PC. 



1 Introduction 

In every day life humans keep tracking a multitude of objects to fulfil a series 
of tasks. Examples are, orientation in the environment, recognising persons and 
initiating contact, or locating, recognising, and handling objects. In all these 
cases the human eyes execute the needed gathering of information for a task in a 
time span, such that processes like walking, talking, and grasping are not limited 
by the performance of the perceptual system. Technical systems refer to this 
capability of operating without limiting system performance as real-time. It is 
an essential quality if a vision, robotic, or integrated system operate successfully 
in industrial or service applications. 

A considerable number of works present systems to control a mechanism via 
visual input (e.g., see the Workshops at IROS’97, ICRA’98, and ECCV’98 on 
visual servoing). Analysing the present state-of-the-art, two major roadblocks 
are commonly identified [ 2 |. 

1. The integration of system eomponents is often neglected. However, integra- 
tion of mechanism, control, and visual sensing and processing is essential 
to achieve good performance of the system and to take the step towards 
commercial applications. 



H.I. Christensen (Ed.): ICVS’99, LNCS 1542, pp. 135— :(^^1999. 
(c) Springer- Verlag Berlin Heidelberg 1999 
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2. Of all components assembled in a vision-based control system, the versa- 
tility of the vision system seems to be a limiting factor. In particular, the 
robustness of the visual input is the weakest element. A strong indication is 
the observation that applications are commonly restricted to special environ- 
ments (results for autonomous car driving are impressive |^, however visual 
processing is tailored to the specific task) or prepared objects (markers, high 
contrast to background, manual initialisation). 

The authors take the view that there is a need to build a robust, integrating 
system to track objects in three-dimensional space in real-time. This paper pre- 
sents steps into this direction. A vision system is outlined which integrates 

— a framework of image search functions for easy description of the task, 

— automated initialisation procedures, 

— real-time object tracking, 

— robust feature tracking using edge projected integration of cues (EPIC), 

— the ability to recover after loss of features or object, and 

— modules to provide an extendible system architecture. 

The advance of this work is seen primarily in two aspects. The first aspect is 
to build a visual system integrating all the functions needed to deliver control 
signals for steering a mechanism. The second advance is the robustness obtained 
in feature tracking. This paper will therefore focus on these two aspects. 

1.1 Related Work 

The integration of system components from vision over control to the mecha- 
nisms (robot, platform, active head) has been developed in the course of the 
project Vision as Process |^. As one experience of this project Christensen 
and Vieville postulated a lack of standard hardware, software, and general me- 
thods for cue integration, recognition and description to integrate components 
of vision-based control systems j2]. Other work to obtain integrated visual ser- 
voing system is summarised in [T^I and workshop notes of IROS’97, ICRA’98, 
and ECCV’98. 

Robustness has been approached in recent years by adding some form of re- 
dundancy to the vision system (e.g., using multiple cameras, images, resolutions, 
models, and features, or temporal constraints mm)- Filtering and prediction 
are the common methods to improve robustness |2H|. However, if the underly- 
ing visual process is not reliable, quality of prediction is limited. One method 
of improving robustness of 3D object tracking is to use a model NI)llhllH2hj . 
The main problem is changing background and high computational demands. 
For example, a space application where the object consists of parts of different 
surface characteristics, edge detection is more reliable but still requires dedicated 
hardware to run at frame rate I3ni. 

In humans the integration of cues has been found as a likely source of the 
excellent ability to cope with changing conditions (^H|j INSIGHT II project of 
the EC P-6019). Active vision research was the first to utilise cue integration. In 
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m focus is adjusted using three different cues from one image. Other early vision 
modules such (depth, motion, texture, and color) are coupled to the detection of 
sharp changes in brightness using an energy function in Regarding systems 
that detect objects and features, present state of the art in integration handles 
two cues to enhance robustness, such as edge and motion m. edge and colour 
1 1241 though not in real-time), or colour and image position 1291 . Integration 
can be also used to enhance functional capabilities, as one cue (optical flow) 
is used for fast motion detection, and edge and corner detection are used for 
pose determination I2SII21. Colour provides another series of features that can 
be exploited. Detection of specular points and perfect segmentation is presented 
in fP though requires enormous computing power. However, the robustness of 
motion estimation could be improved using colour information at reasonable 
processing times. 

A different approach to attacking robustness is taken in m It is the first 
work to analyse robust visual behaviour and the issue of initial robustness versus 
recovery after failure. Robustness is added by introducing a framework that can 
switch between single cue extraction methods. Several cue extraction modules 
Pg are used as selectors (to select a region of interest) and trackers (to keep 
tracking the object found) in a multilayer network. The layers of the network 
correspond to increasing accuracy. Top level trackers then lock on only to the 
target object, e.g., using SSD-tracking. If tracking at one level fails, less accurate 
levels are evoked to re-find the target. This post-failure recovery adds robustn- 
ess to tracking. However, uninterrupted operation prefers to increase the initial 
robustness of tracking such that failure can be avoided from the beginning. 

The review illustrates that methods for robust visual processing, performance 
evaluation, and general applicability are missing. Robustness is insofar a difficult 
problem, as robustness is hard to define and therefore evades a standardised cha- 
racterisation. Although the lack of these methods has been postulated, research 
is still limited. A possible cause is the difficulty to evaluate robustness and hence 
project progress. 

The remainder of the paper is organised as follows. The next section describes 
the modules integrated in our approach. Formulating a task description (section 
El, tracking a wire-frame (section^, and using EPIC for robust feature detection 
(section El are outlined in more detail. Details of the operation of the approach 
gives Section El with an experiment of following the motion of a cube in 6 degrees 
of freedom. The paper is concluded with a critique of the approach and an 
outlook to future work. 



2 System for 3D Object Tracking 

The goal of this work is to track an object in three-dimensional space. Using the 
results of tracking a control signal is derived to steer a mechanism, for example, 
to navigate a mobile platform or to handle parts with a robot arm. The tracking 
process itself operates on a sequence of images. In each image tracking is the 
process of re-finding the object. Commonly the object can be separated into a 
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series of features, which are re-found at each tracking cycle. As a consequence, the 
features of the object constitute the central component of our system architecture 
for 3D object tracking (see Fig.P). 




Fig. 1. Block diagram of principle strategy. 



One goal of the tracking system is to continuously track the pose (position 
and orientation) of the object. Therefore the features tracked are selected ac- 
cordingly. In our present implementation the object features which are tracked 
include lines, corners, and circles. 

All features are tracked separately by the tracking module. The particular 
tracking method depends on the feature. The robust line tracking method is 
outlined in section 0 Corners are tracked as intersections of lines. Circles use 
a similar algorithm to find edgels as line tracking and additionally utilise the 
geometric constraint that edgels need to form an ellipse. 

Tracking is the vital component of a system for vision-based control of mo- 
tion. Fundamental investigations of the dynamic performance of such a system 
lead to the requirement for tracking to operate at the highest possible cycle rate 
of the control system Using common CCD-cameras cycle rate is restricted 
by image acquisition to field rate {bOHz). To obtain field rate of the visual pro- 
cess, a windowing technique has been adopted. This is founded in the following 
considerations: if tracking of a feature/object can be obtained on-the-fly 0 (that 
is, at the same time with image acquisition and without causing any further de- 
lay), then the entire image can be used. As this is not possible for any reasonable 
processing method, for example the method of robust feature tracking presented 
in section 0 the window size is adjusted to obtain field rate of the processing 
step. 

A critical issue of a continuously operating system is the initialisation. Based 
on the feature-centred approach, high level search functions have been implemen- 
ted that allow the user to specify a task in the form of a simple task description. 
The task description uses the search functions to incorporate task and object 
knowledge (section 0 ). To provide a general purpose visual tool kit, the de- 
scription is a simple interface using object appearance and/or geometry. This 
methodology separates the details of image search from the object description. 
Given a description, the objective is to search the image for objects or targets 
fitting that description while retaining (through tracking) current information. 

The world model keeps track of the state of the features. The model is image- 
based and therefore stores the topological model of the object found in the 
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image. Using line, corner, and circle features the model is a wire-frame model. 
The advantage is the direct relation of the world model to a database of object 
models, which is commonly available from CAD-systems in wire-frame format. 
How features are tracked using the wire-frame model is described in section ^ 

The system architecture of Fig. ^ is modular. The goal is to render adding 
new modules as easy as possible. For example, pose determination is linked to the 
world model and the features. Similarly, prediction can update features and/or 
world model data. Pose determination can be further exploited to set preferences 
for feature search. For example, pose determination is more reliable if a larger 
number of intersecting lines or circles is available. Therefore the pose determi- 
nation module can be used to bias the search towards features which are best 
suited. 

As both feature tracking and feature search (driven by the visual search 
functions and the need of pose determination) operate in parallel, feature de- 
pendencies and new search results are constantly incorporated into the model 
while targets are in motion. 

The next three sections present in detail the use of the task description o, 
formalise the tracking of a wire-frame model (0, and present the approach to 
robust line tracking Q. 

3 Search Functions as Primitives of Visnal Descriptions 

The heart of the initialisation procedure is an object description based on a set 
of search functions. These functions can be thought of as a high-level description 
language for search. The description also contains a goal, e.g., pose determination 
or object identification, which can direct and terminate the search. Executing 
the search program generates features which are entered into the world model. 

The search language primitives are a small set of functions operating on 
images. Table [Ogives a list of basic functions. These functions operate at different 
levels of resolution, from coarse level “pop-out” operators US] to high resolution 
edge detection. 

For example, a task specification may be to determine the pose of a stapler 
with a red bar on top. One possible description of the task is as follows. The 
fact that a red item is searched for is used as a clue to quickly find a candidate 
feature. 

f ind_r egion (red) 

find_at_border_of_region (line (mode right), direction: towards left) 
repeat 

f ind_end_of _line (line_it self ) 
if (end_of_line found) 

f ind_lines_at_end_of _line (line_itself , new_neighbor_lines) 
until (structure_f or_pose_f ound) 
determine_pose 

Fig.|2|illustrates the search pattern. Five possible lines are found. Using mode 
(see El) to validate the lines, only one line remains, the front top line. The line 
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generic search strategies 
f ind_line (line_type or attributes) 
f ind_region (region_type) 
search strategies relative to lines 
f ind_end_of _line (line_itself ) 

f ind_lines_at_end_of _line(line_end, line_types) 
f ind_along_line(line_itself , direction) 
f ind_in_direction_from_line (line_itself , direction) 
search strategies relative to regions 
f ind_within_region(line_type or region_type) 
f ind_at_border_of _region(line_type or region_type) 
f ind_around_region(line_type or region_type) 
f ind_in_direction_from_region(line_type , direction) 

Table 1. A set of basic search functions for image exploration. 



is added to the wire-frame model. As tracking proceeds the four lines of the top 
surface are found (at cycle 16), though not closed yet. At cycle 19 the front right 
corner is found. One of the found lines is the elongation of one of the top surface 
lines and the rectangle is finally closed. The vertical line is the second line of the 
side surface (Fig. EJ. 

4 Tracking a Wire-Frame Structure 

During the execution of the task description the wire-frame model containing the 
features of the object found in the image is built up. An example of a wire- frame 
model is given in Fig. 0 The right part of this figure shows the graph structure 
corresponding to a side surface of a cube shaped object. The search functions 
use this graph-based model as database, and for adding or deleting lines and 
corners. 

Tracking the wire-frame model found in the image means the updating of 
all features and feature relations at each cycle. In detail, tracking proceeds as 
follows. The wire-frame contains a set of N lines £ and a set of M corners C. 
A line h is denoted by its states in the image, location x, y, orientation o and 
length len: li{x, y, o, len) G £ for i = {0, • • • , N}. Similarly, a corner is given by 
Cj(x, y) € C with j = {0, ■ ■ ■ , M}. The relations between lines and corners in a 
wire-frame model are then given by 



where m indicates that a line can exist without any or up to two corners and n 
indicates the number of lines intersecting at a corner. A wire-frame yVT is the 
union of lines and corners, that is WT — CUC. 



m = {0,---,2} 
/a : C ^ £” n = {2, • • • , oo} 



( 1 ) 

(2) 



Robust 3D Object Tracking 141 




Fig. 2. Left, cycle 4: the edges found at the front end of the original line at the left of 
the red region. Right, cycle 19: top surface and the first line of the side surface found. 
The front four lines are sufficient to uniquely determine pose. For a monocular image 
the side length of the front line must be known. 




vertices 


lines regions 


Vi(Li, L 4 ) 


Li(Vi, V 2 ) Fi(Vi, V 2 , V 3 , V 4 , 


V 2 (Li, L 2 , Le) 


L 2 (V 3 , V 2 ) Ll, L 2 , L 3 , L 4 ) 


V3(L3, L 2 , Ls) 


L3(V3, V 4 ) 


V4(L3, L 4 ) 


L4(Vi, V 4 ) 




L5(V3) 




Le(V2) 



Fig. 3. Storing lines, corners (vertices), and regions (faces) in a graph-based model. 



Updating the wire- frame at each tracking cycle using the data from the image 
I is then described by the following procedure: 



update Wire-Frame yVT\ 
update Line £: VZi S £ 

if /3(£,I) = Zz 
else /3 (£,!)= 0 

update Corner C: Vcj G C 



/3 : £ X I ^ £ 

// line found 
// mistrack 

f4-.fi{C)^C 



where is the result (line found or not found) of the tracking function 
outlined in section El and fi is the function of finding the intersection between 
all lines intersecting at one corner 0 . Tracking the features using the wire-frame 
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update procedure is executed at each cycle before further search functions can 
be called. 

5 EPIC: Edge-Projected Integration of Cues 

A basic need of a vision-based control system that shall operate in a common in- 
door environment is robustness of visual image processing. Robustness indicates 
the ability to resist variations in the appearance of the object, the lighting, and 
the environment. This section will outline how the integration of a few cues can 
improve classical edge finding and tracking methods. 

The basic idea of EPIC to obtain robustness is to project the values of cues 
such as intensity, colour, texture, or optical flow, shortly called modes, to the 
nearest edgel. Using the likelihood for these edgels renders subsequent line (or 
ellipse) detection more robust and effective. Lines are identified using a probabi- 
listic [7| verification step, which adds the geometric constraint to obtain further 
robustness, as extensive tests on real images demonstrate The resulting line 
tracker shows stable behaviour when lighting conditions vary (as edgels will still 
form a line although mode values change, unless the edge becomes indistinguis- 
hable) and when background comes close to foreground intensity or colour (as 
the discontinuity still yields edgels though of low significance, but again a series 
of edgels is obtained along what seems to be a line) . 

Tracking a line proceeds in three steps: (1) warping an image window along 
a line and edge detection, (2) integration of mode values to And a list of salient 
edgels, and (3) a probabilistic (RANSAC [Z|) scheme to vote for the most likely 
line. These steps are outlined in the next three sections and constitute /a from 
the update wire- frame procedure. 

5.1 Warping Image and Edge Detection 

Every line h is tracked by warping a part of the image parallel to the line. 
Warping cuts out of the image a window oriented parallel to the edge (using 
the same principle as m)- As the object moves, the edge must be re-found in 
the new window. Each line tracker holds an associated state vector comprising 
the basic line parameters {x,y,o,len) and two mode values mieft and ruright, 
here representing intensity. These values are extracted from the image I(x) from 
search lines orthogonal to the line, in direction of the x-axis, as outlined below. 
The indices left and right are denoted with respect to the orientation of the 
line when standing on the line and looking from the origin outward. In this 
denotation lines have a direction and can have an angle o varying from 0 to 360 
degrees. 

In a first step edgels are found by computing the first derivative of the in- 
tensity, grad I(a;), using a Prewitt Alter of size 8x1 [El (other common Alters 
give similar results, the Prewitt Alter can be implemented effectively as it uses 
only ones). The positions of the k local maxima xmu deflne intervals along the 
line. The two ends of the tracker line are used as limits of the leftmost and the 
rightmost intervals. 
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5.2 Integrating Edge and Mode Information 

The second step is to project the modes values onto the edgel to find a likelihood 
value for each edgel. The mode value m for each interval is calculated using a 
histogram techniqu^ The mode value of an interval is the value of the bin 
containing the maximum counter value. Depending on the side of the interval 
relative to the maximum gradient XMk, the mode value is assigned to mieft or 
mright for each edgel k. 

The likelihood Ik that an edgel k is the correct edgel along the line to be 
tracked is evaluated to 

n n 

l'k=^'^WiCi with i = l,2,3,4, and W = '^Wi, (3) 

^ i=l i=l 

where the Wi are weights for the cues C^. In the present implementation the 
following four cues have been found to be most significant. (Other cues have been 
tested, such as maximum gradient, the type of transition at the edge location, 
and the distance to previously found edge. However these cues do not improve 
robustness.) 



^ ( 1 : XMk > 8 [pixel values] 

^ ( 0 : otherwise 


(4) 


C 2 = 1 - xIj,,/ maxixlj,,) 

k 


(5) 


C 3 = 1 - {mlf, - mL7j/255 


(6) 


C 4 = 1 - - r«77)/255 


(7) 



where the superscripts t and t — 1 refer to the mode values at the present and 
previous tracking cycle, respectively. 

The functionality of the cues is as follows. Ci (weight = 1) selects prac- 
tically all edges above a (very small) threshold. Its sole purpose is to eliminate 
edges caused by noise. C3 and C 4 select edgels with similar mode values as the 
edgels in the previous step. It can be easily seen that identical and similar mode 
values at cycles t and t — 1 result in a high contribution to the likelihood. 

At this point it is necessary to explain the use of the modes in more detail. 
Mode values are an effective means to find the edgels belonging to the object 
(ellipse) tracked. The scheme can be exploited most effectively if it is known on 
which side of the edge there is the object respectively the background. If the 
edge is a contour edge, the object can be only on one side and the respective 
weight is set to one (that is, the background is to the left ws = 0 & rc4 = 1 or to 
the right W3 = 1 & rc4 = 0). In case the edge is not a contour edge, e.g., the edge 
between two visible surfaces of the object, then both weights are set to one. In 
this way edge detection is made robust to background changes (see experiments 
in Section 0) . 

^ Experiments with median values gave results of similar robustness, however median 
computations increase strongly with larger intervals. 



144 



M. Vincze, M. Ayromlou, and W. Kubinger 



Appropriately using the three cues and C4, selects all edgels with 

good mode values. However, C\ uses a low threshold to find all edgels. The 
result is that edgels inside the object could be selected, too, although the edge is 
only caused by noise. These (noisy) edgels have the correct mode values since it 
is assumed that the entire surface of the object has practically one mode value. 

An effective means to bias the likelihood of detecting the most significant 
edge is cue € 2 - C 2 biases the selection of the correct edgel towards the strongest 
edge and weighs it slightly (the weight W 2 is 0.3 compared to 1 for the other 
weights) more than the other edgels. The rationale is that the contour edge 
or edge between surfaces of different orientation is likely to be stronger than a 
noisy edge inside the object. Experiments confirm that robustness in selecting 
the correct edgel is increased by adding cue C 2 ■ Therefore the likelihood to select 
the correct edge among all edgels of one tracker line is increased. 

The advantage of EPIC is that, based on the localisation of edgels, cues can 
be easily integrated and the list of cues given above can be completed using local 
cue operators. The principle idea is to use these cues to confirm the existence and 
the correctness of the edgel. First trials to incorporating colour added robustness 
to shadows and highlights. 

5.3 Voting for Most Likely Line 

In the final step, the edgels are used as input to the RANSAC voting scheme 0 
for edge finding. The RANSAC idea is to randomly select two points to define 
a line and to count the votes given by the other edgels to this line. The line 
obtaining the highest number of votes is most likely the line searched for. The 
new states of the edge location and the mode values are calculated for this line 
and stored in the state vectors. 

The investigation of the likelihood to find the correct line is the best justifi- 
cation for the combination of eq. 0 with the RANSAC scheme. A good line is 
found if two good edgels are selected to define the line. If the likelihood that an 
edgel is ’’good” is given by 5, a good line is found with likelihood 5" with n = 2 
0. As edgels are searched locally in each line of the warped window, the two 
events are independent. Repeating the random selection of n edgels to define a 
line k times gives the likelihood of finding the correct line I to 

l = l-{l-g^)\ (8) 

This relationship depends strongly on g. Therefore limiting the number of ’’good” 
edgels using EPIC is extremely effective to reduce k (exponentially for the same 
1). The result is the capability to find lines more robustly and at real-time (a 
few ms are needed for a line in a 40 x 40 window on a Pentium PC). The same 
method can be used to robustly track ellipses as shown in Fig. 0 

6 Experiments 

The feasibility and robustness of the approach is demonstrated with a robot 
grasping a cube. Fig. 0 shows the robot, camera head and a workpiece on the 
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Fig. 4. Tracking a laddie in front of an office scene. The two top image show mistracking 
when using only gradient information. The bottom line uses EPIC for robust finding 
of edgels. 



plate. There is no specific finishing or black cloth, the plate is particularly rough 
and has stains of rust. Lighting comes from two overhead neon lights and through 
the window behind the viewer. 

A Pentium PC 133MHz executes image acquisition, image processing, and 
the short processing to determine relative pose to move the robot. A 486-PC runs 
RTLinux, a Linux version that provides Real-Time capabilities. An interface to 
the robot has been written in C-I--I- such that the robot can be operated directly 
from the PC at a rate of 32 milliseconds E22|. RTLinux provides the utility 
to supply signals to the robot when requested. The two PCs communicate the 
control signals over a link using TCP/IP protocol. 

The cube is found using the task description (for details please see |2Z|). 
The procedure is automatic. First cube coloured regions are searched for in the 
image at low resolution. By searching for the outline of this region, the top 
surface of the cube is found in a few steps. With the top surface four corners 
are available, which is sufficient information to determine the 6D pose. Using an 
extended Kalman filter the signal is smoothed and the control signal to steer the 
motion of the robot calculated. Fig. E| shows snapshots from a descent motion. 
Fig. 0 plots the relative pose values (object set pose relative to gripper pose) 
in millimetres for position and degrees for orientation. The left graph is the 
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Fig. 5. The set-up in the lab. The sensor head is a SONY colour camera including 
zoom, controllable via interface, auto-focus and auto-iris. 



approach to a fixed pose. The right graph gives the relative pose values when 
manually displacing the cube. The robot corrects the pose immediately. Each 
plot depicts a time of about five seconds. 

Presently a simple proportional control low is used for the top level visual 
servoing loop. Simulations show that optimised PID control can highly increase 
performance ini- Implementation will take some more months. The simple con- 
trol law is the reason for the slight oscillations at the end of the motion. However, 
performance obtained is quite good considering that only one camera is used (see 
table El . Stereo information would render the visual process more accurate. 





position mm 


orientation deg 




X 


y 


Z 


a 


/3 


7 


mean 


-0.188 


-0.2218 


-0.1336 


0.2831 


-0.2317 


0.08 


std 


0.5473 


0.5626 


0.2421 


0.6040 


0.072 


0.1913 



Table 2. Mean and standard deviation of position and orientation accuracy obtained 
with one camera. 
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Fig. 6. Snapshots during the descent to grasp the cube. Note the changing light inten- 
sity, due to the shadow from the approaching robot, that causes no problem for the 
robust line trackers as long as a minimum edge remains visible. 




cycle number (frame rate) cycle number (frame rate) 



Fig. 7. Left: Plot of the 6 components of pose (from top to bottom: z,y,9,(j>,ip,x) 
during the descent. The entire motion depicted is slightly longer than 5 seconds. Right: 
Motion when cube is displaced manually in all 6 DOF (from top at maximum displa- 
cement: X, y, Ip, 4>, z, 9). 
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7 Conclusion and Future Work 

An integrated approach to vision-based control of motion has been presented. 
The particular advantages of this approach are the following. 

— The advantage of the approach is its real-time capability. The demonstration 
runs on a Pentium PC 133 MHz at field or frame rate for up to ten line 
features or two ellipses. 

— The system architecture is based on the finding that there exists an optimal 
system architecture for a visual servoing (as well as a visual tracking) system 
irg. It states that the system needs to operate at the highest possible rate 
and should use a certain number of pipelining steps depending on the overall 
latencies in vision and the mechanism. It is a guideline for system design for 
other researchers. 

— The approach uses features as tracking primitives. It is the basis for a modu- 
lar architecture that allows simple extensions. Due to the very nature of the 
modular approach, tracking of different features is independent. Thus par- 
allel processes can be fully exploited by dividing individual trackers among 
available processors. 

— The image processing system integrates tracking and detection in real-time. 
The system is totally modular using a wire frame model for what is found 
in the image as wells as for the object model. 

— The approach uses a simple and efficient task description, which uses search 
functions at image level. A new task can now be described in a few minutes, a 
big improvement over common ’’hard-coded” programming. The descriptions 
are topological, thus allowing categorical models, e.g., a cube of any size or 
colour. 

— The system is the dedicated to tackle the issue of robustness of the visual 
sensing system, an issue of major relevance for successful commercial ap- 
plications. The cue integration approach EPIC (outlined in Section 0) is a 
good step forward to apply visual servoing in manufacturing environments. 
The demonstration object is simple, however the environmental conditions 
handled reach beyond previous work. The following conditions can be hand- 
led: (1) gradually (6% each step) changing lighting conditions, (2) foregro- 
und/background separation at a minimum of 8 pixel values (= 3.2%), (3) 
partly occlusion without loosing the object and still calculating pose as long 
as any 4 lines are seen, and (4) automatic recovery after occlusion using the 
task description. 

Although improvements have been achieved, it is a long way from industrial 
applications or the abilities of the human visual system. Presently colour is 
utilised to speed up the initial search for the target. The use of colour within 
EPIC further increases robustness. A deficiency is still object recognition, as it 
is not real-time and needs an initialisation step. Reflections on metallic surfaces, 
significant changes in appearance, and bad conditioning from the monocular ap- 
proach are further directions of improvement. However, the layout of the system 
is modular and is ready to be improved by integrating these extensions. 
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Abstract. While computing power and transmission bandwidth have 
both been steadily increasing over the last few years, bandwidth rather 
than processing power remains the primary bottleneck for many complex 
multimedia applications involving communication. Current video coding 
algorithms use intelligent encoding to yield higher compression ratios at 
the cost of additional computing requirements for encoding and decoding. 
The use of techniques from the helds of computer vision and robotics such 
as object recognition, scene interpretation, and tracking can further im- 
prove compression ratios as well as provide additional information about 
the video sequence being transmitted. We used a new face tracking sys- 
tem developed in the robotics area to normalize a video sequence to 
centered images of the face. The face-tracking allowed us to implement 
a compression scheme based on Principal Gomponent Analysis (PGA), 
which we call Orthonormal Basis Goding (OBG). We designed and im- 
plemented the face tracker and video codecs entirely in software. Our 
current implementation of OBG operates on recorded video sequences, 
making it appropriate for applications such as video email. 

Key words: video coding, face tracking, computer vision, principal com- 
ponent analysis 



1 Introduction 

Availability of high-performance computers at reasonable price levels has led to 
the development of complex multimedia applications for teleconferencing, video 
telephony, visual data exchange, and other video communications. As these new 
applications are developed, the bottleneck of limited transmission bandwidths 
and storage space becomes a critical problem. In general, researchers must make 
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the encoding and decoding of video data more complex in order to lower band- 
width and space requirements. A common approach today is to develop systems 
and algorithms using computer vision techniques, often for modeling [1], but also 
for tracking [2] and combinations of both. 

Previous research in our group has been devoted to exploring new ways for 
Man- Machine Interaction [3], [4] and the interpretation of scenes in images or 
video sequences. This research has produced results that are easily applied to 
communication applications. While their theoretical feasibility has been demon- 
strated [5], these techniques yet have to be integrated into a system comparable 
to current standards (H.323/H.263, MPEG) and applications (PitureTel [2]) to 
prove their practical use for video communication. We have recently started a 
project to tackle the task of building a video communication system in order 
to compare our algorithms with other standards and developments. This video 
communication system integrates a face tracker and a standard video codec, 
as well as an Orthonormal Basis Coding (OBC) compression scheme for face- 
tracked video sequences. The standard video codec was implemented according 
to the ITU-T (Telecommunication Sector of the International Telecommunica- 
tion Union) recommendation H.263 [6]. 

Actual video coding standards from the ITU-T and ISO (International Or- 
ganization for Standardization) rely mainly on the statistical relation between 
images and pixels. Intuitively, the use of additional a priori information, if wisely 
applied, should further increase compression ratios. Today, face trackers are com- 
monly used in model-based applications. That is, they directly interact with the 
video codec. We are not targeting a model-based algorithm. Instead, we present 
in this paper a new, low-complexity face tracker, which has been combined with 
a standard video codec, as well as a OBC compression scheme. The OBC com- 
pression scheme currently operates on face-tracked sequences and is appropriate 
for applications such as video email. The face tracker is based on techniques that 
have been used in the robotics area, and has a fast, robust, and modular struc- 
ture. The robustness comes from parallel use of partially redundant modules. 

We will discuss the face tracker in more detail in section 2. Section 3 then 
discusses the integration and setup of the entire video processing system. Per- 
formance evaluation and results are presented in section 4, and hnally, section 5 
concludes the paper, giving an outlook on further research. 

2 Face Tracking 

The goal of visual tracking is to always keep a moving target centered in the held 
of view of one or more cameras. This is useful in application areas such as robotics 
(assembly, navigation) and surveillance. Using tracking as a pre-processing step 
for video image encoding provides the coder with images normalized to the 
object being tracked, e.g., a human head. This reduces the diversity of the most 
important image content: the face. In addition, it gives us the position and size of 
the face. Our system uses this information in two ways. Firstly, by adapting the 
quantizer step-size and maintaining motion vectors, the standard video codec 
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(H.263) can be measurably improved. Secondly, a video sequence with the head 
normalized in the center of the image can be generated for use with the OBC 
compression scheme. 

The face tracker has been built with a modular structure. It automatically 
detects a face, keeps track of its position, and steers a camera to keep the face in 
the center of the image. This offers a user the possibility to freely move in front of 
the camera while the video image will always be normalized to his face. Figure 1 
contains the block diagram of the face tracking system as it is implemented 
today. 




>- 



J 



to video 
codec 



Fig. 1. Block diagram of the face tracker 



We follow a face by maintaining a rectangle which frames the face, and call 
this rectangle the face box. There are three modules that actually do the track- 
ing: Eye Blink Detection, Cross-Correlation, and Color Histogram. They have 
similar functions and are thus partially redundant. This redundancy guarantees 
that the face tracker is robust [5]. Since the modules of the face tracker have 
already been well-documented [5], we do not need to go into detail about the 
techniques involved. In the following subsection we rather briefly discuss the 
modules’ features. 

2.1 Eye Detection 

The Eye or Blink Detection module is used for a quick initialization or recovery 
(re-initialization) of the face tracker. While appearance of different people can 
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be extremely different (skin color, beard, hair, etc.), they all have to blink every 
ten seconds or so to keep their eyes moist. Blink duration is relatively short, well 
under a second. We have found that it is possible to detect eyes by taking the 
difference between two images with a time lag of approximately 200 milliseconds. 
This has shown to give good and reliable results. 

Eye blinking does not occur frequently enough for use for permanent face 
tracking at a rate of 10 to 25 images per second. We therefore use the cross- 
correlation and color histogram modules for permanent tracking, and the eye 
detection module for the initialization of those modules. 

2.2 Normalized Cross-Correlation 

An intuitive way for object tracking is to cross-correlate two areas of subsequent 
images. However, this can turn out to be costly if 1) the areas to be correlated 
are relatively large and/or 2) the area to be searched is relatively large. Hence, 
it appears natural to use correlation only for the detection of small movements. 

Our correlation algorithm needs to be initialized with a correlation mask, 
and this correlation mask should represent a characteristic area of the image, 
and, for practical purposes, should lie within the detected (or to be detected) 
face. We chose a quadratic area between the eyes of about 20 x 20 square pixels 
containing parts of the eyebrows as correlation mask. Moreover, we limit the area 
to be searched to a region of interest, which is roughly identical to the face box. 
We use a (normalized) cross-correlation algorithm to hud a best match between 
the correlation mask and an area of the same size in the region of interest. 

2.3 Skin Detection by Color Histogram 

Another way to detect or follow objects within an image is to use their color. 
The color of human skin is usually well distinguishable in an environment like an 
office. It has been shown [7], that faces can be detected in a stable and reliable 
manner using a joint histogram of the color components of a pixel normalized 
by the pixel luminance. The color histogram module searches the entire image 
and returns the biggest area of skin. Once properly initialized, it can recover the 
face-box quickly and reliable. 

2.4 Kalman Filtering 

All three modules above output a face box, but the coordinates of the face 
boxes are generated differently. Therefore we added a zeroth order Kalman filter 
in order to smooth out jerky face box transitions and to keep the face-box at 
approximately the same size. 

2.5 Confidence Factors 

While all three modules return a result once they are run, those results have to 
be qualified in order to react properly to what is going on in front of the camera. 
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One possibility is the use of a confidence factor. Confidence factors are a normed 
quality measure between zero and one. An empirically determined threshold is 
then applied to decide if the face box found by a particular module is good. 



2.6 Camera Control 

The detected and hltered face box is eventually fed into the camera control unit. 
This unit calculates the distance between the actual position of a face and the 
center of the image. Then, a PD- controller has the camera pan, tilt, and/or 
zoom accordingly. We use a PD-controller because it dynamically reacts to the 
speed of head movement. 



2.7 Performance 

The face tracking system has been improved over the version of [5] to work 
faster and more stable at a frequency of about 12 Hz with, and 18 Hz without 
automatic camera control. The video sequences recorded for use with the PCA 
compression are recorded at approximately 5 to 6 Hz. This is due to the use of 
the Silicon Graphics Digital Media Library for writing out the hie containing 
the video sequence. Code improvements, such as saving the images in memory 
or other techniques should allow recording at a much higher rate. 



3 Adding face tracking to video coding 

4 Overview 

Today, there are four video coding standards being used for commercial systems: 
The ITU-T recommendations: H.261 [8] and H.263 [6], plus the ISO standards 
11172 [9] (MPEG-1) and 13818 [10] (MPEG-2). H.261 is intended for low-motion 
video communication over p x 64 kbit/s ISDN lines, H.263 for low bit rate com- 
munication, MPEG-1 for full-motion video coding at up to 1.5 Mbit/s, MPEG-2 
for up to 10 Mbit/s. We chose the H.263 recommendation as the standard video 
codec for our system since it comes closest to our purpose. 

Our second codec approach. Orthonormal Basis Goding, was developed with 
a video email application in mind. A face tracked video sequence is cropped in 
order to provide a sequence of images with the face normalized and centered in 
each image. Then selected frames from the sequence are used to create a basis 
space into which new images can be mapped. Each mapped image can then be 
represented as a vector of coefhcients; the number of coefhcients is equal to the 
number of images in the original ’’basis space.” By only storing and transmitting 
the vectors, extremely high compression rates can be achieved, especially for long 
sequences. 
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4.1 Integrating face tracking and video coding 

The purpose of using a face tracker is to normalize the video stream images to 
an object, in our case a face. In other words, our face tracker can be seen as a 
camera control device, without direct interaction with any part of a video codec. 
It is a pre-processing stage, and its optional use under real-time constraints solely 
depends on the computer it is to be run on. This is very practical from a system 
integration point of view, because we do not need to alter the video codec and 
thus stay compatible. 

Figure 2 shows the block diagram of our video processing system with face 
tracker and video codecs as separate modules. Both video codecs consist of three 
parts, a control unit, an encoder and a decoder. The only interaction between 
the face tracker and the codec is that the face tracker is providing the coding 
control unit with the face box. 




Fig. 2. Block diagram of the modules of the video processing system 



MPEG-1 Basic algorithm of MPEG-1, as well as H.261, H.263, and MPEG-2, 
is the three step compression scheme: 1) energy compaction by Discrete Gosine 
Transform (DGT), 2) entropy reduction by Differential Pulse Gode Modulation 
(DPGM), and 3) redundancy reduction by Variable Length Goding (VLG). De- 
pending on their intended use, the different standards enhance this compression 
scheme by forward prediction, backward prediction, motion compensation, and 
other additional features. 



Orthonormal Basis Coding The Orthonormal Basis Goding scheme operates 
as follows: 1) a limited set of images is chosen from the sequence to form the 
basis, 2) a Karhunen-Loeve expansion is performed to generate an orthonormal 
basis space from the images, 3) each image in the sequence is mapped into 
this basis space resulting in a small set of coefhcients, 4) the images used to 
create the basis space and the sets of coefhcients are stored in a hie for later 
decoding [11] [12]. An image mapped into the basis space will produce a number 
of coefhcients equal to the number of images used to create the basis space. We 
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have obtained good results using only fifteen basis images for a 400-frame video 
sequence. Thus, each frame was represented by only hfteen coefhcients. 

Due to processing constraints, a full Principal Component Analysis cannot 
be done in a reasonable time. That is to say, a basis space cannot be generated 
using every image in the sequence and keeping only the most representative 
eigenvectors for a basis. Thus, we explored two algorithms for choosing the im- 
ages for our basis. The threshold method assumes that similar frames are likely 
to be located sequentially in the video sequence. This is not necessarily the case 
when each image contains only a face talking. The most-representative method 
attempts to hud similar images anywhere in the sequence. 

The threshold method has a complexity of 0(n) and works as follows. The 
normalized cross correlation is computed between image zero and subsequent 
images until it drops below a certain threshold. At that point in the sequence, the 
current image is added to the basis and subsequent images are cross correlated 
with that image until the threshold is crossed again. The most-representative 
method has a best case complexity of 0(n) and a worst case of 0(u2) although 
neither are very likely. It takes image zero and cross correlates it with all the 
other images in the sequence, all of the images that are very similar to image 
zero are put in set A, the others are put in a ”to do” set. The hrst image of the 
”to do” set is cross correlated with all the others in the ”to do” set and the most 
similar are put in set B. The rest stay in the ”to do” set. This continues until 
all similar images are grouped in sets. One image from each of the biggest sets 
is taken to form the basis. In general, the most-representative method produced 
superior results at the cost of slightly more computing time. This is due to the 
fact that while the subject is talking, the mouth and facial features return to 
common positions at different times in the sequence. 

5 Performance Evaluation 

The system described above was developed and run on a Silicon Graphics INDY 
workstation in a common conhguration and under normal working conditions. 
That is, the computer was used in a network with several users logged in. As 
evaluation criteria for image quality, we use the well known Peak-Signal-to-Noise- 
Ratio (PSNR). The PSNR of the k-th frame is dehned as 

2552 

r " 1 ^ ^ 

- fk{m,n)^ 

where M and N are the width and height of the image, m and n the pixel indices, 
/() the original pixel values, /() the decoded pixel values. Note that the term in 
the denominator is the mean squared error. 

5.1 Reconstruction 

Various sequences were compressed and reconstructed using the threshold, most- 
representative, and MPEG methods. The most-representative method produced 
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Fig. 3. PSNR vs. Number of basis images for both methods 



better reconstructions than the threshold method in every case. In fact, it always 
averaged over 2 dB higher PSNR. See Figure 3. 

In Figure 4, there is a noticeable improvement in the reconstruction quality 
as the number of basis frames is increased. Images included in the original basis 
space have no error in their reconstruction, thus PSNR has no meaning and is 
ignored in the following graphs. 

Using the standard compression options with the Berkeley mpeg_encode pro- 
gram [10], we found an average PSNR of approximately 27 dB for the BillS2 
sequence. The MPEG reconstruction errors were due to artifacts in the images, 
while the reconstructed images from the OBC codec were slightly blurred, as 
can be seen in Figure 5. The closed mouth in Figure 5b is due to the fact that 
there were no images with a fully opened mouth among the fifteen basis images. 
This is a problem that could be rectified by better selection of the basis images, 
as discussed in the Conclusions and Future Work section. 

5.2 Compression 

The BillS2 video clip contains 418 frames and lasts 69 seconds (6 EPS). The 
various file sizes are shown in Table 1. It is important to note however, that 
the basis images are stored in the OBC file in raw YCrCb format. We used the 
GZIP utility [7] on the OBC to do simple compression (redundancy elimination) 
on the file. As explained in the Conclusions and Future Work section, specific 
compression (e.g., JPEG) of these images would significantly reduce file size. 
Each additional frame for the 15-basis-frame reconstruction would have added 60 
bytes to the OBC file size. Additional frames for the 5-basis-frame reconstruction 
would have added only 20 bytes, while additional frames for the MPEG would 
have added significantly more. 
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Reconstruction of BILLS2 most representative method 




Fig. 4. PSNR for each frame of BillS2 



6 Conclusions and Future Work 

There are several areas that would benefit from additional research. The current 
system stores the original basis images in the file to transmit along with the co- 
efficients for each frame. The coefficients are relatively small byte- wise compared 
to the images, and somewhat benefit from a variable length compression (VLC) 
scheme. The images are stored in raw YCrCb format, and we can further ex- 
ploit a priori information about the images; they are all images of a normalized 
face. Either through JPEG compression of each basis image or an MPEG-like 
compression of the sequence, the file size could be significantly reduced. The im- 



Table 1. File Size Comparison (kB) for BillS2 



Video Stream 


File Size [kB] 


Original Video (Uncompressed) 


12550 


MPEG 


72 


OBC (5 basis frames) 


71 


OBC (5 basis frames) with GZIP 


58 


OBC (15 basis frames) 


217 


OBC (15 basis frames) with GZIP 


178 
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Fig. 5. Frame 136 of B111S2 a) Original Image: no error b) Image from a sequence 
reconstructed using 15 basis images: note slight blur, closed mouth c) Image from an 
MPEG reconstruction: note artifacts 



pact of information loss (due to the DCT and quantization in the JPEG/MPEG 
standards) on the image reconstruction is yet to be determined. Even a simple 
differencing of the images and VLG compression would likely reduce the file size 
significantly. 

In some of the image reconstructions, the eye and lip movements were slightly 
blurred. This could be improved by applying a weighted mask over the eyes 
and lips when calculating which basis images to use by the most-representative 
method. A greater variety of eye and lip configurations would then be placed in 
the basis space allowing for better reconstruction of important facial expressions. 
Various techniques from computer vision have been used to create a fast and 
robust face tracking system, which in turn was used to improve the compression 
ratio of a standard video codec and our OBG compression scheme. The face 
tracker also enhances the usability of the entire video communication system by 
allowing the user to freely move in front of the camera while communicating. 
It is crucial however, that the face-tracking system be stable and accurate in 
order to provide the best results for OBG compression. An important question 
when enhancing any video coding system is, if the results in terms of image 
quality and compression ratio make up for the added complexity. The system 
described in this paper gives provides a positive outlook on further development 
of low-bandwidth video communication. 
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Abstract. We propose a method for detecting and tracking the motion 
of a large number of moving objects in crowded environments, such as 
concourses in railway stations or airports, shopping malls, or convention 
centers. Unlike many methods for motion detection and tracking, our 
approach is not based on vision but uses 2D range images from a la- 
ser rangehnder. This facilitates the real-time capability of our approach, 
which was a primary goal. The time- variance of an environment is cap- 
tured by a sequence of temporal maps, which we denoted as time stamp 
maps. A time stamp map is a projection of a range image onto a two- 
dimensional grid, where each cell which coincides with a specific range 
value is assigned a time stamp. Based on this representation we devised 
two very simple algorithms for motion detection and motion tracking. 
Our approach is very efficient, with a complete cycle involving both mo- 
tion detection and tracking taking 6 ms on a Pentium 166Mhz. 

Keywords: motion detection, real-time motion tracking, multiple mo- 
ving objects, range images, temporal maps 



1 Introduction 

We consider the problem of observing a crowded spatial scene and detecting and 
tracking the motion of any moving object in the scene such as people, animals, 
or vehicles. No information is available in advance about the environment and 
its dynamics. It is neither known how many objects are present in the scene, 
nor is there any information about the shape of the objects, their intended 
motion direction, velocity or acceleration. Examples of such environments are 
shopping malls or concourses in airports or railway stations where typically tens 
or hundreds of objects move around. To travel through such an environment 
any object which may affect ones own locomotion must be identified and their 
motion must be tracked in order to discover and avoid potential collisions. 
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The problem becomes even more difficult, as we assume that the sensor is 
not stationary but also moves around while observing the environment. Accor- 
dingly, changes in the perception of the environment may not only be due to the 
actual motion of an object but also to a change of the view point. It is not a 
trivial problem to distinguish between these two cases only based on the percei- 
ved images of the environment. Distinguishing between a moving object and an 
unknown but stationary object is an important matter, if it comes to planning 
a collision-free locomotion through the surrounding environment. 

The design requirements of our system include real-time obstacle avoidance 
with motion detection and tracking, and the use of off-the-shelf computer and 
sensor components. 

The motion detection and tracking problem is studied in the context of a 
research project which is concerned with the development of a guidance system 
for an intelligent wheelchair MAid El. This guidance system should enable the 
wheelchair to maneuver autonomously in a shopping mall or a railway station 
and cross an area with many moving people. Such a system is particularly tailo- 
red for disabled persons who have lost most of their motion control capabilities 
and are physically unable to operate an electrical wheelchair. 

2 Related Work 

A large body of work in real-time tracking of moving objects exists in the field of 
computer vision. The approaches can be subdivided into model based methods, 
which require an exact object model, and motion based methods. The latter 
group can be further divided into optieal flow and motion energy methods. 

Model based object tracking methods allow to track the object’s translational 
and rotational components uni, but they are not applicable if a description of 
the objects to be tracked is not available. Motion based methods use information 
about motion in the image to infer a corresponding motion in the real world. A 
well-established approach is the computation of optieal flow 0. Since this is a 
computational expensive and often ill-posed problem, many variants of optical 
flow have been explored. An example is SSD-optical flow m, which requires the 
depth information to be known. 

The motion energy method in general uses the image derivative to detect 
regions of activity. In most cases, image subtraction approximates the derivative 
and is combined with additional information like edge locations m or dynamic 
background recovery 0. 

Problems arise when the camera itself moves and the image motion induced 
by the camera motion must be separated from that induced by the object motion. 
While this can be accomplished for pure rotational movements of the camera 
0, translational movements are practically not tractable. A recent approach by 
Nordlund and Uhlin 0 addresses this problem but is limited to one moving 
object in the scene. The approach is also computationally very expensive. 

A different class of approaches to tracking moving objects refers to the data 
provided by range sensors instead of video images. A large portion of the work 
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in this area deals with the special application of target tracking in radar scans 
0. Kalman filtering is used as a common technique in these applications. We 
have chosen not to use a Kalman filter approach as we would not be able to 
take advantage of the full power of the Kalman filter, since human purposive 
locomotion cannot be easily characterized using kinematic an dynamic models. 
Instead, we have chosen to approach our motion detection and tracking problem 
by matching individual points or clusters in consecutive range images on the 
basis of a nearest-neighbor (NN) measurement |1 . 

3 Fast Motion Detection 

A rather obvious approach to identify changes in the surrounding environment 
is to consider a sequence of single observations and to investigate where these 
observations differ from each other. A discrepancy between two subsequent ob- 
servations is a strong indication for a potential change in the environment. Either 
an unknown object has been discovered due to the egomotion of the observer 
or an already discovered object has moved by some distance. In the following 
sections we will discuss how this obvious and trivial idea can be translated into 
a fast motion detection and tracking system. 

3.1 Sensors for Fast Motion Detection 

We considered a variety of sensors for our task: vision, laser rangefinder, sonar, 
infrared, and tactile sensors. Not all of these sensors are equally useful for dete- 
cing and tracking motion. Infrared and tactile sensors can be excluded because 
of their limited range. Sonar has a very limited angular resolution and in our 
case provides sensor images which are too poor to reliably track a number of 
distinct objects. This reduces the selection of an appropriate type of sensor to 
vision or laser rangefinding systems. 

Although there is quite a body of literature about motion detection in se- 
quences of video images, we chose the laser range finder. Our choice is motivated 
as follows. Standard methods for motion detection in video images such as op- 
tical flow or motion energy allow to discover motion in the image plane. It 
is not straightforward, however, to infer from this the motion parameters of a 
moving object in the real 3D space, such as its motion direction, velocity, or 
acceleration. Stereo vision, which allows to infer the position of an object in the 
three-dimensional space, appears to be too expensive and too little robust for ra- 
pidly changing environments. As our experiments have shown, it is easier, more 
robust, and computationally less expensive to extract motion from the range 
images of a 2D laser rangefinder. 

The sensor which we use for our application is a SICK PLS 200 laser range- 
finder. The device works on a time-of- flight principle. It has a maximum range 
of d = 50 m with an accuracy of cjd ~ 50 mm. The sensor has an angular range 
of ±90 deg with a resolution of 0.5 deg. Accordingly, a full scan comprises 361 
range measurements. The device is currently operated at a frequency of 3 Hz 
providing three range images per second. 
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3.2 Estimation of Sensor Motion 

The range data provided by the laser rangefinder are naturally related to the local 
frame of reference attached to the sensor. In order to compare two subsequent 
local range images and to compute a differential image we have to transform the 
images into the same frame of reference in a first step. For this, it is necessary to 
know precisely which motion the sensor has undergone between two observations, 
how far it has moved from one viewpoint to the next and how far it has turned. 
In stationary environments the information about translation and rotation of the 
sensor might be inferred from the images themselves by some type of matching 
algorithm. In time-varying environments such an approach is excluded. 

We obtain the information about the current position and orientation of 
the vehicle and the sensor, respectively, from a so-called dead-reckoning system, 
which our wheelchair is equipped with. This dead-reckoning system enables the 
wheelchair to keep track of its position and orientation over a limited travel 
distance with some accuracy. In our experiments, we measured a position error 
of (Jx,y ~ 15 cm after a traveled distance of 10 m. The dead-reckoning system 
utilizes a fibre-optical gyroscope to observe changes in the wheelchair’s orienta- 
tion. Because of this, the orientation information is of good quality even with 
unfavorable ground conditions. 

The information from the dead-reckoning system is used to label each local 
range image with a stamp describing the position and orientation of the sensor 
at the observation point. With this information it is straightforward to trans- 
form the local range images from earlier measurements into the actual frame of 
reference. 

Only the relative position and orientation offset between successive scans is 
needed for the presented tracking algorithm. Because of this, the accumulation 
of errors over time, which is typical for odometry, does not matter in this case. 
Also, if the position error between two scans is so large that the tracking system 
fails, for example in rough terrain, it recovers as soon as the position update 
becomes stable again, independent from any error in the absolute position. In 
case of such situations, the tracking system still recognizes the objects and their 
position relative to the vehicle, so that the navigation system still can avoid 
collisions. During the testing of MAid such situations occured very seldom. 



3.3 Representations of Time- Varying Environments 

Next we have to consider which representation of the sensor data is the most 
suitable one for a motion detection algorithm. There are reasons which do not 
suggest using the raw range data. Range data, even if they are smoothed, are 
affected by noise. Unless we use an ideal sensor we will always discover variati- 
ons in two subsequent range images, even if the environment and measurement 
conditions have not changed at all. This noise will affect any further operations 
on the range data, which are essentially point sets in the 2D plane, and will 
disturb the reliable detection of motion. 
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Furthermore, algorithms for relating and matching those point sets are com- 
putationally expensive. Minimizing the Hausdorff distance for two point sets, for 
example, has a complexity worse than O(nm^) where n and m is the number 
of points in the point sets. With such a complexity the algorithm may not be 
apt in a real-time application. 

In the following we present an alternative representation of range data of a 
time- varying environment which seems to be somewhat more suitable for motion 
detection. The representation involves a projection of the range data on a two- 
dimensional rectangular grid, where each grid element describes a small region 
in the real-world. 

While investigating the performance of grid based mapping procedures such 
as suggested in ^ we noticed that most of the time was spent for mapping 
free space. Particularly, the further away the observed objects were, the more 
time it naturally cost to map the free space between the sensor and the object. 
Also, before a range image could be assimilated into a grid, the grid had to be 
completely initialized, that is, each cell had to be set to some default value. For 
grids with a typical size of several tens of thousands of cells these operations 
became quite expensive. 

Now, mapping large areas of free space is rather dispensable for detecting and 
tracking moving objects. To avoid this, we devised an alternative representation 
where only those cells are mapped which were observed as occupied at time t 
while all other cells in this grid remain untouched. We call this representation a 
time stamp map. 

Compared to the assimilation of a range image into an occupancy grid the 
generation of a time stamp map is rather simplified. Mapping of a range mea- 
surement involves only one single step. The cell which coincides with the range 
measurement gets a time stamp t. This stamp means the cell was occupied at time 
t. No other cell is involved in this operation. Particularly, we do not mark any 
cell as free which lies between the origin of the map and the cell corresponding 
to the range measurement. 

The time- variance of an environment is captured by a sequence TSMt, 
TSMt-i, . . . , TSMt-n of those time stamp maps. An example of such a sequence 
is shown in Fig. 1 a) - c). The pictures there show three snapshots of a time- 
varying simple environment with a moving and a stationary object in a time 
stamp map representation. The age of the observation is indicated through dif- 
ferent gray levels where darker regions indicate more recent observations. Note 
that the maps are already aligned so that they have the same orientation. A 
translation by a corresponding position offset finally transforms the maps into 
the same frame of reference. The aligned maps are shown in Fig. 1 d). The as- 
similation of a range image consisting of 361 measurements into a time stamp 
map takes 1.5 ms on a Pentium 166Mhz. 

3.4 An Approach to Fast Motion Detection 

Motion detection in a sequence of time stamp maps is based on a simple heuristic. 
We consider the set of cells in TSMt which carry a time stamp t (occupied at 
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Fig. 1. A sequence of time stamp maps describing a toy-environment. The age of the 
observation is indicated through different gray levels. The more recent the observation 
the darker is the gray level which marks the object contours. 



time t) and test whether the corresponding cells in TSMt-i were occupied too, 
i.e., carry a time stamp t—\. If corresponding cells in TSMt, TSMt-i carry time 
stamps t and t — 1, respectively, then we interpret this as an indication that the 
region in the real world, which is described by these cells has been occupied by a 
stationary object. If, however, the cells in TSMt-i carry a time stamp different 
from t — 1 or no time stamp at all, then the occupation of the cells in TSMt 
must be due to a moving object. 

Note that we consider only the two most recent maps, TSMt and TSMt-i, for 
detecting moving objects. Furthermore, we do not consider any cell in TSMt but 
confine our search to those cells which carry a stamp occupied at time t. To make 
this search for moving object as efficient as possible, any cell occupied at time 
t is additionally entered into an ordered list. This list can be build up while a 
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range image is mapped into a time stamp map and allows a more efficient access 
to the occupied cells in the maps. Also, we no longer consider single cells for 
motion detection but group ensembles of coherent occupied cells into distinct 
objects. This clustering involves a rather simple algorithm which investigates 
the adjacency of cells. The above motion detection algorithm is described in 
pseudo-code notation in Table 1. 



procedure detectMotion; 

for each cell ensemble csx,t describing an object x in TSMt 
for each cell ci^t in cSx^t 

for each corresponding cell Ci^t-i, ■ ■ ■ , Ci^t-k, ■ ■ ■ , Ci^t-n in 

TSMt-i, TSMt-k, ■■■, TSMt-n 

if Ci^t-k carries a time stamp t — k 

then Ci is occupied by a stationary object 
else Ci is occupied by a moving object 
if majority of cells Ci^t in csx,t is moving 
then cell ensemble csx,t is moving 
else cell ensemble csx,t is stationary 

Table 1. A motion detection algorithm based on a sequence of time stamp maps. 



As we pointed out earlier, the time stamp representation of a time-varying 
environment is more efficient for motion detection than commonly used grid 
representations. Particularly, the time stamp representation allows us to use a 
sequence of maps in a round robin mode without a need to clear and initialize the 
map which is used to assimilate the new sensor image. Outdated time stamps 
which originate from the mapping of previous sensor images do not have to 
be deleted but are simply overwritten. This seems to be a very ugly procedure 
because the map which is supposed to receive a new sensor image may be polluted 
by outdated information. This procedure, however, is not only efficient - as we 
save an expensive initialization operation - but is also correct. Cells which are 
marked by an outdated time stamp are simply considered as free space, which 
has the same effect as assigning some default value. 

The time stamp representation has one disadvantage, though. It does not 
make a difference between the discovery of a new stationary part of the environ- 
ment and the observation of a moving object. That means, if we discover a new 
stationary object in an area which was formerly occluded, the above algorithm 
falsely reports a motion in that area. This is not a severe problem, however, 
since at the next time step the new object is already recognized as stationary. 
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It should be further mentioned that the motion detection algorithm described 
above discovers only motion of the observable part of a moving object, that is, 
in that part of the object which is facing the motion direction. This is due to our 
simple representation and to the heuristic which we use for motion detection. 
Luckily this effect does not cause any severe problems either. It neither affects 
the tracking of a moving object, as we will see below, nor does it affect the 
computation of a collision-free locomotion. 

3.5 Motion Tracking 

To model the dynamics of a moving object and to track its motion ideally re- 
quires to know the values of the parameters such as the mass of the object, its 
acceleration, kinematic constraints and so forth. Now consider the task of detec- 
ting and tracking moving objects in a crowded waiting hall in a train station. 
Obviously, none of the parameters necessary to set up an analytical model of 
such a scene is available. Although kinematic and dynamic models of human 
walking mechanisms and gaits have been developed, there are no analytical mo- 
dels of human purposive locomotion, which would allow us to make inferences 
about the motion of a person over longer distances. 

So the best we can do to track a moving object is to collect information 
about its past motion and to extrapolate this past motion into the near future, 
if necessary. For this purpose we consider the sequence of recent sensor images 
and extract the information about motion direction, velocity, or acceleration 
describing the motion history of moving objects from the spatial changes which 
we find in the mappings of these sensor images. 

Note that while it is sufficient for motion detection to investigate only the 
mapping of two subsequent sensor images, provided the objects move at a suf- 
ficient speed, establishing a motion history requires to consider more extended 
sequences of sensor images. We assume that the cells which describe distinct ob- 
jects are grouped into cell ensembles and we also assume that these cell ensembles 
and the corresponding objects are classified either as moving or as stationary by 
the motion detection algorithm described above. 

The first step in establishing the motion history of a moving object is to 
identify the object in a sequence of mappings. Once we have found this corre- 
spondence it is easy to derive the motion direction and the velocity of a moving 
object from its previous positions. To find a correspondence between the objects 
in the mappings of two subsequent sensor images we use a nearest-neighbor cri- 
terion. This criterion is defined over the Euclidean distance between the centers 
of gravity of cell ensembles representing distinct objects. For each cell ensem- 
ble representing an object at time t we determine the nearest cell ensemble in 
terms of the Euclidean distance in the map describing the environment at the 
preceding time step t — 1. Obviously, this operation requires the objects to be 
represented in the same frame of reference. 

If the distance to the nearest neighbor is smaller than a certain threshold then 
we assume that both cell ensembles describe the same object. The threshold de- 
pends on whether the considered objects and cell ensembles are stationary or 
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moving. For establishing a correspondence between the two cell ensembles descri- 
bing a stationary object we choose a rather small threshold since we expect the 
cell ensembles to have very similar shapes and to occupy the same space. Cur- 
rently, we use a threshold of 30 cm for stationary objects. For a correspondence 
between the cell ensembles describing a moving object this value is accordingly 
larger. Here we use a threshold of 1 m which is approximately the distance which 
a person moving at fast walking speed covers between two sensor images. 

A description of the above algorithm in pseudo-code notation is given in 
Table 2. On a Pentium 166MHz a complete cycle involving both detecting and 
tracking any moving objects takes approximately 6 ms. 



procedure findCorrespondence; 
for each object Oi^t in TSMt 

for each object Oj^t-i in TSMt-i 

CorrespondenceTable[i,j] = corresponding(oi_t, 

function corresponding(oi^t, Oj^t-i); 

if Oi^t is stationary and oj^t-i is stationary 

then -d = -dg; (threshold for stationary objects) 
else id = idm,' (threshold for moving objects) 
if d{oi^t,Oj,t-i) < -d 

and not.exists Ok,t '■ d{ok,t,Oj^t-i) < d{oi^t, 
and not.exists opt-i ■ d{oi^t, opt-i) < d{o^^t,Oj,t-i) 

then return true; 
else return false; 

Table 2. An algorithm for tracking moving objects in a crowded environment. 



Establishing a correspondence between the centers of gravity of cell ensem- 
bles is a very simple and efficient but not extremely reliable method for object 
tracking. Assume, for example, the view of an object has changed between two 
observations due to occlusion effects. If the parts of an object which are percei- 
ved at time t differ considerably from the parts which are perceived at time t — 1 
then considering the centers of gravity is not sufficient and our tracking algo- 
rithm would fail to establish a correct correspondence. For efficiency reasons we 
accept this shortcoming and refrain from using shape matching methods which 
might improve the reliability but are also more time consuming. An additional 
source of errors is the use of thresholds. Whichever values we choose for these 
thresholds, there will be always cases were the choice was false. 
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Generally, we distinguish two types of errors which may occur while esta- 
blishing a correspondence between objects in the representations of subsequent 
sensor images. First, a correspondence is established between two cell ensembles 
which do not correspond to each other and do not describe the same object in 
reality. Second, there are cell ensembles in the mapping of the environment at 
time t for which we do not find corresponding cell ensembles in the mapping at 
time t — 1. The first type of error occurs if two cell ensembles which actually 
correspond to each other do not satisfy the nearest-neighbor criterion, that is, 
the cell ensemble which would actually correspond to the considered ensemble is 
farther away than a cell ensemble which describes a different object. The proba- 
bility of such an error depends on the velocity of the objects and on the density 
of the objects in the environment, the faster the objects and the more crowded 
the environment the more likely is such a false association. The probability of 
those false associations may be reduced by more sophisticated shape matching 
methods but cannot eliminated due to the limited shape information provided 
by a 2D range image. 

The second type of error may have several reasons: The considered cell en- 
semble describes an object which has just entered the visibility range of our 
sensor and which was not visible at time t — 1. In that case it is natural that we 
do not find a corresponding cell ensemble in the mapping of the sensor image 
at time t — 1. Another reason may be that the considered object moves at a 
speed at which its distance to its position at time t — 1 exceeds the threshold 
discussed above. This error can be remedied by raising the value for this maxi- 
mum distance. One has to be aware, however, that raising this threshold also 
raises the risk of a false association. A third reason may be that the nearest 
neighbor-criterion has already lead to a false association and that the cell en- 
semble at time t — I which would actually correspond to the one considered has 
been erroneously associated with a different object. 

Although we have chosen a rather simple approach, our algorithm for tracking 
a large number of moving objects has not only proven to be very fast and efficient 
but in practice also works sufficiently reliably, as we will see in the experiments 
described in the following section. 



4 Experimental Results 

Our approach was tested and validated in two series of experiments. The first 
series took place under more or less simplified and controlled lab conditions. 
The sensor (mounted on the wheelchair) was placed at a fixed position in an 
experimental area with a size of approximately 4 x 7m^. The environment did 
not contain any stationary objects. The experiments were recorded by a video 
camera which was synchronized with the rangefinder and the motion detection 
and tracking algorithm. In each experiment we asked a number of people to move 
along prescribed trajectories in the experimental area at comfortable walking 
speed. 
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The results of this first series of experiments are shown in Fig. 2 a) - d). In 
the first experiment a test person walked along a given rectangular trajectory 
in the front area of the sensor. After several laps along this trajectory the test 
person headed back to its initial position. Our algorithm tracked the motion of 
the test person in real time without any problems. The trajectory estimated by 
the tracking algorithm is shown in Fig. 2 a). 

In the experiment shown in Fig. 2 b) three people moved along more or less 
parallel straight lines away from the sensor with one person making a sudden 
left turn and heading back to the sensor. The people moved at slightly different 
velocities, so that nobody was occluded during the experiment. As the figure 
indicates, the algorithm could easily track the motion of these three persons. In 
the experiment in Fig. 2 c) we tracked again the motion of three test persons 
which moved along more or less parallel straight lines away from the sensor. This 
time the people moved at a similar speed. 

The last experiment in this series deserves a more detailed discussion. We let 
two test persons move along straight lines which crossed each other. Accordingly, 
for a short period of time one person was occluded by the other from the view 
point of the sensor. Apparently, our algorithm was unable to track the occluded 
persons during this period of time. In Fig. d) this is reflected by the interruption 
of one of the trajectories. Our algorithm lost the person for two time steps. It 
detected and continued to track the motion after the person became visible again. 

Tracking moving objects whose trajectories cross each other is a very general 
problem (see P|) and is not a specific problem of our algorithm. Problems of this 
type cannot be eliminated even by more sophisticated methods such as described 
in PI, which assume that there is a model of the motion of the objects which are 
to be tracked. As mentioned above, we have to refrain from such an assumption 
since those models are not available in our application. 

In this experiments the tracking system had to deal with only a few objects 
moving on clearly seperated trajectories. Due to this, all the trajectories where 
completely recognized (except for occluded parts). An object speed of up to 
2 to/s was handled without problems. Additional testing showed that an object 
speed of more than 2 to/s sometimes lead to gaps in the tracked trajectories if 
the distance between objects in consecutive scans is larger than the threshold. 
Objects slower than 50 cm j sec where sometimes taken as stationary objects if 
they occupy too many overlapping cells. Anyhow the tracking system can find 
the correct correspodence for these objects. To determine the accuracy of the 
object position, we let another robot move in front of the sensor and compared 
the robots trajectory to the one provided by the tracking system and found an 
average position error of about 10 cm. The position error is caused by the fact 
that only the center of gravity of the visible part of an object is taken as the 
objects position. The magnitude of the average position error depends on the 
objects size and on the perspective. Figure 5 illustrates the result of such a test. 

In a second series of experiments we tested the motion detection and tracking 
algorithms under more difficult and realistic conditions. The environment cho- 
sen for these experiments was the waiting hall of a train station during the 
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Fig. 4. Tracking moving objects in the concourse of a railway station. 

morning rush-hour. Snapshots of the environment are shown in Fig. 3 a) - d). 
The pictures show the wheelchair which was manually steered through the test 
environment in the experiment. The sensor is mounted on the front side of the 
wheelchair and is not visible in the pictures. The number of people staying and 
moving in the waiting hall varied between 50 and 200. The average number of 
objects (not only persons) visible to the sensor per scan was 20. This includes 
moving objects as well as stationary objects. As a result of the clustering al- 
gorithm which sometimes splits objects if they have a very rough surface the 
average number of objects per scan recognized by the tracking system was 22. In 
this environment the average number of errorneous correspondences produced 



176 



E. Prassler, J. Scholz, and A. Elfes 



250 r 
200 - 
150- 
100 - 
50- 



-50 h 



-lOOh 




- 1501 -^ 

0 



I I I I I I I I I 

50 100 150 200 250 300 350 400 450 



Fig. 5. Discrepancy between real (solid) and measured (dashed) trajectory. The sensor 
position is marked with a cross. 



by the tracking system was 0.3 per scan. They were caused by situations where 
the nearest neighbors criterion was not correct. The average number of corre- 
spondences which where not found by the tracking system was 1 per scan. Most 
of them where a result of errorneous correspondences since a false association 
usually leads to one or two correct ones being missed. The rest of the missed 
correspondences was due to fast moving objects which did not satisfy the nearest 
neighbor criterion. 

The results of one of the experiments are shown in Fig. 4. The left column 
there shows a sequence of superimposed range images. Each superimposed range 
image actually consists of six subsequent plain range images. Next to each super- 
imposed range image we show in the right column the trajectories of the moving 
objects which were tracked in these six range images. Stationary objects which 
appear as bold point sets in the superimposed range images are not shown in 
the pictures on the right side. 

It should be noted that effects such as temporary occlusion of objects, cros- 
sing trajectories and alike, which we already faced in the lab experiments, occur 
far more often in the waiting hall experiment. Also, people often stopped all of a 
sudden in front of a counter or a display to study departure times, for example, 
or even in front of our wheelchair to express their sympathy with the driver 
of this strange vehicle. This explains why some tracks shown in the pictures in 
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the right column appear quite erratic while others describe more or less smooth 
straight motions. Especially because of occlusion, most of the objects could only 
be tracked for a short period of time without interuption. For moving objects the 
average time of visibility was about two seconds. Anyhow, some of the moving 
objects could be tracked for up to ten seconds. 

5 MAid’s Navigation System 

MAid has a hierarchical control architecture consisting of three levels: a basic 
control level, a tactical level and a strategic level. 

On the basic control level the motion commands calculated in the tactical 
level are provided to the vehicle’s hardware. A velocity control loop observes the 
actual values provided by the vehicle’s dead-reckoning system and adjusts the 
speed of the wheels to match with the given motion commands. 

The tracking system is a part of the tactical level, which forms the core of the 
control system. It works hand in hand with a module which computes evasive 
maneuvers. The tracking system gets the range data form the laser scanner 
and the position/orientation data from the odometry and produces a list of 
those objects, which are currently in the robots field of view. The module for 
the evasive maneuvers analyzes this list and checks for possible collisions with 
objects. For each object a so-called collision cone |S| is calculated. A collision 
cone describes a set of motion commands which would lead to a collision with 
the corresponding object. Subtracting the collision cones for all objects detected 
by the tracking system from the set of steerable motion commands results in 
a set of motion commands which do not lead to a collision. Out of this set a 
command leading as close to MAid’s goal as possible is chosen. 

Since on the tactical level MAid tries to find a collision free and as direct as 
possible path to the goal, its the responsibility of the strategic level to provide 
appropriate goal points. In the current design the selection of goal points is left 
to the user. Accordingly the strategic level is just a user interface. At a later 
point, the strategic level will be expanded by a path planner, for example, which 
will provide the tactical level with a sequence of intermediate goals. 

6 Conclusion 

We presented an approach to tracking a large number of moving objects in cro- 
wded environments, such as waiting halls in train stations, airport terminals, 
or shopping malls. The approach uses the range data provided by a 2D laser 
rangefinder. This sensor was chosen to facilitate the real-time capability of the 
tracking system. By using a laser rangefinger our approach differs from the ma- 
jority of known methods for motion detection and tracking which are based on 
visual information. 

The time-variance of an environment is captured by a sequence of tempo- 
ral maps, which we denoted as time stamp maps. A time stamp map is simple 
projection of a range image onto a two-dimensional grid, where each cell which 
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coincides with a specific range value is assigned a time stamp. The major ad- 
vantage of this representation is that it is very efficient. The assimilation of a 
range image in a 200 x 200 grid does not take more than 1.5 ms on a Pentium 
166MHz. 

Based on this representation we have further devised two very simple algo- 
rithms for motion detection and motion tracking, respectively. One complete 
cycle involving both motion detection and tracking takes 6 ms. The approach 
was successfully applied to a set of range images recorded in the waiting hall 
of a train station during the morning rush-hour. In the experiments we tracked 
between 5 and 30 moving objects at a time. 

Our approach, the underlying representation as well as the algorithms for 
motion detection and tracking, does not presuppose the existence of kinematic 
and dynamic models of purposive human locomotion. Those models are not 
available in the environments which we consider in our work. With a cycle time 
of 6 ms, however, our approach is definitely “quick” and assures the required 
real-time capability. 

Due to occlusion effects, our tracking method may temporarily loose a moving 
object. Occlusion effects, crossing tracks, or splitting of objects, however, are very 
general problems in motion tracking and not specific to our approach. 

Future work will address issues such as the integration of fast matching me- 
thods into the approach to disambiguate moving objects based on their shape. 
Also we will extend the approach by a motion prediction algorithm to cope 
with problems which are caused by occlusion or by crossing tracks but also to 
facilitate motion planning in time-varying environments. 
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Abstract We present a modular architecture for image understanding 
and active computer vision which consists of three major components: 
Sensor and actor interfaces required for data-driven active vision are 
encapsulated to hide machine-dependent parts; image segmentation is 
implemented in object-oriented programming as a hierarchy of image 
operator classes, guaranteeing simple and uniform interfaces; knowledge 
about the environment is represented either as a semantic network or 
as statistical object models or as a combination of both; the semantic 
network formalism is used to represent actions which are needed in ex- 
plorative vision. 

We apply these modules to create two application systems. The emphasis 
here is object localization and recognition in an office room: an active 
purposive camera control is applied to recover depth information and to 
focus on interesting objects; color segmentation is used to compute object 
features which are relatively insensitive to small aspect changes. Object 
hypotheses are verified by an A*-based search using the knowledge base. 



1 Introduction 

Autonomous mobile systems with visual capabilities are a great challenge for 
computer vision systems since they require skills for the solution of complex im- 
age understanding problems, such as driving a car m or exploring a scene. The 
system presented in this contribution provides mechanisms for knowledge-based 
image understanding and active computer vision. It combines and links various 
modules for low-level image processing, image segmentation, and high-level im- 
age analysis. We combine data-driven and knowledge-based techniques in such a 
way that a goal-directed exploration guided by the explicitly represented knowl- 
edge is possible. The major goal here is to explore a scene with an active camera 
device. This can also be used in autonomous mobile systems which navigate 
and act based on visual information. Such systems need an explicit representa- 
tion of actions and search strategies. A literature review in on the topic of 

This work was funded partially by the Deutsche Forschungsgemeinschaft (DEG) 
under grants number SFB 182 and SFB 603. Only the authors are responsible for 
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knowledge-based image analysis gives a comprehensive discussion of the state of 
the art. Image analysis systems have also been reported for example in 
In as well as here, semantic networks are used as a formalism for knowledge 
representation. We now use this formalism for the unified representation of ob- 
jects, scenes, actions, and strategies in order to provide flexible and exchangable 
strategies for active vision and scene exploration. 

A software system for image understanding usually has a considerable size. 
The major problem in software design of general imaging systems is that on 
the one hand highly run-time efficient code and low-level access to hardware is 
required, and that on the other hand a general and platform-independent im- 
plementation is desired which provides all data types and functions also for at 
least intermediate-level processing, such as results of segmentation. Today’s soft- 
ware engineering is closely coupled with the ideas of object-orientation which can 
help simplifying code reuse; if applied properly, it unifies interfaces and simplifies 
documentation by the hierarchical structure of classes. Genericity provides an al- 
ternative solution to software engineering problems. Both concepts are available 
in C++. Object-oriented programming has been proposed for image processing 
and computer vision by several authors, in particular for the image understand- 
ing environment HSl; this approach is mainly used to represent data. We also 
use object-oriented programming for operators, devices, and actions. 

In Sect. 0 we outline the general structure of our system and the object- 
oriented implementation. In Sect. 0 we describe some of the modules which are 
provided by the system; special emphasis is layed on the knowledge representa- 
tion for computer vision and on the extension of the semantic network formalism 
to represent strategies and actions. We apply these modules in Sect. E|to two 
problems in computer vision. 

The goal of our example application in Sect. 14. Il ls to explore an office room. 
Objects are hypothesized in the image based on their color. Their 3-D position 
is estimated from a coarse 3-D map computed from trajectories of colored points 
which are tracked during during a translational motion of the active camera. The 
objects are chosen in such a way that they cannot be distinguished by their color 
solely. Close-up views are captured and segmented into color regions. Features 
of these regions are subject to matching with the knowledge base. If objects are 
not found in the scene, the camera is moved based on action descriptions found 
in the knowledge base. 

In Sect. 14. 21 we describe a recent research project in the area of visual guided 
autonomous mobile systems. Many of the algorithms described in Sect. Eland 
Sect. 14. II are involved. First results for visual self-localization based on color 
histograms in natural office scenes are presented. 

We conclude with a summary and future directions in Sect. 0 



2 System Architectures 

The need for a flexible, knowledege-based computer vision system with real-time 
capabilities lead to “An image analysis system” (ANIMALS, mm) which 
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is implemented in C++. It provides modules for the whole range of algorithms 
from low-level sensor control up to knowledge-based analysis and actions. For 
a unified documentation and description of the numerous modules, the notation 
as introduced in m has been used. 



2.1 Data Flow for Knowledge Based Analysis 

The general problem of image analysis is to find the optimal description of 
the input image data which is appropriate to the current problem. Sometimes 
this means that the most precise description has to be found, in other cases 
a less exact result which can be computed faster will be sufficient. For active 
exploration, the goal is to fulfill the task which is described in the knowledge 
base. 

These problems can be divided into several sub-problems. After an initial 
preprocessing stage, images are usually segmented into meaningful parts. Various 
segmentation algorithms create so called segmentation objects I2nj which can be 
matched to models in a knowledge base containing expectations of the possible 
scenes in the problem domain. This is achieved best if the formalism for the 
models is similar to the structure of segmentation results, as it is the case for 
semantic networks and segmentation objects m 

An overview of the main components of our image analysis system is shown 
in Figure ^ data is captured and digitized from a camera and transformed to a 
description which may cause changes in camera parameters or tuning of segmen- 
tation parameters. Models which are collected in the knowledge base are created 
from segmentation results (in Sect. E3 or at least have similar structure (in 
Sect. Id. 61 . These models are used for the analysis. Image processing tasks are 
shown in oval boxes; data is depicted as rectangles. 

The dotted lines in Figure ^indicate that a control problem has to be solved in 
active vision or active exploration resulting in a closed loop of sensing and acting. 
Information is passed back to the lower levels of processing and to the input 
devices; this way, parameters of procedures can be changed systematically, or 
the values of the camera and lens can be modified. Changes to the parameters of 




Figure 1. Data flow in an image analysis system after 
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the image input process, selection of the appropriate algorithms, and parameter 
control for both are summarized under the term action. 

2.2 Examples of Other Software Environments 

From the variety of software systems for image processing and analysis, we choose 
two well known examples. 

A group of leading experts in image analysis joint their efforts for a common 
image understanding environment m- The system was planned as a basis for 
image processing, computer vision, and knowledge based image analysis. The 
system covers all areas of imaging with many applications; due to the many 
contributors, a variety of ideas has to be united into a hierarchy of classes. 
The design goals are: object-oriented programming with graphical interaction, 
extensibility, program exchange and a common performance evaluation platform 
for image processing. Real-time processing was explicitly excluded from the 
original goals uni p. 160]. In the present version, no classes are provided for 
devices such as cameras. This environment is applied for example in |1 8^ to the 
analysis of satellite images. 

The other widely used system is Khoros which provides a nice graphical 
user interface for image processing systems. Data structures beyond images and 
matrices are not available to the user. Therefore, knowledge-based processing 
is not integrated in the system. The interface to the large function library is 
compatible to C and does not provide object-oriented features. 

Real-time processing as well as symbolic data structures are crucial for active 
exploration. Both systems have thus to be modified or extended to be used for 
our purpose. 

2.3 Object Oriented Design for Image Analysis 

The algorithms and data structures of our system are implemented in a 
Hierarchy of Picture Processing Objects (HIPPOS, written as |26I25| '1. 

an object-oriented class library designed for image analysis which is based on 
the commonly used NIHCL C++ class library. In j^, the data interfaces were 
defined as classes for the representation of segmentation results. The segmen- 
tation object m provides a uniform interface between low-level and high-level 
processing. In PI, this system is extended to a hierarchical structure of image 
processing and analysis classes and objects (cmp. P|). Objects are the actual 
algorithms with specific parameter sets which are also objects (OperatorOpt in 
Figure El m)- Classes as implementation of algorithms are particularly useful, 
when operations require internal tables which increase their efficiency since ta- 
bles can then be easily allocated and handled. The basic structure of the class 
hierarchy for line-based image segmentation is shown in Figure El On a coarse 
level, operators for line-based segmentation can be divided into edge detection, 
line following, gap closing, and corner and vertex detection. For each process- 
ing step, which is implemented here as a class, there exists a large variety of 
choices in the literature. When the whole sequence of operations is subjected 
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Figure 2. Part of a class hierarchy for image operators from HE] in UML notation 



to optimization, either manually or automatically, it is crucial to have similar 
interfaces to exchangeable single processing steps, such as several corner detec- 
tion algorithms. This is greatly simplified by object-oriented programming and 
polymorphic interfaces as shown here. Only the type of input and output data 
has to remain fixed for such a system. This is guaranteed by the abstract classes 
directly derived from the class Operator; for example the EdgesToSegOhj defines 
the interface for the conversion of edge images to segmenation objects. 

Several segmentation algorithms are implemented in our system which op- 
erate on gray-level, range, or color images using the interfaces provided by the 
segmentation object. To give an example, the application in Sect. B~TI works on 
color images and applies a split-and-merge algorithm extended to color images. 
The result is represented as a segmentation object containing chain code objects 
for the contours of the regions. The major advantages of operator-classes for 
segmentation and image processing are threefold: 

— Algorithms can be programmed in an abstract level referencing only the 
general class of operations to be performed; extensions of the system by a new 
derived special operator will not require changes in the abstract algorithm. 

— Such an extension cannot change the interface which is fixed by the definition 
in the abstract base class. This guarantees reusable, uniform, and thus easy- 
to-use interfaces 0 In Figure El this is shown for the edge detectors (Sobel 
and ShenCastan) and for two different corner detectors (from j I ti) 1 . 

— Dynamic information about the operator which is actually used, is available. 
For example, a program may just reference a filter object; during run time 
it will be decided which concrete filter should be used. 

Of course, this is not always possible to achieve. 



1 
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In Sect. El we argue that these advantages produce no additional run-time 
overhead. Similar hierarchies as the one in Figure Eexist for filters and for region- 
based segmentation. 

2.4 Software Experiments 

Our system is compiled and tested for various hardware platforms, including 
HP (HPUX 9.07 and HPUX 10.20, 32 bit and 64 bit Versions), PC (Linux), SGI 
(IRIX 6.20), Sun (Solaris), etc. 

The NIHCL class library served as a tool for most general programming prob- 
lems, such as dictionaries, lists, and external data representation. It is available 
for all platforms listed above. STL was not available when the system was initi- 
ated but has now been used as well. 

Operator classes are invoked by virtual function calls. This overhead in com- 
parison to direct function calls is negligible, as long as the operation to be per- 
formed is non-trivial (as it is the case in the examples given). Pixel access — 
of course — may not be programmed by virtual function calls. This would slow 
down processing too much. Instead, the concept of genericity is used here (pro- 
vided by templates in C++) . Safe and efficient pixel access without any run-time 
overhead is provided as described in m- The application in Sect. l4.2l shows that 
real-time processing is possible using this approach. 



3 Modules of ANIMALS 

Various modules are provided in ANIMALS which were implemented for sev- 
eral applications. Since all segmentation algorithms use the common interface 
by segmentation objects, the compatiblity is high. This flexibility first requires 
additional effort for portable software. On the long run it reduces the effort of 
software maintenance. 



3.1 Sensors and Actors 

Due to the variability of the used hardware, several frame grabbers, cameras, 
lenses, stereo devices, etc. are connected to the system. In order not to burden 
the programs by a large number of switches, all these devices are encapsulated as 
classes. Whereas the internal implementation may be sophisticated and thereby 
provides the required performance, the user interfaces for these classes are simple 
in C++. To give an example, the stepper motor objects can all be assigned the 
desired position by the assignment operator in C++; thus, the vergence axis of 
the stereo head has the same software interface as the pan axis of a surveillance 
camera. 

Calibration of zoom lenses is a complex problem since the motors used in 
consumer cameras will not always lead to accurate postitions. For the object 
localization system in Sect. 14 . II we need the enlargement factor related to a 
given position of the zoom stepper motor. The calibration according to m is 
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Figure 3. Logarithm of local enlargement factors and estimated enlargement factors 





hard to do fully automatically, since a calibration pattern has to be chosen that 
is visible and that provides stable segmentation data for all possible focus and 
zoom settings. 

In a simple approach we investigated the enlargement for two slightly differ- 
ent zoom settings for arbitrary lines in an image which are defined by two cor- 
responding points, each. The corresponding points are found by tracking color 
points ISect. ITTni during zooming. To compute the factor from the smallest focal 
length to a given position, all intermediate results have to be multiplied. Natu- 
rally, this approach is not very stable since local errors accumulate. We took 
the logarithm of the factors and approximated these values by a regression line 
(Figure 0 (left)). The enlargement factors are computed by the exponential func- 
tion (Figure 0 (right)). This provided reasonable accuarcy in the experiments in 
Sect. 14.11 

The results of this algorithm are recorded together with the camera object. 
Persistent storage of this object records all available calibration information. 

3.2 Color 

Most algorithms in ANIMALS operate on color images as well as gray-level 
images. Color provides simple cues for object localization since it is not very 
sensitive to aspect changes. Color histograms are used in isni to form hypotheses 
for the position of an object in the two-dimensional projection in an image. A 
color image [fij]i<i<M,i<j<N is searched for an object which is characterized 
by its histogram T = in some quantization L. In addition, the 

approximate size of the object in the image is needed for the algorithm; this 
size is represented by a mask. covering the object. The function h maps a 
color vector / to an index Z = 1 . . . L in the histogram and thus permits to use 
arbitrary quantizations. The principle of the algorithm is shown in Figure^ The 
histogram H of the image is used to produce an output image B of the size of 
the input image; internally, an intermediate image A of the same dimension is 
used. 
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Given: image histogram T = [T(]/=i , of an object, 

Wanted: object position 

Compute color histogram H = [i7i](=i,..L of given image 
FOR Each bin I £ {1, . . . , L} 

Ri = min{-^, 1} (compute ratio histogram R = [Ri]i=i...l) 

FOR All positions («,j) in the image 

Aij := y where denotes the color vector at position (z,j) 

B := Dr * A, where * denotes convolution 

■■= argmax, 

Figure 4. Localization of objects by histogram backprojection according to PHI- 



Color histograms for different color spaces are again represented as classes. 
Backprojection is a method of a common base class for these histograms. This 
means that the algorithm in Figure Scan mostly be programmed as it is shown in 
the mathematical notation, which does not mention any particular color space. 



3.3 Statistical Object Recognition 

In a Bayesian framework for 3-D object recognition using 2-D images fUQi, sta- 
tistical model generation, classification, and localization is based on projected 
feature vectors O. We assume that the image [fi,j]i<i<M,i<j<N is transformed 
into a segmentation object of two-dimensional feature vectors O = {ok € 
]R^|1 < k < m} consisting of points (e.g. corners or vertices) or lines which 
can be detected by several combinations of segmentation operators from the 
class hierarchy shown in Figure |3 e.g. by the operator EdgeToSegObj . Results 
are shown in Figure 0 Model densities of 3-D objects appearing in images em- 
body three principal components: the uncertainty of segmented feature vectors, 
the dependency of features on the object’s pose, and the correspondence be- 
tween image and model features. Due to the projection of the 3-D scene to 
the 2-D image plane, the range information and the assignment between image 
and model features is lost. The statistical description of an object belonging 
to class is defined by the density p{0\B R,t), and discrete priors 
1 < K < K, ii only single objects appear, or p^D^n 1^k2) ■ • ■ j multiple 




Figure 5. Object (left) segmented to lines and vertices (center) and points (right) 
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object scenes; the priors for the occurrences of an object are estimated by their 
relative frequencies in the training samples. The parameter R denotes rotation 
and projection from the model space to the image plane; t denotes translation. 
The parameter set contains the model-specific parameters which model the 
statistical behavior of features as well as the assignment. In the special case of 
segmented point features, statistically models the accuracy and stability of 
the object points. 

Let us now assume that the parametric density of the model feature 
corresponding to is given by 10^,/^), where are the paramters for 

the density function of the feature A standard density transform results in 
the density ii, t) which characterizes the statistical behavior of the 

feature in the image plane dependent on the object’s pose parameters. 

Using the robot or a camera mounted on some actor we record a set of images 
where the parameters R and t are known from calibration. For a segmented point 
it can be tested statistically, that a Gaussian distribution adequately models the 
features. The unknown parameters of the model density can be estimated by 
a maxium likelihood estimator. For object recognition and pose estimation, the 
parameters R and t are unknown as well and have to be estimated. Optimization 
classes (Sect. 1,8.811 were developed for this application ng. 

Experimental evaluations compared standard methods for pose estimation 
with the introduced statistical approach. The statistical pose estimation al- 
gorithm requires 80 sec. using global optimization; to compare, the alignment 
method HZj needs 70 sec. in average on an HP 735. On a smaller sample of 49 
images, the correct pose is computed for 45 images with the statistical approach; 
the alignment method failed for 11 images. In a test based on 1600 randomly 
chosen views of objects, the recognition rates for the statistical approach were 
in the range of 95% for 2-D recognition. 

In another approach we recognize objects directly by appearance-based 
statistical models of the image data. The approach can handle gray-level, color, 
and depth images as well as combinations of them. 

3.4 Point Tracking 

The basic idea in is to select those points in a sequence of gray-level im- 
ages, which exhibit features for stable tracking. Thereby the two questions which 
were formerly posed independently, are now combined to one problem: the ques- 
tion which points to select and how to track. The method minimizes a residue 
defined for a given window by approximating the image function with the spatio- 
temporal gradient in the Taylor expansion. By applying this method iteratively, 
the displacement is determined in sub-pixel accuracy. 

We extended this differential method defined for real-valued image functions 
to vector- valued ones by substituting the gradient by the Jacobian matrix. An- 
other extension to the original method is to restrict the search space of correspon- 
denced only to an orientation assuming pure translational camera movement. In 
this case the Jacobin matrix is substituted by the directional derivative for the 
orientation vector of the epipolar line; this line links each pixel to the epipole. 
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For both extensions the criterion for tracking has been adapted. The use 
of color values shows, that more points can be selected and the tracking is 
more stable. In the case of restricted search space, the criterion results in a 
large gradient in the search direction. Therefore a huge number of points can 
be selected. We found that better and more robust tracking is possible in RGB 
than in an perceptually motivated color space or in gray-level image sequences; 
the number of points lost during tracking in RGB is more then 20% smaller 
than for gray-level images PJ . 

3.5 3 D Reconstruction 

The module in Sect. can be used to recover 3-D information. A camera 
mounted on a linear sledge is moved horizontally to record a sequence of images. 
Since points are tracked, no such correspondence problem as in stereo vision has 
to be solved explicitly. Instead, the regression line through the trajectory of a 
point determines its disparity. The regression error can be used as a measure 
for the certainty of the disparity value. The reliability of the range value is 
proportional to the disparity multiplied by the reliability of the disparity. The 
algorithm accepts an abstract point tracking operator (object), i.e., the same 
algorithm can be used for gray-level as well as color images. 



3.6 Knowledge Base 

In Sect. ^3 we represented single objects by model densities. Alternatively, struc- 
tural knowledge about scenes, object, as well as actions and strategies can be 
represented in a semantic network. Semantic networks have been applied suc- 
cessfully e.g. in |2ll22l24| to pattern analysis problems. They provide an intu- 
itive formalism for the representation of objects and facts which are required for 
computer vision. Our goal is to continue the work on knowledge representation 
concerning the semantic network formalism ERNEST mM by the integration 
of camera actions into the knowledge base. We also re-use the existing con- 
trol algorithms for the semantic network. Alternative solutions for the explicit 
representation of actions are e.g. and-or trees m or Bayesian networks m- 
Using the notation and structure defined in rmm . a semantic network is 
a directed acyclic graph consisting of nodes and labeled edges. The nodes are 
concepts composed of attributes. They are used for the representation of objects 
and camera actions. The edges denote specialization which implies inheritance 
of attributes, part-of relations, and the concrete link which links entities of a 
different level of abstraction. Since image processing is never exact, all entities in 
the semantic network have an attached judgment which measures the degree of 
certainty. The judgment values are used to guide an A* graph search algorithm. 
The expansion of nodes in the search tree during analysis follows six inference 
rules P3, i.e. the control works independently of judgment functions and of the 
particular semantic network used in an application. Alternative possibilities for 
control strategies such as Markov decision processes are discussed in H2!; we also 
provide a second control algorithm called “parallel iterative control” na. 
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Computer vision can be seen as an optimization problem which searches for 
the best match of segmentation data to the objects in the knowledge base and 
chooses optimal camera actions. A state search by A* thus is appropriate to 
solve this problem. 

Figure 1^ shows a typical semantic network. The lower part of the network con- 
tains objects which are used in the application in Sect. EH The gray-shaded ovals 
represent different camera actions where each competing action (direct_search for 
a search without intermediate object m, punch_besides_gluestick for a search for 
a punch using the intermediate object glue stick, . . . ) is linked to the concept 
explOfficeScene by competing part links; the control resolves these alternatives 
which are collected in so-called sets of modality (see | 22 ] for details), i.e. for each 
alternative a new node in the search tree is generated during analysis. Concrete 
links relate the camera actions such as e.g. direct-search to the knowledge on 
objects. An instantiation of the concept direct_search calculates a new value for 
the attribute “pan position”. The same holds for punch_besides_gluestick. Both 
instances have associated judgments, which are now used by the control in com- 
bination with the judgments of the scene knowledge to select the next search 
tree node for expansion. A subsequent instantiation of explOfficeScene using the 
higher judged camera action yields a camera movement to the position stored in 
the pan attribute. After this movement, new instances for the concepts represent- 
ing the scene knowledge (colorRegion, punch . . . ) are generated. If the judgments 
of these concepts get worse, the search tree node which contains the instance 
of the other camera movement becomes the node with the highest judgment in 
the search tree. Therefore this node is selected by the control for expansion, 
which causes a second instantiation of the concept explOfficeScene. During this 
instantiation the other camera movement is performed. 

The implementation, naturally, provides classes for all major items in the 
semantic network. A formal language definition is used to generate a parser 
and code generator which creates C++ code from the knowledge-base definition. 
Two control strategies can be tested on only one (unchanged) knowledge base 
definition. The classes involved here are an abstraction of the analysis procedure 
which is seen as a sequence of analysis states. 

3.7 Active Contours and Active Rays 

A simple and thereby powerful method for fast object detection and tracking 
is based on active contours or snakes |2D1. A number of control points has to 
be chosen which define a parametric curve around an object. From an initial 
estimate, an energy minimization process contracts the contour to the object. To 
track moving objects, this step is repeated over time, in combination with some 
prediction mechanism to introduce some coherence of the contour movement in 
time 0- 

In jll/j we proposed the notion of active rays which can also be used for 
the description of an object’s contour; this reduces the 2-D contour extraction 
problem of active contours to a 1-D one. In this case, rays are cast in certain 
directions from an initial reference point inside the contour. The image is sampled 
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Figure 6. Combined representation of actions and objects in a knowledge base 



along each ray. The contour points are now located in 1-D signals, i.e. the 
sampled image date on each ray. Similar to active contours, an internal and 
external energy is defined. The contour is extraced by minimizing the sum of 
these energies. In contrast to active contours, the energy minimization now takes 
place only along 1-D rays to attract points on each ray to the estimated object 
contour. The coherence in space of the contour is forced by the internal energy. 
Both ideas, active contours and active rays, are naturally represented as classes 
and share many lines of code. 

Compared to active contours, there are several advantages of active rays for 
real-time applications: first, due to the representation of the contour points, pa- 
rameterized by an angle defining the direction of each ray, neither any crossing 
can occur in the contour nor the contour points can move along the contour of 
the objects. Thus, prediction steps can be robustly applied. Second, an any-time 
algorithm can be defined which allows for an iterative refinement of the contour 
depending on the time which is available for each image. This is an important 
aspect for real-time applications. Third, textural features can be efficiently de- 
fined on 1-D signals, to locate changes in the gray-value statistics, identifying 
borders between two textured areas. This is a computational expensive task for 
active contours due to the independent search in the 2-D image plane Fi- 
nally, an efficient combination with a 3-D prediction step is possible by using a 
similar radial representation of 3-D objects |H] 

A complete object tracking system, called COBOLT (contour based local- 
ization and tracking, | 7 ]) has been implemented in the ANIMALS framework 
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to evaluate the new approach in the area of real-time pedestrian tracking in 
natural scenes 0. A pan-tilt camera is looking on a place in front of our insti- 
tute. A motion detecion module detects moving objects and computes the initial 
reference point for active rays. The tracking module computes for each image 
the center of gravity of the moving pedestrian by using active rays and changes 
the settings of the axes as described in Sect. EH to keep the moving object in 
the center of the image. In five hours of experiments under different weather 
conditions, in 70% of the time tracking was successful. On an SGI Onyx with 
two RIOOOO processors, 25 images per second could be evaluated in the complete 
system which summarizes the image grabbing, tracking and camera movement. 
For contour extraction alone using 360 contour points, approximately 7 msec, 
are needed per image. 

3.8 Optimization 

The solutions of the optimization problems outlined in Sect. 12.11 Sect. 13. 31 and 
Sect. [^3 require that several strategies for optimization are evaluated. The re- 
sults of the individual algorithms, the sequence of the operations, and the setting 
of the camera parameters, each is included in the optimization process. 

Probabilistic optimization routines which allow practically efficient solutions 
for object recognition are discussed in m- Again, a class hierarchy for optimiza- 
tion strategies similar to the operator hierarchy above simplifies the experiments. 

The basic idea of the implementation is to program the algorithms inde- 
pendently from the function which is to be optimized. An abstract base for all 
optimization strategies has an internal variable which is the function to be op- 
timized; the class provides a method for minimization or maximization to all 
derived classes. 

All optimization algorithms can be divided into global and local procedures; 
additional information may be present such as e.g. the gradient of the function 
which yields another class in the hierarchy. Procedures which use the function 
directly are e.g. the combinatorial optimization, the simplex algorithm, or the 
continuous variant of the simulated annealing algorithm. The gradient vector can 
be used for the optimization of first order. Examples are the iterative algorithms 
implemented in m, the algorithm of Fletcher und Powell, and the well known 
Newton-Raphson iteration. The interface to the optimization classes simply 
accepts vector objects of real numbers and does not impose any other constraints 
on the parameters other than an interval in the case of global optimization. The 
computation times measured in m for the optimization classes were around one 
minute for 10000 calls to the function to be optimized. 

4 Examples and Applications 

4.1 Active Object Recognition 



The goal of our major example in the context of this article is to show that a 
selection of the modules presented in Sect. Olcan be combined to build a system 
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that locates objects in an office room. In m colored objects are located without 
prior knowledge; the image is partitioned and searched in a resolution hierarchy. 
The system here actively moves the camera and changes the parameters of the 
lens to create high resolution detail views. Camera actions as well as top-level 
knowledge are explicitely represented in a semantic network; the control algo- 
rithm of the semantic network used to guide the search is independent of the 
camera control. Knowledge on objects is represented in nn by a hierarchical 
graph which could as well be formulated as a semantic network; the viewpoint 
control described there is part of the control algorithm for evaluating the graph. 
In contrast, uses Bayesian networks to represent scenes and objects. Evi- 
dence gathered during analysis determines the next action to be performed which 
can be either a camera action or a new segmentation. 

Real-world objects (e.g. a tape roller Figure El a glue stick and a punch 
Figure Cl right) are used in our experiments. The objects occupy only few pixels 
in the wide-angle views captured initially (Figure 0 left); they are presented 
to the system first isolated from the background; their color histogram for the 
current lighting is recorded. The approximate size of the object is stored in the 
semantic network manually in advance. This simple object model is sufficient 
to discriminate the objects in this example. The formalism used as well as the 
control structure allows for arbitrary other object models, such as for example 
aspects as applied in CD; such a model will be simple for the object Figure 0 
(left) but will be complex in the case of objects such as the punch in Figure 0 
(right). Hypotheses for object locations in the scene are generated based on color 
using the algorithm outlined in Sect. 1,3.21 Results are shown below in Figure0for 
the object from Figure 0 An evalutation of six color normalization algorithms 
in 0 on 20 objects including those in Figure 0 and Figure 0 (right) revealed 
that the choice of the best color normalization algorithm with respect to object 
localization depends on the particular object. In most cases, UV histograms 
performed better than RGB. 

The pan-tilt unit mounted on the linear sledge is moved to estimate 3-D 
information using the ideas outlined in Sect. 13.51 we compute a set of scattered 
3-D points. The focal length is known from calibration ISect. mil . A result is 
shown in Figure 0 neither the accuracy nor the number of points is sufficient to 
estimate 3-D surfaces of the objects. 

The subsequent goal now is to fovealize each object hypothesis and to ge- 
nerate close-up views. This is required since for the object’s size in the overview 
image no stable features based on segmented regions can be detected. Figure 0 
shows an overview of the scene captured with minimal focal length. Figure 0 
shows three hypotheses in the close-up view. First, the pan-tilt unit is rotated 
such that the optical axis of the zoom lens points to the hypothesized object 
position estimated from the backprojection. From the 3-D information and the 
approximate size stored in the knowledge-base we can now estimate the zoom 
position which is appropriate for a close-up view of the object. In Ha p. 45] 
three methods are listed to do fovealization technically. The method above using 
a pan-tilt device on a linear sledge adds a new fourth method to this list. 
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Figure 7. Scene overview and hypotheses for objects 
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Figure 8. Two projections of 3-D points for Figure 9. Backprojection of red ob- 
Figure0 ject 



The segmentation of color regions on the detail view of the scene now uses 
the color segmentation mentioned in Sect. f/!.3l and passes these regions to the 
knowledge-based analysis module; they are collected in a segmentation object 
attributed by the focal length, distance to the camera, and reliability of the 
depth value. Results are shown in Figure 1711 

The goal of the module for object verification is to find an optimal match 
of segmented regions in the color close-up views and the gray ovals in Figure El 
The search is directed by the judgment of the concept ofFiceScene which is the 
goal concept for the subgraph of gray ovals in Figure El For the computation 
we use the attributes, relations, and their judgments in the parts and concrete 
concepts. In the concept colorRegion we use the Euclidian distance of the mean 
color vector to a prototype of the color red which is determined by the mean of a 
histogram, previously. The color space is the intensity-normalized RGB-space. 

The similarity of regions for the concepts punch, adhesive_Tape, and gluestick 
is computed by the attributes height and width of the objects and thus — in the 
current implementation — depends on the aspect. An extension is envisaged in 
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Figure 10. Segmentation of object hypotheses; shown in Figured (right). 



combination with the project in Sect. E3 The actual scale is determined by the 
3-D information computed in Sect. 13.51 

For the search during matching of the regions we use an A* control for 
the graph search which computes an instantiation path through the network. 
The concepts are then instantiated bottom-up in the order determined by the 
path. This means, that no restrictions are propagated during the analysis. The 
judgment of the nodes in the search tree is equal to the judgment of the goal 
concept; all judgments of non-instantiated parts are set to one as long as the 
goal concept is not reached, in order to guarantee an optimistic estimate. The 
computation of the judgment is deferred to computations of judgments for con- 
cepts which in turn use their attributes. The similiarity measure for color regions 
influencing the judgment is part of the task specific knowledge and can thus be 
exchanged easily. 

In 17 experiments for evaluation of this application we used the punch, glue 
stick and two tape rollers of identical shape but different size; thus object identi- 
fication based only on color was not possible. The data driven hypotheses located 
77 of 97 objects correctly. To restrict the size of the search tree to 300-600 nodes, 
we presently use a heuristic judgment function which weights regions of the ob- 
ject’s color higher than regions of other colors. The rate of correct verifications 
of the hypotheses is around 70%. This figure includes the frequent confusions of 
stapler with the large tape. If we leave this object out, the recognition rate is 
around 80%. The total time for processing is around 2 min. for one scene on an 
SGI 02 (RIOOOO, 195 MHz). Large parts of this time are spent for the color seg- 
mentation, backprojection, and waiting for the camera to reach a stable position. 
The convolution in Figure 0 was replaced by a 21 x 21 median filter to obtain 
good local maxima which needs several seconds per image to be computed. 

4.2 Autonomous Mobile Systems 

Autonomous mobile systems ideally can be used to integrate different aspects 
of computer vision into one common application. In the project DIROKOL0 a 
service robot will supply employees in hospitals by so-called fetch and carry ser- 
vices. The system is equipped with a couple of classical robotic sensors (sonar, 

^ The project is funded by the Bavarian Research Foundation (Bayerische Forschungss- 
tiftung). 
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Figure 11. Left: Sample landmark defintion. Right: Confusion matrix of the positions 
during a movement through our lab showing the quality of self-localization. Dark areas 
indicate high correspondence between two positions. Bars indicate turning points. 



infrared, etc.), a four finger hand 0 mounted on a robot arm, and with a stereo 
camera system for visual navigation, object recognition and active knowledge- 
based scene exploration. Similar to the application described in Sect. H.ll sema.n- 
tic networks are used. The complexity of dynamic scenes in autonomous mobile 
systems applications makes it necessary, to apply probabilistic knowledge rep- 
resentation schemes (Markov models, dynamic Bayesian networks) as well. For 
these approaches it is more natural, to acquire knowledge during a training step 
automatically. The goal for the future is, to combine the classical approach of 
semantic networks with probabilistic representation schemes to have both, a 
hard-wired explicit knowledge base and an adjustable, trainable part, especially 
for the active components in an active vision system. 

Actual work on probabilistic methods in this context has been performed on 
automatic natural landmark definition and localization with application to vi- 
sual self-localization based on stochastic sampling ^0|- The landmark definition 
is based on color histograms ISect. rO) which has been extended to contain ad- 
ditional information on the distribution of the pixels position of a certain color 
bin as in The extented color histogram is implemented by re-using code 
of the classical histogram by deriving a new class with additional information 
about the distribution in the image plane of pixel falling into a certain histogram 
bin. 

The experiments have shown, that on average 4.2 landmarks (variance: 11.19) 
have been automatically defined for each position (see Figure^J left). With these 
landmarks self-localization by a stochastic sampling have been evaluated. The 
computation time for landmarks definition and self-localization is 230 msec, and 
14 msec, for 100 samples, respectively. In Figure right, results are shown by 
using a confusion matrix of the positions in our laboratory. As expected, the di- 
agonal of the matrix has many entries, indicating a good self-localization ability. 
Also, similar positions seen during the movement are recognized (dark entries 
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on certain side diagonal elements) . It is worth noting, that these results are only 
based on color histograms without any 3D knowledge or other active sensors. 
Actually neither dependencies between landmarks seen at a certain position nor 
context in time is taken into account. This is done in our actual work. 

5 Conclusion and Future Work 

Most knowledge-based systems in computer vision represent only objects or 
scenes in the knowledge base. Here, an approach to represent actions and strate- 
gies in the same formalism was presented. This will be most important in active 
vision and for autonomous systems. 

We described our system architecture for active image understanding which 
is implemented in an object-oriented fashion. Classes and objects encapsulate 
data, devices, and operators as well as the knowledge base. The applications 
presented make use of a subset of the modules and prove that the approach is 
feasible for knowledge-based analysis as well as real-time processing. We ar- 
gued that this programming paradigm simplifies solving image analysis tasks. 
Object-oriented programming is preferred to genericity for hierarchies of oper- 
ator classes; assuming that the task of an operator is not trivial, the overhead 
imposed by this implementation scheme is negligible. Genericity is used for reg- 
ular data structures such as for pixel access in image matrices. 

In our application for active object recognition and scene exploration, we 
used a knowledge base represented as a semantic network of camera actions 
and object models. In our application for autonomous mobile systems, color was 
used for landmark detection as a first stage of knowledge-based navigation and 
operation. Both applications share various modules for image processing and 
analysis. 

More modules exist in our system which can be combined with the systems 
described in Sect. 0 To give an example, one of the color normalization al- 
gorithms described in jO] will be selected for each object in the application in 
Sect. 14 . 1 1 this selection will be annotated to the object in the knowledge base. 
Moving objects in an object room will be tracked using the methods of Sect. 1,'t.Yl 
after they have been localized. An integration of statistical models (Sect. El 
and semantic networks (Sect. EHHnEZI) will be used for holistic object recogni- 
tion as in m These models are invariant of the aspect. To apply our appearance 
based statistical method (Sect. E1E3), a fixed size of the object within the im- 
age is required. Therefore, we need exact knowledge about depth to zoom to 
the appropriate size. The changing perspective distortions at different object 
distances are neglected. 
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Abstract. This paper describes experience we have gained in using pro- 
gram supervision techniques for integration and control of image proces- 
sing programs. The role of these knowledge- based techniques is to handle 
high level knowledge about the use of programs together with their effec- 
tive execution and control. First, the main concepts of program supervi- 
sion techniques are introduced. Then we present three major classes of 
application domains where we have applied program supervision tech- 
niques: road obstacle detection, medical imaging and astronomy. From 
these experiments, we conclude that program supervision techniques are 
good candidates to perform a semantical integration of image processing 
programs. These techniques are independent of any particular applica- 
tion domain or image processing programs. We propose a general archi- 
tecture for such systems, which can be slightly tuned for specific purpo- 
ses. For code designers, semantical integration implies to think from the 
beginning about how their image processing programs can be integrated 
and controlled. 



1 Introduction 

We are interested in knowledge-based techniques for integration and control of 
image processing programs, called program supervision. The role of program 
supervision is to select programs in an existing library, to run them for parti- 
cular input data and to eventually control the quality of their results. Various 
knowledge-based systems have been developed for this purpose in the domain of 
image processing. We first present our motivations and objectives, then we define 
more precisely what program supervision is and its importance in vision appli- 
cations. The heart of the paper describes some prototype applications we have 
developed for image processing problems. We present three major classes of ap- 
plication domains where we have applied program supervision techniques: road 
obstacle detection, medical imaging and astronomy. Then, an architecture for 
program supervision systems and a platform for developing them are presented. 
We finally conclude that program supervision techniques are adapted to seman- 
tical integration of various image processing programs for different applications, 
at the price of a minimal effort from the beginning of the code design. 



H.I. Christensen (Ed.): ICVS’99, LNCS 1542, pp. 200— 1999. 
(c) Springer- Verlag Berlin Heidelberg 1999 
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2 Motivation 

The field of image processing has produced a large number of powerful programs 
and many different program libraries have been developed. In such libraries the 
individual programs are integrated from a low-level point of view. But no sup- 
port is provided to users who need to solve practical image processing problems. 
Every end-user cannot have a deep understanding of program semantics and 
syntax. Inexperienced ones may only have a basic understanding of the field 
of image processing and its terminology. On the other hand, programs imple- 
ment more and more complex functionalities and their use is equally difficult. If 
it is too demanding for an end-user to catch the complexity of new programs, 
these programs will never be widely applied. Our objective is to help users in 
application fields manage image processing techniques that are needed for their 
applications. From the analysis of the task of an image processing expert who 
processes data using a set of programs, we have derived knowledge models rela- 
ted to this task. Based on these models, we propose to support users of image 
processing libraries, by providing a knowledge-based system for program super- 
vision that takes in charge the management of the library use, freeing the user 
of doing it manually. This aid can range from an advisory guide up to fully auto- 
matic program monitoring systems. The basic idea is to automate the choice and 
execution of programs from a library to accomplish a user’s processing objec- 
tive. This is done by encapsulating the knowledge of program use in a knowledge 
base and by emulating the strategy of an expert in the use of the programs. We 
can summarize our motivation by saying that we are interested in a semantical 
integration of programs which can also take in charge the control of the quality 
of their execution. 

3 Program Supervision 

Program Supervision aims at facilitating the (re) configuration of data proces- 
sing programs. Such a configuration may involve the chaining of many different 
programs. It is to note that the program codes usually pre-exist (in a library, 
for example) and the goal is not to optimize the program themselves, but their 
use. A program supervision knowledge-based system helps a non-specialist user 
apply programs in different situations as shown in figure E It is composed of a 
program supervision engine and a knowledge base. 

The role of the program supervision engine is to exploit knowledge about 
programs in order to produce a plan of programs, that achieves the user’s goal. 
It emulates the strategy of an expert in the use of programs. The final plan 
that produces satisfactory outputs is usually not straightforward, it often re- 
sults from several trials and errors. The reasoning engine explores the different 
possibilities and computes the best one, with respect to expert criteria, available 
in the knowledge base. The reasoning of a program supervision system consists 
of different phases, that can be completely or only partly automated: planning 
and execution of programs, evaluation of the results, and repair. 
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Fig. 1. A knowledge-based program supervision system helps a user (re)use a set of 
programs for solving a request on input data X to obtain output data O, as the result 
of the execution of a plan of programs. It is composed of a program supervision engine 
and a knowledge base. 



The knowledge base contains operators which are representations of programs 
(with descriptions of their data and parameters) and of typical combinations of 
programs, as well as criteria to guide the reasoning process. There are two ty- 
pes of operators: primitive and complex ones. A primitive operator represents a 
particular program and a complex operator represents a particular combination 
of programs. Program combinations correspond to decompositions into more 
concrete programs, at different levels of abstraction, either by specialization (al- 
ternatives) or composition (sequences, parallel, loops, etc.). Moreover, abstract 
processing functionalities are represented by goals. Various criteria, implemen- 
ted by rules, play an important role during the reasoning, e.g. to choose between 
different alternatives {choice criteria), to tune program execution {initialization 
criteria), to diagnose the quality of the results {evaluation criteria) and to repair 
a bad execution {adjustment and repair criteria). The contents of the knowledge 
base should be sufficient for the engine to select the programs, to initialize their 
parameters, to manage non trivial data-flow and to combine the programs to 
produce a satisfactory plan of programs, depending on the input data and user’s 
request. 

Program supervision is a research domain with an increasing number of work 
coming from many applicative and technical domains mi- These research activi- 
ties are often motivated by a particular application domain (as image processing, 
signal processing or scientific computing). On the contrary to knowledge-based 
systems for image interpretation which have been studied for about 20 years, 
knowledge-based systems for image processing program supervision are more 
recent. In Japan, numerous teams, belonging both to the research and to the in- 
dustrial sector, have spent an important effort to this problem (see im, m and 
m)- In Europe work has been developed either as research on general tools (as 
OCAPI 0) or as industrial tools for a particular application (as the VIDIMUS 
Esprit project 0). In the United States early work has been done by Johnston 
0 and by Bailey 0. Recently 0 and 0 have used planning techniques for 
composing image analysis processes. 
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4 Prototype Applications 

This section shows examples of program supervision systems for image processing 
in very different application domains. 

4.1 Road Obstacle Detection 

In the framework of the European Eureka project PROMETHEUS we have 
done two different experiments using our program supervision techniques for 
road image analysis. 

Stereovision-Based Road Obstacle Detection The first example concerns a 
module performing the detection of objects (such as road, cars, and posts) in road 
scenes and urban scenes using stereovision data. This module is difficult to use 
due to the existence of a lot of technical parameters to tune. The data come from 
two cameras fixed on the top of a moving car. A pyramidal stereovision algorithm 
based on contour chain points nn is used to reconstruct the 3D environment in 
front of the vehicle. Obstacles are detected using 3D as well as 2D information. 
Integration of the knowledge on the use of this module is needed for robustness, 
and above all to manage the great variety of the scenes. This integration has 
been done through a knowledge base, named Promethee. More precisely, a 
lot of contextual values in the scenes may vary. The luminosity depends on the 
weather conditions and on the moment in the day, the complexity of the scene 
depends on the number of objects in front of the car, and the velocity of objects 
depends on the location of the scene: highway, countryside road or urban street. 
Due to this variety, it is not possible to fix once and for all the values of the 
different parameters involved in the processing. 

The initial request is the processing of a particular pair of images (taken by 
two cameras) for object detection. Figure |3 shows an example of such images in 
the case of an urban scene. First, a 3D reconstruction of the scene is made using 
a pyramidal stereovision process. Then the 3D reconstruction, together with 2D 
information (the straight line segments), are used to detect the road, the cars, 
and the posts. The detected cars are shown in figure 0 

The user needs to take numerous decisions to manage the usage of these 
programs. A full processing chain contains about 15 different programs to run. 
Some programs are run several times with different input data; it is the case for 
instance for the primitive extraction which is made both on left and right images 
and for different image resolutions. The complete processing contains about 70 
program executions. For some steps there are different alternative methods the 
user can select; for instance there are two different matching techniques each one 
having several implementations with slight differences. There are a total of 54 
values to set to initialize numerical parameters. Among these values several are 
correlated and there are numerous sensitive parameters. 

We have developed a knowledge base to express the knowledge of the usage 
of these programs. This knowledge base works with the OCAPI [Hj engine. Here 
follow some examples of goals, operators and criteria in this base. 
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Fig. 2. Stereo images corresponding to an urban scene 




Fig. 3. Detected cars in an urban scene 



Goals and Operators The knowledge base contains several goals, e.g.: object- 
detection, pyramidal- stereovision, primitive- extraction, stereo -matching, contour- 
detection, 2D- 3D- cooperation. For instance, the goal stereo-matching correspon- 
ding to the actual matching of two images (as part of the pyramidal stereovision 
process) has 6 input arguments (three pairs of images, with respectively the con- 
tour chains, the gradients, and the gradient orientations). The output arguments 
are an image containing the matched primitives (3D information), and an image 
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containing disparity information. Four choice criteria and one evaluation rule 
are attached to this goal. 

Several primitive and complex operators have also been defined in the know- 
ledge base: each of them corresponds to a particular abstract goal. The operator 
O- detect- objects is an example of a complex operator. It corresponds to the goal 
object- detection. It is decomposed into several substeps: first pyramidal stereovi- 
sion, then a polygonal approximation and finally an object detection using both 
2D and 3D information. An example of a primitive operator is the operator O- 
meygret-stereo-match that corresponds to the goal stereo-matching. Besides the 
input and output arguments of its corresponding goal, it also has some additional 
parameter arguments: two threshold values, respectively on the magnitude and 
the orientation of the gradient. This operator also contains three initialization 
criteria and three adjustment criteria. 

Criteria The criteria, expressed as production rules, often use information stored 
in the knowledge base describing the context of use, e.g. information about the 
physical environment: the type of camera used, the distance from the camera 
to the front of the car, and whether there is motion or not (motion of the 
cameras and/or motion of the objects). Some other information concerns the 
user constraints such as the level of detail that must be extracted from the 
image (compared to the amount of information in the scene), the desired stereo 
matching adaptability and quality, or if the processing has to be performed 
automatically (without possibility of asking a human user to validate the results) 
or in an interactive way. 

~ Choice criteria contain knowledge on how to select the pertinent operator 
according to the context of use and to operator characteristics, when several 
operators are available to solve the same goal. For instance, several operators 
are available to satisfy the goal pyramidal- stereovision. Among them the two 
operators 0-stereo-pyrl and 0-stereo-pyr2 perform stereovision using a py- 
ramidal technique and are based on contour chain points. The first operator 
directly implements this algorithm, while the second one first separates the 
two interlaced acquisition frames by sampling the lines. The second operator 
is thus well-adapted when motion is present and when two consecutive lines 
are not taken consecutively, but at time t and t-\-T/2 (if t is the time, and 
T is the acquisition period) . The rule presented below, attached to the goal 
pyramidal-stereovision, implements such a choice criterion, 
if context.motion == present 

then use-operator-with-characteristic with-sampling-for-motion 

comment “only 1 of the 2 interlaced frames if motion” 

~ Evaluation criteria are most of the time very difficult to express to assess 
the results of low level goals (like thresholding) since, for example, results 
are matrices of pixels. But for higher level goals which produce descriptions 
or object interpretations as results, they are easier to express for experts. 
For example, the intermediate-level goal stereo-matching produces as output 
matched pairs of primitives which can be counted and compared to a required 
value. Here follows an automatic evaluation rule of the goal stereo-matching: 
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if xyz. primitives. number < (imchains. primitives. number) / 3 

then assess number-primitives insufficient 
comment ’’insufficient matched pairs” 

This rule tests the ratio between the number of matched primitives (stored in 
the data description of the image input data xyz of the goal stereo-matching) 
and the number of input primitives (stored in the data description of the 
argument imchains). If this ratio is below the value of 1/3 the rule qualifies 
the number of matched pairs of primitives as insufficient. Once this problem 
is diagnosed, it can be repaired later. 

— Initialization criteria are used to set the parameters of an operator, the va- 
lue of which depends strongly on the context. For instance, the operator 
0-thres-hysteresis which performs a thresholding by hysteresis (as part of 
the primitive extraction process) needs the initialization of two input para- 
meters: a high threshold and a low threshold. These thresholds are defined as 
numerical parameters. The initialization of these values is usually performed 
in two reasoning phases. In a first phase only symbolical information is used. 
For example if the user only wants few details to be extracted, the threshold 
should be high, as shown in the rule: 

if context.user-constraints. details == few 

then threshold := high 

comment “few details implies high threshold” 

In a second reasoning phase the symbolical values are translated to concrete 
numbers, as in the rule: 

if threshold == average 

then heuristic-value := 25 

comment “average threshold implies 25 as heuristic value” 

This second phase of translation into numbers can be done by selecting 
a static heuristic value (as shown in the previous rule) or by dynamically 
computing a value using a calculation method (e.g. probability calculations 
based on the image histogram). 

— When an operator fails because the results are not satisfactory, adjustment 
criteria provide knowledge on how to modify its parameters w.r.t. the type 
of the failure. For example, we have seen that the evaluation of the goal 
stereo-matching can assess that the number of matched pairs of primitives 
is insufficient; in such a case, it is possible to adjust the input parameters of 
the corresponding operator 0-meygret- stereo -match which are a threshold on 
the magnitude of the gradient (thr-m), and a threshold on the orientation of 
the gradient (thr-o). Below, we show two adjustment rules for this operator. 
The first one states that the adjustment method for the parameter (thr-o) 
is a technique by percentage: 

if 

then adjust-by percentage thr-o, 
adjustment-step thr-o :=0 .3 

The second rule states that if the number of matched pairs of primitives is 
insufficient, the two parameters (thr-m) and (thr-o) have to be increased: 
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if assessed? number-primitives insufficient 
then increase thr-m, 
increase thr-o 

The Promethee knowledge base m contains the representations of 24 pro- 
grams and 15 combinations of programs. There are 120 criteria among which 
64 parameter initializations, 15 choices between operators, 20 result evaluations, 
and 21 parameters adjustments. Thanks to this knowledge base, all numerical 
parameters are automatically set. Moreover, all decisions for method selection 
are fully automated. In the same way all repairs are automatic: they are achieved 
by adjustment of numerical parameters. The image processing module is general 
and can be applied to very different images corresponding to various application 
domains. Two types of problems are automatically detected: a bad primitive 
extraction and a bad matching. Two other types of thresholding problems can 
be detected interactively. 

Real-Time Road obstacle Detection After this positive experiment, we de- 
cided to use these techniques to facilitate the integration and control of various 
image processing programs which have been developed by three external labo- 
ratories within the framework of the Eureka European Prometheus project. 
Thus, a real-time program supervision system, named Planete has been 
embarked on a demonstrator vehicle for traffic safety m- It managed the use of a 
3-D obstacle detector using telemetry of a mathematical morphology-based 
obstacle detector |2|, and of a motion segmenter |2j. The aim was to provide a 
system for driving assistance (or copilot) to help the driver in detecting obstacles 
(cars, pedestrians, etc.) in realistic traffic situations. The demonstration vehicle 
was equipped with several sensors: 5 CCD cameras, I linear stereo camera pair 
and one telemetry-camera combination, in addition to a number of propriocep- 
tive sensors. The copilot was an intelligent real-time system which processed the 
information flowing into it from the sensors, used this information to interpret 
the traffic situation in the vicinity of the vehicle, and communicated its analysis 
to the driver by means of several interfaces. The total duration of such a cycle 
was 200ms. In such a real-time real-life application the task of a program super- 
vision system is made more difficult by the stringent requirements of efficiency 
and speed, and by limited computational (hardware and software) resources. 
The copilot was composed of a situation interpreter, a data manager, and the 
real-time program supervision system Planete (see figure EJ- 

The high-level analysis of the traffic scene was done by the situation interpre- 
ter, that emitted a request. This request, expressed in terms of zones, obstacles, 
etc., was then translated by Planete into a series of low-level commands — 
expressed in terms of sensors, program names, data flow, etc. — to the perception 
programs. The results of the processing done by these programs were then com- 
municated via the data manager to the situation interpreter for further analysis. 
The role of Planete was to make the perceptual processing optimal in the sense 
of efficiency, timeliness and responsiveness to the rapidly- varying informational 
requirements of the copilot. Planete supervised the running of perception pro- 
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Fig. 4. The copilot architecture. 



grams (selection of programs, setting of parameters, etc.) on the one hand, and 
the efficient management of the computational resources on the other. The pro- 
totype vehicle was designed to detect obstacles in different traffic scenarios, such 
as driving on a city street, crossing an intersection or driving on a highway. 

The Planete program supervision system succeeded in being fully auto- 
mated. It was able to manage different types of events: switching from normal 
driving to overtaking (in that case detection of possible obstacles in the left lane 
and the status of the blinkers of possible cars in the rear was checked), arrival 
at a crossing area (a motion detection in both left and right front areas was 
checked), switching back to normal driving (detection and tracking of obstacles 
in the front area). It has been demonstrated in October 1994 at the end of the 
Prometheus project. Unfortunately, the validation of Planete has been par- 
tial because it has only been tested on several occurrences of a one hour driving 
scenario in one test circuit. 



4.2 Medical Imaging 

The third example falls in the medical imaging domain. The objective is to 
provide clinical users with wider access to evolving medical image processing 
techniques. In this context, better than fully automating the use of programs, 
program supervision works in collaboration with users, leaving them with their 
interpretation (e.g. diagnosis) competence (e.g. for many evaluation criteria). We 
have developed two applications: Factor Analysis of Medical Image Sequences 
P] and Brain Anatomic Segmentation. We detail here our study concerning 
brain segmentation on 3D MRI images, based on spatial characteristics (e.g. 
anatomic^ The segmentation process uses computer vision methods, mainly 
mathematical morphology. First, it binarizes and isolates the informative area 
(i.e. brain) in images, merely by thresholding methods, then it eliminates the 
small uninteresting connexities (by means of erosion method) and extracts the 

^ In collaboration with the EPIDAURE team at INRIA, Sophia Antipolis, France. 
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greatest connected component in the image, assumed to be the brain. Third, 
lost information is reconstructed thanks to a dilation and an intersection with 
thresholded image. Last, the segmented brain is presented with superimposition 
to initial image (see figure 0. 





4 ^ 




( 1 ) 


( 2 ) 


( 3 ) 



Fig. 5. Example of a segmentation process on 3D MRI brain images: first image is 
part of initial acquisition, second image shows a slice of the result of segmentation 
and third image presents a superimposition of the segmented area on initial image, for 
better visualisation. (Courtesy of Gregoire Malandain, INRIA) 



The exact process performed depends on image characteristics, and is solved 
by its run-time adaptation by the supervision engine. The user needs to take 
numerous decisions to manage the usage of these programs; a full processing 
chain contains between 10 and 15 programs to run. There are a total of 27 
values to set to initialize numerical parameters. Among these values several are 
correlated; for instance the size of the structural element for erosion and the one 
for dilation. The user needs also to take 7 decisions to select between alternative 
methods. 

Medical knowledge important for supervision is not included in programs, but 
involved in expert’s mental process when applying them. We have developed a 
knowledge base to explicit this process. We have expressed pre-defined high-level 
combinations of processing steps using symbolic formulation of this knowledge. 
In particular, medical-related knowledge is stored at an abstract level of the 
knowledge base, on top of general image processing methodological knowledge. 
This separation enables the effective supervision of programs and prepares their 
re-use for other purposes. Another hallmark of this application is that expert’s 
reasoning is highly based on a trial process. Program parameters are difficult to 
initialize appropriately at once, as they are very sensitive to image quality. The 
repair phase of program supervision takes here its whole importance, implemen- 
ted by a mechanism that enables to store the history of problems and transmit 
them to operators that hold corresponding repair knowledge. Decisions also con- 
sider the global objective of the processing as constraints on its realization e.g. to 
determine the precision with which the brain must be extracted. 
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The knowledge base contains one goal, 21 primitive operators and 16 com- 
plex ones. There are 231 criteria among which 81 parameter initializations, 24 
choices between operators, 38 result evaluations, 36 parameters adjustments and 
52 repair strategies. Thanks to this knowledge base, 25 values for numerical pa- 
rameters are automatically set. Moreover, all decisions for method selection are 
fully automated. For remaining interactive steps an automatic positioning of the 
3D image viewer at a pertinent 2D plan is provided to help the user. There are 
1 1 types of problems that are automatically repaired when detected (for instance 
too high value for binarization threshold, too small brain size, and brain shape 
irregularity) . This knowledge base therefore enables the programs to be used by 
non-expert users. 

However, this program supervision system can be improved. Two remaining 
numerical parameters must be set interactively (2 binarization thresholds). In 
the same way, two decisions to automate method selection need information 
on image descriptions. Currently, this information is obtained interactively. For 
instance, to choose the right thresholding method information concerning the 
presence of a gradient of intensity in the image background is needed. Last, all 
the evaluations are still interactive and their automation requires to develop 
more image processing programs. For instance, to detect that the brain is too 
small the automatic computation of the size of the segmented region is necessary. 
It can then be compared with a reference size. 



4.3 Astronomy 

The last example is an application in astronomy, where the role of the program 
supervision system is to automate a complete processing in order to cope with 
possible variations in the input data (images of galaxies) ^ ^ . The processing 
aims at analysing astronomical images containing a galaxy. The long term goal 
is to classify the galaxy contained in the image as astronomical experts do. As 
astronomical observing systems provide a great amount of high quality data, it 
is necessary to fully automate their processing. 



Galaxy Morphology Description In this case, the image processing objec- 
tive is to describe the morphology of the galaxy in terms of pertinent numerical 
parameters. In the current version 45 numerical parameters are computed: 3 
global morphological parameters (size, orientation, excentricity) of the galaxy, 2 
global photometrical parameters (measuring the errors made by approximating 
the projected profile with a linear and a ri model) and 8 local parameters descri- 
bing the morphology of 5 different regions of the galaxy (orientation, perimeter, 
area, coordinates of the center of gravity, length on the major axis and on the 
minor axis and distance to an elliptical shape). So for each image, the goal of the 
image processing is the same: detection of the galaxy and computing of these 
global and local parameters. The programs were already a modular set of 37 
image processing programs. The corresponding program supervision knowledge 
base is a rich one with many of abstraction levels. The criteria are numerous and 
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fully automatic: there are 20 choices between operators, 16 parameter initializa- 
tions, 11 result evaluations, 14 repair strategies, and 7 parameter adjustments. 
Thanks to all those criteria, the complete image processing for morphological ga- 
laxy description is fully automated and directly provides inputs for an automatic 
galaxy classification system. 



Automatic Galaxy Classification A current requirement in image processing 
applications is the cooperation between image processing techniques for object 
description and data interpretation techniques for object recognition. This is the 
case for the recognition of complex natural objects such as galaxies. Automa- 
tion of object recognition requires a great amount of knowledge in both image 
processing and data interpretation. This knowledge corresponds to two different 
kinds of expertise, this is the reason why we use a distributed approach that 
separates the two sources of knowledge into two knowledge-based systems (see 
figure ED . 



image-processor data-interpreter 




requests 

numerical data flow 



Fig. 6. Two knowledge-based systems (in program supervision and data interpretation) 
cooperate to automate galaxy classification. 



Each system is highly specialized for a task, and they communicate by mes- 
sage sending. The two systems share a common vocabulary, by means of a corpus 
of typical terms used in vision. The first knowledge-based system is specialized 
in image processing program supervision. It computes from the image numerical 
parameters describing the galaxy morphology, as described in previous section. 
The second one is specialized in data interpretation. It classifies the galaxy de- 
scribed by the numerical parameters. Its engine is based on a taxonomy of galaxy 
classes and uses a fuzzy mechanism. The complete system provides as output 
the morphological type plus a detailed symbolic description of the galaxy. The 
cooperation between these two sub-systems leads to an increasing quality of the 
results. 
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5 Architecture of Program Supervision Systems 

From these experiments, we can draw a general system architectural framework, 
that all the previously presented systems conform to. A program supervision 
system is composed of a reusable program supervision engine, a knowledge base 
capturing the expert’s knowledge about the use of programs, and the library 
itself as shown in figure 0 

The reasoning of a program supervision engine can coarsely be divided into 
four steps. An initial planning step determines the best (partial) plan to reach 
the processing goals defined by the user’s request. Then the execution of the 
(partial) plan is triggered, i.e. the individual programs in the plan are executed. 
The results of the program execution are passed on to an evaluation step that 
assesses their quality. This evaluation can be performed either automatically 
by using the expertise in the knowledge base, or interactively by the user. If 
the assessment on results is negative, it is considered as a failure and a repair 
step activates the appropriate corrective action. Otherwise the process continues 
with the planning step for the remaining (sub)goals, if there are any. It is to note 
that the failure detection and repair mechanisms stay at the level of program 
supervision expertise. That is to say that a failure is detected only when assessing 
the results of a program execution and repaired only if the expert has been able 
to provide knowledge on how repairing it. If the failure is caused by the program 
itself (e.g. incorrect algorithm) or by hardware problems, program supervision 
will of course be of no help to repair it. 

The knowledge base encapsulates expertise on programs and processing, i.e. 
knowledge about the correct use of a library of programs. This primarily inclu- 
des descriptions of the programs and of their arguments, but also expertise on 
how to perform automatically different actions, such as initialization of program 
parameters, assessment of program execution results, etc. 




Fig. 7 . General program supervision system architecture. 



We offer a software platform to develop program supervision knowledge- 
based systems following this general architecture. This platform, named Lama, 
provides knowledge-based system development facilities and different program 
supervision engines. This generic environment can be used as is, since it is general 
enough to support the needs of most application domains. As we have stated in 
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the examples, slight differences may exist depending on the particular domain 
needs. These differences concern both engine capacities and program description 
details. That is why we offer both a very general set of structures that covers most 
of the application needs in term of knowledge description and some variants of 
engines, all based on the same general model (described in figure[7|). The platform 
has already been used to design several systems in program supervision, e.g. most 
of the examples presented in this paper. 

The platform first supplies different engines to run particular reasoning stra- 
tegies. For example, the planning phase of the engine can be based on either 
hierarchical-task planning (HTN) techniques, or on operator-based ones, or on 
a combination of those two techniques. In the same way, the repair phase can be 
more or less sophisticated. We distinguish two levels of repair: local repair, which 
means re-execution of the current operator (program) with different parameter 
values, and global repair, which consists of transmitting a bad assessment to 
other operators in the plan, until the offending one is found. Local repair may 
be sufficient when assessment of results is easy to express for almost all the pro- 
grams of the library. Since problems are detected as soon as their appear they 
can thus be repaired locally. On the contrary, in other libraries it is possible to 
assess only few program results. So the detection of failure after the execution 
of a program often comes from an undetected failure of another. In such cases 
global repair is necessary to transmit the problem diagnosed and to backtrack 
in the plan until the faulty program can be re-run. Repair mechanisms are pre- 
sent in all engines, they allow a kind of reactive planning, i.e. the plan can be 
automatically adapted in reaction to specific problems in the contents of the 
processing results. This reactivity is part of the knowledge base and the expert 
should have foreseen the different problems that may occur. Only Planete was 
reactive in the real-time sense to events derived from sensor information. 

Concerning the knowledge representation, even if the proposed representa- 
tion is general and homogeneous, it may be adapted to experts’ wishes. Indeed, 
the experts cannot always express a complete information for every knowledge 
base piece. Depending on the available knowledge, some parts of the representa- 
tions may be leaved empty, without affecting the operationalization of the final 
system. For instance, each program description must not contain all types of 
criteria. The organization of program combination into complex operators may 
also be more or less sophisticated. The only important point is to choose an 
engine able to cope with the available knowledge (with only some loss of per- 
formance if there is too few knowledge) . The platform provides domain experts 
with a representation framework to guide them in expressing their knowledge 
at the expertise level. This framework is implemented by structures represen- 
ting the main general concepts of program supervision (such as processing goals, 
operators, data and parameters, rules, etc.) that will constitute the contents of 
the knowledge base. Experts describe their knowledge bases using a readable 
language that includes general templates for all these concepts. Knowledge base 
verification facilities are attached to this language, to help the experts during 
the design of a new knowledge base for a particular library. 
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Vision experts hence have at their disposal a generic environment, composed 
of common tools that can be shared for designing different knowledge-bases 
systems. Even if a specific domain demands focused adaptation, the platform 
also allows us to easily tailor an engine to take into account characteristics of 
target application domains or particular end-users’ needs. 

6 Conclusion 

As we have seen through the examples shown in sectior^ program supervision 
techniques can be good candidates -once the low-level program integration has 
been done- to perform a semantical integration of image processing programs. 
These techniques are independent of any particular application domain: even if 
this paper is not exhaustive, we have shown program supervision systems ap- 
plied to robotics for road scene analysis, to medical imagery, and to astronomy. 
These techniques are also independent of any particular image processing pro- 
grams or library of programs. All the program supervision systems presented 
in the examples were based on the same general model of program supervision 
for knowledge representation and engine reasoning, that has been derived and 
adapted with respect to the particular needs of each application. 

Semantical integration of image processing programs is needed in two cases: 
first to develop fully automated systems (as shown in the second example of 
real-time road obstacle detection and in the last one for automatic galaxy classi- 
fication), second to develop intelligent help for an end-user (as shown in medical 
imagery, where the end-user is a clinician) . 

As a general advice to image processing developers we can suggest from 
this experience to think from the beginning about how their image processing 
programs can be integrated and controlled. It can be done by adding to the code 
information on their functionality, performance, limitations, etc. In particular 
evaluation and repair knowledge is very important to control the execution of 
the programs and to adapt the reasoning process. The building of a knowledge 
base for program supervision is still a big effort for an expert. However, once 
the knowledge base has been written, program supervision techniques allow code 
developpers to widely distribute packages of their programs to non-expert end- 
users. 
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Abstract. In this paper we present a system which integrates compu- 
ter vision and decision-making in an autonomous airborne vehicle that 
performs traffic surveillance tasks. The main factors that make the inte- 
gration of vision and decision-making a challenging problem are: the qua- 
litatively different kind of information at the decision-making and vision 
levels, the need for integration of dynamically acquired information with 
a priori knowledge, e.g. CIS information, and the need of close feedback 
and guidance of the vision module by the decision-making module. Gi- 
ven the complex interaction between the vision module and the decision- 
making module we propose the adoption of an intermediate structure, 
called Scene Information Manager, and describe its structure and func- 
tionalities. 



1 Introduction 

This paper reports the ongoing work on the development of an architecture for 
Unmanned Airborne Vehicles (UAVs) within the WITAS project at Linkoping 
University. One of the main efforts within the project has been to achieve an 
efficient integration between a vision module, dedicated to tasks such as object 
recognition, velocity estimation, camera control, and an autonomous decision- 
making module which is responsible for deliberative and reactive behaviors of 
the system. A critical issue in such a system is to handle the fact that the vision 
module represents an object in terms of coordinates in some reference frame, 
whereas the decision-making module represents the same object in relational 
and qualitative terms. For example, the vision module can represent a car as a 
point in the image together with some parameters that describe its shape. The 
decision-making module, on the other hand, will represent the same car in terms 
of its relation to some road, or to other cars, and describe its shape in terms of 
symbolic attributes rather than as estimated parameters. 

A second issue to be handled in the project is the integration of a priori 
information, here referred to as static information, and dynamically acquired 
information, e.g., produced by the vision module. An example of this integration 
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is how to combine information about the shape and topology of a road network, 
stored in a conventional GIS (Geographic Information System), and descriptions 
about cars (position, shape, etc) produced by the vision system, assuming that 
these cars are moving along the roads. 

Section presents a more thorough discussion on these and other issues. 
The general conclusion is that we need an intermediate structure, the Scene In- 
formation Manager (SIM), located between the vision and the decision-making 
module. The SIM solves both the problem of translating object references, e.g, 
from image coordinates to symbolic road labels, and vice versa, as well as mana- 
ges the linkage of dynamic to static information and high-level prediction. The 
structure and functionalities of the SIM are described in more detail in section 
01 

The resulting architecture has been implemented and tested on a number 
of scenarios. Section EJ briefly presents some of them and describes how the 
SIM is used to solve the above integration issues, thereby allowing the system to 
maintain a suitable distinction in abstraction level between the task driven vision 
module, mainly devoted to low-level vision processing, and the decision-making 
module which operates on symbolic information. 

1.1 The WITAS Project 

The WITAS project, initiated in January 1997, is devoted to research on infor- 
mation technology for autonomous systems, and more precisely to unmanned 
airborne vehicles (UAVs) used for traffic surveillance. The first three years with 
focus on basic research will result in methods and system architectures to be 
used in UAVs. Because of the nature of the work most of the testing is being 
made using simulated UAVs in simulated environments, even though real image 
data has been used to test the vision module. In a second phase of the project, 
however, the testing will be made using real UAVs. 

The WITAS project is a research cooperation between four groups at Lin- 
koping University. More information about the project can be found at H3- 

1.2 General System Architecture 

The general architecture of the system is a standard three-layered agent archi- 
tecture consisting of 

— a deliberative layer mainly concerned with planning and monitoring, 

— a reactive layer that performs situation-driven task execution, and 

— a process layer for image processing and flight control. 

Of particular interest for this presentation is the interaction between the 
reactive layer (currently using RAPS 0 0) and the process layer. This is done 
in terms of skills, which are groups of reconfigurable control processes that can 
be activated and deactivated from the reactive layer, and events that are signals 
from the process layer to the reactive layer. Events can both carry sensor data 
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and status information. In the rest of the paper, we will refer to the deliberative 
and reactive layers as the decision-making module. 

Besides vision, the sensors and knowledge sources of the system include: 

— a global positioning system (GPS) that gives the position of the vehicle, 

— a geographical information system (GIS) covering the relevant area of ope- 
ration, and 

— standard sensors for speed, heading and altitude. 

Gurrently, the system exists as a prototype implementation operating in a 
simulated environment, and some functionalities, e.g., GIS and deliberation, only 
exist in simplified forms. 

1.3 Related Work 

The areas in which most work has been produced with relevance to the issues 
presented in this document are event/episode recognition and active vision. 

Pioneering work in the event/episode recognition has been done by Nagel [I I j 
and Neumann ng. The aim of their work was to extract conceptual descriptions 
from image sequences and to express them in a natural language. As the focus of 
the work is on the natural language aspect, all vision processing up to a complete 
recovery of the scene geometry including classified objects was done by humans. 

The Esprit project views by Buxton, Howarth and Gong is one of the most 
interesting works on episode recognition in the traffic domain WM In this 
work, video sequences of the traffic ffow in a roundabout are examined and events 
such as overtaking and cars following each other are recognized. A stationary and 
precalibrated camera is used, and the system presupposes an intermediate-level 
image processing that detects moving objects and estimates various properties 
of these objects. Given this information, and the ground-plane representation, 
the system can recognize simple events, e.g., a car turning left, and episodes, 
e.g., a car overtaking another car, which are composed of simple events using 
a Bayesian belief network. Focus of attention and deictic pointers are used to 
increase the performance of the system. 

Active or animate vision is currently an active area of research in computer 
vision. One of the pioneers of this area is Ballard PJ who has pointed out that 
vision is an active process that implies gaze control and attentional mechanisms. 
In contrast to traditional computer vision, active vision implies that the tasks 
direct the visual processing and establish which parts of the image are of interest 
and which features should be computed. By reducing the complexity and accele- 
rating scene understanding, active vision opens up the possibility of constructing 
continuously operating real-time vision systems. Our approach is fully within the 
active vision paradigm since the executing tasks at the decision-making level sel- 
ect what part of the image the vision module processes and what features are 
computed. Deictic pointers are also created to objects of interest and the vision 
module is focused on these objects. 

Our aim is to create an integrated vision and decision-making component 
capable of complex behaviors. This was a goal also for the Esprit project Vision 
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As Process P|- It integrated a stereo camera head mounted on a mobile robot, 
dedicated computer boards for real-time image acquisition and processing, and 
a distributed image description system, including independent modules for 2D 
tracking and description, 3D reconstruction, object recognition, and control. 
This project has similarity with our project even if the application domain is 
different. In particular, both projects include active vision, focus of attention, 
scene manipulation and the need of real-time performance. We intend to use 
some of the methods developed during the Vision As Process project and 
reconsider them in the context of our application. 

Reece and Shafer m have investigated how active vision can be used for 
driving an autonomous vehicle in traffic. They address techniques for requesting 
sensing of objects relevant for action choice, decision-making about the effect 
of uncertainty in input data, and using domain knowledge to reason about how 
dynamic objects will move or change over time. Autonomous vehicles have been 
investigated also by Dickmanns Pj. 

A project for autonomous take-off and landing of an aircraft is currently 
under development by Dickmanns |7]. Conventional aircraft sensors are combined 
with data taken from a camera mounted on a pan and tilt platform. The camera 
data is mainly used during the final landing approach to detect landmarks and 
possible obstacles on the runway. Regarding vision, this work is mainly focused 
on object recognition. 

The RAPS system used in our reactive layer has been employed previously 
to control a vision module Similar to our approach, the executing tasks 
call visual routines that execute specific image processing routines. The added 
difficulty in our case lies in the fact that the anchoring between symbolic and 
visual information is complicated by the dynamics of the objects in the scene. 
Anchoring between symbolic and perceptual information has been considered in 
the Saphira architecture m, but also in this case mainly for static objects. 

To summarize, the aspects that are more extensively studied in the above 
projects are event/behavior recognition, active selection of vision processing al- 
gorithms, and focus of attention. Not so widely explored are general methods for 
integration of static and dynamic knowledge, continuous support of the vision 
module by the decision-making module on the basis of short term prediction, 
and general methods for anchoring of symbolic to visual information in dynamic 
scenes. 



2 Integration of Vision and Decision-Making Systems 

In this section we discuss several important issues related to the integration 
between the vision module and the decision-making module. As a result of this 
discussion we propose the intermediate structure called Scene Information Ma- 
nager, elaborated in the next section. 
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2.1 From Image Domain to Symbolic Information 

The data required by the decision-making module is mainly about the road 
network and about moving objects and their position with respect to the road 
network. For example, if the airborne vehicle is pursuing a car, it needs to know 
in which road the car is, where along the road it is, and in which direction the car 
is moving (dynamic information). It also needs to predict future actions of the 
car based on the structure of the road network (static information). Typically, 
the static information is retrieved from a GIS, and the dynamic information is 
produced by the vision module. 

The integration of static and dynamic information can be done in several 
ways, but the solution implies in general that symbolic data, e.g., the label of the 
road on which the car is traveling, has to be accessed by means of information 
derived from the image domain, e.g., image coordinates of the car. This task 
depends on low-level parameters from the camera calibration and, therefore, 
does not fit the abstraction level of the decision-making module. However, to 
access the static information image coordinates have to be transformed into 
some absolute reference system, using the information in the GIS. Database 
access is not a typical image processing task, and therefore the solution does not 
fit the abstraction level of the image processing module. 



2.2 From Symbolic Information to Image Domain 

The above description also applies to the information flow which goes from 
the decision-making module to the vision module. For example, if the decision- 
making module decides to focus its attention on a specific car (which can be 
outside the current field of view), the knowledge about this car is represented 
in symbolic form, e.g., that the car is located at a certain distance from an end 
point of a specific road. To solve this task, however, the vision module must 
know the angles by which the camera has to be rotated in order to point the 
camera at the car. Hence, there is a need for translating symbolic information 
(road/position) to absolute coordinates from which the camera angles can be 
derived given the absolute position of the UAV. 



2.3 Support and Guidance of Visual Skills 

Knowledge about the road network should help the vision processing and give 
hints as to what the vision module is expected to find in the image. For example, 
knowledge about roads and landmarks that are expected to be found in the 
image can greatly facilitate the vision module in recognizing objects in the image 
that correspond to road network elements. Knowledge about the road network 
structure and its environment can also avoid failures in the image processing. 
For example, if the vision module is tracking a car and the car disappears under 
a bridge or behind a building, the vision module can get confused. However, this 
situation can be avoided by giving information to the vision module about the 
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presence of the occluding objects and the coordinates of the next position where 
the car is expected to reappear. 

The basic mechanism of this support is prediction. Prediction, e.g. of future 
positions of a car, or of whether the car will be occluded by another object, is 
usually a high-level processing which relies on an understanding of the concepts 
of cars, roads, and occlusions. On the other hand, the final result of this predic- 
tion will be used directly in the low-level parts of the vision module. This implies 
that the prediction processing has to be made by some type of decision-making 
and image processing hybrid. 

2.4 Support of Decision Making 

The vision system delivers information in the same rate as camera images are 
processed, and on a level of detail which is not always relevant to the decision- 
making module. Thus, there is often a need to filter and compile information from 
the vision module before it is presented to the decision-making module. For in- 
stance, some vision skills compute uncertainty measures continuously, but these 
measures are only relevant to decision-making when they pass some threshold. 

2.5 Discussion 

From the above presentation we can conclude that by employing an intermediate 
structure, located between the high-level decision-making module and the low- 
level vision module, some important issues related to the integration between the 
two module can be handled. This structure is dedicated to translating symbolic 
references, e.g., in terms of labels, to either absolute or image coordinates, and 
vice versa. To do so it needs access to a GIS in order to retrieve information about 
the road network, both in terms of the connection topology and the shapes and 
positions of each road segment. By means of this information it can make links 
between static information (the roads) and dynamic information (the cars). In 
order to translate between absolute world coordinates and image coordinates it 
needs to have access to a reliable positioning system which continuously measures 
the position and orientation of the UAV and its image sensors, e.g., using GPS 
and inertial navigation. 

Using the information which it stores, this structure can provide support to 
the vision module based on high-level prediction of events such as occlusion. 
It can also act as a filter and condense the high frequent low-level information 
produced by the vision module into low frequent high-level information which is 
sent to the decision-making module. 

The intermediate structure proposed above is here called the Scene Informa- 
tion Manager (SIM), and it is presented in the following section. 

3 The Scene Information Manager 

Given the complex interaction between vision processing and decision-making, 
it is apparent that there is a need for a structure that can store static and 
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dynamic information required, and that also satisfies the needs of vision and 
decision-making as described in the previous section. The Scene Information 
Manager (SIM) , figure ^ is part of the reactive layer and it manages sensor 
resources: it receives requests for services from RAPS, in general requests for 
specific types of information, it invokes skills and configurations of skills Q in the 
vision module (and other sensor systems), and it processes and integrates the 
data coming from the vision module. Currently, a standard color camera is the 
only sensor resource present, but one can expect the presence of additional types 
of sensors in the future. In the following sections, we present the functionalities 
of the SIM. 



3.1 World Model and Anchoring 

The SIM maintains a model of the current scene under observation, including 
names and properties of elements in the scene, such as cars and roads, and rela- 
tions between elements, e.g., a car is in a position on a specific road, or one car 
is behind another car. What is stored is mainly the result of task-specific service 
requests from the decision-making levels, which implies that the model is partial; 

^ A configuration of skills is a parallel and/or sequential execution of skills. 




Fig. 1. Overview of the Scene Information Manager and its interactions with decision- 
making and vision. 
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with some exceptions, information that has not been requested is not registered. 
The SIM also maintains a correlation between the symbolic elements and image 
elements (points, regions). This correlation (anchoring) is done in terms of shape 
and color information, and reference systems which are independent of the po- 
sition and orientation of the camera. For instance, if a service request refers to 
a specific car by its name, the SIM looks up its coordinates and signature and 
provides these as parameters to the vision module. The vision module is then 
responsible for performing the processing required to find the car in the actual 
image. Likewise, the SIM is also capable of finding the symbolic name of an 
object given its position in the image, and of assigning names to objects that 
are observed for the first time. 

Finally, the SIM contains mappings from symbolic concepts to visual repre- 
sentations and vice versa. For instance, colors, e.g., “red”, are translated to color 
data, e.g, RGB values, and car models, e.g., “Mercedes”, can be translated to 
geometrical descriptions. 



3.2 Skill Management 

The SIM is responsible for managing service requests from the decision-making 
levels such as looking for a car with a certain signature and calling the appro- 
priate configuration of skills with the appropriate parameters. These parameters 
can include cars, which are are denoted with symbolic names in the request and 
translated ( “de- anchored” ) when passed on to vision routines, and concepts, 
which go through appropriate translations. The SIM is also responsible for re- 
turning the results produced by the vision skills to the task that requested the 
service, and to update its information about the relevant objects. In order to 
do this, it has to keep track of the identities of relevant objects. For instance, 
if a service is active for tracking a specific car, then the SIM must maintain 
information about what car is being tracked (indexical referencing). 

Furthermore, skill management involves combining the results of different 
visual processes, or adapting or compiling the output of visual processes to a form 
which is more suitable for decision making. In particular, it involves reducing 
the amount of information sent to the decision-making module by detecting and 
notifying when certain events occur, such as when a given threshold is passed. 
For instance, the visual data include certainty estimates, and the SIM determines 
whether to notify the decision-making module that the certainty is too low or to 
confirm that it is good enough. This treatment of uncertainty supports making 
decisions about taking steps to improve the quality of data when necessary, 
without burdening the decision-making module with continuous and detailed 
information about measurement uncertainties. 



3.3 Identification of Roads 

The information stored in the SIM is mainly the result of active skills; objects 
that are not in the focus of some skills will simply not be registered. The only 
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“skill-independent” processing going on is the identification of roads and cros- 
sings, based on information about the positions and geometries of roads extracted 
from the GIS. This information is used to find the parts of the image correspon- 
ding to specific roads, which enables determining the position of cars relative 
to the roads. This is the most important example of integration of static and 
dynamic knowledge in the system. 

This functionality can be implemented in several ways, and two quite different 
approaches have been tested. One is based on tracking landmarks with known 
world coordinates and well-defined shapes which are easily identified in an aerial 
image. From the world coordinates and the corresponding image coordinates of 
all landmarks, a global transformation from image to world coordinates (and vice 
versa) can be estimated assuming that the ground patch which is covered by the 
image is sufficiently fiat. A second approach uses the shape information about 
each static object, e.g., roads, and measurements of the position and orientation 
of the UAV’s camera to generate a “virtual” image. This image “looks” the same 
as the proper image produced by the camera, but instead of intensity values each 
pixel contains symbolic information, e.g., road names, position along the road, 
etc. The virtual image works as a look-up table which is indexed by image 
coordinates. 

Since it relies on tracking of several landmarks, the first approach is more ro- 
bust but less effective and versatile than the second approach which, on the other 
hand, is less robust since it depends on having enough accurate measurements 
of the camera’s position and orientation. 



3.4 Prediction 

The information stored in the SIM is not just what is obtained from the most re- 
cently processed image, but includes the near past and a somewhat larger region 
than the one currently in the image. Past information such as the position of a 
car two seconds ago, are extrapolated to find the car again after being tempo- 
rally out of focus, thereby increasing the robustness of the system and extending 
its functionality. Such extrapolation might involve formulating alternative hy- 
potheses, like a number of possible positions of the car. In this case, vision is 
directed to check one hypothesis after the other until either the presence of the 
car is confirmed in one of the positions or there are no more hypotheses to con- 
sider. Likewise, prediction can also aid in determining if a newly observed car is 
identical to one observed a short time ago. 



3.5 Conclusions 

In conclusion, the SIM has a number of functions, ranging from storage and 
parameter translation to supportive prediction. In addition, the SIM provides 
a flexible interface between the vision system and the decision-making levels, 
which supports modifying concept definitions and exchanging visual processing 
techniques with preserved modularity. In the next section we present two specific 
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tasks implemented in our system, namely looking for and tracking a car of a 
specific signature. 

4 Examples 

In this section we illustrate the most significant points of the current implemen- 
tation of our system by means of some examples which include looking for cars 
of a specific signature and tracking a car. For the case of tracking a car, it is 
shown how the vision module can be supported during the tracking procedure 
with high-level information regarding occlusion. The examples have been simu- 
lated on an SGI machine using MultiGen and Vega software for 3D modelling 
and animation. 



4.1 Looking for and Tracking a Car 

The goal of the UAV is here to look for a red Mercedes that is supposed to be 
near a specific crossing and, once found, follow the car and track it with the 
camera. During the simulation sequence, the UAV flies to the crossing and, once 
there, the decision-making module requests the SIM to look for the car. Rather 
than sending the service request directly to the vision module, it is first proces- 
sed by the SIM which invokes a skill configuration and translates the symbolic 
parameters of the skills to what they mean in vision terms. In this case, color 
values, e.g., RGB- values, are substituted for the symbolic name of the color, and 
the width and length of the car are substituted for the name of the car mo- 
del. Furthermore, the absolute coordinate of the crossing is substituted for its 
symbolic name. The vision module then directs the camera to that point, and 
reports all cars its finds which fit the given signature within a certain degree of 
uncertainty. In this particular case, two cars are found, see figure [2 and their 
visual signature (color/shape) together with their image position are sent to the 
SIM. Here, image coordinates are translated into symbolic names of roads and 
positions along these roads. For each of the two cars, a record is created in the 
memory part of the SIM, and each record is linked to the corresponding road 
segment already present in the memory. These records also contain information 
about the actual shape and color which can be used later, e.g., for reidentifica- 
tion. Once established, the linkage between cars and roads can be used by the 
decision-making module for high-level reasoning. 

So far, most of the activities has been taking place in the SIM and in the 
vision module. However, since more than one car has been reported to fit the 
description, the decision-making module has to decide on which of the two cars 
it will follow or, alternatively, to make more measurements in order to obtain a 
better support for its actions. In this case, it chooses to follow one of the two 
cars, and it requests that the chosen car is to be reidentified (since it may have 
moved since last seen) and then tracked. However, since the decision-making 
module only has a symbolic references to the car, the SIM must translate this 
reference to a world coordinate which the vision module, in turn, can translate 



226 



S. Coradeschi, L. Karlsson, and K. Nordberg 




Fig. 2. Two cars of the right shape and color are found at the crossing. 




Fig. 3. The camera is zooming in on one of the two cars in the previous image. 
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into camera angles. The SIM also provides the previously measured signature 
(color/shape) of the specific car to be reidentified. Assuming that the car is 
sufficiently close to its latest position it can now be reidentified and the tracking 
can start. Figure 0 shows the situation where the camera is zooming in on the 
car just prior to starting the tracking. In the case when there are ambiguities 
about which car to track, or if none can be found, the vision module reports this 
directly to the decision-making module. 

If the chosen car turns out to be wrong, e.g., an integration of measurements 
shows that it does not match the shape of a Mercedes, this is reported back to 
the decision-making module. In this example, there is one more car which fits 
the given signature, but it is out of sight from the camera and some time has 
elapsed from when it was last seen. However, using the information stored in the 
memory of the SIM, the prediction component of the SIM can make high-level 
predictions on the whereabouts of the second car. Consequently, upon receiving 
a report on the tracking failure of the first car, the decision-making module sends 
a request to reidentify and track the second car, this time based on high-level 
prediction of the car’s current position. This is solved in the same way as for 
the first car, with the exception that there are several options regarding the 
car’s position, since it was approaching a crossing when last seen. Each of the 
positions is tested using the reidentification skill of the vision module until a 
matching car is found or none can be found. 

It should be mentioned that during the tracking operation, the vision module 
is not just responsible for the camera motion. The image position of the car 
is constantly being measured and then translated by means of the SIM into 
symbolic links relative to the road network. 

4.2 High-Level Support During Tracking 

In the second example we illustrate another use of the prediction component 
of the SIM. During tracking the prediction component uses information about 
the tracked car and of the surrounding road network to perform high-level pre- 
dictions about the position of the car, as was mentioned above. However, the 
prediction functionality is also used in case of occlusion of the car, e.g., by large 
buildings or bridges. 

The prediction module regularly estimates the expected position of the car 
and, in case the car disappears or there is a significant difference between the 
expected and measured positions, it checks the presence of occluding objects by 
consulting the geographical information system. If the presence of an occluding 
object (e.g. bridge or tunnel) is confirmed, the vision module receives information 
about where the object is going to reappear. If there is no record of an occluding 
object, the vision module uses predicted information about the car’s position for 
a pre-specified amount of time. If the car reappears, normal tracking is continued, 
and if it does not reappear, a failure message is sent to the decision-making 
module. 

Figure 0 shows two identical cars, one traveling along a road which makes 
a bend under a bridge, and one which travels on the bridge. In this example. 
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Fig. 4. The UAV is tracking a car which soon will disappear under the bridge. A second 
car is on the bridge. 




Fig. 5. The tracked car is occluded by the bridge and is therefore likely to be confused 
with the second car. 
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Fig. 6. The car reappears from under the bridge and can therefore be tracked again. 



the UAV is tracking the first car which soon will disappear under the bride and, 
even worse, a few moments later the second car will be a position in the image 
where the first car would have been, had it not be occluded, figure 0 Using 
the high-level prediction provided by the SIM, the vision module reidentifies the 
correct car when it reappears from under the bridge, figure ini 



5 Conclusion 

This paper presents a system which integrates vision and decision-making in 
an autonomous UAV for traffic surveillance. A number of issues related to the 
integration have been considered: integration of a priori and dynamically acqui- 
red knowledge, anchoring of symbolic data into visual data, focus of attention, 
supporting the execution of visual skills by decision-making, and handling of 
uncertainty. 

A structure, the Scene Information Manager, where these issues are addressed 
has been presented. Integration of a priori knowledge and dynamically acquired 
knowledge is achieved by continuously matching elements in the GIS and corre- 
sponding elements in the current image. Anchoring is performed during service 
requests and transmission of visual data to the decision-making module, using 
stored data and short term prediction. Certainty of visual data is reported to 
the SIM where it is elaborated and transmitted when necessary to the decision- 
making module. Uncertainty due to extrapolation of data is handled by the SIM 
by guiding the vision in checking one hypothesis after the other. Finally, short 
term prediction is used to support the vision module and anticipate failures. 
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Abstract The interaction of image and speech processing is a crucial property 
of multimedia systems. Classical systems using inferences on pure qualitative 
high level descriptions miss a lot of information when concerned with erroneous, 
vague, or incomplete data. We propose a new architecture that integrates various 
levels of processing by using multiple representations of the visually observed 
scene. They are vertically connected by Bayesian networks in order to find the 
most plausible interpretation of the scene. 

The interpretation of a spoken utterance naming an object in the visually ob- 
served scene is modeled as another partial representation of the scene. Using 
this concept, the key problem is the identification of the verbally specified ob- 
ject instances in the visually observed scene. Therefore, a Bayesian network is 
generated dynamically from the spoken utterance and the visual scene represen- 
tation. In this network spatial knowledge as well as knowledge extracted from 
psycholinguistic experiments is coded. First results show the robustness of our 
approach. 



1 Introduction 

Human machine interfaces are one of the major bottlenecks when using computer sys- 
tems in real environments. One possibility to overcome these drawbacks is using mul- 
tiple modalities in the communication between humans and machines which is a quit 
natural concept for human communications. In this case, we distinguish different per- 
ceptive channels by which the system is connected with the environment. The conse- 
quence is that we have to generate a common interpretation of the transmitted infor- 
mation on all channels or modalities instead of analysing them in an isolated way. In 
order to combine different perceptive channels, they have to be connected by an internal 
knowledge representation. In this paper, we concentrate on the integration of image and 
speech processing in a situated environment. 

We developed a system for the following concrete scenario. A human has to instruct 
a robot in a construction task. Therefore, both communication partners perceive an ar- 
rangement of building parts on a table (fig. 1). These can be assembled by screwing or 
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user: “Take the bar.” 

system: “I have found two bars. Should I take 

the long one or the short one?” 

user: “Take the long one.” 

system: “O.k., I will take the five-holed-bar.” 



Figurel. Example dialogue of the domain. 



plugging. The human speaker has to specify the objects in the scene verbally by describ- 
ing properties of these objects without knowing the exact terms. Therefore, the system 
has to interpret mostly vague descriptions. The system is capable to view the objects in 
the scene and has a speech recognition and speech understanding unit. Because we use 
our system in a real environment and it has to interpret vague descriptions, the mapping 
of the verbal object descriptions and the visually perceived objects is a very tough task. 
In figure 1, we present an example dialogue which may happen in our domain. The user 
views the scene on a table and instructs the robot which object it should grasp. 

A rather easy way to combine results of the vision and speech understanding pro- 
cesses is shown in hgure 2a. Both processes analyze their input signals separately 
through different levels of abstraction and generate some high level description using 
common logical predicates. Afterwards, logical inferences can be drawn to get a con- 
sistent interpretation of the input data. When applying such an approach in real noisy 
environments any decision in lower processing levels results in a loss of information 
on higher levels. Thereby, logic inferences on the top level of description may fail even 
when the separate interpretations are only slightly incorrect. 

We propose a new architecture (fig. 2b) which integrates multi-modal processing 
on several levels of abstraction. A careful approach to uncertainty is needed to get a 




Figure2. Integration of vision and speech understanding. 
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consistent interpretation of the input data which takes respect to several layers and the 
dependencies between them. Therefore, we use Bayesian networks as a decision cal- 
culus which can handle uncertainties, erroneous data, and vague meanings in a very 
comfortable way. 

Many persons which were asked to identify an object in our domain use spatial 
relations in order to specify the location of the intended object. Therefore, an important 
issue in our system is the modeling of space. Based on the definition of projective 
relations between two objects in three dimensions we show how to approximate these 
when data is available only in two dimensions and how to integrate context information 
about the topology of the presented scene. 

The paper is organized in the following sections. In section 2 we will briefly review 
some related approaches dealing with the problem of vision and speech integration. 
Then we will describe some important aspects of the image and speech processing 
components (section 3) and the spatial model (section 4) in our system. Afterwards, we 
will propose a new approach that integrates these two modalities using multiple rep- 
resentation layers (section 5). We emphasize that the spatial modeling is an important 
aspect in this interaction scheme. Finally, we will give some experimental results of the 
implemented system (section 6) showing the robustness of our approach and a short 
conclusion (section 7). 



2 Related Work 

In literature the topic of integrating vision and speech understanding is referenced from 
different viewpoints [21]. The construction of mental pictures [7] can be induced by 
verbal descriptions or previously seen objects. They are used to reason about scenes 
which are currently not visible. This is an important aspect in language understanding 
when spatial knowledge is involved [29, 1,16]. Other systems [13, 6, 28] try to generate 
verbal descriptions from images or image sequences. They realize an automatic genera- 
tion of qualitative representations from image data which is fundamental for integration 
of vision and speech understanding and use various approaches to modeling spatial re- 
lations. Lastly, there has been a lot of work to incorporating both linguistic and pictorial 
inputs concerning the interpretation of textual annotated pictures [22], lip-reading [9, 2] 
or multimedia systems [12]. In the following we concentrate on systems which visually 
observe the scene to enable natural human-computer interaction. 

The PLAYBOT project [23, 24] was started to provide a controllable robot which may 
enable physically disabled children to access and manipulate toys. The robot possesses 
a robotic arm with a hand, a stereo color vision robot head, and a communication panel. 
The child gives commands on the communication panel which displays actions, objects, 
and locations of the objects. The command language consists of verbs, nouns, and spa- 
tial prepositions. The child selects the ’words’ by pointing on the communication panel. 
While language processing is simplihed by using the communication panel most atten- 
tion is given to processing of visual data. Object recognition [3] is performed by htting 
deformable models to image contours. Object tracking [25] is done by perspective align- 
ment. The event perception [17] is based on an ontology suitable for describing object 
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properties and the generation and transfer of forces in the scene. To find instances of 
a target object in the image, a Bayesian network approach is employed which exploits 
the probabilities in the aspect hierarchy of modeled objects which is used in object 
recognition. 

The Ubiquitous Talker [15] was developed to provide its user with some information re- 
lated to a recognized object in the environment. The system consists of an LCD display 
that reflects the scene at which the user is looking as if it is a transparent glass, a CCD 
camera for recognizing real world objects with color-bar ID codes, and a microphone 
for recognizing a human voice. The main aspect of the system is the integration of the 
linguistic and non-linguistic contexts to interpreting natural language utterances which 
becomes much easier when the situation is fixed by nonverbal information. The system 
basically consists of two subsystems, the subsystem which recognizes a number of real 
world situations that include objects with color-bar ID codes and another subsystem 
which recognizes and interprets user speech inputs. The image (color-code) recognizer 
triggers the speech recognizer and send a message to it in order to select the appropriate 
vocabulary and grammar for analyzing the spoken utterance. There are two connec- 
tions between linguistic and non-linguistic contexts. User’s intentions are abductively 
inferred by using a plan library [14]. This process is initially triggered by introducing a 
new non-linguistic context. Another connection is deictic centers [30] that are possible 
referents of deictic expressions. The object and the location in a non-linguistic context 
can be current deictic centers. The preferences on possible deictic centers as a referent 
are based on dialogue information. 

Two aspects of the mentioned systems are important for the integration of vision and 
speech understanding in our domain. Firstly, in PLAYBOT a Bayesian network is used 
to calculate the most plausible interpretation of an aspect hierarchy which describes 
possible target objects on different levels. Secondly, the ubiquitous talker uses specific 
vocabularies and grammars for speech recognition which are selected by the situative 
context and uses detected objects and locations as referents for deictic expressions. In 
our domain we have also a non-linguistic context because the speaker is confronted 
with a scene of building parts and has to specify an intended object. 

Both mentioned systems simplify the task of matching the interpretation of the vi- 
sually observed scene and the instruction of the user. Recognized objects are visualized 
on a screen and are directly accessible via a communication panel (PLAYBOT) or some 
textual information about them is shown on a display and can directly be refered to by 
speech (ubiquitous talker). Another difference is that our system has to deal with un- 
certainties on both modalities while PLAYBOT is only concerned with uncertainty in 
vision processing and the ubiquitous talker only with uncertainty in speech recognition. 



3 System Components 

In order to motivate the interaction scheme of image and speech processing we will 
briefly introduce some important aspects of the components of our systems. 
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3.1 Hybrid Object Recognition 

The vision component is based on a hybrid approach [8] which integrates structural and 
holistic knowledge about the real world objects in a semantic network formalism. An 
HSV camera image is segmented into homogeneously colored regions. Every region 
is characterized by some shape features and its center point is classified by a special 
artificial neural network [5] — the Local Linear Map (LLM) — using a 16 dimensional 
feature vector. By this classification, we get a holistic 2D-object hypothesis which is 
verified by the structural knowledge of the semantic net using the features of the colored 
regions. 

Because precise spatial reasoning is only possible in three dimensions and the robot 
needs the three dimensional position and orientation to grasp an object, we calculate a 
reconstruction in space for all 2D-hypothesis based on simple geometric object models 
[19, 18]. Geometric features like points, lines and ellipses are fitted to detected image 
features [11] using an iterative optimization technique. 



3.2 Integrated Speech Recognition and Understanding 

The speech component of our system consists of two subcomponents, the recognizer 
and the understanding component, which are tightly coupled . The understanding com- 
ponent is realized in a semantic network which models both linguistic knowledge and 
knowledge about the construction task. Both knowledge types are incorporated into the 
recognition process using an LR(l)-grammar [27]. An important aspect in the interac- 
tion of vision and speech is extracting object descriptions from spoken utterances. These 
are especially modeled by the used grammar so that the understanding component gets 
structured hypotheses from the recognition component. On a higher level in the under- 
standing component, feature structures are generated specifying an intended object by 
type, color, size and shape attributes and by spatial relations using reference objects. 
Attributes, such as “color:red”, can be instantiated even on word level using a lexicon 
while instantiating reference objects, such as “ref:{rel:left,{type:cube,color:blue}}”, 
needs more structural analysis. 



4 Spatial Model 

Human object localization via spatial relations, such as “take the object left to the long 
one”, is qualitative, vague, and context sensitive. When we try to build up a spatial 
model of our scene there are various aspects which are involved. Lirstly, there are inher- 
ent properties of the two objects mentioned with a binary spatial relation e.g. direction, 
relative distance, orientation, and extension of the reference object [26]. Secondly, we 
have a large influence of the local configuration of the other objects when considering 
scenes with collections of objects. Therefore, an important concept is neighborhood that 
we use to define the topology of the visible scene. The neighborhood of two objects can 
not be defined only by inherent properties of an object pair. Additional objects in the 
scene can strongly influence this property (fig. 3). 
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Figures. Topological influence of additional objects. If we add a bar between the cube, the bolt, 
and the rhomb-nut, two neighborhood relations vanish and three other neighborhood relations are 
newly introduced. 



4.1 Topological Representation 

As we will see later, the topological representation of the scene plays a fundamental 
role in integrating vision and speech understanding. We have to define it on different 
levels of abstraction if we want to expand the interaction scheme. The concept of neigh- 
borhood is basically defined on local separation of objects. Using 3D data, we model 
relations between closed object volumes — using 2D data, we model relations between 
object regions. For simplicity, we only present the 2D model in this section. But the 
whole concept can be expanded to 3D data in a similar way. The object regions used in 
the 2D neighborhood relations are projections of the 3D objects in the scene (fig. 4). We 
get a special projection from camera view if we use the segmented regions from 2D ob- 
ject recognition. This can be interpreted as an approximation of the local configuration 
of the objects in the scene. 

One object region is ‘separated’ from the other if the area between them is over- 
lapped by other object regions in the scene more than a specified percentage (fig. 5). 
The term neighbor'll applied to every pair of object regions which are not ‘separated’. 

The hole set of neighborhood relations defines the topology of the visual scene. 3D 
data may provide a more precise topology using the 3D object volumes or other views of 




Figure4. Approximation of the 3D scene using 2D regions of objects. 
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(a) Area between ob- 
jects. 



(b) Degree of ‘separa- 
tion’ of the left and right 
bar. 



(c) Neighborhood rela- 
tions in the scene. 



Figures. Definition of neighborhood based on object regions, (a) The rectangled area between 
two objects is defined by the shortest path between the two region boundaries and the expansion 
of them in the orthogonal direction, (b) The dark colored sections of the area between the left and 
right bar define the percentage by which they are ‘separated’, (c) The left and right bar are not 
neighbors because their object regions are ‘separated’ by regions of two other objects. 




Figurefi. The direction vectors from the 2D spatial model can be interpreted using the projection 
of the reference-frame of the user to the 2D-image. 



the objects in the scene, like the top-view. But all we need to construct an approximate 
version of the neighborhood relations are some segmented regions from vision, which 
are a kind of low level information with respect to an abstraction hierarchy. 



4.2 Projective Relations 

Since we are living in a three dimensional world, precise spatial reasoning can only be 
done using a 3D model of space. The system can not disambiguate all directions if it 
only knows one 2D view of the scene. Especially if you consider arbitrary locations of 
objects — which may be not on the planar table — and overlapping regions of objects, 
the system needs a 3D spatial model in order to resolve the description of an intended 
object. Nevertheless, we can observe that humans use sometimes projective relations 
like ‘above’ or ‘below’ in an 2D manner as they were looking at a picture and do not 
imagine the 3D scene [26]. 
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(a) (b) (c) 




Figure?. Computation of 3D spatial relations, (a) shows the adapted CAD-models of the recog- 
nized objects. In (b) they are approximated by bounding boxes, (c) shows the representation of the 
first layer concerning the spatial relation (‘right’) of an object pair, (d) A degree of applicability 
App can be computed on the second representation layer. 



In our domain projective relations are used to describe the spatial location of an in- 
tended object 10 in the scene relative to another object, the reference object RO. Which 
relation is named by the user depends on the currently used reference-frame which can 
change in every utterance. The user may look on the scene from different view points. 
Our computational model for spatial relations is designed to compute the binary rela- 
tions left, right, above, below, behind, and in-front. They are defined on different levels. 

On the 2D-level spatial relations between two objects are represented by a vector 
which describes the orientation of the shortest path between both regions associated 
with the objects. In a second step, the reference-frame is projected into the image (fig. 
6) and a degree of applicability is computed in regard to the angle between the 2D- 
vector of the spatial relation and the vector of the mentioned projective relation. 

The 3D-level is much more complex. The computational model is able to cope with 
different frames of reference, represents vague and overlapping meanings of projec- 
tive relations, and considers the influence of the objects’ shape on the applicability of 
prepositions. A detailed description can be found in [4]. The rough idea of the model is 
presented in figure 7. 

Instead of detailed geometric models of the objects, we use surrounding boxes as 
abstractions that are collinear to the objects inertia axes (fig. 7b). A finite number of 
acceptance volumes is associated with each object (fig. 7c). These are infinite open 
polyeders bound to the sides, edges, and corners of the object. They partition the 3D 
space surrounding the object. A direction vector corresponds to each acceptance vol- 
ume. It roughly models the direction to which an acceptance volume extends in space. 
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The computation of spatial relations from objects is a two-layered process (fig. 7d). 
In the first layer, a reference-independent spatial representation is computed. It can be 
expressed by a set of acceptance relations which are associated with each acceptance 
volume. They are judged by the degree of containment j{IO, RO) with regard to the 
intended object. Also reference-dependent meaning definitions of relations rel (e.g. 
‘right’) with regard to certain reference objects and a given reference frame ref of the 
user are calculated in the first layer. The membership of an acceptance relation is judged 
by its degree of accordance which is computed using the angle between the direction 
vector of the acceptance volume and the direction of the relation rel. These two judged 
symbolic reference-independent and reference-dependent descriptions are the basis for 
the computation of reference-dependent relational expressions for lO-RO-pairs in the 
second layer. We get a degree of applicability App by calculating the scalar product: 

App{ref,rel,IO,RO) =< a{ref,rel,RO)\y{IO,RO) > 

In order to apply this computational model to a spatial relation both objects must 
be reconstructed in three dimensional space. In many cases we do not need precise 3D 
relations to identify an indented object which was denoted by a spoken utterance. In 
these cases, we are able to reason about spatial descriptions using the 2D spatial model 
even if there is no 3D information available according to time constraints or recognition 
or segmentation failures. 

4.3 Multilevel Representation of the Scene 

In the preceding sections we described how we model different aspects of the visual 
scene, like topology and spatial relations. If we want to use this information plus the re- 
sults from object recognition in an integrated way, we need a comprising representation 
of these aspects. 

For this purpose, we define a labeled graph 

Qvision = {V,E), ECVxV 

which we call neighborhood graph because the edges in this graph represent 
neighborhood relations between objects. The nodes u € V are labeled with ob- 
ject hypotheses Obj{v) from vision. The edges e = {v\,V 2 } G E are la- 

beled with reference-independent representations of the 2D and 3D spatial relations 
Rel (Obj{vi), Obj {V 2 )), Rel {Obj (v 2 ),Obj{vi)). 

The labels of this graph are defined on different levels of abstraction (fig. 8). They 
are connected by the common concept of neighborhood which defines the connectivity 
in the graph. 

- If an object is detected but classified as unknown we can represent it on the lowest 
level using region information and 2D spatial relations. 

- If an object was classified to a specific object class we can label the graph node on 
an intermediate level with this object class. 

- If an object has been reconstructed in the 3D space, we can label the nodes on 
the higher level with the adapted CAD-model including the features used for the 
adaptation, e.g. contour ellipses, and the edges with 3D spatial relations. 
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If we label the graph on a higher level, the lower labels still remain because we can 
use them to get a more probable interpretation of the scene which takes failures into 
account that happen on a higher level processing stage. 

5 Interaction Scheme 

Any verbal description which denotes an object in the scene can be interpreted as a 
partial representation of this scene (fig. 9). If we look at an utterance, e.g. ’’Take the 
object in front of these two cubes”, we know about the scene that there are three objects 
in neighborhood and that one object lies in front of two cubes. This information can be 
represented similar to the neighborhood graph which represents the visual information. 
In order to compute the object which was denoted by the speaker, we have to find the 
correspondence between the visual and the verbal representation. 
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"Take the object in front of 
these two cubes" 






Sg! object 



Figure9. Visual and verbal neighborhood graph of the observed scene. 



5.1 From Verbal Descriptions to Visual Abstraction Hierarchy and vice versa 

If a naive user describes an object in the scene by using attributes he will typically 
use another vocabulary than the fixed vocabulary appropriate for processing of visual 
data without point to point correspondence. But, if we want to compare representations 
generated by vision and by interpreting verbal descriptions of an object, we need a com- 
mon concept to connect these two representations. In our domain that is the object class 
which is indented by the speaker and hypothesized by the vision component. Instead of 
using this concept as a symbolic predicate like classical systems would do, we model 
a probability distribution which integrates the abstraction hierarchies an vocabularies 
on both sides and connects them. Reasoning on this probability distribution is realized 
by a Bayesian network. A first approach to identifying objects using this network is 
described in [20] . 

Verbal descriptions of an intended object class consist of some specified attributes 
which are partly defined on word level, such as “red”, “long” or “bolt”, and partly de- 
fined on simple grammatical attachments, such as “the bar with three holes”. Currently 
we distinguish four types of features which are mentioned in order to specify an in- 
tended object class: 

- type information: bar, bolt, rim, cube, 3-holed-bar, etc. 

- color information: white, red, dark, light, etc. 

- size information: small, big, short, long, etc. 

- shape information: round, hexagonal, elongated, etc. 

All feature types are interpreted as random variables and are modeled as nodes in the 
Bayesian network. Conditional probabilities P(feature, = /|object_class = o) con- 
necting these features with an object class are estimated from results of two experiments 
described in [20]. In the first case, type and color features were extracted from utter- 
ances which name a marked object from a scene which was presented on a computer 
screen. In the second case, size and shape features were collected from a questionnaire 
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OBJ_CLASS 

(3-holed-bar, ... , red round bolt, ...) 



possible scene object 




VISION_OBJ_CLASS 

(3-hoIed-bar, ... , red round bolt, ...) 



3D_OBJ_CLASS 2D_REG_OBJ_CLASS 

(3-holed-bar. ... , red round bolt, ...) (3-holed-bar, ... , red bolt, ...) 



OBJ_CONTOUR_CLASS 

(hole of a bar, ... , round bolt-head-contour, ...) 



CONTOUR_CLASS 

(ellipse, ... , hexagonal contour, ...) 



HOL_OBJ_CLASS 

(bar, ... , bolt, ...) 

REGION_COLOR 

(red blue, ... ) 

2D_OBJ_CLASS 

(3-holed-bar, ... , bolt, ...) 



verbally describe object 



VERBAL_OBJ_CLASS 

(3-holed-bar, ... , red bolt, ...) 




SIZE 

(small, ... . long, ... ) 



SHAPE 

(round, ... , angular, ...) 



COLOR 

(red, ... , blue, ... ) 

TYPE 

(object, bar. ... , bolt, ... ) 



FigurelO. Bayesian network used to connect speech and vision data. 



in the World Wide Web (WWW). We estimated the conditional probabilities by count- 
ing the uttered type and color features and the selected size and shape features for each 
object class. 



The visual abstraction hierarchy of an object hypothesis consists of several graduated 
results generated by the vision component. Some components directly hypothesize ob- 
ject classes or subclasses, others generate results which are related to an object class, 
such as the color of a region or an ellipse which is the contour of an object. In our 
system we distinguish the following visual evidences: 

- HOL_OBJ_CLASS (holistic classification results): object classes or subclasses gen- 
erated by the holistic component using the special artificial nefwork ‘linear local 
maps’. 

- REGION_COLOR: color informalion associated with a segmented region. 

- 2D_OBJ_CLASS (2D-classification results): object classes or subclasses, generated 
by the semantic network. 

- CONTOUR-CLASS (contours found in an object region): ellipses, concentric pairs 
of ellipses, parallel lines, rectangular closed contours, hexagonal closed contours, 
etc. which are part of the input of the 3D reconstruction. 

- OBJ-CONTOUR-CLASS (contours used in the 3D reconstruction process): these 
contours are assigned to features of the geometric object model. Therefore, the 
possible values of this random variable are features of these geometric models, 
such as hole-contour of a bar, head-contour of a bolt, body-contour of a bar, etc. 

All types of evidences are modeled as nodes in the Bayesian network. The conditional 
probabilities are estimated using a labeled test set of 156 objects on 1 1 images and the 
recognition results on this test set. 
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VISION_OBJ_CLASS . 



3D_OBJ_CLASS 
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OBJ_CONTOUR 
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HOL_OBJ_CLASS 
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► REGION_COLOR 

CONTOUR_CLASS 2D_OBJ_CLASS 







a) 
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,VISION_OBJ_CLASS 



3D_0BJ_CLASS 



OBJ_CONTOUR 



OUR_CLASS / m 

I ^ REG 



2D_REG_OBJ_CLASS 

\ 

HOL_OBJ_CLASS 



REGION_COLOR 




SPR_GROESSE 
SPR_FORM 



SPR_FARBE 



CONTOUR_CLASS 2D_OBJ_CLASS 



Figurell. Effects on the belief of an object class considering verbal descriptions. 



The whole Bayesian network is shown in figure 10. Currently only region color infor- 
mation and 2D-classihcation results are used in the vision subnet. The network provides 
us with useful information for speech, dialogue and vision components. 



Comparison of Verbal Descriptions and Representations from Vision 

If evidence has been instantiated in the ‘verbal’ {Bspeech) and ‘vision’ (Bvision) subnets 
of the Bayesian network and a bottom up propagation is started we can compare both 
diagnostic influences on the top object class node in order to measure the correspon- 
dence between these two representations. If the two diagnostic influence vectors 5 speech 
and Svision describe different object classes they are orthogonal to each other. If they 
describe the same class they are in parallel. This is measured by calculating the scalar 
product of the influence vectors: 



#obj^lasses 

speech j Bjjision^ CK ^ ^ f^5peec/i[^] [^] 

where Sspeech[i] is the diagnostic support for an object class i in the subnet B speech, 
Svision[i] is the diagnostic support for an object class i in the subnet Bmsion, 
a is a normalizing constant. 

After bottom up and top down propagation of evidences has been hnished and the 
network is in equilibrium state we get a common belief upon the membership of a scene 
object to an object class. Two effects can result from considering the mentioned verbal 
description. 

- the gain of information results in an increasing belief in one object class (hg. 1 la). 

- the gain of information results in a lower belief in an object class (fig. 1 lb). 
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"Take the object in front of 
these two cubes" 




Sjrcube s 2: cube 
: in-fro^ ^02 : in-front 



s ■ object 



Figurel2. Graph representation generated from an utterance. 



If we note the changes of the maximum component of the belief vector the certainty 
of a node match can be measured. This is an important information for the dialogue 
component which may switch between different dialogue strategies in regard to the 
certainty measure of the intended object: 

- If the selection of the intended object was ‘certain’, the instruction of the user can 
be directly executed. 

- If the selection of the intended object was not ‘certain’, the system can ask for 
confirmation. 

- If the system selects a set of different objects which all had an increasing belief 
component, the system can ask for a more specific description or otherwise can 
reject the instruction. 

Using the weighted description comparison and the certainty measure of a selected 
object, we get a very flexible scoring scheme which integrates evidences from different 
abstraction levels and offers very detailed informations to a dialogue component. The 
hrst score measures a kind of ‘distance’ between the visual and the verbal description of 
an object. The second one — the certainty measure — describes a gain of information. 
The scoring scheme is based on a probability distribution which was estimated from 
results of psycholinguistic experiments [20] and from recognition results generated by 
the vision component. 



5.2 Linking Verbal Descriptions and Vision Processing Results by Subgraph 
Matching 

If spatial relations are included in an utterance, the comparison between the verbal de- 
scription and the visual abstraction hierarchy is expanded to a weighted graph matching 
problem. Typically the graph representation of an utterance which denotes an object in 
the scene is star-shaped (fig. 12). It consists of a description of the localized object 
which is the intended object and a list of reference objects plus associated spatial rela- 
tions. There are several uncertainties which have to be considered if we search for the 
best match of the verbal description and the description of the scene generated by the 
vision component. 

We chose a probabilistic approach, Bayesian networks, to cope with these problems. 
The structure of the Bayesian network is generated from the graph representation of the 
verbal description Q speech = {>5, 7?,}, the possible labels of the random variables and 
the conditional probabilities are generated from the graph representation of the vision 
processing results Q^ision = {V,f} (hg. 13): 
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Figurel3. Bayesian network for identifying the intended object. 



Vg :: V is a random variable which denotes the node of the vision graph which 
should be assigned to the node s of the verbal graph. The diagnostic support from 
evidence e~ that the nodes v € V and s G S are identical is defined as: 

— ^‘^P{^speech{^')^^vision{'^y) 

where B{v) is one of the Bayesian networks B speech or Bvision which is instantiated 
with the information attached with a node v. 

Another uncertainty which is modeled in the Bayesian network is the probability 
that Vg^. = Vj is the reference object if the user mentions a spatial relation Rel{rok) 
and we assume that Vjo = u, is the intended object: 

P{Vsk =Vj\Vio =Vi) = App{Ref,Rel{rok),Rel{eij)) 

where Rel{eij) = Rel{Obj{vi),Obj{vj)) is the representation of the spatial relation 
between the objects Obj{vi) (10) and Obj{vj) (RO). 

Ref is the current reference frame of the speaker. 

App{. denotes the applicability function of the spatial model. 

If we want to propagate the evidences to the top node there are some constraints which 
we have to consider. One particular node v € V = {uq . . . uat) can only be assigned 
to one of the nodes s G S = {sq • • • Sn) ™d all assignments must be injective. This 
is concerned by a search algorithm which finds the most plausible assignment of nodes 
for all values of Vjo = Vio=i...N G V which is dehned by 

{vsa ■■■Vs„y = argmax Bel{Vio = Vio) 

(Vso...Vs„) 

= argmax P{ey \Vio = Vio) 

= argmax =Vsi)P{Vsi = = Vio) 

i=0...n 

where (vge ■ ■ ■ Vg„) G V" are injective node assignments for (sq • • • s«) 
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2 3 1 4 5 6 

Figurel4. Example presenting the partitioning of the plausibility vector. 



Propagating down gives us some expectations about an object which would be consis- 
tent with the rest of our instantiated evidence. 

Evaluating the Bayesian network provides us a plausibility for all objects in the 
scene. The components of this plausibility vector rate which object was denoted by the 
spoken utterance. If we have to chose a particular object in order to generate a system 
answer, many times the decision can not be definite. There are several reasons why this 
will happen: 

- The user intended to specify a group of objects. 

- The user did not realize that his naming was not specific enough. 

- Some attributes the user mentioned were not recognized by speech processing. 

- The vision component classihed an object to the wrong class. 

The ambiguity remained in the set of selected objects can only be resolved by a dialog 
component which is able to consider the dialog context of the utterance. Therefore, the 
answer of the component which interprets the utterance only in scene context has to 
include all objects which are plausible. 

Partitioning the plausibility vector Uio into one group of elements which defines 
fhe system answer and one group with plausibility below a threshold is a difficult task 
because we have no information about a distribution of these values on which such 
decision could be based. Often, we intuitively split such vectors into more than two 
groups, e.g. one with low, one with middle, and one with high plausibility. 

Therefore, we use differences of values in order to partition the plausibility vector 
(fig. 14). In a hrst step the plausibility values are sorted (1.) so that we get a monotonic 
discretisized function. The biggest jumps in this function are hypothetical boundaries 
of partitions. In order to get the right number of partitions the differences of each jump 
are sorted (2.H-3.). The maximum jump in this new monotonic function (4.) provides 
us all differences which are significant for partitioning the original sorted plausibility 
vector (5.H-6.-I-7.). Finally, the system answer is generated including all objects which 
are member of the partition with maximal plausibility (8.). 

The partitioning scheme can be influenced by varying fhe ’zero-partitioning-line’. 
This value defines the difference which is assigned to the minimum component of the 
plausibility vector. If it is set to zero, there is a tendency to selecting all objects in 
context. If it is set to the value of the minimum component there are more differences 
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4 



FigurelS. Increasing the ‘zero-partitioning-line’ in different focus contexts. If the maximum 
component of the example in fig. 14 is slightly less, three components are selected. If we fo- 
cus on these and raise the ‘zero-partitioning-line’, the maximum component can be selected. 



which are classified as significant (fig. 15). This may be useful if the scene context is 
varied by the dialogue component relative to a set of objects which may be in focus. 

6 Results 

In this section we will concentrate on some aspects concerning the interaction scheme 
of the speech understanding and vision component. Given an instruction, the system 
has to identify the objects which were denoted by the utterance. Firstly, we mention 
some aspects concerning the results of the system components. After that, we com- 
pare the identification results of our system under different conditions using speech and 
transcribed (NL) input, uncertain and perfect vision. We stated that the topology of the 
visual scene has a great impact on the verbal description of an object. In another exper- 
iment we will measure this impact on identification results of our system. Finally, the 
identification results are compared to former results described in [20]. These did not 
consider topological information and a slightly different criterium was used in order to 
select a set of intended objects. 

6.1 Experimental Data 

Two different test sets were used evaluating our system. In a first psycholinguistic exper- 
iment 10 subjects named objects verbally which were presented on a computer screen. 
In each image, one object was marked and the subjects were told to name this object us- 
ing an instruction, such as “give me the big yellow object” or “take the long bar”. From 
this experiment, 453 verbal object descriptions were collected. These descriptions were 
partly used to estimate some conditional probabilities concerning type and color infor- 
mation in the Bayesian network used for node comparison (section 5.1). This test set 
is called ‘FEATURE’ -set. In a second experiment under the same conditions 6 persons 
were asked to name the marked object by using spatial relations, such as “take the red 
object in front of the long one”. 144 utterances were collected using 5 different scenes. 
This test set is called ‘SPATIAL’ -set. 

The instructions were transcribed orthographically in order to exclude speech recog- 
nition errors. This input is labeled as ‘NL’ (natural language). Instead of a set of labeled 
images, we use a subset of utterances which denote a correctly recognized object. This 
input is labeled as ‘PV’ (perfect vision). 

Former results described in [20] were generated on subsets of these two test sets 
which are called ‘FEATURE®*'*’ and ‘SPATIAL®*'*’. 
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#utt 


WA 


EA 


NLU S 


FEATURE.S 


325 


66.4% 


79.3% 


90% 


SPATIAL.S 


123 


67.1% 


72.3% 


64% 



Tablel. Results of the speech components on different test sets. 





#utt 


perfect vision 


wrong color 


wrong object class 


none 


FEATURE 


352 


88.6% 


5.1% 


2.0% 


4.3% 


FEATURE_NL 


325 


88.9% 


5.2% 


2.2% 


3.7% 


SPATIAL 


133 


70.7% 


18.0% 


4.5% 


6.8% 


SPATIAL_NL 


123 


71.5% 


20.3% 


4.1% 


4.1% 



Table2. Results of the vision component on different test sets. 



6.2 Component Results 

In order to interpret the identification results correctly, we have to analyse the partial 
results of the system components. On the speech side, the quality of the recognition 
component is measured hy the word accuracy (WA) [10]. A similar measure can he 
defined for feature structures which counts suhstitutions, insertions, and deletions of 
feature entries. For that, we use the feature structures, which are generated hy the speech 
understanding component using NL-input, as reference data. This measure is called 
feature accuracy (FA) and can he interpreted as the influence of speech recognition 
errors on the speech understanding component for object specifications. Even for NL- 
input, there are some failures which happen in the understanding component, due to 
unknown words or language structures which were not modeled in the grammar or in 
the semantic network. In these cases the understanding component generated none or 
more than one object specification. These utterances were left out when computing the 
identification results. Thereby, we get slightly different test sets for speech- and NL- 
input. The word and feature accuracy for both speech test sets is given in table 1 . 

On the vision side, there are three different kinds of errors: wrong object class, 
wrong color classification, no object hypothesis at all. In some scenes, there was an 
object which was unknown to the vision component. These objects caused most wrong 
object classifications. We measured these failures for all marked objects of the different 
test sets (tab. 2). 



6.3 Classification of System Answers 

Given an instruction, the system generates a set of objects which were hypothetically 
denoted by the instruction. The system answer is classified into different classes in 
regard to the marked object which was intended. 

- precise: the marked object is the only one the system selected. 

- included: the system selected more objects beside the marked one which have the 
same object class as the marked object. 
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#utt 


correct 


additional 


false 


nothing 


NL-rPV 


312 


94.6% 


6.4% 


5.4% 


0.0% 


NL-i-UV 


352 


87.8% 


6.5% 


10.5% 


1.7% 


S-rPV 


289 


94.1% 


9.0% 


5.5% 


0.4% 


S-i-UV 


325 


87.1% 


8.6% 


11.1% 


1.8% 



Tables. Identification results for the FEATURE-set using text (NL), speech (S), perfect vision 
(PV), and uncertain vision (UV) as input. 



- additional: the marked object is member of the selected subset of objects but some 
selected objects have a different object class than the marked object. 

- correct: the marked object is member of the selected subset. Note that ‘correct’ is 
the union of ‘precise’, ‘included’, and ‘additional’. 

- false: the system has selected some objects but the marked object is not a member 
of the subset. 

- nothing: the system rejected the instruction because the system did not find an 
appropriate object. 

The class ‘precise’ is only relevant if the intended object is localized by specifying some 
reference objects and spatial relations. Otherwise the system can not distinguish objects 
of the same object class. 

6.4 Results using the FEATURE-Set 

In table 3 we present the identification results using the FEATURE-set of instructions. 
In all cases the percentage of correct system answers is quit high (> 87%). This is a 
very important aspect for the acceptance of the system with regard to a user. Even if 
additional objects are selected, a dialog strategy can disambiguate the instruction by a 
precise request. 

If we compare the results for different inputs, we examine the expected ordering 
from the best result with ‘text’- and ‘perfect vision’ -input to the lowest identification 
result with ‘speech’- and ‘uncertain vision’ -input. It is remarkable that the impact of 
‘speech’ -input is very low even though the word accuracy (66.4%) was quit worse and 
the feature accuracy (79.3%) is far from that of text-input. 

6.5 Results using the SPATIAL-Set 

In the previous section we presented identification results from utterances which did 
not mention spatial relations. Therefore, only the Bayesian networks for verbal fea- 
ture descriptions and the visual abstraction hierarchy, and the partitioning scheme of 
the plausibility vector are evaluated. In the SPATIAL-set, we have to consider more 
influences on the identification results, e.g. spatial model and topology. The results are 
presented in table 4. 

We can examine the same tendencies as mentioned for the EEATURE-set. The in- 
fluence of the usage of speech-input instead of text-input is quit low and in the case of 
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#utt 


precise 


correct 


additional 


false 


nothing 


NL+PV 


94 


70.2% 


90.4% 


12.9% 


9.6% 


0.0% 


NL+UV 


133 


54.9% 


79.7% 


10.5% 


20.3% 


0.0% 


S+PV 


88 


68.2% 


86.4% 


10.2% 


13.6% 


0.0% 


S+UV 


123 


56.1% 


79.7% 


8.1% 


20.3% 


0.0% 



Table4. Identification results for the SPATIAL-set using text (NL), speech (S), perfect vision 
(PV), and uncertain vision (UV) as input. 
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Figurel6. Influence of the neighborhood graph. 



uncertain vision we get nearly equal results. The biggest impact is introduced by un- 
certain vision. The rates of ‘false’ -identifications are nearly doubled. This is due to the 
fact that the user does not specify many features when using spatial relations. There- 
fore, the node comparison in the subgraph-matching procedure is not very restrictive 
and sensitive for uncertain vision results. 

Influence of the Neighborhood Graph 

In order to measure the influence of topology introduced by the neighborhood graph 
on the system answers we used the SPATIAL test set and NL-/UV-input. The neighbor- 
hood of objects in the scene is defined by overlapping regions (section 4.1). We varied 
the threshold which defines the percentage two object regions are allowed to be sepa- 
rated without loosing their neighborhood. 100% means that all objects are neighbors. 
The classification of the system answers are shown in figure 16. We observe that above 
60% separation, system answers are much more sloppy and that ’additional’ and ’false’ 
system answers increase. On the other side we nearly did not loose any ’precise’ system 
answer if the threshold is defined very rigorously. This provides us a high evidence that 
the assumptions on which we defined the neighborhood hold. The concept of defin- 
ing neighborhood relations by separations seems to model an important aspect when 
humans specify intended objects using spatial relations. 
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source 


#instr. 


correct 


additional 


false 


nothing 


FEATURE 


417 


86.3% 


8.1% 


9.6% 


4.0% 


EEATUREJ^L.UV 


352 


87.8% 


6.5% 


10.5% 


1.7% 


EEATUREJ^LJV°"‘ 


412 


92.5% 


8.3% 


7.5% 


0.0% 


EEATUREJ^LJV 


312 


94.6% 


6.4% 


5.4% 


0.0% 


SPATIAL 


84 


78.6% 


8.3% 


21.4% 


0.0% 


SPATIAL J^L.UV 


133 


79.7% 


10.5% 


20.3% 


0.0% 


SPATIAL J^LJ’V°'“ 


98 


83.5% 


2.0% 


16.5% 


0.0% 


SPATIAL J^LJV 


94 


90.4% 


12.9% 


9.6% 


0.0% 



Tables. Comparison to former results. 



6.6 Comparison to Former Results 

In table 5 we compare results of our system to those of an earlier version of the system. 
Results generated using speech input are not compared because the speech recognition 
and understanding components are different. For results of the earlier system, the NL- 
input was adapted to the grammar used in speech understanding component in order 
to avoid errors in this component. While results of the earlier system show that speech 
recognition errors have the greatest impact on the overall results (FEATURE_S_UV°*'^ 
correct: 70%, SPATIAL_S_UV°*'^ correct: 76%), our system has nearly the same perfor- 
mance using speech input as using NL input. In nearly all cases we could improve the 
correct system identifications. By using the described partitioning scheme of the plau- 
sibility vector (sec. 5.2), we could slightly increase the number of ‘correct’ system an- 
swers and reduce the number of system answers classified as ‘additional’ (EEATURE- 
set). The percentage of system answers for SPATIAL_NLJPV which were classified as 
‘correct’ increased significantly by 7.8% while ‘false’ classifications could be reduced 
by 41.8%. The main reason for this gain in system performance is the introduction of 
the neighborhood graph. 

There are many aspects of the system which had not been evaluated so far. Most 
attention will be paid to a more detailed analysis of the system if it is concerned with 
more extreme erroneous data. We plan some tests by changing the color and type in- 
formation of marked objects randomly and will evaluate the performance of the speech 
understanding component using hand labeled feature structures as a reference set. 

7 Conclusion 

We presented a new approach to integrating vision and speech understanding. As we 
work in real environments, we are typically concerned with erroneous, vague or incom- 
plete data. We cope with these problems by using multiple representations on different 
levels of abstraction. In order to find the most plausible interpretation of the scene the 
graduated results of the vision components are connected by Bayesian networks. 

The interpretation of a spoken utterance concerning the visual scene is modeled 
as another partial representation of the scene. Verbal descriptions often use qualitative 
features of the object instead of the exact name and specify spatial relations only vague. 
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We model the coherence between these features and the object classes used in vision 
in a Bayesian network. The conditional probabilities were estimated using results of 
psycholinguistic experiments. 

We showed that the topology of the scene is an important aspect if a speaker lo- 
calizes an intended object by using spatial relations. We introduced this influence by 
the definition of a neighborhood graph which is used on all representation layers. The 
nodes of this graph are labeled with the graduated results generated by the vision com- 
ponents respectively with mentioned features of a verbal object description. The edges 
are labeled with spatial relations which are represented numerically (vision) or by name 
(verbal). 

The identihcation of the object which was indented by the speaker is modeled as 
a weighted subgraph match between the graph representation generated by vision and 
the verbally specified graph representation. It is realized by using a Bayesian network 
which is dynamically constructed from both graph representations and provides us a 
plausibility vector which components rate the plausibility that the object related the 
component was denoted by the utterance. In order to select a set of objects which are 
hypothetically denoted by the utterance, we developed a partitioning technique which 
does not need a pre-specified threshold and does not suppose a specific distribution of 
the values. Secondly, we defined an additional confidence measure which provides a 
dialogue componenf some information concerning fhe uncertainly of the selection. 

We demonstrated the effectiveness of our approach on real data in which naive 
users were asked to name objects in a visual scene. We could improve former results 
on this test set especially by the introduction of the neighborhood graph. Because of 
the hierarchical modeling we obtain first results with drastically reduced computational 
complexity. As computation continues, results will be more precise. Thereby, an any- 
time behavior is realized. 

Further research will concentrate the expansion of the vision abstract hierarchy, the 
modeling of an increased set of spatial relations, and the integration of hand gestures 
pointing at an intended object. Secondly, we will use the plausibility measure from 
object identifications as a scoring scheme in the understanding component in order to 
weight alternative interpretations of the utterance. 
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Abstract. We describe a real-time computer vision and machine lear- 
ning system for modeling and recognizing human behaviors in a visual 
surveillance task. The system is particularly concerned with detecting 
when interactions between people occur, and classifying the type of in- 
teraction. Examples of interesting interaction behaviors include follo- 
wing another person, altering one’s path to meet another, and so forth. 
Our system combines top-down with bottom-up information in a closed 
feedback loop, with both components employing a statistical Bayesian 
approach. We propose and compare two different state-based learning 
architectures, namely HMMs and CHMMs, for modeling behaviors and 
interactions. The CHMM model is shown to work much more efficiently 
and accurately. 

Finally, to deal with the problem of limited training data, a synthetic 
‘Alife-style’ training system is used to develop flexible prior models for 
recognizing human interactions. We demonstrate the ability to use these 
a priori models to accurately classify real human behaviors and interac- 
tions with no additional tuning or training. 



1 Introduction 

We describe a real-time computer vision and machine learning system for mode- 
ling and recognizing human behaviors in a visual surveillance task. The system 
is particularly concerned with detecting when interactions between people occur, 
and classifying the type of interaction. 

Over the last decade there has been growing interest within the computer 
vision and machine learning communities in the problem of analyzing human 
behavior in video (nni,[3|,^, p, [m, mm , d)' Such systems typically 
consist of a low- or mid-level computer vision system to detect and segment a 
moving object — human or car, for example — , and a higher level interpretation 
module that classifies the motion into ‘atomic’ behaviors such as, for example, 
a pointing gesture or a car turning left. 

However, there have been relatively few efforts to understand human be- 
haviors that have substantial extent in time, particularly when they involve 
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interactions between people. This level of interpretation is the goal of this pa- 
per, with the intention of building systems that can deal with the complexity of 
multi-person pedestrian and highway scenes. 

This computational task combines elements of Al/machine learning and com- 
puter vision, and presents challenging problems in both domains: from a Com- 
puter Vision viewpoint, it requires real-time, accurate and robust detection and 
tracking of the objects of interest in an unconstrained environment; from a Ma- 
chine Learning and Artificial Intelligence perspective behavior models for inter- 
acting agents are needed to interpret the set of perceived actions and detect 
eventual anomalous behaviors or potentially dangerous situations. Moreover, all 
the processing modules need to be integrated in a consistent way. 

Our approach to modeling person-to-person interactions is to use supervised 
statistical learning techniques to teach the system to recognize normal single- 
person behaviors and common person-to-person interactions. A major problem 
with a data-driven statistical approach, especially when modeling rare or an- 
omalous behaviors, is the limited number of examples of those behaviors for 
training the models. A major emphasis of our work, therefore, is on efficient 
Bayesian integration of both prior knowledge (by the use of synthetic prior mo- 
dels) with evidence from data (by situation-specific parameter tuning) . Our goal 
is to be able to successfully apply the system to any normal multi-person inter- 
action situation without additional training. 

Another potential problem arises when a completely new pattern of behavior 
is presented to the system. After the system has been trained at a few different 
sites, previously unobserved behaviors will be (by definition) rare and unusual. 
To account for such novel behaviors the system should be able to recognize such 
new behaviors, and to build models of the behavior from as as little as a single 
example. 

We have pursued a Bayesian approach to modeling that includes both prior 
knowledge and evidence from data, believing that the Bayesian approach pro- 
vides the best framework for coping with small data sets and novel behaviors. 
Graphical models |0| , such as Hidden Markov Models (HMMs) |22| and Coupled 
Hidden Markov Models (CHMMs) KI4l1fH . seem most appropriate for mode- 
ling and classifying human behaviors because they offer dynamic time warping, 
a well-understood training algorithm, and a clear Bayesian semantics for both 
individual (HMMs) and interacting or coupled (CHMMs) generative processes. 

To specify the priors in our system, we have developed a framework for buil- 
ding and training models of the behaviors of interest using synthetic agents. 
Simulation with the agents yields synthetic data that is used to train prior mo- 
dels. These prior models are then used recursively in a Bayesian framework to 
fit real behavioral data. This approach provides a rather straightforward and 
flexible technique to the design of priors, one that does not require strong analy- 
tical assumptions to be made about the form of the priori. In our experiments 
we have found that by combining such synthetic priors with limited real data 

^ Note that our priors have the same form as our posteriors, namely they are Markov 
models. 
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we can easily achieve very high accuracies of recognition of different human-to- 
human interactions. Thus, our system is robust to cases in which there are only 
a few examples of a certain behavior (such as in interaction type 2 described in 
section lOl or even no examples except synthetically-generated ones. 

The paper is structured as follows: section |21 presents an overview of the sy- 
stem, section 0 describes the computer vision techniques used for segmentation 
and tracking of the pedestrians, and the statistical models used for behavior 
modeling and recognition are described in section 0 Section El contains experi- 
mental results with both synthetic agent data and real video data, and section El 
summarizes the main conclusions and sketches our future directions of research. 
Finally a summary of the CHMM formulation is presented in the appendix. 

2 System Overview 

Our system employs a static camera with wide field-of-view watching a dynamic 
outdoor scene (the extension to an active camera straightforward and 

planned for the next version). A real-time computer vision system segments 
moving objects from the learned scene. The scene description method allows 
variations in lighting, weather, etc., to be learned and accurately discounted. 

For each moving object an appearance-based description is generated, allo- 
wing it to be tracked though temporary occlusions and multi-object meetings. A 
Kalman filter tracks the objects location, coarse shape, color pattern, and velo- 
city. This temporally ordered stream of data is then used to obtain a behavioral 
description of each object, and to detect interactions between objects. 

Figured depicts the processing loop and main functional units of our ultimate 
system. 

1. The real-time computer vision input module detects and tracks moving ob- 
jects in the scene, and for each moving object outputs a feature vector de- 
scribing its motion and heading, and its spatial relationship to all nearby 
moving objects. 

2. These feature vectors constitute the input to stochastic state-based behavior 
models. Both HMMs and CHMMs, with varying structures depending on 
the complexity of the behavior, are then used for classifying the perceived 
behaviors. 

Note that both top-down and bottom-up streams of information are conti- 
nuously managed and combined for each moving object within the scene. Conse- 
quently our Bayesian approach offers a mathematical framework for both com- 
bining the observations (bottom-up) with complex behavioral priors (top-down) 
to provide expectations that will be fed back to the perceptual system. 

3 Segmentation and Tracking 

The first step in the system is to reliably and robustly detect and track the 
pedestrians in the scene. We use 2-D blob features for modeling each pedestrian. 



258 



N. Oliver, B. Rosario, and A. Pentland 




BOTTOM-UP 





Detection 


Tracking ] 








I Pedestrian Detection and Tracking J 




Feature 

Vectors 



Eigenbackground 

Learning 




Foveated Input , 

Image ^ Model 

Expectation! 



CHMMs 




1 ] z ^ 




Interaction Detection and Recognition 






X 




l«lll 

- isss 
Visual Input 




Model Expectation-^ 
Focus of Attention 



TOP-DOWN 



Visuai/ Evidence 

1 

Prediction Attention 



Modeling ' 
Expectations i 
of what to seel 



' Selective 
I Perception 



Prediction and Attention 




Fig. 1. Top-down and bottom-up processing loop 



The notion of “blobs” as a representation for image features has a long history 
in computer vision and has had many different mathematical 

definitions. In our usage it is a compact set of pixels that share some visual pro- 
perties that are not shared by the surrounding pixels. These properties could be 
color, texture, brightness, motion, shading, a combination of these, or any other 
salient spatio-temporal property derived from the signal (the image sequence). 

3.1 Segmentation by Eigenbackground Subtraction 

In our system the main cue for clustering the pixels into blobs is motion, because 
we have a static background with moving objects. To detect these moving objects 
we adaptively build an eigenspace that models the background. This eigenspace 
model describes the range of appearances (e.g., lighting variations over the day, 
weather variations, etc.) that have been observed. The eigenspace can also be 
generated from a site model using standard computer graphics techniques. 

The eigenspace model is formed by taking a sample of N images and compu- 
ting both the mean Hh background image and its covariance matrix Ch. This cova- 
riance matrix can be diagonalized via an eigenvalue decomposition Lf, = , 

where <Pb is the eigenvector matrix of the covariance of the data and Lb is the 
corresponding diagonal matrix of its eigenvalues. In order to reduce the dimensio- 
nality of the space, in principal component analysis (PCA) only M eigenvectors 
(eigenbackgrounds) are kept, corresponding to the M largest eigenvalues to give 
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a <Pm matrix. A principal component feature vector J, — is then formed, 

where Xi = 1^ — /if, is the mean normalized image vector. 

Note that moving objects, because they don’t appear in the same location 
in the N sample images and they are typically small, do not have a significant 
contribution to this model. Consequently the portions of an image containing 
a moving object cannot be well described by this eigenspace model (except in 
very unusual cases), whereas the static portions of the image can be accurately 
described as a sum of the the various eigenbasis vectors. That is, the eigenspace 
provides a robust model of the probability distribution function of the backgro- 
und, but not for the moving objects. 

Once the eigenbackground images (stored in a matrix called hereafter) 
are obtained, as well as their mean /if,, we can project each input image li onto 
the space expanded by the eigenbackground images Bi = ^M^Xi to model the 
static parts of the scene, pertaining to the background. Therefore, by computing 
and thresholding the Euclidean distance (distance from feature space DFFS [IS|) 
between the input image and the projected image we can detect the moving 
objects present in the scene: Di = \Ii — Bi\ > t, where t is a given threshold. 
Note that it is easy to adaptively perform the eigenbackground subtraction, in 
order to compensate for changes such as big shadows. This motion mask is the 
input to a connected component algorithm that produces blob descriptions that 
characterize each person’s shape. We have also experimented with modeling the 
background by using a mixture of Gaussian distributions at each pixel, as in 
Pfinder M- However we finally opted for the eigenbackground method because 
it offered good results and less computational load. 

3.2 Tracking 

The trajectories of each blob are computed and saved into a dynamic track me- 
mory. Each trajectory has associated a first order Kalman filter that predicts the 
blob’s position and velocity in the next frame. Recall that the Kalman Filter is 
the ’best linear unbiased estimator’ in a mean squared sense and that for Gaus- 
sian processes, the Kalman filter equations corresponds to the optimal Bayes’ 
estimate. 

In order to handle occlusions as well as to solve the correspondence between 
blobs over time, the appearance of each blob is also modeled by a Gaussian PDF 
in RGB color space. When a new blob appears in the scene, a new trajectory 
is associated to it. Thus for each blob the Kalman- filter-generated spatial PDF 
and the Gaussian color PDF are combined to form a joint (x, y) image space 
and color space PDF. In subsequent frames the Mahalanobis distance is used to 
determine the blob that is most likely to have the same identity. 

4 Behavior Models 

In this section we develop our framework for building and applying models of 
individual behaviors and person-to-person interactions. In order to build effective 
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Fig. 2. Background mean image, blob segmentation image and input image with blob 
bounding boxes 



computer models of human behaviors we need to address the question of how 
knowledge can be mapped onto computation to dynamically deliver consistent 
interpretations. 

From a strict computational viewpoint there are two key problems when pro- 
cessing the continuous flow of feature data coming from a stream of input video: 
(1) Managing the computational load imposed by frame-by-frame examination 
of all of the agents and their interactions. For example, the number of possible 
interactions between any two agents of a set of N agents is N * {N — l)/2. If nai- 
vely managed this load can easily become large for even moderate N; (2) Even 
when the frame-by-frame load is small and the representation of each agent’s 
instantaneous behavior is compact, there is still the problem of managing all 
this information over time. 

Statistical directed acyclic graphs (DAGs) or probabilistic inference networks 
(PINs) |7fn] can provide a computationally efficient solution to these problems. 
HMMs and their extensions, such as CHMMs, can be viewed as a particular, 
simple case of temporal PIN or DAG. PINs consist of a set of random variables 
represented as nodes as well as directed edges or links between them. They define 
a mathematical form of the joint or conditional PDF between the random varia- 
bles. They constitute a simple graphical way of representing causal dependencies 
between variables. The absence of directed links between nodes implies a condi- 
tional independence. Moreover there is a family of transformations performed on 
the graphical structure that has a direct translation in terms of mathematical 
operations applied to the underlying PDF. Finally they are modular, i.e. one 
can express the joint global PDF as the product of local conditional PDFS. 

PINs present several important advantages that are relevant to our problem: 
they can handle incomplete data as well as uncertainty; they are trainable and 
easy to avoid overfitting; they encode causality in a natural way; there are algo- 
rithms for both doing prediction and probabilistic inference; they offer a frame- 
work for combining prior knowledge and data; and finally they are modular and 
parallelizable. 

In this paper the behaviors we examine are generated by pedestrians walking 
in an open outdoor environment. Our goal is to develop a generic, compositional 
analysis of the observed behaviors in terms of states and transitions between 
states over time in such a manner that (1) the states correspond to our common 
sense notions of human behaviors, and (2) they are immediately applicable to a 
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wide range of sites and viewing situations. Figure 0 shows a typical image for 
our pedestrian scenario. 




Fig. 3. A typical image of a pedestrian plaza 



4.1 Visual Understanding via Graphical Models: HMMs and 
CHMMs 

Hidden Markov models (HMMs) are a popular probabilistic framework for mode- 
ling processes that have structure in time. They have a clear Bayesian semantics, 
efficient algorithms for state and parameter estimation, and they automatically 
perform dynamic time warping. An HMM is essentially a quantization of a sy- 
stem’s configuration space into a small number of discrete states, together with 
probabilities for transitions between states. A single finite discrete variable in- 
dexes the current state of the system. Any information about the history of the 
process needed for future inferences must be reflected in the current value of 
this state variable. Graphically HMMs are often depicted ’rolled-out in time’ as 
PINs, such as in figure 21 




• Qaussian Gwssian 

* (Russian mixture GAussisniDinJiKs 



Fig. 4. Graphical representation of HMM and CHMM rolled-out in time 
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However, many interesting systems are composed of multiple interacting pro- 
cesses, and thus merit a compositional representation of two or more variables. 
This is typically the case for systems that have structure both in time and space. 
With a single state variable, Markov models are ill-suited to these problems. In 
order to model these interactions a more complex architecture is needed. 

Extensions to the basic Markov model generally increase the memory of the 
system (durational modeling), providing it with compositional state in time. 
We are interested in systems that have compositional state in space, e.g., more 
than one simultaneous state variable. It is well known that the exact solution of 
extensions of the basic HMM to 3 or more chains is intractable. In those cases 
approximation techniques are needed However, it is also known 

that there exists an exact solution for the case of 2 interacting chains, as it is 
our case 

We therefore use two Coupled Hidden Markov Models (CHMMs) for mode- 
ling two interacting processes, in our case they correspond to individual humans. 
In this architecture state chains are coupled via matrices of conditional probabi- 
lities modeling causal (temporal) influences between their hidden state variables. 
The graphical representation of CHMMs is shown in figure 0 From the graph it 
can be seen that for each chain, the state at time t depends on the state at time 
t — 1 in both chains. The influence of one chain on the other is through a causal 
link. The appendix [^contains a summary of the CHMM formulation. 

In this paper we compare performance of HMMs and CHMMs for maximum 
a posteriori (MAP) state estimation. We compute the most likely sequence of 
states S within a model given the observation sequence O = {oi, . . . ,On}- This 
most likely sequence is obtained by S' = argmaxsP{S\0). 

In the case of HMMs the posterior state sequence probability P(S'|0) is given 
by 



P(5'|0) = P,^p,^{oi) Y[psAot)Pst\.t-i 



( 1 ) 



t=2 



where S = {ai,...,aAr} is the set of discrete states, s* £ S corresponds to 
the state at time t. P^j = Ps^=ai\st-i=a- is the state-to-state transition pro- 
bability (i.e. probability of being in state at time t given that the system 
was in state Oj at time t — 1). In the following we will write them as Pst|st-i- 
The prior probabilities for the initial state are Pi = Psi=ai = Psi- And Anally 
Pi{ot) = Pst=ai(ot) = Pstiot) are the output probabilities for each state, (i.e. the 
probability of observing ot given state Oi at time t). 

In the case of CHMMs we need to introduce another set of probabilities, 
^st|s' which correspond to the probability of state s* at time t in one chain 
given that the other chain — denoted hereafter by superscript ' — was in state 
s[_i at time t—1. These new probabilities express the causal influence (coupling) 
of one chain to the other. The posterior state probability for CHMMs is given 
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by 



P{S\0) 



Ps^PsAoi)Ps'^Ps[{o'i) 

P{0) 



T 

^ -fst (ot)PsJ (oj) 

t=2 



( 2 ) 

where St,s'p,Ot, o[ denote states and observations for each of the Markov chains 
that compose the CHMMs. We direct the reader to ^ for a more detailed de- 
scription of the MAP estimation in CHMMs. 

Coming back to our problem of modeling human behaviors, two persons (each 
modeled as a generative process) may interact without wholly determining each 
others’ behavior. Instead, each of them has its own internal dynamics and is 
influenced (either weakly or strongly) by others. The probabilities Ps^s' and 
^s;|st_i describe this kind of interactions and CHMMs are intended to model 
them in as efficient a manner as is possible. 



5 Experimental Results 

Our goal is to have a system that will accurately interpret behaviors and interac- 
tions within almost any pedestrian scene with little or no training. One critical 
problem, therefore, is generation of models that capture our prior knowledge 
about human behavior. The selection of priors is one of the most controversial 
and open issues in Bayesian inference. To address this problem we have crea- 
ted a synthetic agents modeling package which allows us to build flexible prior 
behavior models. 



5.1 Synthetic Agents Behaviors 

We have developed a framework for creating synthetic agents that mimic human 
behavior in a virtual environment. The agents can be assigned different behaviors 
and they can interact with each other as well. Currently they can generate 5 
different interacting behaviors and various kinds of individual behaviors (with 
no interaction) . The parameters of this virtual environment are modeled on the 
basis of a real pedestrian scene from which we obtained (by hand) measurements 
of typical pedestrian movement. 

One of the main motivations for constructing such synthetic agents is the 
ability to generate synthetic data which allows us to determine which Markov 
model architecture will be best for recognizing a new behavior (since it is difficult 
to collect real examples of rare behaviors). By designing the synthetic agents 
models such that they have the best generalization and invariance properties 
possible, we can obtain flexible prior models that are transferable to real human 
behaviors with little or no need of additional training. The use of synthetic agents 
to generate robust behavior models from very few real behavior examples is of 
special importance in a visual surveillance task, where typically the behaviors of 
greatest interest are also the most rare. 
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In the experiments reported here, we considered five different interacting 
behaviors: (1) Follow, reach and walk together (interl), (2) Approach, meet 
and go on separately (inter2), (3) Approach, meet and go on together (interS), 
(4) Change direction in order to meet, approach, meet and continue together 
(interd), and (5) Change direction in order to meet, approach, meet and go on 
separately (interfi). 

Note that we assume that these interactions can happen at any moment in 
time and at any location, provided only that the precondititions for the interac- 
tions are satisfied. 

For each agent the position, orientation and velocity is measured, and from 
this data a feature vector is constructed which consists of: di 2 , the derivative 
of the relative distance between two agents; ai ^2 = sign{< Vi,V 2 >), or degree 
of alignment of the agents, and Vi = z = 1,2, the magnitude of their 

velocities. Note that such feature vector is invariant to the absolute position and 
direction of the agents and the particular environment they are in. 

Figure 0 illustrates the agents trajectories and associated feature vector for 
an example of interaction 2, i.e. an ‘approach, meet and continue separately’ 
behavior. 




Fig. 5. Example trajectories and feature vector for interaction 2, or approach, meet 
and continue separately behavior. 



Comparison of CHMM and HMM Architectures We built models of the 
previously described interactions with both CHMMs and HMMs. We used 2 
or 3 states per chain in the case of CHMMs, and 3 to 5 states in the case of 
HMMs (accordingly to the complexity of the various interactions). Each of these 
architectures corresponds to a different physical hypothesis: CHMMs encode 
a spatial coupling in time between two agents (e.g., a non-stationary process) 
whereas HMMs model the data as an isolated, stationary process. We used from 
11 to 75 sequences for training each of the models, depending on their complexity, 
such that we avoided overfitting. The optimal number of training examples, of 
states for each interaction as well as the optimal model parameters were obtained 
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by a 10% cross-validation process. In all cases, the models were set up with a full 
state-to-state connection topology, so that the training algorithm was responsible 
for determining an appropriate state structure for the training data. The feature 
vector was 6-dimensional in the case of HMMs, whereas in the case of CHMMs 
each agent was modeled by a different chain, each of them with a 3-dimensional 
feature vector. 

To compare the performance of the two previously described architectures 
we used the best trained models to classify 20 unseen new sequences. In order 
to find the most likely model, the Viterbi algorithm was used for HMMs and 
the N-heads dynamic programming forward-backward propagation algorithm for 
CHMMs. 

Table Ih. 1 1 illustrates the accuracy for each of the two different architectures 
and interactions. Note the superiority of CHMMs versus HMMs for classifying 
the different interactions and, more significantly, identifying the case in which 
there are no interactions present in the testing data. 



Table 1. Accuracy for HMMs and CHMMs on synthetic data. Accuracy at recognizing 
when no interaction occurs (‘No inter’), and accuracy at classifying each type of inter- 
action: ‘Inter!’ is follow, reach and walk together; ‘Inter2’ is approach, meet and go on; 
‘Inters’ is approach, meet and continue together; ‘Inter!’ is change direction to meet, 
approach, meet and go together and ‘Inter5’ is change direction to meet, approach, 
meet and go on separately 





Accuracy on 


synthetic data 








No inter Interl 


Inter2 InterS 


Inter! 


Inter5 


HMMs 


68.7 87.5 


85.4 


91.6 


77 


97.9 


CHMMs 


90.9 100 


100 


100 


100 


100 



Complexity in time and space is an important issue when modeling dyna- 
mic time series. The number of degrees of freedom (state-to-state probabili- 
ties-houtput means-houtput covariances) in the largest best-scoring model was 
85 for HMMs and 54 for CHMMs. We also performed an analysis of the accu- 
racies of the models and architectures with respect to the number of sequences 
used for training. Figure FTTI illustrates the accuracies in the case of interaction 4 
(change direction for meeting, stop and continue together) . Efficiency in terms of 
training data is specially important in the case of on-line real-time learning sy- 
stems -such as ours would ultimately be-, specially in domains in which collecting 
clean labeled data is difficult. 

The cross-product HMMs that result from incorporating both generative pro- 
cesses into the same joint-product state space usually requires many more se- 
quences for training because of the larger number of parameters. In our case, this 
appears to result in a accuracy ceiling of around 80% for any amount of training 
that was evaluated, whereas for CHMMs we were able to reach approximately 
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Accuracies of CHMMs (solid line) ROC curve on synthetic data, 

and HMMs (dotted line). 



Fig. 6. First figure: Accuracies of CHMMs (solid line) and HMMs (dotted line) for one 
particular interaction. The dashed line is the accuracy on testing without considering 
the case of no interaction, while the dark line includes this case. Second figure: ROC 
curve on synthetic data. 



100% accuracy with only a small amount of training. From this result it seems 
that the CHMMs architecture, with two coupled generative processes, is more 
suited to the problem of the behavior of interacting agents than a generative 
process encoded by a single HMM. 

In a visual surveillance system the false alarm rate is often as important 
as the classification accuracy. In an ideal automatic surveillance system, all the 
targeted behaviors should be detected with a close-to-zero false alarm rate, so 
that we can reasonably alert a human operator to examine them further. To 
analyze this aspect of our system’s performance, we calculated the system’s 
ROC curve. Figure shows that it is quite possible to achieve very low false 
alarm rates while still maintaining good classification accuracy. 



5.2 Pedestrian Behaviors 

Our goal is to develop a framework for detecting, classifying and learning generic 
models of behavior in a visual surveillance situation. It is important that the 
models be generic, applicable to many different situations, rather than being 
tuned to the particular viewing or site. This was one of our main motivations for 
developing a virtual agent environment for modeling behaviors. If the synthetic 
agents are ‘similar’ enough in their behavior to humans, then the same models 
that were trained with synthetic data should be directly applicable to human 
data. This section describes the experiments we have performed analyzing real 
pedestrian data using both synthetic and site-specific models (models trained on 
data from the site being monitored). 



A Bayesian Computer Vision System for Modeling Human Interactions 267 

Data Collection and Preprocessing Using the person detection and tracking 
system described in section 0 we obtained 2D blob features for each person in 
several hours of video. Up to 20 examples of following and various types of 
meeting behaviors were detected and processed. 

The feature vector x coming from the computer vision processing module 
consisted of the 2D {x,y) centroid (mean position) of each person’s blob, the 
Kalman Filter state for each instant of time, consisting of {x^ x,y,y), where 
t represents the filter estimation, and the (r, g, b) components of the mean of 
the Gaussian fitted to each blob in color space. The frame-rate of the vision 
system was of about 20-30 Hz on an SGI RIOOOO 02 computer. We low-pass 
filtered the data with a 3Hz cutoff filter and computed for every pair of nearby 
persons a feature vector consisting of: di 2 , derivative of the relative distance 
between two persons, \vi\,i = 1,2, norm of the velocity vector for each person, 
a = sign{< vi,V 2 >), or degree of alignment of the trajectories of each person. 
Typical trajectories and feature vectors for an ‘approach, meet and continue 
separately’ behavior (interaction 2) are shown in figureQ This is the same type 
of behavior as the one displayed in figure El for the synthetic agents. Note the 
similarity of the feature vectors in both cases. 
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Fig. 7 . Example trajectories and feature vector for interaction 2, or approach, meet 
and continue separately behavior. 



Behavior Models and Results GHMMs were used for modeling three dif- 
ferent behaviors: meet and continue together (interaction 3); meet and split 
(interaction 2) and follow (interaction 1). In addition, an interaction versus no 
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interaction detection test was also performed. HMMs performed much worse 
than CHMMs and therefore we omit reporting their results. 

We used models trained with two types of data: 

1. Prior-only (synthetic data) models: that is, the behavior models learned in 
our synthetic agent environment and then directly applied to the real data 
with no additional training or tuning of the parameters. 

2. Posterior (synthetic-plus-real data) models: new behavior models trained by 
using as starting points the synthetic best models. We used 8 examples of 
each interaction data from the specific site. 

Recognition accuracies for both these ‘prior’ and ‘posterior’ CHMMs are sum- 
marized in table 16.21 It is noteworthy that with only 8 training examples, the 
recognition accuracy on the real data could be raised to 100%. This results de- 
monstrates the ability to accomplish extremely rapid refinement of our behavior 
models from the initial prior models. 



Table 2. Accuracy for both untuned, a priori models and site-specific CHMMs tested 
on real pedestrian data. The first entry in each row is the interaction vs no-interaction 
detection accuracy, the remaining entries are classification accuracies between the dif- 
ferent interacting behaviors. Interactions are; ‘Interl’ follow, reach and walk together; 
‘Inter2’ approach, meet and go on; ‘InterS’ approach, meet and continue together. 



Testing on 


real pedestrian data 






No-inter Interl Inter2 


Inters 


Prior CHMMs 


90.9 93.7 100 


100 


Posterior CHMMs 


100 100 100 


100 



Finally the ROC curve for the posterior CHMMs is displayed in figure 0 
One of the most interesting results from these experiments is the high accu- 
racy obtained when testing the a priori models obtained from synthetic agent 
simulations. The fact that a priori models transfer so well to real data demon- 
strates the robustness of the approach. It shows that with our synthetic agent 
training system, we can develop models of many different types of behavior — 
avoiding thus the problem of limited amount of training data — and apply these 
models to real human behaviors without additional parameter tuning or training. 

Parameters sensitivity In order to evaluate the sensitivity of our classification 
accuracy to variations in the model parameters, we trained a set of models where 
we changed different parameters of the agents’ dynamics by factors of 2.5 and 5. 
The performance of these altered models turned out to be virtually the same in 
every case except for the ‘interl’ (follow) interaction, which seems to be sensitive 
to people’s relative rates of movement. 
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False alarm rate 



Fig. 8. ROC curve for real pedestrian data 



6 Summary, Conclusions and Futnre Work 



In this paper we have described a computer vision system and a mathematical 
modeling framework for recognizing different human behaviors and interactions 
in a visual surveillance task. Our system combines top-down with bottom-up 
information in a closed feedback loop, with both components employing a stati- 
stical Bayesian approach. 

Two different state-based statistical learning architectures, namely HMMs 
and CHMMs, have been proposed and compared for modeling behaviors and 
interactions. The superiority of the CHMM formulation has been demonstrated 
in terms of both training efficiency and classification accuracy. A synthetic agent 
training system has been created in order to develop flexible and interpretable 
prior behavior models, and we have demonstrated the ability to use these a 
priori models to accurately classify real behaviors with no additional tuning or 
training. This fact is specially important, given the limited amount of training 
data available. 
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Appendix: Forward (ck) and Backward (/3) Expressions for 
CHMMs 

In P] a deterministic approximation for maximum a posterior (MAP) state esti- 
mation is introduced. It enables fast classification and parameter estimation via 
expectation maximization, and also obtains an upper bound on the cross entropy 
with the full (combinatoric) posterior which can be minimized using a subspace 
that is linear in the number of state variables. An “N-heads” dynamic program- 
ming algorithm samples from the 0{N) highest probability paths through a 
compacted state trellis, with complexity 0{T{CN)'^) for C chains of N states 
apiece observing T data points. For interesting cases with limited couplings the 
complexity falls further to 0(TCN'^). 

For HMMs the forward-backward or Baum- Welch algorithm provides ex- 
pressions for the a and (3 variables, whose product leads to the likelihood of a 
sequence at each instant of time. In the case of CHMMs two state-paths have to 
be followed over time for each chain: one path corresponds to the ’head’ (repre- 
sented with subscript ’h’) and another corresponds to the ’sidekick’ (indicated 
with subscript ’k’) of this head. Therefore, in the new forward-backward algo- 
rithm the expressions for computing the a and /3 variables will incorporate the 
probabilities of the head and sidekick for each chain (the second chain is indi- 
cated with '). As an illustration of the effect of maintaining multiple paths per 
chain, the traditional expression for the a variable in a single HMM: 

N 
i=l 



( 3 ) 
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will be transformed into a pair of equations, one for the full posterior a* and 
another for the marginalized posterior a: 

~ Pi{0t)pki, t(Of) y ] ^i\hj t-i^i\kj/ ^.\hj ^\kj (_1 (4) 

3 

Oii,t = Pi{0t) Pi\hj t-l^i\kji ''^^Pk^f t{ot)Pk^, t\hj t-l^k^i dfc^/ j_ j CTj,*-! (5) 

3 a 

The (3 variable can be computed in a similar way by tracing back through 
the paths selected by the forward analysis. After collecting statistics using N- 
heads dynamic programming, transition matrices within chains are re-estimated 
according to the conventional HMM expression. The coupling matrices are given 
by: 






[=i,st-i=3\0 



Pi'\j — 



^j,t—lPi'\jPs^—i{k3i) Pi' 
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Abstract. We propose Action- Reaction Learning as an approach for 
analyzing and synthesizing human behaviour. This paradigm uncovers 
causal mappings between past and future events or between an action 
and its reaction by observing time sequences. We apply this method to 
analyze human interaction and to subsequently synthesize human beha- 
viour. Using a time series of perceptual measurements, a system auto- 
matically discovers correlations between past gestures from one human 
participant (action) and a subsequent gesture (reaction) from another 
participant. A probabilistic model is trained from data of the human 
interaction using a novel estimation technique. Conditional Expectation 
Maximization (CEM). The estimation uses general bounding and ma- 
ximization to monotonically find the maximum conditional likelihood 
solution. The learning system drives a graphical interactive character 
which probabilistically predicts a likely response to a user’s behaviour 
and performs it interactively. Thus, after analyzing human interaction 
in a pair of participants, the system is able to replace one of them and 
interact with a single remaining user. 



1 Introduction 

The Action Reaction Learning (ARL) framework is an automatic perceptual 
machine learning system. It autonomously studies the natural interactions of 
two humans to learn their behaviours and later engage a single human in a 
synthesized real-time interaction. The model is fundamentally empirical and 
is derived from what humans do externally, not from underlying behavioural 
architectures or hard wired cognitive knowledge and models. 

Earlier models of human behaviour proposed by cognitive scientists analyzed 
humans as an input-output or stimulus-response system |Wat1,3j IThoDSj . The 
models were based on observation and empirical studies. These behaviourists 
came under criticism as cognitive science evolved beyond their over-simplified 
model and struggled with higher order issues (i.e. language, creativity, and at- 
tention) [II;a,s51 1 . Nevertheless, much of the lower-order reactionary behaviour 
was still well modeled by the stimulus-response paradigm. To a casual observer, 
these simple models seem fine and it is only after closer examination that one 
realizes that far more complex underlying processes must be taking place. 



H.I. Christensen (Ed.): ICVS’99, LNCS 1542, pp. 273-^231999- 
(c) Springer- Verlag Berlin Heidelberg 1999 
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We propose Action-Reaction Learning for the recovery of human behaviour 
by making an appeal to the behaviourists’ stimulus response (input-output) mo- 
del. By learning correlations between gestures that have been observed percep- 
tually, it is possible to imitate simple human behaviours. This is facilitated by 
the evolution of computer vision beyond static measurements to temporal ana- 
lysis and dynamic models. For instance, Blake and others |BYD2| discuss active 
vision beyond static imagery via Kalman filters and dynamical systems. More re- 
cently, visual tracking of human activity and other complex actions has included 
some learning algorithms and behavioural machinery that describe higher order 
control structures. Isaard describes how multiple hypothesis dynamical models 
can learn complex hand dynamics and exhibit better tracking [mnH|. Bobick and 
Wilson use hidden Markov models in a state space |wbM| to recognize com- 
plex gestures. Models which combine dynamics with learned Markov models are 
discussed by Pentland jPL95j . and Bregler |Hre97IJ for predicting and classify- 
ing human behaviour. Johnson j.TGH98j utilizes learning techniques to predict 
and synthesize interactive behaviour. Thus, an important transition is taking 
place as automatic perception allows the acquisition of behavioural models from 
observations. 



Once behavioural models are acquired, the ARL framework uses them to syn- 
thesize interactive behaviour with humans (again using real-time visual tracking). 
Important contributions in behaviour synthesis arise in robotics and animation. 
In the ALIVE system [TVl I J hi P9tij . body tracking allows users to interact with 
Silas, a graphical dog based on ethological models and competing behaviours. 
Terzopolous rrTR94j describes an animated environment of synthetic fish ba- 
sed on dynamical models. In robotics. Brooks |Bro97j points out the need for 
bottom-up robotics behaviour with perceptually grounded systems. Pirjanian 
discusses objectives and decision making in robotic behaviour. Uchibe 
[IUAH98j trains robots to acquire soccer playing interactions using reinforcement 
learning. Mataric jMat98j presents interacting multi-agent robots inspired from 
biology, cognitive models and neuroscience. Large |bCB97| describes multiple 
competing dynamic models for synthesizing complex robotic behaviour. 



We consider the integration of both behaviour acquisition and interactive 
synthesis. The Action-Reaction Learning framework is initially presented. The 
approach treats past activity as an input and future activity as an output and 
attempts to uncover a probabilistic mapping between them (a prediction). The 
system performs imitation learning pMj automatically by observing humans 
and does not require manual segmentation, supervised training or classification. 
In particular, by learning from a time series of interactions, one can treat the 
past interaction of two individuals as input and predict a likely output reaction 
of the participants. The probabilistic model is estimated using. Conditional Ex- 
pectation Maximization which recovers a conditional density of the input-output 
relationship between the two participants. 
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We also discuss the details of some of the perceptual input^il into the lear- 
ning system. Subsequently, there is a description of the processing of temporal 
information and the use of a probabilistic model for inferring reactions to a past 
interaction. This drives the output of the system which is realized as a graphi- 
cal character. An example application as well as some results illustrating the 
technique are then shown as the system learns to behave with simple gestural 
interactions. Effectively, the system learns to play or behave not by being expli- 
citly programmed or supervised but simply by observing human participants. 



2 System Architecture 




-ACtj:oa/ 



Fig. 1. Offline: Learning from Human Interaction 



The system is depicted in Figure □ Three different types of processes exist: 
perceptual, synthesis and learning engines interlinked in real-time with asyn- 
chronous RPC data paths. Here, the system is being presented with a series 
of interactions between two individuals in a constrained context (i.e. a simple 
children’s game). The system collects live perceptual measurements using a vi- 
sion subsystem for each of the humans. The temporal sequences obtained are 
then analyzed by a machine learning subsystem to determine predictive map- 
pings and associations between pieces of the sequences and their consequences. 

On the left of the diagram, a human user (represented as a black figure) is 
being monitored using a perceptual system. The perception feeds a learning sy- 
stem with measurements which are then stored as a time series. Simultaneously, 
these measurements also drive a virtual character in a one-to-one sense (gray 
figure) which mirrors the left human’s actions as a graphical output for the hu- 
man user on the right. A similar input and output is generated in parallel from 

^ Only constrained visnal behaviours and gestures will be considered. It is not essential 
that the input be visual or even perceptnal. However, perceptual modalities are rich, 
expressive, intuitive and non-obtrusive. One conld take other measurements if they 
help infer behaviour, internal state or intentionality. 
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the activity of the human on the right. Thus, the users interact with each other 
through the vision-to-graphics interface and use this virtual channel to visualize 
and constrain their interaction. Meanwhile, the learning system is ’spying’ on 
the interaction and forming a time series of the measurements. This time series 
is training data for the system which is attempting to learn about this ongoing 
interaction in hopes of modeling and synthesizing similar behaviour itself. 










Fig. 2. Online: Interaction with Single User 



In Figure 13 the system has collected and assimilated the data. At this point 
it can infer appropriate responses to the single remaining human user. Here, 
the perceptual system only needs to track the activity of the one human (black 
figure on the left) to stimulate the learning or estimation system for real-time 
interaction purposes (as opposed to learning). The learning system performs an 
estimation to generate a likely response to the user’s behaviour. This is manife- 
sted by animating a computer graphics character (gray figure) in the synthesis 
subsystem. The synthesized action is fed back into the learning subsystem so that 
it can remember its own actions and generate self-consistent behaviour. This is 
indicated by the arrow depicting flow from the reaction synthesis to the learning 
-I- estimation stage. Thus, there is a continuous feedback of self-observation in 
the learning system which can recall its own actions. In addition, the system 
determines a likely action of the remaining user and transmits it as a prior to 
assist tracking in the vision subsystem. This flow from the learning system to 
the perception system (the eye) contains behavioural and dynamic predictions 
of the single observed user and should help improve perception. 



2.1 A Typical Scenario 

Action-Reaction Learning (ARL) involves temporal analysis of a (usually multi- 
dimensional) data stream. Figure 0 displays such a stream (or time series). Let 
us assume that the stream is being generated by a vision algorithm which mea- 
sures the openness of the mouth |0PBC97| . Two such algorithms are being run 
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simultaneously on two different people. One person generates the dashed line 
and the other generates the solid line. 




X y 



Fig. 3. Dialog Interaction and Analysis Window 



Now, imagine that these two individuals are engaged in a conversation. Let 
us also name them Mr. Solid (the fellow generating the solid line) and Mrs. Dash 
(the lady generating the dashed line). Initially (A-B), Mr. Solid is talking while 
Mrs. Dash remains silent. He has an oscillatory mouth signal while she has a 
very low value on the openness of the mouth. Then, Mr. Solid says something 
shocking, pauses (B-C), and then Mrs. Dash responds with a discrete ’oh, I see’ 
(C-D). She too then pauses (D-E) and waits to see if Mr. Solid has more to say. 
He takes the initiative and continues to speak (E). However, Mr. Solid continues 
talking non-stop for just too long (E-G). So, Mrs. Dash feels the need to interrupt 
(F) with a counter-argument and simply starts talking. Mr. Solid notes that she 
has taken the floor and stops to hear her out. 

What Action-Reaction Learning seeks to do is discover the coupling between 
the past interaction and the next immediate reaction of the participants. For 
example, the system may learn a model of the behaviour of Mrs. Dash so that 
it can imitate her idiosyncrasies. The process begins by sliding a window over 
the temporal interaction as in Figure O The window looks at a small piece of 
the interaction. This piece is the short term or iconic memory the system will 
have of the interaction and it is highlighted with a dark rectangular patch. The 
consequent reaction of Mrs. Dash and Mr. Solid is highlighted with the lighter 
and smaller rectangular strip. The first strip will be treated as an input x and 
the second strip will be the desired subsequent behavioural output of both Mr. 
Solid and Mrs. Dash (y). As the windows slide across the interaction, many such 
(x, y) pairs are generated and presented to a machine learning system. The task 
of the learning algorithm is to learn from these pairs to later generate predicted 
y sequences which can be used to compute and play out the future actions of one 
of the users (i.e. Mrs. Dash) when only the past interaction x of the participants 
is visible. 



278 



T. Jebara and A. Pentland 



Thus, the learning algorithm should discover some mouth openness behaviou- 
ral properties. For example, Mrs. Dash usually remains quiet (closed mouth) 
while Mr. Solid is talking. However, after Solid has talked and then stopped 
briefly, Mrs. Dash should respond with some oscillatory signal. In addition, if 
Mr. Solid has been talking continuously for a significant amount of time, it is 
more likely that Mrs. Dash will interrupt assertively. A simple learning algorithm 
could be used to detect similar x data in another situation and then predict the 
appropriate y response that seems to agree with the system’s past learning ex- 
periences. 

We are dealing with a somewhat supervised learning system because the 
data has been split into input x and output y. The system is given a target 
goal: to predict y from x. However, this process is done automatically without 
significant manual data engineering. One only specifies a-priori a constant width 
for the sliding windows that form x and y (usually, the y covers only 1 frame) . 
The system then operates in an unsupervised manner as it slides these windows 
across the data stream. Essentially, the learning uncovers a mapping between 
past and future to later generate its best possible prediction. Interaction can be 
learned from a variety of approaches including reinforcement learning !UAH98j . 
The objective here is primarily an imitation-type learning of interaction. 



3 Perceptual System 

A key issue in the visual perceptual system is the recovery of action parame- 
ters which are particularly expressive and interactive. In addition, to maintain 
real-time interactiveness and fast training, the input /output parameters should 
be compact (low dimensional). The tracking system used is a head and hand 
tracking system which models the three objects (head, left and right hand) as 
2D blobs with 5 parameters each. With these features alone, it is possible to 
engage in simple gestural games and interactions. 

The vision algorithm begins by forming a probabilistic model of skin colored 
regions | IAP9fi| . During an offline process, a variety of skin-colored pixels are 
selected manually, forming a distribution in rgb space. This distribution can be 
described by a probability density function (pdf) which is used to estimate the 
likelihood of any subsequent pixel f^rgb) being a skin colored pixel. The pdf used 
is a 3D Gaussian mixture model as shown in Equation Q (with M = 3 individual 
Gaussians typically). 



Pi^rgb) 



M 



E 



P{i) 

{27T)ly^\ 



g 2 i^'rgb U’i) 



( 1 ) 



The parameters of the pdf {p{i),fj,i and Si) are estimated using the Expec- 
tation Maximization [DI,I},77j (EM) algorithm to maximize the likelihood of the 
training rgb skin samples. This pdf forms a classifier and every pixel in an image 
is Altered through it. If the probability is above a threshold, the pixel belongs 
to the skin class, otherwise, it is considered non-skin (see Figures EJa) and (d)). 
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To clean up some of the spurious pixels misclassified as skin, a connected 
components algorithm is performed on the image to find the top 4 regions in the 
image, see Figure 0^b). We choose to process the top 4 regions since sometimes 
the face is accidentally split into two regions by the connected components algo- 
rithm. Note, however, that if the head and hands are touching, there may only 
be one non-spurious connected region as in Figure 0^e). 




Since we are always interested in tracking three objects (head and hands) 
even if they form a single connected region, it is necessary to invoke a more 
sophisticated pixel grouping technique. Once again, we use the EM algorithm to 
find 3 Gaussians that this time maximize the likelihood of the spatially distri- 
buted (in xy) skin pixels. This Gaussian mixture model is shown in Equation El 



Pi'^xy) = 



3 

E 

j 



pU) 

27t 



„ 2 (^xy t^j) i^xy M j ) 



(2) 



The update or estimation of the parameters is done in real-time by iterati- 
vely maximizing the likelihood over each image. Our implementation of EM here 
has been heavily optimized to run at 50ms per iteration on images of 320x240 
pixels. The resulting 3 Gaussians have 5 parameters each (from the 2D mean 
and the 2D symmetric covariance matrix) and are shown rendered on the image 
in Figures 0(c) and (f). The covariance (Fi) is actually represented in terms of 
its square root matrix, F where F x F = S. Like E, the F matrix has 3 free 
parameters {F^x^ Exy, Fyy) however these latter variables are closer to the dyna- 
mic range of the 2D blob means and are therefore preferred for representation. 
The 5 parameters describing the head and hands are based on first and second 
order statistics which can be reliably estimated from the data in real-time. In 
addition, they are well behaved and do not exhibit wild non-linearities. More 
complex measurements could be added if they have similar stability and smoo- 
thness. The 15 recovered parameters from a single person are shown as a well 
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behaved continuous time series in Figure 0fg). These define the 3 Gaussian blobs 
(head, left hand and right hand). 

The parameters of the blobs are also smoothed in real-time via a Kalman 
Filter with constant velocity predictions. In addition, the same system can be 
used to track multiple colored objects and if colored gloves are used, the system 
handles occlusion and tracking more robustly. 



4 Graphical System 

At each time frame, the 15 estimated parameters for the Gaussians can be rende- 
red for viewing as the stick figure in Figure 0 This is also the display provided to 
each user so that he may view the gestures of other human (or computer) players 
on-screen. The output is kept simple to avoid confusing users into believing that 
more sophisticated perception is taking place. 




Fig. 5. Graphical Rendering of Perceptual Measurements 



5 Temporal Modeling in the ARL System 

The Action-Reaction Learning system functions as a server which receives real- 
time multi-dimensional data from the vision systems and re-distributes it to the 
graphical systems for rendering. Typically during training, two vision systems 
and two graphics systems are connected to the ARL server. Thus, it is natural 
to consider the signals and their propagation as multiple temporal data streams. 
Within the ARL server, perceptual data or tracked motions from the vision 
systems are accumulated and stored explicitly into a finite length time series of 
measurements . 

For head and hand tracking, two triples of Gaussian blobs are generated 
(one triple for each human) by the vision systems and form 30 continuous scalar 
parameters. Each set of scalar parameters forms a 30 dimensional vector y{t) at 
time t. The ARL system preprocesses then trains from this temporal series of 
vectors to later forecast the parameters of the 6 blobs in the near future. 

An account of the Santa Fe competition is presented in jGW93j where issues 
in time series modeling and prediction are discussed. We consider the connectio- 
nist representation due to its explicit non-linear optimization of prediction ac- 
curacy and its promising performance against hidden Markov models, dynamic 
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models, etc. in the competition. One of its proponents, Wan [Wan98| . describes 
a nonlinear time series auto regression which computes an output vector from 
its T previous instances. The mapping is approximated via a neural network 
function g{) as in y{t) = g (y(f — 1), ...,y(t — T)). In our case, each y is a 30 
dimensional vector of the current perceptual parameters from two humans. 

However, since T previous samples are considered, the function to be appro- 
ximated has a high dimensional domain. For head and hand tracking data (15Hz 
tracking), values of T Ri 120 are required to form a meaningful short term me- 
mory of a few seconds (~ 6 seconds). Thus, the dimensionality (T x 30) is very 
large. A dimensionality reduction of the input space is accomplished via Prin- 
cipal Components Analysis (PCA) |His9b| . Consider the input as vector Y{t), 
the concatenation of all T vectors that were just observed y{t — 1), ...y(t — T). 
Each vector P is a short term memory window over the past 6 seconds. In a few 
minutes of training data, many such vectors Y are observed and form a distri- 
bution. Its principal components (most energetic eigenvectors) span a compact 
subspace of Y . The eigenvalues of this distribution are shown in decreasing order 
in Figure El) a). Over 95% of the energy of the Y vectors (short term memories) 
can be represented using linear combinations of the first 40 eigenvectors. Thus 
the distribution of Y occupies only a small sub manifold of the original 3600 
dimensional embedding space and 40 dimensions span it sufficiently. We call the 
low-dimensional subspace representation of Y (t) the immediate past short term 
memory of interactions and denote it with x(t). In Figure El)b) the first mode 
(the most dominant eigenvector) of the short term memory is rendered as a 6 
second evolution of the 30 head and hand parameters of two interacting humans. 
Interestingly, the shape of the eigenvector is not exactly sinusoidal nor is it a 
wavelet or other typical basis function since it is specialized to the training data. 




(a) Largest 60 Eigenvalues (b) Top Eigenvector (c) Projection onto Top 3 
Fig. 6. Top Eigenvectors and Eigenvalues and 3D Projection onto Eigenspace 



It should be noted that the above analysis actually used weighted versions 
of the Y vectors to include a soft memory decay process. Thus, an exponential 
decay ramp function is multiplied with each Y window. This reflects our intuition 
that more temporally distant elements in the time series are less relevant for 
prediction. This decay agrees with some aspects of cognitive models obtained 
from psychological studies |EA95| . Once the past T vectors (y(t)) have been 
attenuated, they form a new ’exponentially decayed’ short term memory window 
Y{t). The process is shown in Figure Q The eigenspace previously discussed is 
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really formed over the V distribution. Y is represented in a subspace with a 
compact x(t). This is the final, low dimensional representation of the gestural 
interaction between the two humans over the past few seconds. 




Fig. 7. Exponential Decay and Pre-Processing 



5.1 Probabilistic Time Series Modeling 

Of course, immediately after the time window over the past, another observation 
y{t) (of the near future) is also obtained from the training data. The x(t) vector 
represents the past action and the y(t) represents the consequent reaction exac- 
tly at time t. For a few minutes of data, we obtain thousands of pairs of x and 
y vectors (i.e. action-reaction pairs) by sliding the attentional window over the 
training time series. Figure |^c) shows the evolution of the dominant 3 dimen- 
sions of the x(t) vectors as we consider an interaction between two participants 
over time t of roughly half a minute. This represents the evolution of the short 
term memory of the learning system during this time interval. 

Given sufficient pairs of the training vectors (x(t),y(t)), it is possible to 
start seeing patterns between a short term memory of the past interaction of 
two humans and the immediate subsequent future reaction. However, instead of 
learning an exact deterministic mapping between x and y, as in a neural network, 
we utilize a probabilistic approach since behaviour contains inherent randomness 
and involves multiple hypotheses in y. Thus we need a probability density p(y |x) 
or the probability of a reaction given a short history of past action. We are not, for 
instance, interested in the conditional pdf p(x|y), which computes the probability 
of the past (x) given the future. Mostly, we will query the system about what 
future result should follow the actions it just saw. Probabilistic techniques are 
also interesting since they can generate behaviour that is correlated with the 
user’s past actions but is also not entirely predictable and contains some pseudo 
random choices in its space of valid responses. 

6 Conditional Expectation Maximization 

To model the action-reaction space or the mapping between x and y we estimate 
a conditional probability density. The conditioned mixture of Gaussians is sel- 
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ected since it is tractable and can approximate arbitrary non-linear conditional 
densities given enough components. The model can be interpreted as a mixture 
of experts with multiple linear regressors and ellipsoidal basis gating functions 
| f,l,l94| . Equation 0 depicts the model where J\f represents a normal distribution. 



p(y|x) 



p(x,y) 

p(x) 






Traditionally, estimating probabilistic models is done by maximizing the like- 
lihood (L) of a model (6>) given the data as in L = O^i yi|6*)- Techniques 
like EM jlJl^H,77j can be used to optimize the parameters of a pdf such that 
its joint density is a good model of the data. In clustering, for instance, data 
is treated homogeneously without special considerations for the distinction bet- 
ween input X and output y. If the data is split as aforementioned into response 
(y) and covariate (x) components, this indicates that the covariate components 
will always be available to the system. Thus, when fitting a probabilistic mo- 
del to the data, we should optimize it only to predict y using x (x is always 
measured) . This forms a more discriminative model that concentrates modeling 
resources for the task at hand. 

We recently developed a variant of the EM algorithm called Conditional 
Expectation Maximization (CEM) for specifically optimizing conditional like- 
lihood l,IE98l . It essentially fits a pdf that maximizes the conditional likelihood 
of the response given the covariates. CEM is an iterative technique which uses 
fixed point solutions (as opposed to gradient descent) to converge the para- 
meters of a conditional density to a local maximum of conditional likelihood, 
Lc = rifciP(y*|x*,6>). 

Applying CEM to the pdf optimizes its p(y |x) over the data. EM, on the other 
hand, typically optimizes p(x,y), the ability to model the data as a whole. Since 
resources (memory, complexity) are sparse and training examples are finite, it 
is preferable here to directly optimize the model’s conditional likelihood |Pop97| 
using CEM. In other words, we want the learning system to be good at figuring 
out what Mrs. Dash will do next (i.e. use x to predict y). We are not as interested 
in asking the system what past event would have provoked Mrs. Dash to do what 
she just did (i.e. use y to get x). 

Consider the 4-cluster (x,y) data in Figure 0a). The data is modeled with a 
conditional density p{y\x) using only 2 Gaussian models. Estimating the density 
with CEM yields p{y\x) as in Figure 0b) with monotonic conditional likelihood 
growth (Figure0c)) and generates a more conditionally likely model. In the EM 
case, a joint p{x,y) clusters the data as in Figure 0d). Conditioning it yields 
the p{y\x) in Figure 0e). Figure 0f) depicts EM’s non-monotonic evolution 
of conditional log-likelihood. EM produces a good joint likelihood (L) but an 
inferior conditional likelihood (Lc)- Note how the CEM algorithm utilized limited 
resources to capture the multimodal nature of the distribution in y and ignored 
spurious bimodal clustering in the x feature space. These properties are critical 
for a good conditional density p(y\x). In regression experiments on standardized 



284 



T. Jebara and A. Pentland 




(a) Data (b) CEM p{y\x) (c) CEM log(Lc) 




(d) EM fit (e) EM p{y\x) (f) EM log(Lc) 
Fig. 8. Conditional Density Estimation for CEM and EM 



databases, mixture models trained with CEM outperformed those trained with 
EM as well as conventional neural network architectures nr^ . 

Thus, CEM is used to estimate the conditional probability density (cpdf) 
relating past time series sequences (x) to their immediate future values (y) from 
training data (thousands of x,y pairs). A total of M Gaussians are fit to the 
data as a conditioned mixture model. This is ultimately used to regress (predict) 
the future values of a time series for a single forward step in time. Once the 
probabilistic behavioural model is formed from training data, it is possible to 
estimate an unknown y from observed x. When x is measured from the past time 
series activity and inserted into the conditional probability density, it yields a 
marginal density exclusively over the variable y (the prediction or reaction to the 
past stimulus sequence). This density becomes a 30 dimensional, M-component 
Gaussian mixture model. 

However, we need to select a single reaction, y from the space of possible 
reactions over y. It is customary in Bayesian inference to use the expectation 
of a distribution as its representative. Using the pdf over y, we integrate as in 
Equation 0 to obtain the predicted y, a likely reaction according to the model 
(we have also considered arg max and sampling methods for choosing y). 



y= [ yp(y|x)dy = ^ y™ = Mm + ^(x-^m) (4) 

7 Integration 

At this point, we discuss the integrated system. The flow between perceptual 
input, graphical output, time series processing and the learning system are pre- 
sented as well as some of the different modes of operation they can encompass. 
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7.1 Training Mode 

For training, two humans interact while the system accumulates information 
about the actions and reactions (see FigureH). The learning system is being fed 
x(t) on one end and y(t) on the other. Once many pairs of data are accumulated, 
the system uses GEM to optimize a conditioned Gaussian mixture model which 
represents p(y|x). We note the role of the integration symbol which indicates 
the pre-processing of the past time-series via an attentional window over the 
past T samples of measurements. This window is represented compactly in an 
eigenspace as x(t). Note, that the y vector can be split into yA{t) and ys(t), 
where each half the vector corresponds to a user. 




7.2 Interaction Mode 

In Figure rm the system is synthesizing interactive behaviour with a single user. 
User A is given the illusion of interacting with user B through the ARL system. 
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The vision system on A still takes measurements and these integrate and feed 
the learning system. However, the output of the learning system is also fed back 
into the short term memory. It fills in the missing component (user B) inside x. 
Thus, not only does user A see synthesized output, continuity is maintained by 
feeding back synthetic measurements. This gives the system the ability to see its 
own actions and maintain self-consistent behaviour. The half of the time series 
that used to be generated by B is now being synthesized by the ART system. 
The x(t) is continuously updated allowing good estimates of y. In fact, the 
probabilistic model trained by CEM only predicts small steps into the future 
and these ‘deltas’ do not amount to a full gesture on their own unless they 
are fed back, integrated and accumulated. Thus, the feedback path is necessary 
for the system to make continuous predictions. Since the attentional window 
which integrates the y measurements is longer than a few seconds, this gives the 
system enough short term mem(^ to maintain consistency over a wide range 
of gestures and avoids instability |j. Simultaneously, the real-time graphical blob 
representation is used to un-map the predicted perceptual (the ys(t) action) 
for the visual display. It is through this display that the human user receives 
feedback in real-time from the system’s reactions. 



7.3 Perceptual Feedback Mode 

Of course, the CEM learning system generates both a ys(t) and a yA{t)- There- 
fore, it would be of no extra cost to utilize the information in yA{t) in some way 
while the system is interacting with the user. Instead of explicitly using Kalman 
filters in the vision systems (as described earlier), we also consider using the pre- 
dicted yA{t) as an alternative to filtering and smoothing. The ARE system then 
emulates a non-linear dynamical filter and helps resolve some vision tracking 
errors. 




Fig. 11. Perceptual Mode 

^ For the initial seconds of interaction, the system has not synthesized actions and user 
A has yet to gesture but the feedback loop automatically bootstraps and stabilizes. 
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Typically, tracking algorithms use a variety of temporal dynamic models 
to assist the frame by frame vision computations. The most trivial of these 
is to use the last estimate in a nearest neighbor approach to initialize the next 
vision iteration. Kalman filtering and other dynamic models involve more 

sophistication ranging from constant velocity models to very complex control 
systems. Here, the the feedback being used to constrain the vision system results 
from dynamics and behaviour modeling. This is similar in spirit to the mixed 
dynamic and behaviour models in lEESni. In the head and hand tracking case, 
the system continuously feeds back behavioural prediction estimates of the 15 
tracked parameters (3 Gaussians) in the vision system for improved tracking. 

More significant vision errors can also be handled. Consider the specific case 
of head and hand tracking with skin blobs. For initial training, colored gloves 
were used to overcome some correspondence problems when heads and hands 
touched and moved by each other. However, the probabilistic behavioural model 
can also accomplish this task. It recognizes a blob as a head or hand from its 
role in a gesture and maintains proper tracking. In the model, a coarse estimate 
of p(x) is evaluated to determine the likelihood of any past interaction (short 
term memory). Different permutations of the tracked blobs are tested with p(x), 
and any mislabeling of the blob features is detected and corrected. The system 
merely tests each of the 6 permutations of 3 blobs to find the one that maximizes 
p(x) (the most likely past gesture). This permutation is then fed back in y 
to resolve the correspondence problem in the vision module. Instead of using 
complex static computations or heuristics to resolve these ambiguities, a reliable 
correspondence between the blobs is computed from temporal information and 
a top-down strategy. 

8 Interaction Results 

It is prudent to train the ARL system in a constrained context to achieve learning 
convergence from limited data and modeling resources. Thus, users involved in 
training are given loose instructions on the nature of the interactions they will 
be performing (as in Figure lEla)). The humans (A and B) randomly play out 
these multiple interactions. The learning algorithm is given measurements of the 
head and hand positions of both users over several minutes of interaction. Once 
the training is complete, the B gesturer leaves and the single user remaining 
is A. The screen display for A still shows the same graphical character except 
now user B is impersonated by synthetic reactions in the ARL system (or, by 
symmetry, the system can instead impersonate user A). 

More specifically, the training contained 5 to 10 examples of each of the 
above interactions and lasted 5 minutes. This accounts for Ri 5000 observations 
of the 30 dimensional y(t) vectors. These were then processed into (x,y) pairs. 
The dimensionality of x was reduced to only 22 eigenvectors and the system 
used M = 25 Gaussians for the pdf (complexity was limited to keep real-time 
operation). The learning took r: 2 hours on an SGI OGTANE for a 5 minute 
training sequence (see Figure ED a))- 
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Fig. 12. Instructions and Perceptual Training 
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Fig. 13. Conditional Log Likelihood on Training and RMS Errors on Test Data 



8.1 Quantitative Prediction 

For a quantitative measure, the system was trained and learned a predictive 
mapping p(y|x). Since real-time is not an issue for this kind of test, the system 
was permitted to use more Gaussian models and more dimensions to learn p(y |x) . 
Once trained on a portion of the data, the system’s ability to perform prediction 
was tested on the remainder of the sequence. Once again, the pdf allows us to 
compute an estimated y for any given x short term memory. The expectation was 
used to predict y and was compared to the true y result in the future of the time 
series. For comparison, RMS errors are shown against the nearest neighbor and 
constant velocity estimates. The nearest neighbor estimate merely assumes that 
y{t) = y(t— 1) and the constant velocity assumes that y{t) = y{t—l)+Aty{t—l). 
Figure db) depicts the RMS errors on the test interaction and these suggest 
that the system is a better instantaneous predictor than the above two methods 
and could be useful in Kalman filter-type prediction applications. 



8.2 Qualitative Interaction 

In addition, real-time online testing of the system’s interaction abilities was per- 
formed. A human player performed the gestures of user A and checked for the 
system’s response. Whenever the user performed one of the gestures in Table [El 





Action Reaction Learning 289 



the system responded with a (qualitatively) appropriate animation of the syn- 
thetic character (the gesture of the missing user B). By symmetry, the roles 
could be reversed such that the system impersonates user A and a human acts 
as user B. 




Fig. 14. Scare Interaction 



In Figure a sample interaction where the user ’scares’ the system is depic- 
ted. Approximately 750ms elapse between each frame and the frames are ar- 
ranged lexicographically in temporal order. The user begins in a relaxed rest 
state and the synthetic character as well. Then, the user begins performing a 
menacing gesture, raising both arms in the air and then lowering them. The syn- 
thetic character responds by first being taken aback and then crouching down 
in momentary fear. This is the behaviour that was indicated by examples from 
the human-to-human training. Moreover, the responses from the system contain 
some pseudo random variations giving them a more compelling nature. 

A more involved form of interaction is depicted in Figure El Here, the user 
stimulates the character by circling his stomach while patting his head. The 
system’s reaction is to clap enthusiastically for this slightly tricky and playful 
gesture. Once again, the system stops gesturing when the user is still (as is the 
case at the beginning and at the end of the sequence). The oscillatory gesture 
the user is performing is rather different from the system’s response. Thus, there 
is a higher-level mapping: oscillatory gesture to different oscillatory gestur^. 

The user produces complex actions and the system responds with complex 
reactions in a non 1-to-l mapping. The response depends on user input as well as 
on the system’s previous internal state. The mapping associates measurements 
over time to measurements over time which is a high dimensional learning pro- 
blem. 

9 Online Learning and Face Modeling 

It is also feasible to continue an online training of the CEM algorithm while the 
system is performing synthesis with a single user. The system merely looks at the 

Please consult the web page for video animation and interaction examples. 
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Fig. 15. Clapping Interaction 



reactions produced by the user from the past interaction sequence between user 
and synthetic character. The window of mutual interaction and its immediate 
consequence form the same input-output data pair (x, y) as was initially proces- 
sed offline. The system could thus dynamically learn new responses to stimuli 
and include these in its dictionary of things to do. This makes it adaptive and 
its behaviour will be further tuned by the engagement with the single remaining 
user. This process is currently under investigation. 

Face modeling is also being considered as an alternate perceptual modality. A 
system which automatically detects the face and tracks it has been implemented 
[LI HP 98) . It tracks 3D rotations and motions using normalized correlation coupled 
with structure from motion. In addition, it continuously computes an eigenspace 
model of the face’s texture which is used to infer 3D deformations. Thus, the 
system generates a real-time temporal sequence including XYZ translations, 3D 
rotations and texture/deformation coefficients (see Figure EJ- To synthesize an 
output, a 3D renderer reconstructs a facial model in real-time using the recovered 
deformation, texture and pose (see Figure Eld)). The data representing each 
static frame is a 50 dimensional time series which is suitable for ARL analysis. 
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(a) Tracking (b) Quaternions (c) 3D Deformations (d) 3D Synthesis 



Fig. 16. 3D Face Modeling and Tracking 

10 Conclusions 

We have demonstrated a perceptual real-time system which learns two-person 
interactive behaviour automatically by modeling the probabilistic relationship 
between a past action and its consequent reaction. The system is then able to 
engage in real-time interaction with a single user, impersonating the missing 
person by estimating and synthesizing likely reactions. The ARL system is data 
driven, autonomous, and perceptually grounded and it learns its behaviour by 
looking at humans. 
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Abstract. In this paper we propose a general layered model for the 
design of perception-action system. We discuss some desirable properties 
such a system must support to meet the severe constrains imposed by 
the expected behaviour of reactive systems. SVEX, a knowledge-based 
multilevel system, is used as a test prototype to implement and evaluate 
those considerations. 

Additionally two aspects of the system are analyzed in detail in order 
to prove the benefits of the design criteria used in SVEX. These aspects 
refer to learning and distribution of computations. Finally, the results of 
some SVEX applications are shown. 

1 Introduction 

A layered approach is a resource commonly used in the analysis and synthesis of 
complex systems. We consider this alternative to be also valid in the design of an 
active Computer Vision system, that is, a system conceived as an element that 
is tightly coupled with its environment in a closed loop control cycle of percep- 
tion and action □ U In order to preserve system reactivity, however, several 
aspects must be taken into account. Since system processes may run at very 
different frequencies we must enable asynchronous communication mechanisms 
and flow control policies that can cope with the unbalances generated during 
system operation. System reactivity can also be conditioned by slow perception- 
action loops involving all system levels. We need then to permit the co-existence 
of control loops at different levels. The same question leads to the convenience 
that symbolization mechanisms should be present at each system level to allow 
multilevel decision making. 

The ideas of parallelization and distribution of computations appear as in- 
tuitive solutions when we face the severe time limitation problems these systems 
suffer. The architecture of the system should then be flexible enough to meet 
this posibility. 
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Fig. 1. BUTD Module 



A modular architecture is also highly desirable. In this way, a structure de- 
rived from a basic building block includes several advantages such as simplifica- 
tion of design and clear identification of data and control paths. Additionally, 
this conception will permit the construction of different architectures and their 
performance evaluation in a common frame. From the system interface point 
of view, a multilevel system can take advantage of the generalized sensors and 
generalized effectors concept to promote the use of homogeneous level design 
guidelines. 

Another fundamental aspect of the system must be the facilities it offers 
for the development of different applications in terms of modularity, legibility 
or software reusability. System programming should provide encapsulation of 
low level implementation and easy manipulation of high level problem solution 
knowledge. Here, automatic tuning capabilities and learning methods will need 
to be considered to improve system robustness and autonomy. 

System should combine several data sources in order to enable multiple inter- 
pretation reinforcement mechanisms. This characteristic would allow a certain 
level of independence between system design and the available physical sensors, 
favouring thus system portability. 

Along this paper, we will describe SVEX, a knowledge-based vision system 
prototype showing many of the ideas stated above. SVEX constitutes a multile- 
vel perception-action system conceived around the information grain each level 
processes. To illustrate the system we will relay on a current two- level imple- 
mentation based on images, thus the information units considered are pixels and 
segments. The system includes perception or data processing paths fed by gene- 
ralized sensors, and action or command generation paths directed to generalized 
effectors. Each system level share a common internal organization based on a 
generic BU-TD module. An object-oriented language has been developed for 
programming the system using a reduced set of objects. The declarative nature 
of the language makes explicit all the knowledge involved in the solution of a 
given vision problem. 







A Generic Model for Perception-Action Systems 295 



First we will describe in detail SVEX’s levels and its internal structure. For 
each level, the programming language and its data and operator types are pre- 
sented. Then we will focus in two important aspects of the system: a learning 
scheme for induction of classifiers, and a distribution of computation mechanism. 
Finally, a set of image processing applications will illustrate SVEX’s perception 
capabilities. 

2 Levels of Organization and System Architecture 

SVEX is a multilevel knowledge-based system for perception-action operation. 
Both numerical and symbolic computations take place at each level, and the 
transition between these two domains is clearly and consistently defined by the 
computational structure. SVEX is made up of two levels, characterized by the 
nature of the ’’information grain” that is numerically and symbolically descri- 
bed within each of them. These units are the pixels at the lower level named 
Pixel Processor, and the segments or aggregations of pixels at the upper level 
named Segment Processor. We consider this data-based problem partition a sim- 
ple opportunistic approach that contributes to maintain and homogeneous level 
structure design and eases knowledge acquisition. 

The primary control of both levels is goal oriented, so that computational 
processes are started by the reception of a computation request from an up- 
per level. Accordingly, data flows in two directions across each level. In a first 
top-down processing, upper level requests are received and transformed into the 
corresponding commands for satisfying them. This commands can be directed to 
the physical world, through physical effectors, or to a virtual lower level world by 
means of virtual effectors. In the opposite bottom-up direction, each level pro- 
cesses data coming from a lower level, transforms them and sends results to the 
upper level. Data can be sensed from the physical world through physical sensors 
or from a lower level virtual world using virtual sensors. For the processing of 
both data flows, each level has a TD unit (for control, planning and decoding) 
and a BU unit (for diagnosis, codification or abstraction) . On a second internal 
control the system can generate control actions directed to the same level the 
stimulus come from. 

Each level can be seen as a machine or ’’virtual processor” that interacts 
with a certain ’’virtual world” [51 from which it receives data. This element is 
called the BU-TD module (Figured), the basic structural unit of the system. 
Such an organization permits, on one hand, to provide a clearly defined and 
scalable computational structure (in terms of the complexity of the problem to 
be solved) and, on the other, to keep the same organization inside each level. 

Conceived also as a tool for the construction of computer vision applications, 
SVEX is programmed by means of a special purpose object-oriented language 
developed on the basis of a reduced set of level objects described below. The 
declarative nature of this language makes explicit all the knowledge involved 
in the solution of a given computer vision problem. This property speeds up 
application design and implementation times, making easier maintenance tasks. 
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Sensor 



Fig. 2. Architecture of the Pixel Processor 



2.1 The Pixel Processor 

Starting from the source image, the first level of SVEX, the Pixel Processor 
produces diagnostic maps in terms of membership degrees of each pixel to 
certain symbolic classes m The BU unit receives images as input data from 
camera sensors and produces symbolic diagnostic images as output data. The 
TD unit receives requests for computing pixel diagnoses and transforms these 
requests into execution orders addressed to the BU unit. Figure 0 shows the 
internal organization of the Pixel Processor. 

At the pixel level, the numerical representation consists of feature maps (gra- 
dient, color, ...) obtained using image processing algorithms, and the symbolic 
representation handles symbolic images or maps (’HighGradientPixel’, ’ Green- 
Pixel’, ...) ^2] generated from features using fuzzy symbolization processes for 
evidence combination and uncertainty control. 

At this level, we consider the following elements as necessary to define a 
symbolic processing methodology: 

a) Numerical Features. A feature is a numeric property of a pixel, obtained 
by means of Procedures (see below) applied to raw source data or to other 
features. A set of features defines a numerical domain where each pixel can 
be described numerically using measures related to its properties and those 
of its neigbours. 
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Fig. 3. Objects of the Pixel Processor 



b) Transformation Operators. There are three types of operators: Procedu- 
res, Classifiers and Rules. Procedures and Classifiers operate in the numeric 
domain defined by the features with different objectives. As stated above, 
Procedures are used to compute pixel features, trying to avoid complex com- 
putations that we consider not very useful at this level. The Classifiers allow 
to define symbolic classes from features, projecting the numeric domain of 
features into a symbolic domain where the classes of pixels are defined. The 
Rules constitute the third type of operator and permit the definition of new 
classes imposing logical conditions in terms of other defined classes. 

c) Classes of pixels. They represent a visual category in a symbolic domain. 
The degree of membership of each pixel to a certain class as being ’green’ or 
’low- variance’ is expressed by a value in the interval [0-100]. 

The relationships between these elements are shown in Figure E| in a data- 
types (inside boxes) vs. transformation-operators (over arrows) organization. 
The object Picture identifies the input image. The Classifiers, as stated, carry 
out the transformation of a numerical description into another of symbolic na- 
ture. This transformation comprises two consecutive processes. The first process 
defines the features that are used and how they are combined (lineally, qua- 
dratically) to generate a descriptor. The second process maps the value of the 
descriptor into a fuzzy logic range [0-100] according to a certain decision function 
model (sigmoid, threshold, exponential, ...). 

SVEX’s language at pixel level is based on the objects described formerly. 
Application’s code takes the form of declarative description of object and its 
dependencies. The system can be easily extended in several aspects such as 
sensor descriptions, library of procedures, classifier methods, etc. However we 
have not focused our efforts on developing a large set of processing alternatives 
(other systems, like Khoros, offer a greater variety in this concern). 
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Results / Data 



Requests 



Upper level / User program 



Fig. 4. Architecture of the Segment Processor and Domains at this Level 



2.2 The Segment Processor 

The second level of SVEX is conceived around the segments (connected aggre- 
gation of pixels defined by shape and/or property criteria). The output of this 
level is an image partition constituted by segments by shape along with their 
corresponding assignment to symbolic segment classes, their spatial localizers 
and the spatial relations among neighbors. The BU unit receives data pixel dia- 
gnostic maps (pixel classes), previously requested by the TD unit to the Pixel 
Processor, and produces symbolic diagnoses for the segments of the partition. 
As in the pixel level, symbolization process uses the measures obtained in the 
numerical domain to derive the segment’s degree of membership symbolic clas- 
ses. These classes are normally fuzzy, so the symbolic descriptions must have 
an associated uncertainty factor jSj . The achievement of a final segmentation of 
an image is not a one-stop process, but it is better formulated as a refinement 
process guided by the current state of the segmentation. A control strategy for 
this process can be implemented using fuzzy control rules that are evaluated 
over a segment and its neighbors (see [Sj for a more detailed description of this 
aspect) . 

Compared to the Pixel Processor, the Segment Processor imposes two specific 
requirements. The first one, the need for a definition of the segments from the 
pixel maps, is met by means of a special module (see below), that generates the 
initial image partition. The second one is the desirability of having a refinement 
or control mechanism over the partition. For this purpose the control actions 
make possible the modification of the spatial definition of the segments using 
different operations (merge, split, include, ...). 
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From the point of view of functionality, the Segment Processor’s architecture 
(Figure 21) is organized in three blocks, each one addressing a specific objective. 
The first of these blocks is charged with the obtaining of the initial partition. This 
is the mission of the presegmenter module that is part of the Bottom-Up (BU) 
processor. Different methods can be used to achieve this goal so the presegmen- 
ter module has been conceived as an interchangeable part within the Segment 
Processor, currently this module is based on the Watershed transform 23. The 
second functional block has the goal of computing the segment diagnoses. This 
block is structured by the distinction between a numerical domain, where the 
segments are described by features, and another symbolic domain based on clas- 
ses. The third functional block is located at the Top-Down (TD) processor and 
manages the diagnostics requests and controls the Segment Processor. This con- 
trol includes evaluating the state of the partition from a set of rules that may 
trigger actions to modify the spatial definition of the segments. 




Fig. 5. Objects of the Segment Processor 



The objects used in the programming of the Segment Processor are shown in 
FigureO The S_MakePartition object controls the presegmenter action. S_Proce- 
dure, S_Classifier, S_Class and SJlule objects are equivalent to their homonyms 
in the Pixel Processor, but being now applied to segments instead of pixels. 
The S_Condition object permits to express premises for the rules that may in- 
clude spatial relations (below, left, contains, ...). S_CtrlRuleSet, S_CtrlRule and 
S_CtrlAction objects can be used to define control actions over the partition. 
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The SJnterface object determines which segment diagnoses are visible to the 
upper level (typically an user-provided program module) and the PJnterface 
object indicates which pixel classes are to be requested to the Pixel Processor. 




Ask for new samples 



Fig. 6. Architecture of the Learning Module 



3 Learning of Classifiers 

In the Pixel Processor as well as the Segment Processor, the transformation from 
the numerical representation to the symbolic one is carried out by the classifiers. 
In this section, an architecture that realizes the induction of the classifiers is 
shown (Figure 0) and the different modules that composes it are explained. 

At the numerical level, the knowledge can not be made explicit properly due 
to the lack of symbolism of the associated concepts. In these cases a widely used 
approach is starting from labeled examples to accomplish the learning process 
of the classes (learning from examples). An advantage of this approximation is 
that speeds up the prototyping process because it eliminates the existence of 
knowledge acquisition and verification stages. 

The need of examples in the learning process involves the development of a 
tool that permits the acquisition of the labeled samples (Figured). This tool 
constitutes the element of interaction of the designer with the learning module, 
so the handling easiness is its main characteristic. Each sample is made up of a 
feature vector corresponding to an instance of the information grain, and a label 
assigned by the designer that gives the membership degree of the instance to the 
class. 

The two main tasks in any induction process are to identify which features 
to use in describing the class and deciding how to combine them. The first task, 
the feature selection, has been studied in other fields like Statistical Inference, 
Pattern Recognition and Machine Learning. Many of the solution given in these 
fields are not useful in the framework of the Knowledge Based Vision Systems 
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Fig. 7. Tool of Samples Acquisition 



because they realize a transformation of the initial feature space fT71R| into a 
new one with a lower dimensionality, losing the features their meaning in this 
transformation. Other solutions consider all the combinations of the features 
as a search space and carry out a search in this space looking for the most 
relevant subset of features. A critical element in the previous approach is how 
to measure the relevance of a feature subset. In Pattern Recognition there are 
some measures as divergence, Matsusita distance or interclass distances that 
gives the dependence of the class with respect to a feature set. A drawback of the 
previous measures arises because they establish some probability distributions of 
the samples and treat each feature of the subset independent one from each other. 
In Machine Learning some authors have tackled the feature selection problem 
using concepts of the Information Theory like entropy or mutual information 
The use of these concepts is motivated because they measure information 
and the most relevant feature subset is the one that gives more information 
about the class. A measure based on Information Theory that tries to select 
the most relevant features taking into account the interdependence among the 
features, is the GD measure USEDl. The GD measure collects the dependence 
among features defining a matrix, called Transinformation matrix, that holds 
a conceptual resemblance with the covariance matrix used in the Mahalanobis 
distance. 

Just as some features are more useful than others, so many some examples 
better aid the learning process than others. This suggests a second broad type 
of selection that concerns the examples themselves. There are several reasons 
to select examples |2|. In the context of this work, it is desirable to get a pro- 
totype of a vision system in a brief period of time, so reducing the number of 
examples the time of the learning process is decreased. The selection of exam- 
ples must take into account the relevance of the examples [Zj to select the most 
informative examples. Apart from the sample selection, an incremental learning 
scheme can be introduced to avoid the presentation to the learning process of 
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Fig. 8. Two Classes Divided into Several Operational Classes 



all the samples. With this scheme the system establishes the number of samples 
that the learning process utilizes in each iteration of the learning process m 
and the over-fitting problem disappears giving as result a classifier with a better 
generalization capability. 

The induction of the classifiers have to deal with the lack of explicit knowledge 
above mentioned. In this case, the artificial neural networks framework for the 
induction of the classifiers is a valid approach 

For the sake of the efficiency, we differentiate the process of the induction 
of classifiers for linearly separable classes and for nonlinearly ones. So in a first 
phase of the induction process it is necessary to detect the separability of the 
classes. For linearly separable classes, the combination rule is a linear combina- 
tion followed by a nonlinear discriminant function m- In the artificial neural 
networks framework, the induction of the previous classifiers can be achieved 
with the single-layer perceptron I2EED1. 

For nonlinearly separable classes, a class corresponds to a generic region of 
the feature space, including a set of non connected regions. Due to the generality 
of the region form is useful to define a intermediate concept called ’operational 
class’. An operational class is a region of the feature space that can be isolated 
with a linear of quadratic discriminant. In this way, a class is composed of several 
operational classes (Figure |HI) whose number is unknown a priori and the degree 
of membership of samples is a combination of the degree of membership to the 
different operational classes. 

A well suited artificial neural networks to induce classifiers that fulfill the 
previous class model, are the Radial-Basis Function Networks (RBFN) [1 8l27f‘25| . 
The structure of these artificial neural networks consists of a input layer, a hidden 
layer and an output layer. The hidden layer is composed of units whose activation 
function is a radial-basis function, normally Gaussian functions. The units of the 
output layer combine linearly the outputs of the units of the hidden layer and 
then with a non linear function gives the output of the network. The induction 
process determines the number of units in the hidden layer, which corresponds 
to the operational classes, and the weights of the output combination. 

As a part of the induction process, it is included the feedback of the designer 
to validate the learning process results (Figure ED given to the designer the 
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possibility of introducing more examples or adjust some parameters (features 
selected) to try to improve the results. 




Fig. 9. Example of the Data Flow of a Pixel Level Application 



The learning module yields as result a set of features and the induced classi- 
fier. This result can be translated directly into a program of the Pixel or Segment 
Processor object-oriented language, because the Classifier object (Figure El as 
well as the S_Classifier object (Figure |^) permit linear and quadratic combina- 
tions of the features. 

4 Distribution of Processing 

The reduction of execution times has also been addressed in the development 
of SVEX system. This aspect becomes especially important when dealing with 
reactive systems that must give a response to perceived stimulus in a limited 
period of time. On this subject computation distribution is a natural solution 
that fits in SVEX design. In this work several distribution schemes have been 
tested, including load-balancing procedures and prediction models for execution 
times nni. 

The experiments have been performed on a hardware environment composed 
by several workstation with different characteristics. On the software side, the 
message passing tool PVM H2] is in charge of hiding data transference and 



304 



D. Hernandez-Sosa et al. 



synchronization complexity, turning the set of machines into a heterogeneous 
network of computational resources m m- This environment has been chosen 
in order to take advantage of the availability and frequent infra-utilization of 
this type of resources. 




Fig. 10. Model predictions vs. measured times 



Considering the levels of processing in SVEX and its internal structure, the 
distribution involves first the Pixel Processor and, especially the BU unit. Here 
is where most intense computation resources are demanded. 

There are several alternatives for distributing the computations associated 
with an image-processing application (see Fig0for an example). Among these 
we have: functional or task-based distribution (each time an operator is invoked), 
data flow distribution (identifying parallel processing lines) or distribution based 
on the data (partitioning the image to be processed) . 

The operators considered at the level of pixels are local and not recursive, 
and there are no restrictions in their assignation to the different machines, phy- 
sical sensor and actuator location apart. These characteristics have favoured the 
selection of the third implementation option, resulting in a SIMD paradigm im- 
plemented by means of a principal process (data distribution, results gathering) 
and several secondary processes (actual processing). This method offers several 
advantages such as a reduction of communications, a high level of reachable 
parallelism, simplification of the workload distribution, etc. 

Two factors must be taken into account when partitioning the image for the 
data-based distribution. Firstly, most of the applicable procedures at the level 
of pixels involve convolution- type operations, computed over a window whose 
width is defined by the user. This requires the distribution of image regions with 
an overlap in order to avoid the possibility of areas going unprocessed in the 
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interior section of the image. The consequences are inefficiencies generated in 
both the image distribution and computation, which are minimized by using 
squared regions. The second factor is the unequal workload assignment to each 
secondary process, as it must depend on factors associated with the machine it is 
being executed on (relative power and load, bandwidth and network load, etc.). 





Fig. 11. Building source image 



Fig. 12. Road source image 



4.1 Load Balancing, Time Execution Model and Experiments 

Both static and dynamic load balancing mechanisms have been implemented. 
Static ones perform an initial distribution of the load that it is not modified 
throughout all the time of execution. The work assigned to each machine depends 
on a parameter of capacity that considers factors such as nominal machine power, 
machine load, nominal network bandwidth, network load or distribution list 
order. The dynamic schemes vary the assigning of the workload to each machine 
throughout the entire execution time on a demand serve basis. 

The processing of sequences with the Pixel Processor incorporates two factors 
that are especially critical from the computational distribution perspective. The 
first factor is the minor computational load per frame that generally involve 
these applications. The second factor is the possibility of performing operations 
that need data from previous instants of time, which requires the maintenance 
of temporal data-storage. 

The prediction of the execution times in a heterogeneous environment such 
as the one considered is essential to analyze resource utilization, for example to 
measure speedup, define some machine-selection criteria, etc. A simple model 
must include several terms reflecting initial delay, reception of data, processing 
and results gathering. 
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Fig. 13. House A source image 



Fig. 14. House B source image 




Fig. 15. Initial Partition (House B) 



Fig. 16. Final Partition (House B) 
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In the experiments, diverse applications of the PP have been used on RGB 
color images with different processing window sizes. Execution times have been 
measured with the UNIX command timex, and transference and processing times 
by inserting calls to gettimeofday function in the application’s code. In Fig. cni 
the execution times predicted by the model are compa red with measured times 
for three different applications, showing the time evolution as new machines are 
added to the computational network. 

In situations approaching zero load, the static balance scheme based on the 
estimation of the computational capacity is that which offers better results as 
expected. However, the dynamic scheme presents an acceptable behaviuor, de- 
spite conditions being clearly unfavourable. The variable load environment con- 
stitutes the normal operation conditions of the computational network, that is, 
many users debugging programs, displaying images, reading documents, etc. In 
this situation the dynamic load-balancing scheme clearly surpasses the static 
one. The reason lies in the ratio between load variation frequency and typical 
execution times, which makes difficult for the static scheme to obtain precise 
load estimations. 





Fig. 17. Segment Class Road (Buil- 
ding) 



Fig. 18. Segment Class Road 
(Road) 



The execution times in the case of sequences follow the same guidelines as 
those for a single image. In zero load situations the best results are obtained 
by the static scheme because the number of blocks can be reduced to the mi- 
nimum. For variable load environments, the efficiency obtained depends on the 
relationship between the improvements in the balance due to relocation and the 
setbacks produced for having carried it out. 
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Fig. 19. Segment Class Green (Buil- 
ding) 



Fig. 20. Segment Class Green 
(Road) 



5 SVEX Applications Examples 

In this section we will illustrate SVEX’s perception capabilities by means of 
two specific applications. The first one (Figures El to 1^ presents the results 
obtained in the segmentation of several outdoor images. Both images have been 
processed with the same programs set, without computing complex or costly 
features. 




Fig. 21. Segment Class Window 
(House A) 




Fig. 22. Segment Class Front 
(House B) 



The pictures include source images, the initial partition obtained from the 
Pixel Processor and the presegmenter, the final partition as a result of the refi- 
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nement process applied to the initial partition, and a selection of some segment 
classes (front, window, road) from this final partition. 

The second application has been taken from a real sedimentology problem 
which is illustrated by Figure ESI Given a back- lighted sample of sand grains (see 
upper left image) the objective is to detect the particles that are approximately 
round. 




Fig. 23. Top) Original Image and Initial Partition. Bottom) Final Partition and 
Selected Round Particles. 



6 Conclusions 

We have presented a layered model for the design of perception-action systems 
suited for the incorporation of several desirable characteristics such as asyn- 
chronous communication, multilevel control loops, virtual sensing and acting 
and modular architecture. We analyze the effects of these properties on system 
global performance. 

We describe an implementation (SVEX) on the basis of the generic system 
model to show the benefits of this approach. SVEX knowledge-based system 
exhibits several interesting characteristics inherited from its modular design. 
From a structural point of view, the system offers clearly defined computation 
and control paths. Considered as a tool for the development of compute vision 
applications it permits a significative reduction in prototyping and maintenance 
costs. 
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Two important aspects of the system have been studied in detail. Learning 
of classifiers speeds up the development of prototypes because it takes care of 
selecting the most relevant features and permits to induce the classifier from 
labeled examples of instances of each level information grain. The layered struc- 
ture of SVEX with similar objects in each level favours the learning process, 
allowing the use of the same learning paradigm in both levels. Computation dis- 
tribution solutions are easy to analyze and implement due to system modular 
structure and its processing/communication organization. We present the re- 
sults of testing several distribution alternatives of SVEX on a general-purpose 
heterogeneous computational resource. 
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Abstract. Real world manipulation tasks vary in their demands for 
precision and freedoms controlled. In particular, during any one task 
the complexity may vary with time. For a robotic hand-eye system, pre- 
cise tracking and control of full pose is computationally expensive and 
less robust than rough tracking of a subset of the pose parameters (e.g. 
just translation). We present an integrated vision and control system in 
which the vision component provides (1) the continuous, local feedback 
at the required complexity for robot manipulation and (2) the discrete 
state information needed to switch between control modes of differing 
complexity. 



1 Introduction 

In robotic hand-eye tasks (which we will also refer to as visual servoing or vision- 
based manipulation), the rote motions of classical industrial robotics are replaced 
by a flexible control strategy which is robust to deviations in camera positioning, 
robot calibration, and placement of objects in the robot workspace. In large part, 
this robustness is due to feedback from vision systems which observe a robot 
action in progress, allowing for continual adaptation of robot motion. 

Despite the importance of vision in these tasks, vision systems which support 
hand-eye robot coordination have generally been developed ad hoc, designed spe- 
cifically for particular tasks. In this paper, we present a principled approach to 
vision and control system design which supports complex vision-based manipu- 
lation. 

Robotic systems need to integrate a broad spectrum of sensor information 
to accomplish their tasks. Often, tasks decompose into manipulation skills of 
varying levels of specificity. In particular, there is a continuum of control motions 
ranging from simple, coarse motions to refined, precise movements. Likewise, 
there is an associated range of vision algorithms from observations that are low- 
dimensional and approximate to those which are multi-dimensional and precise. 
A key to solving robotic hand-eye tasks efficiently and robustly is to identify 
how precise control is needed at a particular time during task execution, and 
then match that with appropriately precise visual tracking. Fig. H For instance 
during the reach motions of a basic pick-and-place task simple vision and control 
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suffices, while for the pickup and place typically precise fine manipulation and 
visual estimation of full 6D pose are needed. 




Visual Configuration Space 



Fig. 1. The vision hierarchy and corresponding supported manipulation skills. As the 
set of possible target configurations narrows, the control system can perform more 
complex actions. 



In this paper, we claim that an effective vision-system architecture for hand- 
eye coordination can be distilled into three key ideas: 

— A control framework for hand-eye manipulation which manages the comple- 
xity of tasks through the composition of a few simple primitives that can be 
intuitively manipulated. 

— A complementary set of fast image-processing primitives which can be com- 
bined to support the requirements of hand-eye tasks. 

— Integration of the control and vision frameworks in such a way that both 
planned and exogenous events are handled by discrete transitions among 
the servoing and vision modules. Because hand-eye tasks are dependent on 
vision, failure of the vision system to deliver certain observations will affect 
the choice of robot action. 

In SectionEl we briefly review related work and present background for visual 
servoing and vision-based tracking. Sectional extends these low-level capabilities 
through temporal composition to construct more sophisticated tasks which adapt 
to visual events. Finally, an implementation of the system and some experimental 
results are presented in Sectional 
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2 Background 



Rapid strides in technology and a great deal of research interest have yielded 
progress on both theoretical and applied aspects of robotic hand-eye coordina- 
tion j I ItitSI 1 31 1 t)f22iDI24l3 1 13/ Id.'Hd 1 141 )l4t)l4YI^ 1 . For a recent survey see Ini- 
Notable recent advances include the manipulation of automotive parts under 
realistic conditions visual learning of robotic behaviors and techniques 
for fusing 2D and 3D information Work on visual tracking for real-time ap- 
plications has also proliferated [ZI4II ill I •.J'.lYlZiSl3'z!i;-i4l3!ll4T^ . Some of this work 
considers task composition and discrete event systems to link active-vision mo- 
dules, e.g., mm- 

In our own work, we have begun the development of modular systems for 
hand-eye coordination and visual tracking Our work differs from 

other work in several ways. First, we emphasize a modular approach where task 
primitives are defined for simple subtasks that occur repeatedly in the domain. 
These primitives are composed to perform complex task via consistent design 
principles, where composition can occur both in time and “in space.” Throug- 
hout, we strive to maintain an intuitive representation of primitives so that 
implementations follow simply from task specifications. Finally, the novel con- 
tribution of this paper considers the interaction between analogous components 
of control and vision. 

In this section, we review our approach to visual servoing and visual tracking. 
We will consider task primitives for each domain and explain non-temporal com- 
positions of primitives. 



2.1 Visual Servoing 

An Example Task Consider a gluing task: a robot must manipulate a glue- 
filled syringe such that the nozzle reaches a designated application point and the 
syringe is at a prescribed orientation. Both constraints must be satisfied within 
a given error tolerance before the actual gluing can begin. Because the exact 
geometric relationships between the robot, tool, and surface may be unknown, 
rote actions by the robot are not acceptable. One option is to continually recon- 
struct the 3D scene using vision, and proceed until the reconstruction fits the 
goal configuration. For computational efficiency, however, we consider another 
approach whereby the task is described as a set of sensor constraints which im- 
ply the desired goal. In our example, the goal configuration may be described as 
one in which the nozzle tip appears to coincide with the glue- application point 
simultaneously in two cameras. 

As the example illustrates, the fundamental goal of visual servoing is to achieve 
a set of constraints on the configuration of an actuated system. Constraints can 
be described in terms of a set of salient features in the robot workspace - that 
is, by an equation 

T{p) = 0, 



where p is a list of observable features on the robot or in its environment and T 
is a task function m- In the example above, p could contain the 3D coordinates 
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of the nozzle and the target point. T measures a configuration’s error, vanishing 
when the task is complete. 

The information available to perform a task are the observations of the fea- 
tures, p, by one or more cameras. Let y G denote the available observations 
of the features p. Assuming y is the only information available for performing a 
task T{p) = 0, then if the task can be performed at all, it must be the case that 
there is an equation of the form 

E(y) = 0 

such that 



E(y) = 0 T{p) = 0. (1) 

We refer to E(y) = 0 as an image-based encoding of the task T{p) = 0 and we 
say that E(y) = 0 verifies the task T{p) = 0 if Equation [0 holds m- 

Carrying out a given visual servoing task involves finding a robot configu- 
ration which achieves the encoded task. Let x G 5ft" represent the robot state, 
and let f be the visual-motor model, which expresses image-feature values as a 
function of the robot’s state: y = f(x). In a precisely calibrated system one can 
solve the equation 

E(f(x*)) = E(y*) = 0 

for a goal position x*. In an uncalibrated system, f is not known, but a rough 
estimate of the Jacobian, J(x), of E(f(-)) is sufficient to perform a set of static 
positioning skills accurately. Intuitively, J(x) maps small changes in robot state 
about the point x to changes in the error measurement. Thus, the following 
control law can be used to determine the robot’s image velocity, x: 

x = -WJ+(x)E. (2) 

This drives the observed error, E, to zero under certain assumptions, even in 
the presence of calibration error m- Here, W is a positive definite gain matrix 
and denotes the generalized matrix inverse (simple matrix inverse, when J is 
invertible, and the pseudo-inverse, (J^J)~^J^, when it is not). 

A crucial aspect of this framework is that task specifications exist in task 
space while the command encoding exists in image space. Thus, by developing 
a set of primitive task-space constraints with corresponding image-space enco- 
dings, we can support intuitive specification of tasks in the “natural” geometry 
of the robot workspace and still issue image-space commands directly from ob- 
servations without having to perform an explicit scene reconstruction. 

In addition, if the primitive tasks are chosen carefully, they can be combined 
to form new tasks which meet each of the constituent contraints. For example. 
Equation 0 expresses a primitive task defined by a single image constraint. A 
common method for building more complex tasks is to “stack” such constraints: 




X = -W 



( 3 ) 
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We refer to this composition of servoing tasks as parallel composition. 

In general, one can define any number of primitive servoing operations using 
one or more cameras. In this article, we consider two cameras and only two 
primitive skills: point-to-point and point-to-line servoing. In the former, a point 
rigidly attached to the robot’s end effector is positioned to a fixed reference 
point; in the latter, the manipulated point is brought to lie on a fixed reference 
line. Detailed explanations of these and related primitives are provided in the 
appendix and in mm- 

As suggested, even these simple primitives are sufficient for performing re- 
latively complex tasks. Returning to the gluing task, for example, assume that 
the syringe must be aligned vertically at the point where gluing begins. A point- 
to-point constraint will bring the nozzle tip to the target point. A point-to-line 
constraint which moves the top of the syringe to a vertical line through the 
target point will ensure the desired orientation. These constraints can be met 
simultaneously by composing them as in Equation El 

Notice that typically there are multiple ways to choose E for a particular 
task. The choice we make can affect the convergence and convergence rate of the 
servoing (related to how well the lineararization J(x) approximates E(f(x))), 
the accuracy with which the goal can be achieved, and how robust the servoing 
will be with respect to disturbances and loss of data. We will take advantage of 
this in Section El 

2.2 Vision System Primitives 

In order to support the vision-based control architecture described above, we 
have developed a corresponding set of visual tracking primitives. This system, 
called “XVision,” also incorporates a notion of primitive tracking composition si- 
milar in spirit to parallel composition. Here, we highlight XVision’s fundamental 
features; contain more detailed descriptions. 

Every tracking primitive returns a parameter vector - the vector of parame- 
ters it observes. Tracking algorithms follow a cyclic process consisting of three 
phases: In the predict phase, an initial guess is made for the parameter vector 
of the primitive. The default prediction is that features remain at their last ob- 
served location, but other prediction schemes {e.g., Kalman filters) have been 
incorporated. Although in practice, the prediction is a single parameter vector, 
implicitly, the prediction represents a set of parameter vectors over which the 
search phase searches. Using the notation introduced for visual servoing, if y G 3^ 
represents the space of possible parameter vectors, then a prediction that an ob- 
servation is expected at y can be thought to represent a compact region, Y, in 
parameter space, where y and, hopefully, the ground-truth observation are in Y. 
A final update phase adjusts the optimal result from search based on higher-level 
constraints. 

Currently, XVision supports the following primitive tracking types: 

— “Blobs” of classified pixels which provide the centroid and area of a set of 
pixels classified according to intensity, color, motion, or texture. 
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— Contrast edges, which are fixed in length and return center position and 
orientation parameters. 

— Textured image regions based on iterative sum-of-squared-difTerences (SSD) 
minimization, which return up to six parameters corresponding to the affine 
deformations an image region can undergo. 

— Arbitrarily-shaped contours based on image gradients, which can return eit- 
her the positions of contour control points or the centroid of the circuscribed 
region. 

In addition to the tracked parameters, each tracking primitive returns a con- 
fidence value in its tracking estimate. For example, for the edge tracker, this 
value is greater for higher-contrast edges; for the SSD region tracker, the value 
is proportional to the negative of the sum-of-squared-difference residual between 
the template and the image. 

Tracking primitives are organized according to a type system; each feature type 
provides a state vector with characteristic component values. Analogous to the 
servoing primitives, the elemental types are PointFeature and LineFeature. 

Primitive features are composed by placing constraints on their joint state 
vector. In addition, a composition function C may be used to compute the state 
of a composite tracker in terms of its constituent parts. For example, tracking two 
edges, l\ and Z2, as a corner, ycor, exemplifies the composition of a PointFeature 
from two LineFeatures: 2 /cor = ^2)- 

Similar geometric constructions, such as affine transformations and 

midpoint constructions Cmp(2/i, 2/2)) can likewise be represented as compositi- 
ons or state transformations of visible image primitives. In addition to features 
of a geometric type, more general scalar and vector states are possible, e.5., cross 
ratios Ccr(2/i) 2/2, 2/3> J/4)> componentwise differences Cpp(2/i, 2/2), and scalar pro- 
ducts Cp^(2/, 1). The latter two provide exactly the error information required for 
the point-to-point and point-to-line servoing primitives. In this way, the vision 
system can provide a single, composite tracker whose state is the encoded task 
error, E, needed for robot control in Equation El 

3 Task Decomposition 

Parallel composition alone cannot solve whole manipulation tasks. A principal 
challenge is the creation of temporal manipulation sequences from simpler ser- 
voing actions. In order to distinguish this type of task composition in time from 
the parallel composition of tasks, we will use the term task chain to denote a 
temporal sequence of servoing tasks, and task link to denote a single task in 
time. We note that a task link may itself be a parallel composition of primitive 
tasks. There are obvious extensions to tasks in tree structures for multi-robot or 
multi-threaded tasks, but they will not be discussed here. 

3.1 Task Chaining 

In image space, a single task link can be described by an action specification as 
follows: 

A = ( E™*(-), M, ) . 



( 4 ) 
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Here, expresses the perceptual precondition for the task: „ |y . 

ginit(y) _ Q| i-epj-esents the set of observations, of which one must be observed 
before the task can begin. Similarly, expresses the desired final confi- 
guration, and the set of allowable observations is = {y : E^^®'^(y) = 0}. 

For explicit trajectory control E™^^ and E^^^^ can be extended to a one para- 
meter family of encodings: E^'^^j(j/,t) = 0, for t G [0,1], E^'^^j(-,0) = 
and E^''^j(-,1) = E^^^^(-). For t between 0 and 1, = 0 defines the 

intermediate points (or sets thereof) on the trajectory. 

M describes any (visual or motor) constraints that must maintained during 
the manipulation, e.g., restricting the movement of a redundant arm, avoiding 
joint limits and singularities, and maintaining grasp m Here we simply use M 
to maintain the pose of the not explicitly controlled freedoms e.g. for a 3 DOF 
translatory movement we maintain (x 4 ■ ■ ■ xq) constant in motor space. 

A task chain is then a sequence of actions, {Aq . . . Ak-i], such that the 
potential final observations of task k — 1 satisfy the required initial observations 
for task k. More precisely, y^-i^ ^ for 0 < fc < AT. E^^^^(y^““^) = 0 

verifies task completion. 

In many cases the purpose of a task is to go from a loosely-defined initial 
state to a highly constrained final state; typically, is large whereas 

contains a smaller set of observations. For example, in the gluing task, the robot 
may start almost anywhere in the workspace, allowing to be the set of 

all of the possible observations that might occur with the robot holding the 
syringe. On the other hand, there is only a single observation vector (together 
with some small margin of error) that forms the set of goal observations. 

The purpose of the sequence {Aq . . . Ak-i} is to break down this overall task 
into manageable and robust task links, where each subgoal is defined by smaller 
and smaller sets of possible final states. 

As long as each subtask succeeds, the system will achieve its overall goal. 
In Section IHl we consider the possibility of subtask failure due to failures in 
vision. 

3.2 Manipulation Hierarchy 

How should large tasks be broken into task links? One natural division establis- 
hes task links based on changes in the features, dimensionality, or precision of 
the constraints that occur during a complex task. This happens, for instance, 
(i) when more precise movement is needed and more features need to be incor- 
porated, (ii) when the salient part of an object changes {e.g., from the head to 
the claw of a hammer) and (iii) whenever an object is grasped or regrasped, 
changing its geometry with respect to the robot end effector. 

A general principle for system design is to use the simplest possible servoing 
movement which suffices for each step in a manipulation task. In other words, we 
use the set of primitives which accomplish the task with contraints on the fewest 
degrees of freedom (DOF). Our experimental evaluations of control level visual 
servoing in m show that smaller and simpler manipulation models result in 
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more robust model estimation and servoing. Also, controlling fewer DOF requires 
fewer visual measurements and a smaller task description. Simpler and more 
robust tracking can be used for coarse movements, and sensitive, computationally 
expensive tracking is only needed during fine manipulation. 

Consider again the gluing task. The system begins with a movement to bring 
the syringe from some arbitrary initial configuration to some point near the tar- 
get. This is naturally solved as a 3-DOF translational movement, accomplished 
by a coarse point-to-point primitive ( “coarse” means that accepts a fairly 

large volume of observations as end goals). To align the syringe, orientation must 
be controlled, e.g., through parallel composition of two point-to-line primitives. 
Finally, to bring the nozzle to the application point, an additional point-to-point 
constraint must be added. One possible decomposition of this task, therefore, 
involves three separate task links. Discontinuities in control complexity such as 
these provide natural breakpoints for many tasks. 

To solve typical coarse-to-fine tasks, we define three classes of servoing move- 
ments: transportation, alignment and fine manipulation, summarized in Figure^ 
The transportation movement is a coarse primitive for long motions, such as re- 
aching to bring a tool near the site of a task. The movement is typically 3 DOF, 
but can be lower (it is 2 DOF when pushing something on a surface). This means 
that for m visual measurements the visual-motor Jacobian is of size m x 3. When 
using stereo vision, simple centroid tracking of the moving object giving a 4 x 3 
Jacobian is sufficient to complete a transportation subtask. 

Fine manipulation movements adjust translation and orientation precisely in 
up to 6 DOF for a rigid object. A visual-motor Jacobian of size m x 6, m > 6 
is required, based on tracking m image feature values. For example, centroid 
tracking is, in general, insufficient for controlling both position and orientation. 
More sensitive estimation of several object features must be used. 

When switching between transportation and fine manipulation modes, the 
appropriate preconditions of the higher DOF fine manipulation must 

be satisfied, and to perform accurate fine manipulation a reasonably accurate 
model is needed. The alignment movement is a high DOF movement whose goal 
Efinal(y) is the precondition of the subsequent fine manipulation, but whose 
precondition E™^(y) specifies fewer DOF. 3-DOF transportation as defined 
above can deliver an object to a specific location, but typically, at an unspecified, 
arbitrary orientation. The alignment move accepts this arbitrary orientation in 
gimt(y), delivers the object at a specific position and orientation for fine- 
manipulation. 

Other variations are possible. For instance, a guarded move (useful in gra- 
sping tasks) can be created by servoing along some visually defined direction 
until an external contact condition is met. Open- loop movements can be perfor- 
med using the visual-motor model, but without continuous visual feedback. 

Composition Example We now describe the construction of a mid-level skill 
from the chaining of low-level task links. The example in Fig. El shows a system 
in which the task is similar to the gluing application: insertion of a piece of 
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Basic visual servoing movements 

1. Transportation 

— A coarse primitive for large movements. 

— < 3 DOF control of object centroid. 

— Robust to disturbances. 

2. Alignment 

— For switching modes between coarse and fine manipulation. 

— Moves from 3D control coarse final pose to satisfy the 6D defined initial pose 
of the fine manipulation. 

3. Fine manipulation 

— For h^h precision control of both translational and angular position. 

— 6 DOF control based on several object features. 

— Adaptive to environment changes if on-line model estimation is used, but not 
as robust as the 3 DOF control. 



Fig. 2. Visual space task planning and decomposition. Typical tasks have coarse and 
fine movements. We decompose movements into transportation, alignment and fine 
manipulation. 



packing foam into a box of similar size using direct joint control on a PUMA 
robot arm. The visual goal is to align the white dots p = pi ... pe on the foam 
with the corresponding white dots p* on the box, so T(p) = p — p* . The insertion 
naturally decomposes into a coarse transportation to the vicinity of the box and 
an alignment to make the foam plane parallel with that of the box. Lastly, a 
6 -DOF fine manipulation movement is used to bring the foam into the box. 

To switch between the different movement types, intermediate goals are con- 
structed in free space. In this example the cameras are uncalibrated, but by 
using object structure in each image separately, consistent (stereo) goal points 
can be constructed as follows. The vertical lines around the box are extracted 
and labeled The average of their lengths is ||Z||. Using Ii,l2,l3 the two 

visible sides of the box are reconstructed projectively at ||/|| and 2 ||Z|| above the 
real target in each frame. 

For the 3 -DOF long range transportation, only one of the feature points is 
needed in each image. A point-to-point constraint, = [yi y2 ys 2/4]^ — 

[y* V2 Vs 2/4]^ used to position this feature on the corresponding reconstruc- 
ted point at height 2 ||Z|| . For the fine manipulation a redundant description based 
on 14 feature values are used y = [yi . . . J/14]^ by tracking the row and column 
pixel location of 7 points between the two cameras (Figure ED- To satisfy initial 
constraint of the fine manipulation, y = [yi . . . yn]'^ are aligned with the corre- 
sponding reconstructed points at ||^| 1 ; at the end of the fine manipulation, they 
coincide with the real feature points on the box. This alignment forces the foam 
to be directly above the box in a plane parallel to it. 

The box-packing example demonstrates the varying demands on a visual 
tracking system during the execution of a manipulation task. Even as task- 
specific demands for information increase, exogenous events can degrade sensing 
and inhibit progress. A hierarchical vision system can tailor its processing to 
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Fig. 3. Left: Planning the different phases of an insert type movement consisting of 
reaching and fine manipulation movements. Right: Performing the planned insertion. 



the changing requirements of a manipulation task and can inform a supervisory 
controller as to whether sensing requirements are being met. 

3.3 Vision Hierarchy 

Consider a vector of visual observations, y. A key question is how much of 
the vector y must be known for a particular task. Often, a partial observation 
vector suffices for transport, while more observations are needed for alignment or 
manipulation. Due to non-optimal tracking conditions, the system may obtain 
only a partial estimate of y at any given moment. That is, elements of y may 
be only approximately estimated or altogether unreliable. 

In general, it is difficult to determine exactly what part of an observation 
vector is reliable. Nor is it clear what should happen when an observation is in- 
accurate. In practice, one can imagine different strategies to construct encodings, 
E, with varying tolerance to data loss: 

— If E is a minimal encoding the loss of any visual data will render the task T 
impossible. 

— If E is a paralell composition E = (Eq . . . E/_i)^ of several “blocks” 
Ei, each independently verifying T, then the dropping of features could be 
tolerated as long as at least one block E^ can be computed reliably from the 
observations. This situation arises when the vision system provides a great 
deal of redundant information, e.g., many tracked points. 

— An on-line strategy involves analyzing J, the linear estimate of the visual- 
motor model. If a n-DOF task is being performed, but the decimated J has 
an effective rank less than n, the task cannot be completed. 

Ultimately, however, it is necessary that the vision system be aware of its 
ability to support a particular task. We, therefore, choose a vision system ar- 
chitecture which parallels that of the manipulation hierarchy. The Incremental 
Focus of Attention framework gn] (IFA), developed to make object tracking ro- 
bust to unmodeled disturbances, provides exactly the mechanism for switching 
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between different compositions of tracking primitives and for maintaining kno- 
wledge about observation reliability. 




Visual Configuration Space 



Fig. 4. The IFA vision hierarchy used for the task in Sectional 



As suggested in Figure El layers in the hierarchy represent different sets of 
tracking primitives (singly or in composition, as described in Section 12.21) . and 
each layer fills in the observation vector, y, to varying degrees, with higher layers 
offering more complete observations. At any moment, execution occurs only in a 
single layer. Tracking takes place at the highest layer possible, given good visual 
circumstances, but if tracking is lost for whatever reason (fast object motion, 
lighting changes, clutter, occlusions, etc.), the system falls to lower layers to 
perform partial observation and recovery. 

Integration of the trackers is managed through explicit handling of failures 
and tracking re-initialization. Layers of tracking (rectangular layers in Figure 0 
are interspersed with search layers (trapezoids) which narrow the set of possible 
configurations of objects of interest. 

Layers can be interpreted as operating on the space of observations, where 
each layer consumes and produces sets of observations vectors. A color-based 
blob tracking layer, for example, would be given an initial set of possible obser- 
vations, V™, corresponding to a prediction range about where the blob might 
be, and return an observation set, representing its estimate together with 

a small margin of error. In this particular example, the V’s might specify the po- 
sition of the target feature, but leave the orientation observations undefined. A 
color-based search layer, on the other hand, might take the full observation space 
as its input set and return a smaller output set, that could serve as 
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the input to color-based tracking. In this case, J^^ut specifies observation vector 
elements that are unspecified in This difference between a tracking layer 
and a search layer is typical (though not necessary) - tracking layers will tend to 
preserve the dimensionality of the observations, whereas search layers will tend 
to provide additional dimensions of observation. 

Transition to another layer occurs based on the success of the current layer. 
Tracking failures, as determined by the failure of the tracking primitives or fai- 
lure to maintain a geometrical constraint among primitives cause transitions 
downward. In all other cases, execution proceeds to the next higher layer (when 
one exists). For example, in Figure 21 consider the case where the orientation 
tracking layer is invoked. This layer may be using two parallel edge tracking pri- 
mitives to determine the orientation of a robot tool. Should one of the tracking 
primitives return low confidence values, or should the two edges appear suffi- 
ciently non-parallel, the layer would signal failure and drop down to the edge 
detection layer in an attempt to re-initialize the edges. On the other hand, if 
tracking is successful, exeuction would continue with region matching and SSD 
tracking, where observations are made with greater precision. 

Finally, we emphasize the natural correspondence between the task decompo- 
sition paradigm and IFA. In particular, where tasks are decomposed according to 
the types of observations required to perform them, the vision system is organi- 
zed based on the observations it can provide. Moreover, although the transitions 
between layers in the IFA hierarchy are controlled by visual events, the layers 
themselves encode the degree of observational information provided by the vi- 
sion system. In short, the layer of execution immediately determines which visual 
servoing tasks can execute. 

3.4 Integrating Vision and Manipulation 

If vision-based tracking operated perfectly (and barring physical obstacles), task 
chains as defined in Section 1.3 . 1 1 would run one link after the other without 
difficulty. Section l,3.,3l s hierarchy for the vision component would be entirely 
unnecessary, since tracking would remain at the top layer throughout the task. 

In reality, tracking is imperfect, so movement up and down IFA layers is 
inevitable. When vision runs at a lower layer, some observations are unavailable, 
and so certain task links are effectively prohibited. This model for vision-action 
interaction is sufficiently flexible that it can be integrated with a number of 
robot control models - robots are free to plan, react, backtrack, learn, and do 
otherwise, just as long as they do not execute prohibited actions. 

The simplest approach for a system which is prohibited from proceeding with 
a subtask due to inadequate vision is to wait for vision to recover. In this case, 
the task chain is followed in order, with occasional pauses in robot execution. 

If actions have a strict ordering of preference, reactive control through ac- 
tion prohibition enables a more proactive approach. Assume that Ai is always 
preferred over Aj for i < j. Then, given an observation, y, the action to execute 
is the one indexed by argmin^ {Ak : E™^(y) = 0). That is, the most preferred 
task allowed by sensing should be performed. For example, if the manipulated 
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object remains partly visible even if some features are lost, the robot may still 
continue with a coarse positioning task. This can be seen as a type of reactive 
behavior |^, where sensory input deterministically triggers one (or more) motor 
actions. 

One can also incorporate open-loop actions which trigger upon entry to a 
particular layer of the vision system. Open-loop movements are a detour from 
the task chain. In order to continue, the sensors must observe the results of the 
open-loop action, yoi and then find a task link for which E™^(yoj) = 0. At that 
point, the system can merge onto the original task chain. Disturbances to the 
system can be handled similarly. 

Finally, classical planning and robot control can be integrated with this para- 
digm by adding run-time checks and additional preconditions into the planning 
framework. Run-time checks simply require accurate sensing of relevant porti- 
ons of the world prior to operation execution. The additional preconditions state 
that particular perceptual inputs must be available for certain operations to be 
legal. Initially, planning would proceed as normal, with assumptions that all per- 
ceptual conditions are met. Then, at run-time, certain actions may fail because 
of faulty sensing and enforced prohibitions. At that point the agent may replan, 
first eliminating those operations which have the failed sensing as preconditions. 
Under these paradigms, task chains are constantly revised and reconstructed, 
based on the observables and the planning algorithm. 

4 Implementation 

This section presents an implementation of the gluing task. Information from the 
vision system provides the only sensing used in these experiments. Briefly, the 
workcell setup consists of an IMI Zebra manipulator, and a variety of cameras 
which supply images to Sun Sparc 10 or Sparc 20 and SGI Indigo workstations 
running Solaris and Irix. 

The task chain for the gluing task consists of three links: (i) a transport mo- 
tion which brings the syringe from its starting location to within a neighborhood 
of the target surface, (ii) an alignment to achieve a desired orientation, and (iii) 
a movement to bring the tip of the applicator to the surface while maintaining 
vertical alignment. 

The vision modules are arranged in layers paralleling these three links. At the 
bottom of the attentional hierarchy lies a centroid-tracker, based on the color 
and intensity of the syringe, sufficient for coarse 3 DOF control. Above this, 
a pair of edge trackers extract the occluding contours of the applicator. With 
the edge information, two corner trackers can lock onto the top of the syringe. 
Finally, an SSD region tracker is used to monitor the location of the lower tip of 
the syringe. Figure 0(right) outlines this hierarchy. Search procedures build up 
the vision system’s set of tracked image fatures from lower-level information. For 
example, when tracking at the lowest level, the system only searches for parallel 
edges which are approximately equidistant from the syringe’s centroid. The goal 
point, an arm of a small fastener, is also tracked using an SSD tracker. 
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Fig. 5. Left: The starting configuration of the robot and the syringe in an adhesive- 
application task. Right: A 3 DOF reaching motion continues, even without complete 
state information (the applicator tip and edges are occluded), because partial informa- 
tion (the centroid of the syringe) is available. 



Initially, the syringe, grasped by the robot end-effector, is held steady while 
tracking bootstraps itself through IFA’s layers. Figure El(left) shows the star- 
ting position of the robot. Once both cameras supply consistent estimates of the 
syringe’s centroid, the prerequisites for the first level in the manipulation hier- 
archy are satisfied, and transport motion begins. A setpoint constructed above 
the goal point (using pixel columns, rather than an external cue to indicate 
vertical alignment) with a coarse tolerance serves as the goal of the reaching 
motion. As the syringe approaches the fastener, the vision system continues to 
try to improve its estimation of its state, he., searching to initialize the edge and 
SSD trackers. Even if the edges and tip are found and subsequently lost through 
temporary occlusion (Figure Enright)), the motion proceeds because the vision 
system is providing sufficient information (a centroid estimate) to perform the 
current subtask. 

When the syringe is above the target surface, the manipulation system checks 
to be sure that the central axis of the applicator is being estimated. If not, mo- 
tion stops and visual search proceeds until the edges are found. When the central 
axis (as the average of the occluding contours m) is found, the manipulation 
enters the alignment phase, in which the syringe is servoed to an upright posi- 
tion. The final approach to the fastener is prohibited until both images provide 
the additional visual information of the target point (via SSD trackers) and ap- 
plicator tip (with corners). Figure El(left) shows the locations of the blob tracker 
and the two SSD trackers before descent begins; the tracker of the applicator 
tip has slid slightly to the left. If one of the trackers fails entirely, the action 
ceases until visual recovery occurs. When the final configuration is reached (Fi- 
gure El (right)), the manipulation system switches state and waits. At this point 
an open-loop motion to apply adhesive to the surface would be executed. 
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Fig. 6. Left: The states of the SSD trackers of the syringe tip and goal point are 
shown after the alignment phase of the task. The upper square is centered at the 
current centroid estimate provided by the syringe’s blob tracker. Right: The final 
configuration. 



Nonmanipulative Applications One of the benefits of designing a compo- 
nent-based real-time vision system is its ability to transfer to disparate appli- 
cations. X Vision and the IFA framework have been successfully applied to such 
pure tracking tasks as robust face localization robot navigation EOl, and 
six DOF pose estimation for human-computer interaction through a known cali- 
bration object (the “surfball”) Plj. These examples testify to the flexibility and 
ease-of-use of the vision system architecture. 

5 Conclusions 

We have presented a vision system which enables robust hand-eye manipula- 
tion tasks. Both the vision and control frameworks abstract low-level processing 
away from algorithmic details. The vision hierarchy explicitly incorporates on- 
line performance assessment, and the control hierarchy allows efficient planning 
and replanning of tasks based on available observation. The compositional struc- 
ture balances the need for performance, gained through task-specialization, with 
the generality of a tool kit based on primitive components that support reuse and 
modularity. The result is a powerful tool with built-in handling of unmodeled 
disturbances which can be applied to a variety of tasks. 

The X Vision system and IFA framework are part of an ongoing project to 
create a lean, portable vision system for a variety of real-time applications. This 
research intereacts closely with continuing work on manipulator control, robot 
navigation, and task specification. Additional functionality currently being inve- 
stigated includes a probabilistic model for combining trackers based on different 
modalities (color and contour, for example). Broader problems include auto- 
nomous learning of tracking hierarchies, possibly in conjunction with learning 
a particular manipulation task, and incorporation of algorithms for image-to- 
model feature matching to link 2D and 3D a priori information. 

As demands for flexible and powerful actuation systems grow, the demands on 
the sensing systems which inform them will likewise increase. In order to handle 
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the spectrum of system concerns - from low-level servoing to control in the face 
of unmodeled events - vision architectures must balance task-specificity and 
domain-generality. The principles of composition of primitive components and 
continuous performance evaluation and adjustment lay a necessary foundation 
for a vision system which supports practical and general hand-eye tasks. 
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Appendix 

Servoing Primitives 

Point-to-Point Positioning Given a fixed reference point p* and a point p 
rigidly attached to the end-effector, we want to develop a regulator that positions 
the end-effector so that p = p*. The corresponding feature-based task error 
function is 

Tpp{p;p*) = p-p*. (5) 

Because two points not on the camera baseline are coincident in space if and 
only if their stereo projections are coincident, an image-based encoding which 
verifies the point-to-point task function (outside of singular configurations) is 

Epp(y) = y - y*, (6) 

where y = {yix,yiy,yrx,yry), the row and column coordinates in the left and 
right camera and y* is the similarly-parametrized observation of the designated 
reference point. 
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Point-to-Line Positioning Suppose we are given a reference line in Cartesian 
space, L, specified by a point on the line, and a vector in the direction of the 
line, L„. With a point p rigidly on the robot end-effector, we want to develop 
a regulator that positions the arm so that p S L. The corresponding task error 
function is given by 

Tpi{p]L) = {p -Ld) xLy. (7) 

We let y = I = {li Ir)"^ , and y = [yi Vr)"^ represent the image projections 

of L and p, respectively, where li and Ir represents the line by the normal vector 
to a plane defined by the line and the camera center, and the points in y are in 
homogeneous coordinates. Then, an image-based encoding verifying Tpi results 
from the observation that for arbitrary L (not in the epipolar plane containing 
p)j k ■ yi = Ir ‘ Vr = 0 and only if p £ L. Thus, we define as: 



Ep/ (yj 0 



yi ■ h 

yr * 



( 8 ) 



An equivalent image encoding can be defined by representing the line as 2 points 
and expressing Eq. 0 directly in left and right image coordinates. 



A composition example Now, consider the gluing example from Section ICTI 
Let the observation of the nozzle tip be denoted by y^jp, the target point by p*, 
and the top of the syringe by ytop- l™e in a known relative pose (perhaps 
observed on a nearby object), can be used to hallucinate a target line, I* , 
should no vertical cue exist at y* . The resulting image encoding of the composite 
task is 



®(l^tip’ J'topi y i^vis) 



'2/tip - y* 

.ytop ■ ^’’(^vis) . 



(9) 



Here, tr is an affine translation of its argument in image space; its use is justified 
so long as an affine visual approximation is valid. 
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Abstract. In this paper the tracking performance of visual fixation control 
systems is evaluated in terms of the image processing architecture applied. The 
configurations evaluated are serial or parallel image acquisition and processing, 
and pipeline processing. The performance measure is the maximum change in 
velocity of the target in the image that can be tracked within the window 
observed. The basis of the evaluation is the design of an optimal controller with 
respect to a performance metric. This controller yields an equivalent transient 
response behavior for different latencies within the visual feedback system. 
Applying this controller a relation between system latency and maximum pixel 
error is derived. This maximum pixel error defines the window size necessary 
for not loosing the target. The window size, in turn, is directly related to the 
processing time. This dependence is used to find the dynamic performance for 
all the system configurations. The final comparison shows that processing in a 
pipeline obtains highest velocity due to high cycle rate of the system. The 
parameters for the point of maximum velocity of the pipeline structure are 
derived. 



1. Introduction 

Vision-based control has been a challenging discipline for the last two decades. Vision 
and robotics researchers have constructed several active vision [3], [12] and visual 
servoing systems [8], [10]. In such vision-based control systems the goal is to control 
the pose of a mechanism, i.e., the end-effector of a robot manipulator or a pan/tilt unit, 
according to the target pose using visual feedback information. One or more cameras 
can either be fixed within the working space or mounted at the end-effector of the 
robot or at a pan/tilt unit. The basic difference to the conventional control of motion is 
the additional latency in the feedback loop. Latency is introduced due to frame time, 
necessary to obtain and transfer an image or parts of an image, and by processing the 
image to obtain relevant data which has to be provided for the motion controller. 

Latency, arising from the time inevitably necessary for acquiring and processing an 
image, has great impact on system dynamics. The dynamic performance of vision- 
based control of motion is denoted by the dynamic properties which can be reached. 

H.I. Christensen (Ed.): ICVSW, LNCS 1542, pp. 331-347, 1999. 
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Within active vision, these properties are the velocity the target can have and the 
acceleration it can make without getting lost. In visual servoing tasks the dynamics of 
steering the robot towards a pre-defined goal are significant. 

Processing the entire image is possible for simple tasks such as tracking a region of 
high contrast [2[, [6]. Most tasks need sophisticated image processing to extract the 
target, and research in robust vision will add to this additional request for computing 
power. To utilize these techniques within vision-based control, the general approach is 
to limit processing to small windows [9], [13] or to subsample the entire image to 
obtain less data which has to be evaluated [7]. The standard method to obtain a high 
dynamic performance is to reduce processing time, and therefore latency, by applying 
efficient image processing algorithms and by using powerful computer hardware. A 
common procedure to compensate for the still remaining latency introduced by the 
vision system is prediction of the target locations, e.g. after Kalman [14], [15]. The 
combination of these measures, that is, taking care of time-efficient image processing 
and overcoming latency by predicting the future target location, usually yields good 
results. 

Various conceptional design cases of the vision system are known, which differ in 
the processing configuration. A commonly applied configuration is parallel 
processing, e.g., [15], where image acquisition and image processing are performed in 
parallel as opposed to a simple sequential treatment when applying a serial processing 
configuration. Another approach makes use of a pipeline for processing visual data, 
which nests several loops and leads to a small cycle time of the control system even 
though at the cost of large latencies, e.g., [1], [11]. 

However, there still remains a lack of generally applicable rules for the design of 
vision-based control systems, that is, both active vision systems and visual servoing 
approaches. As a consequence, the motivation arises to provide ’recipes’ for the 
optimal design of vision-based control systems in order to reach the best overall 
system performance. The optimality concerns the controller design and the selection 
of the optimal image processing configuration. The term controller design comprises 
the classical control theory and the inclusion of state estimators and predictors, if 
needed. 

Within active vision, the task of gazing at an object of interest by directing a 
camera towards its centroid will further on be considered and referred to as fixation. 
The systematic investigation of the dynamic performance of vision-based control of 
motion was started in the excellent work of Corke [4]. Corke investigated the demands 
on a controller for turning the wrist axes of a Puma robot in a fixation task. The 
dynamic performance of visual tracking (the vision processing in itself) has been 
investigated for the first time in [16]. In visual tracking the object of interest is tracked 
by permanently shifting a window of defined size within the entire image. [16] shows 
that there exists a relationship between the tracking velocity and the window size 
which, in turn, defines the time needed to interpret the data. This relationship is used 
to derive the window size for maximum tracking performance. 

Starting out from Corke’s work, the result of visual tracking regarding performance 
will be extended to the system design of visual fixation control systems. It is the aim 
of this work to formalize the parameters of visual fixation systems and to find the 
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system design which gives the best dynamic performance. The systematic analysis of 
maximum performance relies on careful control loop design with respect to stability 
and dynamics which can be reached. The basic design cases investigated are serial or 
parallel image acquisition and image processing, and the effect of a pipeline. 
Additionally, the case of processing vision data on-the-fly, as, e.g., Corke did [4], is 
taken into account and compared to the other system architectures. 

The paper starts by describing the basic control loop (Section 2) for visual feedback 
systems. The difference between these vision processing strategies is discussed in 
Section 3 with respect to the resulting sampling time of the discrete control system. 
The sampling time affects the dynamic properties of the visual feedback system 
essentially. A performance metric for fixation tasks is defined in Section 4 and the 
controller designed accordingly (Section 5). Applying this controller the relation 
between maximum pixel error and latency is derived (Section 6). By including the 
relationship between window size and processing time, the different system designs 
are then compared in order to find the optimal architecture (Section 7). Sofar the 
mechanism was dynamically considered as a simple unit delay. The effect of treating 
the dynamics of the controlled mechanism as a second order system is investigated in 
Section 8. The paper closes with a conclusion and further perspectives in Section 9. 



2. Visual Feedback System 

The goal of fixation is to keep the target in the center of the image plane. As the target 
motion x, is not directly measurable it has to be treated as a non-measurable 
disturbance input [5]. In fixation tasks just 2-DOfQof the mechanism have to be 
controlled. In his thesis [4] Corke realized fixation by turning the wrist axis of a Puma 
robot. Fixation can also be achieved by simply mounting a camera on a commercially 
available pan/tilt unit and then directing gaze at the object of interest. In either case the 
rotation of the two axes can be decouplecQ a deviation of the image plane location of 
the target from the image plane center in x-direction causes the horizontal gaze 
direction to be adapted (pan), whereas an error in y-direction requires the second 
rotational axis to be turned (tilt). Therefore we will further examine just the 1-DOF 
visual feedback control and expand the results obtained to the 2-DOF fixation task. 
Fig. 1 shows the block diagram of the 1-DOF fixation control. 

The controlled variable is the image plane pixel error /K which should approach 
zero. The blocks marked by V(z), C(z), and R(z) constitute the discrete transfer 
functions of the vision system, the feedback controller, and the mechanism (robot or 
pan/tilt unit), respectively. As the vision system V(z) provides a position error AX 
which is transformed to a velocity demand x^ by the controller C(z), an integrator 
must generate a position setpoint x^ for the control of the axis. This integration is 



' DOF: degree(s) of freedom. 

^ Provided that the target is fixated in the center of the image plane. Otherwise second order 
terms will slightly affect the idealization of decoupling. 
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performed in Cartesian space where Cartesian velocity is integrated and the 
corresponding joint position is obtained by inverse kinematics. 




mechanism (robot, pan/tilt) 



Fig. 1. Detailed block diagram of the 1-DOF control. 

The servo unit of the mechanism is ideally treated as a unit delay. This is justified 
by the assumption that the underlying position loop has a higher sampling rate than the 
vision system and therefore an interpolation of the position setpoint is possible. 
Assuming, e.g., that the servo rate of the mechanism is 10 times the sampling rate of 
the discrete control system depicted in Fig. 1, the servo controller linearly interpolates 
between successive position setpoints tenfold. Under the assumption that the 
interpolated motion requests remain within the velocity and acceleration limits of the 
axis, the servo will reach the position setpoint within one sampling interval and may 
thus be modeled as pure unit delay. Corke showed [5] that this simplification is 
appropriate and gives good results. One further unit delay represents the time needed 
for the integration, inverse kinematics, and eventual transfer times inherent in the 
feedback loop of the vision-based control system. These additional delays are 
combined in the block ’inverse kinematics’ of Fig. 1. When assigning these further 
delays to the mechanism, it results in a latency of the mechanism of two unit delays. 

Generally speaking, the vision system introduces n unit delays, one for acquiring 
the image and the other n-1 for processing the data. Thus the transfer function of the 
vision system is 

V{z)=’^ ( 1 ) 

z 

where constitutes the gain which relates the target pose to an image plane 
displacement. This gain describes the projection rule from 3D-space onto the image 
plane including the inter pixel scaling factor of the camera array. 

The resulting closed-loop transfer function of the image plane error as a reaction to 
the target motion can be written as 

F (--i ^ 1) 

rUz i)+K c{z)' 



( 2 ) 
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The transfer behavior stated in eq. (2) will be the basis for the subsequent 
performance investigation of visual fixation control. The main objective is tracking an 
object, referred to as pursuit or pursuing, ideally assuming that the target is initially 
identified in the center of the image and then fixated. The case of turning the camera 
in order to compensate for any deviation from the center of the image at the beginning 
of the fixation process (saccading) is not taken into account here. 



3. Comparison of Different Vision Strategies 



To be able to compare different system configurations with each other, the resulting 
differences regarding the sampling time T of the discrete control system of Fig. 1 must 
be investigated. The four different configurations which will be considered are 
parallel, serial, pipeline processing, and processing vision data on-the-fly as, for 
example, [4] did. Fig. 2 shows the four cases pointing out image acquisition time 
and image processing time 
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Fig. 2. On-the-fly, parallel, serial, and pipeline processing system. 
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In each case arises a corresponding sampling time T of the discrete control system. 
Apart from processing data on-the-fly, where processing time is defined to last as long 
as the image acquisition takes, in Fig. 2 processing time is assumed to he twice as long 
as acquisition time. For the latter three cases this results in a latency introduced by the 
vision system of three times the acquisition time. The arrows mark the time instant 
when the processed data is available for further use, e.g., for placing a window of 
defined size within the entire image depending on the computed feature location. 



4. Performance Metrics 

Performance metrics often applied to dynamic control design are, for example, settling 
time or overshoot of unit step responses. In case of fixation control, a more 
appropriate metric to evaluate the performance of following a target is to consider a 
ramp input, i.e., a constant velocity motion profile of the target. The rationale can be 
easily understood when the initial moment of target identification and fixation is taken 
into account: assuming the target to move with constant velocity, at the first time 
instant the motion of the target is interpreted by the vision system as an instantaneous 
change in velocity, i.e., a corresponding amount of acceleration (see Fig. 3). Stated 
more generally, at each sampling step a change in target velocity stands for a 
corresponding acceleration of the target which has to be tracked. In order not to loose 
the target within the window observed, the critical issue for fixation behavior is 
therefore the maximum deviation from the center of the image as a reaction to such a 
change in velocity. Therefore the maximum pixel error is a measure for target 
acceleration. When using limited window size so as to reduce processing time and 
thus vision system latency, this pixel error directly defines the lower limit for the 
window size necessary not to loose the target. 

Another requirement is to avoid strong oscillations when following the target. 
Therefore it is appropriate to minimize the mean pixel error within a given time 
interval. One way for such an optimization is to consider the RMsQpixel error rj over 
the time interval [t^, tj, that is 

'"( Xfdt 

ii 



which constitutes a second order optimization. The higher the order of the 
performance criteria is, the smaller will be the maximum deviation at the cost of larger 
oscillations during the transient process. Although we are aiming at a maximum 
overshoot being as small as possible, a first order optimization, i.e., the 




* RMS: random least square. 
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absolute value of the mean deviation over a given time interval, 

I X| dt 



seems to be more appropriate. The main advantage of the latter metric is the much 
smoother oscillation behavior than resulting from that one given by eq. (3). Therefore 
we choose to design the controller with respect to the mean performance metric given 
by eq. (4). 

Fig. 3 shows the difference between these two performance metrics when reacting 
to a ramp input signal x^, that is, a constant velocity of the target, which is taken as 
input to the visual feedback system depicted in Fig. 1 . The image plane pixel error ZK 
shall approach zero as soon as possible. The controllers applied are designed 
according to the considerations which will be made in the subsequent Section 5. These 
controllers are tuned in a way so as to optimize the dynamic response curves with 
respect to the corresponding performance metric. 

The latency introduced by the mechanism itself is assumed as 2 unit delays (see 
Fig. 1), i.e., 40ms for a sampling time of 20ms. The vision system is assumed to 
introduce 2 unit delays, one for acquiring and one for processing the image. 




Fig. 3. Dynamic response to a ramp input depending on performance metric 
for controller design. Vision system: V(z)=700/z ■ 

One can clearly observe that the system optimized with respect to the RMS 
performance metric given in eq. (3) shows less overshoot, that is, a smaller maximum 
pixel error in the image plane. However, this is reached at the cost of stronger 
oscillations as already theoretically stated before. 
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5. Controller Design 

In Section 4 we have derived a performance metric appropriate for our task of 
dynamic performance investigation in visual fixation tasks. Now this metric will be 
used to find the optimal controller for the visual feedback system which has been 
derived in Section 2. 

In Section 5.1 we will first choose an appropriate control structure for the 1-DOF 
control circuit depicted in Fig. 1. With respect to the performance metric selected, this 
controller will then be optimized for different latencies in the visual feedback system 
in Section 5.2. 



5.1. Theoretical Considerations 

A constant velocity motion profile of the target was defined for the evaluation of 
dynamic performance of visual fixation control systems. In order to provide a ramp 
following behavior without any steady-state error, a double integrator in the open-loop 
transfer function is necessary, referred to as a Type 2 system in classical control 
theory. This can be accomplished by adding open-loop integrators to the consisting 
controlled system. Since the visually controlled system consists of just one integrator 
one further integrator has to be added for the steady-state tracking error of zero. This 
can be achieved by a classical PID-controller with the discrete transfer function 

C{z) = K + k,^ + k^^ (5) 

z I zT 



z^{^kpT + k,T^ + kp^ z[kpT + 2kp,) + 
z(z l)T 



( 6 ) 



where kp, k,, and are the proportional, integral and derivative gains respectively 
and T is the sampling time. The two compensator zeros can be chosen according to the 
dynamic behavior desired. Applying this PID-controller, the closed-loop transfer 
function of the vision-based control task depicted in Fig. 1 can be written now as 

]7 {A = = ^(z) ^ K Z (z 1)" 

\ + F,{z) (z If + kp k, [z z.) (z z,)- 



kp is the compensator gain, that is. 



^ kp T + kj T + kpp 



( 8 ) 



and z, and Z 2 constitute the compensator zeros which can be chosen freely within 
certain limits. 

Another way to obtain a Type 2 system would be the addition of one simple open- 
loop integrator. This method fails because of the inherent tendency of a double 




Optimal Image Processing Architecture for Active Vision Systems 339 



integrator to become unstable without any further compensation. The application of 
more sophisticated controllers such as Smith’s predictor or state feedback controllers 
with integral action for arbitrary pole placement is also possible. These techniques are 
thoroughly investigated in [4] for their application in visual feedback systems. 



5.2. Parameter Optimization 

The optimal free parameters of a PID-controller, i.e., the compensator gain and the 
zeros, are investigated now for different latencies in the control loop. The controller 
design is carried out with the aid of the root-locus method by Evans. The problem with 
a double integrator in the open-loop transfer function is the inherent tendency to 
become unstable. On the other hand this double integrator is necessary for ramp 
following behavior with a steady-state error to become zero. Directly applying the 
root-locus method in the discrete-time domain, the two zeros of the PID-compensator 
can be used to bend the root locus inside the unit circle which corresponds to the 
stability of the closed-loop system. A proper selection of the open-loop gain then 
yields the optimality of the closed-loop system with respect to the performance metric 
of eq. (4). To demonstrate the optimization process for a given vision system 
V(z)=kyz\ Fig. 4 shows the resulting root-locus arms for different combinations of the 
two controller zeros. 




Fig. 4. Root-locus plot of the fixation control; vision system 'V{z)=k^z\ 
mechanism: 2 unit delays; PID-controller: z,=0.53, 0.63 . Z2=0.76, 0.86 , 0.96. 

The stars and the circles mark the poles and the zeros of the open-loop transfer 
function, respectively. The crosses indicate the optimal open-loop gain kQ = ky k^. for 
this setup. The transient disturbance behavior of the closed-loop system using this 
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optimized controller has been shown in Fig. 3. In contrast to the work in [5] the 
controller is designed to obtain a closed-loop system without a dominant pole pair. 
This yields a better maximum dynamic performance, that is, a smaller maximum pixel 
error at the expense of small oscillations. 



6. Image Plane Error vs. Latency 

Now we want to derive an optimality criterion for the dynamic performance as a 
reaction to a given latency in the visual feedback loop. Therefore it is necessary to find 
a mathematic relation between latency and measured (optimal) image plane error. 

Two different approximations have been investigated: 

• The first approximation is based on the assumption that a P-controlled system 
leads to the same dynamic behavior, i.e., maximum image plane error /K as 
reaction to a ramp input, as the PID-controlled system, provided that the damping 
factors D of both systems are the same. The difference between a P- and a PID- 
controlled system is that when using a P-controller there remains a steady-state 
error. The image plane pixel error ZK) is a result of the steady-state error and the 
amount of overshoot of a P-controlled system and can be written as 

D 

X, = k ky T — 1 + e =k ky T c,- (9) 

kc 

where k^ is the gain of the P-controller, D is the damping factor, k is the rising 
factor of the ramp, T is the sampling time, and ky is the gain of the vision system. 

• Another approximation results from the measured ramp response curves and is 
given by 

X„ = k ky T {lat^^^^ + C laty.,) = k ky T C,,; (10) 

where and laty.^ are the latencies of the mechanism and the vision system, 

respectively, denoted as multiples of the sampling time T. The constant factor C is 
ideally 1 for a controller which is able to instantaneously react to an error without any 
overshoot in the transient response. The measurements show that a very good 
approximation is obtained for the constant C=!^ when using the optimal PID-controller 
selected in Section 5. 

Both approximations have in common that the image plane error grows linearly 
with the rising factor k of the ramp, i.e., the velocity of the target, and with the 
sampling time T. The terms C, and C„ denote the dependence on latency in the visual 
control loop. But these two approximations differ in the boundary conditions: 

If there exists one dominant closed-loop pole pair the first approximation is well 
suited (Fig. 5). When using this approximation for the estimation of the dynamic 
behavior, it has to be guaranteed that this assumption is met. If there does not exist one 
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dominant pole pair the second approximation with the constant C=Vg is very precise 
(Fig. 6). In case of one dominant pole pair this approximation fits well when the factor 
C is changed to 'Vg. This means that maximum /K is larger, too (see eq. (4)). The two 
different approximations are depicted in Figs. 5 and 6, where the measured and the 
approximated /IX are shown for varying latency in the control loop. 




Fig. 5. Measured and calculated image plane error for a system 
with one dominant pole pair; k^=700, C='V„. 




Fig. 6. Measured and approximated image plane error for a system 
without dominant poles; k^=700, C=/^. 
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The controller applied in Fig. 5 yields one dominant pole pair of the closed-loop 
system. Therefore approximation 1 yields better results than approximation 2. The 
results for the case with no dominant pole pair are depicted in Fig. 6. Here 
approximation 2 is very exact, whereas approximation 1 yields large deviations from 
the real values. By comparing the measured curves (solid lines) in Figs. 5 and 6, we 
observe that the image plane error is much smaller for a controller which yields a 
closed-loop system without a dominant pole pair. We therefore select the optimal 
controller for the control system which yields no dominant pole pair and the 
approximation 2 of eq. (10) to calculate maximum pixel error. 



7. Optimal System Architecture 



In the last section the maximum pixel error was investigated as a function of latency. 
The pixel error was calculated for a given latency and the rising factor of the ramp, 
that is the velocity of the target. Now we relate dynamic performance to a given 
latency in the visual control loop. The question we want to answer is: What is the 
maximum target velocity which can be tracked for a given window size? Remember 
that window size determines processing time and thus latency of the vision system. 

An estimate valid for processing time t of common tracking techniques [16] states, 
that t is proportional to the number of pixels within the window. For a window size 
with the side length 2r processing time t^ is given by 

( 11 ) 



where D describes the time necessary to evaluate one pixel. The goal is now to 
derive a relation between tracking velocity and processing time. For this purpose we 
transform the approximation of the maximum image plane error of eq. (10), 



k ky 



X„ 



T C„ 



( 12 ) 



which shows tracking velocity k ky in units of pixels per second as a function of 
both the maximum image plane error and the latency of the visual feedback 
system denoted by C„. By transforming identity (11) and substituting r for ZK), in eq. 

(12) , further by substituting the values of C„ for the corresponding system 
configuration we obtain tracking velocity as a function of processing time t . Together 
with the image acquisition time t^, t^ determines the latency of the vision system. Eqs. 

(13) to (15) show the results for the pipeline, parallel and serial system configurations. 



V 


^ 1 


2. 


^^pix ^‘^^Mech ^ac ^ 1 


[f^x+tp) 



( 13 ) 
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^ I 

2 tp + C (f„c + fp) 

_ ^[^ 1 

2 ^a^Mech (fac+fp)+<2 [Kc + ^p] 



(14) 



( 15 ) 



A special case is processing vision data on-the-fly, where processing time equals 
acquisition time and image processing is executed during image acquisition. This 
processing strategy can be attributed to each of the aforementioned cases by just 
setting processing time to zero (see Fig. 2). To compare this strategy to the other 
ones, window size must be computed from eq. (11) according to the given processing 
time. The latter results directly from the constant D which constitutes the time 
required to evaluate one pixel. Further keeping in mind that vision system latency is 
just one unit delay, together with the resulting factor C„ the tracking velocity for the 
on-the-fly (OTF) processing strategy can be concluded. 



which is twice as large as the tracking velocity of the serial case if processing time 
equals acquisition time, 

Fig. 7 shows tracking velocity as a function of processing time in all four cases. 
The image acquisition time is 20ms and the entire latency of the mechanism is 
assumed to be two unit delays as derived in Section 2. 




Fig. 7. Tracking performance vs. processing time. 
t =20ms, lat^ =2; k=700, D . =10"s. 

ac ’ Meek ’V ’ pix 
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When assuming the ideal case that all transfer times and trajectory computation 
times can be neglected (block ’inverse kinematics’ in Fig. 1), the mechanism 
introduces only one unit delay. The effects on the dynamic performance are depicted 
in Fig. 8. 




Fig. 8. Tracking performance vs. processing time. 
t =20ms, lat^ =1\ k=700, D . =10"s. 

Obviously the velocity here is higher than in Fig. 7, since the overall latency is 
smaller. Figs. 7 and 8 are examples of system configurations. Many similar systems 
can be realized depending on their mechanism and vision latencies. Concerning the 
various configurations we can always observe the following: 

Processing vision data on-the-fly gives the best results. But it is limited to very 
simple processing algorithms such as threshold operations with subsequent gravity 
computation. The performance is twice as high as for serial processing which can be 
easily derived from eqs. (15) and (16) or Fig. 2. The sampling time T of the control 
circuit in a pipelining system equals the time required for taking one image, 
whereas in a parallel or serial system sampling time is a function of the processing 
time or of acquisition and processing time, respectively. This leads to a completely 
different dynamic behavior. Although vision latency in a pipeline system is very high, 
the vision data is available each sampling instant, thus providing an image plane pixel 
error signal to the PID-controller with a high sampling rate. As a consequence the 
system is able to react much earlier to an image plane error than comparable parallel 
or even serial processing systems. In the latter two cases the performance is reduced 
by the lower sampling rate due to processing of the image. These effects are the 
reason for the different curves of tracking velocities shown in Figs. 7 and 8. If 
processing time equals acquisition time, i.e., t^=t^=20ms, or t is becoming even 
smaller, the parallel case coincides with the pipeline case (see also Fig. 2). For very 
large processing times the performance of the parallel system comes close to the serial 
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case. This is due to the fact that processing time is rather large in relation to 
acquisition time. 

As demonstrated in Figs. 7 and 8, the maximum tracking velocity is obtained for 
the pipeline structure. After the differentiation of eq. (13) with respect to t we obtain 
the maximum of tracking velocity when 



t , = t 

p.opt ai 



c 



(17) 



which can be verified in Figs. 7 and 8. It shows that best dynamic performance 
expressed as maximum tracking velocity is obtained when using a pipeline structure 
with this processing time. 

The optimal tracking velocity for both the serial and the parallel processing strategy 
is obtained when processing time equals acquisition time, that is, t =t^. In the serial 
case this result can be computed directly from eq. (15) as in the pipelining case, 
whereas for the parallel configuration the resulting optimum of eq. (14) would appear 
for a processing time which is smaller than the acquisition time. As new data being 
processed is dependent on the repetition rate of taking new pictures, the lower limit for 
the sampling time T is defined by the image acquisition time . 



8. Mechanism Treated as PT^-System 



Sofar, all the investigations make the assumption that the dynamic behavior of the 
mechanism can be regarded as a simple unit delay (see Fig. 1). If an interpolation of 
the setpoint (see Section 2) cannot be realized the real dynamics of the servo unit to be 
controlled have to be considered. Normally, the dynamics of a closed-loop control 
system can be approximated by a second order system (PT^-system). 

In order to introduce the effects of the transient response of such a system into the 
investigation of dynamic performance of fixation tasks, we have to adapt the identity 
of eq. (10) which relates the maximum image plane error to the latency in the visual 
feedback loop. The latency of the mechanism, ,will be divided now into one unit 
delay, and another delay, is still arising from computation and transfer 

times whereas the other delay is coming from the transient response of the servo unit 
treated as PT^-element. It seems obvious to consider the output of the servo unit after 
one sampling period, that is, the value of step response h(t)\^^^ for further 
investigation. The approximation of the image plane error given in eq. (10) can be 
adapted now to 

Xji = k ky T + (2 /!(t)|,=7-) + — ■ (18) 

o 

Proceeding as in Section 7, we observe very similar results as obtained when 
treating the mechanism as a unit delay. The only difference is that the performance 
curves of all vision strategies are slightly shifted and distorted according to the 
dynamics of the PT^-system given. Pipeline processing leads again to the best dynamic 
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performance of all visual processing configurations, with the point of maximum 
tracking velocity computed as 

_ ^^hnvKin'^i^ 

^p.opt ~ Kc ■ (ly) 

The deduction of the effects of dynamically treating the mechanism as a second 
order system is based on the assumption that the required actuating variable calculated 
by the underlying axis controller never exceeds the limit given by the power supply 
unit. If this requirement is not met the axis of the controlled mechanism will have to 
be modeled exactly by also considering a power limit of the actuating variable. 



9. Conclusion and Perspectives 

The main objective of this work has been to find the optimal system layout for visual 
fixation control systems. First we have discussed a method of optimal controller 
design using a performance metric. An RMS optimization has been applied, as well as 
a simple optimization of the absolute value of the control deviation, that is, the 
fixation error when tracking a target moving with constant velocity. The maximum 
tracking velocity has been proven to be definitely related to the overall latency of the 
visual feedback system. The relationship found has been used to derive the optimal 
processing architecture for visual fixation tasks. Among all configurations 
investigated, the pipeline configuration has yielded the best tracking performance, that 
is, the highest target velocity which can be tracked. Not only the optimal processing 
strategy but also the point of optimal performance has been determined. 

When building visual fixation systems researches should follow the guidelines 
given in this work concerning the optimal processing strategy in order to obtain best 
system performance: 

i' Pipeline processing gives best performance 

^ A certain number of pipeline steps gives optimal performance: processing 
time fixes the window size in which the target is searched for at each cycle. 

^ This optimum is independent of processing power: higher computing power 
increases window size and thus performance. 

^ Optimal system architecture is fixed: adding computer power for image 

processing increases the performance without changing the optimal architecture. 

The procedure of the performance evaluation proposed is completely independent 
of the controller applied, as well as of the performance metric defined. In other words, 
any arbitrary more or less sophisticated controller can be designed without changing 
the results obtained regarding the optimal visual processing strategy. The same applies 
to the use of different performance metrics. 

As future extension of this work, mainly one further issue needs to be tackled. 
Sofar, just the visual fixation tasks has been considered. The results obtained with 
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respect to the optimal processing strategy have already been adapted theoretically to 
the general visual servoing problem in a straight forward fashion. The practical 
evaluation of the performance of visual servoing will be carried out in the near future. 
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Abstract. In this paper we propose a system architecture which is hard- 
ware/software reconfigurable, modular, and intended to be a generic approach to 
partitioning reactive visual algorithms for implementation on high-performance 
multiprocessing systems integrated in robotic environments. We present a con- 
figurable and flexible parallel perception system that provides a platform for de- 
veloping applications which allows for experimenting with real-time computer- 
vision algorithms. An automatic target recognition application using our recon- 
figurable architecture have been implemented successfully. The paper describes 
how this reactive application is implemented in a pair of boards based on differ- 
ent technology: a reconfigurable board and a general purpose Pentium board. 



1 Introduction 

A challenge in the development of reactive vision systems where the same processing 
is not carried out at any time is to incorporate an optimized technology solution while 
achieving the highest performance/cost relation. Different technologies have been 
applied to reactive systems with high demands of processing. These technologies can 
be grouped in: (a) function specific, (b) programmable, and (c) configurable comput- 
ing. 

The first offers high silicon efficiency with low flexibility and achieves high per- 
formance as for example custom VLSI chips or specialized structure modules [14]. 
Custom pipelined hardware systems implement several fixed processes which, once 
set up for a particular algorithm, do not allow any change in architecture or connec- 
tivity to be made ([8], [11]). These systems usually are very rigid and it is difficult to 
implement any change in their activity. VLSI solutions may be efficient but are costly 
and require highly skilled developers in hardware systems. 

The programmable technology has high flexibility with low silicon efficiency. It is 
characterized by its low performance so applications are based on software develop- 
ment, as for instance when used general purpose processors or Digital Signal Proces- 
sors (DSPs) ([2], [14]). 
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Many developers of computer-vision applications program multiprocessor systems 
to achieve high throughput and efficient multiprocessor execution. This technology is 
less costly when a high level language is exclusively used but reactive response is 
difficult to achieve for many algorithms. There are several reasons why a multiproces- 
sor system may not achieve required performance on a given application ([16], [1], 
[ 2 ]): 

Mismatch between the parallelism in the algorithm and the multiprocessor archi- 
tecture. 

Synchronization bottleneck when processors must wait for results from other 
processors. 

Resource contention when two or more processors need to simultaneously use the 
same functional resource. 

Clock skew and clock distribution limit the expandability of the system. 

High performance can only be achieved by laborious manual optimization of the 
code. 

Configurable computing systems combine reconfigurable hardware like, for in- 
stance, Field Programmable Gate Arrays (FPGAs) or Complex Programmable Logic 
Devices (PLDs), in conjunction with general purpose programmable processors to 
capitalize on the strengths of hardware and software. Reconfigurable devices achieve 
high performance by using massive fine-grain parallelism, fast static communication, 
and high throughput, and can be configured to user specification. Configurable com- 
puting technology includes hardware description languages (for instance VHDL, 
Verilog, etc.), hardware synthesis tools, and software development tools. These soft- 
ware facilities allow hardware to be configured [3]. Thanks to these advances, some 
developments previously made on custom VLSI chips have been efficiently developed 
by using the flexible reconfigurable technology [10]. 

However, computing models need to be refined into reusable frameworks. Thus far, 
the abstraction generally exists in the developer’ s mind and is implemented through ad 
hoc mechanisms based on local experience and available technology [12]. This could 
be one of the reasons why configurable technology is costly. So, efficient application 
development frameworks must be created that allow the developer to quickly and 
clearly describes the desired organization, function and performance constrains. 

Fig. 1 illustrates qualitatively the relationship between performance and flexibility 
of all mentioned technologies. This model allows a wide range of design choices and 
one of our research goals is to determine the best resource allocation for active com- 
puter-vision applications. 

This paper provides an architectural model for reactive computer-vision systems 
which is based on taking a technological choice which accommodates best to applica- 
tion constrains and moreover, tries to achieve the best performance/cost ratio. Our 
solution is based on partitioning a „Technological Computer-Vision Space“ which is 
depicted in fig. 2. 

The Technological Computer-Vision Space is a general framework for qualitatively 
depicting the interaction between temporal constrains and functional operations of 
computer-vision systems in correspondence with possible technological choices used 
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in the implementation as mentioned above. Temporal constrain for real-time applica- 
tions determines the time for performing an algorithmic operation. These constrains 
may be classified into: pixel clock, blank interval, image period, and some frames. 

PERFORMANCE 




Fig. 1. Performance vs. Flexibility in technologies used by computer-vision systems. 

Functional operations are grouped into three levels of algorithmic complexity: low, 
intermediate, and high. Each operation could be implemented using exclusively either 
hardware or software. Real-time low-level algorithms are characterized by processing 
raw input images in order to extract primitive features. These algorithms are easily 
parallelized because most of the pixel operations are very regular and can be per- 
formed using image data in the neighborhood of the pixels. Another main feature is 
that the image after processing has the same array structure as the input image. Low- 
level tasks are better adapted to pipeline hardware organization than software proce- 
dures [10]. However, this hardware solution imposes an additional system cost which 
is the result of designing and integrating various methods and recourses to configure 
all the system. 

Intermediate-level algorithms groups low-level features into a hierarchy of in- 
creasingly complex and more abstract descriptions. High-level algorithms interpret the 
intermediate-level descriptions for finding semantic attributes of an image. Both types 
of algorithms are not regular and are very different from one application to another 
[16]. Software solutions on Multiple Instruction Multiple Data (MIMD) architectures 
seems to be adopted extensively. They have also a high cost and do not offer the per- 
formance levels demanded by interactive or real-time modes of execution. Larger 
parallel systems do not automatically yield higher speed ups for vision applications as 
they do for many of the scientific applications. High processor efficiency for the ir- 
regular vision tasks is difficult to achieve and some hardware solution could be 
adopted. 

We propose here an architectural model of computer-vision systems which is in- 
tended to be a generic approach to partitioning algorithms for parallel implementation 
on high-performance multiprocessing platforms integrated in robotic environments. 
The next section describes this reconfigurable architecture. Section 3 gives a descrip- 
tion of the algorithmic operators which are finer-grained representations of the parallel 
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processing. In section 4, it is shown how the architectural model is applied to an auto- 
matic target recognition application, and finally some concluding remarks are pro- 
vided. 



IMPLEMENTATION 

TECHNOLOGY 




Fig. 2. The Technological Computer-Vision Space. 



2 Reconfigurable Architectural Model 

We have developed a systematic approach to solving the algorithm partitioning prob- 
lem for many computer-vision algorithms. Our architectural solution aims at exploit- 
ing the flexibility provided by configurable computing and for overcoming the diffi- 
culties of using some parallel systems as described in previous section. This architec- 
ture is based on the following principles: 

The visual processing can be partitioned into three levels of algorithmic com- 
plexity: Low level, Intermediate level, and High level. This is done with the aim 
of technological mapping the application algorithm onto the Technological Com- 
puter Vision Space. 

System structure is hardware/software configured by the algorithm with purpose 
of reducing software overhead. This inefficient code could be generated by stan- 
dard compilers in data intensive applications such as those belonging to the com- 
puter-vision domain. 
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Low level and some intermediate level algorithms are executed by optimized 
operators that are synthesized onto reconfigurable hardware (CPLD or FPGA). 
This strategy implements parallelism using concurrence and pipelining. 
Algorithms with higher algorithmic complexity can be executed by using special 
processors like DSPs or general purpose processors and applying block process- 
ing by data partitioning as described in [1]. 

The characteristics of the reconfigurable model are shown in fig. 3 and described as 
follows: 

Input images are provided by frame grabbers for the low level layer. 

Each layer is characterized by interconnection of algorithmic operators which are 
described in the next section. 

Algorithmic operators are optimized to: (a) carry out an algorithmic step of the 
perception application and, (b) meet the required response time. Operators are de- 
scribed in an algorithmic fashion and represented using a high level language 
(C-H-, VHDL, etc.). They are grouped into a software library which is the basis of 
the algorithm partitioning strategy used to decompose the application into a se- 
quence of simple operations. Each operator can be synthesized onto hardware or a 
software procedure. Intermediate results necessary for processing assigned to 
other operators need to be communicated to other processors. A communication 
module within every operator is responsible for this task. 




Fig. 3. The reconfigurable architectural model of a computer-vision system. 



There are two different communication protocols between layers and the host. 
The first one allows the results of processing assigned to each layer to be stored 
in a shared memory which can be accessed by two adjacent layers. The second 
protocol allows data to be distributed among layers and host. 
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The host is responsible for controlling the peripherals attached to the robotic 
system. 

Block Data Parallel Architecture (BDPA) represents a flexible and high- 
performance approach to parallel processing used in many digital signal and image 
processing algorithms [1]. Our reconfigurable architectural model may integrate the 
BDPA as an algorithmic operator in the low level because BDPA consists of one input 
module that serves as a buffer, an interconnected array of processors which provides 
the computational power, and one output module that collect results from the array. 
Our approach tries to be more general than BDPA extending the partitioning to other 
algorithmic levels. 

As other approaches, our architecture exposes the hardware low-level details to the 
software which determines the best resource allocation for each approach [15]. How- 
ever, the reconfigurable architecture is better suited to computer-vision applications 
because hardware is divided into different levels of algorithmic complexity. This may 
allow the performance/cost relation to be improved. 



3. Algorithmic Operators 

Each architectural level is composed of a multi-operator system which is implemented 
using a technological choice that provides the needed performance for running at the 
demanded rate. We use the term Algorithmic Operator to denote a set of blocks where 
all the computations assigned to an algorithmic process are performed. Each operator 
is characterized by producing whatever result corresponding to its assigned algo- 
rithmic process at a constrained execution time. So, we can associate functional op- 
eration with temporal constrain within the Technological Computer- Vision Space 
during a first step in the synthesis process of the architecture (see fig.2). This form of 
association depending on application is a fundamental part of the reconfigurability 
principle on which our architecture is based. 

The structure of each algorithmic operator evolved from our research on developing 
computer- vision architectural models [7]. Previously, we proposed an architecture 
called DIPS A for implementing real-time image processing algorithms [6], and low 
level algorithmic operators are extensions of this model to accommodate to configur- 
able computing technology. Furthermore, we have experienced that this model can be 
applied to algorithms of higher complexity. Each algorithmic operator is composed of 
(see fig.4): 

Processing Network. This corresponds to the data path of the algorithmic operator 
which in turn is composed of a set of processing elements designed and optimized 
in advance. These elements are parameterized, so their structures are dimensioned 
in the synthesis process. The processing elements has no control, so the process- 
ing network is locally controlled by the control unit. A simple interconnection 
network with point-to-point connection is sufficient. 

Control Unit (C.U.). This module provides the necessary resources for scheduling 
operations executed in the processing network and the communication port. The 
control unit is configured by a control program which is described as a finite state 
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machine using a high level language: VHDL for a reconfigurable platform, and 
C++ for general-purpose processors. This module can manage the configuration 
process of the processing network by initialising the modules stored in the library 
of models. The configuration process is depicted in fig. 4 by dashed lines. 

Input and Output Memories. Modules used whenever it is necessary to store input 
data to the processing network and intermediate or final results are needed to be 
stored. For instance, to be read by the host when the specific real-time processing 
has finished, or to execute an algorithm that needs another input data format. 




Fig. 4. Structure of an algorithmic operator. 

Library of Models (Lib). These parameterized models are described in a high 
level language (C++, VHDL, etc) and are necessary when the processing network 
is set up. This set up process can be both, static before real-time processing or 
dynamic during run time. 

Control Program (C.P.). Set of orders needed for the control unit. The specifica- 
tions of these orders is done during the system set-up phase. 

Communication Port (Com.P.). This module allows data and commands to be 
exchanged asynchronously among algorithmic operators and host. 



4. Application to Automatic Target Recognition 

Automated target recognition (ATR) is a computer-vision application area where 
reconfigurable platforms can provide high level of performance [7]. This section de- 
scribes a hardware/software mapping experiment using the reconfigurable architec- 
tural model of vision system described above. A systolic implementation of an ATR 
algorithm is mapped onto a reconfigurable platform from Altera called RIPPIO and a 
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Pentium-based system. The configurable computing board operation is synchronized 
with other computer-vision system components by software. 

The ATR algorithm uses a matching-based technique where an image pattern is 
detected by its chromatic features as described in [4] and [5]. This pattern is tracked 
using the coordinates of the corresponding image segment center. 

We are based on the assumption that objects are characterized by homogeneous 
colors. So, given a N x M color digital image provided by the frame grabber, the ATR 
algorithm has the following steps: 

1. Chromatic coordinates of pixels are transformed from R-G-B to 12-13 [13]. 

2. Detection of pixels with coordinates 12 and 13 in a specific range. 

3. X and Y coordinates and the number of pixels (NCOLOR) with detected color are 
added. 

4. The center of mass is obtained. The sums of X and Y are divided by NCOLOR. 

5. Object movement detection by sensing any change in the coordinates of the center 
of masses. 

6. Camera movement control. Direction and velocity of the pan and tilt camera 
movements are transmitted through the RS-232 serial interface. 

Table 1 shows the results of the temporal analysis applied to each algorithm step. 
Temporal constrains of the operations and the RISC-like instructions [9] needed to 
execute them generate a performance demand as a function of Millions of Instructions 
executed Per Second (MIPS). 

After analyzing the ATR algorithm we proceed with its implementation by using a 
computer- vision development system which is shown in fig. 5. It contains the above 
mentioned reconfigurable board from Altera called RIPPIO with 100.000 gates and 2 
MB of SRAM, a Pentium-based personal computer, a color frame grabber from Im- 
aging Technology, and a color video camera with pan and tilt movement control by a 
serial link from Sony. The frame grabber, the reconfigurable board and the Pentium- 
board are interconnected through the ISA bus. 



Table 1. Analysis of the computational performance required by the real-time ATR algorithm. 



Algo- 
rithm Step 


Temporal constrain 


Instructions 


Required 

performance 


1 


Pixel clock (66,7 ns.) 


2 SUB, 1 ADD, 1 SHR 


60 MIPS 


2 


Pixel clock (66,7 ns.) 


1 LD 


15 MIPS 


3 


Pixel clock (66,7 ns.) 


3 ADD 


45 MIPS 


4 


Blank period (4 ps.) 


1 DIV 


3 MIPS 


5 


Image period (40 ms.) 


2 IN, 2 ADD, 2 MUL, 
2 SUB, 1 ABS, 1 SLT 


2475 IPS 


6 


Image period (40 ms.) 


4 DIV, 9 OUT 





Operations from 1 to 4 are executed by Altera’ s reconfigurable platform. The key 
to achieving an implementation with real-time performance using the reconfigurable 
platform is to carefully partition the design into modules. So, our reconfigurable ar- 




356 D. Benitez and J. Cabrera 



chitectural model is suited for this and other stream-based signal-processing applica- 
tions. The technique used has been to look at the chromatic features by pixel and sum 
up the spatial coordinates (X,Y) of the detected pixels. After the image has been proc- 
essed completely, the sum for X and Y are divided by the number of detected pixels 
(NCOLOR). 



In this implementation, each pixel processing is performed in parallel and the final 
division is carried out during the vertical synchronism interval. This application is 
actually running with 768 x 512 images at 50 Hz. of frame frequency and 15 MHz. of 
pixel frequency. 



Color 

display 



Computer 
’ monitor 



MOBILE 

CAMERA 




o 
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Fig. 5. Perception system. 
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Eig. 6 depicts the implementation results of the ATR algorithm using the reconfigu- 
rable architecture. As can be seen, it is needed two algorithmic operators (PI and P2). 
PI performs a linear chromatic transformation, from the R-G-B color system to 12-13 
(algorithm step 1) followed by a pixel codification in 256 chromatic classes (algorithm 
step 2). A chromatic code extends in a range within the bi-dimensional 12-13 space. A 
Look-Up-Table memory (LUT) stores these codes which are generated in a learning 
phase using a Radial Basis Eunction neural network [5]. In a previous set-up phase of 
the system, the codes are introduced in the LUT. A chromatic code is specified in the 
set-up phase of the application. In this way, the user can determine the color for target 
recognition and tracking. 
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Fig. 6. Implementation of the ATR application using the reconfigurable architecture. 

Following these steps, an arithmetic unit calculates the sum of X and Y coordinates 
coming from the LUT module with a chromatic code (algorithm step 3), and then, a 
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divisor calculates the centre of masses of the pixels (algorithm step 4). The centre of 
masses is stored in the output memory of PI. Finally, this value is transmitted to P2. 

P2 algorithmic operator reads the centre of masses from PI 25 times per second 
where object movement is detected (algorithm step 5). P2 sends commands to the host 
which in turn transmits commands to the mobile camera with new positions at the 
same frequency. In this way, the chromatic object is tracked (algorithm step 6). P2 is 
implemented by using the Pentium-based board of a personal computer. 

Fig. 7 shows the results of tracking a yellow pear using our reconfigurable percep- 
tion system which is depicted in fig. 5. After processing each image, the coordinates 
of the center of masses are calculated and then the object is overdrawn with a rectan- 
gle. 




t4 t5 



Fig. 7. Sequence of images acquired at different instants: tO, ...,t5. The scene contains a yellow 
pear which is tracked. This object is overdrawn with a rectangle. 
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Other computer-vision algorithms can be mapped onto our reconfigurable archi- 
tecture. For example, convolution algorithms like 2-D FIR filters require only one 
algorithmic operator and can be implemented in our reconfigurable platform. The 
input data stream comes from the frame grabber and is stored in the input memory 
which serves as a FIFO between the input device and the processing network. The 
specification of the convolution is used to configure the parallel processing network. 
Individual tasks are described by models grouped into the library of models. Results 
from processing are collected into the output memory. Finally, the communication 
port routes synchronously the output data flow out of the algorithmic operator to the 
host for displaying. 



5. Conclusions 

In this paper we focus on refining specialized architectures for synthesizing visual 
reactive applications in multi-platform computing systems. Experimental results show 
that the required performance for a computer-vision system may be obtained at a rea- 
sonable cost by adapting algorithms and hardware to each other. Our specialized re- 
configurable architecture tries to configure different technology-based boards to fulfill 
computing requirements measured in MIPS. This strategy has been proved to be feasi- 
ble by explaining how a real-time ATR application is implemented while using the 
reconfigurable architectural model. 

As result of our experience we can conclude that: 

A configurable FPGA/CPLD-based coprocessor presents a flexibility that enables 
different applications on the same board while ASIC design and configurable 
hardware development have nearly the same design difficulty. 

VHDL high level language was used for design capture and it permits the nar- 
rowing of the gap between software developer and hardware designer but it has 
been found that the low level abstraction used in configurable devices is still dif- 
ficult to work with. 

Commercial success of configurable computing systems applied to computer- 
vision applications could be based on a standard high level programming interface 
with programmable hardware maintaining performance. 

The architecture presented in this paper can be used as intermediate level between 
software and configurable hardware. 
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Abstract. In this paper a scalable architecture with a computer vision 
subsystem as an integrated part to achieve a fast and robust navigation 
for almost autonomous mobile systems in dynamic environments is pre- 
sented. The principal approach is not only using the robots’ mobile sensor 
systems but also some fixed external vision sensors to build the required 
environment models. The measurements of the mobile and external sen- 
sors are fused to improve the quality of the input data. This sensor fusion 
is done by an active dynamic environment model that also provides an 
optimised data layer for different path planning systems. To achieve the 
required system’s scalability a distributed approach is followed. Instead 
of using one big global environment model a distributed redundant en- 
vironment model is employed to allow easier local path planning and to 
reduce bottlenecks in data transmission. Thus the path planning system 
is split to a local path planner and a global planning system. 



1 Introduction 

Autonomous mobile systems are topic of intensive research projects. Many exi- 
sting prototypes proved that the principal approach of building mobile systems 
moving autonomously way in static, changing and really dynamic environments 
is not a dead end. But at a closer look to all the application fields where these 
machines could be used like transportation and guidance in airports, railway 
stations, hotels, malls, factories it can be found that there do not exist many 
industrial products that really work autonomous. In many factory environments 
with almost no human interaction or never changing transport ways there are 
guided vehicles that work stable in these environments but they are not flexible 
enough to work in dynamic environment like the ones mentioned above. The 
main problem of the state of the art autonomous mobile systems is that their 
local sensor systems are not able to acquire enough information about the sur- 
rounding environment in a time in which this information is valid. But this kind 
of information is needed to generate fast plans to guide the machines in dynamic 
environments where configurations change fast and plans are not valid for a long 
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time. There exist some machines that find their way to their destination by ex- 
ploring the changed environment. These methods are just effective for building 
maps of almost never changing environments. 

There are innumerable scientific approaches that try to cope with the specific 
problems of navigating mobile robots through known and unknown environment 
models. As representatives for these different approaches 0 for potential fields 
methods, |B| for stochastic planning, Pj for visibility graphs should be mentioned. 
All of these methods are using the entire global environment for planning and 
have therefore problems with large scale applications. Another disadvantage of 
this methodologies is that they do not use currently acquired sensor data. That 
means they just try to find a path in an environment without having information 
about the current environment configuration. 

As a representative for the set of local path planners working with sensor data 
IP is quoted. Mobile visual based navigation as well as laser scanner methods 
cope with current changes of environment configurations. Unfortunately they 
are not able to make useful decisions in a global sense because they do not have 
the required global configuration information. 

To solve the problem of navigating in dynamic environments a human be- 
haviour model is needed. A human acquires information about his environment 
with their biological sensor systems. This means classifying obstacles as static or 
dynamic, estimating their speed and direction of movement, maybe their desti- 
nation, but reducing the data just to an extent that is necessary for reaching the 
goal. In the next step they plan their way using all the gathered information as 
constraints and then they move, adapting their plan as long as possible. 

There do not exist yet any technical sensor systems that can compete with the 
biological examples, additionally there do not exist any sensor data processing 
methods as effective as the brain of living beings. However, our work will be 
oriented at the given example. This means it is tried to acquire just the required 
information about the environment with technical sensor systems. It is tried to 
estimate speed and direction of moving obstacles in a short interval of time in 
the future and search for a good (not optimal) path to the destination. 

A solution to this problem can possibly be provided by the use of global or 
so called external sensor systems that acquire additional information about the 
whole area in which the mobile system has to operate. 

The only existing work known to the authors that takes these ideas into 
account is the MONAMOVE system, developed until 1995 in Braunschweig, 
Germany. This navigation concept solves some of the mentioned problems (like 
to be seen in m.u and P) by using ceiling cameras to track mobile systems and 
obstacles. However the acquired information is just used to build statistics for 
stochastic path planning algorithms, not for dynamic navigation. Additionally, 
their system architecture is not scalable, because all the collected sensor data is 
inserted into one global environment model. This causes bottlenecks and is not 
very useful for fast planning. 

Our approach supposes an architecture that integrates the data of several ex- 
ternal sensors and the mobile sensor systems of the robot to improve the quality 
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of the measured sensor data. However, the main advantage of our architecture 
is its scalability that prevents bottlenecks in communication, data acquisition, 
processing, environment modelling and planning. In principal the choice of the 
sensor type and position in this architecture is free but we suppose the use of 
ceiling mounted color cameras as external sensors and laser scanners as mobile 
vision sensors. 

The general scalable architecture is described in detail in the next section. 
Section 4 explains some details about the prototype implementation of the sy- 
stem, especially the used robots, cameras and vision systems. 




Fig. 1. GAPU with 6 LAPUs and the corresponding topology 



2 General Architecture 

To fulfil the introduced tasks like acquiring only the needed data, processing 
the sensor data and finding paths to the destination in a speed that is high 
enough to get valid paths we have to use parallel processing methods. The use 
of specialised local area processing units (LAPUs) is proposed that realize the 
observation of their local area, the update of their local environment model, the 
short time prediction and the short way planning. Every LAPU is connected 
to exactly one robot control unit (RCU) that contacts the robots via a radio 
interface to send commands and receive status messages and preprocessed sensor 
data. The combination of the LAPUs with their dedicated RCUs is called global 
area processing unit (GAPU). Figure C] shows an example of a GAPU with 6 
LAPUs and 2 RGUs. There do also exist connections between certain LAPUs. 
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These are used for global and local planning, environment model enhancement 
and sensor data fusion. By this parallel approach bottlenecks in sensor data 
transmission, processing and slow planning in unnecessary big environments is 
avoided. Additionally the system becomes more redundant and data quality is 
improved by data fusion. 



RCU LAPU 




Fig. 2. Architecture of a local area processing unit 



2.1 Global Area Processing Unit 

The GAPU is characterised by five parameters. The first parameter is the origin 
and orientation of a 3D global coordinate system like shown in figure G1 But as we 
talk about navigation of mobile systems we usually project things down to the 
XY-plane and speak of areas. The second parameter consists of the description 
of all static objects like for example walls or heavy furniture that never change 
their position. The third parameter is the array of positions of the LAPUs in 
this global coordinate system in combination with their sensor area entry regions. 
The entry regions are small areas that any object has to pass to enter or leave 
the sensor area. These sensor positions have to be chosen in a way that the union 
of the observed areas of the LAPUs includes the area that has to be controlled 
by the GAPU. The last parameter is the communication topology of the LAPUs 
and RGUs. This topology is represented by an indirected graph with two kinds 
of vertices, LAPUs and RGUs. An example can be seen in figure^ Parts of these 
components are known to every LAPU. 
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Fig. 3. Object detection algorithm 



2.2 Local Area Processing Unit 

Figure El shows the complex architecture of a LAPU. Beginning in the sensor 
layer the local sensor module (LSM) tracks the positions of obstacles and ro- 
bots during their way through the sensor area. The resulting data is given to the 
local environment modelling module (LEMM) and the local environment predic- 
tion module (LEPM) in the environment layer. These build up the current and 
short time future environment representations for the local area planning module 
(LAPM) and the global planning module component (GPMC) in the planning 
layer. The LEPM is responsible for choosing a good path inside the local sensor 
area while the GPMC is planning a good path to the destination LAPU. The 
local communication module (LCM) is responsible for handling incoming and 
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outgoing sensor, planning and administrative data to the other LAPUs and the 
dedicated RCU. 



Camera 



I 
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Fig. 4. Error in size computation 



Local Sensor Module (LSM) The LSM acquires the sensor data by the use 
of digital RGB CCD-cameras with n x m pixels. The sensor data acquired at a 
time U can be modelled as a function 

img, : [n - 1] X [m - 1] — ^ [255] x [255] x [255] 

{x, y) imagaix, y) = {n{x, y),gi{x, y),bi{x, y)) 

The process of finding obstacles and robots in the sensor area is shown in 
figure 0 After image acquisition a difference image dJmg is computed by abso- 
lute subtraction of a reference image reft and application of a threshold filter 
on each color component: 

ref^ : [n - 1] X [m - 1] — > [255] x [255] x [255] 

(x,y) refi{x,y) = {r_refi{x,y),g-ref^{x,y),b^refi{x,y)) 

dJmgi : [n — 1] X [to — 1] — > [255] x [255] x [255] 

/ X ^ ( d= \imgi{x,y) - re fi-i{x,y)\ , if d> thresh. 

^ 1(0, 0,0) ,else. 

This difference image is used to build the new reference image reft from the old 
refi-i and the current image imgi by 



refi : [n - 1] X [to - 1] — ^ [255] x [255] x [255] 

. , ( ref^-i{x,y) , if dJmgi{x,y) ^ (0,0,0) 

'' \img,(x,y) ,else. 
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Fig. 5. Ceiling camera: original and difference image 



The difference image is used to find the blobs that represent the objects in the 
sensor area. To find a blob, that is a connected area of pixels where the color 
is different from (0,0,0), we follow boundaries of objects and build a convex 
polygon that includes the blob with a recursive add and split algorithm. As it 
can happen that objects are represented by more than one blob we try to merge 
polygons by a distance criterion. At the end of this process we have an array of 
pixel polygons . . . ,pPp^i) at time U with 

pPj,i = (xp.,yp^)) 

Figure 0 shows an example of an input image and the desired result. 

To compute metric distances from pixel coordinates a calibrated camera sy- 
stem is needed. The pinhole camera model is usually used to calibrate camera 
systems but as we have to work with lenses that have very short focal lengths 
(< 8mm) we are using a “lookup and interpolate with least squares” strategy 
like the one described in 0. During the calibration process we build a table of 
correspondences between many pixel coordinates and global coordinates and in 
the application we interpolate the global coordinates by using the table values. 
We are implementing the least squares method for creating the lookup table 
and the bilinear method for interpolating points not in the table. Lookup and 
interpolation gives us a function 

tojmetric : [n — 1] x [m — 1] — > R x R 

{x, y) to-metric{x, y) = {gx, gy) 

that maps pixel positions to global coordinates. So we can compute an array of 
polygons with global coordinates gPj^i by mapping the tojmetric function on 
the pixel values: 

gPj^i = {to-metric{pPj , . . . ,tojmetric{pPj^i[pj])) 

These gP are given to the LEMM. Usually the resulting polygons include an 
oversized area. This is an effect that can’t be eliminated as long as there is no 
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Fig. 6. Local environment modelling module 



3D object information available and just a single image is used. It is described in 
0 and can be seen in figure 0 As there is no height information for an observed 
object, the smallest possible height has to be taken for computing the object 
size. 



Local Environment Model Module (LEMM) The LEMM is an active 
component that receives and integrates new data from different sources, namely 
data from the own sensor layer, data from connected LAPUs and data from 
mobile systems driving through the own area. Figure El gives an overview over 
the different tasks that have to be performed by the LEMM. 

An array of polygons gPj^i at time ti of the own sensor array has to be 
matched to an array of polygons gPj^i-i at time U-i. The matching relation 
is many to many. The matching is necessary to compute the velocity {vx,Vy) 
of every polygon. These values are needed in the prediction module to predict 
future events. 
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Fig. 7. Many to many relations in matching process 



To obtain a match we estimate the current position of the polygons gPj i-i 
at time U by linear interpolation and use a distance criterion to decide whether 
a certain match is valid or not (example in figure 0) . The resulting data sets are 
written to the internal environment representation model and to the send queue 
of the local communication module to be sent to the connected LAPUs. 

The LEMM also has to integrate sensor data received from other LAPUs via 
the local communication module. In this case the data is already preprocessed 
so all required parameters exist. Thus the data has just to be put to the internal 
representation model. 

The third source of sensor data is the mobile system. The data is received 
via the LCM, too, but has a completely different type. We suppose the use of 
laser scanners on mobile robots and therefore we shortly explain how to handle 
this kind of data. 

A laser scanner measures the distance of an object to the internal origin of 
the scanner. The scan can be modelled as a function 

localscarii : [0..180] — > [0..max] 
a I— >■ scarii(a) 

that gives the distance of an object by the angle a of the light ray. 

As we have the position and orientation of the robot in the global coordinate 
system given by the RCU via the LCM it is possible to compute the global 
coordinates of every obstacle point of the scan. So based on this global data set 
the scan localscan can be transformed to a polygon globalscan like in figure 0 
This polygon does not represent the area where an obstacle is expected like in 
the other cases but an area that is certainly free. 

So we can combine the data of all three sources to improve the results in 
the environment model like seen in figures 0 and The first figure shows data 

fusion in two overlapping sensor areas. Here we have the intersection of the 
two polygon areas as an estimation better than the original sensor data. The 
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Fig. 8. Transformation of local scan to global polygon 



second figure shows data fusion of a LAPU and a mobile system, where we use 
a difference operation to get a better estimation for the real object area. 

The internal representation of the environment model consists of three com- 
ponents. The first component holds all the acquired object (blob) information 
like for example identifier or velocity. The second component is a polygonal 
representation for data improvement and the third component is a grid based 
representation useful for the planners. The grid based representation is computed 
from the polygonal data and we link polygons and grid fields to the correspon- 
ding object information for fast access. 



Local Environment Prediction Module (LEPM) The local environment 
prediction is based on the polygonal representation of the environment. The 
prediction is done by extrapolation of historic positions. 

In this module we want to try out different methods like neuronal nets or 
stochastic movement models that avoid collisions of the polygons and find a good 
prediction by estimating the destination of every dynamic obstacle. 

The result of a prediction is again a grid representation of the environment 
at time ti+fe, k = 1,2,... that can be used by the planners. 



Local Area Planning Module (LAPM) The local area planning module 
gets orders from the corresponding global area planning module component. An 
order can be to plan a short path for the mobile system to reach the destination 
in the same sensor area or to a certain entry region in the sensor area where 
the robots leaves the area and drives into the next LAPU-region. To plan the 
path the LAPM can use the current environment and additionally the predicted 
environments. As the local environment does not only include information from 
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Fig. 9. Data fusion by two LAPUs 




Fig. 10. Data fusion by a LAPU and a mobile system 



the local sensor area but also from connected areas, there is enough information 
to plan a way without being surprised by unknown objects. 

The results of the planning process are given back to the mobile system via 
LCM and RCU, but the planner adapts its path continuously and transmits new 
results if there are significant changes. 

As planning algorithms all fast grid based planners can be used. At the 
moment we prefer gradient descent methods. 



Global Area Planning Module Component (GAPMC) The global area 
planning module component is informed via the local communication module by 
the robot control unit that a mobile system in its area wants to have a path to 
a specific destination. If the destination point exists in its own sensor area the 
GAPMC starts the local area planning module to do the job, else it plans a path 
over several LAPU-regions by the use of a connection map that corresponds to 
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Fig. 11. Global planning as graph search 



the communication topology but also includes the local identifiers of the entry 
regions that connect two connected LAPUs. 

With this map, given by initialisation, the planning process is reduced to a 
graph search (figure ITTt . After having found a path the GAPMC gives again 
order to the LAPM to find a path to the specific entry region and if this goal is 
reached the control is given to the GAPMC of the next LAPU. 



Local Communication Module (LCM) During initialisation of the system 
the LCM has to connect the specific neighbour LAPUs as specified in the topo- 
logy graph. The RCU is connected at that time, too. Starting with one compo- 
nent all LAPUs, RCUs and the mobile systems have to synchronise their time- 
stamp functionality. This job is done recursively by the first LAPU in a depth 
first search strategy. It sends its time to a neighbour, that is not yet marked as 
synchronised, receives an acknowledge message and computes a correction term 
from the measured transmission time. These correction term is sent back again 
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to the neighbour that adapts its timer. The neighbour marks itself as synchroni- 
sed and starts the same job with an unmarked neighbour. The LCM of the RCU 
offers the same synchronisation protocol and can therefore be synchronised like 
a LAPU. Synchronising the mobile systems is done by the RCUs. 

After initialisation the LCM has to do transfer jobs for the local environment 
modelling module and the global area planning module component. These jobs 
are sending and receiving sensor data from local sensors, neighbour sensors and 
mobile systems (via the RCU). 

2.3 Robot Control Unit (RCU) 

The robot control unit is the representative for all mobile systems in the network 
of LAPUs. It is equipped with a fast radio interface and connects to all mobile 
systems in its area. Its area is given by initialisation data and includes the sensor 
areas of all connected LAPUs. A RCU holds connections to neighbour RCUs and 
gives control to them, if mobile systems leave the RCUs area. 

During initialisation the already synchronised RCU is synchronising every 
mobile robot in its area with the same “set and correct” algorithm. 

The RCU is sending the sensor data of the mobile system just to one LAPU, 
namely the one that is responsible for the robot. 




Fig. 12. Total view and ceiling camera 



3 Prototype System 

Our prototype implementation of the above described architecture consists of 
two local area processing units and one robot control unit. The area that has to 
be observed can be seen in figure [El It has a length of 7.75 m and a width of 
4.05 m. 
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Fig. 13. Mobile systems VIPER and MORTIMER 



A LAPU consists of a Pulnix TMC-9700 color camera (NTSC, 640x480 pi- 
xels, used 320 x 240 pixels, 6 mm lens), a Matrox Genesis Image Processing 
Board (DSP-Board with 64 MB RAM, TI-C80) for the image processing opera- 
tions and a standard dual-pentium 200 MHz PC (64 MB RAM, Windows NT, 
lOBaseT) for the environment modelling, planning and communication. 

Both sensor systems are fixed in a height of 4 meters above the floor. So 
approximately 5.50m x 4.20m = 23.10m^ can be observed with one system. The 
sensor areas are overlapping. So one pixel represents (in average) an area of 
1.7cm X 1.7cm = 2.89cm^. 

The RCU consists of a standard 133 MHz pentium PC running with linux, 
an analog radio modem (ISDN-connection is planned) and a standard network 
card. 

Our mobile systems can be seen in figure El MORTIMERS (right side) appli- 
cation area is the hotel environment where it is used for transport and guidance. 
MORTIMER has an easy to use differential drive that allows to turn on place 
and drive any curves. It is equipped with ultra sonic sensors and a Sick laser 
scanner. These sensors allow MORTIMER to drive with collision avoidance. 

VIPER (left side) is designed for industrial transport. It has a new complex 
drive system that allows switching between curve and lateral mode. Equipped 
with this drive VIPER is able to connect to docking stations or to move into (un- 
)loading areas. Like MORTIMER VIPER uses a Sick laser scanner for navigation 
and collision avoidance. 

MEPHISTOs state of implementation allows to acquire image data, to detect 
the objects, to compute the polygon lists in pixel and metric coordinates and to 
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visualize the results in a simple environment model. The next implementation 
steps consist of connecting the isolated LAPUs and the RCU via the LCM, 
reorganizing the environment model and starting with the sensor fusion. 

4 Conclusion 

In this paper we have presented a scalable navigation system for mobile robots 
in dynamic environments. It was shown that the distributed approach is able to 

— avoid communication bottlenecks as there are only local transmissions ne- 
cessary, 

— accelerate planning, as the environment model includes only the important 
data 

Additionally it is possible to improve the environment data by fusion of over- 
lapping LAPU sensor data and mobile sensor data. 

This paper should be seen as an overview over the whole architecture of 
the MEPHISTO project, where many parts are not implemented yet. More de- 
tails about algorithms and implementation of the modules will follow in future 
publications. 
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Abstract. In this paper, a basic conceptual architecture aimed at the 
design of Computer Vision System is qualitatively described. The pro- 
posed architecture addresses the design of vision systems in a modular 
fashion using modules with three distinct units or components: a proces- 
sing network or diagnostics unit, a control unit and a communications 
unit. The control of the system at the modules level is designed based on 
a Discrete Events Model. This basic methodology has been used to design 
a real-time active vision system for detection, tracking and recognition of 
people. It is made up of three functional modules aimed at the detection, 
tracking, recognition of moving individuals plus a supervision module. 
The detection module is devoted to the detection of moving targets, using 
optic flow computation and relevant areas extraction. The tracking mo- 
dule uses an adaptive correlation technique to fixate on moving objects. 
The objective of this module is to pursuit the object, centering it into 
a relocatable focus of attention window (FOAW) to obtain a good view 
of the object in order to recognize it. Several focus of attention can be 
tracked simultaneously. The recognition module is designed in an oppor- 
tunistic style in order to identify the object whenever it is possible. A 
demonstration system has been developed to detect, track and identify 
walking people. 



1 Introduction 

The design of Computer Vision Systems (CVS) has experienced diverse evolu- 
tions and reorientations during its almost thirty five years of existence. These 
have gone from the most naive approaches, that tried the design of general CVS 
in a technologically poor framework, to more actual trends aimed at the design 
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of CVS capable of solving specific tasks in a robust manner showing continuous 
operation and real-time performance. 

During the last decade, the design and construction of CVS has been largely 
influenced by the Active Vision paradigm, initiated by the seminal works m- 
It is actually understood as a methodological framework in which the design 
of artificial vision systems is based on elaborated mechanisms for the control of 
sensors parameters and processing with the aim of achieving a more robust ope- 
ration, sometimes exploiting the restrictions of the environment in a Gibsonian 
or ecological sense. 

Many systems have been built within the active vision paradigm, contribu- 
ting new ideas and powerful techniques to solve specific problems. Andersen j2j 
includes an extensive survey of vision systems developed using robotic heads up 
to 1996. However few of them have considered the problem of extending the 
designed systems to new contexts other than those initially considered at design 
time or connecting the system to higher level modules jS]. 

Crowley |Z] describes the methodological foundations for the integration of 
several reactive continuous processes in a Discrete Event Model with a supervi- 
sory control scheme. Using this approach, a system for detection, fixation and 
tracking is implemented. This system employs a combination of visual proces- 
ses that rely on blink detection, color histogram matching and normalized cross 
correlation for face detection and tracking 0. XVision na is a modular porta- 
ble framework for visual tracking designed as a programming environment for 
real-time vision. It consist in a set of image-level tracking primitives and a fra- 
mework for combining tracking primitives to form complex tracking systems. 
Perseus P2)is an architecture developed for the purposive visual system of a 
mobile robot and lets it to interact visually with the environment. It is based on 
object representation obtained from certain feature maps and in the use of visual 
rutines |21 j paradigm. In order to perform person detection in the scene, Perseus 
uses an oportunistic strategy. Kosecka m proposes an approach for systematic 
analysis and modelling visually guided behaviours of agents, modelling beha- 
viours as finite state machines and resolving the conflicts of parallel execution 
of them via supervisory control theory of Discrete Event Systems El- 

In this paper we describe DESEO (acronym of Detection and Tracking of 
Objects in Spanish), a development based on a modular conceptual architecture 
for the design of perception-action systems, using active vision for the detection 
and tracking of mobile objects. Its modular nature eases the mapping of complex 
activities over a network of modules that implement more simple behaviors. 
DESEO integrates a commercial binocular head, a DSP-based motor controller 
board and a TI TMS320C80 (C80) parallel DSPs on a Dual Pentium II PC 
running Windows NT 4.0. The system is able of real-time continuous operation 
and made up of several modules that perform different operations but share 
a common internal structure. Due to the modular nature, the system can be 
tailored to perform different tasks. As an experimental development, a system 
aimed at the detection, tracking and recognition of individuals is described. 
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The organization of this paper is as follows. Section 2 is devoted to introduce 
the main ideas underlying the design of DESEO. Section 3 describes its architec- 
ture and provides a description of the modules developed for the demonstration 
system. The internal organization of a generic module is presented in Section 
4. The last sections are dedicated to the description of some experiments and 
conclusions. 

2 Considerations for the Design of CVS 

Actually Computer Vision seems to lack a common approach for the design of 
Vision Systems, situation which is extensible in general to the design of more 
complex robotic systems |Zj. This lack of methodology normally provokes that 
CVS are designed as closed systems that are hardly reusable for solving other 
vision problems than those originally considered. When designing a CVS is neces- 
sary to consider the system within the framework of a conceptual methodology 
that assumes the a priori considerations, goals and design criteria. In this scena- 
rio the availability of a conceptual architecture has the mission of closing the 
gap between the resources provided by the affordable technology and the design 
restrictions and requirements. Pursuing these ideas we are trying to develop vi- 
sion systems in a systematic way using for design the following three simple 
considerations: 

1. Computer Vision systems should be programmed to be built in an incre- 
mental and modular way. So the concept of module, as the minimum logical 
entity that performs something useful, is a basic element. Also to cope with 
this objective and favor the reconfigurability of the system in terms of its 
modules, these should share a common structure and interface. 

2. Internal details of each module, regarding specifically what that module com- 
putes, are going to vary between modules. However, all of them are going 
to share some common aspects. Most modules will exhibit three distinguis- 
hable functional parts respectively dedicated to perform the computations 
to obtain results from the data, to evaluate the results and to control the 
performance of the algorithms. 

3. For sake of versatility, a control scheme which combines data driven and ob- 
jective driven mechanisms supplies a powerful tool in order to obtain diverse 
and complex behaviors. 

These three ideas are the basement of the proposed Bottom-Up/Top-Down 
Module (BU-TD). It is basically a percepto-effector unit with the following main 
functions: 

- The obtainment of a description or computational result from some input 
data. Its objective is to derive results or descriptions from the analysis of 
the input data in a bottom-up or data driven fashion. This is the task of the 
bottom-up (BU) unit depicted in FigureDl In general, a BU unit is conceived 
as an interpreter that operates cyclically. 
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Fig. 1. Conceptual Architecture of a BU-TD Module. 



- There is normally a need to evaluate the results obtained by the operation 
of the BU unit and control its operation through available parameters. This 
is performed by the top-down control unit (CTRL) to close a first control 
loop. This unit has also the task of decoding incoming events and messages 
into the control actions (Operators in Figure meaningful to the module. 

- Distribution of computations is normally a necessity, in terms of required 
computational power as well as in terms of functional modularity, so we 
normally do not want to design systems where the different parts executes 
synchronously in a single thread. The tasks in the system should be assigned 
to dedicated modules that exchange events and messages but that may run 
at different frequencies. The communication unit (COM) allows for sending 
or receiving data to other modules without interrupting the operation of the 
module. This capacity of modules to operate asynchronously is a essential 
characteristic in the design of reactive perception-action systems. 

The state of each module is controlled at different levels. At the lowest level, 
the control unit of the module is monitoring its own operation through the 
evaluation of the results achieved. This internal control loop lets the module 
adapt its operation parameters and react to changes in the environment in a 
reactive way. At a second level, control is modeled using a Discrete Event System 
(DES) paradigm 1 1 91 1 t>j . Thus modules can receive and send events to other 
modules to share results or signal certain circumstances. Aside from these two 
bottom-up control mechanisms, there is a top-down control which is arbitrated 
by a supervisor module. The main goal of this module is to decode complex 
commands received from an upper layer into commands that are issued to the 
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modules of the system to set its behavior and to serve results obtained from the 
lowest levels towards the upper layer. 



3 Demonstration System 

Using the ideas introduced in previous sections, we have developed a prototype 
capable of performing different types of task. By default, the system can scan a 
zone trying to localize moving objects which are supposed to be upright position 
walking individuals. After fixating on moving objects, it tries to localize the head 
and identify the person. A possible variation of this behavior is to command the 
system to find a specific individual. The system comprises the following set goal- 
oriented functional modules (GOFM): 

Supervisor: This module serves as an interface between the system and outside 
and its basic task is to decode the commands received from upper layers or 
the user into a pattern of behaviors of the system modules. 

Detector: The goal of this module is to direct the attention of the system 
towards areas of the scene where motion is detected. 

Tracker: As its name suggests this module is responsible of controlling the 
active vision system which is made up of a Helpmate Robotics’ BiSight 
binocular head, a motor controller board and a PCI board containing a 
C80 parallel DSP. The prototype uses only one camera so that movement is 
performed on that camera’s vergence and head tilt angles. Image acquisition 
is done using the frame grabber available on the C80 board. The tracking of 
moving targets is done at frame- rate in the C80 DSP as is explained bellow. 
Recognizer: The recognition of known individuals is the task of this module. It 
operates in two steps. At a first stage, it analyzes the small window returned 
by the Tracker module to determine if this image corresponds to a head or 
not and its pose (front, lateral or rear) if it is the case. At the second stage, 
zones identified as heads in frontal pose are analyzed in order to attempt the 
identification of the person. 

The behavior of the whole system is the resulting pattern of conmmutation 
between the GOFM modules as is dictated by Supervisor module. 



3.1 Detection Module 

This module is really a pipeline of two modules, respectively devoted to detect 
areas exhibiting coherent movement, and to produce an estimate of the head 
position within the selected area. The movement detection acts as the basic me- 
chanism for capturing the attention of the system towards potentially interesting 
areas. For the sake of simplicity, in the context of this application it is assumed 
that moving areas a priori correspond to walking individuals. This hypothesis is 
later confirmed or unconfirmed based on evidences, as is explained bellow. 
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The detection of movement is done first computing the optical flow and then 
segmenting it to select areas that exhibit a coherent movement. The optical 
flow is computed according to the technique presented in |^. This technique 
approximates the flow field by estimating the optical flow only at the center of 
the rectangular patches in which the image is divided. The basic assumption of 
the technique is that within the rectangular patches a linear approximation of 
the flow field holds. Clearly, the computed optical flow is an approximation to 
the ’’real” flow field. In order to compute the optical flow at points other than 
the center of the patches, a linear interpolation can be used. 

This technique provides a flexible solution that allows to balance numerical 
accuracy with computational requirements by varying the size of the patch. 
This makes possible to compute the optical flow at different levels of accuracy, 
for example at high resolution in the FOAW for fine tracking and at a coarser 
in the periphery of the visual held for detecting large moving objects ng. 

This module can account for the egomotion of the robotic head. Using the 
known kinematics of the head it is possible to subtract the component of the 
optical flow due to the egomotion of the head HZ]. This allows for detection of 
moving objects even when the head is moving. 

The second stage of this module uses thresholding of the computed optical 
flow and blob detection to extract ” patches” showing coherent movement . These 
patches are ranked according to their size and an area centered on top of the best 
ranked blob is extracted as a potential area of interest. This area is expected to 
contain the head of the individual if any. Its size and position inside the blob 
are determined using knowledge about normal width and height proportions 
of human heads and the measured mean velocity of the that zone. A similar 
strategy is used in many other systems as in the Perseus system m- 

3.2 Tracking Module 

The tracking process is capable of tracking several targets on a sequential man- 
ner. Each target is an element in a list of focus of attention built from high 
saliency areas returned by the detection module. For the focus of attention that 
is active at each time, the tracking is performed first commanding a saccade to 
the predicted location of the target in the static frame of reference of the head, 
and then proceeding with a normal tracking until the next focus of attention is 
scheduled for visual control. The tracking is performed by the correlation pro- 
cedure explained below. For the sake of real-time performance, this procedure is 
restricted to a relocatable window of m x m pixels (80 x 80). This FOAW can 
be placed anywhere in the visual held dH to rapidly follow a moving object, 
somehow alleviating the latencies introduced by the electromechanical system of 
the head. In parallel, the head is commanded to the expected target’s position 
using an alfa-beta predictive Alter, that takes into account all the latencies of 
the tracking process. The head is commanded to new positions every 40 ms. 

Another interesting feature of the FOAW is that it can switch to a new 
focus of attention at frame rate if the new and old focus are visible within the 
same visual field. The switching policy between focus of attention is based on 
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priority queue. The length of the queue, just the number of focus of attention 
that the system can track simultaneously, can be variable but in our experiments 
has been fixed to 2 or 3. Initially, the list of focus of attention is empty until 
the supervisor or the detection module start sending high saliency areas to the 
tracker to fix on them. The management of the focus of attention is carried out 
by a simple scheduler that assigns a priority to each focus of attention. This 
priority is computed on the basis of the estimated velocity of the target and the 
error in the predicted position. This means that even if there are other focus 
of attention pending for visual attention, the system may not be able to attend 
them if the active focus of attention moves very fast or in an unpredictable 
manner. In practice, tracking several targets is only feasible if they move slowly 
and with constant velocity. Switching between focus of attention is made by 
means of a saccade followed by fixation. The tracker must assign the active 
focus of attention a time slice enough for performing the saccade and stabilizing 
on the target to update the estimates of position and velocity. 

The basis of the tracking module is the determination of the new target loca- 
tion using a real-time correlation operator that returns the best match position 
between a series of patterns and the current FOAW image. This correlation pro- 
cess must accomplish two constraints: temporal constraints, it must return a new 
position estimate every new frame, and it should accommodate the evolution of 
the object’s view appearance. This is a need if the object is moving in an unre- 
stricted manner (change of scale, rotations, deformations, ...) in an unstructured 
environment where the illumination is non uniform or may change during the 
tracking process. 

Several iconic correlation algorithms can be implemented for real-time perfor- 
mance on a parallel DSP like the C80. However, its performance is very limited 
if the object being tracked change its appearance while the model is kept con- 
stant. This is due, both to the characteristics of the matching measure PQ| and 
to the static nature of the model that does not track the variations in the vi- 
sual appearance of the area being tracked. Obviously, to accomplish with the 
second condition a mechanism is needed to update the model. To deal with this 
problem, we have developed a new algorithm based in the assumption that if 
the update is performed frequently enough, literally at frame-rate, the change 
in the visual appearance of the object with respect to the observer is expected 
to be smooth. The algorithm uses several patterns corresponding with different 
views of the object of interest. This set of iconic models constitutes a stack of 
L elements that may be assimilated to a short-term visual memory. This model 
of visual memory is created, used and updated autonomously by the algorithm 
through a function that evaluates its relevance both in terms of difference or 
error with the model and its perdurability and obsolescence. 

Every focus of attention object has an associated stack {STK), whose first 
element, STK{0), represents the most recent model of the object. Every model 
in the stack is represented by: an array m{i) of n x n pixels, that stands for the 
i-th iconic model of the object, the obsolescence (tg) of that model or the time 
when this model was recalled last time, the persistence time (tp) or the amount 
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of time that this model has been actived stack (STK), whose first element, 
STK{0), represents the most recent model of the object as the identified model, 
and finally, a flag that can be used to lock a model in memory so that it can 
not be removed by another model, either because it corresponds to a view of the 
object that has been previously recognized or because it corresponds to a view 
of an object that has been uploaded from a model database to be searched. With 
this data and for each model STK{i), an utility index ([/) can be computed as 
U{ta, i) = tp{i)/[l +ta~ ts(f)], where ta represents the actual time. This utility 
measure takes into account the stability or persistency of a model and the time 
interval since it was recalled form the stack. Using this measure it is possible 
to quantify the relative ’’liveness” of the different models in the stack. Thus a 
model with a low utility measure is a candidate for being removed from the 
stack when refreshing the memory. Three type of processes act over the stack of 
models: stack creation, tracking by comparison and model updating. 

A. Stack creation: A stack is created whenever a tracking is initiated for a 
new focus of attention. This may result from a detection process or due 
to an executive order received from the supervisor module. In this moment 
the data space is allocated and the memory allocating process begins with 
the first element, STK{0), corresponding to the active model of the object 
being tracked. The memorization of new models in the stack is done by 
transferring the active model, STK{0), to a new position, STK(j), whenever 
the active model is going to be updated and certain conditions hold. For the 
active model to be memorized, its persistence (tp) must be long enough or, 
equivalently, it needs to have been active for a sufficiently long period of 
time (actually 5 frames, or 200 ms). In order to avoid introducing weak 
models in the memory, the candidate model must also contain certain level 
of variability or structure. This is checked by computing the mean of the 
absolute value of the gradient over every pixel of the model, which must 
be larger than a threshold. Finally, it must be somehow different to models 
already present in the memory, this being measured directly as the Sum of 
Absolute Differences (SAD) between the candidate and the rest of models. 
To determine a sufficiently large difference a threshold is employed. 

B. Tracking by comparison and updating the model. The process is controlled by 
two limits, corresponding respectively to a lower (Emin) and upper (Emax) 
limits for the minimum correlation error. Given a minimum or best match 
error at current time, E{ta), between the active model STK{0) and the 
FOAW, if E{ta) < Emin the active model remains unchanged and only its 
persistence is incremented. Else, if E{ta) > Emax, this means that possibly 
the object has been lost and a search mode is triggered. Within this mode 
every model in the memory, starting with the model with largest persistence 
(tp), is tried as the active model and the best match point is searched with the 
FOAW located at different positions until a good match is found. Otherwise, 
Emin < E{ta) < Emax, the active model is updated through substitution 
by the n x n image window centered on the best match position. After 
this, a correlation is repeated for each of the models present in the memory 
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over an area centered in the best match position whose size is a fraction 
of the FOAW. Actually, this is a window of {raj 2) x {m/2) pixels, being 
TO the side length of the FOAW. From this correlation the model providing 
minimum error is selected, and if this error is less than the value obtained 
with the previous active model, it is taken as the new active model and its 
persistence {tp) and obsolescence {ts) are updated. This process is carried 
out to compensate the drift on the location in the image of the best match 
that is observed when the active model is updated. 

Thus the system has its ’’memory” structured at three levels depending on 
its function and persistence. The active model used for the tracking can be 
considered as a very short term memory that needs to be refreshed frequently. 
The collection of models associated with a focus of attention object act as a 
semi-permanent working memory with a medium degree of persistence. Finally, 
the face database used by the recognition module constitutes the long term or 
permanent memory of the system. 

3.3 Recognition 

The recognition module operates over a small window returned by the tracking 
module, centered at the point of best match in the image. Given the complex 
characteristics of the recognition process and its inherent limitations, the reco- 
gnition is tried as a chain of opportunistic classifications. Some preprocessing is 
done at the beginning, basically to locate the center of the head in the window 
returned by the tracker. At the present implementation this is done exploiting 
the context at our lab, where the background appearing in the images is nor- 
mally uniform and lighter than people appearing in the image. Also the area 
of the image containing a face presents a higher variance than the rest of the 
window. Thus we use a combination of gray level and variance thresholding to 
select points likely belonging to a head/face to compute the centroid and size of 
the head. Actually, our prototype is restricted to operate at short range around 
a predetermined distance so that we don’t take care of changes of scale. Clearly, 
the approach followed for locating the subject’s head is rather simplistic and 
exploits the conditions present at a particular escenario. We plan to utilize the 
skin color as the basic mechanism for head/face detection as in | 23 |, 0 . 

After this preprocessing, the rectangular area enclosing the selected points is 
extracted and warped to a predetermined size using Fant’s resampling algorithm 
IE!- This image is supplied to a two steps classification process. At the first step 
in the recognition process, the selected area is classified to determine the pose 
of the head. If the selected pose is not frontal the recognition process stops 
and awaits a new image. When a view is classified as a front view of the head, 
a second classifier is used to determine the identity of the person. Normally, 
several positive identifications are accumulated before a recognition is considered 
definitive. 

Both classifiers use the Fisherfaces method, a recognition procedure based on 
linear projections in the space defined by the eigenvectors of the image 0, a tech- 
nique conceived as a derivation of the Eigenfaces method m- These methods are 
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based on subspace classification in the vector space obtained as a lexicographical 
ordering of the image pixels. The Eigenfaces method strongly degrades when, 
as in our case, there are changes in illumination conditions or slight changes in 
pose or gestures. In many situations, also in our case, the variations between the 
images of the same face due to illumination and viewing direction are almost 
always larger than image variations due to change in the face identity flti| . Both 
techniques have been tested in the context of our application, having obtained 
with the Fisherfaces method a substantial increase in the quality of recognitions 
in different conditions of illumination. 




Unpredictable events 



Fig. 2. Detection module control. 



4 Module Design 

The modules that integrate the DESEO system share a common conception that 
follows the methodological considerations exposed in section 2. Internally, each 
module is modeled as a nondeterministc automata comprising a set of states 
and events. Each state is assimilated to an elementary computational task that 
is carried out using the module’s computational network. Associated with each 
computational task there is a control program that allows the control unit to 
evaluate the output of the bottom-up unit and trigger the corresponding control 
actions which may provoke a transition to a new state or select a new parameter 
set to perform a new cycle in the current state. 
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Adopting the BU-TD model as a valid model for the design of a generic 
module, several desiderable properties emerge. First, a clear separation is in- 
troduced between diagnostics and control what makes facilitates the reusability 
of diagnostics code and clarifies the control scheme. The existence of a control 
unit for every module allows for closing tight and reactive control loops without 
dening the existence of a control at a higher level. At the same time, the BU-TD 
model may serve as a basis element to articulate a distributed system approach. 
Even more, the existence of a communications unit in the model permits the 
system to cope with modules with different latencies so that communications 
are carried out asynchronously. 

Figure 121 shows the control scheme of the Detection module as an illustration 
of these ideas, where states are depicted as circles and events as arrows. The 
init state for this module is the WAIT state denoted here by a double circle. 
Not included in this figure are the signals this module can receive or send. The 
module is activated by the reception of a DETECT signal from the TRACKER 
module that activates the head/face detection task. The outgoing signals allow 
other modules to know the results achieved at each state. Thus, this module can 
send six different signals corresponding respectively to success or failure in head 
detection, face detection and face recognition. 

From the implementation point of view, the modules involved in DESEO 
share a common control and communications structure that ease the engineering 
of distributed perception-action systems. The functional modules comprising the 
system are programmed as threads that employ a message passing paradigm for 
event signaling among them. The integration of a new module into the system is 
done simply by registering the events the module (thread) may receive and/or 
send, detailing the allowed senders or recipients. The whole system then beha- 
ves as a multithreaded system, where the modules perform asynchronously and 
concurrently. 



5 Experiments 

As an experimental application of DESEO, a system oriented to detect, track and 
identify people in real time has been developed. The recognition process is made 
based on facial information. Within the last several years, numerous algorithms 
have been proposed for face recognition [0| and, although much progress has 
been made towards recognition of faces under small variations, there are not still 
reliable solutions for recognition under more extreme variations, for example, on 
illumination or in pose. 

Due to the complex nature of person recognition by face, in our system an 
opportunistic solution to recognition has been implemented, based on a cascade 
scheme of confirmations. As the system is real time, its first objective is the de- 
tection of moving blobs (Figure OJ, confirming that this is a person and detecting 
and isolating his head. 

While the person is moving in the environment, the system will track him/her, 
centering the FOAW in what is supposed to be the head (Figure 0, waiting 
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Fig. 3. Data images from optical flow analysis stage. Images 1 and 2 represent two 
consecutive frames that are the input to moving detection module. Image 3 shows a 
blob image provided by the optical flow algorithm. Image 4 represents the located head 
and the extracted pattern for the correlation algorithm. 



opportunistically to obtain a good front view to identify the individual and con- 
firming it while being tracked. 

Once the person has been identified (Figure 0)) the identity and an image 
on his/her face are sent to the supervisor. Depending on the supervisor policy, 
the tracking process can be continued, or in other case, its activity is shiffted 
towards other focus of attention areas. Due to the design of the system, several 
focus of attention can be tracked and followed simultaneously. 

At this moment, an advanced prototype is being evaluated. An element which 
will be modified in order to obtain a more robust global behavior is related to the 
head detection procedure. At short term our objective is to modify it in order to 
obtain a better and more general head detection technique to more accurately 
locate the face, which in fact will result in a more robust face recognition. Ano- 
ther aspect of the system that will deserve further work is the immunity of the 
recognition procedure to scale variations due to different separations between 
the sensor and the individual. In the present implementation it is only partially 
solved through image warping. 

The current prototype of the system runs in real-time on a Dual 350 MHz 
Pentium II PC, equipped with a PCI board containing a C80 DSP that are used 
as a slave processor for the tracking module. 





Fig. 4. A set of frames selected from a sequence where a person is tracked by the cor- 
relation algorithm exclusively. Several automatically chosen patterns can be observed 
nnder the images (crossed boxes are still empty patterns). The black rectangle repre- 
sents the position of the FOAW. Note that in absence of higher level information, the 
correlation module tries to keep in the pattern database the most stable views of the 
target. This explains the shift of the FOAW towards the neck of the snbject. 
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Fig. 5. Some examples from the database with heads at different views, including 
frontal, lateral, back and no-head samples. 



6 Conclusions 

A methodology or approach may be termed as superior to others as the sy- 
stems implemented following its guidelines tend to be easier to build, easier to 
maintain or simply show a better performance in some sense. However the be- 
nefits or drawbacks of using a certain methodology or approach in the design 
of perception-action systems can only be stated a posteriori, arising from the 
lessons learned after extensive experimentation. While we don’t make definitive 
claims about the methodology used in the development of DESEO, we think we 
can draw two different types of conclusions. 

On one side are the basic considerations, which permits the conception, design 
and development of perception-action systems in general and CVS in particular. 
It provides a versatile though conceptually simple architecture, conceived in a 
modular fashion in order to facilitate the incremental development and updating 
of the system. The generic BU-TD module promotes a clear separation of dia- 
gnostics and control, what facilitates code reusability and usually makes control 
simpler. On the other side is the application developed as a preliminary expe- 
rimental evaluation of this approach. This has allowed us to solve a real-world 
complex problem as is the detection, tracking and recognition of individuals in 
indoor environments using an active vision approach. The system built as proto- 
type, although still in development, shows real-time continuous operation using 
mainstream technology. The experimental results achieved so far are promising 
and seem to validate the design considerations on which DESEO has been based. 
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Abstract. We introduce a mobile robot playing at dominoes. The robot is 
equipped with a pan-tilt unit and a CCD camera and is solely guided by the 
vision system. Besides the mobile robot the overall system is distributed on a 
general-purpose workstation. The communication is realized by three radio links 
transmitting the video signal and two serial data streams for the pan-tilt and the 
robot controller respectively. Two client/server connections enable a bidirec- 
tional data exchange between the image processing software and the robot con- 
trol and navigation software. The protocol includes requests for certain actions 
to be performed by the opposite module and the transmission of domino coordi- 
nates. The robot identifies the dominoes, collects them, and deposits them in 
form of a straight chain where two adjacent domino halves possess the same 
digit. Several iterations of a perception action cycle have to be executed to fulfill 
this task: The first cycle starts with a visual exploration of the robot’s environ- 
ment and a subsequent explicit foveation of detected domino point clusters. 
After a coordinate transformation the dominoes are identified by template 
matching followed by a comparison with a knowledge base to eliminate ambigu- 
ities. The positions of the dominoes are registered into the global map space of 
the robot which position is continuously updated while it is moving. When the 
robot has reached a so-called virtual point in front of a specified domino the 
robot requests a control view towards this domino to verify its position. After 
feedback from the vision system the robot grips the target, moves to the appro- 
priate position in front of the already formed chain, again verifies its position, 
and deposits the domino. Afterwards the robot returns to its initial position 
where the cycle starts again with the selection of the next target domino. 



1 Introduction 

With the increased demand for flexible and largely autonomous robot systems research 
is focussed more and more on active vision systems. From the well-established active 
vision paradigm going back to [1] and [2] it is obvious that vision is not an isolated 
process, but is instead part of a complex system interacting with its environment. 
Visual attention, gaze control, data selection from multiple sources, cues from motion, 
depth cues from binocular disparities, and hand-eye coordination belong to the key- 
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aspects of active vision (see also [7]). All these techniques are highly task-dependent 
and require real-time solutions. In order to achieve this functionality several camera 
platforms have been developed since the late eighties (e.g. [11], [3], [19], [16]). 

Robot vision is not only useful for navigation assistance but is also a tool for 
high-level tasks. Robot systems provided with vision sensors are able to acquire addi- 
tional information about geometric and haptic characteristics of objects which are 
hardly obtained with non-visual sensors. However, the integration of vision into robot 
architectures opens a door to many new applications (e.g. [5], [6], [4], [17], [12], [15], 
[18]). 

Comprehensively, mobile active vision systems should be capable to fulfill the 
following requirements: 

• localization of possibly task-relevant objects, 

• recognition and priorization of these objects, 

• autonomous navigation to the task-relevant objects in order to perform a desired 
manipulation. 

Additionally, a high degree of adaptability to similar domains or changing condi- 
tions is desirable for any system. The implementation of the above constraints in an 
integrated system is a challenging task solved in a special case study: playing domino. 
Figure 1 shows the applied experimental platform. The robot identifies the dominoes in 
its environment and collects them in the right order to form a chain. Details are 
described in the following sections. 




Fig. 1. A Pioneer 1 robot serves as the mobile experimental platform. The basic robot consists of 
a differential wheel drive, seven sonars, an onboard controller, and a one DoF gripper. 
Additionally, the robot is equipped with a pan-tilt unit and a CCD camera 
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2 System Architecture 

2.1 Overall Configuration 

The system is divided into several modules which run on a general-purpose worksta- 
tion and a mobile robot respectively. The Pioneerl robot consists mainly of a differen- 
tial wheel drive with incremental encoders, seven sonars, an onboard controller, and a 
one DoF gripper. Additionally, we mounted a pan-tilt unit with a single CCD color 
camera on the robot. For the application described in this paper we disabled the sonar 
sensors so that the system was solely supplied with information stemming from the 
CCD sensor. For communication with the modules running on the workstation three 
radio links were added transmitting the camera’s analogous video signal and two serial 
data streams for the pan-tilt unit and the robot controller respectively (see Fig. 2). 




Fig. 2. The hybrid system architecture can be divided into modules mnning on a general- 
purpose workstation (frame grabber, KHOROS image processing module, pan-tilt control, and 
SAPHIRA robot navigation module) and a hardware platform (mobile robot Pioneer 1, pan- tilt 
unit, and CCD camera) 



The video signal is digitized by a frame grabber and sent to the image processing 
and software development environment KHOROS via a socket connection (whenever 
requested by a KHOROS routine). The image processing module necessary to solve 
the domino task was embedded in this environment because of its well-supported 
extension facilities. The robot controlling and navigation module is implemented 
under the robotics application development environment SAPHIRA. To enable a bidi- 
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rectional communication link, each module has an interface for data exchange consist- 
ing of an independent server and client process. In conjunction hoth processes and 
their counterparts in the opposite module maintain a full duplex connection between 
the image processing and robot navigation module. KHOROS sends the identifier, 
position, and orientation of all recognized dominoes or of a specified domino to 
SAPHIRA while SAPHIRA requests those services by triggering certain actions of the 
image processing system required by the current task. The implemented client/server 
architecture is described in the next subsection. 

More details on the Pioneerl robot and SAPHIRA can be found e.g. in [8], [9], 
and under http://www.activmedia.com/robots/. For information about KHOROS look 
at http://www.khoral.com. 

2.2 Module Interface 

In this section the interface for data exchange between single modules of the system is 
described in more detail because it is essential to the synchronization of the different 
modules (and development environments respectively). 

The implementation of the client/server block varies between both modules 
according to different task scheduling mechanisms. Under KHOROS, running on a 
standard UNIX workstation, they can be build up in a normal fashion leaving the task 
of the parallel execution of both processes to the operating system. However, the 
SAPHIRA environment has its own task scheduling strategy under special consider- 
ation of real-time execution aspects, which has to be applied here to implement a com- 
pliant client/server block. To show how the module interface is integrated into the 
SAPHIRA environment some important aspects of the mechanisms provided are pre- 
sented here (for the complete manual see [10]). 

The SAPHIRA architecture comes with a synchronous, interrupt-driven OS. Each 
so-called micro-task is implemented as a finite-state machine (FSM) and registered 
with the OS. The SAHIRA OS cycles through all registered FSMs every 100 ms and 
performs a single step (state transition) in each of them. This mechanism guarantees 
full synchronization between all FSMs since the whole system state is being updated 
before a certain FSM, which may depend on the state of other FSMs, is being exe- 
cuted. On the other hand, the 100 ms timeslot for a complete cycle requires a relatively 
short execution time of the code associated with a certain state of an FSM. Naturally, 
this depends on the number of FSMs running simultaneously and on the speed of the 
host machine SAPHIRA is running on. 

Considering the above mentioned criterions our server and client micro-tasks had 
to be mapped to finite-state machines. The FSMs for both tasks are shown in Fig. 3. 
The number of states a complete server or client cycle is divided into has been heuristi- 
cally determined. The messages exchanged between an assigned KHOROS client / 
SAPHIRA server or SAPHIRA client / KHOROS server pair respectively base on a 
proprietary protocol. It includes requests for certain actions to be performed by the 
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opposite module and the transmission of domino coordinates (for details about the pro- 
tocol format see section 2.3). 

After initialization most of the time the server and client FSMs are waiting for 
some event triggering a working cycle. In case of the server a client connection request 
(client_request == true) causes the server to collect and interpret a client message. The 
client FSM is waked up by an external event (trigger == true) which is generated by 
the robot navigation module. 



(a) Server FSM 



(b) Client FSM 




import data to transmit 



Fig. 3. (a) The SAPHIRA server FSM creates a socket and binds it to the hostname in Internet 
domain name space. When a client requests a connection the server reads and processes its 
message, retrieves the hostname the client has connected from, and exports the transmitted data 
and the retrieved hostname, (b) The SAPHIRA client FSM is activated by an external event 
generated by the robot navigation module. It imports data provided by this module, creates a 
message, and sends these data to the KHOROS server using the already retrieved hostname 



Another welcome feature arising from the client/server concept is the possibility 
to run the modules on different hosts and let them communicate over the network. 
Thus, there is no need to run the time-consuming image processing module on the 
same host as the robot control. The latter requires the retrieval of the host name the 
vision module is running on by the SAPHIRA server FSM because the image process- 
ing shall not be restricted to a certain host. However, the SAPHIRA module controls 
the robot over a serial line and therefore has to run on the same machine the robot is 
connected to. The remaining problem was to enable the image acquisition over the net- 
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work since the frame grabber itself is installed in a selected host. The problem was 
solved by another client/server combination where only the server process is allowed 
to access the frame grabber hardware and on demand delivers images to the client 
which can be started on any host. 

2.3 Message Protocol 

Messages exchanged between servers and clients conform to a simple proprietary pro- 
tocol. Basically, a message is a string of arbitrary length containing all necessary infor- 
mation to perform a certain step within a superior task. Such a string is divided into 
several sections. Each section is marked by a special tag which carries the information 
about the type of data in the corresponding section (see section 5 for a short overview 
about naming conventions and space representations used by SAPHIRA). Currently, 
four tags are supported which contain information about 

• the type of artifacts (e.g. point, line, wall, corridor etc.), 

• the action to be performed (e.g. moving to a target, verifying the current posi- 
tion), 

• the primary target’s coordinates, 

• and additional coordinates (for other artifacts than the primary target). 

The type-of-artifact tag specifies a so-called artifact which is used by SAPHIRA 
to represent the properties of certain objects in the perceptual space of the robot, 
including coordinates and orientation. Each domino can be represented uniquely by 
the ordinary 2D coordinates of its center of gravity, its orientation and an identifier. 
Thus, there is no need to use more complex artifact types than points. However, it may 
be useful for other applications to exploit the special attributes of more complex arti- 
fact types, so this is the reason why the tag was introduced. 

The action tag specifies the type of service a client can request from the server 
when it needs support to successfully solve a task step. For example, the navigation 
module running within the SAPHIRA environment needs to verify the robot’s exact 
position before picking up a domino (see section 3). Therefore, it sends an appropriate 
action request to the KHOROS vision module including the target’s current position 
and orientation which are not known exactly due to errors introduced by robot motion. 
This enables the vision module to direct its gaze to the domino and determine its exact 
position in the robot’s local perceptual space. After sending back this coordinates the 
robot is able to update its internal map before gripping the domino. 

The primary-target tag selects the artifact for the specified action. All artifacts 
currently known by the robot are labelled with unique numerical IDs and logically the 
data area following this tag contains the ID of the target. For example, if the robot 
receives an action command like „GotoDomino“, the primary target field contains the 
identifier of this domino. 
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The additional-coordinates tag allows the transmission of other artifact coordi- 
nates. At present it is used in the first step of the perception action cycle (see section 3) 
by the KHOROS vision module to transmit the coordinates of all detected dominoes to 
the SAPHIRA navigation module, which now can initialize or update its internal map 
properly. 

3 Processing Scheme 

Goal of the robot domino game is to deposit the pieces close together in such a way 
that adjacent halves of two dominoes possess the same digit. To facilitate the naviga- 
tion the robot has to arrange the dominoes in form of a chain. Several iterations of a 
perception action cycle have to be executed to collect all dominoes. 

The perception action cycle starts with a visual exploration of the frontal half- 
field of the robot’s environment. Dominoes are found and identified (described in the 
following section) and the first domino which fits to the defined beginning of the dom- 
ino chain is selected. Subsequently, the robot drives to a position, which we named vir- 
tual point, 50 cm in front of this domino. The virtual point depends on the orientation 
of the selected domino and on the half of the domino which has to fit the end of the 
chain (see Fig. 4). 



selected domino with virtual point: 

virtual point 




50 cm 




end of the chain: 




Fig. 4. The robot verifies its position from a virtual point 50 cm in front of the domino which has 
to be manipulated. The virtual point depends on the orientation of the selected domino and on 
the half of the domino which has to fit the end of the chain 



If the robot has reached the virtual point the perception unit verifies the position 
of the domino. We decided not to drive directly to the domino because of possible 
position errors (differences between external and internal coordinates) caused by gear- 
box play, wheel imbalance, and slippage. The distance between the virtual point and 
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the goal of the desired manipulation was heuristically determined. The distance has to 
be large enough to correct the position error calculated from the visual verification and 
short enough that a new position error on the way to the target coordinates will remain 
small. If the internal coordinates are adapted to the real-world the robot grips the dom- 
ino, drives to a virtual point in front of the chain, again verifies its actual position, 
deposits the domino, drives back to its initial position, and finally verifies its position. 
Subsequently, the next cycle starts with the selection of the new target domino which 
fits to the chain of already deposited dominoes (compare to Fig. 5). 

During the phases of perception the robot stands still while it is blind during the 
phases of navigation. 




Fig. 5. The perception action cycle starts with the search for the dominoes and their 
identification, both performed solely by the vision system (perception and pan-tilt action). 
Subsequently, the robot selects a domino which fits to the chain of already deposited dominoes, 
drives to a virtual point in front of this domino (robot action) and verifies its position (perception 
and pan-tilt action). The robot grips the selected piece and drives to a virtual point in front of the 
chain of dominoes (robot action). When the robot has reached this point it again verifies its 
position (perception and pan-tilt action), deposits the domino, and drives to its initial position 
(robot action). Consequently, the robot verifies its position from the initial position and selects 
the next domino whereby a new perception action cycle begins 



4 Visual Search and Identification of the Dominoes 

The search strategy for the detection of dominoes can be characterized as systematic 
because the robot possesses only little a priori knowledge about the positions of the 
dominoes. We only assume the dominoes to be in front of the initial position of the 
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robot in a pan range of -90° to 90°. Furthermore, the robot expects the dominoes to be 
no more than 2 m away from its starting position. Otherwise, it would not be able to 
detect the domino points because of the small elevation of the camera. With these 
assumptions we determined a fixed tilt angle of -20° and a pan interval of 30° resulting 
in 7 pan angles. By a 48° wide field of view we obtain an overlap between consecutive 
images. 

In the first iteration loop possible domino points are detected by applying the 
described systematic search (see Fig. 6). The images are smoothed and segmented 
where segments unlikely to represent domino points are eliminated. The centers of 
gravity of the remaining segments are transformed into a bird-eye view and separated 
into clusters by introducing a distance measure. This can easily be done since the max- 
imum possible distance between points belonging to one domino is well-known in the 
new translation-invariant coordinate system (see Fig. 7). Nevertheless, one cluster may 
contain more than one domino if the dominoes lie close together. 

Subsequently, the clusters are foveated (the fixed tilt angle is cancelled now). If 
all points in the currently foveated cluster are related to numbers of dominoes (details 
can be found in the subsections) the foveation of the next point cluster follows. Other- 
wise, the robot iteratively bisects the distance to the cluster until the configuration of 
points is identified. If all clusters are analyzed the collection of the dominoes starts. 




Fig. 6. Identification of the dominoes: All point clusters in the frontal half-field of the robot’s 
initial position are detected in a systematic search. In a following foveation of these clusters all 
dominoes are identified by template matching. If the identification fails the robot successively 
bisects the distance to the cluster until all dominoes are recognized 
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cluster 2 






cluster 1 

C' • + 




Fig. 7. The domino points detected in the systematic search are separated into clusters and 
successively foveated {the crosses mark the fixation points). After the projection of the domino 
points into a hird-eye view the clustering is simply done by supplying a distance measure d(P,P’) 
to each pair of points P, P’ and comparing those measures with where denotes the 
maximum over all distances between two arbitrary points of a template (half of a domino) 



The following subsections deal with details of the recognition process. 

4.1 Detection of the Domino Points 

In the course of the domino game images are analyzed in three different defined states 
requested by the navigation module: 

• during the systematic search for point clusters from the initial position 

• if a point cluster is foveated from the initial position or from following shorter 
distances 

• during the verification of the actual position from a virtual point 

Each state starts with a request for a gray-level image which is supplied by a 
frame grabber and smoothed in KHOROS to reduce noise and disturbances resulting 
mainly from reflections of the radio waves. Subsequently, the smoothed images are 
segmented based on gradient images. The gradient images are obtained from a Alter 
operation with horizontally and vertically oriented Sobel kernels. The segmentation is 
a region growing procedure with a static threshold synchronously performed on both 
gradient images. After segmentation those segments are removed which are too small 
or large to represent domino points. The remaining segments are smoothed during sev- 
eral dilation cycles. Moreover, geometrical properties like size, center of gravity, orien- 
tation, and compactness are calculated and updated for each segment during the region 
growing and merging process respectively. 
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Goal of the segmentation is the detection of the domino points and not the pieces 
themselves. The reason for that is the nearly constant contrast between the points and 
the pieces which is used to determine the threshold of the region growing procedure. 
Whereas, the contrast between the pieces and their surroundings varies strongly 
depending on the kind of floor and (because of the 3D characteristic of the dominoes) 
on the direction of the illumination. 

The segmentation process is not faultless. Some domino points are not detected 
while other disturbing segments arise. Consequently, a test is required to separate the 
desired domino points from other segments. We use the compactness and the orienta- 
tion of the segments as the relevant criteria. For the domino points we assume a com- 
pactness near two (ellipse) and a horizontal alignment. The orientation is calculated 
from a principal component analysis (PCA). The segmentation procedure and the PCA 
are borrowed from the attention and gaze control mechanisms of NAVIS, a more gen- 
eral active vision system (see [13], [14]). The segments which does not fulfill the 
above criteria are removed from the segmentation image. 

4.2 Transformation of the Domino Points’ Coordinates 

After the segmentation procedure the domino points’ centers of gravity are available in 
sensor-centered coordinates. Such a variant representation of the domino points is not 
suited for a template matching which is the easiest way to recognize the digits of dom- 
ino points, a limited number of well-known point configurations. Additionally, we 
need the position of the dominoes in the egocentric coordinate system of the robot to 
perform the desired manipulations. The first step towards a transformation of the dom- 
ino points’ centers of gravity into a robot-centered coordinate system (bird-eye view) 
is the measurement of the geometry of the vision system. The fundamental parameters 
of the vision system’s geometry are depicted in fig. 8. OC denotes the origin of the 
camera-centered coordinate system, O denotes the origin of the robot-centered coordi- 
nate system (LPS, see section 5). The transformation between both coordinate systems 
depends on the distances a, b, c, and s as well as the pan and tilt angles h and v respec- 
tively. 

The current pan and tilt angles are maintained by the gaze control and directly 
available in the image processing module. The projection properties of the camera 
were experimentally investigated with several test images. The deduced camera 
parameters were again experimentally validated. A comparison between known coor- 
dinates of a dot raster and those coordinates which were calculated from the deter- 
mined camera parameters show a relative position error of 1.5 %. 
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Fig. 8. (a) The fundamental parameters of the vision system’s geometry: OC denotes the origin 
of the camera-centered coordinate system while O denotes the origin of the robot-centered 
coordinate system. The transformation between both coordinate systems depends on the 
distances a, b, c, and i as well as the pan and tilt angles h and v. (b) The projection properties of 
the camera were experimentally investigated with several test images 

4.3 Template Matching 

After the transformation of the domino points (strictly speaking, their centers of grav- 
ity) into a robot-centered coordinate system the domino digits have to be extracted 
from the point clusters. Each domino digit is represented by a reference model with 
ideal point distances. The foveated point clusters are searched with all admitted tern- 
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plates, the digits 1 to 6. In contrast to the real domino rules digit 0 is omitted because it 
can not be detected by the selected segmentation strategy. 

The coordinate transformation described in the preceding section yields a size- 
invariant but orientation- variant representation of the domino points. Therefore, the 
template matching has to be conducted for several discrete angles. This results in a 
rotation of the template around the extreme points of the point clusters (see hg. 9c). A 
tolerance radius r permits small position errors resulting from the coordinate transfor- 
mation or the discrete rotation angles (hg. 9d). 

Each identihed digit is represented by its center of gravity. The calculation of the 
centers of gravity is necessary to determine the two digits (halves) belonging to the 
same domino. The criterion for the integration of two domino halves is their known 
distance. 



(a) 



detected domino points 



(b) 



template for domino digit 5 
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domino digit 5 is detected 
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template matching 





Fig. 9. The coordinate transformation of the domino points into a bird-eye view leads to a size- 
invariant but orientation-variant representation. Therefore, the template matching results in a 
rotation of the template around the extreme points of the point clusters (top-right). A tolerance 
radius r permits small position errors resulting from the coordinate transformation or the discrete 
rotation angles (bottom) 



The identihcation of the domino digits is not faultless as well. Main problems are 
missing points of a domino digit caused by segmentation errors and misclassihcations 
produced by unfavorable arrangements of the dominoes (a digit may possess more 
than one neighboring digit in a distance pointing to a unity of the digits). Most of these 
problems can be solved by a comparison of the supposed dominoes with a knowledge 
base (see hg. 10a). Currently, each domino is unique and the absolute number of dom- 
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inoes is very small. Further investigations with a larger set of dominoes will be done in 
the future. However, this requires a more sophisticated implementation of the knowl- 
edge base. Nevertheless, we believe that the vision system is able to cope with larger 
quantities of dominoes because in our experiments we have observed only a small 
influence of the knowledge base on the recognition results. 

After the adaptation of the supposed dominoes to the knowledge base the domi- 
noes’ orientations and centers of gravity, which are necessary for the navigation of the 
robot, are calculated from the centers of gravity of the corresponding domino halves. 
The orientation of the dominoes is defined in a coordinate system in compliance with 
the global and local map of the robot (see fig. 10b). Therefore, no further coordinate 
transformations are necessary in the robot navigation module. 




Fig. 10. (a) We use a small set of five dominoes in our experiments. Each piece has two 
neighbors so that the knowledge base can be depicted as a ring structure, (b) The orientation of 
the dominoes is defined in a coordinate system which corresponds with the internal 
representations used in the robot environment 



5 Robot Navigation 

The active part of the domino game is performed by the Pioneerl robot. Since its 
exploration of the real-world depends at present solely on information from the image 
processing system, the interface between the image processing and the robot control 
and navigation module must be capable of carrying out all required information and 
passing over different requests depending on the current situation. 

5.1 SAPHIRA Terminology and Mechanisms 

SAPHIRA provides an abstract representation of the robots actual state called the state 
reflector. It contains information about various state variables like translational and 
rotational speed and position, motor stall detection, sonar readings, and control struc- 
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tures to directly command robot motions. The state reflector allows a user routine to 
easily access appropriate control variables and the SAPHIRA communication routines 
will send the proper commands to the robot. 

There are different schemes for motion control under SAPHIRA. The simpler one 
uses direct motion control to turn or move the robot to a certain location, to set speed 
parameters, etc. The second method enables more complex motion control by facilitat- 
ing the implementation of behaviors. They base on fuzzy control rules, provide addi- 
tional state variables like priorities or activity levels which enable their interaction with 
other behaviors, and have a certain goal. To coordinate more complex activities 
SAPHIRA provides a control language named Colbert which allows to schedule action 
sequences of the robot. Activity schemes build up from activities are executed as micro- 
tasks after passing the Colhert interpreter. They are able to spawn child activities and 
behaviors and coordinate actions among concurrently running activities. 

SAPHIRA maintains two major representations of space: a fixed global one for 
larger perspectives called the Global Map Space (GMS) and an egocentric coordinate 
system centered on the robot denoted as Local Perceptual Space (LPS). The GMS 
offers the possibility to add representations of certain objects found in the environ- 
ment. Structures in the GMS are called artifacts. There exist many types of artifacts for 
the representation of different real-world objects, e.g. point, line, or wall artifacts. For 
the representation of dominoes the point artifact is sufficient since its implementation 
provides predefined variables for the spatial coordinates, an orientation, and an identi- 
fier. Thus, the domino representation chosen in the image processing module can 
directly be used to create or change a point artifact in the GMS. After adding an arti- 
fact to the GMS it also exists in the LPS and is automatically registered by SAPHIRA 
with respect to the robot’s movement obtained from motion sensing. The robot uses 
dead-reckoning to permanently update its position. Thus, the errors arising during the 
movement of the robot let the accuracy of the robot’s global position decay continu- 
ously. On the other hand, gripping a domino or depositing it at the right place at the 
end of a chain requires rather accurate position information. Therefore, it is necessary 
to align the robot with stationary artifacts representing real-world objects. This pro- 
cess, called registration, is used to update the robot’s location in an internal map to 
compensate for position errors. Since sensory input from the environment is provided 
only by the vision system there must exist a close link between both modules. 

5.2 Domino Activity Scheme 

As shown in Fig. 5, a whole perception action cycle starts with the activation of the 
vision module. Its first task is to determine the location and orientation of all dominoes 
in its environment. Since the camera is mounted ontop of the robot and the relationship 
between the camera- and robot-centered coordinate system is well-known the transfor- 
mation from camera to robot coordinates of all detected dominoes is performed by the 
vision system. After contacting the Saphira Server FSM and transmitting all domino 
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coordinates they can directly be used to create initial point artifacts in the robot’s GMS 
(which appear also in the LPS). In detail, the first contact of the server instantiates a 
superior activity scheme which is responsible for the execution of further robot actions 
controlled by activities, behaviors, and direct motion control. 

By using the coordinates and orientation of the specified targef domino the robot 
computes the virtual point in front this domino and creates an additional point artifact 
which serves only as a temporary target for the predefined GoToPos behavior. Once 
the behavior has achieved its goal by reaching the virtual point, the corresponding arti- 
fact is removed and the robot requests a control view from the vision system. The mes- 
sage sent to it includes the positional parameters of the target domino to enable the 
vision module shifting its gaze directly to the selected target. We assume here that the 
accumulated position error at this time is not as great as it causes the object to lie out- 
side the field of view after pointing the camera towards the transmitted coordinates. As 
soon as the feedback from the vision system arrives, the robot updates its position by 
registration from the artifact associated with the target domino and starts gripping it by 
first opening the gripper, moving to the target position by direct motion control, and 
finally closing fhe gripper. 

Afterwards the robot moves to the appropriate position in front of the already 
formed chain by applying the same method described above. After the mandatory con- 
trol view it deposits the domino at the end of the chain and returns to its initial position 
where the cycle starts again. 

6 Results and Conclusion 

The domino scenario was developed as a case study for an active vision system. 
Despite the fact that many algorithms could be borrowed from the already existent 
(and more general) active vision system NAVIS, several algorithms had to be modified 
for playing domino. Main limitations arise from the small elevation of the camera 
since this reduces the maximum distance by which domino points are detectable to 2 
m. Hence, the space for navigation is small which influences also the number of 
allowed dominoes. What we have learned from the domino scenario is that foveation 
of possibly interesting regions is essential to recognition. By establishing the foveation 
of point clusters between the systematic search and the template matching we could 
increase the recognition rate dramatically. 

Figure 1 1 shows results from major steps during the visual part of the perception 
action cycles: The domino points are detected by a systematic search and a subsequent 
foveation of point clusters. Afterwards their centers of gravity are back-projected into 
a robot-centered coordinate system. The domino digits are identified in the resulting 
reference frame by template matching with regard to a knowledge base. 
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Fig. 11. (a) Clusters of domino points are detected by a systematic search within the frontal half- 
field of the robot, (b) Subsequently, the point clusters are foveated to facilitate the recognition of 
the dominoes, (c) The domino points are segmented and fd) their centers of gravity are back- 
projected into a bird-eye view, (e) A template matching performed in this new coordinate system 
results in a list of identified dominoes transmitted to the navigation module 



Figure 12 shows the main window of the SAPHIRA environment after the map 
has been initialized with the domino coordinates as detected by the vision module. It 
depicts the scene in hg. 1 1 from the robot’s point of view. 









Playing Domino: A Case Study for an Active Vision System 



409 




Fig. 12. The SAPHIRA main window: The left side contains status information like the current 
position and battery power. The symbol in the middle of the workspace area represents the robot 
while the small circles around belong to point artifacts in its LPS corresponding with dominoes 



Some snapshots from the domino scenario are shown in fig. 13. The robot fove- 
ates on point clusters detected through a systematic search, identifies the dominoes, 
collects them in the right order, and deposits them in form of a chain. Several control 
views (in front of the target domino or the chain of dominoes) are necessary during the 
successive perception action cycles to verify the position of the robot. A demonstration 
of the closed domino scenario was presented on the Hannover Messe 1998. 

Presently we are working on the integration of a blob detector into the vision 
module to speed up the detection of domino points and on route planning to avoid col- 
lisions with not-selected dominoes. Furthermore, it is desirable to have a more flexible 
knowledge base which is able to maintain an arbitrary set of dominoes. 
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Fig. 13. : (a) The robot performs the systematic search for all dominoes from its initial position, 
fb) The robot has reached the virtual point in front of the target domino and verifies its position, 
(c) The robot has reached the virtual point in front of the already deposited chain of dominoes 
and verifies its position once more, (d) The robot deposits the current target domino 
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Abstract. Tracking in 3D with an active vision system depends on the 
performance of both motor control and vision algorithms. Tracking is 
performed based on different visual behaviors, namely smooth pursuit 
and vergence control. A major issue in a system performing tracking is 
its robustness to partial occlusion of the target as well as its robustness 
to sudden changes of target trajectory. Another important issue is the 
reconstruction of the 3D trajectory of the target. These issues can only 
be dealt with if the performance of the algorithms is evaluated. The 
evaluation of such performances enable the identihcation of the limits and 
weaknesses in the system behavior. In this paper we describe the results 
of the analysis of a binocular tracking system. To perform the evaluation 
a control framework was used both for the vision algorithms and for the 
servo-mechanical system. Due to the geometry changes in an active vision 
system, the problem of defining and generating system reference inputs 
has specific features. In this paper we analyze this problem, proposing 
and justifying a methodology for the definition and generation of such 
reference inputs. As a result several algorithms were improved and the 
global performance of the system was also enhanced. This paper proposes 
a methodology for such an analysis (and resulting enhancements) based 
on techniques from control theory. 



1 Introduction 

Tracking of moving 3D targets using vision can be performed either with passive 
or active systems. Active systems facilitate tracking and the reconstruction of 
3D trajectories if specific geometric configurations of the system are used PI2|. 
In the case of active systems robust 3D tracking depends on issues related both 
to vision processing and controipE!- Robustness of a specific visual behavior is a 
function of the performance of vision and control algorithms as well as the over- 
all architecture . The evaluation of the global performance of both vision and 
control aspects should be done within a common framework. For example, when 
dealing with the problem of uncertainties and coping with varying environments 
(which are difficult or impossible to model) one can, in principle, choose to use 
more complex vision algorithms and/or more robust control algorithms. Good 
decisions and choices can only be made if all the aspects can be characterized 
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in a common framework Improvements in performance as well as the identi- 
fication of less robust elements in the system strongly benefit from a common 
approach [ 7 |. 

Many aspects related to visual servoing and tracking have been studied and 
several systems demonstrated One of these aspects is the issue of system 
dynamics. The study of system dynamics is essential to enable performance 
optimization mm- Other aspects are related to stability and the system laten- 
cies [12I13| . In 1121 Corke shows that dynamic modeling and control design are 
very important for the improved performance of visual closed- loop systems. One 
of his main conclusions is that a feedforward type of control strategy is neces- 
sary to achieve high-performance visual servoing. Nonlinear aspects of system 
dynamics have also been addressed [1 4p 1 5) . In Kelly discusses the nonli- 
near aspects of system dynamics and proves that the overall closed loop system 
composed by the full nonlinear robot dynamics and the controller is Lyapunov 
stable. In US] Hong models the dynamics of a two-axis camera gimbal and also 
proves that a model reference adaptive controller is Lyapunov stable. In uni 
Rizzi and Koditschek describe a system that takes into account the dynamical 
model of the target motion. They propose a novel triangulating state estimator 
and prove the convergence of the estimator. In P7ll8j the control performance 
of the Yorick head platform is also presented. They pay careful attention to the 
problem of dealing with image processing inherent delays and in particular with 
variable delays. Problems associated with overcoming system latencies are also 
discussed in 1 1 !II21)j . Optimality in visual servoing was studied by Rivlin in m- 
Recently, in the GRASP laboratory, the performance of an active vision system 
has also been studied m- 




Fig. 1. The MDOF binocular system 
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2 Control of the MDOF Binocular Tracking System 

In most cases visual servoing systems are analyzed as servo systems that use 
vision as a sensor IZM. Therefore the binocular tracking system should be 
considered as a servomechanism whose reference inputs are the target coordi- 
nates in space and whose outputs are the motor velocities and/or positions. 
However in the case of this system, and as a result of both its mechanical com- 
plexity and its goal (tracking of targets with unknown dynamics), we decided to 
relate the system outputs with the data measured from the images. Thus this 
system can be considered as a regulator whose goal is to keep the target in a 
certain position in the image (usually its center). As a result of this framework 
target motion is dealt with as a perturbation. If the perturbation affects the 
target position and/or velocity in the image it has to be compensated for. 



2.1 Monocular Smooth Pursuit 




Fig. 2. Monocular smooth pursuit block diagram. The dotted box encloses the analog 
components of the structure. Block N{i{k)) represents a non-linear function. Vxf{k) is 
the command sent to the motor, obtained by filtering u{k), the sum of the estimated 
velocity with the position error multiplied by a gain K .Vxindik) is the velocity induced 
in image by camera motion 



Each camera joint has two independent rotational degrees of freedom: pan 
and tilt. Even though pure rotation can not be guaranteed we model these de- 
grees of freedom as purely rotational. A schematic for one of the these degrees of 
freedom is depicted in Fig|2|(both degrees of freedom are similar and decoupled). 
Notice that 2 inputs and 2 outputs are considered. Both position and velocity of 
the target in the image are to be controlled or regulated. Even though the two 
quantities are closely related, this formal distinction allows for a better evalua- 
tion of some aspects such as non-linearities and limitations in performance. 
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( i[k) = Vxt{k) - Vxind{k) 

{ N{i{k)) = 1 ^ *(fc) ^ 0 (1) 

[ N{i{k)) = 0 4= i{k) = 0 

Considering that the motion computed in the image is caused by target 
motion and by camera motion, the computation of the target velocity requires 
that the effects of egomotion are compensated for. The egomotion is estimated 
based on the encoder readings and on the inverse kinematics. Once egomotion 
velocity {Vxind{k)) is compensated for, target velocity in the image plane is 
computed based on an affine model of optical flow. Target position is estimated 
as the average location of the set of points with non-zero optical flow in two 
consecutive frames (after egomotion having been compensated for). This way 
what is actually computed is the center of motion instead of target position. 
The estimated value will be zero whenever the object stops, for it is computed 
by using function N{i{k)) (equation OJ) . 

2.2 Vergence Block Diagram 

In this binocular system, pan and tilt control align the Cyclopean Z (forward- 
looking) axis with the target. Vergence control adjusts both camera positions 
so that both target images are projected in the corresponding image centers. 
Retinal flow disparity is used to achieve vergence control. Vergence angles for 
both cameras are equal and angular vergence velocity is computed in equation El 
where Avxf is the horizontal retinal motion disparity and / the focal length. sa 

dt 2f ^ ’ 

A schematic for vergence control is depicted in Fig0 Horizontal target mo- 
tion disparity is regulated by controlling the vergence angle. 

Both in smooth pursuit and vergence control, target motion acts as a per- 
turbation that has to be compensated for. To study and characterize system 
regulation/control performance usual control test signals must be applied. Two 
problems have to be considered: 

— The accurate generation of perturbation signals; 

— The generation of perturbation signals functionally defined, such as steps, 

ramps, parabolas and sinusoids; 



3 Reference Trajectories Generation Using Synthetic 
Images 

To characterize the system ability to compensate for the perturbations due to 
target motion, specific signals have to be generated. Instead of using real targets, 
we decided to use synthetic images so that the mathematical functions corre- 
sponding to reference trajectories could be accurately generated. These images 
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Fig. 3. Vergence block diagram. Egomotion is estimated for each camera. After that 
target velocities in both left and right images are computed using differential flow. Esti- 
mated horizontal disparity (Avxf) is obtained by filtering the difference of measured 
velocities in both images 



are then used as inputs in the binocular active vision system. Given a predefined 
motion, captured frames will depend, not only on the target position, but also on 
the camera orientation. Due to the change on the system geometry as a result of 
its operation, images have to be generated on line to take into account the spe- 
cific geometry at each time instant. Therefore at each time instant both target 
position and camera orientation have to be known in the same inertial coordinate 
system. The former is calculated using a specific motion model that enables the 
computation of any kind of motion in space. Camera orientation is computed by 
taking into account the motor encoders readings and the inverse kinematics. The 
inertial coordinate system origin is placed at optical center (monocular case) or 
at the origin of the Cyclopean referential (binocular case). 

To accurately describe the desired target motion in space the corresponding 
equations are used. Motion coordinates are converted into inertial cartesian co- 
ordinates by applying the suitable transformation equations^OI- Target coordi- 
nates in the inertial system are converted in camera coordinates. This trans- 
formation depends on motor positions that are known by reading the encoders. 
Perspective projection is assumed for image formation. These computations are 
performed at each frame time instant. 



4 Perturbation Signals. The Reference Trajectories 
Eqnations. 

To characterize control performance, target motion correspondent to a step, a 
ramp, a parabola and a sinusoid should be used to perturb the system. 
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4.1 The Monocular Tracking System 



Reference Trajectories Defined for the Actuators Consider the pertur- 
bation at actuator/motor output. The reference trajectories are studied for both 
a rotary and a linear actuator. 

In the former the actuator is a rotary motor and the camera undergoes a pure 
rotation around the Y (pan) and X (tilt) axis. Consider target motion equations 
defined in spherical coordinates {p,4>,6), where p is the radius or depth, cj) the 
elevation angle and 6 the horizontal angular displacement. The target angular 
position 9{t) at time t is given by one of: 



9{t) 



Const 4= t > 0 
0 4=t = 0 



(3) 



9{t) = w.t (4) 

9{t) = (5) 

9{t) = As\n{u}.t) (6) 

Equations HiEI and 1^ describe a step, a ramp, a parabola and a sinusoid for 
the pan motor. For instance, if the target moves according to equation 21 the 
motor has to rotate with constant angular velocity oj to track the target. These 
definitions can be extended to the tilt motor by making 0 = 0 and varying (f> 
according to equations 0 to 0 

Assume now a linear actuator and camera moving along the X axis. Cartesian 
equations HI to El are the equivalent to spherical equations i to 0 In all cases 
the depth Zi is made constant. 



f Const 4= t > 0 


(7) 


- \0 4=t = 0 


Xi{t) = v.t 


(8) 


x,{t)=^-.e 


(9) 


Xi{t) = Asm{v.t) 


(10) 



Reference Test Signals Defined in Image To relate the system outputs 
with the data measured from the images, control test signals must be generated 
in the image plane. Thus a step (in position) is an abrupt change of target 
position in image. A ramp/parabola (in position) occurs when the 3D target 
motion generates motion with constant velocity/ acceleration in the image plane. 
And a sinusoid is generated whenever the image target position and velocity are 
described by sinusoidal functions of time (with a phase difference of 90 degrees) . 

Assume the camera is static. Target motion described by equations Q to |HI1 
generates the standard control test signals in image. This result is still true if 
camera moves along a linear path. 
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Start 

Position 




Fig. 4. Monocular tracking. Qp(t) is motor angular position and 6{t) the target angular 
position 



^ d9 

w* = /.37- 



1 






dt ' cos'^ {9 — ap) 
1 



dt cos'^{9 — ap) 



d9 



Auji cos {iUi.t) = 



1 



dt cos‘^{9 — ap) 



( 11 ) 

(12) 

(13) 



However MDOF system eye cameras perform rotations. For this situation 
the reference trajectories that generate a perturbation in ramp, parabola and 
sinusoid are derived by solving the differential equations ^3 El and El in order 
to 9{t) (oji, 7 i and A are the desired induced velocity, acceleration and amplitude 
in image plane). | 22 | The difficulty is that the reference trajectories (9(t)) will 
depend on the system reaction to the perturbation (ap(t)). Thus to induce a 
constant velocity in image during operation, target angular velocity must be 
computed at each frame time instant in function of the the tracking error. 

Consider the case of perfect tracking. The tracking error will be null and 
ap(t) — 9(t). With this assumption the solutions of differential equations El to 
El are given by equations El to El (making w = ^ and 7 = ^)- These are the 
reference trajectories that we use to characterize the system. While is true that, 
for instance, trajectory of eqEl (the ramp) only induces a constant velocity in 
image if tracking error is null (small velocity variation will occur otherwise), 
the test signal becomes independent of the system reaction and the generated 
perturbation allows the evaluation of system ability to recover from tracking 
errors. 



4.2 The Vergence Control System 

Taking into account the considerations of last section, the reference trajectories 
for vergence control characterization of the binocular system depicted in Fig. El 
are presented. 

2 / 6 . 

dt 



(14) 
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Fig. 5. Top view of binocular system. The distance between the cameras is 2b and 
symmetric vergence is assumed. p{t) is the target Z coordinate. 



2/6 cPp 4fb ,dp 2 

p2^b^-^+P- (p2 + ^2)2-(^) 



(15) 



2/6.^ + Aw cos(wt).p'^ = —Awcos(wt).b^ (16) 

at 

Assume perfect tracking. The target motion equation p{t) that generates a mo- 
tion corresponding to a ramp in image target position (constant velocity dispa- 
rity v) is determined solving equation m For a parabola (constant acceleration 
disparity a) equation EH must be solved. In the case of a sinusoidal stimulus, 
the relevant target motion equation p{t) can be computed by solving equa- 
tion E] pZ| Test signals obtained solving diferential equations and El are 




time (s) 




Fig. 6. Left: Ramp perturbation. Target motion to generate a constant disparity of 1 pi- 
xel/frame (p(0) = 5(m)). Right: Sinnsoidal Perturbation. Target motion that generates 
a sinusoidal velocity disparity in images(A = 2(pixel), w = 2(rad/s) and p(0) = l(m)) 



depicted in FigEl Notice that to induce a constant velocity disparity in ima- 
ges the 3D target velocity increases with depth. This is due to the perspective 
projection. 
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5 System Response to Motion 

In this section we analyze the system ability to compensate for perturbations 
due to target motion. As demonstrated spherical/circular target motion must be 
used to generate the standard control test signals. Pan and tilt control algorithms 
are identical except for some parameter values. Because that we only consider 
the pan axis. 




Fig. 7 . Left: Regulation performance. Target position (- -) and velocity (-) in image. 
Right: Servo-mechanical performance. Target angular position (.), motor position (- -) 
and velocity (-) 



Step Response A step in position is applied to the system. Fig. |3 shows the 
evolution of the target position (Aj) in the image. An overshoot of about 10% 
occurs. The regulation is done with a steady state error of about 1.5 pixels. These 
observations are in agreement with the observed positional servo-mechanical 
performance. This is a typical second order step response of a type 0 system. 
In experiments done with smaller amplitude steps the system fully compensates 
for target motion. In these situations the regulation error is 0 and we have 
a type 1 system. The type of response depends on the step amplitude which 
clearly indicates a non-linear behavior. One of the main reasons for the non- 
linear behavior is the way position feedback is performed. After compensating for 
egomotion, target position is estimated as the average location of the set of points 
with non-zero optical flow in two consecutive frames. Thus the center of motion 
is calculated instead of the target position. If the target stops, any displacement 
detected in the image is due camera motion. In that case target velocity (I4t(fc)) 
is equal to induced velocity {Vxind(k)) and the position estimate Cx will be 0. 
Therefore target position would only be estimated at the step transition time 
instant. Only with egomotion as a pure rotation would this occur. In practice 
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sampling and misalignment errors between the rotation axis and the center of 
projection introduce small errors. 

A step in position corresponds to an impulse perturbation in velocity. Fig 0 
shows the ability of the system to cancel the perturbation. Note that only the 
first peak velocity is due to real target motion. 




Fig. 8. LeftiRegulation performance. Target position (- -) and velocity (-) in the image. 
Right: Kalman hltering. Kalman input u{k) (.) and output Vxf{k){~) 



Ramp Response Fig0 exhibits the ramp response for a velocity of 10 deg/s 
(1.5 pixel/frame). The target moves about 6 pixels off the center of image before 
the system starts to compensate for it. It clearly presents an initial inertia where 
the action of the Kalman filter plays a major role. The Kalman filtering limits 
the effect of measurement errors and allows smooth motion without oscillations. 

Considering the motor performance we have a type 1 position response to 
a ramp and a second order type 1 velocity response to a step. The position 
measurement error 

e{k) = Xt{k) - Cx{k) (17) 

will be directly proportional to the speed of motion. 

The algorithm for velocity estimation using optical flow only performs well 
for small velocities (up to 2 pixels/frame). For higher speeds of motion the flow 
is clearly underestimated. This represents a severe limitation that is partially 
compensated for by the proportional position error component on the motor 
commands. Experiments were performed that enabled us to conclude that the 
system only follows motions with constant velocities of up to 20 deg / s. 



Parabola Response The perturbation is generated by a target moving aro- 
und the camera with a constant angular acceleration of 5 deg / and an initial 
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Fig. 9. Left: Regulation performance. Target position (- -) and velocity (-) on image). 
Right: Velocity estimation. Target velocity (.) and flow (-) 



velocity of 1 deg / s. When the velocity increases beyond certain values flow unde- 
restimation bounds the global performance of the system. The system becomes 
unable to follow the object and compensate for its velocity. As a consequence 
the object image is increasingly off center of the image and the error in position 
increases. 




Fig. 10. Left: Regulation Performance-Target position(- -) and velocity (-) in the 
image. Right: Servo-mechanical performance in position. Motor position (- -) and ve- 
locity (-). Target position (:) and velocity (.) 



Sinusoidal Response System reaction to a sinusoidal perturbation of angular 
velocity 2radj s is studied. Fig. 1171 shows target position Xt and velocity Vx in 
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the image. Non-linear distortions, mainly caused by velocity underestimation, 
can be observed. Notice the phase lag and the gain in position motor response 
in Fig. El 



6 Motor Performance and Its Implication in Global 
System Behavior 



During system response analysis non-linear behaviors were observed. Despite 
that, linear approximations can be considered for certain ranges of operation. 
Therefore we have estimated the transfer functions of some of the sub-systems 
depicted in Fig. Qusing system identification techniques. 1201 . 






(18) 



Equation CHI gives the obtained motor transfer function. M{z) relates the com- 
puted velocity command {Vxf{k)) in pixel / sec, with motor angular position in 
degrees. The pole in 2 = 1 is due to the integration needed for velocity-position 
conversion. A pure delay of 3 frames (120ms) was observed. There is a consi- 




Fig. 11. Motor input and output for a ramp perturbation of 1.5pixel/frame (lOdeg/s). 
Velocity command sent to DCX board controler (-) and motor velocity measured by 
reading the encoders (-). Sampling period of 40ms (each frame time instant) 



derable inertia from motor input to output (see Fig M 1 |l . Such a delay certainly 
interferes with global system performance. In the MDOF robot head actuation 
is done using DC motors with harmonic drive controlled by Precision Microcon- 
trol DCX boards. The implemented control loop is depicted in Fig El Motor 
position is controlled using a classic closed-loop configuration with a digital PID 
controller running at IKHz. For velocity control the reference inputs (in posi- 
tion) are computed by a profile generator. This device integrates the velocity 
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Motor 




Fig. 12. Motor control loop. A PID is used to control motor position. The sampling 
frequency in the closed-loop is IKHz. A profile generator allows to control the motor 
in velocity 



commands sent by the user process. Acceleration and deacceleration values can 
be configured to assure more or less smoothness in velocity changes. Due to the 
fact that each board controls up to six axis, the user process can only read the 
encoders and send commands for 6ms time intervals. 




Fig. 13. Left: Step response for the velocity controlled motor. The velocity command 
(-) and the motor velocity output for a sampling interval of 6ms (-) and 40ms (:). 
Right: Motor response to sudden changes in velocity. The velocity command (-) and 
the motor velocity response measured for a sampling interval of 6ms (-). In both figures, 
the dashes along zero axis mark the frame time instants (40ms) 



1 

Va[kT] = — Va{t).dt (19) 

^ J{k-1)T 

As shown in FigO at each frame time instant (40ms), the velocity command 
Vxf\k] is sent to motor and camera position is read at the encoders. These rea- 
dings are used to estimate motor velocity. Assuming that Va (t) is the continuous 
time motor velocity, the measured value Va[kT] will be given by equation El 
where T is the sampling period. Therefore, at each sampling instant, we are 
estimating the average velocity along the period instead of the velocity at that 
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instant. FigCni shows the same step response measured for two different sam- 
pling rates, we can therefore conclude that T = 40ms is too large to correctly 
estimate instantaneous velocity. We can also conclude that the delay of 3 frames 
as well as the ripple observed in Figtm results from different sampling rates. As 
a matter of fact such delay as well as ripple do not occur. 

Notice that the delay observed in transfer function M{z) is correct (velocity 
input and position output). It means that the motor takes about 3 frame time 
instants to get to the same position that it would reach in 1 frame time instant 
for an ideal velocity response, from the standpoint of position regulation this 
value is important. It interferes with the tracking steady state error. However, 
to achieve high performance visual tracking the system must perform velocity 
regulation. The rise time of motor velocity response is the crucial parameter to 
achieve responsive behaviors. 

The DCX board turns a position controlled axis in a velocity controlled axis 
using an additional integrator (the profile generator) . The PID of the inner posi- 
tion loop must be “tight” in order to minimize the position error and guarantee 
small velocity rise times. Fig OI exhibits the motor response for successive velo- 
city commands. The rise time is about 1 frame time instant. The overshoot is not 
constant (non-linear behavior) and the global performance decreases for abrupt 
changes in input. So, during operation, abrupt changes in velocity commands 
must be avoided to maximize motor performance. A decrease in processing time 




Fig. 14. Response for a ramp perturbation of 1.5pixel/frame (10deg/s).Left: Regula- 
tion performance. Processing time of 38ms (-) and 8ms(-). Right: Velocity command 
sent to DCX board controller (-) and motor velocity measured by reading the encoders 
(-). In both figures the sampling interval is 40ms 



from 38ms to 9ms was achieved by improving the used hardware ( processor up- 
grade). The effects in global performance can be observed in FigOI In the first 
implementation, the frame was captured and the actuating command was sent 
just before the following frame grabbing. Considering a rise time of 1 frame time 
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instant, the motor only reached the velocity reference 80ms after the capture of 
the corresponding frame. By decreasing the image processing time the reaction 
delay is reduced to almost half the value and the system becomes more respon- 
sive. When the second frame is grabbed, the camera is approximately moving 
with the target velocity estimated in the previous iteration. 



7 Improvements in the Visual Processing 

The characterization of the active vision system allows the identification of se- 
veral aspects that limit the global performance. In this section improvements in 
visual processing are discussed as a way to overcome some of the problems. 



7.1 Target Position Estimation in Image 



The input velocity sent to the motor is obtained by filtering the sum of the 
estimated target velocity with the estimated target position multiplied by a 
gain Kfegiiation I21)y . This is a simple control law that will probably be changed 
in future developments. However, the position component is always fundamental 
to keep the position regulation error small and to reduce the effects of occasional 
velocity misprediction. 



u{k) = Vx{k) + K.Cx{k) 

= Cx[k — \\+ Vxind[k\ 



( 20 ) 

( 21 ) 



Some problems in position estimation, that interfere with global system perfor- 
mance, were detected. The center of motion is estimated only when the target 
induces motion in image. When no target motion is detected (after egomotion 




Fig. 15. Response for a ramp perturbation of 1.5pixel/frame (lOdeg/s). Left: Po- 
sition estimation using the original method. Target position (:) and target position 
estimation(-). Right: Position estimation using the improved method. Target position 
(:) and target position estimation (-) 
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compensation) it can be assumed that the target did not move. Thus the new 
position estimate should be equal to the previous estimate compensated for the 
induced velocity due to camera motionleauation 1211 ) . Another problem is that 
the center of motion is computed instead of the target position. The position 
estimate is computed as the average location of the set of points with non-zero 
optical flow in two consecutive frames. If this set is restricted to the points of the 
last grabbed frame that have non-zero brightness partial derivatives with respect 
to X and V, the average location will be near the target position. The impro- 
vements in position estimation can be observed in FigEl The improvements on 




Fig. 16. Response for a ramp perturbation of 1.5pixel/frame (lOdeg/s). Left: Regu- 
lation performance. Original (-) and improved (-) position estimation method. Right: 
Regulation performance. Improved position estimation method for a K=0.2 (:), 0.3 (-) 
and 0.4 (-) 



global system performance can be observed in FigEl The selected value for the 
gain K was 0.3. This value decreases the time of reaction and the position error 
without leading to oscillatory behaviors. 



7.2 Target Velocity Estimation in Image 

To estimate target velocity in image, the brightness gradient {gradi{Ix, ly, It) 
is calculated in all pixels of the grabbed frame. Considering the flow constraint 
and assuming that all points in image move with the same velocity, the velocity 
vector (u, v) is estimated using a least squares method. 

Ix-U + + .ft = 0 (22) 

The flow constraint E21 is true for a continuous brightness function. However our 
brightness function I{x^y,t) is discrete in time and space. Aliasing problems in 
partial derivatives computation can compromise a correct velocity estimation. 
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When the target image moves very slowly high spatial resolution is needed in or- 
der to correctly compute the derivatives Ix and ly and estimate the velocity. On 
the other hand, if the the target image moves fast, there are high frequencies in 
time and It must be computed for small sampling periods. However the sampling 
frequency is limited to 25Hz. One solution to estimate high target velocities is 
to decrease the spatial resolution. The drawback of this approach is that high 
frequencies are lost, and small target movements will no longer be detected. We 
tried two methods to increase the range of target velocities in image that the 
systems is able to estimate. 



Method 1 Consider that the image is grabbed by the system with half resolu- 
tion. Computation of flow with a 2x2 mask would allow the estimation of velo- 
cities up to 4 pixels/frame. Notice that an estimated velocity of 2 pixels/frame 
corresponds to a velocity of 4 pixels/frame in the original image. Thus, by lowe- 
ring image resolution, the system is able to compute higher target displacements 
using the same flow algorithm. Lower resolution frames can be obtained by sub- 
sampling original images after a low-pass Altering. 

This method starts by building a pyramid of images with different resolutions. 
For now only two levels are considered: the lower with a 64x64 image, and the 
higher with a 32x32 resolution. Flow is simultaneously computed in both levels 
using the same 2x2 mask. Theoretically, velocities below the 2 pixel/frame are 
well estimated in the low pyramid level (Viow)- Higher displacements (between 
2 to 4 pixels/frame) are better evaluated at the higher pyramid level {Vhigh)- 
At each frame time instant the algorithm must decide which estimated velocity 
{Viow or Vhigh) is nearest to real target velocity in image. 

N 

Y,{I> + Il-v + Il)^ = 0 ( 23 ) 

Consider N data points where brightness gradient is evaluated. The velocity 
(u, v) is computed as the vector that minimizes the quadratic error of ESI Most 
of times the “fitting” is not perfect and each data point has a residue associated 
with it. The mean residue of the N points can be used as a measurement of the 
estimation process performance. Our algorithm chooses the velocity estimation 
with the smaller mean residue. 



Method 2 As in method 1 a similar two-level pyramid is computed. The flow 
is computed at the high level using a 2x2 mask. The result of this operation 
{Vhigh) controls the size of the mask that is used to estimate target velocity in 
the 64x64 level {Viow)- The mask can have the size of 2,3 or 4 pixels depending 
on the value of Vhigh at each time instant. Notice that in this approach the final 
velocity is always given by Viow The decision is not about which level has the 
best velocity estimation, but about changing the mask size for flow computation 
in the low level frame. 
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The law that controls mask size is based on intervals between predefined 
threshold values. To each interval corresponds a certain mask size that it is 
chosen if the value of Vhigh belongs to that interval. For a two level pyramid two 
threshold values are needed. The threshold values are determined experimentally. 




Fig. 17 . Response for a sinusoidal perturbation. Right: Velocity estimation using me- 
thod 1. Left: Velocity estimation using method 2. The target velocity in image (-) and 
the estimated value(-). Both methods perform a correct estimation of velocity 



Experimental Results The original implementation is unable to estimate velo- 
cities above 2pixel/frame (see Fi d I ?SII . With the new methods the system becomes 
able to estimate velocities up to 4pixel/frame. 

The improvements in system performance can be observed in Fi d I !SI In both 
methods the range of estimated velocities can be increased by using more levels 
in the pyramid. In method 2 the choice of the threshold values is critical for 
a good performance. Method 2 has the advantage of decoupling the velocity 
estimation in X and Y. For instance, consider that target velocity in the image 
is very high in X direction (horizontal) and small in Y direction (vertical). With 
method 1 it is not possible to have a good velocity estimate in both directions. 
If Vhigh is chosen then vertical velocity estimation will be affected by a great 
error; if Vow is chosen the horizontal velocity will be underestimated. Method 2 
deals with this case by computing the flow in the 64x64 image with a rectangular 
mask 2x4. 

8 Summary and Conclusions 

In this paper we address the problem of improving the performance of tracking 
performed by a binocular active vision system. In order to enable the evaluation 
of the robustness of both vision and control algorithms in a common framework, 
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Fig. 18. Response for a sinusoidal pertnrbation. Left:Velocity estimation nsing the 
original method. The target velocity in image (-) and the estimated value(-). The 
systems only estimates velocities up to 2pixel/frame. Right: Regulation Performance. 
The target position in image for the original method (.), method l(-) and method 2(-) 



we decided to use a methodology inspired by control techniques. The different 
subsystems were characterized by their responses to test inputs. Due to the spe- 
cific features of an active vision system several questions related to the definition 
of system reference inputs had to be addressed. As a result we propose and justify 
a methodology for the definition and generation of such reference inputs. 

System identification of some modules of the system, including the visual 
processing routines (which required their linearization), was also done. The re- 
sults enabled us to identify elements that should be improved. Specifically, in 
this paper, we described the improvements in the visual processing algorithms. 
These improvements enable the system to track targets in a much larger range 
of depths. 
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Abstract. The present contribution presents a novel stand-alone sur- 
veillance system based on detection and tracking of moving objects using 
GMOS imagers. The system fuses the acquisition and processing task, 
so that a flexible, low-cost, and highly efficient image processing system 
for home and industrial applications can be realised. The surveillance 
system consists of a CMOS camera mounted on a multi-functional mo- 
dule (MfM) using a PCMCIA 10 Mbit Ethernet card. The acquired ima- 
ges can be transmitted directly via Internet protocol to the requesting 
workstations. The surveillance camera system is capable of suppressing 
extraneous illumination effects caused for example by day light variati- 
ons. The detection of moving objects in the image sequence is carried 
out using a novel adaptive image processing algorithm. The required pa- 
rameters are adapted automatically to the observed scene. The apparent 
shapes of independently moving objects are extracted with high accu- 
racy even for objects that are stationary for certain time periods. The 
approach also takes into account slowly changing illuminations, and does 
not detect them as moving objects. It works very well with severely image 
sequences corrupted by noise. The presented simulation results highlight 
the performance of the proposed method using synthetic and real video 
data. 



1 Introduction 

The main aim of a surveillance system is to detect scene changes by evalua- 
ting apparent shapes of moving objects in an image sequence regardless of their 
speed, direction, or texture. This task can be solved using a great variety of 
image processing methods. Image sequence processing is, in general, computa- 
tionally exhaustive due to high data volume typical for 2-D signal processing. 
For real-time applications most of the known methods require special hardware 
and complex software which prevent them from being used in low cost surveil- 
lance systems. In our contribution we propose a novel method, which exhibits a 
high performance at low cost. 
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In the past detection of scene changes has been usually considered regarding 
either only the algorithmic or the sensory part. In contrast with this we will 
consider both parts of a surveillance system in order to obtain an efficient solu- 
tion. In Section 2, we will discuss the sensory part. We present some advantages 
of the CMOS imager used in our camera system and will discuss this in more 
details. In Section 3, we describe the surveillance system consisting of the CMOS 
camera. The algorithmic part is described in Section 4. Several approaches to 
detection of scene changes are presented and compared with our method. After- 
ward we present some simulation results that verify the superior performance of 
the proposed method and give a short summary. 



2 CMOS Camera 

The mainstream technology for image sensors is based on the principle of charge- 
coupled devices called CCDs. At present this technology is the best for high- 
quality image sensors for video applications. But there are some limitations to 
the use of CCD technology in vision applications which will be discussed in the 
following. The major drawbacks are the relatively high costs of these imagers 
and the lack of possibility to include readout circuitry and control logic on the 
CCD imager chip. 

An alternative for the CCDs are image sensors based on CMOS technology. 
As an example we want to demonstrate our camera which contains a 128 x 128 
pixel photosensor array chip based on standard CMOS technology which will be 
used in the proposed surveillance system. The chip also contains readout elec- 
tronics and control logic. The CMOS image sensor used provides a high dynamic 
range, which is necessary to cope with large illumination variations which, for 
instance, occur in automotive applications cni. The variation of the average illu- 
mination level in outdoor scenes is extremely high: it can vary from very bright 
light on sunny days (>10 klx) to poor illumination at night (<100 mix). Moreo- 
ver, the illumination level can also vary within a single image. To characterize 
the maximal intensity variation in an image which can be processed, we define 
a so called dynamic range which is the ratio created by the maximum and mi- 
nimum intensities. The dynamic range of CCD imagers is usually below 80 dB, 
which is too low for many applications. In addition, CCD photosensors show two 
more serious problems connected with high illumination variations in a scene. 
Vertical columns under and above the pixels exposed to high intensity irradiance 
may appear white owing to the illumination of these columns during the transfer 
of the photocharges. This phenomenon is called smearing. The second pheno- 
menon is called blooming. Blooming results in an enlargement of the region of 
saturated pixels. The charges generated under a saturated pixel will be detected 
by the neighbours until also these pixels saturate. The result is an enlargement 
of the saturated region of pixels. In extreme situations the entire image is sa- 
turated. Modern commercial CCDs with an anti-blooming-function can reduce 
the blooming effect, but not eliminate it. Moreover, the photoresponsivity of the 
CCD imagers is somewhat reduced due to these measures. Another problem of 
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CCD based imagers is their limited temperature range: the maximum opera- 
ting temperature is below 60° C. The effect of the temperature is an increase in 
dark current, which doubles every 8°C. Especially in poor illuminated scenes, 
the dark current, which is added to the photocurrent, can be seen as a random 
temperature dependent pattern which is superimposed to the image. Due to the 
variation of the dark current from pixel to pixel, it cannot be distinguished from 
the photo signal. In the following we sumarize a few advantages to the use of 
CMOS technology ^D|. 

— One significant advantage is the possibility to integrate on-chip readout and 
control. Intelligent vision algorithms can be implemented to perform low- 
level vision tasks uni. 

— At present CCDs are still superior for high-quality imaging, like scientific 
applications. But for vision and consumer applications, the image quality of 
CMOS sensors is satisfactory. 

— The power consumption of CMOS image sensors is low. 

— CMOS imagers have a high optical dynamic range and a high maximum 
operating temperature. 

— CMOS sensors offer flexibility in the pixel design. The pixel can be optimised 
for high-dynamic range, image quality, and responsivity. Besides, a truly 
random addressable pixel is only possible in CMOS technology. 

The CMOS photosensor array used in our camera provides a logarithmic pixel 
readout and random pixel access. The array was designed to implement a fast 
2-D CMOS imager which exhibits 3 dB pixel cut-off frequency of 1 MHz, 0 dB 
pixel frequency well above 3 MHz, and an optical dynamic range of 140 dB with 
a signal-to-noise ratio of 56 dB. The 128 x 128 pixel imager has been integrated 
in a standard 1 fim double-metal CMOS process. A hexagonal structure has 
been used to provide a good circular symmetry p]. 




Fig. 1. Acquisition unit of the CMOS camera. 
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Fig. 2. Active surveillance camera system with the near-infrared LED array and the 
optical filter. 



3 Surveillance System 

The surveillance system consists of the CMOS camera mounted on a multi- 
functional module (MfM) using a PCMCIA interface card. This system includes 
an Ethernet interface that enables transmission of image sequences directly via 
Internet protocol to the requesting workstations. The multi-functional module 
used in our system consists of a Motorola 68332 /rC with 1 MByte RAM and 
works on the real-time operation system VxWorks. The system offers the ability 
to program the read-out algorithm for the CMOS photosensor array in C or 
C-I-+. Between the MfM and the CMOS camera an Ethernet connection has 
been realised using a common PCMCIA 10 Mbit Ethernet card. The system 
holds its own IP-address and can be connected immediately to the Internet or 
a LAN H3IEI. A photograph of the acquisition unit of the CMOS camera is 
depicted in Fig. Q 

The optical part of the system has a viewing angle of 150° in an 1/3’ image 
plane. The maximum frame rate of 10 frames/sec is limited by the ^C. The 
achieved frame rate is sufficient for surveillance applications. The MfM has the 
task to capture the images and send them to the requesting station. It is also 
capable to process directly the images, which significantly reduces the amount 
of data needed to be transmitted for one image. 

Beside the passive imaging the surveillance camera contains an array of near 
infrared light-emitting diodes (LEDs) (wavelength A ~ 950 nm) for active scene 
illumination and an optical filter which attenuates light with wavelengths be- 
low 850 nm by about more than 90% and enables reduction of the effect of 
extrinsic light sources. In this way the camera system is capable to suppress 
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a) b) c) 

Fig. 3. a) Image without infra-red light, b) image with active scene illumination, and 
c) IR image. 



extraneous illumination effects caused for example by day light variations and 
other disturbing artefacts like shadows. The active scene illumination is manda- 
tory when using the surveillance system in outdoor applications. A photograph 
of the surveillance system with the near-infrared LED array and the optical filter 
is depicted in Fig. El The so-called IR image, which results from the computing 
of the absolute difference of an image without and an image with active IR light, 
exhibits several benefits. By computing the IR images the system is capable to 
grab images including all objects illuminated by the IR light and independently 
of other light sources. Another advantage is the reduction of fixed-pattern-noise 
(FPN) caused by spatial nonuniformities of the CMOS photosensor array which 
can be clearly seen in Fig. 0 Therefore, no FPN correction is necessary. 

4 Detection and Tracking of Moving Objects 

The processing of image sequences has a broad spectrum of important applicati- 
ons including target tracking, robot navigation, cloud tracking, dynamic monito- 
ring of industrial processes, highway traffic monitoring, and vehicle guidance 0. 
Detection and tracking of moving objects in image sequences is a substantial 
prerequisite for the analysis of a scene. The first step in detection and tracking 
of objects towards a description of an environment is to separate the foreground 
from the background or to detect motion. The objective is to detect the apparent 
shapes regardless of their speed, direction, or texture m. 

The changes in an image sequence derive from three main causes. The first 
cause is called global motion or camera motion. Even if there is no object motion 
in the scene, the motion of the camera can induce a global motion in the captured 
scene. The second one can be caused by the intrinsic motions of the objects in the 
scene. These local motions usually do not affect the entire image. The third cause 
can be the variation of illumination caused by the lighting conditions changes 
while capturing the scene by the camera. In this contribution we assume that 
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the images are taken by a stationary surveillance camera system with fixed 
focal length. Using this assumption, the changes in the captured images will 
be assumed to originate from the intrinsic motion of the objects and/or the 
variations of illumination. 

Considering the fact that image sequence processing involves a large amount 
of data, the algorithms used in image processing are usually computationally ex- 
haustive, especially for real-time applications. In order to realize low-cost stand- 
alone surveillance systems based on image processing a special care must be 
taken in order to keep costs down. A typical case of highly complex image pro- 
cessing hardware is represented by motion detection algorithms which are based 
on computing the 2-D motion field or optical flow For real-time appli- 

cations those methods require special highly expensive hardware which prevent 
them from being used in low cost surveillance applications. Also, optical flow 
methods must be used with care, since they are associated with the spatiotem- 
poral variations of intensity. The 2-D motion held is the projection on the 2-D 
image plane of the 3-D motion scene. Ideally the optical flow will correspond to 
the 2-D motion held, but this will seldom be so. 

In this contribution we present a novel algorithm which is able to detect in- 
dependently moving objects and to indicate their instantaneous positions as well 
as apparent shapes with high accuracy, even for temporarily stationary objects. 
The approach is robust against temporal variations of the background illumina- 
tion, and does not detect it as a moving object. It works also very well on noisy 
image sequences, as it will be shown in the simulation results. All algorithms 
for object detection which will be investigated in this contribution belong to 
the class of reference image methods. A reference image b{x,y,t), designated as 
background, will be compared with the actual input image g{x, y, t) to compute 
the binary mask image v{x^ y, t) which indicates the membership of each pixel 
in the image to one of the two classes, namely back- or foreground. The indices 
for horizontal, vertical, and temporal directions will be a;,?/, and t, respectively. 
Before introducing the proposed algorithm, we will discuss several algorithms 
known from the open literature. 

4.1 Difference Method 

The simplest traditional approach to the detection of moving objects is the so- 
called difference method which is based on computing the absolute difference of 
consecutive frames by forming 



and applying a suitably chosen constant threshold A to this absolute difference 
in order to generate the binary mask I'i^x, y, t) 



s{x, y, t) = \g{x, y, t) - b{x, y, t) \ 

= \g{x,y,t) - g{x,y,t- 1)1 



( 1 ) 

( 2 ) 




( 3 ) 
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This method is thus relying on the assumption that the variation of illumination 
is normally slow when compared to the intensity variations caused by moving ob- 
jects and that the fast variations in the spatiotemporal intensity are due to local 
motions. A major drawback of this approach is that slowly moving or stationary 
objects cannot be detected as foreground. This is similar to the approaches ba- 
sed on computing the optical flow. Hence, the difference method produces an 
ambiguous mask image. The mask image may contain changes due to the object 
uncovering background, changes due to the object covering up background, and 
changes due to the object movement. 

4.2 RTL-Filter Method 

The ambiguity mentioned above can be avoided by estimating the true backgro- 
und image by using a recursive temporal lowpass filter (called RTL-filter) 

b{x,y,t) = ag{x,y,t) + {1 - a)b{x,y,t - 1) , 0<a<l, (4) 

where a denotes the filter coefficient which controls the speed of the background 
image adaption to the changes of the input image. A recursive temporal filter 
(i.e. Infinite Impulse Response Filter) has the advantage that, in general, frame 
storage are quite relaxed. Furthermore, the control of a recursive temporal filter 
is rather simple. For a = 1 the RTL-filter method yields the difference method. 
Thus the difference method is just a special case of the RTL-filter method. 
Another advantageous characteristic of this type of filter is that uncorrelated 
noise is suppressed. 

The choice of a is critical for determining the performance of the algorithm. 
When considering the temporal direction of the 3-D image cube or image se- 
quence two situations can be distinguished. First, in an inactive part of the se- 
quence the temporal signals are stationary in wide sense and highly correlated. 
Second, in an active part of the sequence moving objects are passing, making the 
temporal signal highly nonstationary. Moving objects introduce intensity tran- 
sitions or temporal edges. As nonstationarities in temporal signals are often due 
to object motion, a background extraction is achieved using a simply temporal 
lowpass filtering which removes temporal impulses and edges. A drawback of 
this approach is that objects exhibiting stop-and-go motion are adapted to the 
background which yields again ambiguities of the mask images. This dilemma 
can be avoided using the following approaches. 

4.3 Kalman Method 

The presented techniques for updating the background use only the limited amo- 
unt of gray value difference to consider the illumination changes. In the following 
an algorithm is presented where the process of grey value changes in a backgro- 
und image is described as a signal processing system for each pixel. Equation 
o can be rewritten as 



b{x, y, t) = b{x, y,t-l) + a {g{x, y, t) - b{x, y,t-l)) . 



( 5 ) 
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In the framework of Kalman-filter theory this equation can be interpreted 
as a recursive estimation of the background. The input image sequence can be 
regarded as a background image sequence contaminated by statistical noise and 
the moving objects. The estimation includes all system information about the 
past without storing all measured values. The system is controlled by a Kalman- 
Filter in order to adapt quickly to the illumination changes in the background, 
and to perform a slow adaption inside the regions including the moving objects. 
The new prediction is calculated by combining a prediction term which is gi- 
ven by the previous estimate and a correction term given by the measurement 
deviation. 

In many applications where the illumination changes sensibly this first order 
recursion is not appropriate. Therefore, a dynamic model of the background is 
used that employs a state vector to improve the background estimation proce- 
dure. We will give a brief description of the Kalman-Filter method proposed 
in [Z|- The estimation at time t is 

f g{x,y,t)\ ^ 

\g{x,y,t)J \g{x,y,t)J 

+ G(a;, y, t) y, t) - H{x, y, t) ^ , 

where the system state at time t is represented by y(x, y, t) corresponding to the 
estimated background intensity, g{x,y,t) is the time rate of change of the esti- 
mated background intensity, G(x, y, t) is the Kalman gain matrix, and H(x, y, t) 
is the so-called measurement matrix. The predictive part is computed as 

( g{x, y, ^ X { t /yN 

\g{x,y,t)J \g{x,y,t-l)J ’ 

where the constant system matrix is given by 

which represents the background dynamics. The measurement matrix, which 
expresses the linear relationship between state variables and measurements, is 
also constant, namely 

H=(10) . (9) 

The Kalman gain is computed using 

G(x, y, t) = {k{x, y, t) k{x, y, t)) , (10) 

where k{x,y,t) is set to 

k{x,y,t) = kav{x,y,t-l) + kp{l- v{x,y,t-l)) , 0<fco,,fc^<l. (11) 

ka and kp are the fore- and background gains, respectively. These parameters 
determine the adaptive properties of the background extraction process. 
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Fig. 4. Flowchart of the ARTL-filter method. 
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4.4 ARTL-Filter Method 

The algorithms presented so far have the drawback that the required parameters 
are not adapted automatically to the observed scene. The parameters have to 
be set manually, which is not very useful for stand-alone surveillance systems. 
The performance of the algorithms is, for instance, essentially dependent on the 
choice of the threshold separating the foreground from the background. In most 
cases a fixed threshold is used, which yields unsatisfactory results. Furthermore, 
the filter gains are constant which is a bad trade. 

We propose a novel method which adapts the required parameters automa- 
tically to the observed scene. The method is based on the use of a recursive 
temporal lowpass filter, as discussed above, but it employs an adaptive filter 
gain ■j{x,y,t). This depends on the location x^y and the time t 

Kx,y,t)='y{x,y,t)g{x,y,t) + {l-'y{x,y,t))b{x,y,t-l) . (12) 

We shall call the proposed filter adaptive recursive temporal lowpass filter abbre- 
vieted as ARTL-filter. The flowchart of the method employing the ARTL-filter 
is depicted in Fig. El The filter gain is computed as 

{ 9f3v^{x,yf-l) if (5(x,?/,f) > A(t - 1) , 

ga{5{x,yf)){l-Vm{x,yf-l)) (13) 

+ gpv^{x,y,t- 1) else . 

Vm{x,y,t) is the filtered binary mask. The elimination of small regions that 
have not changed within changed regions and vice versa is performed using a 
3x3 Median-filter. Alternatively a morphological operator can be used instead. 
5{x,y,t) is the absolute difference of actual input image g{x,y,t) and previous 
estimated background image b{x,y,t — 1) which is defined as 

5{x,yf) = \g{x,yf)-b{x,y,t-l)\ . (14) 

9a{5{x,y,t)) and gp are the back- and foreground gain, respectively. The 
background gain depends on the absolute difference of the actual input image and 
the previous computed background image. The higher the absolute difference, 
the lower may be the background gain, assuming that the gray value changing in 
the background image is slow. The look-up table used for the background gain 
is depicted in Fig. O The foreground gain is constant and has to be sufficiently 
low. It allows the control over the foreground adaption. In our contribution we 
use a foreground gain of 0.001. A foreground gain too high would adapt objects 
exhibiting stop-and-go motion completely to the background. 

\{t) is the adaptively computed threshold adjusted to the absolute difference 
image Sm(x, y, t). In an ideal case the histogram of the gray levels of Sm(x, y, t) is 
bimodal. In this case, a threshold can be chosen as the gray level that corresponds 
to the valley of the histogram uni. In our situations the gray level histogram 
is not bimodal, as it is shown for an example in Fig. El Therefore, an optimal 
threshold is computed using the discriminant analysis HH. The threshold selec- 
tion method is nonparametric and unsupervised. In this method, the threshold 
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Fig. 5. Look-up table for the background gain. 



operation is regarded as a separating of the pixels of the image Sm{x,y,t) into 
two classes C/ and Cb, namely the fore- and background, at gray level t. The 
optimal threshold topt is determined by maximizing the following discriminant 
criterion measure, namely 

^(0 = ^ , ( 15 ) 

(T fj^ 

where and erf. are the between-class and the total variance, respectively. The 
procedure utilizes only the zeroth- and the first-order cumulative moments of 
the gray level histogram of Sm{x,y,t). To ensure a stabile thresholding we set 
upper and lower ranges for the final threshold X(t) to 



{ ^min 
^max 
^opt (f ) 

In this contribution we used tmin = 15 and tmax = 50. 
When taken the absolute difference s{x,y,t) 

s{x,y,t) = \b{x,y,t) - g{x,y,t)\ 




else . 



(16) 



(17) 



the borders between the subregions appear as cracks in the output mask. To 
avoid these cracks, the absolute values of the difference images are lowpass fil- 
tered. We have used a 5 x 5 Median- filter. However, other lowpass filters could 
be employed too. The lowpass filtering fills the cracks and makes the mask ho- 
mogenous. It also suppresses uncorrelated noise in the difference image. 





Surveillance System Based on Detection and Tracking of Moving Objects 443 





Fig. 6. Gray level histogram of the absolute difference image Sm{x,y,t) of the indoor 
sequence in Fig. 11 1 1 ('frame 55). 



5 Simulation Results and Discussion 



To evaluate the performance of the presented algorithms, we have used an ar- 
tificial image sequence of 128 frames each exhibiting a size of 128 x 128 pixels 
consisting of natural textures that are moving at different velocities and acce- 
lerations as shown in Fig. 0 The sequence has been degraded using simulated 
additive white Gaussian noise up to a signal-to-noise ratio of 15 dB. The degra- 
dation model we are using here is given by 



g{x,y,t) = f{x,y,t) + n{x,y,t) , 



(18) 



where f{x, y, t) and g{x, y, t) denote the original and degraded artificial image se- 
quence, respectively, and n{x, y, t) is the simulated independent, spatio-temporal- 
ly additive Gaussian noise term. The expression used for calculation the SNR is 
given by 



SNR = lOlogio 



■^127 y^127 

127 y^127 y^127 
L-^y—0 2-^x—O 



if{x,y,t) -g{x,y,t)f ) 



(dB) . 



(19) 



The algorithms were tested under Khoros/UNIX jSj. The simulation results are 
tabulated in Tableland shown in Figs. 0 and El 

The results clearly indicate the superior performance of the ARTL-filter al- 
gorithm proposed in this work. In comparison to the conventional algorithms, 
the severe noise is not detected as foreground. Also, the generated object masks 
do not vary significantly if the object speed is subject to changes, and the ob- 
ject shapes are homogenous. Finally the troublesome ambiguity of the generated 
masks is completely avoided. In contrast to the difference method, the RTL-filter 
method, and the Kalman method the ARTL-filter method does not adapt ob- 
jects moving at stop-and-go to the background. This is a necessary requirement 
for a surveillance system. 
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Fig. 7 . 1) Frames 30, 60, 90, and 120 of the artificial image sequence. 2) Frames 30, 
60, 90, 120 of the degraded artificial image sequence (SNR = 15 dB). 



The proposed system can be for instance used for human body tracking 
systems, as the examples in Fig. [10 demonstrate. Here a person walks in the 
front of a wardrobe from the right to the left side. The whole sequence consists 
of 50 frames of size 128x 128 pixels. The frame rate is of 5 frames/sec. The ARTL- 
filter method yields the best results. The shape of the moving person is nearly 
independent of slow illumination changes, and the shadow which originates from 
the person is not detected as foreground. As it can be seen in the results, the 
conventional change detection algorithms have the problems due to creation of 
double object boundaries. Besides, illumination changes are often detected as 
foreground. 

The proposed system can be used for automotive applications as well. For 
instance, an intrusion protection system for the interior compartment protection 
can be realized, which offers significant advantages. Systems based on passive 
infra-red, vision or ultrasonic principles are sensitive to numerous nonidealities 
such as temperature, thermal air flow, traffic noises, and shadows of passing 



Table 1. Simulation results. 





Total sum of foreground errors 


Total sum of background errors 


Difference method 


546,307 


2,317,195 


RTL-Filter method 


945,546 


156,768 


Kalman method 


448,300 


1,763,749 


ARTL-filter method 


227,551 


23,621 







Surveillance System Based on Detection and Tracking of Moving Objects 



445 



Difference method Kalman method 




RTL-filter method 



'20000 



o 15000 



o 10000 

-Q 



background 

foreground 



5000 



25 



50 75 

frame — > 



ARTL-filter method 



'20000 



o 15000 



o 10000 

Eh 

-Q 



5000 



background 

foreground 



100 125 



25 



50 75 

frame — > 



100 125 



Fig. 8. Simulation results. 



vehicles. These events must not activate the alarm Another automotive 
application of the proposed system is an occupancy detection system. It is shown, 
that our system is very effective for protection of car occupants because it allows 
optimization of air bag deployment. Fig. ^^shows the simulation results of a car 
compartment sequence with 170 frames of size 128 x 128 pixel. 



6 Summary 



In our contribution we have presented a surveillance system based on detection 
and tracking of moving objects which employs CMOS imagers and an enhanced 
change detection algorithm. The system fuses the image acquisition and proces- 
sing task and thus enables a flexible image processing system for residential and 
industrial applications at low cost. 
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Fig. 9. Simulation results: 1) Ideal results, 2) difference method (A = 20), 3) Kalman 
method (A = 20, ka = 0.001, kp — 0.01), 4) RTL-filter method (A = 20, a = 0.5), 
and 5) ARTL-filter method. 
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5a) 5b) 5c) 5d) 



Fig. 10. A natural image sequence, a person walking in front of a wardrobe, and the 
simulation results are depicted. 1) Natural image sequence, resulting binary masks 
using 2) the difference method (A = 20), 3) the Kalman method (A = 20, ka = 
0.001, k/j = 0.01), 4) the RTL-filter method (A = 20, a — 0.5), and 5) the ARTL-filter 
method. We show 4 consecutive frames of the test sequence, namely frames 18 to 21. 
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2a) 2b) 2c) 

Fig. 11. Indoor sequence and simulation results using the ARTL-lilter method ( frames 
a) 35, b) 55, and c) 65). 
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Abstract. This paper concerns the exploration of a natural environ- 
ment by a mobile robot equipped with both a video camera and a range 
sensor (stereo or laser range finder); we focus on the interest of such a 
multisensory system to deal with the incremental construction of a global 
model of the environment and with the 3-D localization of the mobile 
robot. The 3-D segmentation of the range data provides a geometrical 
scene description: the regions issued from the segmentation step corre- 
spond either to the ground or to objects emerging from this ground (e.g. 
rocks, vegetations). The 3D boundaries of these regions can be projected 
on the video image, so that each one can be characterized and after- 
wards identihed, by a probabilistic method, to obtain its nature (e.g. 
soil, rocks . . . ); the ground region can be over-segmented, adding visual 
information, such as the texture. During the robot motions, a slow and 
a fast processes are simultaneously executed; in the modelling process 
(currently O.lHz), a global landmark-based model is incrementally built 
and the robot situation can be estimated if some discriminant landmarks 
are selected from the detected objects in the range data; in the tracking 
process (currently IHz), selected landmarks are tracked in the visual 
data. The tracking results are used to simplify the matching between 
landmarks in the modelling process. 



1 Introduction 

This paper deals with perception functions required on an autonomous robot 
which must explore a natural environment without any a priori knowledge. From 
a sequence of range and video images acquired during the motion, the robot must 
incrementally build a model and correct its situation estimate. 

The proposed approach is suitable for environments in which (1) the terrain 
is mostly flat, but can be made by several surfaces with different orientations 
(i.e. different areas with a rather horizontal ground, and slopes to connect these 
areas) and (2) objects (bulges or little depressions) can be distinguished from 
the ground. 

* This research was funded by the PCP program (Colombia -COLCIENCIAS- and 
France -Foreign Office-) 

** This research was funded by CONACyT, Mexico 
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Our previous method dedicated to the exploration of such an environ- 

ment, aimed to build an object-based model, considering only range data. An 
intensive evaluation of this method has shown that the main difficulty comes 
from the matching of objects perceived in multiple views acquired along the ro- 
bot paths. From numerical features extracted from the model of the matched 
objects, the robot localization can be updated (correction of the estimated robot 
situation provided by internal sensors: odometry, compass, ...) and the local mo- 
dels extracted from the different views can be consistently fused in a global one. 
The global model was only a stochastic map in which the robot situation and the 
object features and the associated variance-covariance matrix were represented 
in a same reference frame; the reference frame can be defined for example as the 
first robot situation during the exploration task. Robot localization, fusion of 
matched objects and introduction of newly perceived objects are executed each 
time a local model is built from a newly acquired image m- If some mistakes 
occur in the object matchings, numerical errors are introduced in the global 
model and the robot situation can be lost. 

In this paper, we focus on an improved modelling method, based on a mul- 
tisensory cooperation; in order to make faster and more reliable the matching 
step, both range and visual data are used. Moreover, the global model has now 
several levels, like in Uni: a topological level gives the relationships between the 
different ground surfaces (connectivity graph); the model of each terrain area is 
a stochastic map which gives information only for the objects detected on this 
area: this map gives the position of these objects with respect to a local frame 
linked to the area (first robot situation when this area has been reached). 

In the next section, an overview of our current method is presented. It involves 
a general function which performs the construction of a local model for the 
perceived scene; it will be detailed in section0 The exploration task is executed 
by three different processes, which are detailed in the three following sections: 
the initialization process is executed only at the beginning or after the detection 
of an inconsistency by the modelling process; this last one is a slow loop (from 
0.1 to 0.2 Hz according to the scene complexity and the available computer) 
from the acquisition of range and visual data to the global model updating; the 
tracking process is a fast loop (from 1 to 3 Hz), which require only the acquisition 
of an intensity image. 

Then, several experiments on actual images acquired in lunar-like environ- 
ment, are presented and analized. 



2 The General Approach 

We have described on figureQthe relationships between the main representations 
built by our system, and the different processes which provide or update these 
representations. 

A 3-D segmentation algorithm provides a synthetic description of the scene. 
Elements issued from the segmentation stage are then characterized and after- 
wards identified in order to obtain their nature (e.g. soil, rocks . . . ). 
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Global Model Modelling Process 




Fig. 1. The general approach 



The nature of the elements (objects, ground) in the scene is obtained by com- 
paring an attribute vector (computed from the shape and texture informations 
extracted from sensory data associated with this element) with a database. This 
database is function of the type of the environment. Here, we just have chosen 
2 classes, which correspond to the principal elements in our environment: soil 
and rock. New classes inclusion as rocky soil and ground depressions (holes) are 
currently going on. 

These phases allow us to obtain a local model of the scene. From this model, 
discriminant features can be extracted and pertinent objects for the localization 
tasks are selected as landmarks; according to some criteria which depend on 
higher decisional levels, one of these landmark is chosen as a tracked target; this 
same landmark could also be used as a goal for visual navigation. The tracking 
process exploits only a 2D image sequence in order to track the selected target 
while the robot is going forward. When it is required, the modelling process is 
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executed: a local model of the perceived scene is built; the robot localization 
is performed from matchings between landmarks extracted in this local model, 
and those previously merged in the global model; if the robot situation can be 
updated, the models of these matched landmarks are fused and new ones are 
added to the global model. 

The matching problem of landmark’s representation between different per- 
ceptions is solved by using the result of the tracking process. Moreover, some 
verifications between informations extracted from the 2D and 3D images, al- 
low to check the coherence of the whole modelling results; especially, a tracking 
checker is based on the semantical labels added to the extracted objects by the 
identification function. 

3 Local Scene Modelling 



Local Model Construction 




Fig. 2. The local model construction 



The local model of the perceived scene is required in order to initialize the 
exploration task, and also to deal with the incremental construction of a global 
model of the environment. 

The construction of this local model is performed from the acquisition of a 
3D image by the range sensor, and of a 2D image from the video sensor (see 
figure ED, thanks to the following steps PHI: 

— 3-D segmentation of the 3D image. 
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— Object characterization using the 3D and the 2D data. 

— Object identification by a probabilistic method. 



3.1 The 3-D Segmentation Algorithm 

The main objective of the 3D segmentation step, is to extract the main scene 
components from the current 3D image. Two classes of components are consi- 
dered: the ground and the obstacles. The ground corresponds to the surface on 
which the robot stands. This one is first identified, then the different obstacles 
are separated by a region segmentation of the 3D image. For more details about 
this segmentation algorithm, see |3]. 

To segment the ground, we must search in the scene the wider surface of 
uniform orientation which consequently corresponds to points having equivalent 
normal direction. This is mainly done by calculating a bi-variable histogram H 
which represents the number of points of the 3-D image having a given normal 
orientation, coded in spherical coordinates The figure 0 (a) shows one 

video image; only correlated pixel by the stereovision module are displayed: 
white pixels correspond to occlusion or to distant 3-D points. The figure El(b) 
shows the range image (top view) and the figure O (c) presents the bi- variable 
histogram. 

The predominance of the ground will appear as a peak in this bi-variable 
histogram even if the normals are noisy. This peak corresponds to points having 
normal direction close to the Z-axis of the robot frame; these points are essenti- 
ally on the ground in front of the robot, but some other points can be linked to 
this peak: especially, the ones on the top of the obstacles. These points will be 
eliminated from the ground using the construction of a second histogram 0 . 

Once the ground regions have been extracted in the image, it remains the 
obstacle regions which could require a specific segmentation in order to isolate 
each obstacle. We make the assumption that an obstacle is a connected portion 
of matter emerging from the ground. Differents obstacles are separated by empty 
space which could be identified as depth discontinuities in the 3D image; these 
discontinuities are detected in a depth image, in which for each 3D point of 
the 3D image, the corresponding pixel value encodes the depth with respect to 
the sensor. Thus a classical derivative filter can be applied to obtain maxima of 
gradient corresponding to the depth discontinuities. Classical problems of edge 
closing are solved with a specific filter described in |2j. 

Finally the scene nature is deduced with a criterion based on: 

— number of peaks of H: absence of a significative peak indicates that we 
could not easily differentiate the ground from the objects. 

— width of the peak: if the peak is thin the ground is planar, otherwise the 
ground is very curved. 

— the mean error caused by the approximation of the ground region with a 
given surface (plane or other shapes: paraboloid . . . ): the smaller the error, 
the more even is the ground. 
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Image video 



(a) 



Image 3-D 




(b) 





(c) 

Bi-variable histogram 

Fig. 3. (a) Video image (b) 3-D image (c) Bi-variable histogram 



— mean distance of the 3D points along a common discontinuity line between 
two obstacle regions. If this distance is small the two obstacles are close to 
each other; they are grouped in a cluster, so that the mobile robot cannot 
move between them for example but, could easily perceive together these 
objects in multiple views. 

The object-based representation we present in this paper, is only suitable when 
a peak is detected in the H histogram; in the other situation, a discrete repre- 
sentation (Digital Elevation Map) will be used in order to describe a ground 
region in an uneven terrain (see Cl)- But in the more general situation, due to 
the high resolution of the range sensor close to the robot, our method detects 
only one peak, which corresponds to the ground area on which the robot is cur- 
rently moving; a second peak is detected only when the robot comes near a slope 
discontinuity of the ground. 



3.2 Object Characterization 

Each object of the scene is characterized by an attribute vector: the object 
attributes correspond either to 3D features extracted from the 3D image or to 
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its texture extracted from the 2D image. The 3D features correspond to the 
statistical mean and the standard deviation of the distances from the 3-D points 
of the object, with respect to the plane which approximates the ground area 
from which this object is emerging. 

We want also to associate intensity attributes to an object extracted from the 
3D image; this object creates a 2D region in the intensity image acquired at the 
same time than the 3D one. On our LAMA robot, the 3D image is provided by a 
stereovision algorithm H2!; for the 2D image, two different sensor configurations 
have been considered: 



— either we are only interested by the texture information, and the stereo ima- 
ges have a sufficient resolution. The left stereo image provides the 2D image 
on which the texture information will be computed; the indexes between 
the 3D points and the 2D points are the same, so that the object region 
extracted from the 3D image is directly mapped on the 2D image. 

— or we want to take advantage of a high-resolution camera, or of a color 
camera. In such a case, the 2D image is provided by a specific camera, and 
an calibration procedure must be executed off line, in order to estimate the 
relative position between the 2D and the 3D sensors; the 2D region created 
by an object extracted from the 3D image, is provided by the projection on 
the 2D image of the 3D border line of the object. 

The texture operators are based on the sum and difference histograms, this 
type of texture measure is an alternative to the usual co-occurrence matrices 
used for texture analysis. The sum and difference histograms used conjointly are 
nearly as powerful as co-occurrence matrices for texture discrimination. This 
texture analysis method requires less computation time and less memory requi- 
rements than the conventional spatial grey level dependence method. 

For a given region of a video image I{x, y) G [0, 255], the sum and difference 
histograms are defined as |2n|: 

hs{i) = Card{i = I{x,y) + I{x + Sx, y + Sy)) i G [0, 510] 

^d(j) = Card{j =1 l\x,y) - l\x + 5x,y + 5y) ]) j G [0,255] 

The relative displacement {Sx,Sy) may be equivalently characterized by a di- 
stance in radial units and an angle 6 with respect to the image line orientation: 
this displacement must be chosen so that the computed texture attributes al- 
low to discriminate the interesting classes; for our problem, we have chosen: 
5x = 5y = 1. Sum and difference images can be built so that, for all pixel /(x, y) 
of the input image, we have: 

Is{x,y) = I{x,y) +I{x + 6x,y + 6y) 

Id{x,y) =1 I{x,y) - I{x + 5x,y + 5y) \ 



Furthermore, normalized sum and difference histograms can be computed for 
selected regions of the image, so that: 



Hs{i) 

HdU) 



C ard(i=I s{x ,y)) 
m 

Card(j=Id(x,y)) 



Hs{i) G [0,1] 

HdU) e [0, 1] 



m 
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where m is the number of points belonging to the considered region. 



Texture Feature 


Equation 


Mean 


M = ^Y.PPs(i) 

i 


Variance 


i j 


Energy 


EP^-EPdU) 

T- 3 


Entropy 


- E Ps(i) ■ log Ps(i) - E Pd(j) ■ log Pd{j) 

i 3 


Contrast 


Ef-Pdu) 

3 


Homogeneity 


3 



Table 1. Texture features computed from sum and difference histograms 



These normalized histograms can be interpreted as a probability. Ps{i) = 
Hs{i) is the estimated probability that the sum of the pixels I{x,y) and I{x + 
Sx,y + 6y) will have the value i. And Pd{j) = Hd{j) is the estimated probability 
that the absolute difference of the pixels I{x, y) and I{x + Sx, y + Sy) will have 
value j. 

In this way we obtain a probabilistic characterization of the spatial organiza- 
tion of the image, based on neighborhood analysis. Statistical information can 
be extracted from these histograms. We have used 6 texture features computed 
from the sum and difference histograms, these features are defined in Table 1. 



3.3 Object Identification 

The nature (class) of an object perceived in the scene is obtained by comparing 
its attribute vector (computed from the 3D features and from the texture) with 
a database composed by different classes, issued from a learning step executed 
off line. 

This identification phase allows us to get a probabilistic estimation about 
the object nature. The label associated to an object, will be exploited in order 
to detect possible incoherences at two levels: 

— at first, in the modelling process, a 3D segmentation error will be detected 
if the extracted objects cannot be labelled by the identification function. 

~ then, in the tracking process, the nature of the landmark could be used in 
addition to the partial Hausdorff distance to detect possible tracking errors 
or drifts. 

A Bayesian classification is used in order to estimate the class membership 
for each object. The Bayesian rule is defined as [Q: 
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P{Ci I X) 



p{x I a)p{a) 
EtiP{x\a)p{c,) 



where: 

• P{Ci) is the a priori probability that an object belongs to the class (Q). 

• P{X I Cj) is the class conditional probability that the object attribute is X, 
given that it belongs to class Ci. 

• P{Ci I X) is the a posteriori conditional probability that the object class 
membership is Ci, given that the object attribute is X. 

We have assumed equal a priori probability. In this case the computation of the 
a posteriori probability P{Ci \ X) can be simplified and its value just depend 
on P{X I Q). 

The value of P{X \ Ci) is estimated by using k-nearest neighbor method. 
It consists in computing for each class, the distance from the sample X (corre- 
sponding to the object to identify, whose coordinates are given by the vector of 
3-D information and texture features) to k — th nearest neighbor amongst the 
learned samples. So we have to compute only this distance (in common Euc- 
lidean distance) in order to evaluate P{X \ Ci). Finally the observation X will 
be assigned to the class Ci whose k — th nearest neighbor to X is closest to X 
than for any other training class. 



4 Initialization Phase 

The initialization phase is composed by two main steps; at first, a local model 
is built from the first robot position in the environment; then, by using this 
first local model, a landmark is chosen amongst the objects detected in this first 
scene. This landmark will be used for several functions: 

— it will support the first reference frame linked to the current area explored 
by the robot; so that, the initial robot situation in the environment must be 
easily computed. 

— it will be the first tracked target in the 2D image sequence acquired during 
the next robot motion (tracking process: fast loop); if in the higher level of 
the decisional system, a visual navigation is chosen as a way to define the 
robot motions during the exploration task, this same process will be also in 
charge of generating commands for the mobile robot and for the pan and tilt 
platform on which the cameras are mounted. 

— it will be detected again in the next 3D image acquired in the modelling 
process, so that the robot situation could be easily updated, as this landmark 
supports the reference frame of the explored area. 

Moreover, the first local model allows to initialize the global model which will 
be upgraded by the incremental fusion of the local models built from the next 
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3D acquisitions. Hereafter, the automatic procedure for the landmark selection 
is presented. 

The local model of the first scene (obtained from the 3-D segmentation and 
identification phases) is used to select automatically an appropriated landmark, 
from a utility estimation based on both its nature and shape m- 

Localization based on environment features improves the autonomy of the 
robot. A landmark is defined first as a remarkable object, which should have 
some properties that will be exploited for the robot localization or for the visual 
navigation, for example: 

— Discrimination. A landmark should be easy to differentiate from other 
surrounding objects. 

— Accuracy. A landmark must be accurate enough so that it can allow to 
reduce the uncertainty on the robot situation, because it will be used to deal 
with the robot localization. 

Landmarks in indoor environments correspond to structured scene compo- 
nents, such as walls, corners, doors, etc. In outdoor natural scenes, landmarks 
are less structured: we have proposed several solutions like maxima of curva- 
ture on border lines |S|, maxima of elevation on the terrain El or on extracted 
objects 0. 

In previous work we have defined a landmark as a little bulge, typically a 
natural object emerging from a rather flat ground (e.g. a rock); only the elevation 
peak of such an object has been considered as a numerical attribute useful for 
the localization purpose. A realistic uncertainty model has been proposed for 
these peaks, so that the peak uncertainty is function of the rock sharpness, of 
the sensor noise and of the distance from the robot. 

In a segmented 3D image, a bulge is selected as candidate landmark if: 

1. It is not occluded by another object. If an object is occluded, it will be both 
difficult to find it in the following images and to have a good estimate on its 
top. 

2. Its topmost point is accurate. This is function of the sensor noise, resolution 
and object top shape. 

3. It must be in “ground contact”. 

These criteria are used so that only some objects extracted from an image 
are selected as landmarks. The most accurate one (or the more significative 
landmark cluster in cluttered scenes) is then selected in order to support the 
reference frame of the first explored area. Moreover, a specific landmark must 
be defined as the next tracked target for the tracking process; different criteria, 
coming from higher decisional levels, could be used for this selection, for example: 

— track the sharper or the higher object: it will be easier to detect and to 
match between successive images. 

— track the more distant object from the robot, towards a given direction 
(visual navigation). 
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— track the object which maximizes a utility function, taking into account 
several criteria (active exploration). 

— or, in a teleprogrammed system, track the object pointed on the 2D image 
by an operator. 

At this time due to integration constraints, only one landmark can be tracked 
during the robot motion. We are currently thinking about a multi-tracking me- 
thod. 

5 The Tracking Process (Fast-Loop) 

The target tracking problem has received a great deal of attention in the com- 
puter vision community over the last years. Several methods have been reported 
in the literature, and a variety of features have been proposed to perform the 
tracking |7I16IH). 

Our method is able to track an object in an image sequence in the case of a 
sensor motion or of an object motion. This method is based on the assumption 
that the 3D motion of the sensor or the object can be characterized by using 
only a 2D representation. This 2D motion in the image can be decomposed into 
two parts: 

— A 2D image motion (translation and rotation), corresponding to the change 
of the target’s position in the image space. 

— A 2D shape change, corresponding to a new aspect of the target. 

The tracking is done using a comparison between an image and a model. 
The model and the image are binary elements extracted from a sequence of gray 
levels images using an edge detector similar to |SI. 

A partial Hausdorff distance is used as a resemblance measurement between 
the target model and its presumed position in an image. 

Given two sets of points P and Q, the Hausdorff distance is defined as m-- 

H{P,Q) = ma.x{h{P,Q),h{Q,P)) 

where 

h(P, Q) = maxmin || p — 9 |1 

pGP q&Q 

and II . II is a given distance between two points p and q. The function h{P,Q) 
(distance from set P to Q) is a measure of the degree in which each point in 
P is near to some point in Q. The Hausdorff distance is the maximum among 
h{P,Q) and h{Q,P). 

By computing the Hausdorff distance in this way we obtain the most mismat- 
ched point between the two shapes compared; consequently, it is very sensitive to 
the presence of any outlying points. For that reason it is often appropriate to use 
a more general rank order measure, which replaces the maximization operation 
with a rank operation. This measure (partial distance) is defined as pi 4] : 

hk = Kl%p min || p - g || 

where Kp'^pfip) denotes the ranked value of /(p) over the set P. 
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5.1 Finding the Model Position 

The first task to be accomplished is to define the position of the model Mt in 
the next image It+i of the sequence. The search for the model in the image (or 
image’s region) is done in some selected direction. We are using the unidirectional 
partial distance from the model to the image to achieve this first step. 

The minimum value of It+i) identifies the best “position” of Mt in 

It+i, under the action of some group of translations G. It is possible also to 
identify the set of translations of Mt such that hki{Mt, It+i) is no larger than 
some value r, in this case there may be multiple translations that have essentially 
the same quality |TS|. 

However, rather than computing the single translation giving the minimum 
distance or the set of translations, such that its correspond hki is no larger than 
r, it is possible to find the first translation g, such that its associated hki is no 
larger than r, for a given search direction. 

Although the first translation which hki{Mt,It+i) associated is less than r 
it is not necessarily the best one, whether r is small, the translation g should 
be quite good. This is better than computing all the set of valuable translation, 
whereas the computing time is significantly smaller. 

5.2 Building the New Model 

Having found the position of the model Mt in the next image It+i of the sequence, 
we now have to build the new model Mt+i by determining which pixels of the 
image It+i are part of this new model. 

The model is updated by using the unidirectional partial distance from the 
image to the model as a criterion for selecting the subset of images points It+i 
that belong to Mt+i- The new model is defined as: 

Mt+i = {qG It+i I hk2{It+i,g{Mt)) < 5} 

Where g{Mt) is the model at the time t under the action of the translation 
g, and S controls the degree to which the method is able to track objects that 
change shape. 

In order to allow models that may be changing in size, this size is increased 
whenever there is a significant number of nonzero pixels near the boundary and 
is decreased in the contrary case. The model’s position is improved according to 
the position where the model’s boundary was defined. 

The initial model is obtained by using the local model of the scene previously 
computed. With this initial model the tracking begins, finding progressively the 
new position of the target and updating the model. The tracking of the model 
is successful if: 



kl > fM I hki{Mt,It+i) < T 



and 



k2> fl\hk 2 {lt+i,g{Mt)) <S , 



462 



C. Parra et al. 



in which fM is a fraction of the number total of points of the model Mt and 
fl is a fraction of image’s point of It+i superimposed on g{Mt). 

5.3 Our Contributions over the General Tracking Method 

Several previous works have used the Hausdorff distance as a resemblance mea- 
sure in order to track an object unng. This section enumerates some of the 
extensions that we have made over the general method C3- 

— Firstly, we are using an automatic identification method in order to select 
the initial model. This method uses several attributes of the image such as 
texture and 3-D shape. 

— Only a small region of the image is examined to obtain the new target 
position, as opposed to the entire image. In this manner, the computation 
time is decreased significantly. The idea behind a local exploration of the 
image is that if the execution of the code is quick enough, the new target 
position will then lie within a vicinity of the previous one. We are trading 
the capacity to find the target in the whole image in order to increase the 
speed of computation of the new position and shape of the model. In this 
way, the robustness of the method is increased to handle target deformations, 
since it is less likely that the shape of the model will change significantly in a 
small St. In addition, this technique allows the program to report the target’s 
location to any external systems with a higher frequency (for an application 
see 0). 

— Instead of computing the set of translations of Mt, such that hki{Mt, h+i) 
is no larger than some value r, we are finding the first translation whose 
hki{Mt, It+i) is less than r. This strategy significantly decreases the com- 
putational time. 

5.4 Experimental Results: Tracking 

The tracking method was implemented in C on a real-time operating system 
(Power-PC), the computation running time is dependent on the region size ex- 
amined to obtain the new target position. For sequences the code is capable of 
processing a frame in about 0.25 seconds. In this case only a small region of the 
image is examined given that the new target position will lie within a vicinity 
of the previous one. Processing includes, edge detection, target localization, and 
model updating for a video image of (256x256 pixels). 

FiguresElshow the tracking process. Figured a) shows initial target selection, 
in this case the user specifies a rectangle in the frame that contains the target. 
An automatic landmark (target) selection is possible by using the local model 
of the scene. Figures 0 b), c), d), and e) show the tracking of a rock through 
an image sequence. The rock chosen as target is marked in the figure with a 
boundary box. Another boundary box is used to delineate the improved target 
position after the model updating. In these images the region being examined is 
the whole image, the objective is to show the capacity of the method to identify 
a rock among the set of objects. 
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6 The Modelling Process (Slow Loop) 

The local models extracted from the acquired 3D images are fused in order to 
build a global model in an incremental way. After each 3D acquisition, a local 
model is firstly built from the 3D image, by the use of the method described 
in section 0 Then the global model must be updated by merging it with the 
local one; this fusion function allows to improve the robot estimate position and 
attitude m EH. 

6.1 Robot Localization and Global Model Fusion 

The modelling process has an estimate of the robot situation provided by inter- 
nal sensors (on the LAMA robot: odometers and inclinometers). This estimate 
may be quite inaccurate, and moreover systematically implies cumulative errors. 
The robot situation is represented by an uncertain vector (x,y,z,9,(j),ip)] the 
estimated errors is described by a variance-covariance matrix. When these er- 
rors become too large, the robot must correct its situation estimate by using 
other perceptual data; we do not take advantage of any a priori knowledge, 
such as artificial beacons or landmark positions, nor of external positionning 
systems, such as GPS. The self-localization function requires the registration of 
local models built at successive robot situations. 

The global model has two main components; the first one describes the topo- 
logical relationships between the detected ground areas; the second one contains 
the perceived informations for each area. The topological model is a connectivity 
graph between the detected areas (a node for each area, an edge between two 
connected areas). In this paper, we focus only on the knowledge extracted for a 
given area: the list of objects detected on this area, the ground model, and the 
list of the different robot positions when it has explored this area. 

The global model construction requires the matching of several landmarks 
extracted in the local model and already known in the current global model. 
This problem has been solved using only the 3D images 0, but the proposed 
method was very unreliable in cluttered scenes (too many bad matchings between 
landmarks perceived on multiple views). Now, the matching problem is solved 
by using the visual tracking process. The landmark selected as the target at the 
previous iteration of the modelling process, has been tracked in the sequence of 
2D images acquired since then. The result of the tracking process is checked, so 
that two situations may occur: 

— in the local model built from the current position, we find an object extracted 
from the 3D image, which can be mapped on the region of the traked target in 
the corresponding 2D image. If the label given by the identification function 
to this region, is the same than the label of the target, then the tracking 
result is valid and the tracked landmark gives a first good matching from 
which other ones can be easily deduced. 

— if some incoherences are detected (no mapping between an extracted 3D 
object and the 2D tracked region, no correspondance between the current 
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label of the tracked region and the previous one), then some specific proce- 
dure must be executed. At this time, as soon as no matchings can be found 
between the current local and global models, a new area is open: it means 
that the initialization procedure is executed again in order to select the best 
landmark in the local model as the new reference for the further iterations. 

When matchings between landmarks can be found, the fusion functions have 
been presented in . The main characteristics of our method is the uncertainty 
representation; at instant fc, a random vector = [x^ xf ... and the 

associated variance-covariance matrix represent the current state of the environ- 
ment. It includes the current robot’s situation and the numerical attributes of 
the landmark features, expressed with respect to a global reference frame. Ro- 
bot situation and landmark feature updates are done using an Extended Kalman 
Filter (EKF). 

6.2 Experimental Results: Modelling 

The figureO shows a partial result of the exploration task, involving concurrently 
the modelling and the tracking processes. Figure 0 La shows the video image. 
Figure 0 Lb presents the 3-D image segmentation and classification, two grey 
levels are used to label the classes (rocks and soil). Figure 01. c shows the first 
estimation of the robot position. A boundary box indicates the selected landmark 
(see figure 0 La). This one was automatically chosen by using the local model. 
The selection was done by taking into account 3-D shape and nature of the 
landmark. 

Figures 0II and0III show the tracking of the landmark, which is marked in 
the figure with a boundary box. Another larger boundary box is used to delineate 
the region of examination. 

Figure0IV.a presents the next image of the sequence, figure0IV.b shows the 
3-D segmentation and identification phases used to build the local model. The 
visual tracking is employed here to solve the matching problem of landmark’s 
representation between the different perceptions. Figure0IV.c presents the cur- 
rent robot localization, the local model building at this time is merged to the 
global one. In this simple example, the global model contains only one ground 
area with a list of three detected landmarks and a list of two robot positions. 

The target tracking process goes on in the next images of the sequence (see 
figure0V and figure 0 VI. a). The robot motion between the image V and Vl.a 
was too important, so the aspect and position of the target changes a great 
deal; it occurs a tracking error (see the in figure 0 VI. b, the window around 
the presumed tracked target). A new local model is built at this time (figure 0 
VI. b). The coherence of the both processes (local model construction and target 
tracking) is checked by using the nature of the landmark. As the system knows 
that the target is a rock, this one is able to detect the tracking process mistake 
given that the model of the landmark (target) belongs to the class soil. 



466 



C. Parra et al. 





VI.a 







VI.b 



Fig. 5. 3-D robot localization 
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7 Conclusion and Future Work 

The work presented in this paper concerns the environment representation and 
the localization of a mobile robot which navigates on a rather flat ground in a 
planetary environment. 

A local model of the environment is constructed in several phases: 

— region extraction: firstly, the 3-D segmentation gives a synthetic representa- 
tion of the environment. 

— object characterization: each object of the scene is characterized by using 
3-D features and its texture. Having done the segmentation both texture 
and 3-D features are used to characterize and to identify the objects. In this 
phase, texture is taken into account to profit from its power of discrimina- 
tion. The texture attributes are computed from regions issued from the 3D 
segmentation, which commonly give more discriminant informations than 
the features obtained from an arbitrary division of the image. 

— object identification: the nature of the elements (objects and ground) in the 
scene is obtained by comparing an attribute vector with a database composed 
by different classes, issued from a learning process. 

The local model of the first scene is employed in order to select automatically 
an appropriate landmark. The matching problem of landmark’s is solved by using 
a visual tracking process. The global model of the environment is updated at 
each perception and merged with the current local model. The current robot’s 
situation and the numerical attributes of the landmark features are updated by 
using an Extended Kalman Filter (EKF). 

Some possible extensions to this system are going on: firstly, we plan to study 
image preprocessors that would enhance the extraction of those image features 
that are appropriate to the tracking method. Second, we plan to include new clas- 
ses (e.g. rocky soil and ground depressions) to improve the semantic description 
of the environment. Finally, we would also like to consider other environments 
such as natural terrestrial environments (e.g. forests or green areas). In this 
case, the color information could be taken into account, like we have proposed 

in nHcni. 
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Abstract. This paper presents interim results from an ongoing project 
on aerial image reconstruction. One important task in image interpreta- 
tion is the process of understanding and identifying segments of an image. 

In this effort a knowledge based vision system is being presented, where 
the selection of lU algorithms and the fusion of information provided by 
them is combined in an efficient way. In our current work, the knowledge 
base and control mechanism (reasoning subsystem) are independent of 
the knowledge sources (visual subsystem). This gives the system the fle- 
xibility to add or change knowledge sources with only minor changes 
in the reasoning subsystem. The reasoning subsystem is implemented 
using a set of Bayesian networks forming a hierarchical structure which 
allows an incremental classification of a region given enough time. Expe- 
riments with an initial implementation of the system focusing primarily 
on building reconstruction on three different data sets are presented. 

1 Introduction 

The typical knowledge-directed approach to image interpretation seeks to iden- 
tify objects in unconstrained two-dimensional images and to determine the three- 
dimensional relationships between these objects and the camera by applying 
object- and domain-specific knowledge to the interpretation problem. A survey 
of this line of research in computer vision can be found in j0|. 

Typically, a knowledge-based vision system contains a knowledge base, a 
controller and knowledge sources. Knowledge representations range from se- 
mantic nets in the VISIONS system |B|, and later schemas [Z|, to frames in 
the ACRONYM system |2|, and rules in the SPAM system fH], to relational 
structures (generalized models) of objects in the MOSAIC system PO]- Control- 
lers are typically a hybrid hierarchical system mixing bottom up and top down 
reasoning. As an alternative, heterarchical control systems have been developed 
using blackboards as a global database. In this case knowledge sources are trigge- 
red if their preconditions have been met, placing their results in the blackboard 
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260185/92.2, by the APGD-DARPA project contract number DACA76-97-K-0005, 
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for future use. Systems developed using this approach include the ABLS system 
and the VISIONS schema system ( 7 ). 

Recently, vision systems have been developed using Bayesian networks for 
both the knowledge representation and as the basis of information integration. 
The TEAl system developed using a set of Bayesian networks that are 

combined to define where and what knowledge source should be applied in or- 
der to make scene interpretations at a minimum “cost”. Although this system 
used selective perception Pj to reduce the number of knowledge sources called, 
the knowledge base (PART-OF net. Expected Area net, and IS-A net) encoded 
domain specific knowledge and was difficult to construct because of the level of 
detail required; it had to be re-engineered for a new domain. Although the clas- 
sification results were satisfactory, it was slow and did not support “real-time” 
applications P0|- Binford ^7] presented some ideas on how to generate bottom 
up inferences using geometric properties and Bayesian agregation, but the exam- 
ple used was simple and the environment well controlled. More recently Kumar 
m introduced a system with simple networks (each network has only 2 layers) 
for an aerial image interpretation. In this system, after an initial segmentation 
step, a Bayesian network is built and a set of features, related to each region 
or to pairs of neighbor regions, are computed from the image. These features 
are fed into the network and propagated to generate a label for each region. In 
general the features are simple to compute but a new network needs to be built 
for each image. 

In most of these systems the controller and the vision algorithms are combi- 
ned into a single system. One of the problems with this approach is that these 
systems can not be easily generalized to different domains from the ones for 
which they were developed and/or the amount of specific knowledge required to 
use the system in a different domain would be a burden in constructing it. 

The system presented here (called Ascender II) was designed for aerial re- 
construction of urban areas. In this system we introduce the idea of making the 
control and the visual operators completely independent, so it is divided into 
two major subparts: a reasoning subsystem and a visual subsystem. They are 
built separately and run on different machines. One advantage of this is that 
some changes in the reasoning subsystem or in the visual subsystem can be done 
independently, and available knowledge sources can be exchanged or augmented 
in the visual subsystem with no changes to the reasoning subsystem. 

This paper discusses the Ascender II system and presents experiments on 
three different data sets. The results show that the system is robust across small 
changes in domain. The reasoning subsystem has a recognition rate of about 
90% and the set of algorithms used in the visual subsystem produced recon- 
structions with an absolute error of less than 1.15 meters in the position of the 
3D vertices. The system can easily be adapted to different environments of the 
same general type (i.e. aerial images). Section 2 presents the system, section 3 
shows an example of 3D reconstruction, section 4 presents results obtained on 
three different data sets, and section 5 discusses directions for future work. 
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2 The Ascender II system 

The original Ascender system (called Ascender I here) was developed for buil- 
ding detection and reconstruction from multiple aerial images of a site U- It 
used 2D image features and grouping operators to detect rooftop boundaries 
m and then matched these polygons under 3D constraints and across views 
to compute height and to build 3D volumetric models. The system used a fixed 
strategy and it detected nearly 90% of the buildings in controlled experiments on 
imagery from Fort Hood, Texas. However, a considerable number of false positi- 
ves were generated due to scene clutter and the presence of buildings outside of 
the class for which the system was designed . In order to address this problem 
of generality, the Ascender II system has been developed which incorporates AI 
mechanisms for dynamic control of a large set of lU processes, from simple T 
junction detectors to complex algorithms such as the Ascender I system for flat 
roof building detection. 

The Ascender I system demonstrated that the use of multiple strategies and 
3D information fusion can significantly extend the range of complex building ty- 
pes that can be reconstructed from aerial images HH. The design approach for 
Ascender II is based on the observation that while many lU techniques function 
reasonably well under constrained conditions, no single lU method works well 
under all conditions. Consequently, work on Ascender II is focusing on the use of 
multiple alternative reconstruction strategies from which the most appropriate 
strategies are selected by the system based on the current context. In particular, 
Ascender II utilizes a wider set of algorithms that fuse 2D and 3D informa- 
tion and can make use of EO, SAR, IFSAR, and multi spectral imagery during 
the reconstruction process if available. We believe the system will be capable 
of more robust reconstruction of three dimensional site models than has been 
demonstrated in the past. 

The system is divided into two independent components, running under diffe- 
rent operating systems on different machines. The two subsystems communicate 
through sockets using a communication protocol specifically designed for this 
application; the system framework is shown in Figure E 



Reasoning Subsysiem Visual Subsystem 




Fig. 1. Process overview. Control decisions are based on current knowledge about the 
site. Vision algorithms stored in the visual subsystem gather evidence, update the 
knowledge base and produce geometric models. 
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Ascender II has been designed as a general purpose vision system, although 
our initial effort has focused primarily on recognizing and reconstructing buil- 
ding from aerial images. Less effort has gone into the knowledge networks and 
lU processes necessary for other objects, such as open fields, parking lots and 
vehicles. 

Ascender II assumes that it has as input a set of focus of attention regions in 
the image data. These regions can be generated in a variety of ways, including 
human interaction and cues from other sources such as maps or other classified 
images. In the experiments described later, our primary goal was detecting and 
extracting buildings, so the initial regions were generated by using the Ascender 
I system to detect 2D building footprints. In one of the experiments described 
in Section 3, the regions were constructed using Ascender I and a classified 
SAR image. Once the regions are available, an intelligent control system based 
on Bayesian networks drives lU processes which extract and fuse 2D and 3D 
features into evidence for a specific set of class labels. Based on accumulated 
evidence, the system identifies regions as representing an instance of one of the 
generic object classes defined within the system and when possible constructs a 
coherent 3D model for each region Ena- 

The reasoning subsystem is implemented as a server and is shown in Figure 0 
It forks a process for each region and it is capable of processing regions in parallel. 
Each process forked by the reasoning subsystem has the structure presented in 
Figure E Note that the regions might not belong to the same image but they 
should belong to the same image domain. The next two subsections describe 
each of the subsystems in detail. 



Ascender II 



Region 

Controllers 




Fig. 2. The reasoning subsystem starts communication with the visual subsystem and 
makes a request to find regions in the image. For each returned region the reasoning 
subsystem forks a process to deal with that region. 
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2.1 The Reasoning Snbsystem 

The goal of the reasoning subsystem is to accumulate evidence sufficient to deter- 
mine a plausible identity of the region in terms of the object classes represented 
within the system. A-priori knowledge about objects and their relationships is 
captured in a hierarchical Bayesian network (see below) . Bayesian networks have 
been successfully used in systems required to combine and propagate evidence 
for and against a particular hypothesis frarra] In the Ascender II system, we 
use these networks to determine what evidence to collect and what to do with 
the evidence once it has been obtained. 

Evidence is obtained by using the network to select appropriate lU processes 
that obtain relevant feature information from the image(s). A-priori knowledge, 
in the form of initial prior probabilities associated with each object class, is used 
to select an lU process to use in the initial step. Generally, the process initially 
selected is fairly generic and measures simple features. In the case of a building, 
the kind of features measured might include the evidence for a center roof line, 
the number of L and T junctions on the boundary of the region, etc. As evidence 
accumulates for a particular hypothesis (e.g. a building), the lU process can 
become much more complex (and presumably return more consistent evidence). 
Once evidence has been obtained, it is combined with previous knowledge and the 
process is repeated until the system accumulates enough evidence to determine 
the region’s most representative object class. 

The problem with Bayesian networks is that propagation of evidence is, in 
general, an NP-hard problem and the time for propagation is a function of 
the number of nodes, the number of links, the structure of the network and the 
number of states per node P!- It is also known that if the network structure is 
a tree or a polytree (a structure in which a node can have multiple parents but 
there is no closed circuit in the undirected graph underneath) the propagation 
of evidence can be done in linear time PI- In order to avoid the general propa- 
gation problem, the reasoning subsystem has been designed using a set of small 
Bayesian networks organized into a hierarchical structure according to levels of 
detail. This network structure is the system’s knowledge base. A set of decision 
procedures uses the information inside the networks to decide what to do next. 
The idea of using a hierarchical set of networks is new; the drawback is that it 
is difficult to backtrack accross network boundaries. However, it is possible to 
implement backtracking strategies using an external control system (as we do 
with the multi-level network). It is also possible to implement an external data 
structure which returns the path through the hierarchy, or even use a message 
passing system between network structures when necessary. Our claim is that 
the system’s ability to make local inference overcomes the drawback, but more 
studies need to be done. 

Each network represents knowledge about a region at a particular scale of de- 
tail. Each object class is decomposed into subparts, similar to the work presented 
in PI- The subparts are selected according to a natural decomposition of objects 
into parts which lend themselves to independent detection and reconstruction 
strategies. 
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The first level attempts to recognize that a region belongs to a generic class, 
like a building or a grass field or a parking lot. The second level assumes that 
the region belongs to the generic class found in the first level and attempts to 
recognize a subclass that the region can belong to; for instance if a region is 
recognized as a parking lot at one level, in the next level it might be recognized 
as a full parking lot using an lU process that counts vehicles in the region and 
compares this with the area covered. For consecutive levels the idea is the same, 
that is, a network at level i represents a refinement of a certain class represented 
in a network at level i — 1. This organization of networks is shown in Figure 0 



Fig. 3. The controller starts in level 0 and determines an outcome for the root node at 
that level (in this case A, B or C). If the outcome is A and time for further computation 
is available the controller loads the network for A in level 1 (the dotted line shows this 
inference call). The process can be repeated to subsequent level until the finest level is 
reached or there is no more time for computation. 

The Bayesian networks were developed using the HUGIN system 0. Our goal 
is to show that using small networks plus the hierarchical structure as suggested 
here increases performance and avoids propagation of evidence through variables 
that will not affect the overall classification process at a given level (see Section 



The knowledge in each network is structured as follows: each network has only 
one root node and each state of the root node represents a possible class label 
for a region. The other nodes in the network are random variables representing 
features that are expected to discriminate between two or more classes or to 
help confirm that a region belongs to a certain class. Each arc represents the 
relationship between features or between a feature and a certain class in the 
root node. Each feature has associated with it one or more knowledge sources 
(an lU process) in the visual subsystem which is responsible for computing and 
interpreting the corresponding feature. 

Two types of knowledge are encoded in the network: general knowledge about 
the class (features that are expected to discriminate the class types), and domain 
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specific knowledge in the form of prior probabilities for each possible class label. 
Changes in domain imply an adjustment in the set of prior probabilities used 
for each network in the reasoning subsystem. Because Bayesian networks utilize 
Bayes Rule for inferencing it is possible to reason in both directions. Thus, a 
feature can be measured in the image and its value propagated through the 
network, ultimately changing the beliefs in the root node for that region. In the 
other direction information about the frequency of objects in the image might be 
available and their change in the root node will change the expectations about 
the features in the image. 

The hierarchical structure used in the reasoning subsystem can be used as a 
basic framework to implement an “anytime” recognition system. This topic will 
be explored in future work. 



Selecting a Feature and the Recognition Process: A selective perception 
system performs the minimum effort necessary to solve a specified task |3j . Thus 
a primary goal of the reasoning subsystem is to select a small subset of features 
that will allow a consistent identification of the region class. 

A selection could be made in different ways, e.g., using a pre-defined static 
strategy where features are called independent of the evidence acquired or using 
a dynamic strategy where a different set of features is called depending on the 
feature values previously obtained. Even in a dynamic strategy there are many 
possible alternatives for selecting a feature, for example, we could simulate the 
network and select the node with the highest impact on the root node (impact 
here can be seen as the largest change in the belief distribution of the root node), 
or we could use utility theory as in the TEAl system [?T!j . 

The reasoning subsystem as implemented here uses a simple dynamic strategy 
and introduces a selection process that selects the node which has the highest 
uncertainty. Maximum uncertainty is defined as the uniform distribution over the 
states in a random variable N. A measure for uncertainty, called the uncertainty 
distance, was defined which represents the difference between the value of the 
maximum belief in the node and the value of the belief if the node has an uniform 
distribution. This measure is computed as: 

Uncertainty Distance = max {Belie f{N)) — (1) 

Sn 

where Sn represents the number of states in node N. 

A more classical approach to measure uncertainty could be used, such as en- 
tropy. A simple empirical analysis comparing uncertainty distance and entropy 
was done. We simulated values for beliefs in a Boolean variable with states Yes 
and No. Initially we set the value of Yes = 0 and No = 1 and then incremented 
the values of Yes under the constraint that Yes + No = 1. For each step we 
measured entropy and uncertainty distance. The curves obtained for the Yes 
value using both measures are shown in Figure 0 the dotted line is the uncer- 
tainty distance and the continuous line is the entropy. One can see that both 
are symmetric and inversely related; while the entropy decreases (meaning that 
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the uncertainty is reduced) the uncertainty distance increases (meaning that it 
is moving from the uniform distribution, thus reducing uncertainty as well). In 
some practical cases, the system using uncertainty distance performed slightly 
better than the system using entropy. Because we believe that it is more intui- 
tively meaningful, we use this measure in the Ascender II system. 




Fig. 4. The graph above shows entropy (solid line) and uncertainty distance (dotted 
line) for the state Yes in a Boolean variable (see discussion in text). 

Given a network, the system computes the uncertainty distance for all nodes 
which have an lU process related to it and selects the node with the minimum 
uncertainty distance. As an example, consider the case where planar fit and line 
count are both Boolean variables. If the belief for a good planar fit in a region 
is 54% and the belief for a high number of lines inside the region is 67%, the 
uncertainty is higher for the planar fit variable, so this node will be selected. 

Once a node is selected, a knowledge source is activated and performs an 
action on the image. The findings of this action are then returned to the con- 
troller, entered as evidence and propagated through the network. The process is 
repeated until the controller has enough evidence to recognize the class that the 
region belongs to. 

Recognition within the system can be defined in a number of different ways. 
The simplest is to set a fixed threshold and every time a belief value reaches 
the threshold the region is identified as belonging to the class which has that 
belief value. This measure clearly has a problem: the threshold is fixed but the 
number of classes (states) in a node is not. If the threshold is too high and the 
node has many states, it might be difficult to reach the limit. Another approach 
is to define a relative threshold, say when a certain belief doubles from its initial 
value, or by using a relative comparison between the beliefs inside the node. A 
third possibility is to use a utility function uni and keep acquiring evidence until 
it is not possible to increase the current utility. 
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The decision criteria for selecting a class label for a region in the root node 
used here is relative to the other classes at that node; that is, after each new 
piece of evidence is propagated through the network, the maximum belief and 
the second highest belief inside the root node are compared. If the maximum 
belief is at least k times the value of the second highest belief the controller stops 
and identifies the region as belonging to the class with the maximum belief. For 
our experiments the value of k was set to 2. The value was determined arbitrarily 
but the results obtained with it were both consistent and accurate; it is unclear 
how sensitive the performance is to changes in k. 

Ascender II was developed mainly to build 3D models of buildings and to 
reconstruct their rooftop geometries. Because of this, finer levels of the network 
hierarchy were developed for the building outcome of the level 0 network. The 
networks implemented are presented in Figure Hand Figure El The network at 
level 0 (Figure Hleft) attempts to recognize the class to which the region belongs. 
If the class identified is not Building the process is stopped and a generic 3D 
model is selected from the data base for visualization purposes. In the case 
where a building is identified the network at level 1 is called (Figure El right). 
This network is designed to identify single level buildings based on a simple set 
of features; if a single level building is identified the network shown in Figure 0 
(left) is called to determine the rooftop class. If a multilevel building is identified, 
there is a possibility that the hypothesis is wrong (a multilevel building may 
have a line in the roof which looks very much like the center line of a peaked 
roof). Consequently the network shown in Figure 0 (right) is called to confirm 
a multilevel building or to backtrack to a single level building. If a multilevel 
building is identified the system breaks the region into two new subregions, based 
on the evidence gathered, and calls the network at level 1 for each subregion 
recursively. 

Note that some knowledge sources can be called at different levels, but be- 
cause each call is related to a specific region for which the feature values are 
stored in the visual subsystem, the system will not recompute values. 

2.2 The Visual Subsystem 

The visual subsystem is composed of two parts: a function library that stores the 
set of lU algorithms available to the system, and a geometric database that con- 
tains available data in the form of imagery, partial models, and other collateral 
information about the scene (such as classification of functional areas) . 

At the request of the controller, an algorithm is selected from the library 
and runs on a region that currently resides within the geometric database. New 
regions may be produced and stored in the database as a result of processing. In 
addition, the controller may request that regions be merged, split or eliminated. 

The algorithm library contains information about each of the algorithms 
available to the system for selection as well as a definition of the contexts in 
which each algorithm can be applied. Contextual information, as well as sets of 
alternative algorithms gathering the same evidence, are stored in the form of 
an lU process. The lU process encodes the preconditions that are required for 
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Simple 




Fig. 5. The level 0 network at left determines if a region belongs to one of the possible 
classes. The level 1 network at the right is invoked for each building found in level 0 
and tries to determine if it is a simple building or a multilevel building. 



the algorithm to be executed, the expected type of data that the algorithm will 
produce, and the algorithm itself. If the preconditions for a particular algorithm 
are not met, then an alternative algorithm may be executed if it is available 
within the process. For instance, the system may obtain 3D information about 
a region from a DEM; if the DEM is not available the system uses a basic 
stereo processing algorithm to obtain the 3D feature requested. If there are no 
algorithms that can be run in the current context, then the corresponding belief 
value cannot be extracted by the visual subsystem and must be inferred from 
the Bayesian network. 

The library of algorithms was developed to address aspects of the site re- 
construction problem from aerial images. For example, finding regions that may 
contain buildings, classifying building rooftop shapes, and determining the posi- 
tion of other cultural features, are all important tasks for the model acquisition 
system. Some of the lU processes may be very “lightweight”, be expected to 
perform only in a constrained top-down manner, and be usable in more than 
one context. Other algorithms may be very complex and may themselves con- 
tain multiple strategies and associated control; several of the algorithms used to 
generate the results presented here are sophisticated procedures. For a complete 
list of the Ascender II algorithms see m 

If the framework is to be truly general, the cost of engineering a new lU pro- 
cesses must not be prohibitive, something that proved to be a problem in earlier 
knowledge-based vision systems ITTTRj . Only two components are necessary to 
convert an lU algorithm into a knowledge source that is usable by the system: the 
context in which the algorithm is intended to be run must be defined and 
a method for deriving a certainty value from the output of the algorithm must 
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Fig. 6. Both networks are invoked at level 2. The network at left is called after a single 
building is detected and it is used to determine the rooftop type. The network at right 
is called when a multilevel building is detected. The reasoning system calls this network 
to confirm the recognition at level 1. 



be defined. This certainty value is used by the system to update the knowledge 
base using Bayesian inference. 



3 How the Ascender II System Works - Snapshots 



This section presents a sequence of snapshots taken when the system was running 
over a region in the Fort Benning, Georgia data set. The input image and the 
regions to be identified are shown in Figure 0 this set of regions were determined 
using optical images processed by the Ascender I system combined with a SAR 
classification provided by Vexcel Corp. The prior probabilities associated with 
the object classes in the level 0 network are shown in Table 1. 

Consider the sequence of events which occurs when the system is processing 
region A in Figure 0 This region is shown in Figure 0 (top) with the network at 
level 0. The nodes with a thicker ellipse are the ones invoked by the reasoning 
subsystem; the evidence found and the class identification are shown in the 
figure. After deciding on a building class the system called the network at level 
1, which checked for T junctions in the subregions shown in Figure |BI (middle). 
Evidence from level 1 identified the building as multilevel and the network to 
confirm multilevel building at level 2 is now called. At this point the system 
decomposed the region into two new subregions, as shown in FigurelHI (bottom), 
and recursively calls the network at level 1 for each of them. 

The process is repeated on each of the two subregions, as shown in Figure 
El (top). Region A was also identified as a multilevel building and decomposed 
into two new subregions. The process is again repeated for the left most subre- 
gion (Al). This region was not identified as a multilevel building so the rooftop 
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Fig. 7. Regions to be identified by the Ascender II system from Fort Benning. 



network is called for this particular region in an attempt to identify the type of 
roof. In this case, the system identifies it as a peaked roof, as shown in Figure El 
(middle). The process is now repeated for subregion A2, which is also identified 
as a peak roof building. The system then considers region B (Figure El top) and 
eventually identifies two peaked roof structures, as shown in Figured (bottom), 
which is representative of the final result. 



4 Experiments and Results 

In all experiments described here, only the domain specific knowledge in the 
network at level 0 was changed from one experiment to the other (see Table 1). 
This knowledge represents expected frequency for each possible class in the root 
node and it is represented as prior probabilities. Experiments were performed 
on the Fort Hood data set (7 views with known camera parameters and corre- 
sponding DEM) shown in Figure E3 (left), on the Avenches data set (1 view and 
a DEM) shown in Figure E3 (right), and on the Fort Benning data set (2 views 
and a DEM) shown in Figured The data sets have different number of images, 
different resolutions and different number of objects in each class. 

There are seven knowledge sources available in the network at level 0 and 
three at level 1. Tabled presents the average number of knowledge sources invo- 
ked by the reasoning subsystem for each data set and also the average calls by 
region type (object class). The recognition results obtained are summarized in 
Table d 

The recognition results obtained for the regions (Fort Hood data) shown in 
Figure inil(left) is shown in FigureEI (top). The undecided region (region A) has 
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Wklth= 13.36 m 

Height = 9.00 m Decision = Building 





Number of Ts — I 

Contrast of Ts — 27.3 Decision — Multilevel 




Center Line Ratio = 65% Decision = Multilevel 



Fig. 8. Top: Region of discourse. The ground truth is a multilevel building with 4 
peaked roofs. The building class was selected as the most probable because of the 
combination of the features Width = 12.36 m and Height = 9.0 m. Middle: The system 
used the fact that the region was identified as a building and that evidence of T 
junctions was found to identify it as a multilevel building. Bottom: The region was 
confirmed as a multilevel and it was broken into two new subregions. 
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Fig. 9. Top: Looking for T junction evidence in the subregions of region A. Middle: 
Identified the region Al as a peak roof building. Bottom: Reconstructed 3D model for 
the whole region. 
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Fig. 10. At the left: the input regions from the Fort Hood data set. At the right: the 
input regions from Avenches data set. These regions were obtained by running the 
original Ascender I system constrained to detect two-dimensional building footprints. 



Table 1. Probability distribution of beliefs in the root node for the level 0 network 
among the states Building, Parking Lot, Open Field, Single Vehicle and Other for all 
three data sets. 



Knowledge 


Build. 


P.Lot 


O. Field 


S. Vehicle 


Other 


Fort Hood 


0.35 


0.2 


0.2 


0.15 


0.1 


Avenches 


0.32 


0.25 


0.38 


0.03 


0.02 


Fort Benning 


0.35 


0.2 


0.2 


0.15 


0.1 



a belief of 59% for the Parking Lot state and 31% for the Open Field state (the 
region is a parking lot). By the decision criteria discussed earlier, no decision is 
possible. The misclassified regions are a parking lot identified as building (region 
C) and 3 single vehicles identified as open fields. 

The classification obtained for the regions in the Avenches site (Figure El 
right) is presented in Figure ITTl (bottom). There is a set of small regions in 
the Avenches data set that were detected by the Ascender system as buildings 
and confirmed by the Ascender II system as single buildings with a flat roof; 
the correct identity of these objects is unknown. They look like big RV’s or big 
containers, as one can see by their shadows and relative size. We considered 
these areas as RV’s which could be identified as either flat roof building or a 
single vehicle. In this case the system correctly identified them. Region A is a 



Table 2. Average number of calls to knowledge sources for different data sets for all 
classes (Total column) and by specific classes (remaining columns). 



Knowledge 


Total 


Build. 


P.Lot 


0. Field 


S.Vehicle 


Fort Hood 


3.9 


4.25 


4.00 


3.29 


0 


Avenches 


4.7 


5.22 


5.00 


4.0 


0 


Fort Benning 


2.9 


3.00 


0 


0 


2.0 
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Table 3. Summary of the recognition process for different data sets. In each case the 
number of objects correctly identified is shown, followed by the total number of objects 
evaluated by the system {* - see text concerning identity of the RV regions). 



Data set 


Overall 


Level 0 


Level 1 


Level 2 


Fort Hood 


37/41 


37/41 


21/21 


21/21 


Avenches 


17/18* 


18/18 


16/16 


15/16 


Fort Benning 


17/19 


18/19 


17/17 


16/17 



parking lot for boats and it was correctly identified as parking lot. The rooftop 
of building B was misclassified as a peak instead of fiat. 

The results for the Fort Benning are presented in Figure ini The only com- 
plete misclassification was a small peak roof building in front of the church that 
was classified as a single vehicle. The other problem found was a fiat roof building 
classified as peak roof building due to a shadow that generates strong evidence 
for a center line in that building. 

Notice that in all cases the misclassification was computed relatively to the 
initial focus of attention regions provided to the system and not against a com- 
plete ground truth model. 

The final 3D reconstruction for the Fort Hood data and for the Fort Benning 
data are presented in Figur^El Geometric reconstruction of building models 
is based on a robust surface fit to the local DEM using the initial model and 
parameters generated by the recognition process. Error analysis was performed 
comparing hand constructed CAD models for the Fort Benning data and the 
3D reconstruction obtained here; the errors are shown in Table Elin Planimetric 
(horizontal), Altimetric (vertical) and Absolute distances, all in meters. 



Table 4. Mean, maximum and minimum errors, in meters, for the 3D reconstruction 
in Fort Benning. 





IV Planimetric 


IV Altimetric 


IV Absolute 


Mean 


0.528 


0.608 


0.805 


Maximum 


0.848 


0.892 


1.112 


Minimum 


0.246 


0.377 


0.524 



4.1 Evaluation 

Our claim is that the Ascender II system can perform 3D reconstruction accu- 
rately and efficiently. In order to validate this claim the Fort Benning data was 
used to test the Ascender II system against a system that randomly selects a 
vision operator and also against a system that gets all available evidence prior 
to making a decision. The summary of these results are presented in Table El 
For the system with the random selector only the best performance is shown. 
Table El shows the average number of operators called by each method in the 
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Fig. 11. At the left: recognition results on the Fort Hood data. Four regions were 
misclassified and for one region the system was not able to make a decision. At the 
right: recognition results on the Avenches data set. 



evaluation process. For the systems with the best performance, Ascender II and 
All Evidence, the time required to process each region on average is shown in 
table 0 

The main difference between the Ascender II system and the All evidence 
system in terms of identification was that the small building in front of the 
church was classified as single vehicle by the Ascender II system. The system 
using all available evidence correctly identified it as a building, but misclassified 
its roof top as a cylinder and not a peak. The price paid by the All Evidence 
system was much higher in terms of time required for the correct classification. 
The random system generated a lot of misclassifications, exchanging buildings 
for parking lots and open fields. In the best case, three regions were misclassified 
in the first level. 
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Fig. 12. Recognition results on the Fort Benning data set. 



Table 5. Number of regions correctly identified and total number of regions at each 
level for the Fort Benning data set. 



Method 


Overall 


Level 0 


Level 1 


Level 2 


Random 


16/19 


16/19 


14/15 


15/15 


All Evidence 


17/19 


19/19 


17/18 


16/18 


Ascender II 


17/19 


18/19 


17/17 


16/17 



5 Conclusions and Future Work 

A knowledge based vision system was presented where the reasoning subsystem 
and the visual subsystem were developed independently. The system is capable 
of performing incremental classification of regions. The overall performance is 
good: 90% correct recognition for the Fort Hood data, 94.4% for the Avenches 
data and 89.5% for the Fort Benning data. Although the data sets differ in the 
type of buildings present, image resolution, camera models, number of views 
available, imaging conditions, etc, the system correctly identified most of the 
regions in each site only changing the prior probabilities in the root node for 
each site. The hierarchical structure in the reasoning subsystem and the data 



Table 6. Average number of operators called for each region for the Fort Benning data 
set. 



Method 


Level 0 


Level 1 


Level 2 


Random 


3.04 


1.31 


2.84 


All Evidence 


7 


5 


5 


Ascender II 


2 


1.05 


2 
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Fig. 13. At the left: 3D reconstruction on the Fort Hood data. At the right: 3D recon- 
struction on the Fort Benning data. 

Table 7. Average time of processing on each region for Ascender II and All Evidence 
methods for the Fort Benning data. 



Method 


Level 0 


Level 1 


Level 2 


All Evidence 


39.6 


24.8 


1.68 


Ascender II 


11.3 


24.6 


0.89 



base of lU algorithms in the visual subsystem allow new knowledge and new 
knowledge sources to be added with minor changes in the system. 

The Ascender II system was compared with a system using a fixed strategy 
and a system using a random selector and in both cases the Ascender II perfor- 
med either better or at the same level but always using less resources in terms 
of either operators or time. 

The work presented here is an ongoing project. The system is being incremen- 
tally developed and new operators have been added continuously. In the future 
we plan to grow more branches of the hierarchy (i.e. add more object classes) and 
continue to develop new lU processes. We hope to examine the trade off between 
hand-coded lU strategies and the dynamic strategies provided by the Bayesian 
networks. We will also examine alternatives to the simple decision criteria used 
in the current system. In particular we plan to develop a utility theory approach 
to decision making and compare its performance with the current system. 



References 

1. Andersen, S., Olesen, K., Jensen, F., and F., J. Hugin - a shell for building bayesian 
belief universes for expert systems. In Proceedings of the 11th International Con- 
gress on Uncertain Artifieial Intelligence (1989), pp. 1080-1085. 

2. Brooks, R. Symbolic reasoning among 3-d models and 2-d images. Artifieial 
Intelligence 17 (1981), 285-348. 




488 M. Marengoni et al. 



3. Brown, C., Marengoni, M., and Kardaras, G. Bayes nets for selective perception 
and data fusion. In Proceedings of the SPIE on Image and Information Systems: 
Applieations and Opportunities (1994). 

4. Collins, R., Cheng, Y., Jaynes, C., Stolle, F., Wang, X., Hanson, A., and Riseman, 
E. Site model acquisition and extension from aerial images. In Proceedings of the 
Interantional Conference on Computer Vision (1995), pp. 888-893. 

5. Collins, R., Jaynes, C., Y. Cheng, X. W., Stolle, F., Hanson, A., and Riseman, 
E. The ascender system: Automated site modelling from multiple aerial images. 
Computer Vision and Image Understanding - Special Issue on Building Detection 
and Reconstruction from Aerial Images (1998), to appear. 

6. Cooper, G. The computational complexity of probabilistic inference using bayesian 
belief networks. Artificial Intelligence 42 (1990), 393-405. 

7. Draper, B., Collins, R., Broglio, J., Hanson, A., and Riseman, E. The schema 
system. International Journal of Computer Vision 2 (1989), 209-250. 

8. Hanson, A., and Riseman, E. Visions: A computer system for interpreting scenes. 
In Computer Vision Systems, A. Hanson and E. Riseman, Eds. Academic Press, 
1978. 

9. Haralick, R., and Shapiro, L. Computer and Robot Vision. Addison- Wesley, 1993. 

10. Herman, M., and Kanade, T. Incremental reconstruction of 3-d scenes from mul- 
tiple complex images. Artificial Intelligence 30 (1986), 289-341. 

11. Jaynes, C., and et.al. Three-dimensional grouping and information fusion for site 
modeling from aerial images. DARPA Image Understanding Workshop (1996), 
479-490. 

12. Jaynes, C., Marengoni, M., Hanson, A., and Riseman, E. 3d model acquisition 
using a bayesian controller. In Proceedings of the International Symposium on 
Engineering of Intelligent Systems, Tenerife, Spain (1998), p. To appear. 

13. Jaynes, C., Stolle, F., and Collins, R. Task driven perceptual organization for 
extraction of rooftop polygons. IEEE Workshop on Applications of Computer 
Vision (1994), 152-159. 

14. Jensen, F. An introduction to Bayesian networks. Springer Verlag New York, 1996. 

15. Kumar, V., and Desai, U. Image interpretation using bayesian networks. IEEE 
Transaetions on Pattern Analysis and Maehine Intelligence 18(1) (1996), 74-77. 

16. Findley, D. Making Decisions: Second Edition. John Wiley and Sons, 1985. 

17. Mann, W., and Binford, T. An example of 3-d interpretation of images using 
bayesian networks. DARPA Image Understanding Workshop (1992), 793-801. 

18. McKeown, D., Jr., A. W., and McDermott, J. Rule-based interpretation of aerial 
imagery. IEEE Transactions on Pattern Analysis and Machine Intelligence PAMI- 
7 (1985), 570-585. 

19. Pearl, J. Probabilistic Reasoning in Intelligent System: Networks of Plausible In- 
ference. Morgan Kaufmann, 1988. 

20. Rimey, R., and Brown, C. Task-oriented vision with multiple bayes nets. In Active 
Vision, B. A. and Y. A., Eds. The MIT Press, 1992. 

21. Strat, T. Employing contextual information in computer vision. In Proceedings of 
ARPA Image Understanding Workshop (1993). 

22. Wang, C., and Srihari, S. A framework for object recognition in a visually com- 
plex environment and its application to locating address blocks on mail pieces. 
International Journal of Computer Vision 2 (1988), 125-151. 




Hybrid Approach to the Construction of Triangulated 3D 



Models of Building InteriorsS 



Erik Wolfart',Vitor Sequeira', Kia Ng^ Stuart Butterfield^, 

Joao G.M. Gou 9 alves', and David Hogg^ 

‘European Commission - Joint Research Centre, TP 270, 21020 Ispra (VA), Italy. 
“School of Computer Studies, University of Leeds, Leeds LS2 9JT, UK. 

E-mail: [erik.wolfart, vitor.sequeira, joao.goncalves]@jrc.it, [kia, stuart, 
dch]@ scs.leeds.ac.uk 



Abstract. This paper describes a system which integrates laser range data and 
video data to construct textured 3D models of building interiors. The system has 
been implemented in a prototype known as the AEST (Autonomous 
Environmental Sensor for Telepresence) - an autonomous mobile platform 
carrying a scanning laser range finder and video camera. The AEST is intended 
to fully automate the creation of models from building interiors by navigating 
automatically between positions at which range data and video images are 
captured. Embedded software performs several functions, including 
triangulation of the range data and registration of video texture, registration and 
integration of data acquired from different capture points, and optimal selection 
of these capture points. This paper concentrates on the triangulation algorithm 
of the system, which is a hybrid approach combining geometric surface 
extraction and a robust triangulation. It produces accurate geometric information 
and at the same time, a photo-realistic triangular mesh. This is important for 
graphical and visualisation applications such as virtual studios, virtualised 
reality for content-related applications (e.g., CD-ROMs), social tele-presence, 
architecture and others. 



1 Introduction 

The number of applications using augmented reality and virtual reality 
technologies are increasing rapidly. Whereas virtual reality is mostly used for 
entertainment and training, augmented reality is founding an increasing market niche 
for maintenance, remote verification and inspection. Both areas (augmented reality 
and virtual reality) require realistic 3D models to be successful. 



This work has been carried out as part of the EU-ACTS project RESOLV, involving partners 
from four countries. 



H.I. Christensen (Ed.): ICVS’99, LNCS 1542, pp. 489-508, 1999. 
© Springer- Verlag Berlin Heidelberg 1999 
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In general, there are two techniques for 3D reconstruction of real objects and 
scenes that are commonly used. One is based on active range data (e.g. structured 
light, laser range finders), and the other is based on video images. 

The extraction of high-quality models of small objects (e.g. museum 
artefacts) using high-resolution range cameras based on structured light is the main 
application active range sensing [12]. Recently, there have been attempts to use this 
technology for the reconstruction of large objects [7] and for creating virtual 
environments [8]. Commonly, the reconstruction of such systems is performed off-line 
with manual intervention to aid and correct the model during the processing cycle. To 
date, there has been no reported automatic detection of non-modelled parts or 
computation of the next best view. The existing systems are normally based on large 
and fixed set-ups and possess limited mobility. 

Passive range techniques based on video images give good results in 
extracting a minimum structure from the scene (e.g. a wall made of four points) with 
video images to enhance 3D appearance. Examples of such reconstruction include 
building facets [9], [15], [16] and indoor environments [10], [11]. Normally, the full 
geometry of the scene is not available. 

Automation in model building seeks to move away from the highly 
interactive and labour intensive process of existing systems for model building of 
large environments. Of paramount importance is the ability to fuse information 
acquired from different capture points into a unified model. Automation of this 
process requires registration between partial models and detection of occlusions 
between surfaces in the scene. The absence of automated occlusion handling is 
characteristic of current systems. 



The work described in this paper aims at the provision of complete, high 
resolution and photo-realistic 3D reconstructed models from reality. To achieve this, 
we have implemented an integrated approach to the construction of textured 3D scene 
models that takes full advantage of the complementary nature of laser range data and 
digital images. This approach has been realised in a prototype device for 3D 
reconstruction known as the AEST (Autonomous Environmental Sensor for 
Telepresence). The AEST automates the creation of models f rom the i nteriors of 
buildings by incrementally building a model of its surroundings. [Figure 2 1 shows the 
latest prototype system, and [Figure 2 1 shows an earlier version of the prototype in the 
form of a manual trolley. 
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(a) (b) 



Figure 1: A picture of the AEST and EST. 

The AEST has been developed to deal with large interiors for which many 
capture points may be required, such as one floor of an office block, factory or 
heritage site, and for hostile environments such as nuclear plants. Autonomous 
operation is required because a human operator cannot be used in hazardous locations 
and because offices and factories are best surveyed when they are empty and during 
the night when illumination can be controlled. The five principal components of the 
system are: 

1 . hardware, comprising the mobile platform, controlling computers, laser- 
range finder and camera; 

2. software module for converting laser rangels (3D pixels) into a 3D 
triangulated model; 

3. software module for mapping visual texture on to the 3D model; 

4. navigation using the partially complete 3D model and ultrasonic sensors; 

5. system software and human-computer interface; 

In short, the embedded software performs several functions including data 
acquisition, triangulation of the range data, registration of video texture, registration 
and integration of data acquired from different capture points, and optimal selection of 
these capture points, ensuring that ran ge data a nd video texture is acquired for all 
surfaces at the required resolution (see Figure 2j . All these modules run on the host- 
PC, and communicate with each other via a Host Server (HS) module. In addition to 
controlling the flow of data and operations between software modules, the HS is also 
responsible for communication and remote-operation via the Internet. The on-board 
computer has a Web server installed, and is linked to the outside world by means of a 
wireless Ethernet link. Any authorised person (e.g. system’s operator monitoring the 
acquisition session) using a standard computer can link to the computer’s Web page. 
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and, using Java applets, set-up the parameters for a spatial acquisition session (e.g., the 
area to be scanned, the spatial resolution, the zooming factor, etc.). 






Move to Next 




Perception 


Capture Point 




Planning 




Triangulated 

Model 



Textured Model 



Figure 2: Paradigm for Photo- Realistic 3D Scene Reconstruction. 

In Sections ^and|^ this paper concentrates on the second component of the 
system, i.e. the triangulation module to build triangular piecewise planar meshes of 
arbitrary topology. Originally the system modelled a given scene by applying a surface 
fitting algorithm to the 3D data. For situations where the visual appearance rather than 
the surface structure is required, the surface fitting has now been combined with a 
robust triangulation to form a hybrid approach to scene modelling. 

Section 0 summarises the algorithms needed to build a model from multiple 
viewpoints. For more detailed information on these components of the AEST see [3], 
[4], and visit the RESOLV web-page (http://www.scs.leeds.ac.uk/resolv/). 

In Section^ we briefly describe the texture mapping module which adds the 
colour information to the triangulated mesh and gives it the photo-realistic impression. 
Results of texture mapped models from single and multiple viewpoints can be seen in 
Section ^ 

2 Scene Modeling 

For each viewpoint, the laser scanner provides a set of two images, a range 
and a reflectance image (see t^igure 3| . The range value for each pixel is given by the 
distance to the object and the reflectance value by the intensity of the returned laser 
signal. As both values are measured from the same signal, the two images are 
perfectly registered. Knowing the geometry of the scanning system, we can compute 
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the 3D position corresponding to each pixel in the 2D r ange imag e. [Figure 4| shows a 
part of the 3D data produced from the range image in |Figure~^ (the screen, parts of 
the desk and the wall) as a triangulated mesh. This 3D data, in itself, constitutes a 3D 
representation of the scene, but a higher level representation is required to interpret it. 
It is desirable that the reconstructed surface description is as simple as possible while 
preserving its precision. If a piece-wise surface representation is used, the number of 
reconstructed patches should be as small as possible, and if polynomial patches are 
used the degree of the polynomial should be as low as possible. The final 
representation should not depend on how the different views were taken and a single 
model for the whole scene should be built irrespective of the number of range images 
used to characterise the environment. 




(a)Range image (b) Reflectance image 

Figure 3: 2D range and reflectance image as produced by laser scanner. 




Figure 4: Segment of 3D points constructed from range image in Figure 3. 
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The way a reconstructed model is described depends crucially on the purpose 
for which the descriptions are intended. Two categories can be identified: 

• those based on shape primitives, e.g. Constructive Solid Geometry 
(CSG), which are suitable for CAD-style applications, and 

• those composed of polygonal meshes, more suitable for graphical and 
visualisation applications. 

The initial version of the triangulation algorithm was based on extracting 
geometric features from the scene: polynomial surfaces of 1“ or 2°‘‘ order are fitted to 
the raw data and the result is triangulated for visualisation. The advantage of this 
method is its good performance in terms of data reduction and that it produces 
accurate geometric information which is needed by later modules (e.g. Perception 
Planning and Navigation). However, the problem is that this representation provides 
only the dominant geometric description and does not accurately include small details 
that are present in a typical indoor environment ^.g., a book on a table, a thermostat 
box on the wall or a door handle). Section ^ will describe in detail a hybrid 
triangulation algorithm that overcomes this problem. It combines the original surface 
fitting with a robust triangulation that uses edge information to reduce noise and to 
model depth and orientation discontinuities that are frequently present in a typical 
indoor scene. It achieves a good data reduction while at the same time producing a 
complete and visually appealing model. 

The final step in modelling the data from a single viewpoint is to texture map 
the triangulated mesh with the colour information given by the video camera. This is 
an important component of the AEST system and significantly improves the 
“impression of being there”. We will briefly describe this module in Section^ for 
more in depth information see [4]. 



3 Triangulation 

As has been mentioned, the system originally modelled a scene by fitting 
polynomial surfaces to the 3D data. Although this provided accurate geometric 
information and allowed for modelling of the main features of a typical indoor scene, 
many of the details and smaller objects were not included in the model. A limited 
photo-realistic impression was the result. In order to increase the completeness of the 
model, it was decided to devise a triangulation algorithm that is directly applied to the 
raw 3D data. Given the nature of the scenes that we want to model, the algorithm 
faces the following problems: 

• The amount of raw 3D data can be very high, especially if many 
viewpoints are required to model the entire scene. Therefore, the 
algorithm needs a high data reduction without losing too much detail. 
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• The scene may contain many scattered objects which introduce 
occlusions and depth discontinuities. The algorithm needs to reliably 
detect those depth discontinuities in the presence of a considerable 
amount of noise and make sure that they won’t be connected by 
triangles. 

• The scene may contain features at varying scales: large surfaces like 
walls, floors or columns as well as small objects with the size close to 
the noise level. Therefore, the resulting mesh must be multi-resolutional, 
using large triangles for smooth areas but keeping the detail of small 
features. 



3.1 Multi-resolutional Triangulation 

The triangulation algorithm was devised to take account of the above 
constraints and also to take advantage of the fact that the 3D points are organised in a 
2D grid (i.e. for each pixel in the 2D range image we know the corresponding 3D 
position in space). 




2D Grid 




Depth discontinuity 



Figure 5: Triangulated range data in 2D grid and 3D space. 



The algorithm starts by building a triangular mesh connecting all the valid 
pixels that are in adjacent rows and columns in the 2D grid, resulting in a mesh of 
regular triangles in the grid. Each pixel corresponds to a point in 3D space and each 
triangle on the grid has a corresponding triangle in space. 

If the surface scanned by the system is perpendicular to the scanning 
direction, the triangle in 3D space will be isosceles. As the angle to the surface 
becomes smaller, the triangles get mor e elongate d and depth discontinuities will 
produce very long and thin triangles (see [Figure 5( l. To avoid joining portions of the 
surface that are separated by depth discontinuities (jump edges), a first test is 
performed for each triangle, based on the triangle aspect r atio, t, bet ween the radius of 
the circumscribed circle, R, and the inscribed circle, r (see [Figure 6[. 
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Figure 6: Triangle aspect ratio. 

In order to decrease the number of triangles, the grid is divided in square 
blocks of a given size (e.g. 64x64 rangels) and each square is divided into two 
triangles, containing half of the points and triangles of the square block. Two 
condition are tested for each triangle: 



1. The aspect ratio of the triangle and of all contained triangles must be 
larger than a pre-defined value. This ensures that depth discontinuities 
are not connected by the mesh. 



r 




2. The mean distance between the 3D points covered by the triangle and 
the plane defined by the triangle, must be smaller than a given distance 
tolerance, so that the 3D mesh stays close to the original 3D data. 



If both conditions are met, the triangle is used for the mesh, otherwise it is 
subdivided into four smaller triangles and the same tests are performed for each of 
them. The algorithm proceeds iterativel y until th e 2 conditions are fulfilled or it 
reaches the resolution of the 2D grid (see [Figure 7| ). If the aspect ratio of a triangle at 
the lowest resolution level is too small, this triangle is discarded, so that the surface is 
disconnected at depth discontinuities. 




Figure 7: Example how a square 2D image area can be divided into regular 
triangles of varying size. 

By applying this procedure it may be necessary to discard triangles that do 
not join depth discontinuities, but have been acquired with a small angle to the surface 
being scanned. These triangles are not reliable (the measurement noise increases 
exponentially with the angle between the surface normal and laser beam [3] and 
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should also be discarded, and replaced with data acquired from another scanning 
position. 

The result is a multi-resolutional triangular mesh, where edges are preserved, 
giving a very realistic representation of the 3D surface when textnred with the laser 
reflectance or digital image data. 



3.2 Triangulation Using Edge Information 

This first triangulation is an improvement over the previons algorithm using 
only surfaces in a sense that in principle all the objects in a scene are modelled 
regardless of their topology. However, some problems remain, mainly due to the noisy 
nature of the raw 3D data. The algorithm acts on a pixel-by-pixel basis, making it 
difficnlt to distinguish between noise and small objects. Hence, the data noise is often 
visible in the resulting model, some triangles might be lost if the aspect ratio gets too 
small due to the noise and the data rednction is not always as good as desired. 

To fnrther improve the algorithm and to make it more robust, the following 
steps were introduced: 

1 . The algorithm extracts depth and orientation discontinuities from the raw 
range. 

2. The raw range data is smoothed using a median filter with the extracted 
discontinuities used as a mask. 

3. Finally, the data is triangulated as before, but additionally using the 
extracted discontinuities to guide the triangulation parameters. 

The remainder of this section explains these three steps in more detail. The 
depth discontinuity extraction works on the raw range image and is similar to the 
Canny edge detector [1]. It can be described as follows: 

• In order to make the depth discontinuity detection more robust, the 
image is first smoothed using a 3 by 3 median mask. 

• Then the edge strength and orientation is computed for each pixel 
location nsing a one dimensional differential mask in the horizontal and 
vertical direction. 

• A non-maximnm snppression is applied: each edge value is compared 
with the edgels within a given range along a line perpendicular to the 
local edge orientation. If the valne is not the maximnm, it is set to zero. 
The result is an image where only the ridges of the original edge image 
have non-zero values. 

• Finally, the edgels are tracked in the image to obtain edge strings using a 
hysterisis threshold: only if an edge valne exceeds an upper threshold the 
algorithm starts tracking, it then applies a second, lower threshold until it 
completely detected the current edge string. Edge strings under a certain 
length can then be removed thus further reducing noise in the image. 
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Additionally to the depth discontinuities, orientation discontinuities are 
extracted in a similar way. In this case, first the surface orientation for each pixel is 
computed by locally fitting a plane to the 3D data. Discontinuity values in the 
horizontal and vertical directions are extracted by computing the angles between the 
neighbouring surface orientations. Then the algorithm continues as for the depth 
discontinuities by applying non-maximum suppression and edge tracking. 

The resul ts of extractin g depth an d orientation discontinuities from the range 
image in iFigure*^ can be seen in iFigure*^ Since the surface orientation is sensitive to 
noise and can be unreliable in the vicinity of edges, the extracted orientation 
discontinuities are not as well localised as the depth discontinuities. However, the 
results are sufficient for our purposes. 




(a)Depth discontinuities (b) Orientation discontinuities 



Figure 8: Depth and orientation discontinuities of image in iFigure'il 

In order to reduce the size of the resulting triangulated model and to improve 
its visible appearance, it was decided to decrease the noise in the raw range data prior 
to triangulation. This is done by applying a median filter to the original raw range 
data. The median was the preferred choice over other filters (e.g. mean), because it 
causes only little blurring at the edges and because the range data has a high content of 
non-gaussian noise. To maintain the high level of detail, the smoothing algorithm uses 
the depth and orientation discontinuities extracted in the previous step as a mask: if a 
pixel in the range image (or one of its 8-neighbours) was qualified as depth or 
orientation discontinuity, it maintains its original range value, only otherwise the value 
is replaced by the median of the local neighbourhood. This makes it possible to use a 
relatively large smoothing mask (usually 5 by 5 pixels) without losing too much 
information. 

Finally the same triangulation algorithm as before is applied to the smoothed 
data. However, the thresholds for the aspect ratio and the distance tolerance for each 
triangle are guided by the output of the discontinuity detection: 
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• if any of the pixels that are covered by the triangle currently under 
investigation was classified as depth discontinuity, the triangle will be 
broken up (or discarded if it was already at the maximum resolution). 

• each pixel covered by the triangle that was classified as orientation 
discontinuity, will cause the aspect ratio and distance tolerance 
tolerances to get tighter for this triangle, thus producing a better 
resolution at the orientation discontinuities. 

• wider thresholds for aspect ratio and distance tolerance are applied when 
none of the pixels covered by a triangle was qualified as a discontinuity, 
thus resulting in less overall triangles and a more complete model. 

These additional steps improve the resulting model, especially if the raw data 
has a high noise content. Due to the noise reduction and the relaxed thresholds inside a 
surface area, the model contains less triangles and at the same time the visual 
appearance is enhanced. Furthermore, the visible detail is higher along the 
discontinuities, as the parameters are tighter. The disadvantage of the pre-processing 
is, however, that features of which the size is smaller than the threshold used for 
detecting the depth discontinuities (i.e. the noise level) will be blurred during 
smoothing. 



3.3 Hybrid 3D Modeling 



Although the extended triangulation algorithm already produces a good 
model of the scene, it still can be possible to see the influence of noise in the 3D data, 
especially on large planar surfaces. This can have considerable negative affects on the 
photo-realistic appearance of the model and consequently it was decided to combine 
the original surface fitting algorithm with the best version of the triangulation. 

The basic idea is the following: first the surface fitting algorithm is run over 
the raw 3D data and as many polynomial surfaces as possible are extracted [3]. During 
the fitting process the range image is segmented into distinct surfaces with most pixels 
in the image being assigned to one of the surfaces. The parameters of each surface are 
computed to minimise the mean distance between this surface and the points assigned 
to it. Any 3D point that was classified as being part of a surface is assigned a label 
unique to this surface and its coordinates are replaced with the projection of this point 
onto the plane. Thus, the resulting data set is perfectly smooth wherever a surface was 
extracted. Any point that could not be assigned to a surface remains unchanged. Thus, 
the surface fitting not only yields geometrical information about the scene, but it is 
also a more global method of removing noise from the data^_^igm£9 a) illustrates the 
segmentation of the range image into polynomial surfaces, [Figure 9t b) is a snapshot of 
the 3D wireframe model of the surfaces. 
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(a) Surface labels overlay on range image 







(b) Snapshot of 3D wire-frame model 



Figure 9: Result of fitting surfaces to the range image in Figure 3. 



In a second step, the triangulation is applied to all points as before with the 
addition that also the surface labels are used to guide the parameters of the 
tri angulation: 



• if all pixels covered hy a triangle have the same surface label (i.e. the 
triangle lies completely within one surface), the aspect ratio is ignored 
and the distance tolerance has a higher value. 

• if the pixels have different labels or if some of the pixels were not 
assigned to any surface at all, the parameters are selected as described in 
the previous section. 



The resulting model combines the advantages of both algorithms: large surface areas 
appear perfectly smooth with a maximum degree of data reduction. Since in a typical 
indoor scene, a large part of the surface area can be represented as a polynomial 
surface, the size of the overall model is fairly small. At the same time this method 
produces a representation for all valid 3D points in the raw data and maintains a high 
level of detail for objects not covered by the polynomial surfaces (e.g. books or other 
small objects on a desk). Another disadvantage of the original algorithm using only 
surfaces is that the 3D model often shows small gaps along the intersection of surfaces 
which can compromise the realistic impression considerably. This problem is 
overcome by the hybrid approach, as these gaps are closed by the triangulation. 



Again, the problem is to distinguish between noisy data and small features in 
the scene during surface fitting. All points that lay within a certain threshold of a 
surface collapse onto this surface. Any feature smaller than this threshold will 
therefore disappear from the 3D data. However, since the 3D model is textured with 
video data (in which, of course, all features remain) the visual appearance of the 
model is not necess arily compromi sed. 

[Figure 10 and Figure 11 illustr ate the resu lts of applying the four different 
methods for the 3D scene reconstruction. [Figure 10| shows the models texture mapped 
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with the reflectance image obtained from the laser scanner w hereas t^igure if] shows 
the same models using a wire frame representation. lFigure lOi la) results from applying 
the original surface fitting algorithm to the raw data. Although the main features of the 
scene were reconstructed, the small details (e.g. the objects on the tabl e) are missing. 
Also, intersecting surfaces do not connect in the model. In [Figure 10| (b) the 3D data 
was triangulated without any pre-processing. Now all obje cts are reco nstructed, but 
the visual appearance is poor due to the noisy data. [Figure fol c) shows the 
triangulation of the pre-processed range data using the edge information. The noise is 
significantly reduced which yields a nicer and smaller m odel. The b est model is 
obtained from combining surface fitt ing and triangulation ( [Figure lOt d) ). It has a 
smoother appearanc e than [Figure ici c) and at the same time uses roughly half the 
amount of triangles, h^able 1 [ lists the sizes of the models in [Figure K)1 




(c)Triangulation using edge information (d)Combined surface fitting and triangulation 



Figure 10: 3D models using different triangulation approaches. 
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c) Triangulation using edge information (d)Combined surface and triangulation 

Figure 11: Same data as Figure 12 as wire frame models. 



Triangulation method 


Number of 
triangles 


Connecting all valid 5D points tsee figure 4l 


73500 


Surface fitting only (Model (a) ) 


3660 


Initial Triangulation (Model (b) ) 


10900 


Triangulation using edge information (Model c)) 


9640 


Combined surface fitting and triangulation (Model (d)) 


4550 



Table 1: Number of triangles of the models in [Figure 10| 
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4 Multiple Viewpoints 

Normally it is not possible to have complete 3D representations from data 
acquired at a single viewpoint. To resolve occlusions in the scene or to reconstruct 
large scenes, it is necessary to acquire data from multiple viewpoints. Apart from 
resolving the ambiguities caused by occlusions, multiple range images may also be 
used to introduce higher resolution images in specific regions of interest. This section 
summarises the tasks performed by the AEST system in order to iteratively build a 
geometric model of the entire scene from multiple viewpoints. For more details see [3] 
and [4]. 



The initial step in each iteration is to detect the occlusions and gaps in the 
range data that was acquired so far and to plan a set of new viewpoints to resolve these 
occlusions. First, the occlusion detection is done by analysing the depth maps for 
surface discontinuities. During perception planning, the system computes a set of 
potential viewpoints that resolve all the occlusions, which are then optimised so that 
the number of required viewpoints is minimal, the acquisition conditions (e.g. distance 
and angle to objects) are optimal and the overlap between the scans is sufficient for 
the subsequent registration. 

After perception planning, the AEST platform moves autonomously to the 
next computed viewpoint, acquires a new range image and computes the set of 3D 
points. The next step in the processing chain is to register the newly acquired with the 
existing 3D data. Our approach to registration is based on the Iterative Closest Point 
(ICP) algorithm [13] with some modification to cope with the specific kind of data 
and to speed up the process. The ICP algorithm first identifies the correspondences 
between two sets of 3D points and then computes a rigid 3D transformation based on 
those correspondences. It iteratively repeats this process until the stopping criteria is 
met. To work correctly the ICP algorithm requires an initial estimate of the 3D 
transformation between the two data sets which, in our case, is provided by the 
navigation module of the robot [14]. 

After registration, the different views are integrated, i.e. the overlapping data 
from different scans is combined to form one common representation of the entire 
scene. This is done by first identifying the overlapping areas for the new range image. 
Then, for each pixel, it is decided which scan is used to represent it in the final model 
based on a reliability measurement (a weighted sum of the distance between 
acquisition point and object, the local surface orientation, the returned intensity and 
the variance of the range measurement). This yields a deletion map for each range 
image which is used to mask out the redundant data during the subsequent 
triangulation. A triangular mesh is produced for each range image using the algorithm 
described in Section ^ together with the deletion masks and, in a final step, the 
different meshes are connected along the borders to form a single representation of the 
data. 
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The system repeats the entire cycle until all occlusions are resolved or the session is 
terminated by the user. 



5 Visual Texture Mapping 

The RESOLV project aims to generate computer models of scenes which are 
visually realistic. The Texture Mapping Module achieves this by texturing the 3D 
triangulated surfaces from the laser scan with pixel data from a set of video camera 
images. The camera and laser are mounted together on the sensor head of the AEST. 
Since the camera field-of-view is smaller than that of the laser, several images are 
acquired at different pan/tilt positions (typically 15 images in a 3 "5 grid), in order to 
provide sufficient texture coverage. The triangulated data and camera images are 
processed to produce a texture-mapped VRML model. 

In this section we present an overview of the components of the Texture 
Mapping Module, including the basic texture-mapping method and some techniques 
which improve efficiency and the quality of the resulting models. 



5.1 The Basic Approach 

In VRML, each 3D vertex is assigned a corresponding 2D texture map 
coordinate and the texture is interpolated between these vertices. To obtain these 
correspondences automatically requires calibration of the camera with respect to the 
3D model. 

The mapping between 3D points and a given 2D image is encapsulated in the 
camera matrix for a particular camera, denoted by M. M projects a model point in 3D 
laser co-ordinates, onto a 2D image point, x = MX^. 

Camera models vary in complexity, depending on how accurately they 
attempt to characterise the image formation process. This, in turn, determines the 
number and types of parameters in M. We use Tsai’s camera model [5] which is based 
on the pin-hole model of perspective projection, and has eleven parameters. The six 
extrinsic parameters define the position and orientation of the camera with respect to 
the world co-ordinate system. Live intrinsic parameters describe the optical properties 
of the camera, including a 1“ order approximation of a coefficient to correct for radial 
distortion [6]. 

The camera model parameters can be determined, if at least seven non- 
coplanar 3D points and their corresponding 2D image positions are known. 
Correspondence information is supplied by the system operator via a graphical user 
interface. When more than the minimum number of correspondences are known, we 
employ the RANSAC parameter estimation technique [2]. This attempts to identify 
and discard erroneous data, and thus use only the most accurate data to obtain a 
solution. 
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While acquiring the range data, the laser measures the reflectance properties 
of the surface at each scan location and generate a reflectance image. Thus each 
reflectance image pixel correspondence to a known 3D position. Hence, the operator 
needs only to match points in the reflectance and camera images to obtain the 2D/3D 
correspondences required for calibration. 

Once calibrated, M can be used to obtain 2D texture coordinates by 
projecting any voxel to the camera image plane. These are stored in the VRML file 
and the texture-mappingprocess is completed. A number of texture-mapped models 
are presented in Section^ 

Although this hand-calibration process is normally done only once to 
calibrate the on-board video camera with the laser scanner, it is very flexible in that it 
allows the model to be texture-mapped using an image taken with any camera, at any 
time, from any location. 



5.2 Enhanced Techniques 

In this section we briefly describe two extensions to the basic texture- 
mapping approach. For more details, see [4] . 

To texture-map a model composed of relatively large triangles, it is necessary 
to take account of perspective effects in the image formation process. In order for a 
VRML surface to look realistic from any viewpoint, it should be textured using data 
from a camera that is approximately orthogonal to that surface. Since this will not be 
possible for many surfaces, we have devised a method to recover the orthogonal view 
from an oblique view. The texture assigned to each triangle pixel is computed using a 
pipeline of transformations which maps between texture coordinates and original 
camera image coordinates, undoing the perspective effects. 

Another problem is caused by the fact that the range data can be acquired 
from several different locations. Thus it is likely that some 3D model triangles will not 
be visible in one or more camera images. If this is because the triangle is occluded by 
other scene structure, it must not be texture-mapped using texture belonging to the 
occluding surface. The solution to the problem can be found by looking again at 
camera matrix, M, which projects each triangle into an image. Although two different 
3D points can project onto the same 2D pixel, in homogeneous coordinates, the 
projective scale factor. A,, which is a function of the depth of the 3D point relative to 
the camera, will be different. Therefore, A can be used to decide whether to texture- 
map a 3D triangle, or part thereof. 



6 Results and Conclusions 

This section presents a number of screen snapshots of reconstructed models. 
Other reconstructed models are available on-line and can be accessed via the 
RESOLV web-page (http;//www.scs.leeds.ac.uk/resolv/). 
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Figure 12: Snapshots from 2 single view models of the lobby area at the Royal 
Institute of Chartered Surveyors, London. 
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Figure 13: A multiple-view model of an office in the School of Computer 
Studies, University of Leeds. 



The AEST system described in this paper allows to automatically reconstruct 
the 3D model of building interiors. The hybrid triangulation algorithm used by the 
system applies a surface fitting algorithm to the 3D data to recover dominant features 
like walls, floors and columns. It reconstructs small detailed objects (e.g. books on a 
desk) using a robust triangulation algorithm. The result is a 3D mesh that completely 
models the scanned data, reducing the noise content for large surfaces and providing 
high resolution where necessary. The number of triangles is significantly reduced over 
the original triangulation algorithm. 

Combined with the texture mapping of the video data captured by the system, 
the algorithm considerably enhances the photo-realistic appearance of the resulting 
3D. 

Current work includes optimisation of the VRML file organisation and 
improving the accuracy and realism of the reconstructions. We are also experimenting 
with ways to augment the models to enhance the sense of “being there”. For example, 
an animated movie texture could be superimposed on a virtual TV screen, or a video 
camera could track people in the real world scene and then representations of those 
people would mimic their movements in the reconstructed model. 
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Abstract. We present a fully integrated active vision system for inter- 
preting dynamic scenes. We argue that even if the ego-motion of the 
mobile vision system is known, a single view camera calibration cannot 
adequately support scene model acquisition and maintenance. It is shown 
that stable camera/grabber chain calibration can be achieved using a 
multi-view calibration process. With such calibration, a predicted view 
of the scene from any arbitrary view point can successfully be used for 
object verification and scene model maintenance. Experimental results 
in scene interpretation confirm the benefits of the multi- view calibration 
approach. 



1 Introduction 

The recent research effort in computer vision, under the acronym VAP (vision 
as process) U, clearly demonstrated the benefit of enhancing the commonly 
advocated active vision paradigm gums by the concept of continuous pro- 
cessing which facilitates the exploitation of temporal context to make the scene 
interpretation problem manageable. Accordingly, the vision system is not only 
able to control the camera to focus on regions of interest or to adopt a new 
view point to simplify a scene interpretation task, but most importantly, it is 
processing the input visual data on a continuous basis. The latter has the ad- 
vantage that the degree of knowledge about the imaged scene (identity, location 
and pose of objects in the scene) is continuously maintained and this in turn 
simplifies the complexity of future visual tasks. This idea mimics the ability of 
the human vision system to build a model of the surrounding environment and 
use this model to generate visual expectations (even with closed eyes). In terms 
of machine perception, the capability to exploit temporal context translates into 
the requirement to build a symbolic scene model which is utilised in solving 
instantaneous visual tasks and is continuously updated. 



H.I. Christensen (Ed.): ICVS’99, LNCS 1542, pp. 509— ^^21J 1999. 
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We have developed a vision system which adheres to the VAP philosophy [7| . 
The scene is regularly sampled by visual sensing and the outcome of processing 
directed towards a particular visual task is entered into a scene model database. 
The database contains symbolic information about the types of objects detected, 
their position in the 3D world coordinate system defined for the environment 
in which the sensor operates, and their pose. The system has been shown to 
exploit multiple cues to generate object hypotheses and to verify the content 
of the scene model. It also has the capability to interpret dynamic scenes. In 
particular, it has been demonstrated how the combined use of temporal context 
and a grammatical scene evolution model enhance the processing efficiency of 
the vision system PD3|. 

In the above studies the camera of the vision system acted as a static observer. 
We have recently extended the system capability by placing the camera on a 
robot arm with a view to performing scene model acquisition and maintenance 
experiments with an active observer. As the ego-motion of the active observer 
is known to sufficient accuracy, it should be possible to verify the presence of 
objects in the scene model database from any view point. However, a mobile 
camera raises the issue of accuracy and stability of calibration. If calibration is 
inaccurate, the prediction of the appearance of objects in the scene model will 
be rendered useless for efficient comparison with the observed data. 

In the paper we investigate the inffuence of calibration errors on scene inter- 
pretation and scene model maintenance using an active observer. We show that 
a single view calibration does not yield calibration parameters which are suffi- 
ciently accurate. This leads to inaccurate estimates of object positions. Moreover, 
the positional estimates cannot be improved by viewing an object from several 
viewpoints, as the location estimates are biased towards the initial calibration 
viewpoint. We show that the problem can be effectively overcome by means 
of a multi-view calibration process. This avoids over-fitting the camera/grabber 
chain calibration parameters and facilitates reliable and computationally efficient 
scene model maintenance. 

The paper is organised as follows. In the next section we present a brief 
overview of the calibration procedure used |2Q|. Section 3 describes the adopted 
approach to object recognition and verification which exploits the ground plane 
constraint P O IT^ ITT^ and has been described in detail elsewhere usi iini. 
Section 4 describes the scene model maintenance experiments performed. The 
results of the experiments are presented and discussed in Section 5. Section 6 
summarises the main results of the paper. 

2 Camera Calibration 

2.1 Camera Model 

In our application the goal of camera calibration is to recover the projective 
transformation between image points and the corresponding 3D world points on 
a ground plane. Four coordinate systems need to be determined in order to com- 
pute the transformation, i.e. the world, camera, camera sensor plane and image 
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coordinate systems respectively. Three sets of data are required, the extrinsic 
and intrinsic parameters and details concerning the camera sensor. 

The extrinsic parameters define the position and orientation of the camera 
with respect to the world, and comprise the rotation matrix (R) and the trans- 
lation vector (T), such that a point in world coordinates {xw,yw, Zw) can be 
defined in terms of its corresponding camera point {xc, Uc, Zc) as. 



Xc 

Vc 


= R 


X'lxj 

Vw 


_Zc_ 







( 1 ) 



The 3x3 rotation matrix can also be expressed as three parameters of rotation, 
the roll, pitch and yaw angles around the z, y, and x axes, respectively |S|. 
Together with the three elements of the translation vector T^,Ty and this 
gives six extrinsic parameters in the calibration implementation used in the 
procedure HZ). The transformation defined by the extrinsic parameters give the 
coordinates of a world point in terms of the camera coordinate system with the 
origin at the optical centre and the z axis along the camera’s optical axis. 

There are many possible intrinsic parameters, including different types of 
lens distortion, which could be modeled. For compatibility with other research 
and available software we constrain ourselves to four intrinsic parameters, 
the focal length, /, the image centre Cx and Cy and a lens distortion factor k are 
required for the remaining stages. The next step is to convert from the camera 
coordinate system to the plane of the CCD sensor. 



Xu = /— and 


( 2 ) 




1 

II 


( 3 ) 



Zc 



where and are the coordinates on the undistorted (ideal) sensor plane. 

Due to geometric lens distortion the sensor coordinates require adjustment 
with the lens distortion factor giving the true sensor position of the point. 






Yd 






(1 -I- Kp2) 

Yu 

(1 -I- Kp'^) 



and 



where p = + Y^. 

Finally, the image point is expressed by. 



Xi — XdSx Cx and 
Y, = dy^Yd + Cy, 



( 4 ) 

( 5 ) 



( 6 ) 

( 7 ) 



where dx and dy are the distances between the centres of the sensor elements and 
Sx is a scaling factor compensating for any uncertainty in the timing of the start 
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of the image acquisition. These three camera sensor parameters are assumed to 
be constant, the values of and dy are given by the camera manufacturer and, 
for our present purposes, Sx is taken as 1.0. 

The extrinsic parameters vary accordingly to pose, but are related through 
the camera movements, and the intrinsic parameters should be the same for 
any pose. The goal of the multi-view calibration procedure is to determine the 
intrinsic parameters, for any given camera, so that 3D information can be reco- 
vered by a mobile camera from any position and show that the results of our 
experimental procedure are repeatable, robust and stable. 



2.2 Chart Detection 

Successful camera calibration relies heavily on the accurate and consistent de- 
tection, in images, of precisely known world points. Points extracted from the 
image of conventional objects are notoriously unreliable. The object edges extrac- 
ted from images at different poses may actually refer to different world points. 
There is also the added problem of finding the correspondence between points 
in different images. 



Detection of high contrast compact and convex close boundaries 




Output Closed Loops 



Fig. 1. Chart detection algorithm 
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To overcome these ambiguities we use as world registration markers points 
on a calibration chart (see figure l^o) . In addition we apply a fast and robust 
technique for the accurate detection of the centres of the squares of the calibra- 
tion chart. The chart detection technique is founded on the premise that the 
image gradient for pixels on the chart will be locally maximal and close to the 
global maximum. The resulting edge strings are closed, compact and convex. 

The main stages of the method involve the processing of local image gra- 
dients, the feature extraction of the centre of gravity of each square and the 
linking of possible nodes to segment each individual chart. Figure Q shows a 
block diagram of the entire process and more details can be found in Soh et al 

m 

2.3 Multi-view Calibration 

We pose camera calibration as the process of finding the optimal values for the 
parameters which correspond to the minimum error between the image points 
on a calibration object observed by the camera and the points obtained by 
re-projecting the corresponding calibration object points from the world coordi- 
nates onto the image plane. 

Typically, calibration involves taking a single, static view of a set of points 
lying on a common plane (coplanar). However, there could be many variations 
of the calibration parameters which satisfy a specific view giving an acceptable 
re-projected error. If the world points are coplanar there can, particularly, be 
considerable ambiguity in the estimated /, values. We have found that repea- 
ted calibration of the same scene, even without moving the camera gives unstable 
results. In our view the reason is parameter bias due to data over-fitting and, 
therefore, the parameters are only appropriate for the specific view from which 
they were determined. 

To some degree the /, Tz ambiguity can be alleviated by using non-coplanar 
calibration points jlS] (which requires some mechanism for moving the calibra- 
tion points in space or for correlating points on different planes) and the intrinsic 
parameter bias can be alleviated by calibration from multiple poses HH . We draw 
on these two concepts and derive a procedure which involves taking a series of 
views of a fixed calibration chart. The views are defined by known camera move- 
ments. All views are used jointly to determine the camera intrinsic parameters 
and the initial extrinsic parameters. By moving the camera in different planes 
(instead of the calibration points) and calibrating at a large number of positions 
which cover the desired working environment of the robot/camera system, we 
obtain very stable estimates of the calibration parameters m- 

3 Object Recognition 

The object recognition approach used in the present system has been reported 
in detail elsewhere m- It uses a dedicated recognition engine for each type 
of object that can be found in a breakfast scenario. In particular we can cope 
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(a) 




Frame No. 334 
Frame STATIC 
(Region (Num 1) 
(Region (Num 4) 
(Region (Num 5) 
(Region (Num 8) 



(b) 



(Status STATIC) 
(Status STATIC) 
(Status STATIC) 
(Status STATIC) 



(Object cup_and_saucer)) 
(Object milkjug)) 

(Object plate)) 

(Object sugarbowl)) 



(c) 



(d) 



Fig. 2. Processing steps a) One image in sequence b) Colour difference regions c) Edges 
within regions of interest d) Symbolic interpretation of regions 
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with plates, saucers, sugar bowls, cups and milk jugs. The recognition scheme 
assumes some prior knowledge and constraints. All objects must be placed on a 
common, flat ground plane. The transformation between the camera coordinate 
system and the ground plane coordinate system must be known (established 
through calibration). The recognition procedure, for the initial pose, adheres to 
the processing steps shown in figure 0 

Regions of interest are determined by comparison of the current image with 
a background image of a static tabletop scene. Any areas which show a signi- 
ficant chromatic difference jS| are likely to represent new objects or events and 
are, therefore, deemed interesting. The outlines of objects within the regions of 
interest are extracted and compared with the projection of three-dimensional 
models onto the image plane. Thresholds for the object matches have previously 
defined experimentally m- The object is said to be recognised when a model 
match is found which falls below its corresponding threshold value. 

4 Model Maintenance Experiments 

4.1 Experimental Setup 

All our experiments were carried out with a COSMICAR/PENTAX 25mm lens 
on a JVC TK1070E camera attached to a PUMA700 robot arm (figure Et). All 
processing was performed on a Silicon Graphics Power Challenge machine. 




(a) (b) 

Fig. 3. a) Robot /camera system, b) Example view of calibration chart 



4.2 Predicted World Position Experiments 

Our hypothesis concerning the maintenance of models and calibration data is 
that the data derived from the multi-view procedure will produce a small va- 
riation in the predicted object positions from different poses, whereas the data 
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from single-view calibration will not generalise well to new views, resulting in a 
large variation of predicted position. Having determined two sets of calibration 
data, from single and multiple camera poses our next step was to determine 
the effect of the parameters on the predicted position of a recognised object. 

The robot/camera system was successively positioned at 3D grid points 
200mm apart, covering a 650x650x450 virtual 3D volume (barring the poses 
that were unreachable or violated the camera protection protocols). The direc- 
tion of sight of the camera was always oriented towards the same point on the 
tabletop. In the initial position the object, a milk-jug, was recognised and its 
3D position computed. At each subsequent position, using the known camera 
movement from the robot control system, the new image position of the object 
model was computed. 







j 


3 




3 












3 




0 


" 


^9^ 




B 



Fig. 4. The process of optimisation of the world object position as seen in the image 
position of the re-projected model. 



Generally there would be some error between the new model position and 
the new edges. This discrepancy was resolved by optimising the x and y world 
position of the object such that the error between the re-projected model and 
the edges in the image was minimised. A typical example is shown in figure El 
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The first image indicates the initial re-projected error between the edges and 
the model (thick grey lines). The subsequent images show the minimisation 
process in action with the final image showing the ultimate match. With this 
process, a new world position of the object is determined at each new pose of 
the camera. Ideally, if the projective transformation is accurate, the computed 
position should be the same in each case. 

To test the above hypothesis we performed the experiment as described with 
both sets of calibration data with the expectation that the more reliable the data 
the more precise the predicted position. As the results in sectional indicate, our 
expectations were confirmed. 



4.3 Occlusion Experiment 

A further experiment demonstrates the application of the improved knowledge of 
the projective transformation by recovering from a situation where the detected 
object is occluded. In figure |H1 the left hand column shows three successive scenes 
of the tabletop. The second shows objects occluding the target object from the 
first image. The robot is then moved to a new pose where the target is not 
occluded and an attempt is made to recover detection by utilising the predicted 
position from ground plane knowledge and the robot movement. 




Fig. 5. Plan view of predicted positions from single view calibration (a) and from 
multiple view calibration. Each circle represents the base of the object, with the centre 
shown by a cross. The area of each image covers 600x600mm and the diameter of each 
circle is 100mm. 
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5 Results 

The plot of the predicted object world positions at each pose of the camera is 
shown in figure 0 The circles represent the diameter of the base of the object 
on the tabletop seen in plan view with the cross indicating the centre. Figure 

shows the predicted positions derived from the experiment using single view 
calibration data and 03 that for multiple view data. It is clear that the predicted 
positions derived from the multiple view calibration show a marked improvement 
over the single view, with a close clustering of points. Table 0 shows the mean 
and standard deviations of the distance of each point from the mean position of 
all the points, for both the single and multi-view calibration. 

The predicted image positions derived from the single view calibration were, 
in fact, so poor that the regions allocated for edge detection were so far from 
the actual edges required that the position optimisation could not converge to 
the correct solution. This was resolved by manually indicating (with the cursor) 
an initial image location to start the position optimisation procedure. 

A surprising outcome of this experiment is the finding that with the single 
view calibration the estimated camera parameters give rise not only to a larger 
variance in object position estimation but also to a bias. Thus the object pose 
cannot be refined merely by viewing it from several viewpoints and averaging 
the position estimates. However, the converse is true, provided the camera is 
calibrated using the multiple view calibration procedure. Thus with appropria- 
tely calibrated camera, an estimate of the position of an object can be refined 
by taking multiple views of the same object and subsequently averaging the po- 
sitional measurements before inserting the object identity and its position into 
the scene model database. 



Predicted world position data 


Parameter 


Single view calibration 


Multiple view calibration 


X 


331.105 


442.728 


y 


240.409 


391.170 


Mean distance 


82.2 


15.4 


a 


48.5 


7.0 



Table 1. Results of the predicted world position experiments. The mean x and y co- 
ordinates (millimetres) of predicted world positions are shown first, followed by the 
mean distance between the position predicted from each experiment to the mean po- 
sition along with the corresponding standard deviation. 



Given the confidence in position prediction derived from the previous expe- 
riments we are now able to show a benefit of the improved knowledge of the 
camera to ground plane transformation. The result of the experiment dealing 
with occlusion is shown in figure 0 Each row shows a different scene with the 
columns showing, from left to right, the grey-level image, the extracted edges and 
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the edges with the region boundary and the superimposed model, if an object is 
detected. 




Fig. 6. Occlusion experiment. Each row shows a different scene from the robot. In the 
first scene an object, a milk-jug, is recognised. In the second the milk-jug is occluded 
and recognition fails. The robot is then moved to a new pose and the object is recovered. 



In the first scene the milk-jug is detected (and its 3D world position recorded) 
as indicated by the thick grey outline in the right hand column, which matches 
the edges seen in the centre column. In the second scene the target object is 
occluded and no object is detected. In the final scene the camera is moved to a 
pose where the milk-jug is no longer occluded. From the world position derived 
from the first scene, the known robot movement and the precise knowledge of 
the projective transformation the image position of the object in the new scene is 
accurately determined, leading to successful matching of the re-projected model 
and the observed edges. 

At present we only show how detection recovery is possible given a suitable 
new non-occluded pose and not how the choice of that pose is made. We leave 
for future work determination of appropriate positions of the camera relative to 
the target and occluding objects. 
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6 Conclusions 

The computer vision system described in this report integrates a number of diffe- 
rent techniques, processes and algorithms in the form of a variety of software and 
hardware modules. One benefit of integration is to show the effects of individual 
modules on the reliability and performance of the overall system. 

The particular topic we have addressed here is the influence of the camera 
calibration accuracy and stability on object recognition and its 3D pose deter- 
mination in the context of active vision. Previous work in the area of scene inter- 
pretation and 3D reconstruction has concentrated mainly on static poses with 
calibration determined from a single view image of the scene. We have shown 
that precise maintenance of 3D position cannot be achieved in the absence of 
reliable projective transformation parameters and that the required accuracy 
cannot be delivered by the single view calibration approach. The technique of 
computing calibration data from multiple views 12 m was shown to significantly 
improve the predictions of object positions from different view points assumed 
by a mobile camera. 

Also presented was an experiment showing the application of the ability to 
predict object 3D position to the standard problem of occlusion. The system 
was able to verify the initial interpretation after a target object was occluded. 
Although choice of view point facilitating scene model maintenance was not 
explicitly modelled, this will constitute a possible future extension of the reported 
work. 
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Abstract. Many modern computer vision systems are built by chaining 
together standard vision procedures, often in graphical programming 
environments such as Khoros, CVIPtools or lUE. Typically, these procedures 
are selected and sequenced by an ad-hoc combination of programmer’s 
intuition and trial-and-error. This paper presents a theoretically sound method 
for constructing object recognition strategies by casting object recognition as a 
Markov Decision Problem (MDP). The result is a system called ADORE 
(Adaptive Object Recognition) that automatically learns object recognition 
control policies from training data. Experimental results are presented in which 
ADORE is trained to recognize five types of houses in aerial images, and where 
its performance can be (and is) compared to optimal. 



1 Introduction 

As the field of computer vision matures, fewer and fewer vision systems are built 
“from scratch”. Instead, computer vision systems are built by chaining together 
standard vision procedures, including (but by no means limited to): image smoothing 
and enhancement, edge and corner extraction, region segmentation, straight line and 
curve extraction, grouping, symbolic model matching (including Hausdorf matching, 
key feature matching, and heuristic search), appearance matching, pose determination, 
and depth from stereo, motion or focus. Separately, each of these procedures 
addresses part of the computer vision problem. Sequenced together, they form end- 
to-end vision systems that perform specific tasks. 

Computer vision software environments help users build end-to-end systems by 
providing procedure libraries and graphical user interfaces for sequencing them 
together. In Khoros, for example, programmers build applications by selecting 
procedures (called “glyphs”) from menus and graphically connecting the output of 
one procedure to the input of another [27]. CVIPtools is a similar software 
environment intended primarily for academic use [33]. The Image Understanding 
Environment (lUE) is an object-oriented software developer’s environment, but it also 
includes a GUI for sequencing procedures [23]. (The lUE is still under development 
at the time of writing, but a preliminary version is freely available at 
http : //w w w . aai . com/ A AI/IUE/IUE . html . ) 
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Software tools such as Khoros, CVIPtools and lUE make it easier for programmers 
to form and test sequences of vision procedures. Unfortunately, they do not help 
programmers with the underlying problems of how to select procedures for a specific 
task, or how to compare one control strategy to another. Programmers are left to 
choose vision procedures based on intuition, and to refine sequences of procedures by 
trial and error. 

The goal of the Adaptive Object Recognition (ADORE) project is to provide a 
theoretically sound mechanism for dynamically selecting vision procedures for 
specific tasks based on the current state of the interpretation. In the future, we hope to 
build systems that can adapt to any recognition task by dynamically selecting actions 
from among dozens (if not hundreds) of vision procedures. At the moment, however, 
this ambitious goal exceeds our grasp. This paper describes an initial prototype of 
ADORE that learns to find houses in aerial images using a library of ten vision 
procedures. While this system is clearly short of our ultimate goal, it is an example of 
an end-to-end system that adapts by dynamically controlling vision procedures. This 
paper describes two experiments with the prototype version of ADORE - one where 
ADORE succeeds in finding a nearly optimal recognition strategy, and one where it is 
less successful. 



2 Examples of Static and Dynamic Control 

Before describing ADORE in detail, let us first illustrate the problem it is supposed 
to solve. Eigure 1 shows a nadir-view aerial image. The task is to find instances of 
specific styles of houses, such as the duplex in Eigure 2. To accomplish this task, 
ADORE is given access to ten vision procedures and a template of the duplex. 
(Descriptions of all ten procedures can be found in Section 5.2.) ADORE is also 
given training images and training signals that give the position and orientation of 
each duplex. ADORE’ s role is to dynamically select and execute procedures so as to 
produce duplex (and only duplex) hypotheses. 

ADORE finds duplexes by learning a control strategy that selects one vision 
procedure at each processing step. For example, ADORE can begin be selecting one 
of three procedures for producing regions of interest (ROIs) from images: a rotation- 
free correlation procedure [28], a statistical distribution test [25], and a probing 
routine. All three can be used to generate duplex hypotheses, but ADORE learns 
from the training data that for this task - where the duplexes are almost identical to 
each other, and lighting differences and perspective effects are minimal - pixel-level 
correlation outperforms the other two procedures. ADORE therefore learns a 
recognition strategy that begins with correlation. 

The next step is more complex. Figure 3 shows three ROIs produced by 
correlation. The ROI on the left of Figure 3 matches the position and orientation of a 
duplex very well. In fact, none of the procedures in ADORE’ s procedure library can 
improve this hypothesis, so the best strategy for ADORE is to accept it. The ROI on 
the right in Figure 3, on the other hand, does not correspond to any duplex. The best 
strategy here is to reject it. 
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Fig. 1: A nadir- view image of a residential section of Ft. Flood, TX 



The ROI in the middle of Figure 3, on the other hand, is more interesting. This 
ROI roughly matches a duplex, hut the ROI is below and slightly rotated from the true 
position of the duplex, probably because the duplex is partially occluded in the image. 
In this case, the best strategy is to refine the hypothesis by resegmenting the image 
chip [10] and then applying a Generalized Hough Transform [5] to align the template 
with the extracted region boundary. Figure 4 shows the resulting hypothesis after 
these two procedures are applied. 




Fig. 2. A Duplex 

Examples like the one in Figure 3 demonstrate the importance of dynamic control. 
In all three cases, the first procedure was the same: correlation. The choice of the 
next procedure, however, depends on the quality of the data (in this case, ROI) 
produced by the previous step. In general, control strategies should choose 
procedures based not only on static properties of the object class and image domain, 
but also on properties of the data produced by previous procedures. 



3 Related Work 

Long before the appearance of software support tools like Khoros, researchers argued 
for specialized recognition strategies built from reusable low-level components. As 
far back as the 1970s, Arbib argued from psychological evidence for specialized 
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visual “schemas” built from reusable procedures [4], In the 1980’s, Ullman 
developed a similar theory, in which primitive “visual routines” are combined to form 
specialized recognition strategies [32]. Later, Aloimonos [2] and Ikeuchi & Hebert 
[16] argued for specialized recognition strategies made from primitive vision 
operations in the context of visual robotics. 




Fig. 3. A demonstration of dynamic control: the three ROIs above were all created by 
rotation-free correlation, yet the best strategy for refining these hypotheses depends on the 
quality of the ROIs, not the history of how they were created. In this case, the best strategy is 
to 1) accept the ROI on the left, 2) reject the ROI to the right, and 3) refine the ROI in the 
middle through segmentation [10] followed by the Generalized Hough Transform [5]. 



In practice, researchers have been building systems with special-purpose 
recognition strategies for twenty years. In the late ‘70s and early ‘80s, researchers 
built Al-style production and blackboard systems that selected and sequenced vision 
procedures to achieve specific tasks. Nagao & Matsuyama’s production system for 
aerial image interpretation [24] was one of the first, and lead to several long-term 
development efforts, including SPAM [22], VISIONS/SCHEMA [11], SIGMA [15], 
PSEIKI [3] and OCAPI [9]. More recently, other researchers [8,17,19] have applied 
Al-style planning technology to infer control decisions from databases describing the 
task and the available procedures. 




Fig. 4. The middle ROI from Figure 3 after refinement via segmentation [10] and the 
Generalized Hough Transform [5]. 



Unfortunately, knowledge-based systems are often ad-hoc. Researchers formulate 
rules for selecting procedures based on their intuition, and refine these rules through 
trial and error. (See [12] for a description of the knowledge engineering process in 
object recognition) As a result, there is no reason to believe that the control policies 
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emerging from these heuristics are optimal or even good, nor is there any way to 
directly compare systems or to evaluate control policies. 

Recently, researchers have tried to put the control of object recognition on a 
stronger theoretical foundation using Bayes nets (e.g. THAI [29] and SUCCESSOR 
[21]). Unfortunately, the design of Bayes nets can itself become an ad-hoc knowledge 
engineering process. Other researchers try to eliminate the knowledge acquisition 
bottleneck by learning control policies from examples. Researchers at Honeywell use 
genetic algorithms to learn target recognition strategies [1], while reinforcement 
learning has been used by Draper to learn sequences of procedures [13] and by Peng 
& Bhanu to learn parameters for vision procedures [26]. Maloof et. al. train 
classifiers to accept or reject data instances between steps of a static sequence of 
procedures [20]. 



4 Object Recognition as a Supervised Learning Task 

The goal of the adaptive object recognition (ADORE) project is to avoid knowledge 
engineering by casting object recognition as a supervised learning task. Users train 
ADORE by providing training images and training signals, where a training signal 
gives the desired output for a training image. ADORE learns control strategies that 
dynamically select vision procedures in order to recreate the training signal as closely 
as possible. This control strategy can then be used to hypothesize new object 
instances in novel images. 

To learn control strategies, ADORE models object recognition as a Markov 
decision problem. The state of the system is determined by data tokens produced by 
vision procedures. Eor example, the state of the system might be a region of interest 
(ROI), a set of 2D line segments, or a 2D contour. The actions are vision procedures 
that change the state of the system by producing new data tokens from the current 
data. A control policy is a function that maps states onto actions. In the context of 
ADORE, control policies map data tokens onto vision procedures, thereby selecting 
the next action in the recognition process. 

At the software system level, ADORE is most easily thought of as two distinct 
components: a run-time execution monitor that applies vision procedures to data, and 
an off-line learning system. The connection between these two systems are the 
control policies that are developed by the learning system and applied by the 
execution monitor. 



4.1 The Execution Monitor 

The run-time execution monitor is a three-step loop that implements dynamic control 
policies. On each cycle, the execution monitor: 

1. Measures properties of the current data token, producing a feature vector. The 
length and contents of the feature vector depend on the type of the data token; for 
example features measured of an image (average intensity, entropy, etc.) are 
different from features measured of a contour (length, curvature, contrast). 
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2. The control policy is a function that maps feature vectors onto vision procedures 
(see Section 4.2 below). 

3. The selected procedure is applied to the current data token, thereby producing new 
data tokens. 

The loop begins when an image is presented to the system as the first data token; the 
monitor then executes the loop above until a vision procedure fails to return any data, 
at which point the recognition process stops. 

Of course, this simple description glosses over some important details. First, there 
are two special procedures - called accept and reject - that return no data, and 
therefore provide a stopping point. These are the procedures that interact with the 
user; the accept procedure signals that an object instance has been found, while the 
reject procedure indicates that the current data is a false hypothesis and should be 
abandoned. Second, the execution monitor also measures the run-time of each 
procedure, to be used in task statements (i.e. reward functions - see Section 4.2 
below) that involve tradeoffs between time and accuracy. Finally, many vision 
procedures return multiple outputs. For example, the peak detection procedure (see 
Section 5.1) may detect several peaks corresponding to possible hypotheses. 
Similarly, many other detection, matching and grouping routine return multiple 
hypotheses. When this happens, we assume that the outputs do not overlap and 
consider each to be a separate hypothesis, forking as many new instances of the 
execution monitor as are needed to match the number of hypotheses. 

In terms of software, the execution monitor is independent of the vision procedure 
library. Each vision procedure is an independent unix executable; a library file tells 
the execution monitor the number and type of input arguments for each procedure, the 
number and type of output arguments, and the unix pathname. The design goal is to 
allow vision procedures to be added or removed from the system by simply editing 
the library file. Similarly, the execution monitor is independent of particular data 
representations, since all data tokens are kept in files. For each data type, the library 
file tells the execution monitor 1) the name of the data type (so the monitor can match 
data tokens with arguments to vision procedures); 2) the length of the feature vector; 
and 3) the path of the unix executable for measuring features. Thus new data types, 
like new vision procedures, can easily be added to the system. 



4.2 Control Policies 

Control strategies are represented by policies that select vision procedures based on 
feature vectors. Since good control strategies depend on the target object class and 
image domain, a different strategy is learned for every object recognition task. 

To learn theoretically justifiable control strategies, object recognition is modeled as 
a Markov Decision Problem (MDP). Although a general introduction to MDPs is 
beyond the scope of this article, they are structurally similar to finite state machines. 
The system begins in some a s, and applies an action a,, thereby creating a transition 
to a new state s^. This process repeats itself, creating a series of states and actions, Sj, 
a,, Sy tty Sj...... Unlike a finite state machine, however, the state transitions in an MDP 

are probabilistic; when an action a. is applied in state s^, the resulting state is selected 
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from a probability distribution associated with the state/action pair <s^a>. Because 
every state/action pair has a different probability distribution, the system has to select 
which action to apply at each state. This selection is made by a control policy, which 
is a mapping of states onto actions. Finally, every state transition has a reward (a.k.a. 
penalty) associated with it. The goal in a Markov decision problem is to find the 
control policy that maximizes the expected reward over time. 

In ADORE, object recognition is cast as a Markov decision problem by equating 
actions with computer vision procedures (e.g. edge detection, region segmentation, 
grouping). These procedures produce and consume intermediate data tokens such as 
images, regions and line groups. The state of the Markov process is determined by a 
feature vector that describes the current data token. Vision procedures are 
probabilistic because even though we know the type of data they produce - for 
example, edge detection procedures create edges — we do not know in advance what 
feature values that resulting data will have. 

The reward/penalty function used for object recognition is task-specific. If the 
goal is to optimize recognition regardless of cost then the reward associated with 
every procedure other than accept is zero. When the system invokes accept it signals 
that it has found an instance of the object class, and it is rewarded or penalized 
according to how well that hypothesis matches the training signal. (The error 
function used to compare hypotheses to the training signal is also task-specific.) If 
the goal is to optimize a cost/quality tradeoff, every procedure other than accept and 
reject is penalized according to its runtime. 

In this framework, a control policy is a function that maps feature vectors onto 
actions. (This mapping is limited by the practical constraint that every vision 
procedure can be applied to only one type of data). The control policy is built up 
from a set of Q-functions, one for every vision procedure. In Markov control theory, 
Q(s,a) is the function that predicts the expected reward over time that follows from 
applying action a in state s. For example, in ADORE the off-line learning system 
trains a Q-function to predict the reward that results from segmenting ROIs (in the 
context of the current task), based on the features of the ROI. It also trains Q- 
functions for predicting the rewards that follow image correlation, curve matching, 
and every other procedure in the procedure library. The control policy evaluates these 
Q-functions on the current data and selects the procedure with the highest Q-value. 

It is important to note that the Q-function predicts the total future reward that 
follows a procedure, not just the immediate reward. As described above, in most 
object recognition tasks the system does not get a positive reward until the final step 
when it accepts a (hopefully correct) hypothesis. As a result, Q-functions predict the 
quality of the hypothesis that eventually follows a procedure, even if it takes several 
additional steps to form that hypothesis. 



4.3 Offline Learning 

The control and artificial intelligence literatures contain many techniques for learning 
optimal Q-functions for control problems with discrete state spaces. If the transition 
probabilities associated with the actions are known (a so-called process model), 
dynamic programming will estimate Q-values and produce an optimal control policy. 
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In the absence of a process model, reinforcement learning (most notably the temporal 
difference [30] and Q-learning [34] algorithms) have been shown to converge to 
optimal policies in a finite number of steps. 

Unfortunately, the object recognition problem as defined here depends on a 
continuous state space of feature vectors. Tesauro [31] and Zhang & Dietterich [35] 
have shown empirically that neural nets can approximate Q-functions for continuous 
feature spaces within a reinforcement learning system and still produce good control 
policies. Unfortunately, their method required hundreds of thousands of training 
cycles to converge. ADORE has a sequence of continuous feature spaces, one for 
each data representation (images, ROIs, contours, etc.) and would require getting a 
sequence of neural nets to converge on a single control policy. Although theoretically 
possible, we have not yet succeeded in making this work. 

Instead, we train Q-functions by optimistically assuming that the best control 
policy always selects the action that yields the highest possible future reward for 
every data token. Strictly speaking, this assumption is not always true: a control 
policy maps points in feature space onto actions, and it is possible for two different 
tokens to have the same feature measurements and yet have different “optimal” 
actions. Nonetheless, the optimistic assumption is approximately true, and it breaks 
the dependence between Q-functions, allowing each neural net to be trained 
separately. 

In particular, we approximate Q-functions by training backpropagation neural 
networks. The training samples are data tokens extracted from the training images. 
We apply all possible sequences of procedures to every training sample, in order to 
determine which procedure yields the maximum reward. A neural network Q- 
function is trained for every vision procedure using the data features as input and the 
maximum reward as the output. In this way, the neural net learns to approximate the 
future reward from an action under the optimistic control assumption. (Complicating 
the picture somewhat, we “bag” the neural nets to reduce variance; see [14].) 



5 Experiments 



5.1 Task #1: Duplex Recognition 

To test ADORE in a tightly controlled domain, we trained it to recognize houses in 
aerial images like the one in Figure 1. In the first experiment, the goal is to find 
duplexes of the type shown in Figure 2. The training signal is a bitmap that shows the 
position and orientation of the duplexes in the training images; Figure 5 shows the 
training signal matching the image shown in Figure 1. The reward function is the size 
of the pixel-wise intersection of the hypothesis and the training signal, divided by the 
size of the union. This evaluation function ranges from one (perfect overlap) to zero 
(no overlap). 
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5.2 The Vision Procedure Library 



The vision procedure library contains ten 2D vision procedures, as depicted in Figure 
6. Three of the procedures produce likelihood images (with orientation information) 
from intensity images and a template]] The rotation-free correlation procedure [28] 
correlates the template at each position in the image by first rotating the template until 
the direction of the edge closest to the center of the template corresponds to the edge 
direction at the center of the image window. The TAStat procedure is a modification 
of the algorithm in [25]. For every image window it also rotates a mask of the object 
until it aligns with the local edge data, and then measures the difference between the 
intensity distributions of the pixels inside and outside of the mask. The greater the 
difference between the intensity distributions, the more likely the mask matches an 
object at that location and orientation in the image. Finally, the probing procedure 
also uses edge information to rotate the template for each image window, and then 
samples pairs of pixels in the image window, looking for edges that match the 
location of edges in the template. 



' In all of our experiments, we assume that a template of the object is available. 




ADORE: Adaptive Object Recognition 531 



G^T 

Contour ROI+ 




Bums Line 

Segments | 

LiME 



Fig. 6. A visual depiction of ADORE’ s vision procedure library. Note that the peak 
detection procedure produces approximately twenty ROls each time it is called. 

Regions of interest (ROIs) are chips from the original image that are hypothesized 
to correspond to object instances; each ROI also has a mask that details the 
hypothesized position and orientation of the object. ROIs can be extracted from 
likelihood images using a peak detection procedure, which finds the top N peaks in a 
likelihood image. For these experiments, the peak detection procedure was 
parameterized to extract twenty peaks from each likelihood image. 

Five procedures can be applied to any ROI. Two of these actions are the special 
actions mentioned in Section 4.1, accept and reject. The other three options are: 1) an 
active contour procedure [18] that modifies the outline of an ROI mask until the 
contour lies along edges in the original image; 2) a segmentation procedure [10] that 
extracts the boundary of a new region (as a 2D contour) within the image chip; or 3) a 
straight line extraction procedure [7]. 

A Generalized Hough Transform procedure [5] matches 2D image contours to the 
contour of a template, thus creating a new ROI. A symbolic line matching procedure 
(LiME; [6]) finds the rotation, translation and scale that maps template (model) lines 
onto image lines, again producing an ROI. It should be noted that LiME transforms 
hypotheses in scale as well as rotation and translation, which puts it at a disadvantage 
in this fixed-scale domain. 
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5.3 Duplex Results 



To test the system’s ability to learn duplex recognition strategies, we performed N- 
fold cross-validation on the set of eight Fort Hood images. In other words, we 
divided the data into seven training images and one test image, trained ADORE on 
seven training images, and evaluated the resulting strategy on the test image. We 
repeated this process eight times, each time using a different image as the test image. 
All the results presented this paper are from evaluations of test images. 

Figure 7 shows the results of two tests, with the ROIs extracted by ADORE 
outlined in white on top of the test image. As a crude measure of success, ADORE 
found 21 out of 22 duplexes, while producing 6 false positives. The only duplex not 
found by ADORE can be seen in the image on the right of Figure 7- it is the duplex 
that is half off the bottom right-hand corner of the image. Every duplex that lies 
completely inside an image was recognized. (The right side of Figure 7 also shows 
one false positive.) 




Fig. 7. Duplexes extracted from two images. In the image on the left, all three duplexes were 
found. On the right image, a false positive appears on the upper right side. The half-visible 
duplex to the bottom right is the only false negative encountered during testing. 



It would be incomplete to just analyzing ADORE in terms of false positives and 
false negatives, however. Much of the benefit of ADORE’ s dynamic strategies lies in 
their ability to refine imperfect hypotheses, not just make yes/no decisions. ADORE 
maximizes its reward function by creating the best hypotheses possible, given the 
procedure library. Table 1 gives a quantitative measure of ADORE’ s success. The 
left most entry in Table 1 gives the average reward across all 22 positive duplex 
instances from the optimal strategy, where the optimal strategy is determined by 
testing all sequences of procedures and taking the best result. The second entry gives 
the average reward generated by the strategy learned by ADORE. As further points 
of comparison, we implemented four static control strategies. The third entry in Table 
1 gives the average reward for duplex instances if no further processing is applied 
after correlation and peak detection. The fourth entry gives the average reward if 
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every duplex ROI is segmented and then repositioned by matching the region 
boundary to the duplex template boundary via a Generalized Hough Transform. The 
fifth entry gives the average reward if the active contour (i.e. snake) procedure is 
applied to every ROI, followed once again by the Generalized Hough Transform. 
Finally, the sixth entry is the average reward if straight lines are extracted from ROIs, 
and then the LiME geometric model matcher is applied to determine the position and 
rotation of the duplex. 





Optimal 

Policy 


ADORE 

Policy 


Accept or 
Reject 


Segment 


Active 

Contours 


Line 

Extract 


Avg 

Reward 


0.8991 


0.8803 


0.7893 


0.8653 


0.7775 


0.1807 



Table 1. Comparison between the optimal policy, the policy learned by ADORE, and the four 
best static policies. 



Two conclusions can be drawn from Table 1. First, the strategy learned by 
ADORE for this (admittedly simple) task is within about 98% of optimal. Second, 
the dynamic strategy learned by ADORE, although not perfect, is better than any 
fixed sequence of actions. As a result, our intuitions from Section 2 are validated: we 
achieve better performance with dynamic, rather than static, control strategies. 



5.3 Task #2: Finding Smaller Houses 



Having succeeded in finding a good strategy for recognizing duplexes, we changed 
the training signals and templates to recognize the four other styles of houses shown 
in Figure 8. The same procedure library and token features were used for these 
houses as for the duplex. After training, ADORE identified 18 of 19 instances of the 
house style A but generated 22 false positives. Combining the results from house 
styles A through D, ADORE found 47 out of 61 instances, while generating 85 false 
positives. 




(A) (B) (C) (D) 



Fig. 8. Templates of four other styles of houses. Note that the boundaries of the templates are 
similar to each other 
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On the one hand, these results were encouraging. We had used the same procedure 
library and features to find five different classes of objects, by training five different 
control policies. On the other hand, these results were clearly not as good as the 
previous results with recognizing duplexes had been. 

Why were these problems harder than finding duplexes? The most critical control 
decision (given our limited procedure library) occurs after ROIs are extracted from 
likelihood images. At this point, ADORE has a choice of five procedures: 
segmentation, active contours, line extraction, accept or reject. Of these five actions, 
line extraction is never optimal, but the other four actions are all optimal for some 
choice of ROI. 

The control policy must select optimal actions based on ROI feature vectors. By 
inspecting the weights of the neural net Q-functions trained for duplex recognition, 
we discovered that two of the eleven ROI features dominated the control decision. 
One feature was the average edge strength along the boundary of the ROI. The 
second was the percent of pixels outside the mask that match the average intensity 
value of pixels under the mask. (We informally refer to these as “missing” pixels, 
since their intensities suggest that they were accidentally left out of the hypothesis.) 

Based mostly on these two features, ADORE learned a strategy that worked well 
for duplexes. If we interpret the behavior of the Q-functions in terms of these two 
features, the duplex recognition strategy can be described as follows (see Figure 9): 
ROIs with very high boundary edge strength and very few “missing” pixels should be 
accepted as is. (The points in Figure 9 correspond to training samples, coded in terms 
of the optimal action for each ROI. Points marked with an open circle correspond to 
ROIs that receive approximately the same reward whether segmented or accepted as 
is.) If there is less edge strength but relatively few pixels are “missing”, then the ROI 
should be segmented to adjust the boundary. Although many false hypotheses are 
segmented according to this rule, there is another control decision after segmentation 
where false hypotheses can be rejected and true ones accepted if the adjusted 
boundary still has low edge strength. There is also one small region in feature space 
where the active contour procedure is optimal. This is harder to explain and may 
result from the training set being a little too small, or it may be a decision triggered by 
some combination of the other nine features. Finally, if the missing pixel count is 
high or the edge strength is low, the ROI should be rejected. The solid boundaries in 
Figure 9 are our hand-drawn interpretation of the control policy’s decision 
boundaries. 

When we look at the other house recognition tasks, however, we find that the same 
features do not discriminate as well. If you overlay the four templates shown in 
Figure 8, it turns out that most of the boundaries are aligned. As a result, if an ROI 
for style A is incorrectly placed over an instance of styles B, C or D, the average edge 
strength is still very high. (The same is true for ROIs of style B, C and D). As a 
result, the edge strength feature does not discriminate between these styles of houses. 
Since every hypothesis must identify the type of house, ADORE has a hard time 
learning to distinguish true hypotheses from false ones, resulting in (gracefully) 
degraded performance. In effect, the difference in feature space between one style 
and another is too small to support a more reliably strategy. The policies learned by 
ADORE make the most of the feature set it is given and identify most instances 
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correctly, but to improve performance on this task will require new and better 
features. 



6 Conclusion 

We have built a prototype adaptive object recognition system capable of learning 
object-specific recognition strategies, given a procedure library and features that 
describe intermediate hypotheses. When the intermediate-level features are 
descriptive enough to support intelligent control decisions, the result is a near-optimal 
object recognition system. When the intermediate-level features are less descriptive, 
ADORE still learns the best control policy relative to these (weak) features, but the 
resulting performance is naturally degraded. 
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Fig. 9. ROIs plotted in two dimensions of the eleven dimensional feature space. The shape 
of the points indicates the optimal control decision for each ROI. (Open circles represent ROIs 
that receive roughly the same reward whether they are accepted as is or refined through 
segmentation.) The ellipses correspond to our interpretation of the decision boundaries learned 
by the neural networks. 
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Abstract . This paper presents the work currently done at L AAS / CNRS 
about scene interpretation required for manipulation tasks by a mobile 
arm. This task is composed of two steps : the approach of the mobile 
platform along the manipulation site and the grasping itself. The paper 
focuses on the object recognition and localization : the approach step 
is performed by a simple laser-based navigation procedure. For the gra- 
sping step, we use a CAD model of the object and discuss of the problems 
linked with such a representation : visibility informations must be ad- 
ded so that recognition and grasping strategies could be selected in a 
formal way. For the recognition, first matchings concerning discriminant 
patterns allow to generate a first prediction about the object situation; 
an optimal verification viewpoint can be computed. From this new ca- 
mera position, we search for maximal sets of matched image features and 
model primitives; the best recognition hypothesis is determined by the 
best score. If no prediction can be determined, the system may switch to 
other discriminant patterns or move the camera respectfull to the arm 
and robot constraints. 



1 Introduction 

This paper presents some experimental methods required to deal with the reco- 
gnition of 3D objects that must be grasped by a mobile manipulator. For such 
a perception task, a number of methods have been proposed; some interesting 
surveys on 3D object recognition il ini P describe recognition strategies where 
sensory data are acquired by a single camera, or by a laser range finder (LRF), 
or by a multi-sensory system. In our lab, we have provided some contributions 
for different configurations of the sensory system (single camera ^2| |S], LRF fP 
or multi-sensory and mobile sensors P P HD) ; in this paper, we address the 
problem of the selection of the best strategy for the recognition task of known 
objects, by the use of a single camera mounted close to the gripper of a mobile 
manipulator, (figure EJ. The generic scenario we want to execute is represented 
on the figure [D [1131 ; we are only concerned here with the perception module 
executed on board for the manipulation task. 

In ^ 0, the authors present some variations around the classical interpreta- 
tion-tree matching algorithm. The control process of our recognition task, follows 
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Approach step 



Grasping step 



Fig. 1. Grasping scenario 



generally a classical “Hypothesise and Test” paradigm. But, in this work, we aim 
to develop a general method which could integrate : 

— passive and active recognition procedures : a recognition based on one view- 
point if the result is unambiguous, or based on several images acquired from 
computed positions of the camera if several hypothesis can be considered, 

— and different decisional processes : a depth-first approach if a discriminant 
visual cue can be searched at first, an exhaustive approach if the scene is 
very ambiguous. 

Indeed, we can define discriminant visual cues from the model - cues that 
may be determined by the user or by comparison with a more general model of 
the class the object belongs to - that will help us to highlight the most interesting 
viewpoints, where such discriminant features are visible. We will try to get these 
particular viewpoints in so far as it is accessible to the arm and in so far as it 
doesn’t lead to a great number of movements towards the robot. 

However, these discriminant cues are sometimes not enough to make a deci- 
sion. Their recognition is one step in a more complete decision process. In fact, 
we are led to make some hypothesis from our a priori knowledge and the reco- 
gnition process is the search for the strongest pattern so that we start to search 
for some particular model primitives. Each time some visual features have been 
identified, we update our belief in the active hypothesis along the recognition 
process using Bayes nets |3] until we are able to determine the object. 

2 Approach Step 

Different control schemes could be used for the approach step; if the environment 
model is a priori known, a path planner could be used to generate a trajectory 
toward a required position of the mobile platform along the manipulation site 
(here, a simple table). This position could be computed in order to optimize the 
reachibility of the object put on the table. 



540 



S. Jonquieres et al. 



A more complex functionality is presented here; we take advantage of the 
multisensory system mounted on our robot. The manipulation site is detected 
and located by a Sick laser sensor. On figure 0 are represented the 2D laser 
data and the figure 0 shows the 2D segments extracted from the previous figure. 
The manipulation site appears as two orthogonal segments the lengths of which 
are a priori known. This allows us to work without any knowledge about the 
localization of the manipulation site. 

From the laser segments matched to the table sides, a table position is esti- 
mated. Two situations can occur : 

— the object position on the table is approximatly known : an optimal position 
of the arm can be computed and a path is generated toward the correspon- 
ding platform position along the table. 

— the object position is not a priori known. Before coming along the table, 
an active recognition procedure is executed from intermediate positions of 
the platform close to the table. These positions are computed from the as- 
pect graph of the object, in order to detect some discriminant features and 
generate a good localization hypothesis. 




Fig. 2. 2D laser data acquired from 
the Sick sensor 



Fig. 3. 2D laser data and extracted 
2D segments 



3 Object Recognition 

Once the object is modelled, the main point is to match this representation with 
the visual data. The first topic we discuss here is the object modelling. Then 
we introduce the recognition process and mainly the hypothesis generation and 
verification. 



3.1 Object Modelling 

The aim of this work is to be able to recognise a particular object. We don’t need 
a general representation of the class the object belongs to, but on the contrary, 
we need a description of the object itself. That is why we built a CAD-model 
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with ROBMOD, a system developed by S. Cameron at Edinburgh. ROBMOD 
is a CSC (Constructive Solid Geometry) modeller. The object is described by 
3D-faces and 3D-segment loops. An interface has been developed to make this 
description compatible with our data structure. All the work about the model 
is done off-line. 




Fig. 4. Partial aspect table 



This description is however insufficient in so far as all the segments are not 
always visible. It depends on the viewpoint from which the object is observed. 
This information about visibility can be gathered in aspect tables : each aspect 
has a number and each segment of the model has an associated structure which 
contains the numbers of the aspects where the segment is visible. Fig E) shows a 
part of our object’s aspect table : the object we are working with is a blackboard 
cleaner. The 3D-segments which happen to be only partially seen are not labelled 
as visible. That is why some segments seem to miss on the figures. Aspects 
concerning the other side of the object have not been represented : we only put 
on fig II the aspects where a printed pattern with a kind of cross can be seen. 
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Among all the viewpoints, some are equivalent with respect to the visible 
segments. These viewpoints can be gathered in a structure including information 
about visible segments and an average viewpoint. Thus, we reduce the set of 
viewpoints we go through when we start the recognition process. Besides, it is 
particularly interesting to link such aspect graphs with highly discriminant cues. 

Indeed, particular pattern can be extracted from the object model. They 
may be composed of parallel, collinear or connected segments, polygonal chains 
or particular patterns (trademark labels, colour cues, etc). These patterns can be 
defined by the user or automatically extracted from the object model. But these 
visual cues can’t be considered at a same level : some of them have a higher 
discriminant value than other. That’s why they are caracterized by an utility 
coefficient reflecting their likely importance in the recognition process. In order 
to determine a consistent value, we have to take into account the occurrence 
frequency of the pattern and how easy it is to highlight it among the other 
extracted visual patterns : we take into account the number of segments and the 
kind of segment patterns they are composed of (collinear or parallel segments, 
polygonal chains, etc). In the previous figure, the most discriminant pattern is 
the kind of box designed on a face of the object. It is not visible from the non- 
represented viewpoints. If this pattern can’t be recognised, we try to work with 
the side views of the object, which are non only composed of parallel segments. 

Thus, we start the recognition process with a 3D-model which contains infor- 
mation about the visibility of each segment and some particular object primitives 
useful to initiate the recognition. 

3.2 Recognition Process 

The aim of the process is to recognise an object using a 3D representation and 
2D visual data from a gray-scaled picture. The first step consists in establishing 
a recognition hypothesis using the most discriminant features. Then, the reco- 
gnition hypothesis is used to perform the verification process : this hypothesis 
provides us with a localization estimate which is used to project the whole model 
in the verification process. 

Hypothesis Generation Fig 0 represents the scheme of the hypothesis gene- 
ration process. According to what has been introduced previously, we start the 
process with information about discriminant cues. The most discriminant pat- 
tern is chosen and the search for this pattern in the picture data is performed. 

The picture data are sorted so that we get sets of segments (parallel, collinear, 
connected, belonging to a chain). Then, we compare these structured sets with 
the one describing the selected pattern (number of parallel segments, connection 
types, etc) : we look for the occurrence of these specific sets of segments. Thus, 
some 2D points are matched with 3D points and we use Tsai’s algorithm to 
compute the transformation between object and camera references. 

If this search fails (non- visible pattern or non-recognised pattern), we can try 
with another pattern (less discriminant than the previous) or move the camera 
to get a new viewpoint (see section rnni . 
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Hypothesis Verification The verification process is shown fig El We want here 
to check the localization hypothesis and, if necessary, we want to correct it. 

The perception system provides us with a gray-scaled picture. It is treated to 
obtain 2D-segments. As the previous step has provided a localization estimation, 
it is used to project the 3D-model into a list of 2D-segments : we don’t consider 
any longer particular sets of segments. 






Fig. 5. Hypothesis generation scheme 



From this localization, we can compute which segments are visible. Indeed, 
the initial localization allows us to determine an aspect which would lead to the 
same observation. We just have to label the 3D-segment which have this aspect 
number in their structure. 

In the next step, matching is performed for each visible model segment. 
To determine how well the model primitive and the picture feature match we 
compute a score. Therefore, the couple of segments is submitted to a series of 
tests. After this, we get couples of segments with a score. Segments don’t match 
if the score doesn’t suit a final test. This is an exhaustive search for the machting 
couples of segments. 

Sets of matching segments are built : their structure consists of lists of com- 
patible couples of segments. These lists are kind of hypothesis in the verification 
process. Among those sets, we only keep those which have at least a certain 
number of couples. Then, we search for the maximum sets and we assign each 
hypothesis a new score. The best score determines the best hypothesis. From 
this result, the object is localized. 

This method has been tested in several cases and it has also been made use 
of it in a static-look and move simulation. These applications are presented in a 
following section. 
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Fig. 6. Hypothesis verification scheme 



3.3 Active Recognition 



As mentionned in section EH the most discriminant pattern may not be found. 
We can either keep on searching a less discriminant pattern or decide to get 
another viewpoint and to keep searching for the most discriminant pattern. To 
make this decision, the discriminant power of the pattern (how many aspects 
does it caracterize, how discriminant is it with respect to the other patterns, etc) 
but also the arm accessible domain and the robot movements must be taken into 
account. The pictures in fig 0 show what can be observed when the camera is 
moved in order to get different viewpoints until the most discriminant pattern 
is found. 

What active recognition also means, is, for instance, to focus on a picture 
area, using eventually a priori knowledge. Thus, in our application, the object 
generally lies on a table and the soil is tiled so that the picture offers a lot of 
short connected segments on its borders. Thus, such areas with a lot of short 
segments can be rejected. 
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Fig. 7. Moving the camera to get different viewpoints 



4 Grasping Step 

Before any experiment, a lot of knowledge must be learnt. The final accuracy of 
the grasping, depends widely on the results of the calibration methods required 
to identify the model parameters for the mobile manipulator and for its envi- 
ronment. The figure 0 shows the different reference frames linked to the mobile 
robot (Rrobot), the manipulator and the laser sensor {Rarm and Rsicki static 
w.r.t. Rrobot), the end-effector {Reff, dynamic), the gripper and the camera 
{Rgrp and Ream, static w.r.t. Reff), the manipulation site, here a table {RtaUe, 
static) and the object that must be grasped {Robj, static). The grasping process 
requires estimates for the following transformations: 

— Tae ■ end-effector in Rarm ■ Estimated from the internal sensors and from the 
geometrical model of the manipulator; this transformation must be used to 
request a manipulator movement towards a given position. 

— Teg : gripper in the end-effector frame. Constant. 

— Tto : object in the table frame, unknown or approximatively given in the 
environment model (especially if this object has been placed here during a 
previous Pick and Place task). 

“ Tgrasp ■ optimal grasping position for the gripper with respect to the object 
frame Robj, it can be computed off-line from the gripper and the object 
models. 



546 



S. Jonquieres et al. 



^ - ^Geometrical model of the arm 




Fig. 8. Reference frames and transformations 



If the object position on the table T^o is already in the model, as soon as 
the table has been located thanks to the laser data, an optimal placement of 
the robot along the table can be computed so that the grasping will be feasible 
without reaching any arm singularities or joint limits. 

A trajectory can be generated so that the mobile platform is moved towards 
this goal defined as a known position of the table w.r.t the robot Trt\ at this 
time, this trajectory is executed by a closed loop on the odometer; so the actual 
robot position when coming along the table is not exactly known. The predicted 
object localization of the object w.r.t. the arm Tao could be directly computed 
from the frame graph. 



Tao = T^^ * Trt * Tto 

If all transformations were perfectly known, the end-effector position Tae - 
consequently, the manipulator movement- required in order to execute a perfect 
grasping operation, could be directly computed : unfortunately such a simple 
solution cannot be performed because Tao is generally a too bad approximation 
according to ordinary accuracy requirements. 

Nevertheless, if the object position on the table is already in the environment 
model, the vision-based recognition procedure can be simplified; by the use of the 
geometrical model of the arm and of the hand-eye calibration, the localization 
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hypothesis T^o can be estimated. Only because of the need iovT^o the hypothesis 
verification scheme (figure 0) is required. 

A good grasping accuracy requires a final evaluation of Tgo as precisely as 
possible, such as the cumulated error between the last relative movement (to 
reach the grasping position) and the last estimate of Tgo, is less than the required 
tolerance. 

The estimation of Tgo by vision, can be based on either a static panoramic 
camera which localizes both the object and the gripper, or on a mobile wrist 
mounted camera which localizes only the object. For this paper, this last confi- 
guration has been chosen and a classical “Look and Move” strategy is proposed 
in order to guide the manipulator towards the object. Concerning Ream, the 
frame linked to the camera, three transformations must be estimated : 



— Tec ■ camera in the end-effector frame. Constant. 

— Teg : gripper in the end-effector frame. Constant. 

— Teo ■ object in the camera frame, given by the object localization. 



By the use of the camera, the critical transformation Tgo can be computed 



by: 



Tgo — Tgc * Too — '^eg^ * 



Teg and Te, 



* Te, 



are constant : they must be evaluated off-line by specific ca- 
librations. Then our accuracy requirements depend on the online localization 
procedure which provides Teo- 

In fact, an iterative strategy has been used, so that the grasping task can 
be controlled properly during the approach, and so that the errors due to the 
inaccuracies in the geometrical model of the manipulator or in the different off- 
line calibrations can be dynamically corrected. The last movement towards the 
grasp position will be undertaken only when the Tgo estimation will be refined 
and when the length of this last movement will be short enough to insure that the 
grasp position will be reached with an error lower than the required tolerance. 



5 Experimental Results 

5.1 Recognition Process 

As said before, a gray-scale picture (fig El) provides us with external information 
about the environment. This picture is segmented and we get about 290 seg- 
ments. As said before, the picture can be divided into several areas caracterized 
by the length and the number of segments. 

The extracted pattern is shown on fig El It is composed of two chains fitting 
into each other : the chain inside the other is also made of collinear segments. 

The localization hypothesis is represented on fig [O The result of the veri- 
fication and recognition process is shown on fig E] The hypothesis was quite 
accurate but this result has been improved by the exhaustive search of matched 
segments, only inside the window displayed on these figures. 
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Fig. 9. Recognition picture 




Fig. 11. Extracted pattern 





Fig. 12. Matching pattern with 
model 



5.2 Grasping Task 

The grasping task is performed by an arm mounted on a mobile platform, as 
shown in fig El This task has been firstly simulated with a graphic system 
GDHE, developed in our lab (see figEJ, and, then, the real grasping has been 
successfully executed. 

As described previously, the grasping is initiated with the computation of a 
localization hypothesis. Once the object has been recognised and localized, we 
compute the hypothesis using the transformation describing the arm movements. 
Indeed, the arm does not exactly reach the approach position. That’s why the 
recognition process is performed all the grasping task long until it reaches the 
grasping position. 

We have at this time some difficulties to estimate the error on the final grasp 
operation. The only result is visual; it seems we have less than 1 mm error, when 
the end-effector reaches the grasp position. 
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Fig. 13. Localization hypothesis 




This method provides good results, with satisfactory performances; with all 
the features extracted from one image, the sequence of prediction, localization 
and verification is executed in about 400 ms on a Sparcstation Ultra 10, without 
any software optimization. 

6 Conclusion 

We have described in this paper, a perception application related to visually 
guided Pick and Place task by a mobile arm. A multisensory system is mounted 
on our mobile robot : a Sick laser sensor allows to detect and locate the ma- 
nipulation site, while a eye-in-hand camera allows to locate the object on the 
manipulation site. 

This work is going on : we are implementing all the vision-based recognition 
procedure directly onboard, on the real time system on which the arm and the 
platform are controlled. We hope that a Dynamic Look and Move strategy could 
be tested, in order to avoid any arm stopped position between each iteration. 

Other research works will be done in order to improve the different percep- 
tual algorithms; especially, a tracking method will be integrated during object 
approach, in order to minimize the uncertainty and the time consumption of the 
object recognition algorithm. 
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Fig. 15. The real arm, mounted on a mobile platform. 
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Fig. 16. The simulation display : the arm and the object. 




11. S. Lacroix, P. Grandjean, and M. Ghallab. Perception Planning for a Multisen- 
sor Interpretation Machine. In IEEE International Conference on Robotics and 
Automation, Nice, (France), May 1992. 

12. L.H. Pampagnin and M. Devy. 3d Object Identihcation based on Matching between 
a Single Image and a Model. In IEEE International Conference on Robotics and 
Automation, Sacramento, (USA), April 1991. 

13. P. Suetens, P. Fua, and A. Hanson. Gomputational strategies for object recogni- 
tion. ACM Computing Surveys, 24(1):5-61, March 1992. 




Authors Index 



Agullo, R. J. 


98 


Ahlrichs, U. 


180 


Araujo, H. 


412 


Ayromlou, M. 


135 


Baek, K. 


522 


Barreto, J. 


412 


Batista, J. 


412 


Benitez, D. 


348 


Bins, J. 


522 


Bobick, A. 


66 


Bollmann, M. 


392 


Brandt-Pook, H. 


231 


Briot, M. 


450 


Butterfield, S. 


489 


Buxton, B. F. 


37 


Cabrera, J. 


348, 376 


Cabrera-Gamez, J. 


293 


Candelas, F. A. 


98 


Castrillon, M. 


376 


Coradeschi, S. 


216 


Crowley, J. L. 


151 


Crubezy, M. 


200 


Denzler, J. 


180 


Devy, M. 


450, 538 


Dillman, R. 


361 


Dodds, Z. 


312 


Dominguez, A. 


376 


Draper, B. A. 


83, 522 


Ehrenmann, M. 


361 


Eklundh, J.-O. 


115 


Elfes, A. 


162 


Falcon-Martel, A. 


293 


Fernandez, C. 


98 


Gongalves, J. G. M. 


489 


Guerra, C. 


376 


Hager, G. 


312 


Hague, T. 


37 


Hammes, J. P. 


83 


Hanson, A. 


469 


Heigl, B. 


180 


Hernandez, D. 


376 


Hernandez, M. 


376 


Hernandez-Sosa, M. 


293 


Hernandez-Tejera, M. 


293 



Hoischen, R. 


392 


Hoog, D. 


489 


Hornegger, J. 


180 


Hosticka, B. J. 


432 


Huynh, F. 


538 


Illman, J. 


1 


Isern, J. 


376 


Jagersand, M. 


312 


Jaberg, H. 


1 


Jaynes, C. 


469 


Jebara, T. 


51, 273 


Jesikiewicz, M. 


392 


Jimenez, L. M. 


98 


Jonquieres, S. 


538 


Justkowski, C. 


392 


Karlsson, L. 


216 


Khatib, M. 


538 


Kittler, J. 


509 


Krautgartner, P. 


331 


Kubinger, W. 


135 


Kummert, F. 


231 


Lorenzo-Navarro, J. 


293 


Mendez-Rodriguez, J. 


293 


Marchant, J. A. 


37 


Matas, J. 


509 


Marengoni, M. 


469 


Mertsching, B. 


392 


Moisan, S. 


200 


Murrieta-Cid, R. 


450 


Ng, K. 


489 


Niemann, H. 


180 


Nordberg, K. 


216 


Nordlund, P. 


115 


Oliver, N. 


51, 255 


Park, S.-B. 


432 


Parra, C. 


450 


Paulus, D. 


180 


Peixoto, P. 


412 


Pentland, A. 


51, 255, 273 


Pinhanez, C. 


66 


Prassler, E. 


162 


Puente, S. T. 


98 


Riseman, E. 


469 


Rosario, B. 


255 




554 Authors Index 



Sagerer, G. 


231 


Santos Conde, J. E. 


432 


Santos- Victor, J. 


21 


Schiele, B. 


51 


Schlegel, C. 


1 


Schneebeli, H. 


21 


Scholz, J. 


162 


Schuster, M. 


1 


Schwerdt, K. 


151 


Sequeira, V. 


489 


Socher, G. 


231 


Southall, B. 


37 


Steinhaus, P. 


361 



Tenner, A. 


432 


Thonnat, M. 


200 


Torres, F. 


98 


Toyama, K. 


312 


Vassallo, R. 


21 


Vieux, W. E. 


151 


Vincze, M. 


135, 331 


Wotz, R. 


1 


Wachsmuth, S. 


231 


Willem Bohm, A. P. 


83 


Wolfart, E. 


489 


Young, R. 


509 




